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To the Student 


With the hope that this work will stimulate 
an interest in Engineering Mechanics 
and provide an acceptable guide to its understanding. 





| | PREFACE 


It is intended that this book provide the student with a clear and 
thorough presentation of the theory and application of the principles of 
mechanics of materials. To achieve this objective, over the years this 
work has been shaped by the comments and suggestions of hundreds of 
reviewers in the teaching profession, as well as many of the author's 
students. The cighth edition has been significantly enhanced from the 
previous edition, and it is hoped that both the instructor and student will 
benefit preatly from these improvements. 


New to This Edition 


* Updated Content. Some portions of the text have been rewritten 
in order to enhance clarity and be more succinct, In this regard, some 
new examples have been added and others have been modified to 
provide more emphasis on the application of important concepts. 
Also, the artwork has been improved throughout the book to support 
these changes. 

* New Photos. The relevance of knowing the subject matter is 
reflected by the real-world applications depicted in over 44 new or 
updated photos placed throughout the book. These photos generally 
are used to explain how the relevant principles apply to real-world 
situations and how materials behave under load. 

* Fundamental Problems. These problem sets are located just 
after each group of example problems. Thev offer students simple 
applications of the concepts covered in each section and, therefore, 
provide them with the chance to develop their problem-solving skills 
before attempting to solve any of the standard problems that follow. 
The fundamental problems may be considered as extended examples, 
since the key equations and answers are all listed in the back of the 
book. Additionally, when assigned, these problems offer students an 
excellent means of preparing for exams, and they can be used at a later 
time as a review when studving for the Fundamentals of Engineering 
Exam. 

* Conceptual Problems. "Throughout the text, usually at the end of 
each chapter. there is a set of problems that involve conceptual 
situations related to the application of the principles contained in the 
chapter. These analysis and design problems are intended to engage 
the students in thinking through a real-life situation as depicted in a 
photo. They can be assigned after the students have developed some 
expertise in the subject matter and they work well either for individual 
or team projects. 

* New Problems. There are approximately 35%, or about 550, new 
problems added to this edition, which involve applications to many 
different fields of engineering, Also, this new edition now has 
approximately 134 more problems than in the previous edition. 
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* Problems with Hints. With the additional homework problems in 
this new edition, every problem indicated with a bullet (*) before the 
problem number includes à suggestion, key equation, or additional 
numerical result that is given along with the answer in the back of the 
book. These problems further encourage students to solve problems on 
their own by providing them with additional checks to the solution 





Contents 


The subject matter is organized into 14 chapters. Chapter 1 begins with 
a review of the important concepts of statics, followed bv a formal 
definition of both normal and shear stress, and a discussion of normal 
stress in axially loaded members and average shear stress caused bv 
direct shear, 

In Chapter 2 normal and shear strain are defined, and in Chapter 3 à 
discussion of some of the important mechanical properties of materials 
is given, Separate treatments of axial load, torsion, and bending are 
presented in Chapters 4, 5. and 6, respectively. In each of these chapters, 
both linear-elastic and plastic behavior of the material are considered, 
Also, topics related to stress concentrations and residual stress are 
included. Transverse shear is discussed in Chapter 7, along with à 
discussion of thin-walled tubes, shear flow, and the shear center. Chapter 8 
includes a discussion of thin-walled pressure vessels and provides a partial 
review of the material covered in the previous chapters, such that the state 
of stress results from combined loadings. In Chapter 9 the concepts for 
transforming multiaxial states of stress are presented. [n a similar manner, 
Chapter 10 discusses the methods for strain transformation, including the 
application of various theories of failure. Chapter 11 provides a means for 
à further summary and review of previous material by covering design 
applications of beams and shafts. In Chapter 12 various methods for 
computing deflections of beams and shafts are covered. Also included is a 
discussion for finding the reactions on these members if they are statically 
indeterminate. Chapter 13 provides a discussion of column buckling, and 
lastly, in Chapter 14 the problem of impact and the application of various 
energy methods for computing deflections are considered. 

Sections of the book that contain more advanced material are 
indicated by a star (*). Time permitting. some of these topics may be 
included in the course. Furthermore, this material provides a suitable 
reference for basic principles when it is covered in other courses, and it 
can be used as a basis for assigning special projects. 


Alternative Method of Coverage. Some instructors prefer to 
cover stress and strain transformations first, before discussing specific 
applications of axial load, torsion, bending, and shear. One possible 
method for doing this would be first to cover stress and its 
transformation, Chapter 1 and Chapter 9, followed by strain and its 
transformation, Chapter 2 and the first part of Chapter 10. The 
discussion and example problems in these later chapters have been 
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styled so that this is possible. Also, the problem sets have been 
subdivided so that this material can be covered without prior knowledge 
of the intervening chapters. Chapters 3 through 8 can then be covered 
with no loss in continuity. 





Hallmark Elements 


Organization and Approach. The contents of cach chapter are 
organized into well-defined sections that contain an explanation of 
specific topics, illustrative example problems, and a set of homework 
problems. The topics within each section are placed into subgroups 
defined by titles. The purpose of this is to present a structured method 
for introducing each new definition or concept and to make the book 
convenient for later reference and review, 


Chapter Contents. Each chapter begins with a full-page 
illustration that indicates a broad-range application of the material 
Within the chapter. The “Chapter Objectives” are then provided to give a 
general overview of the material that will be covered. 


Procedures for Analysis. Found after many of the sections of the 
book, this unique feature provides the student with a logical and orderly 
method to follow when applying the theory. The example problems are 
solved using this outlined method in order to clarify its numerical 
application. It is to be understood, however, that once the relevant 
principles have been mastered and enough confidence and judgment 
have been obtained, the student can then develop his or her own 
procedures for solving problems. 


Photographs. Many photographs are used throughout the book to 
enhance conceptual understanding and explain how the principles of 
mechanics of materials apply to real-world situations. 


Important Points. This feature provides a review or summary of 
the most important concepts in a section and highlights the most 
significant points that should be realized when applying the theory to 
solve problems. 


Example Problems. All the example problems are presented in a 
concise manner and in a style that is easy to understand. 


Homework Problems. Numerous problems in the book depict 
realistic situations encountered m engineering practice. It is hoped that 
this realism will both stimulate the student's interest in the subject and 
provide a means for developing the skill to reduce any such problem 
from its physical description to a model or a symbolic representation to 
which principles may be applied. Throughout the book there is an 
approximate balance of problems using either SI or FPS units, 
Furthermore, in any set, an attempt has been made to arrange the 
problems in order of increasing difficulty. The answers to all but every 
fourth problem are listed in the back of the book. To alert the user to a 
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problem without a reported answer, an asterisk(*) is placed before the 
problem number. Answers are reported to three significant figures, 
even though the data for material properties may be known with less 
accuracy. Although this might appear to be a poor practice, it is done 
simply to be consistent and to allow the student a better chance to 
validate his or her solution. A solid square (B) is used to identify 
problems that require a numerical analysis or a computer application 


Appendices. The appendices of the book provide a source for 
review and a listing of tabular data. Appendix A provides information 
on the centroid and the moment of inertia of an area. Appendices B and 
C list tabular data for structural shapes. and the deflection and slopes of 
various types of beams and shafts. 


Accuracy Checking. The Eighth Edition has undergone our 
rigorous Triple Accuracy Checking review. In addition to the author's 
review of all art pieces and pages, the text was checked by the following 
individuals: 

* Scott Hendricks, Virginia Polytechnic University 

* Karim Nohra, University of South Florida 

* Kurt Norlin, Laurel Tech Integrated Publishing Services 

* Kai Beng Yap, Engineering Consultant 
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Resources for Instructors 


* Instructor's Solutions Manual. An instructors solutions manual 
was prepared by the author. The manual includes homework assignment 
lists and was also checked as part of the accuracy checking program. 


* Presentation Resources. All art from the text is available in 
PowerPoint slide and JPEG format. These files are available for 
download from the Instructor Resource Center at http://www, 
pearsonhighered. com. If vou are in need of a login and password for this 
site, please contact your local Pearson Prentice Hall representative 


* Video Solutions. Developed by Professor Edward Berger. 
Universitv of Virginia, video solutions located on the Companion 
Website offer step-by-step solution walkthroughs of representative 
homework problems from each section of the text. Make efficient use of 
class time and office hours by showing students the complete and 
concise problem solving approaches that they can access anytime and 
view at their own pace. The videos are designed to be a flexible resource 
to be used however each instructor and student prefers. A valuable 
tutorial resource, the videos are also helpful for student self-evaluation 
as students can pause the videos to check their understanding and 
work alongside the video, Access the videos at http//www, 
pearsonhighered.com/hibbeler and follow the links for the Mechanics of 
Materials text. 





Resources for Students 


° Companion Website—The Companion Website. located at 
hitp.//www.pearsonhighered. convhibbeler includes opportunities for 
practice and review including: 
* Video Solutions— Complete, step-by-step solution walkthroughs 
of representative homework problems from each section. Videos 
offer: 
* Fully Worked Solutions—Showing every step of representative 
homework problems, to help students make vital connections 
between concepts. 
* Self-Paced Instruction—Students can navigate each problem 
and select, play, rewind, fast-forward, stop, and jump-to-sections 
within each problem’s solution. 
* 24/7 Access—Help whenever students need it with over 20 
hours of helpful review. 


An access code for the Mechanics of Materials. Eighth Edition website 
was included with this text. To redeem the code and gain access to 
the site, go to httpz//www.pearsonhighered.com/hibbeler and follow the 
directions on the access code card. Access can also be purchased directly 
from the site. 
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OF MATERIALS 
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CHAPTER OBJECTIVES 


In this chapter we will review some of the important principles of 
statics and show how they are used to determine the internal resultant 
loadings in a body, Afterwards the concepts of normal and shear 
stress will be introduced, and specific applications of the analysis and 
design of members subjected to an axial load or direct shear will be 
discussed. 


1.1 Introduction 


Mechanics of materials is a branch of mechanics that studies the internal 
effects of stress and strain in a solid body that is subjected to an external 
loading. Stress is associated with the strength of the material from which 
the body is made, while strain is a measure of the deformation of the 
body. In addition to this, mechanics of materials includes the study of 
the body's stability when a body such as a column is subjected to 
compressive loading A thorough understanding of the fundamentals of 
this subject is of vital importance because many of the formulas and rules 
of design cited in engineering codes are based upon the principles of this 
subject, 
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Concentrited force 
idealization 


Linear distributed 
load 


Fig. 1-1 
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Historical Development. The origin of mechanics of materials 
dates back to the beginning of the seventeenth century, when Galileo 
performed experiments to study the effects of loads on rods and beams 
made of various materials. However, at the beginning of the eighteenth 
century, experimental methods for testing materials were vastly 
improved, and at that time many experimental and theoretical studies 
in this subject were undertaken primarily in France, by such notables as 
Saint- Venant, Poisson, Lamé, and Navier, 

Over the vears, after many of the fundamental problems of mechanics 
of materials had been solved, it became necessary to use advanced 
mathematical and computer techniques to solve more complex problems. 
As à result, this subject expanded into other areas of mechanics, such as the 
theory of elasticity and the theory of plasticity. Research in these fields 
is ongoing, in order to meet the demands for solvine more advanced 
problems in engincering. 








1.2 Equilibrium of a Deformable Body 


Since statics has an important role in both the development and application 
of mechanics of materials, it is verv important to have a good grasp of its 
fundamentals. For this reason we will review some of the main principles 
of statics that will be used throughout the text, 


External Loads. ^ body is subjected to only two types of external 
loads; namely. surface forces or body forces, Fig. 1-1. 


Surface Forces. Surface forces are caused by the direct contact of one 
body with the surface of another. In all cases these forces are distributed 
over the area of contact between the bodies. If this area is small in 
comparison with the total surface area of the body, then the surface force 
can be idealized as a single concentrated force, which is applied to a point 
on the body. For example, the force of the ground on the wheels of à 
bicycle can be considered as a concentrated force. If the surface loading is 
applied along a narrow strip of area, the loading can be idealized as a 
linear distributed load. w(s). Here the loading is measured as having an 
intensity of force/length along the strip and is represented graphically by a 
series of arrows along the line s. The resultant force Fg of w(s) is 
equivalent to the area under the distributed loading curve, and this 
resultant acts through the centroid C or geometric center of this area. The 
loading along the length of a beam is a typical example of where this 
idealization is often applied. 


1.2 EouiL8&8UM OF A D£FORMABLE Boor 


Body Forces. A body force is developed when one body exerts a force on 
another body without direct physical contact between the bodics. Examples 
include the effects caused by the earth’s gravitation or its electromagnetic 
field. Although body forces affect cach of the particles composing the body, 
these forces are normally represented by a single concentrated force acting 
on the body. In the case of gravitation, this force is called the weight of the 
body and acts through the body's center of gravity. 


Support Reactions. The surface forces that develop at the supports 
or points of contact between bodies are called reactions. For two- 
dimensional problems, i.e, bodies subjected to coplanar force systems, 
the supports most commonly encountered are shown in Table 1-1. Note 
carefully the symbol used to represent each support and the type of 
reactions if exerts on its contacting member. As a general rule, if the 
support prevents translation in a given direction, then a force must be 
developed on the member in that direction. Likewise, if rotation is 
prevented, a couple moment must be exerted on the member. For example, 
the roller support only prevents translation perpendicular or normal to 
the surface. Hence, the roller exerts a normal force F on the member at 
its point of contact, Since the member can freely rotate about the roller, 
a couple moment cannot be developed on the member. 








Many machine clements are pin connected 
in order to enable free rotation at their 
connections, These supports exert a force on 
à member, hut no moment, 


TABLE 1-1 


Type of connection Reaction Type of connection Reaction 








ü 
i Be 
Cable One unknown: F External pin 
(E 
é 
Roller One unknown: F Internal pin 





Smooth support One unknown: F Fixed support 








Three unknowns: Fp F.M 











6 CHAPIER 1 STRESS 





In order to design the horizontal members 
of this building frame, it is first necessary to 
find the internal loadings at various points 
along their length, 


Equations of Equilibrium. Equilibrium of a body requires both 
a balance of forces, to prevent the body from translating or having 
accelerated motion along a straight or curved path, and a balance of 
moments, to prevent the body from rotating, These conditions can be 
expressed mathematically by two vector equations 


(1-1) 





Here, XF represents the sum of all the forces acting on the body, and 
X Mp is the sum of the moments of all the forces about any point O 
either on or off the body. If an x, y, z coordinate system is established 
with the origin at point Q. the force and moment vectors can be resolved 
into components along each coordinate axis and the above two 
equations can be written in scalar form as six equations, namely, 


SXF,-0 XF,-0 XF.-0 


XM,-0 XM,-0 XM.-0 





Often in engineering practice the loading on a body can be represented 
as a system of coplanar forces. M this is the case, and the forces lie in the 
x-v plane, then the conditions for equilibrium of the body can be 
specified with only three scalar equilibrium equations; that is, 


(1-3) 





Here all the moments are summed about point O and so they will be 
directed along the z axis. 

Successful application of the equations of equilibrium requires 
complete specification of all the known and unknown forces that act on 
the body, and so the best way to account for all these forces is to draw 
the body's free-body diagram. 
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Internal Resultant Loadings. In mechanics of materials, statics 
is primarily used to determine the resultant loadings that act within a 
body. For example, consider the body shown in Fig. 1-22, which is held in 
equilibrium by the four external forces. In order to obtain the internal 
loadings acting on a specific region within the body, it is necessary to pass 
an imaginary section or "cut^ through the region where the internal 
loadings are to be determined, The two parts of the body are then 
separated, and a free-body diagram of one of the parts is drawn, Fig. 1-25. 
Notice that there is actually a distribution of internal force acting on the 
"exposed" area of the section. These forces represent the effects of the 
material of the top part of the body acting on the adjacent material of 
the bottom part. 

Although the exact distribution of this internal loading may be unknown, 
we can use the equations of equilibrium to relate the external forces on the 
bottom part of the body to the distribution's resultant force and moment, 
F, and M, af any specific point O on the sectioned area, Fig, 1-2c. It 
will be shown in later portions of the text that point O is most often 
chosen at the centroid of the sectioned area, and so we will always choose 
this location for O, unless otherwise stated, Also, if a member is long and 
slender, as in the case of a rod or beam, the section to be considered is 
generally taken perpendicular to the longitudinal axis of the member, 
This section is referred to as the cross section. 


"The body's weight is not shown, since it is assumed to be quite small, and therefore 
negligible compared with the other loads. 
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Fig. 1-2 (cont.) 


Three Dimensions. Later in this text we will show how to relate the 
resultant loadings, Fp and Mj. to the distribution of force on the 
sectioned area, and thereby develop equations that can be used for 
analysis and design. To do this, however. the components of Fy and M, 
acting both normal and perpendicular to the sectioned area must be 
considered, Fig. 1-24. Four different types of resultant loadings can then 
be defined as follows: 


Normal force, N. This force acts perpendicular to the area. It is 
developed whenever the external loads tend to push or pull on the two 
segments of the body. 


Shear force, V. The shear force lies in the plane of the area and it is 
developed when the external loads tend to cause the two segments of 
the body to slide over one another. 


Torsional moment or torque, T. This effect is developed when the 
external loads tend to twist one segment of the body with respect to 
the other about an axis perpendicular to the area. 


Bending moment, M. The bending moment is caused by the 
external loads that tend to bend the body about an axis lying within the 
plane of the area. 


In this text, note that graphical representation of a moment or torque is 
shown in three dimensions as a vector with an associated curl. By the right- 
hand rule. the thumb gives the arrowhead sense of this vector and the 
fingers or curl indicate the tendency for rotation (twisting or bending). 
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Fig. 1-3 


Coplanar Loadings. If the body is subjected to a coplanar system of 
forces, Fig. |-3a, then only normal-force, shear-force, and bending- moment 
components will exist at the section, Fig. 1-35. If we use the x, v, z 
coordinate axes, as shown on the left segment, then N can be obtained by 
applying SF, = 0, and V can be obtained from EF, = €) Finally, the 
bending moment My can be determined by summing moments about 
point O (the z axis), EM, = 0, in order to eliminate the moments 
caused by the unknowns N and V. 


Important Points 


Mechanics of materials is a study of the relationship between the 
external loads applied to a body and the stress and strain caused 
by the internal loads within the body. 

External forces can be applied to a body as distributed or 
concentrated surface loadings, or as body forces that act 
throughout the volume of the body. 

Linear distributed loadings produce a resultant force having a 
magnitude equal to the area under the load diagram, and having a 
location that passes through the centroid of this area. 

A support produces a force in a particular direction on its 
attached member if it prevents translation of the member in that 
direction, and it produces a couple moment on the member if it 
prevents rotation, 

The equations of equilibrium EF = 0 and SM = 0 must be 
satisfied in order to prevent a body from translating with 
accelerated motion and from rotating. 

When applying the equations of equilibrium, it is important tà 
first draw the free-body diagram for the body in order to account 
for all the terms in the equations. 

The method of sections is used to determine the internal 
resultant loadings acting on the surface of the sectioned body. In 
general, these resultants consist of a normal force, shear force, 
torsional moment, and bending moment. 
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E | Procedure for Analysis 


The resultant internal loadings at à point located on the section of a 
body can be obtained using the method of sections. This requires 
the following steps. 


Support Reactions. 


* First decide which segment of the body is to be considered. If the 
segment has a support or connection to another body, then before 
the body is sectioned. it will be necessary to determine the 
reactions acting on the chosen segment, To do this draw the free- 
body diagram of the entire body and then apply the necessary 
equations of equilibrium to obtain these reactions. 


Free-Body Diagram. 

* Keep all external distributed loadings, couple moments, torques, 
and forces in their exact locations, before passing an imaginary 
section through the body at the point where the resultant internal 
loadings are to be determined. 


* Draw a free-body diagram of one of the "cut^ segments and 
indicate the unknown resultants N. V, M, and T at the section. 
These resultants are normally placed àt the point representing 
the geometric center or centroid of the sectioned area. 


* Ifthe member is subjected to a coplanar system of forces, only N, 
V, and M act at the centroid. 

* Establish the x. v. z coordinate axes with origin at the centroid 
and show the resultant internal loadings acting along the axes. 


Equations of Equilibrium, 


* Moments should be summed at the section, about cach of the 
coordinate axes where the resultants act, Doing this eliminates 
the unknown forces N and V and allows a direct solution for M 
(and T). 

* |f the solution of the equilibrium equations yields a negative 
value for a resultant. the assumed directional sense of the 
resultant is opposite to that shown on the free-body diagram. 





The following examples illustrate this procedure numerically and also 
provide a review of some of the important principles of statics. 
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Determine the resultant internal loadings acting on the cross section 
at C of the cantilevered beam shown in Fig. 1a. 


Fig. 1-4 


SOLUTION 
Support Reactions. The support reactions at A do not have to be 
determined if segment CH is considered. SUN 
Diagram. The free-body diagram of segment CB isshown 180 N/m 
in Fig. 14h, It is important to keep the distributed loading on the 
segment until after the section is made, Only then should this loading 
be replaced bv a single resultant force. Notice that the intensity of the " 
distributed loading at C is found by proportion, ie., from Fig |—4a, 
w/6 m = (270 N/m)/9 m. w = IS) N/m. The magnitude of the 
resultant of the distributed load is equal to the area under the 
loading curve (triangle) and acts through the centroid of this area. 
Thus, F = (180 N/m)(6 m) = 540 N, which acts (6m) = 2 m from 
C as shown in Fig, 1b. 
Equations of Equilibrium. Applying the equations of equilibrium 
we have 
= xF, = ü; -Nç =) 
Nc = 
Ve — SON =0 
V- = 540 N 
(-EMe = D: -Me — 540 Ni2 m) = Ü 


Me = ~1080 N -m Ans 


NOTE: The negative sign indicates that Me acts in the opposite 
direction to that shown on the free-body diagram. Try solving this 
problem using segment AC, by first obtaining the support reactions al 
A. which are given in Fig. 1c. 
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Determine the resultant internal loadings acting on the cross section at 
C of the machine shaft shown in Fig. 1-5a. The shaft is supported by 
journal bearings at A and B, which only exert vertical forces on the shaft. 


{BOU N /m MU. 150 m) = 120 N 
AUD N /m 


SOLUTION 
We will solve this problem using segment AC of the shaft. 

Reactions. The free-body diagram of the entire shaft is 
shown in Fig. 1-55. Since segment AC is to be considered, only the 
reaction at A has to be determined. Why? 


+ = Mg = 0; —A,(0.400 m) + 120 N(0.125 m) — 225 N(0.100 m) = 0 


A, = —1875N 


The negative sign indicates that A, acts in the opposite sense to that 
shown on the free-body diagram. 


Free-Body Diagram. The frec-body diagram of segment AC is 
shown in Fig. 1-5c. 


Equations of Equilibrium. 
= XF, = 0: Ne = 0 
+1E F, = 0: -1875N -40N - Ve = 0 

Vc = -588N 
(rXXMe= (0, Me + 40N(0025 m) + 1875 N((0.250 m) = 0 

Me = —5.69N-m Ans. 
NOTE: The negative signs for Ve and Mc indicate they act in the 
opposite directions on the free-body diagram. As an exercise, 


calculate the reaction at B and try to obtain the same results using 
segment CBD of the shaft. 
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The 500-kg engine is suspended from the crane boom in Fig. 1—6a. 
Determine the resultant internal loadings acting on the cross section 
of the boom at point E. 

L5 
SOLUTION 
Support Reactions. We will consider segment AE of the boom so 
we must first determine the pin reactions at A. Notice that member 
CD is a two-force member. The free-body diagram of the boom is 
shown in Fig. 1-65. Applying the equations of equilibrium, 


\+EM,=0;  Fcn[|š)(2 m) — [500(9.81) NJ(3m) = 0 


Fen = 122625 N 


SYF,=0;  A,- (122625 N)(4) = 0 


A, = 9810 N 
+T2F,=0;  —A, + (122625 N)(3) — 500(9.81)N = 0 
A, = 24325 N 


Diagram. The free-body diagram of segment AE is 
shown in Fig, 1-6c 


Equations of Equilibrium. 
+YXF,=0 Np+ 9810N=0 
Nr = ~9810 N = —9.81 kN 
+TEF,=0; — -Vp-24525N = 0 
Vr = -24525 N = -245 kN 
QFEM, = 0; Mg + (2452.5 N)(I m) = 0 


M, = —24525 Nem = —245 kN- m 
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Determine the resultant internal loadings acting on the cross section 
at G of the beam shown in Fig. 1-7a. Each joint is pin connected, 


1591 Ih 


- 


- 
—íh fi~- 4d 
rà I | 


lg MEZUN m qr — 900 f 


(hi 


Fig. 1-7 


SOLUTION 


Support Reactions. Here we will consider segment AG. The 
free-body diagram of the entire structure is shown in Fig. 1-7h. Verify 
the calculated reactions at E and C. In particular, note that BC is à 
two-force member since only two forces act on it. For this reason the 
Fia = 7750 |b Fan = 4650 b force at C must act along BC, which is horizontal as shown. 
— Since BA and BD are also two-force members, the free-bodv 
d diagram of joint B is shown in Fig. 1-7c. Again, verify the magnitudes 
of forces F p4 and Fap- 


Free-Body Diagram. Using the result for Fay, the free-body 


PEN 7750 Mp diagram of segment AG is shown in Fig. 1-7d 


Equations of Equilibrium. 
ASF, = 0; 77501b($) + Ngee 0 Ng -62001b Ans 


-1XF,-0; -1500 tb + 77501b(5) — Vc; = 0 
Ve = 3150 Ib 


QFEMaG = 0; Mg - (77501b)(3)(2 ft) 1500 Ib(2 ft) = 0 
Mg = 6300 Ib : ft 
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Determine the resultant internal loadings acting on the cross section 
at B of the pipe shown in Fig. 1-8a. The pipe has a mass of 2 kg/m and 
is Subjected to both a vertical force of 50 N and a couple moment of 
70 N: mat its end A. It is fixed to the wall at C. 


SOLUTION 
The problem can be solved by considering segment AB, so we do not 
need to calculate the support reactions at C. 


Free-Body Diagram. The x. y, z axes are established at B and the 
free-body diagram of segment AB is shown in Fig. 1-85, The resultant 
force and moment components at the section are assumed to act in 
the positive coordinate directions and to pass through the centroid of 
the cross-sectional area at B. The weight of each segment of pipe is 
calculated as follows: 
Wap = (2kg/m)(0.5m)(9.8l N/kg) = 9.81 N 
W an = (2 kg/m)(1.25 m)(9.81 N/kg) = 24.325 N 
These forces act through the center of eravity of each segment. 
Equations of Equilibrium. Applying the six scalar equations of 
equilibrium, we have* 
SF, = 0; (Fx), = 0 Ans 
=F, =: 0; (Fa), = 0 Ans 
=F.=0; (Fa). — 9.81 N — 24525N — SON =0 
(Fa). = RASN Ans 
X(Mga)-t (Mg), + 70N*m — SON (0.5 m) 
~ 24.825 N (0.5 m) — 981 N (025 m) = 0) 

(My), = —303N-m Ans. 
E(My), = 0; (My), + 24.525 N (0.625 m) + SDN (125 m) = 0 

(Ma), = -778N*m Ans 
X(My), = 0: (My). = 0 Ans 
NOTE: What do the negative siens for (Mj), and ( M), indicate? 
Note that the normal foree Ny = (Fy), = 0, whereas the shear force 
is Vy = V (0)! + (843) = 843 N. Also, the torsional moment is 
Ta = (Ma), = 778N*m and the bending moment is My = 
V (30.3) + (0) = 30.3 N «m. 


*The magnitude of cach moment about an axis is equal to the magnitude of each 
force mes the perpendicular distance [nom the axis to the line of action ef the force. 
The direction of cach moment is determined using the right-hand rule, with positive 
moments (them) directed along the positive coordinate axes. 
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m FUNDAMENTAL PROBLEMS 


Fi-L Determine the internal normal force. shear force. Fi-4. Determine the internal normal force. shear force, 
and bending moment at point C in the beam. and bending moment at point C in the beam. 


WkN/m -— I 





F1-5, Determine the internal normal force. shear force, 


nd bending moment at point C in the b i 
Fi-2, Determine the internal normal force. shear force. x = Z= ae |e — 


and bending moment at point C in the beam. 


300 Ih Tt 


` ñ, 
100 N /m p Na 











=e d ig Fi-s 
x Lam ° 15m M 


Fi-6. Determine the internal normal force, shear force, 
and bending moment at point C in the beam. 


Fi-3. Determine the internal normal force, shear force. 


nd he moment at point C m the be 
and bending moment at point C in the beam $kN/m 


20 kN /m 





i 
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I-1. Determine the resultant internal normal force acting 
on the cross section through point A in cach column. In 
(a), segment BC weighs 180 Ih/ft and segment CD weighs 
250 Ib/ft. In (b), the column has a mass of 200 kg/m. 


Lu ft 
K in 
Skip 





(al 


Prob. 1-1 


I-2 Determine the resultant internal torque acting on the 
cross sections through points C and D, The support bearings 
at A and B allow free turning of the shalt. 







230 N:m 


1-3. Determine the resultant internal torque acting on the 
cross sections through points and C. 





ud ` 5( 
RQ 


io Wf 
> 


Prob, 1-3 


*1-4. A force of SU N is supported by the bracket as 
shown. Determine the resultant internal loadings acting on 
the section through point A. 





*1-S, Determine the resultant internal loadings in the 
beam at cross sections through points D and F. Point F is 
just to the night of the 3-kip load 


3 kip 
1.5 kip/f 
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1-6, Determine the normal force, shear force, and moment 
ata section through point C. Take P = 8 kN. 

1-7, The cable will fail when subjected to a tension of 2 kN. 
Determine the largest vertical load P the frame will support 
and calculate the internal normal force, shear force, and 
moment at the cross section through point C for this loading, 





Probs. 1-6/7 


*1-8. Determine the resultant internal loadings on the 
cross section through point C, Assume the reactions at 
the supports A and B are vertical, 
*1-9. Determine the resultant internal loadings on the 
cross section through point D. Assume the reactions at 
the supports A and B are vertical, 


^h kN 
3 kN Am 





Probs. 1-8/9 
1-10, The boom DF of the jib crane and the column DE 
have a uniform weight of 50 lb/ft. Ifthe hoist and load weigh 
300 tb, determine the resultant internal loadings in the crane 
on cross sections through points A, B. and C, 





Proh. 1-10 





1-0. The force F = S0 lb acts on the gear tooth, 
Determine the resultant internal loadings on the root of the 
tooth. i.c., at the centroid point A of section g—a. 


0 16 m, 





Prob. 1-11 


*1-12. The sky hook is used to support the cable of a 
scaffold over the side of a building. If it consists of a smooth 
rad that contacts the parapet of à wall at points A, B, and C, 
determine the normal force, shear force, and moment on 
the cross section at points D and F- 





IS kN 


Prob, 1-12 


*1-13. The SOO-DIb load is being hoisted at a constant speed 
using the motor M, which has à weight of 9n tb. Determine 
the resultant internal loadings acting on the cross section 
through point B in the beam, The beam has a weight of 
40 lb/ft and is fixed to the wall at A, 


1-14. Determine the resultant internal loadings acting on 
the cross section through points C and D of the beam in 
Prob, 1-13, 





O25 fi 


Probs. 1-13/14 


1-15, Determine the resultant internal loading on the 
cross section through point C of the pliers. There is a pin at 
A, and the jaws at B are smooth, 


*1-16. Determine the resultant internal loading on the 
cross section through point D of the pliers 


20 N 


120 mum 





20 N 
Probs. 1-15/16 
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*1-17. Determine resultant. internal loadings acting on 
section a-a and section p-b, Each section passes through 
the centerline at point C. 





Prob, 1-17 


1-18 The bolt shank is subjected to à tension of 80 Ih 
Determine the resultant internal loadings acting on the 
cross section ar point C 





Prob. 1-18 


1-19, Determine the resultant internal loadings acting on 
the cross section through point C. Assume the reactions at 
the supports A und H are vertical. 


*1-20. Determine the resultant internal loadings acting 
on the cross section through point D. Assume the reactions 
at the supports A and B are vertical, 


5 kip/ft 6 kip M 
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*1-21, The forged steel clamp exerts a force of F = 900 N *1-24, The machine is moving with a constant velocity, It 
on the wooden block, Determine the resultant internal has a total mass of 20) Mg. and its center of mass is located at 
loadings acting on section a-a passing through point A G, excluding the front roller. H the front roller has a mass of 


5 Mg. determine the resultant internal loadings acting on 
point C of each of the two side members that support the 
roller. Neglect the mass of the side members The front 
roller is free to roll. 


210) mm — 





ism dm 


Prob, 1-24 





Prob, 1-21 : : 
*1-25. Determine the resultant internal loadings acting on 


the cross section through point B of the signpost. The post is 
fixed to the ground and a uniform pressure of 7 lb/ft? acts 
perpendicular to the face of the sign. 
1-22. The floor crane is used to lift a 600-kg concrete pipe. 
Determine the resultant internal loadings acting on the 
cross section at G. 


1-23, The Moor crane is used to lift a 600-kg concrete pipe. 
Determine the resultant internal loadings acting on the 
cross section at H 





Probs. 1-22/23 





1-26. The shaft is supported at its ends by two bearings 
A and B and is subjected to the forces applied to the 
pulleys fixed to the shaft, Determine the resultant 
internal loadings acting on the cross section located at 
point C. The 300-N forces act in the ~z direction and the 
S(MI-N forces act in the +x direction. The journal bearings 
at A and B exert only x and z components of force on the 
shaft, 





1-2. The pipe has a mass of 12 kg/m. If it is fixed to the 
wall at A, determine the resultant internal loadings acting 
on the cross section at HB. Neglect the weight of the wrench 


CD, 


— 
b 







A 







400 mm 





1⁄6 
ud 


Prob. 1-27 





C 
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the drill bit jams when the brace is subjected te the forces 
shown, determine the resultant internal loadings acting on 
the cross section of the drill bit at A 


*1-28, The brace and drill bit is used to drill à hole at O. T m 





Prob, 1-28 


«1-29. The curved rod has a radius r and is fixed to the 
wall at B. Determine the resultant internal loadings acting 
on the cross section through A which is located at an angle 8 
from the horizontal. 





Proh. 1-29 
I-30. A differential element taken from a curved bar is 
shown in the figure, Show that 4N/48 = V, dV 48 = =N, 
dM/d8 = —T, and dT/d8 = M 


M + IM r+ dr 





Prob. 1-30 





22 





CHAPTER 1 


Fig. 1-9 


STRESS 











1.3 Stress 


It was stated in Section 1.2 that the foree and moment acting at a 
specified point O on the sectioned area of the body, Fig. 1-9, represents 
the resultant effects of the actual distribution of loading acting over the 
sectioned area, Fig. 1-10a. Obtaining this distribution is of primary 
importance in mechanics of materials To solve this problem it is 
necessary to establish the concept of stress. 

We begin by considering the sectioned area to be subdivided into 
small areas, such as AA shown in Fig. 1-10a. As we reduce AA to 
a smaller and smaller size, we must make two assumptions regarding 
the properties of the material. We will consider the material to be 
continuous, that is, to consist of à continuum or uniform distribution of 
matter having no voids. Also, the material must be cohesive. meaning 
that all portions of it are connected together, without having breaks, 
cracks, or separations, A typical finite vet very small force AF, acting on 
AA, is shown in Fig. 1-10a. This force, like all the others, will have a 
unique direction, but for further discussion we will replace it by its three 
components, namely, AF, AF,, and AF. which are taken tangent, 
tangent, and normal to the area, respectively. As AA approaches zero, so 
do AF and its components; however, the quotient of the force and area 
will, in general, approach a finite limit. This quotient is called stress, and 
as noted, it describes the intensity of the internal force acting on à specific 
plane (area) passing through a point. 










I 


NV 


Ld 


x í 


Ç, 





c 


Fig. 1-10 
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Normal Stress. The intensity of the force acting normal to AA is 
defined as the normal stress, e (sigma). Since AF. is normal to the area 
then 





_ tim AF: | 
— sana AA eat 


If the normal force or stress “pulls” on AA as shown in Fig. 1-104, it is 
referred to as tensile stress, whereas if it "pushes" on AA it is called 
compressive stress. 


Shear Stress. The intensity of force acting tangent to A A is called 
the shear stress, 7 (tau). Here we have shear stress components, 


* 


ji AF, 
47 lm — 
Ta 7 ERO AA vs 
(1-5) 
AF, 
t= lim —— T 
3 AA 
— D AA Íz f, y 

Notre that in this subscript notation z specifies the orientation of the Fig.1-11 


area AA, Fig. 1-11, and x and v indicate the axes along which each shear 
stress acts. 


General State of Stress. If the body is further sectioned by 
planes parallel to the x—z plane, Fig, 1-105, and the v-z plane, Fig. 1-10c, 
we can then "cut out" a cubic volume element of material that represents 
the state of stress acting around the chosen point in the body. This state 
of stress is then characterized by three components acting on each face 
of the element, Fig. 1-12. 





Units. Since stress represents a force per unit area, in the 
International Standard or SI svstem, the magnitudes of both normal and 
shear stress are specified in the basic units of newtons per square meter 
(N/m'). This unit, called a pascal (1 Pa = 1 N/m') is rather small, and 
in engineering work prefixes such as kilo- (10°), symbolized by k, 
mega- (10^), symbolized by M, or giga- (10°), symbolized by G, are used 
to represent larger, more realistic values of stress* Likewise, in the 
Foot-Pound-Second system of units. engineers usually express stress in 
pounds per square inch (psi) or kilopounds per square inch (ksi), where 
I kilopound (kip) = 1000 Ih. 


"Sometimes stress is expressed in units of N/mm’, where 1 mm — 107! m. However, in 
the SI system, prefixes are not allowed in the denominator of a fraction and therefore it is 
better to use the equivalent 1 N/mm? — 1 MN/m? — | MPa. 
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1.4 Average Normal Stress in an 
Axially Loaded Bar 


In this section we will determine the average stress distribution acting on 
the cross-sectional area of an axially loaded bar such as the one shown in 
Fig. L- 13a. This bar is prismatic since all cross sections are the same 
throughout its length. When the load P is applied to the bar through the 
centroid of its cross-sectional area, then the bar will deform uniformly 
throughout the central region of its length, as shown in Fig. 1-135, 
provided the material of the bar is both homogeneous and isotropic. 

Homogeneous material has the same physical and mechanical properties 
throughout its volume, and isotropic material has these same properties 
in all directions. Many engineering materials may be approximated as 
being both homogeneous and isotropic as assumed here, Steel, for 
example, contains thousands of randomly oriented crystals in each cubic 
millimeter of its volume, and since most problems involving this material 
have a physical size that is very much larger than a single crystal, the 
above assumption regarding its material composition is quite realistic. 

Note that anisotropic materials such as wood have different properties 
in different directions, and although this is the case, like wood if the 
anisotropy is oriented along the bar's axis, then the bar will also deform 
uniformly when subjected to the axial load P. 


Average Normal Stress Distribution. If we pass a section 
through the bar, and separate it into two parts, then equilibrium requires 
the resultant normal force at the section to be P, Fig. 1-13c. Due to the 
uniform deformation of the material, it is necessary that the cross section 
be subjected to a constant normal stress distribution, Fig. 1-134. 


P 
| Internal loro 


Cross-sectional 
arca 





| External force 


Pr 
(c) idi 
Fig. 1-13 
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As a result. each small area AA on the cross section is subjected to a 
force AF = e AA, and the sum of these forces acting over the entire 
cross-sectional area must be equivalent to the internal resultant force P 
at the section. If we let AA-*dA and therefore AF —* dF. then, 
recognizing a is constant, we have 





+f Fa. = XF. far- foan 
A 
Peaa 
P 
a A (1-6) 
Here 


a = average normal stress at any point on the cross-sectional area 


P = internal resultant normal force, which acts through the centroid of 
the cross-sectional area. P is determined using the method of 
sections and the equations of equilibrium 


A= cross-sectional area of the bar where o is determined 


Since the internal load P passes through the centroid of the cross- 
section the uniform stress distribution will produce zero moments about 
the x and y axes passing through this point, Fig. 1-134. To show this, we 
require the moment of P about cach axis to be equal to the moment of 
the stress distribution about the axes, namely, 


(Mr), = EM; U= n - | in - "f ydA 
A A A 


(Ma) = SM; 0 = - [sar = = [xaa - -a [ xaa 
A JA A 


These equations are indeed satisfied, since by definition of the centroid, 
fydA = and [x dA = 0. (See Appendix A.) 


Equilibrium. It should be apparent that only a normal stress exists 
on any small volume element of material located at each point on 
the cross section of an axially loaded bar. If we consider vertical 
equilibrium of the element, Fig. 1-14, then apply the equation of 
force equilibrium, 





XF. = 0: a(AA) — z'(AA) = 0 
qu a Fig. 1-14 
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Tension Compression 


Fig. 1-15 

In other words, the two normal stress components on the element must 
be equal in magnitude but opposite m direction. This is referred to as 
uniaxial stress, 

The previous analysis applies to members subjected to either tension 
or compression, as shown in Fig. 1-15. As a graphical interpretation. the 
magnitude of the internal resultant force P is equivalent to the volume 
under the stress diagram; that is, P = ø A (volume = height X base), 
Furthermore, as a consequence of the balance of moments, this resultant 
passes through the centroid of this volume. 

Although we have developed this analysis for prismatic bars, this 
assumption can be relaxed somewhat to include bars that have a slight 
taper. For example, it can be shown, using the more exact analysis of the 
theory of elasticity, that for a tapered bar of rectangular cross section, for 
which the angle between two adjacent sides is 15°, the average normal 
stress, as calculated by z = P/A, is only 2.2% lesy than its value found 
from the theory of elasticity. 


Maximum Average Normal Stress. In our analysis both the 
internal force P and the cross-sectional area A were constant along rhe 
longitudinal axis of the bar, and as a result the normal stress a = P/A is 
also constant throughout the bar's length. Occasionally, however, the bar 
may be subjected to several external loads along its axis, or a change in its 
cross-sectional area may occur. As a result, the normal stress within the 
bar could be different [rom one section to the next, and, if the maximum 
average normal stress is to be determined, then it becomes important 
to find the location where the ratio P/A is a maximum. To do this it is 
necessary to determine the internal force P at various sections along the 
bar. Here it may be helpful to show this variation bv drawing an axial or 
normal force diagram. Specifically, this diagram is a plot of the normal 
force P versus its position x along the bar's length. As a sign convention, 
Thi ata] ti rod dí abd $a... hanger. 10 P will be positive if it causes tension in the member, and negative if i 
suspend a portion of a staircase, and as a Causes Compression. Once the internal loading throughout the bar is 
result it is subjected to tensile stress. known, the maximum ratio of P/A can then be identified. 
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| Important Points 


When a body subjected to external loads is sectioned, there is a 
distribution of force acting over the sectioned area which holds 
each segment of the body in equilibrium, The intensity of this 
internal force at a point in the body is referred to as stress. 


Stress is the limiting value of force per unit area, as the area 
approaches Zero, For this definition, the material is considered to 
be continuous and cohesive. 


The magnitude of the stress components at a point depends upon 
the type of loading acting on the body, and the orientation of the 
element at the point. 


When a prismatic bar is made from homogeneous and isotropic 
material, and is subjected to an axial force acting through the 
centroid of the cross-sectional area, then the center region of 
the bar will deform uniformly. As a result. the material will be 
subjected only to normal stress, This stress is uniform or averaged 
over the cross-sectional area. 


| Procedure for Analysis 


The equation z = P/A gives the average normal stress on the cross- 
sectional area of a member when the section is subjected to an 
internal resultant normal foree P. For axially loaded members, 
application of this equation requires the following steps. 


Internal Loading, 


* Section the member perpendicular to its longitudinal axis at the 
point where the normal stress is to be determined and use the 
necessary free-body diagram and force equation of equilibrium to 
obtain the internal axial force P at the section. 


Average Normal Stress. 


* Determine the member's cross-sectional area at the section and 
calculate the average normal stress g = P/A. 


* [tis suggested that « be shown acting on a small volume element 
of the material located at a point on the section where stress is 
calculated, To do this, first draw o on the face of the element 
coincident with the sectioned area A. Here c acts in the same 
direction as the internal force P since all the normal stresses on 
the cross section develop this resultant. The normal stress o on 
the other face of the element acts in the opposite direction. 
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The bar in Fig. 1-164 has a constant width of 35 mm and a thickness 
of 10 mm. Determine the maximum average normal stress in the bar 
when it is subjected to the loading shown, 


HB QKN C 4kN n 
12 kN 


YEN 


fa) 


DkN <—( Pa 12kN 
©) 


X 
|2kN — r —— = 30 kN 
VEN 


Pep 7 22 kN — — nis 


(b) 


lc) 


SOLUTION 

Internal Loading. By inspection, the internal axial forces in regions 
AB. BC, and CD are all constant yet have different magnitudes. Using 
the method of sections, these loadings are determined in Fig. 1-165; 
and the normal force diagram which represents these results graphically 
is shown in Fig. 1-16c. The largest loading is in region BC, where 
Pgc = 30 kN, Since the cross-sectional area of the bar is constant, the 
largest average normal stress also occurs within this region of the bar. 


Average Normal Stress. Applying Eq. 1-6, we have 


30( 1) N 
A (0035 m)(0.010 m) 


— NOTE: The stress distribution acting on an arbitrary cross section of 
(d the bar within region BC is shown in Fig. 1-164. Graphically the volume 
(or *block") represented by this distribution of stress is equivalent to 

‘ig. 1-16 the load of 30 kN; that is, 3X0 kN = (85.7 MPa)í(35 mm)(10 mm). 
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The 80-kg lamp is supported by two rods AB and BC as shown in 
Fig. 1-17a. If AB has a diameter of 10 mm and BC has a diameter of 
8 mm. determine the average normal stress in each rod. 


MOAT) — 7848 N 
(bi 


SOLUTION 


Internal Loading. We must first determine the axial force in each 
rad. A free-body diagram of the lamp is shown in Fig. 1-175. Applying 
the equations of force equilibrium, 


> SF, = 0; Fact) — Fpa cos 60° = 0 
£1XF,-0; Feel?) + Fay sin 60° — 784.8N = 0 
Fac = 395.2N, Fpa = 632.4 N 


By Newton s third law of action, equal but opposite reaction, these 
forces subject the rods to tension throughout their length. 


Average Normal Stress. Applying Eq. 1—6, 


ROS MPa 
Fac _ 


Tna = — Ans 


NOTE: The average normal stress distribution acting over a cross 
section of rod AB is shown in Fig. 1-17c, and at a point on this cross 
section, an element of material is stressed as shown in Fig. 1-17. 
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The casting shown in Fig. 1-18a is made of steel having a specific 
weight of y, = 490 lb/ft’, Determine the average compressive stress 
acting at points A and B. 


w, 


0.75 ft 


Fig. 1-18 
SOLUTION 
Internal Loading. A frcc-body diagram of the top segment of the 
casting where the section passes through points A and B is shown in 


Fig. 1-185. The weight of this segment is determined from Wy = y, Va 
Thus the internal axial force P at the section is 


+1 £F. = t; P-W,-0 
P — (490 th/ft’)(2.75 ft)[7(0.75 ft^] = 0 
P = 2381 Ib 


Stress. The cross-sectional area at the sec- 
tion is A = (0.75 ft)’, and so the average compressive stress becomes 


P2381 Ib : 
= = = 1347 5 It? 
A (0.75 Ry / 


a = 13475 lb/ft (110/144 in?) = 9.36 psi Ans 


NOTE: ‘The stress shown on the volume element of material in 
Fig. 1-18c is representative of the conditions at either point A or B. 
Notice that this stress acts upward on the bottom or shaded face of the 
clement since this face forms part of the bottom surface area of the 
section, and on this surface, the resultant internal force P is pushing 
upward. 
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Member AC shown in Fig. 1-192 is subjected to a vertical force of 
3 kN. Determine the position x of this force so that the average 
compressive stress at the smooth support C is equal to the average 
tensile stress in the tie rod AB. The rod has a cross-sectional area of 
400 mm? and the contact area at C is 650 mm^. 


Fig. 1-19 
SOLUTION 


Internal Loading. The forces at A and C can be related by considering 
the free-body diagram for member AC, Fig. 1-195, There are three 
unknowns, namely, F 44. Fe, and x. To solve this problem we will 
work in units of newtons and millimeters. 


*TZF, = 0; Fan + Fc - MXN = Ü (1) 
(+My, = (); ~ 3000 Nix} * F-(200 mm) = () (2) 
Average Normal Stress. A necessary third equation can be written 
that requires the tensile stress in the bar AB and the compressive 
stress at C to be equivalent, i.e., 
o NER ae 
400mm^ — 650 mm? 
Fe = 1.625F 4a 
Substituting this into Eq. 1, solving for F 44. then solving for Fe, we 


obtain 
Fag = 1143N 


Fe = 18S7 N 

The position of the applied load is determined from Eq. 2, 
x — 124mm 

NOTE: (I< x< 200 mm, as required. 
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1.5 Average Shear Stress 


Shear stress has been defined in Section 1.3 as the stress component that 
acts in the plane of the sectioned area. To show how this stress can 
develop, consider the effect of applying a force F to the bar in Fig. 1-20a. 
If the supports are considered rigid, and F is large enough, it will cause 
the material of the bar to deform and fail along the planes identified by 
AB and CD. A free-body diagram of the unsupported center segment of 
the bar, Fig. 1-20, indicates that the shear force V = F/2 must be 
applied at each section to hold the segment in equilibrium. The average 
(a) shear stress distributed over each sectioned area that develops this shear 
force is defined by 








r 
(1-7) 
(hi 
F 
Here 
T, = average shear stress at the section, which is assumed to be the 


same at each point located on the section 


V = internal resultant shear force on the section determined from 
the equations of equilibrium 


A = area at the section 





The distribution of average shear stress acting over the sections is 
shown in Fig. 1-20c. Notice that r,,, is in the same direction as V, since 
the shear stress must create associated forces all of which contribute to 
the internal resultant force V at the section, 

The loading case discussed here is an example of simple or direct 
shear, since the shear is caused by the direct action of the applied load F. 
This type of shear often occurs in various types of simple connections 
that use bolts, pins, welding material, etc. In all these cases, however, 
application of Eq. 1-7 is only approximate. A more precise investigation 
of the shear-stress distribution over the section often reveals that much 
larger shear stresses occur in the material than those predicted by this 
equation. Although this may be the case, application of Eq. 1-7 is 
generally acceptable for many problems in engineering design and 
analysis. For example, engineering codes allow its use when considering 
design sizes for fasteners such as bolts and for obtaining the bonding 
strength of glued joints subjected to shear loadings. 
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r Section plane 





(a) fb) 


Fig, 1-21 


Shear Stress Equilibrium. Figure 1-21a shows a volume element 
of material taken at a point located on the surface of a sectioned area 
which is subjected to à shear stress 7.,. Force and moment equilibrium 
requires the shear stress acting on this face of the element to be 
accompanied by shear stress acting on three other faces. To show this we 
will first consider force equilibrium in the y direction. Then 


force 
stress area 


=F, = 0; r (Àx Ay) ry Ax Ay = 0 


T 
Ti = TN 


In a similar manner, force equilibrium in the z direction vields z, 
Finally, taking moments about the x axis, 


" , 
Tyre 


moment 
farse ji 
Stress area 
EM, = 0; —t.,(Ax Ay) Az + T, (Ax Az) Ay = 0 
Ty" Tye 
so that 
Ty = Try = Tye = Fp, = f 


In other words, all four shear stresses must have equal magnitude and 
be directed either toward or away from each other at opposite edges of 
the element, Fig. 1-215. This is referred to as the complementary property 
of shear, and under the conditions shown in Fig, 1-21, the material is 
subjected to pure shear 
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E | Important Points 


* If two parts are thin or small when joined together, the applied 
loads may cause shearing of the material with negligible bending. 
If this is the case, it is generally assumed that an average shear 
stress acts over the cross-sectional area. 


* When shear stress 7 acts on a plane, then equilibrium of a volume 
element of material at à point on the plane requires associated 
shear stress of the same magnitude act on three adjacent sides of 
the element. 


| Procedure for Analysis 


The equation Tay = V/A is used to determine the average shear 
stress in the material. Application requires the following steps. 


Interna! Shear. 


* Section the member at the point where the average shear stress is 
to be determined. 


* Draw the necessary free-body diagram, and calculate the internal 
Shear force V acting at the section that is necessary to hold the 
part in equilibrium. 


Average Shear Stress. 


* Determine the sectioned area A, and determine the average 
shear stress Tave = V/A, 


* [t is suggested that r,, be shown on a small volume element of 
material located at a point on the section where it is determined. 
To do this, first draw Tag on the face of the element, coincident 
with the sectioned area A. This stress acts in the same direction 
as V. The shear stresses acting on the three adjacent planes can 
then be drawn in their appropriate directions following the 
scheme shown in Fig. 1-21. 








Determine the average shear stress in the 20-mm-diameter 
pin at A and the 30-mm-diameter pin at B that support the 
beam in Fig. 1-22a. 


SOLUTION 


Internal Loadings. The forces on the pins can be obtained by 
considering the equilibrium of the beam, Fig. 1-225. 


(+M, = 0: Fal Jiém) -30kN(2 m) -0 Fy =12.5 kN 


3 
EF, = 0: (12.5kN)( 2) — A, =0 A, = 7.50 kN 


+fEF,=0 A, + (125 (3) - 30 kN = 0 
A, = 20 kN 


Thus, the resultant force acting on pin A is 
F, = VA? + AZ = V(T.SOkN) + (20 KN)! = 21.36kN 


The pin at A is supported by two fixed “leaves” and so the free-body 
diagram of the center segment of the pin shown in Fig. 1-22c has two 
shearing surfaces between the beam and each leaf. The force of the 
beam (21.36 kN) acting on the pin is therefore supported by shear 
force on each of these surfaces. This case is called double shear. Thus, 


3 
I Fa = IAN E. 10.68 kN 


7 
- 


In Fig. 1-224, note that pin B is subjected to single shear, which occurs 
on the section between the cable and beam. Fig. 1-224. For this pin 
segment, 


Va um Fy = 12.5 kN 
Average Shear Stress. 


10.68( 107) N 
YA SEIN. 34.0 MPa 


“(0.02 my 


12.5(10°)N 
= 17.7 MPa 





m 1 
Ac IKER] - 
= (0.03 m) 
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If the wood joint in Fig. 1-23a has a width of 150 mm, determine the 
average shear stress developed along shear planes a-a and b-b. For 
each plane, represent the state of stress on an element of the material. 


SOLUTION 


Internal Loadings. Referring to the free-body diagram of the 
member, Fig. 1-23b, 


AXF,-( | 6kN-F-F-0 F = 3kN 


Now consider the equilibrium of segments cut across shear planes a-a 
and b-h, shown in Figs 1-23c and 1-234. 


SF, = 0; V,-3kN-0 V,=3kN 


+ xF, = tl; 3kN—V,=0 V,=3kN 


Average Shear Stress. 
A(40) N 
a (0l m)(015 m) — 
3(10°) N 


3 Ay H (0,125 m)(0.15 m) = Ans 


Ans. 


The state of stress on elements located on sections a-a and b-b is 
shown in Figs. 1-23c and 1—23d, respectively. 





The inclined member in Fig. 1-24a is subjected to à compressive force 
of 600 Ib. Determine the average compressive stress along the smooth 
areas of contact defined by AB and BC, and the average shear stress 
along the horizontal plane defined by DB. 


ps 


600 Ih 


Fig. 1-24 
SOLUTION 
Internal Loadings. The free-bodv diagram of the inclined member 


is shown in Fig. 1-24, The compressive forces acting on the areas of 
contaet are 


A xF, =0; Fan — 6MHb(3) 2 0 — Fag = 360 1b 

+t ZF, = 0; Fac — 600Ib(3] =Q Fae = 4801h 

Also, from the free-body diagram of the top seement ABD of the 
bottom member, Fig. 1-24c, the shear force acting on the sectioned 
horizontal plane DB is 

A SF, = 0: V = 360 Ib 


Average Stress. Thc average compressive stresses along the 
horizontal and vertical planes of the inclined member are 
Tan = — = DAS. uL Eee = i Ans 
A Auc (ims 
G Sao MEI... 
°C Age CAKES) 
These stress distributions are shown in Fig. 1—244. 
The average shear stress acting on the horizontal plane defined by 
DB is 


* 160 psi Ans. 


A60 Ih 
— (3i)(L5im) | 80) psi Ans 


This stress is shown uniformly distributed over the sectioned area in 
Fig. 1-24e. 
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E FUNDAMENTAL PROBLEMS 


Fi-7. The uniform beam is supported hy two rods AB Fi-10, If the 600-KN force acts through the centroid of the 


and CD that have cross-sectional areas of 10 mm? and cross section, determine the location y of the centroid and 
15 mm’, respectively. Determine the intensity w of the the average normal stress developed on the cross section, 
distributed load so that the average normal stress in each Also, sketch the normal stress distribution over the cross 
rod does not exceed 300 kPa section. 


AKI k N 





F1-7 





Fi-8. Determine the average normal stress developed on 
the cross section. Sketch the normal stress distribution over 


š Fi-11. Determine the average normal stress developed 
the cross section. 


at points A. B, and C. The diameter of cach segment is 
indicated in the figure, 





Fi-1 





FI-12. Determine the average normal stress developed in 
Fi-8 rod AB if the load has a mass of 50 kg, The diameter of rod 


F1-9, Determine the average normal stress developed on AB W8 mm, 


the cross section. Sketch the normal stress distribution over 
the cross section. 





Fi-12 
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E PROBLEMS 


1-31. The column is subjected to an axial force of 8 kN, 
which ts applied through the centroid of the cross-sectional 
area. Determine the average normal stress acting at section 
u-a. Show this distribution of stress acting over the arca's 
cross section, 


KEN 






Za 10 mm 


ir 40 meh 





Prob, 1-31 


"1-32, The lever is held to the fixed shaft using a tapered 
pin AB. which has a mean diameter of 6 mm. If a couple is 
applied to the lever, determine the average shear stress in 
the pin between the pin and lever, 





2 N WN 


Proh. 1-32 


1-33. The bar has a cross-sectional area A and is 
subjected to the axial load P. Determine the average 
normal and average shear stresses acting over the shaded 
section, which is oriented at # from the horizontal. Plot the 
variation of these stresses as a function of 8 (0 = 8 = 90). 





Prob, 1-33 


1-34. The built-up shaft consists of a pipe AB and solid 
rod BC, The pipe has an inner diameter of 20 mm and outer 
diameter of 28 mm. The rod has a diameter of 12 mm. 
Determine the average normal stress at points D and E and 
represent the stress on a volume clement located at cach of 
these points 


n 6bkN E 
Prob. 1-34 


1-35, The bars of the truss cach have a cross-sectional 
arca of 125 in^. Determine the average normal stress in 
each member due to the loading P = & kip, State whether 
the stress is tensile or compressive. 


"1-36. The bars of the truss cach have à cross-sectional 
area of 1.25 in) If the maximum average normal stress in 
any bar is not to exceed 20 ksi, determine the maximum 
magnitude P of the loads that can be applied to the truss. 





u75P 


Probs, 1-35/36 
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«1-37, The plate has à width of 0.5 m. If the stress distri- 
bution at the support varies as shown, determine the force 
P applied to the plate and the distance d to where it is 


applied, 





a = (15x!7) MPa 


Proh. 1-37 


1-38. The two members used in the construction of an 
aircraft fusclage are joined together using a 30° fish-mouth 
weld. Determine the average normal and average shear 
stress on the plane of each weld, Assume each inclined 
planc supports à horizontal force of 401 Ib, 


L5 in a" 
#00 m Nd Th 


ar 
Prob, 1-38 


1-39, If the block is subjected to the centrally applied 
force of 600 KN, determine the average normal stress in the 
material. Show the stress acting on a differential volume 
clement of the material 





Prob, 1-39 





"1-40. The pins on the frame at A and C each have a 
diameter of 0.25 in, Tf these pins are subjected to double 
shear, determine the average shear stress in cach pin. 


*1-41. Solve Prob. 1-40 assuming that pins # and C arc 
subjected to single shear, 


1-42, The pins on the frame at D and F each have à 
diameter of 0.25 in. If these pins are subjected to double 
shear, determine the average shear stress in each pin, 


1-43, Solve Prob, 1-42 assuming that pins D and E are 
subjected to single shear, 


3 R—T—PH—1 


5t 
500 Ih a 





Probs, 1-440/41/42/43 


*1-44. A 175-Ib woman stands on a vinyl floor wearing 
stiletto high-heel shoes If the heel has the dimensions 
shown, determine the average normal stress she exerts on 
the floor and compare it with the average normal stress 
developed when à man having the sume weight is wearing 
flat-heeled shoes. Assume the load is applied slowly, so that 
dynamic effects can be ignored. Also, assume the entire 
weight is supported only by the heel of one shoe. 








*1-45, The truss is made from three pin-coanected 
members having the cross-sectional areas shown in the 
figure. Determine the average normal stress developed in 
cach member when the truss is subjected to the load shown 
State whether the stress is tensile or compressive. 





Prob, 1-45 


1-46. Determine the average normal stress developed 
in links AB and CD of the smooth rwo-tine grapple that 
supports the log having a mass of 3 Mg. The cross- 
sectional arca of cach link is 400 mm". 


1-47. Determine the average shear stress developed 
in pins A and B of the smooth two-tine grapple that 
supports the log having a mass of 3 Mg. Each pin has a 
diameter of 25 mm and is subjected to double shear. 





Probs. 146/47 
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"1-48. The beam is supported by a pin at A and a short 
link BC, If P = 15 kN, determine the average shear stress 
developed in the pins at A, B, and C. All pins are in double 
shear as shown. and each has a diameter of 18 mm. 








Prob. 1-48 


*1-49, The heam is supported by a pin at A and a short 
link BC. Determine the maximum magnitude P of the loads 
the beam will support if the average shear stress in each pin 
is not to exceed 80 MPa. All pins are in double shear as 
shown, and cach has a diameter of 18 mm. 





Prob, 1-49 


1-50, The block is subjected to à compressive force of 
2 KN. Determine the average normal and average shear 
stress developed in the wood fibers that are oriented along 
section a-w at M” with the axis of the block 





Prob. 1-50 
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1-51, During the tension test, the wooden specimen is 
subjected to an average normal stress of 2 ksi. Determine 
the axial force P applied to the specimen. Also, find the 
average shear stress developed along section a-a of 
the specimen, 





"1-52. If the joint is subjected to an axial force of 
P = 9 KN, determine the average shear stress developed in 
cach of the 6-mm diameter bolts between the plates and the 
members and along each of the four shaded shear planes. 


*1-33, The average shear stress in cach of the 6-mm diameter 
bolts and slong each of the four shaded shear planes is not 
allowed to exceed 80 MPa and 500 kPa, respectively, 
Determine the maximum axial force P that can be applied 
to the joint, 






100 mm 


100 mm 


Probs. 1-52/53 





1-54, The shaft is subjected to the axial force of 40 kN, 
Determine the average hearing stress acting on the collar C 
and the normal stress in the shaft. 





1-85, Rods AH and BC cach have a diameter of 5 mm. If 
the load of P = 2 kN is applied to the ring, determine the 
average normal stress in cach rod if @ = 60^. 


*1-86. Rods AB and BC cach havc a diameter of 5 mm. 
Determine the angle @ of rod BC so that the average 
normal stress in rod AR is 1.5 times that in rod AC. What is 
the load P that will cause this to happen if the average 
normal stress in cach rod is not allowed to exceed 100 MPa? 








91-87, The specimen failed in à tension test at an angle of 
52^ when the axial load was 19.80 kip, Tf the diameter of the 
specimen is (0,5 in, determine the average normal and 
average shear stress acting on the area of the inclined 
failure plane, Also, what is the average normal stress acting 
on the cross section when failure occurs? 


52* 





Prob. 1-57 


1-88. The anchor bolt was pulled out of the concrete wall 
and the failure surface formed part of a frustum. and 
cylinder, This indicates a shear failure occurred along the 
cylinder BC and tension failure along the frustum AB. If 
the sheur and normal stresses along these surfaces have the 
magnitudes shown, determine the foree P that must have 
been applied to the bolt. 
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1-89, The open square butt joint is used To transmit à 
force of 50 kip from one plate to the other. Determine the 
average normal and average shear stress components that 
this loading creates on the face of the weld, section AB, 





"1-6). If P = 20 kN, determine the average shear stress 
developed in the pins at A and C. The pins are subjected to 
double shear as shown, and cach has a diameter of 18 mm. 


si-i. Determine the maximum magnitude P of the load 
the heam will support if the average shear stress in each pin 
is not to allowed to exceed 60 MPa. All pins are subjected 
to double shear as shown, and each has a diameter of 
I8 mm 
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1-62, The crimping tool is used to crimp the end of the 
wire F. If a force of 20 Ib is applied to the handles, 
determine the average shear stress in the pin at A. The pin is 
subjected to double shear and has a diameter of 0.2 in. Only 
à vertical force is exerted on the wire. 


1-63. Solve Prob. 1-52 for pin B. The pin is subjected to 
double shear and has a diameter of 0.2 in. 


20 m 


ZPS 





L5 in. 2in. lin, 
n. Zin, lin x 


Probs. 1-62/63 


*1-64. The triangular blocks are glued along each side of 
the joint. A C-clamp placed between two of the blocks is 
used to draw the joint tight. If the glue can withstand a 
maximum average shear stress of 80N kPa, determine the 
maximum allowable clamping force F. 


«1-65. The triangular blocks are glued along cach side of 
the joint. A C-clamp placed between two of the blocks is 
used to draw the joint tight. H the clamping force is 
F = 900 N. determine the average shear stress developed 
in the glued shear plane. 












1-66. Determine the largest load P that can be a applied 
to the frame without causing either the average normal 
stress or the average shear stress at section a-a to exceed 
o = 150 MPa and 7 = 60) MPa, respectively. Member CH 
has a square cross section of 25 mm on each side. 





Proh, 1-66 


1-67. The prismatic bar has à cross-sectional area A. Tf it 
is subjected to # distributed axial loading that increases 
linearly from w = Ü at r = l to w = wo at x = a, and then 
decreases lincarly to w = 0 at x = 2a, determine the 
average normal stress in the bar as a function of x for 
0= y<a. 


*1-68. The prismatic bar has a cross-sectional area A. If it 
is subjected to à distributed axial loading that increases 
lincarly from w = Oat x = Oto w = we al x = a, and then 
decreases lincarly to w = at x = 2a, determine the 
average normal stress in the bar as a function of x for 
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*1-69. The tapered rod has a radius of r = (2 — x/6) in 1-71. Determine the average normal stress at section g—a 
and is subjected to the distributed loading of and the average shear stress at section b-b in member AB, 
w = (60 + 40x) Ih/in. Determine the average normal stress The cross section is square, 0.5 in. on each side, 

at the center of the rod, B. 





150 Ib /ft 


te = (60 = Avi Ih / m 





1-70. The pedestal supports a load P at its center. If the 
material has a mass density p, determine the radial 
dimension r as a function of z so that the average normal Prob. 1-71 
stress in the pedestal remains constant. The cross section is 

circular, 


*1-72, Consider the general problem of a bar made from 
m segments, each having a constant cross-sectional area A,n 
and length 1... If there are n loads on the bar as shown, 
write ü computer program that can be used to determine 
the average normal stress at any specified location x. Show 
an application of the program using the values L; = 4 ft, 
d, -2fíi P, — Alb, A, = 3in, L,= 20 di —6ft, 
Py = -300 tb, Ay = Lin’, 






P 


P. P, ^ 
pe aa] 


Prob. 1-70 Prob. 1-72 
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1.6 Allowable Stress 


To properly design a structural member or mechanical element it is 
necessary to restrict the stress in the material to a level that will be safe, 
To ensure this safety, it is therefore necessary to choose an allowable 
stress that restricts the applied load to one that is [ess than the load the 
member can fully support. There are many reasons for doing this. For 
example, the load for which the member is designed may be different 
from actual loadings placed on it. The intended measurements of a 
structure or machine may not be exact, duc to errors in fabrication or in 
the assembly of its component parts. Unknown vibrations, impact, or 
accidental loadings can occur that may not be accounted for in the 
design. Atmospheric corrosion, decay, or weathering tend to cause 
materials to deteriorate during service. And lastly, some materials, such 
as wood, concrete, or fiber-reinforeed composites, can show high 
variability in mechanical properties, 

One method of specifying the allowable load for a member is to use a 
number called the factor of safety. The factor of safety (F.S.) is a ratio of 
the failure load Fiw to the allowable load F uyw. Here Fy,y is found from 
experimental testing of the material, and the factor of safety is selected 
based on experience so that the above mentioned uncertainties are 
accounted for when the member is used under similar conditions of 
loading and geometry, Stated mathematically, 


(1-8) 





If the load applied to the member is linearly related to the stress 
developed within the member, as in the case of using e = P/A and 
T4 7 V/A. then we can also express the factor of safety as a ratio of the 
failure stress og (or Tiai) to the allowable stress O aow (OT 7,4,4);* that is. 


ES = — (1-9) 
(r Haw 
or 
KS, Ü SE. (1-10) 
Tullow 


“In some cases, such as columns. the applied toad ts not linearly related to stress and 
therefore only Eg. 1-8 ean be used to determine the factor of safety. See Chapter 13. 
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In any of these equations, the factor of safety must be greater than 1 in 
order to avoid the potential for failure. Specific values depend on the 
types of materials to be used and the intended purpose of the structure 
or machine. For example, the F.S. used in the design of aircraft or space- 
vehicle components may be close to 1 in order to reduce the weight of 
the vehicle. Or, in the case of a nuclear power plant. the factor of safety 
for some of its components may be as high as 3 due to uncertainties 
in loading or material behavior. In many cases, the factor of safety for à 
specific case can be found in design codes and engineering handbooks, 
These values are intended to form a balance of ensuring public and 
environmental safety and providing à reasonable economic solution to 
design. 


1.7 Design of Simple Connections 


By making simplifying assumptions regarding the behavior of the 
material, the equations y = P/A and Tive = V/A can often be used to 
analyze or design a simple connection or mechanical element. In 
particular, if a member is subjected to normal force at a section, its 
required area at the section is determined from 


P 


C apaw 





A- (1-11) 


On the other hand, if the section is subjected to an average shear force, 
then the required area at the section is 


V 
T allow 





A- (1-12) 


As discussed in Sec. 1.6, the allowable stress used in each of these 
equations is determined either by applying a factor of safety to the 
material's normal or shear failure stress or by finding these stresses 
directlv from an appropriate design code. 

Three examples of where the above equations apply are shown in 
Fig. 1-25. 


Assumed uniform 


shear stress 
Tailer 











Cati betters 






Assumed uniform 
normal stress 
distribution 


P 





A — 
Gros 


The area of the column base plate # is determined 
from the allowable bearing stress for the concrete 





Assumed uniform shear stress 





P 


The embedded length / of this rod in concrete 
can be determined using the allowable shear 
stress of the bonding glue 





p 


The area of the bolt for this lap pomt 
is determined from the shear stress, 
which is largest between the plates 


Fig. 1-25 








48 CHAPTER 1 Srress 


ES | Important Point 


Design of a member for strength is based on selecting an 
allowable stress that will enable it to safely support its intended 


load. Since there are many unknown factors that can influence 
the actual stress in a member, then depending upon the intended 
use of the member, a factor of safety is applied to obtain the 
allowable load the member can support, 





| Procedure for Analysis 


When solving problems using the average normal and shear stress 
equations, a careful consideration should first be made as to choose 
the section over which the critical stress is acting. Once this section 
is determined, the member must then be designed to have a 
sufficient area at the section to resist the stress that acts on it. This 
area is determined using the following steps 


Internal Loading. 


* Section the member through the area and draw a free-body 
diagram of a segment of the member. The internal resultant force at 
the section is then determined using the equations of equilibrium. 


Required Area. 


* Provided the allowable stress is known or can be determined, 
the required area needed to sustain the load at the section is then 
determined from A = P/T ap OF A = V fT aow 





Appropriate factors of safety must be 
considered when designing cranes and 
cables used to transfer heavy loads. 
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The control arm is subjected to the loading shown in Fig. 1-26a. 
Determine to the nearest i in. the required diameter of the steel pin 
at C if the allowable shear stress for the steel is Tyyoy = 8 ksi. 


N 
-i 4 Zin. L. kip 
Skip 
Fig. 1-26 


SOLUTION 


Internal Shear Force. A free-body diagram of the arm is shown in 
Fig. 1-265. For equilibrium we have 


LL EMc = 0. F an(8 in.) — 3 kip (3in.) - Skip(3)(5in.) = 0 
Fan = 3kip 
SUF, = 0. -3kip- C, + Skip())-0  C,-1kip 
+ >F, = 0; C,—3kip-Skip(3)=0 C, = 6kip 
The pin at C resists the resultant force at C, which is 
Fe = Vit kipp + (6 kip)’ = 6.082 kip 
Since the pin is subjected to double shear, a shear force of 3.041 kip 


acts over its cross-sectional area between the arm and cach supporting 
leaf for the pin, Fig. 1-26c. 


Required Area. We have 


- - — = (3802 in? 
Tallow 8 kip/ in“ * 


(2) = 0.3802 in? 
d = 0,696 in. 
Use a pin having a diameter of 
= iin. = 0.750in. 


3041 kip 


34041 kip 
Pin at C 


(c) 
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CHAPTER 1 


STRESS 





The suspender rod is supported at its end by à fixed-connected circular 
disk as shown in Fig. 1-27a. If the rod passes through a 4(0-mm-diameter 
hole, determine the minimum required diameter of the rod and 
the minimum thickness of the disk needed to support the 20-kN load. 
The allowable normal stress for the rod is Ga w = 60 MPa. and the 
allowable shear stress for the disk is zu w = 35 MPa. 


—]| mm |— 


A Tallow 


Fig. 1-27 


SOLUTION 


Diameter of Rod. By inspection, the axial force in the rod is 20 kN, 
Thus the required cross-sectional area of the rod is 


W10) N 
T 1 Se D flt 
Ps 60( H^) N/m? 


d = 0.0206 m = 20.6 mm Ans 


Thickness of Disk. As shown on the free-body diagram in 
Fig. 1-27b, the material at the sectioned area of the disk must resist 
Shear stress to prevent movement of the disk through the hole. If this 
shear stress is assumed to be uniformly distributed over the sectioned 
area, then, since V = 20 kN, we have 


20(10°) N 


27(002 m)(t) = — ñ—n Tig) N/a? 


t = 4.SS(10 `) m = 4.55 mm 
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The shaft shown in Fig. 1-28a is supported by the collar at C, which is 
attached to the shaft and located on the right side of the bearing at B. 
Determine the largest value of P for the axial forces at E and F so 
that the bearing stress on the collar does not exceed an allowable 
stress of (a). = 75 MPa and the average normal stress in the shaft 
does not exceed an allowable stress of (a) now = 55 MPa. 


fd mm By 20 mm 


4 p 
= — mm 2 — HL 3P 


E — c 
(b) 
(al 
Axial 
Force 


Fig. 1-28 


SOLUTION 
To solve the problem we will determine P for each possible failure 
condition. Then we will choose the smallest value. Why? 


Normal Stress. Using the method of sections, the axial load within 
region FE of the shaft is 2P, whereas the largest axial force, 3P, occurs 
within region EC, Fig 1-28b. The variation of the internal loading is 
clearly shown on the normal-force diagram, Fig. | -28c. Since the cross- 
sectional area of the entire shaft is constant, region EC is subjected to 
the maximum average normal stress. Applying Eq. 1-11, we have 
3 3P 
7(003 m) = 105) N/m? 

P = SLRKN Ans. 
Bearing Stress. As shown on the free-body diagram in Fig. 1-284d, 
the collar at C must resist the load of 3P. which acts over a bearing 
area of Ay = [s(0.04 m) — z(0.03 my] = 2.199(107) n, Thus. 
3P 


A -——; 


; 2.199(10 3) n? — 
— (107) m = z 10) N/m? 


P = 550 kN 


Bv comparison, the largest load that can be applied to the shaft is 
P = 51.8 kN, since any load larger than this will cause the allowable 
normal stress in the shaft to be exceeded. 

NOTE: Here we have not considered a possible shear failure of the 
collar as in Example 1.14. 
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The rigid bar AB shown in Fig. 1—29a is supported by a steel rod AC 
having a diameter of 20 mm and an aluminum block having à cross- 
sectional area of 1800 mm^. The 18-mm-diameter pins at A and C are 
subjected to single shear. If the failure stress for the steel and aluminum 
is (Fabiani = 680 MPa and (my) = 70 MPa, respectively, and the 
failure shear stress for each pin is 7,4 = 900 MPa, determine the largest 
load P that can be applied to the bar. Apply a factor of safety of F.S. = 2. 
SOLUTION 

Using Eqs. 1-9 and 1-10, the allowable stresses are 

(Te toit _ 680 MPa 


(Pauw * FS 7 = 340 MPa 


(Oa )atiow 


Tulkw 7 = = 450 MPa 


The free-body diagram of the bar is shown in Fig. 1-295. There are 
three unknowns. Here we will apply the moment equations of equilibrium 
Fac in order to express Far and Fp in terms of the applied load P. We have 


(XM, = 0: P(125 m) — Fac(2m) = 0 (1) 
A B [+2M, = 0: F,(2m) — P(0.75 m) = 0 (2) 


bos m | 135m We will now determine cach value of P that creates the allowable 


F, š š - 
- stress in the rod, block, and pins, respectively. 


Rod AC. This requires 
Fig. 1-29 Fac = (alas Aac) = 340(10^) N/m? [z(0401 m)^] = 106.8 kN 
Using Eq. 1, 


(b) 


(106.8 kN)(2 m) 


125m = 171 kN 


Block B. In this case, 
Fg = (0 atiow An = 35(10°) N/m? [1800 mm? (10 3) m?/mn] = 63.0 kN 


Using Eq. 2. 
"m _ (630 kN)(2 m) 


0.75 m 
Pin Aor C. Due to single shear, 


Fae = V = TutiowA = 450(10") N/m? [(0419 m)?] = 114.5 kN 
From Eq. 1, 


— |68 kN 


E 114.5kN (2m) ` wan 
" 125m ios 


By comparison, as P reaches its smallest value (168 KN), the allowable 
normal stress will first he developed in the aluminum block. Hence, 


P = 168 kN Ans. 








1.7 DESIGN OF Sue E CONNECTIONS 53 


FUNDAMENTAL PROBLEMS 








Fi-HX. Rods AC and BC are used to suspend the 200-kg Fi-tó, If each of the three nails has a diameter of 4 mm 


mass If each rod is made of à material for which the average and can withstand an average shear stress of 60 MPa, 
normal stress can not exceed 150 MPa, determine the determine the maximum allowable force P that can be 
minimum required diameter of each rod 10 the nearest mm. applied to the board. 





F1-16 


F1-17. The strut is glued to the horizontal member at 
surface AB. H the strut has a thickness of 25 mm and the gluc 
can withstand an average shear stress of G00 kPa, determine 
the maximum force P that can be applied to the strut. 





FI-13 


Fi-I4. The frame supports the loading shown, The pin at 
A has a diameter of 0.25 in. If it is subjected to double shear, 
determine the average shear stress in the pin. 








FI-17 


Fi-18 Determine the maximum average shear stress 
developed in the 30-mm-diameter pin. 





NP kN 


F1-14 


FI-15. Determine the maximum average shear stress 
developed in each 3/4-in.-diameter bolt. 


10 kip 





5kip 40 kN 
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Fi-19, If the eyebolt is made of a material having a yield 
stress of ory = 250 MPa, determine the minimum required 
diameter d of its shank, Apply a factor of safety F.S. = 1.5 
against yielding. 





FI-20. Ifthe bar assembly is made of à material having 
a vield stress of ey = 50 ksi, determine the minimum 
required dimensions h; and h; to the nearest 1/8 in. Apply a 
factor of safety F.S, = 1,5 against yielding, Each bar has a 
thickness of 0.5 in 





Fi-21. Determine the maximum force P that can be 
applied to the rod if it is made of material having a yield 
stress of ey. = 250 MPa, Consider the possibility that failure 
occurs in the rod and at section a-a. Apply a factor of safety 
of F.S. = 2 against yielding. 





50 mm 


Section a-a 


Fi-21 





F1-22. The pin is made of a material having ü failure 
shear stress of t) > = 100 MPa. Determine the minimum 
required diameter of the pin to the nearest mm. Apply a 
factor of safety of F.S. = 2.5 against shear failure. 


SU kN 





F1-22 


Fi-23. Tf the bolt head and the supporting bracket are 
made of the same material having a failure shear stress of 
Te 7 120 MPa, determine the maximum allowable force P 
that can be applied to the holt so that it does not pull 
through the plate. Apply a factor of salety of F.S. — 2.5 
against shear failure. 


—“ mm—4 





F1-24. Six nails are used to hold the hanger at A against 
the column. Determine the minimum required diameter of 
each nail to the nearest 1/16 in. if it is made of material 
having Tas = 16 ksi. Apply a factor of safety of FS. = 2 
against shear failure. 
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[PROBLEMS s<cOni 


*1-73. Member B is subjected to a compressive force of 
800 Lb. If A and B are both made of wood and are 2 in. thick, 
determine to the nearest tin, the smallest dimension # of 
the horizontal segment so that it does not fail in shear. The 
average shear stress for the segment is 7,4, = 300 psi. 





Prob. 1-73 


1-74, The lever is attached to the shaft A using a key that 
has a width 4 and length of 25 mm. If the shaft is fixed and 
à vertical force of 200 N is applied perpendicular to the 
handle, determine the dimension d if the allowable shear 
stress for the kev is Tarw = 35 MPa. 





200 N 


Prob. 1-74 


1-75, The joint is fastened together using two bolts, 
Determine the required diameter of the bolts if the failure 
shear stress for the bolts is Tuy = 350 MPa. Use a factor of 
safety for shear of F,S. = 2.5. 


3l) mm SO kN 





AU kN 


Ji kN 


Prob, 1-75 


*1-76. The laphelt assembly is to he subjected to a force 
of 800 N. Determine (a) the required thickness + of 
the belt if the allowable tensile stress for the material 
i$ (Gr). = 10 MPa, (b) the required lap length 4, 
if the gluc can sustain an allowable shear stress of 
(Tate dy = 0.75 MPa, and (c) the required diameter d, of 
the pin if the allowable shear stress for the pin is 
(T aou) p — 30 MPa. 





Prob. 1-76 


*1-77. The wood specimen is subjected to the pull of 
10 kN in a tension testing machine. If the allowable normal 
stress for the wood is (mi. = 12 MPa and the 
allowable shear stress i$ Taye = 1.2 MPa, determine the 
required dimensions b and / so that the specimen reaches 
these stresses simultaneously. The specimen has a width of 
25mm 





Prob. 1-77 
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1-78, Member B is subjected to 4 compressive force of 
600 Ib, TF A and B are both made of woos! and are 1,5 in. 
thick. determine to the nearest 1/8 in. the smallest dimension 
a of the support so that the average shear stress along the 
blue line does not exceed z,4,, = 50 psi, Neglect friction, 





1-79, The joint is used to transmit à torque of 
T = 3 kN* m. Determine the required minimum diameter 
of the shear pin A if it is made from a material having a 
shear failure stress of 7,,, = 150 MPa. Apply a factor of 
safety of 3 against failure 


*1-80. Determine the maximum allowable torque T that 
can be transmitted by the joint. The shear pin A has à 
diameter of 25 mm, and it is made from a material having a 
failure shear stress of Tj, = 150 MPa. Apply a factor of 
safety of 3 against failure. 





*1-81, The tension member is fastened together using iwe 
bolts, one on each side of the member as shown. Each holt 
has a diameter of 0.3 in. Determine the maximum load P 
that can be applied to the member if the allowable shear 
stress for the bolts is Fal = 12 ksi and the allowable 
average normal stress is fise = 20 ksi. 





Proh. 1-81 


1-82. The three steel wires are used to support the 
load. Tf the wires have an allowable tensile stress of 
Toye = 165 MPa, determine the required diameter of each 
wire if the applied load is P = 6 KN. 


1-83, The three steel wires are used to support the 
load. If the wires have an allowable tensile stress of 
Fake = 165 MPa, and wire AB has a diameter of 6 mm. BC 
has a diameter of 5 mm, and BD has à diameter of 7 mm, 
determine the greatest force P that can be applied before 
one of the wires fails. 





*1-84. The assembly consists of three disks A, B. and C 
that are used to support the load of 140 kN. Determine the 
smallest diameter d, of the top disk, the diameter d; within 
the support space, and the diameter d, of the hole in the 
bottom disk, The allowable hearing stress for the material 
is (give) = 350 MPa and allowable shear stress is 
Talium = 125 MPa. 





*1-85, The boom is supported by the winch cable that has 
à diameter of 0.25 in, and an allowable normal stress of 
Tyee = 24 ksi. Determine the greatest load that can be 
supported without causing the cable to fail when @ = 30° 
and dy = 45°. Neglect the size of the winch 


1-86. The boom is supported by the winch cable that has 
an allowable normal stress of Fake 7 24 ksi. If ib is 
required that it be able to slowly lift 5000 Ih, from 0 = 20^ 
to 8 = 50", determine the smallest diameter of the cable to 
the nearest + in. The boom AB has a length of 20 ft. 
Neglect the size of the winch. Set 4 = 12 ft, 
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1-87, The 60 mm x 60 mm oak post is supported on 
the pine block. If the allowable bearing stresses for 
these materials are oy = 43 MPa and dm, = 25 MPa, 
determine the greatest load P that can be supported. If 
& rigid bearing plate is used between these materials, 
determine its required arca so that the maximum load P can 
be supported. What is this load? 


-. 
— > 





—— — 


Prob, 1-87 


"1-88, The frame is subjected to the load of 4 KN which 
acts on member ABD at D. Determine the required 
diameter of the pins at D and C if the allowable shear stress 
for the material is Fay = 40 MPa, Pin C is subjected to 
double shear, whereas pin D is subjected to single shear. 
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*1-89, The eye bolt is used to support the load of 5 kip, 
Determine its diameter 4 10 the nearest lin. and the 
required thickness ñ to the nearest z in. of the support so 
that the washer will not penetrate or shear through it. The 
allowable normal stress for the bolt is Talay = 21 ksi and 
the allowable shear stress for the supporting material is 
Tallos = 5 ksi 





Skip 


Prob, 1-89 


1-90. The soft-ride suspension system of the mountain 
bike is pinned at C and supported by the shock absorber 
BD. If it is designed to support a load P = 1500 N, 
determine the required minimum diameter of pins B and C. 
Use a factor of safety of 2 against failure. The pins are made 
of material having a failure shear stress of 7,,, = 150 MPa. 
and each pin is subjected to double shear, 


1-91, The soft-ride suspension system of the mountain 
bike is pinned at C and supported by the shock absorber 
BD. W it is designed to support a load of P = 1500 N, 
determine the factor of safety of pins B and C against 
failure if they are made of a material having a shear failure 
stress of Tal = 150 MPa. Pin B has a diameter of 7.5 mm, 
and pin C has a diameter of 6.5 mm. Both pins are subjected 
to double shear. 





Probs, 1-9091 





*1-92, The compound wooden beam is connected together 
hv a bolt at B. Assuming that the connections at A, B, C, and 
D exert only vertical forces on the beam. determine the 
required diameter of the bolt at H and the required outer 
diameter of its washers if the allowable tensile stress for the 
bolt is ) eg = 150 MPa and the allowable bearing stress 
for the wood is [m], = 28 MPa. Assume that the hole in 
the washers has the same diameter as the bolt, 
3 
SN isan u^ 


reps 






Prob, 1-92 


*1-93, The assembly is used to support the distributed 
loading of w = 500 Ib/ft. Determine the factor of safety with 
respect to yielding for the steel rod BC and the pins at B and 
C if the yield stress for the steel in tension is er, = 36 ksi 
and in shear +, = 18 ksi. The rod has a diameter of 0.40 in.. 
and the pins each have a diameter of 0.30 in, 


1-94, If the allowable shear stress for each of the 0.30- 
in.-diameter stecl pins at A, B, and C is ry. = 12.5 ksi, 
and the allowable normal stress for the 0.40-in_-diameter 
fod i$ mn,» = 22 ksi, determine the largest intensity w of 
the uniform distributed load that can be suspended from 
the beam. 





Probs, 1-93/94 


1-95, If the allowable bearing stress for the material 
under the supports at A and RB is (m), = 1.5 MPa, 
determine the size of square bearing plates A’ and RH' 
required to support the load. Dimension the plates to the 
nearest mm. The reactions at the supports are vertical, Take 
P = WOKN. 


*1-96. If the allowable bearing stress for the material 
under the supports at A and H is (Gi) Í = 1.5 MPa, 
determine the maximum load P that can be applied to the 
beam. The bearing plates A’ and B' have square cross 
sections of 150 mm x 150mm and 250mm x 250 mm, 
respectively, 


AD KN m li 


- — 
— — Z 
Se a ras; 


Probs, 1-9596 





*1-97, The rods AB and CD are made of steel having à 
failure tensile stress of rag = 510 MPa. Using a factor of 
safety of F.S. = 1.75 for tension, determine their smallest 
diameter so that they can support the load shown. The 
beam is assumed to be pin connected at A and C, 





A 


else -— LL T 


Prob, 1-97 
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1-98. The aluminum bracket A is used to support the 
centrally applied load of 8 kip. If it has a constant thickness 
of (.5 in., determine the smallest height À in order to 
prevent a shear failure. The failure shear stress is 
Tia) = 23 ksi. Use a factor of safety for shear of F.S. = 2,5. 





1-99, The hanger is supported using the rectangular pin. 
Determine the magnitude of the allowable suspended load 
P if the allowable bearing stress is (mi). = 220 MPa, the 
allowable tensile stress is (m,),,,, = 150 MPa, and the 
allowable shear stress is 7,4, = 130 MPa. Take t = 6 mm, 
a = S mm, and b = 25 mm. 


"1-100, The hanger is supported using the rectangular 
pin. Determine the required thickness í of the hanger. and 
dimensions a and b if the suspended load is P — 60 kN. 
The allowable tensile stress is 10 MPa, the 
allowable bearing stress is (my), = 290 MPa, and the 
allowable shear stress is Tuloy = 125 MPa. 
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CHAPTER REVIEW 


The internal loadings in à body consist 
of a normal force, shear force, bending 
moment, and torsional moment, They 
represent the resultants of both a 
normal and shear stress distribution 
that acts over the cross section. To 
obtain these resultants, use the method 
of sections and the cquations of 
equilibrium, 





H a bar is made from homogeneous 
isotropic material and it is subjected to 
a series of external axial loads that 
pass through the centroid of the cross 
section, then à uniform normal stress 
distribution will act over the cross 
section. This average normal stress can 
be determined from m = P/ A, where 
P is the internal axial load at the 
section, 





The average shear stress can be 
determined using Tag = V/A, where 
V is the shear force acting on the 
cross-sectional area A, This formula 
is often used to find the average 
shear stress in fasteners or in parts 
used for connections, 


The design of any simple connection 
requires that the average stress along 
any cross section not exceed an 
allowable stress of yy OF Tul 
These values are reported in codes and 
are considered safe on the basis of 
experiments or through experience, 
Sometimes a factor of safcty is 
reported provided the ultimate stress 
is known. 





k CONCEPTUAL PROBLEMS m 





Pi-1, Here hurncane winds caused the failure of this 
highway sign. Assuming the wind creates a uniform pressure 
on the sign of 2 kPa, use reasonable dimensions for the sign 
and determine the resultant shear and moment at the two 
connections where the failure occurred. 





Pi-2 


Pi-2. The two structural tubes are connected by the pin 
which passes through them. If the vertical load being 
supported is 100 KN, draw a free-body diagram of the pin and 
then use the method of sections to find the maximum average 
shear force in the pin. If the pin has a diameter of 50 mm, what 
is the maximum average shear stress in the pin? 
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D Es A 3 D 4 





P1-3 


Pi1-3. The hydraulic cylinder A applies a horizontal force F on 
the pin at A, Draw the free-body diagram of the pin and show 
the forees acting on it. Using the method of sections, explain 
why the average shear stress in the pin is largest at sections 
through the gaps D and E and not at some intermediate section. 





P1-4 


P1-4. The vertical load on the hook is 1000 Ih. Draw the 
appropnate free-body diagrams and determine the maximum 
average shear force on the pins at A, B, and C. Note that due 
to symmetry four wheels are used to support the loading on 
the railing. 
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“1-101. The 200-mm-diameter aluminum cylinder 
supports a compressive load of 300 KN, Determine the 
average normal and shear stress acting on section g-a. 
Show the results on a differential element located on the 
section. 





Mes Ww — — 
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1-102. The long holt passes through the 30-mm-thick 
plate, If the force in the bolt shank is 8 kN, determine the 
average normal stress in the shank, the average shear 
stress along the cylindrical area of the plate defined by 
the section lines a-a, and the average shear stress in the 
bolt head along the cylindrical arca defined by the section 
lines b-b. 





30 mm 


Prob, 1-102 





ES fal REVIEW PROBLEMS 


1-103, Determine the required thickness of member BC 
and the diameter of the pins at A and B if the allowable 
normal stress for member BC is Caws = 29 ksi and the 
allowable shear stress for the pins is Tyce = 10 ksi. 


A 





Prob. 1-103 


*1-104. Determine the resultant internal loadings acting 
on the cross sections located through points D and EF of the 
frame. 


150 fh /ft 





Prob. 1-104 





21-105, The pulley is held fixed to the 20-mm-diameter 
shaft using à key that fits within a groove eut into the 
pulley and shaft. If the suspended load has a mass of 
SO kg, determine the average shear stress in the key along 
section a-a. The key is 5 mm bv 5 mm square and 12 mm 
long. 


75 mm 


Prob. 1-105 


1-106, The bearing pad consists of a 150 mm by 150 mm 
block of aluminum that supports a compressive load of 
6 kN. Determine the average normal and shear stress acting 
on the plane through section a-u. Show the results on a 
differential volume element located on the planc. 
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1-107, The yoke-and-rod connection is subjected t à 
tensile force of 5 KN, Determine the average normal stress 
in cach rod and the average shear stress in the pin A 
between the members, 





5 kN 


Frob. 1-107 


*1-108. The cable has a specific weight y (weight/volume) 
and cross-sectional area A. Tf the sag v is small, so that its 
length is approximately L and its weight can be distributed 
uniformly along the horizontal axis, determine the average 
normal stress in the cable at its lowest point C 


Prob. 1-108 





Strain 


CHAPTER OBJECTIVES 


In engineering the deformation of a body is specified using the 
concepts of normal and shear strain. In this chapter we will define these 
quantities and show how they can be determined for various types of 
problems. 


2.1 Deformation 


Whenever a force is applied to a body, it will tend to change the body's 
shape and size, These changes are referred to as deformation, and they 
may be either highly visible or practically unnoticeable. For example, a 
rubber band will undergo a very large deformation when stretched. 
whereas only slight deformations of structural members occur when a 
building is occupied by people walking about, Deformation of a body 
can also occur when the temperature of the body is changed. A typical 
example is the thermal expansion or contraction of a roof caused by the 
Weather. 

In a general sense, the deformation of a body will not be uniform 
throughout its volume, and so the change in geometry of any line 
segment within the body may vary substantially along its length. Hence, 
to study deformational changes in a more uniform manner, we will 
consider line segments that are very short and located in the 
neighborhood of à pomt, Realize, however, that these changes will also 
depend on the orientation of the line segment at the point. For example. 
à line segment may elongate if it is oriented in one direction, whereas it 
may contract if it is oriented in another direction. 








Note the before and after positions of three 
different line segments on this rubber 
membrane which rs subjected to tension, The 
vertical line ts lengthened, the horizontal line 
is shortened, and the inclined line changes 
its length and rotates 
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2.2 Strain 


In order to describe the deformation of a body by changes in length of 
line segments and the changes in the angles between them, we will 
develop the concept of strain. Strain is actually measured by 
experiments, and once the strain is obtained. it will be shown in the next 
chapter how it can be related to the stress acting within the body. 





Normal Strain. If we define the normal strain as the change in 
length of a line per unit length, then we will not have to specify the actual 
length of any particular line segment. Consider, for example, the line AB, 
which is contained within the undeformed body shown in Fig. 2-1a. This 
line lies along the # axis and has an original length of As. After 
deformation, points A and B are displaced to A' and B’, and the line 
becomes a curve having a length of As’, Fig. 2-15. The change in length 
of the line is therefore Ay’ — As, If we define the average normal strain 
using the symbol e,,, (epsilon), then 





Undelormed body 
n 





As point B is chosen closer and closer to point A, the length of the line 
will become shorter and shorter, such that As — 0. Also, this causes B’ to 


Deformed body approach A’, such that As’ — 0. Consequently, in the limit the normal 
(b) strain at point A and in the direction of n is 
Fig. 2-1 


i As’ — As 


e= lim ———— (2-2) 


B—A men AS 





Hence, when e (Or €,,,) is positive the initial line will elongate, whereas if 
e is negative the line contracts. 

Note that normal strain is a dimensionless quantity, since it ts a ratio of 
two lengths. Although this is the case, it is sometimes stated in terms of a 
ratio of length units Hf the ST system is used, then the basic unit for length 
is the meter (m). Ordinarily, for most engineering applications e will be 
very small, so measurements of strain are in micrometers per meter 
(um/m), where | um = 10 "m. In the Foot-Pound-Second system. 
strain is often stated in units of inches per inch (in./in.). Sometimes 


for experimental work, strain is expressed as à percent, c.g. 
0.001 m/m = 0.1%. As an example, a normal strain of 480( 10 ^) can be 
reported as 480( 10 ^) in./in., 480 um/m, or 0.04809%. Also, one can state 
this answer as simply 480 u (480 micros”). 


Shear Strain. Deformations not only cause line segments to 
elongate or contract, but they also cause them to change direction. If we 
select two line segments that are originally perpendicular to one another, 
then the change in angle that occurs between these two line segments is 
referred to as shear strain. This angle is denoted by y (gamma) and is 
always measured in radians (rad), which are dimensionless. For example, 
consider the line segments AB and AC originating from the same point 
A in a body, and directed along the perpendicular n and t axes, Fig, 2-2a, 
After deformation, the ends of both lines are displaced, and the lines 
themselves become curves such that the angle between them at A is 0f, 
Fig. 2-25. Hence the shear strain at point A associated with the n and / 
axes becomes 


(2-3) 





Notice that if 8' is smaller than 7/2 the shear strain is positive, whereas if 
#' is larger than 7/2 the shear strain is negative. 





Undeformed body Deformed body 
fal th) 


Fig. 2-2 


2.2 Strain 
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Cartesian Strain Components. Using the definitions of normal 
and shear strain, we will now show how they can be used to describe the 
deformation of the body in Fig. 2-3a. To do so, imagine the body is 
subdivided into small elements such as the one shown in Fig. 2-35. 
This element is rectangular, has undeformed dimensions Ax, Ay, and 
Az, and is located in the neighborhood of à point in the body, Fig. 2-3a. 
If the element's dimensions are very small, then its deformed shape will 
be a parallelepiped, Fig. 2-3c, since very small line segments will remain 
approximately straight after the body is deformed. In order to achieve 
this deformed shape, we will first consider how the normal strain 
changes the lengths of the sides of the rectangular element, and then 
how the shear strain changes the angles of each side. For example, Ax 
elongates e,Ax, so its new length is Ax + e,Ax. Therefore, the 
approximate lengths of the three sides of the parallelepiped are 





(1 €,) Ax (1 + e,) Ay (1 + e.) Az 


And the approximate angles between these sides are 


T 7T x 
2 — Yay 7 — Te ? — Ya 


Notice that the normal strains cause a change in volume of the element, 
whereas the shear strains cause a change in its shape. Of course, both of 
these effects occur simultaneously during the deformation. 

In summary, then, the state of strain at a point in a body requires 
specifying three normal strains, €y, €,, €., and three shear strains, Yyy: 
Yo. Yer. These strains completely describe the deformation of a 
rectangular volume element of material located at the point and 
oriented so that its sides are originally parallel to the x, v, z axes. 
Provided these strains are defined at all points in the body, then the 
deformed shape of the body can be determined. 


= 
- Yn! 







(1 + eA: 


= 
= Yul 





=< (1 + e)Àx 
2 Pee! (1 + «yay 
Undeformed Deformed 
element clement 


th) (e) 


Fig. 2-3 





Small Strain Analysis. Most engineering design involves 
applications for which only small deformations are allowed. In this text, 
therefore, we will assume that the deformations that take place within a 
body are almost infinitesimal. In particular, the normal strains occurring 
within the material are very small compared to 1, so that e << 1. This 
assumption has wide practical application in engineering. and it is often 
referred to as a small strain analysis It can be used, for example, to 
approximate sin 8 = 8, cos 8 = land tan 0 = 8, provided 8 is very small. 


The rubber bearing support under this 
concrete bridge girder is subjected to 
both normal and shear strain. The 
normal strain is caused hy the weight 
and bridge loads on the girder, and the 
shear strain rs caused by the horizontal 
movement of the girder duc to 
temperature changes, 





Important Points 


Loads will cause all material bodies to deform and, as a result, 
points in a body will undergo displacements or changes in position, 


Normal strain is a measure per unit length of the elongation or 
contraction of a small line segment in the body, whereas shear strain 
is a measure of the change in angle that occurs between two small 
line segments that are originally perpendicular to one another. 


The state of strain at a point is characterized by six strain 
components: three normal strains €,. Ep, e. and three shear 
strains Yyy: yy: Yer. These components depend upon the original 
orientation of the line segments and their location in the body. 


Strain is the geometrical quantity that is measured using 
experimental techniques. Once obtained, the stress in the body 
can then be determined from material property relations, as 
discussed in the next chapter. 

Most engineering materials undergo very small deformations, and so 
the normal strain e << 1. This assumption of “small strain analysis” 
allows the calculations for normal strain to be simplified, since first- 
order approximations can be made about their size. 


2.2 STRAIN 
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The slender rod shown in Fig 2-4 is subjected to an increase of 
temperature along its axis, which creates a normal strain in the rod of 
e. = A0(10 7 )z^ 7, where z is measured in meters Determine (a) the 
displacement of the end B of the rod due to the temperature increase, 
and (b) the average normal strain in the rod. 


Fig. 2-4 


SOLUTION 


Part (a). Since the normal strain is reported at each point along the 
rod, a differential segment dz, located at position z, Fig. 2-4. has a 
deformed length that can be determined from E«q. 2-1; that is, 


dz’ = dz + e; dz 
dz’ = [1  40(107)2'7] dz 


The sum of these segments along the axis vields the deformed length 
of the rod, ie., 


I? m 
v= Í [t + 40(107*)27] dz 
u 


= [z+ 40(107) 322] 
= 0.20239 m 
The displacement of the end of the rod is therefore 
Ay = 0.20230 m — 0.2m = 000239 m = 239mm } Ans 


Part (b). The average normal strain in the rod is determined from 
Eq. 2-1, which assumes that the rod or "line segment" has an original 
length of 200 mm and a change in length of 2.39 mm. Hence, 


š As' — As M 2.39 mm 


avg 200mm ^" 00119 mm/mm Ans 





When force P is applied to the rigid lever arm ABC in Fig. 2-Sa, the 
arm rotates counterclockwise about pin A through an angle of 0,05*, 
Determine the normal strain developed in wire BD. 


SOLUTION | 


Geometry. The orientation of the lever arm after it rotates about 
point A is shown in Fig. 2-55. From the geometry of this figure, 


( ) = $3.1301* 
mm 


$ = 90° — a + 005° = 90° — 53.1301* + (,05* = 36.92* 
For triangle ABD the Pythagorean theorem gives 


Lap = V(300 mmy + (400 mm) = 500 mm 


Using this result and applving the law of cosines to triangle AB'D, 


Lan = VLAn + Law — 2(LAp)( Lag) cos $ 


= v/(500 mm) + (400 mm): — 2(500 mm)/400 mm) cos 36.92 
= 300.3491 mm 


Normal Strain. 


k Leap — Leap _ 300.3491 mm — 300 mm 


= 0.00116 i 
fap m 300 mm 0.00116 mm/mm Ans. 


SOLUTION I| 
Since the strain is small, this same result can be obtained by approximating 
the elongation of wire BD as AL yp, shown in Fig. 2-55. Here, 


ALpgp = OL n a LC ira [rano mm) = 0.349] mm 


Therefore, 


ALnn P 0.3491 mm 


ac curte dat 
fan Ls 300 mm Q4X11 16 mm/mm 
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Due to a loading, the plate is deformed into the dashed shape shown 
in Fig. 2-6a, Determine (a) the average normal strain along the side 
AB, and (b) the average shear strain in the plate at A relative to the 
x and v axes. 


SOLUTION 


Part (a). Line AB, coincident with the y axis, becomes line AB’ after 
deformation, as shown in Fig. 2-65. The length of AB’ is 


AB’ = V (250 mm — 2mm) + (3mm)! = 248018 mm 


The average normal strain for AB is therefore 


— AB' — AB = 248415 mm — 250mm 
€AB)avy AB 250 mm 


—7.93(10 `) mm/mm Ans. 


The negative sign indicates the strain causes a contraction of AB. 


Part (b). As noted in Fig. 2-6c, the once 90" angle BAC between the 
sides of the plate at A changes to @ due to the displacement of B to 
B". Since y,, = 7/2 — f', then y,, is the angle shown in the figure. 
Thus, 


3mm 
250mm — 2mm 


) = 0.0121 rad Ans. 


Yar = tan ' 








2.2 STRAIN 73 


The plate shown in Fig. 2-74 is fixed connected along AB and held in 
the horizontal guides at its top and bottom, AD and BC. If its right 
side CD is given a uniform horizontal displacement of 2 mm, 
determine (a) the average normal strain along the diagonal AC, and 
(b) the shear strain at E relative to the x. v axes. 


SOLUTION 


Part (a). When the plate is deformed, the diagonal AC becomes 
AC", Fig. 2-75. The length of diagonals AC and AC’ can be found 
from the Pythagorean theorem. We have 


AC = V(0.150 mJ + (0150 mJ. = 021213m 
AC’ = V (0.150 m) + (0.152 m) = 021355 m 


Therefore the average normal strain along the diagonal is 


Hide AC’ = AC 021355 m - 021213 m 
FAC od AC 0.21213 m 


* 0.00669 mm/mm Ans 
Part (b). To find the shear strain at E relative to the x and v axes, it 


is first necessary to find the angle 6" after deformation, Fig. 2-7h. We 
have 


tan( £) _ 76 mm 
2] 75mm 


5 


a’ = 90.759" = (= 


)(90259°) = 1.58404 rad 
Applying Eq. 2-3, the shear strain at E is therefore 
Yay = F — 158404 rad = -00132 rad 


The negative sign indicates that the angle 8' is greater than W^. 


NOTE: If the x and y axes Were horizontal and vertical at point E, 
then the 90° angle between these axes would not change due to the 
deformation, and so y,, = Oat point E. 
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E FUNDAMENTAL PROBLEMS 


F2-L. When force P is applied to the rigid arm ABC, F2-4. The triangular plate is deformed into the shape 
point B displaces vertically downward through a distance of shown by the dashed line, Determine the normal strain 
1.2 mm. Determine the normal strain developed in wire CD. developed along edge BC and the average shear strain ut 
corner A with respect to the x and y axes, 





F2-2. If the applied force P causes the rigid arm ABC to 
rotate clockwise about pin A through an angle of 0.027, 
determine the normal strain developed in wires BD and CF. 





F2-5, The square plate is deformed into the shape shown 
by the dashed linc. Determine the average normal strain 
along diagonal AC and the shear strain of point Æ with 
respect ro the x and y axes, 





F2-3, The rectangular plate is deformed into the shape of a 
rhombus shown by the dashed line. Determine the average 
shear strain at corner A with respect to the x and v axes, 
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ELCHE 


2-1. An air-filled rubber ball has à diameter of 6 in. H the *2-5, The rigid beam is supported by a pin at A and wires 


air pressure within it is increased until the ball's diameter BD and CF. If the distributed load causes the end C to be 
becomes 7 in., determine the average normal strain in the displaced 10 mm downward, determine the normal strain 
rubber. developed in wires CE and BD, 





2-2. A thin strip of rubber has an unstretched length of 
15 in. If it is stretched around š pipe having an outer diameter 
of 5 in., determine the average normal strain in the strip. 
2-3. The rigid beam is supported by à pin at A and wires 
BD and CE. If the load P on the beam causes the end C to 
he displaced 10 mm downward, determine the normal strain 
developed in wires CE and BD. 





— = " 
Ww 





Prob, 2-5 
— n— — —— 
Prob. 2-3 2-6. Nylon strips are fused to glass plates, When 
moderately heated the nylon will become soft while the 
*2-4. The two wires are connected together at A. If the glass stays approximately rigid. Determine the average 
force P causes point A to be displaced horizontally 2 mm, shear strain in the nylon due to the load P when the 
determine the normal strain developed in each wire, assembly deforms as indicated, 


3mm 
5mm 
Simm 
5mm 


Simm 





Prob. 2-4 Prob. 2-6 
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2-7. If the unstretched length of the bowstring is 35,5 in., 
determine the average normal strain in the string when it is 
stretched to the position shown, 





Prob. 2-7 


*2-8, Part of a control linkage for an airplane consists of a 
rigid member CBD and a flexible cable AB. If a force is 
applied to the end D of the member and causes it to rotate 
by @ = 0.7, determine the normal strain in the cable, 
Originally the cable is unstretched. 


*2-9. Part of a control linkage lor an airplane consists 
of a rigid member CBD and à flexible cable AB, If à force 
is applied to the end D of the member and causes à 
normal strain in the cable of 0.0035 mm/mm, determine 
the displacement of point D. Originally the cable is 
unstretched, 


* 






300 mm 


300 mm 





2-10, The comers B and D of the square plate are given 
the displacements indicated. Determine the shear strains at 
A and B. 


2-11. The corners B and D of the square plate are given 


the displacements indicated. Determine the average normal 
strains along side AH and diagonal DB. 


3mm 





*2-12, The piece of rubber is originally rectangular. 
Determine the average shear strain y,, at A if the corners B 
and D are subjected to the displacements that cause the 
rubber to distort as shown by the dashed lines. 


*2-13. The picce of rubber is originally rectangular and 
subjected to the deformation shown bv the dashed lines. 
Determine the average normal strain along the diagonal 
DB and side AD. 





Probs. 2-12/13 





2-14, Two bars are used to support a load. When unloaded, 
AB is 5 in. long, AC is 8 in, long, and the ring at A has 
coordinates (0, 0). If à load P acts on the ring at A, the 
normal strain in AB becomes eag = 0.02 in /in., and the 
normal strain in AC becomes ew = 0,035 in /in. 
Determine the coordinate position of the ring due to the 
Inad. 


2-18. Two bars are used to support a load P. When 

unloaded, AB is 5 in. long. AC is 8 in. long, and the ring at A 

has coordinates (0, 0). If a load is applied to the ring at A, so 

that it moves it to the coordinate position (0.25 in, 
4173 in.), determine the normal strain in each bar. 





Probs. 2-14/15 


*2-16, The square deforms into the position shown by the 
dashed lines. Determine the average normal strain along 
each diagonal, AR and CD. Side D'R' remains horizontal 


t 
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e2-17. The three cords are attached to the ring at B. When 
à force is applied to the ring it moves it to point B’, such 
that the normal strain in AB is € 4p and the normal strain in 
CR is epy Provided these strains are small, determine the 
normal strain in DB. Note that AR and CB remain 
horizontal and vertical, respectively. due to the roller guides 
at A and C 





Prob. 2-17 


2-18. The piece of plastic is originally rectangular. 
Determine the shear strain y,, al corners A and B if the 
plastic distorts as shown by the dashed lines. 


2-19. The piece of plastic is originally rectangular, 
Determine the shear strain y,, at corners D and C if the 
plastic distorts as shown by the dashed lincs 


*2-20. The piece of plastic is originally. rectangular. 
Determine the average normal strain that occurs along the 
diagonals AC and D B. 





5m 
2mm WR 

ee YS Es ee Jš ! Ë: min 
li j 
H 
300 mm H 
li j 

š — Dmm X 


3 mm 


Probs. 2-18/19/20 
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2-21. The force applied to the handle of the rigid lever 
arm causes the arm to rotate clockwise through an angle of 
3 about pin A, Determine the average normal strain 
developed in the wire. Originally, the wire is unstretched, 





Prob, 2-21 


2-22, A square piece of material is deformed into the 
dashed position. Determine the shear strain y,, at A. 


2-23. A square piece of material is deformed into the 
dashed parallelogram, Determine the average normal strain 
that occurs along the diagonals AC and BD. 


*2-24. A square piece of material is deformed into the 
dashed position, Determine the shear strain y,, at C. 








*2-25, The guy wire AB of a building frame is originally 
unstretched, Due to an earthquake, the two columns of the 
frame tilt 8 = 2°, Determine the approximate normal 
strain in the wire when the frame is in this position. 
Assume the columns are rigid and rotate about their lower 


supports. 





Prob. 2-25 


2-26. The material distoris into the dashed position 
shown. Determine (a) the average normal strains along 
sides AC and CD and the shear strain y,, at F, and (b) the 
average normal strain along line BF. 


2-27. The material distorts into the dashed position 
shown, Determine the average normal strain that occurs 
along the diagonals AD and CF, 
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*2-28. The wire is subjected to à normal strain that is *2-32, The bar is originally 300 mm long when it is flat. H it 
defined by e = xe *, where x is in millimeters, Tf the wire is subjected to a shear strain defined by y,, = 0412x, where 
has an initial length £L. determine the increase in its length. x is in meters determine the displacement Ay at the end of 
its bottom edge. It is distorted into the shape shown, where 
no elongation of the bar occurs in the x direction, 





02-29. The curved pipe has an original radius of 2 ft. If it is 
heated nonuniformly, so that the normal strain along its 
length is e = 0.05 cos 8, determine the increase in length of 
the pipe. 


2-30. Solve Prob. 2-29 if € = (0.08 sin 8. 





Prob, 2-32 


*2-33, The fiber AB has a length L and orientation 8. If its 
ends A and B undergo very small displacements t4 and rg, 
respectively, determine the normal strain in the fiber when 
it is in position A'B’. 





Probs, 2-29/M) 


2-34. The rubber band AM has an unstretched length of 
t ft. Tf it is fixed at B and attached to the surface at point 
A‘, determine the average normal strain in the band, The 
surface is defined by the function y = (€?) ft, where x is 
in feet 





Prob, 2-33 


2-34, H the normal strain is defined in reference to the 
final length. that is. 


instead of in reference to the original length, Eq. 2-2, show 
that the difference in these Strains is represented as a 
second-order term, namely, e, — e; = ee; 
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Honzontal ground displacements caused by an earthquake produced excessive strains 
in these bridge piers unti! they fractured, The material properties of the concrete and 
stee! reinforcement must be known so that engineers can properly design this 


structure and thereby avoid such failures 
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CHAPTER OBJECTIVES 


Having discussed the basic concepts of stress and strain, we will in 
this chapter show how stress can be related to strain by using 
experimental methods to determine the stress-strain diagram for a 
specific material. The behavior described by this diagram will then 
be discussed for materials that are commonly used in engineering. 
Also, mechanical properties and other tests that are related to the 
development of mechanics of materials will be discussed. 








3.1 The Tension and Compression Test 


The strength of a material depends on its ability to sustain a load 
without undue deformation or failure. This property is inherent in the 
material itself and must be determined by experiment. One of the most 
important tests to perform in this regard is the tension or compression 
test. Although several important mechanical properties of a material 
can be determined from this test, it is used primarily to determine the 
relationship between the average normal stress and average normal 
strain in many engineering materials such as metals, ceramics, polymers, 
and composites. 
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Typical steel specimen with attached 
strain gauge. 








To perform a tension or compression test a specimen of the material is 
made into a "standard" shape and size. It has a constant circular cross 
section. with enlarged ends, so that failure will not occur at the grips. 
Before testing, two small punch marks are placed along the specimen's 
uniform length. Measurements are taken of both the specimen's initial 
cross-sectional area, Ay, and the gauge-length distance Li, between the 
punch marks. For example, when a metal specimen is used in a tension 
test it generally has an initial diameter of dy = 0.5in. (13 mm) and a 
gauge length of Ly = 2 in. (50 mm), Fig. 3-1. In order to apply an axial 
load with no bending of the specimen, the ends are usually seated into 
ball-and-socket joints. A testing machine like the one shown in Fig. 3-2 is 
then used to stretch the specimen at à very slow, constant rate until it 
fails, The machine is designed to read the load required to maintain this 
uniform stretching. 

At frequent intervals during the test, data is recorded of the applied 
load P. as read on the dial of the machine or taken from a digital readout. 
Also, the elongation 6 = L — Ly between the punch marks on the 
specimen may be measured using either a caliper or a mechanical or 
optical device called an extensometer. This value of 8 (delta) is then used 
to calculate the average normal strain in the specimen. Sometimes, 
however, this measurement is not taken, since it is also possible to read 
the strain directly by using an electrical-resistance strain gauge. which 
looks like the one shown in Fig. 3-3. The operation of this gauge is 
based on the change in electrical resistance of a very thin wire or piece 
of metal foil under strain. Essentially the gauge is cemented to the 
specimen along its length. If the cement is very strong in comparison to 
the gauge, then the gauge is in effect an integral part of the specimen, 
5o that when the specimen is strained in the direction of the gauge, the 
wire and specimen will experience the same strain. By measuring the 
electrical resistance of the wire. the gauge may be calibrated to read 
values of normal strain directly. 


motor 
and load 
controls 





Electrical-resistance 
sirain gauge 
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3.2 The Stress-Strain Diagram 


It is not feasible to prepare à test specimen to match the size, Ap and Ly, 
of each structural member. Rather, the test results must be reported so 
they apply to a member of amy size To achieve this, the load and 
corresponding deformation data are used to calculate various values of 
the stress and corresponding strain in the specimen. A plot of the results 
produces a curve called the stress-strain diagram. There are two ways in 
which it is normally described. 





Conventional Stress-Strain Diagram. We can determine the 
nominal or engineering stress by dividing the applied load P by the 
specimen s original cross-sectional area Ap. This calculation assumes that 
the stress is constant over the cross section and throughout the gauge 
length. We have 





Likewise, the nominal or engineering strain is found directly from the 
strain gauge reading, or by dividing the change in the specimen's gauge 
length, 6, by the specimen's original gauge length Ly. Here the strain is 
assumed to be constant throughout the region between the gauge points, 
Thus, 





If the corresponding values of z and e are plotted so that the vertical 
axis is the stress and the horizontal axis is the strain, the resulting curve is 
called a conventional stress-strain diagram, Realize, however, that two 
stress-strain diagrams for a particular material will be quite similar, but 
will never be exactly the same. This is because the results actually depend 
on variables such as the materials composition, microscopic 
imperfections, the way it is manufactured, the rate of loading, and the 
temperature during the time of the test. 

We will now discuss the characteristics of the conventional stress-strain 
curve as it pertains to steel, a commonly used material for fabricating 
both structural members and mechanical elements, Using the method 
described above, the characteristic stress-strain diagram for a steel 
specimen is shown in Fig. 3-4. From this curve we can identify four 
different ways in which the material behaves, depending on the amount 
of strain induced in the material. 
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Inde fracture stress 





fracture 
sires 





clastic plustic behavior 


Conventional and true stress-strain diagrams 
for ductile material (steel) (not to scale | 


Fig, 34 


Elastic Behavior. Elastic behavior of the material occurs when 
the strains in the specimen are within the light orange region shown in 
Fig. 3-4. Here the curve is actually a straight line throughout most of 
this region, so that the stress is proportional to the strain. The material 
in this region is said to be linear elastic. The upper stress limit to this 
linear relationship is called the proportional limit, oy. If the stress 
slightly exceeds the proportional limit, the curve tends to bend and 
flatten out as shown. This continues until the stress reaches the elastic 
limit, Upon reaching this point, if the load is removed the specimen 
will still return back to its original shape. Normally for steel, however, 
the elastic limit is seldom determined, since it is very close to the 
proportional limit and therefore rather difficult to detect, 


Yielding. A slight increase in stress above the elastic limit will result 
in a breakdown of the material and cause it to deform permanently. 
This behavior is called víelding. and it is indicated by the rectangular 
dark orange region of the curve. The stress that causes yielding is called 
the yield stress or yield point, ay, and the deformation that occurs 
is called plastic deformation. Although not shown in Fig. 3-4, for low- 
carbon steels or those that are hor rolled, the yield point is often 
distinguished by two values. The upper yield point occurs first, 
followed by a sudden decrease in load-carrying capacity to a lower 
yield point. Notice that once the vield point is reached, then as shown 
in Fig. 3-4, the specimen will continue to elongate (strain) without any 
increase in load. When the material is in this state, it is often referred to 
as being perfectly plastic. 
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Strain Hardening. When yielding has ended, an increase in load can 
be supported by the specimen, resulting in a curve that rises continuously 
but becomes flatter until it reaches a maximum stress referred to as the 
ultimate stress, iy. The rise in the curve in this manner is called strain 
hardening. and it is identified in Fig. 3-4 as the region in light green 


Necking. Up to the ultimate stress, as the specimen elongates, its 
cross-sectional area will decrease. This decrease is fairly uniform over the 
specimen's entire gauge length; however, just after, at the ultimate 
stress, the cross-sectional area will begin to decrease in a localized 
region of the specimen, As a result, a constriction or "neck" tends to 
form in this region as the specimen elongates further, Fig. 3-5a. This 
region of the curve due to necking is indicated in dark green in Fig. 3-4, 
Here the stress-strain diagram tends to curve downward until the specimen 
breaks at the fracture stress, o ;. Fig. 3-Sh 


True Stress-Strain Diagram. Instead of always using the original 
cross-sectional area and specimen length to calculate the (engineering) 
stress and strain, we could have used the actual cross-sectional area and 
specimen length at the instant the load is measured. The values of stress 
and strain found from these measurements are called true stress and true 
strain, and a plot of their values is called the true stress-strain diagram. 
When this diagram is plotted it has a form shown by the light-blue 
curve in Fig. 3-4. Note that the conventional and true a-e diagrams 
are practically coincident when the strain is small. The differences 
between the diagrams begin to appear in the strain-hardening range, 
where the magnitude of strain becomes more significant. In particular, 
there is a large divergence within the necking region. Here it can be 
seen from the conventional e~e diagram that the specimen actually 
supports a decreasing load, since Ap is constant when calculating 
engineering stress, = P/ Ay However, from the true g-e diagram, 
the actual area A within the necking region is always decreasing until 
fracture, oy, and so the material actually sustains increasing stress, 
since o = P/A. 





di I 


Necking Failure of a 
ductile material 
(on (b) 


Fig. 3-5 





Typical necking pattern which has occurred 
on this steel specimen just before fracture. 





This stec! specimen clearly shows the necking 
that occurred just before the specimen fled 
This resulted in the formation of a *cup-cone " 
shape al the fracture. location, which is 
characteristic of ductile materials. 
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Although the true and conventional stress-strain diagrams are 
different, most engineering design is done so that the material supports 
à stress within the elastic range. This is because the deformation of the 
material is generally not severe and the material will restore itself 
when the load is removed. The true strain up to the elastic limit will 
remain small enough so that the error in using the engineering values 
of « and e is very small (about 0.196) compared with their true values. 
This is one of the primary reasons for using conventional stress-strain 
diagrams. 

The above concepts can be summarized with reference tà Fig. 3-6, 
which shows an actual conventional stress-strain diagram for a mild steel 
specimen. In order to enhance the details. the elastic region of the curve 
has been shown in light blue color using an exaggerated strain scale, also 
shown in light blue. Tracing the behavior, the proportional limit is 
reached at c, = 35 ksi (241 MPa), where e, = 0.0012 in./in. This is 
followed by an upper yield point of (my), = 38 ksi (262 MPa), then 
suddenlv à lower yield point of (ay), * 36 ksi (248 MPa). The end of 
vielding occurs at a strain of ey = 0.030 in./in., which is 25 times greater 
than the strain at the proportional limit! Continuing, the specimen 
undergoes strain hardening until it reaches the ultimate stress of 
a, = 63 ksi (434 MPa), then it begins to neck down until a fracture 
occurs, m, = 47 ksi (324 MPa). By comparison, the strain at failure, 
e, = 0.380 in./in., is 317 times greater than ey! 
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Stress-stram diagram for mild steel 


Fig, 3-6 
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3.3 Stress-Strain Behavior of Ductile 
and Brittle Materials 


Materials can be classified as either being ductile or brittle, depending on 
their stress-strain characteristics. 


Ductile Materials. Any material that can be subjected to large 
strains before it fractures is called a ductile material. Mild steel, as 
discussed previously, is a typical example. Engineers often choose ductile 
materials for design because these materials are capable of absorbing 
shock or energy, and if they become overloaded, they will usually exhibit 
large deformation before failing. 

One way to specify the ductility of a material is to report its percent 
clongation or percent reduction in area at the time of fracture. The 
percent elongation is the specimen's fracture strain expressed as a 
percent. Thus, if the specimen's original gauge length is Ly and its length 
at fracture is Ly, then 


L; r= Ly 
—— (100^ ) 


Percent elongation — 7 
mL 


(3-3) 


As seen in Fig. 3-6, since e, = 0.380, this value would be 38% for a mild 
steel specimen. 

The percent reduction in area is another way to specify ductility. It is 
defined within the region of necking as follows: 


Ay — Ag 
—— (1010 % ) 
A 


p 


Percent reduction of area = (3-4) 


Here A, is the specimen’s original cross-sectional area and Ay is the area 
of the neck at fracture. Mild steel has a typical value of 60%. 

Besides steel, other metals such as brass, molybdenum, and zinc may 
also exhibit ductile stress-strain characteristics similar to steel, whereby 
they undergo elastic stress—strain behavior, vielding at constant stress, 
strain hardening, and finally necking until fracture. In most metals, 
however, constant vielding will not occur bevond the elastic range. One 
metal for which this is the case is aluminum. Actually, this metal often 
does not have a well-defined yield point, and consequently it is standard 
practice to define a yield strength using a graphical procedure called the 
offset method. Normally a 0,295 strain (0.002 in. /in.) is chosen, and from 
this point on the e àxis, a line parallel to the initial straight-line portion 
of the stress-strain diagram is drawn. The point where this line 
intersects the curve defines the yield strength. An example of the 
construction for determining the yield strength for an aluminum alloy is 
shown in Fig. 3-7. From the graph, the yield strength is ays = 51 ksi 
(352 MPa). 
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(0.2% offset) Yield strength for an aluminum alloy 


Fig. 3-7 
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a-e diagram for gray cast tron 


Fig. 3-9 


Realize that the vield strength is not a physical property of the 
material, since it is à stress that causes a specified permanent strain in the 
material. In this text, however, we will assume that the vield strength, 
vield point, elastic limit, and proportional limit all coincide unless 
otherwise stated. An exception would be natural rubber, which in fact 
does not even have a proportional limit, since stress and strain are nor 
linearly related. Instead, as shown in Fig. 3-8. this material. which is 
known as a polymer, exhibits nonlinear elastic behavior. 

Wood is a material that is often moderately ductile, and as a result it is 
usually designed to respond only to elastic loadings. The strength 
characteristics of Wood vary greatly from one species to another, and for 
each species they depend on the moisture content, age, and the size and 
arrangement of knots in the wood. Since wood is a fibrous material, its 
Concrete used for structural purposes must tensile or compressive characteristics will differ greatly when it is loaded 
be routinely tested in compression to be either parallel or perpendicular to its grain. Specifically, wood splits 
Sure it provides the necessary design z ERE š $ J = ; 
sitength for this bridge deck. The concrete easily when it is loaded in tension perpendicular to its grain, and 
cylinders shown are compression tested for Consequently tensile loads are almost always intended to be applied 
ultimate stress after curing for 30 days parallel to the grain of wood members. 
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oe diagram for typical concrete mix 


Fig. 3-11 


Brittle Materials. Materials that exhibit little or no yielding before 
failure are referred to as brittle materials, Gray cast iron is an example, 
having a stress-strain diagram in tension as shown by portion AB of the 
curve in Fig. 3-9, Here fracture at à, = 22 ksi (152 MPa) took place 
initially at an imperfection or microscopic crack and then spread rapidly 
across the specimen, causing complete fracture. Since the appearance of 
initial cracks in a specimen is quite random. brittle materials do not have 
a well-defined tensile fracture stress. Instead the average fracture stress 
from a set of observed tests is generally reported. A typical failed 
specimen is shown in Fig. 3-10a. Steel rapidly loses its strength when 

Compared with their behavior in tension, brittle materials, such as heated. For this reason engineers often 
gray cast iron, exhibit a much higher resistance to axial compression, as — 'equire main structural members to be 
evidenced by portion AC of the curve in Fig. 3-9, For this case any cracks — !P5Ulated in case of fire. 
or imperfections in the specimen tend to close up, and as the load 
increases the material will generally bulge or become barrel shaped as 
the strains become larger, Fig. 3-105. 

Like gray cast iron, concrete is classified as a brittle material, and it 
also has a low strength capacity in tension. The characteristics of its 
stress-strain diagram depend primarily on the mix of concrete (water, 
sand, gravel, and cement) and the time and temperature of curing. A 
tvpical example of a "complete" stress-strain diagram for concrete is 
given in Fig. 3-11. By inspection, its maximum compressive strength 
is almost 12.5 times greater than its tensile strength, (0,)gs, = 5ksi 
(34.5 MPa) versus (m), = 0.40 ksi (2.76 MPa). For this reason, concrete 
is almost always reinforced with steel bars or rods whenever it is designed 
to support tensile loads. 

It can generally be stated that most materials exhibit both ductile and 
brittle behavior. For example, steel has brittle behavior when it contains a 
high carbon content, and it is ductile when the carbon content is reduced. 0401 002 0 03 004 005 (0,06 
Also, at low temperatures materials become harder and more brittle, 
Whereas when the temperature rises they become softer and more 
ductile. This effect is shown in Fig. 3-12 for a methacrylate plastic. Fig. 3-12 
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3.4 Hooke’s Law 


As noted in the previous section, the stress-strain diagrams for most 
engineering materials exhibit a linear relationship between stress and 
strain within the elastic region. Consequently, an increase in stress causes 
a proportionate increase in strain. This fact was discovered by Robert 
Hooke in 1676 using springs and is known as Hookes law. It may be 


expressed mathematically as 


Here E represents the constant of proportionality, which is called the 
modulus of elasticity or Young's modulus. named after Thomas Young. 
who published an account of it in 1807. 

Equation 3-5 actually represents the equation of the initial straight- 
lined portion of the stress-strain diagram up to the proportional limit. 
Furthermore, the modulus of elasticity represents the slope of this line. 
Since strain is dimensionless, from Eq. 3-5, E will have the same units as 
stress, such as psi, ksi, or pascals As an example of its calculation, 
consider the stress-strain diagram for steel shown in Fig. 3-6. Here 
oy = 35 ksi and e = 0.0012 in./in., so that 








iF "m AS ksi 


€w — 0.0012 in./in 


= 29(107) ksi 


As shown in Fig. 3-13, the proportional limit for à particular type of 
steel alloy depends on its carbon content; however, most grades of steel, 
from the softest rolled steel to the hardest tool steel, have about the 
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same modulus of elasticity, generally accepted to be E, = 29( 10°) ksi or 
200 GPa. Values of E for other commonly used engineering materials are 
often tabulated in engineering codes and reference books. Representative 
values are also listed on the inside back cover of this book. It should 
be noted that the modulus of elasticity is à mechanical property that 
indicates the stiffness of a material. Materials that are very stiff, such 
as steel, have large values of E [E4 = 29(10°) ksi or 200 GPa], whereas 
spongy materials such as vulcanized rubber may have low values 
[E, = 0.10 ksi or 0.70 MPa]. 

The modulus of elasticity is one of the most important mechanical 
properties used in the development of equations presented in this text. It 
must always be remembered, though, that E can be used only if a 
material has linear elastic behavior. Also, if the stress in the material is 
greater than the proportional limit, the stress-strain diagram ceases to be 
à straight line and so Eq. 3-5 is no longer valid. 


Strain Hardening. If à specimen of ductile material. such as steel, 
is loaded into the plastic region and then unloaded, elastic strain is 
recovered as the material returns to its equilibrium state. The plastic 
strain remains, however, and as a result the material is subjected to a 
permanent set. For example, a wire when bent (plastically) will spring 
back a little (elastically) when the load is removed; however, it will not 
fully return to its original position. This behavior can be illustrated on 
the stress-strain diagram shown in Fig. 3-14a. Here the specimen is first 
loaded beyond its yield point A to point A'. Since interatomic forces 
have to be overcome to elongate the specimen elastically, then these 
same forces pull the atoms back together when the load is removed, 
Fig. 3-14a. Consequently, the modulus of elasticity, E, is the same, and 
therefore the slope of line O' A' is the same as line OA. 

If the load is reapplied, the atoms in the material will again be displaced 
until yielding occurs at or near the stress A’. and the stress-strain diagram 
continues along the same path as before, Fig. 3-14. It should be noted, 
however, that this new stress-strain diagram, defined by O' A' B, now has 
a higher vield point ( A'), a consequence of strain-hardening. In other 
words, the material now has a greater elastic region; however, it has less 
ductilitv, a smaller plastic region, than when it was in its original state. 





This pin was made from a hardened stecl alloy, 
that is, one having a high carbon content. H 
failed due to brittle fracture, 
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Fig. 3-16 





3.5 Strain Energy 


As a material is deformed by an external loading, it tends to store energy 
internally throughout its volume. Since this energy is related to the 
strains in the material, it is referred to as strain energy. To obtain this 
strain energy consider a volume element of material from à tension 
test specimen. It is subjected to uniaxial stress as shown in Fig. 3-15. 
This stress develops a force AF = o AA = a( Ax Ay) on the top and 
bottom faces of the element after the element of length Az undergoes a 
vertical displacement € Az. By definition, work is determined by the 
product of the force and displacement in the direction of the force, Since 
the force is increased uniformly from zero to its final magnitude AF 
when the displacement e Ag is attained, the work done on the element 
by the force is equal to the average force magnitude (AF /2) times the 
displacement € Az. This "external work” on the element is equivalent to 
the “internal work" or strain energy stored in the clement— assuming 
that no energy is lost in the form of heat. Consequently, the strain energy 
AU is AU = (AF) e Az = (3a Ax Ay) e Az. Since the volume of the 
element is AV = Ax Ay Az then AU = toe AV. 

For applications, it is sometimes convenient to specify the strain 
energy per unit volume of material. This is called the strain-energy 
density, and it can be expressed as 


au 
AV 


u= ae (3-6) 


t| 


If the material behavior is linear elastic, then Hooke's law applies. 
a = Ee, and therefore we can express the elastic strain-energy density in 
terms of the uniaxial stress as 


u——-— (3-7) 


Modulus of Resilience. In particular, when the stress o reaches 
the proportional limit, the strain-energy density, as calculated by Eq. 3-6 
or 3-7. is referred to as the modulus of resilience. i.e.. 


(3-8) 





From the elastic region of the stress-strain diagram, Fig. 3-16a, notice 
that u, is equivalent to the shaded triangular area under the diagram, 
Physically a material's resilience represents the ability of the material to 
absorb energy without any permanent damage to the material, 





Modulus of Toughness. Another important property of a 
material is the modulus of toughness, u, This quantity represents the 
entire area under the stress-strain diagram, Fig, 3-165, and therefore it 
indicates the strain-enerey density of the material just before it fractures, 
This property becomes important when designing members that may be 
accidentally overloaded. Alloying metals can also change their resilience 
and toughness. For example, by changing the percentage of carbon in 
steel, the resulting stress-strain diagrams in Fig, 3-17 show how the 
degrees of resilience and toughness can be changed 


Important Points 


A conventional stress-strain diagram is important in engineering 
since it provides a means for obtaining data about a material's 
tensile or compressive strength without regard for the material's 
physical size or shape. 

Engineering stress and strain are calculated using the original 
cross-sectional area and gauge length of the specimen. 


A ductile material, such as mild steel, has four distinct behaviors as 
it is loaded. They are elastic behavior, yielding, strain hardening, and 
necking, 

A material is linear elastic if the stress is proportional to the strain 
within the elastic region. This behavior is described by Hooke's law, 
o = Ee, where the modulus of elasticity E is the slope of the line. 


Important points on the stress-strain diagram are the proportional 
limit, elastic limit, vield stress, ultimate stress, and fracture stress. 


The ductiliry of a material can be specified by the specimen's 
percent elongation or the percent reduction in area. 


If a material does not have a distinct yield point, a yield strength can 
be specified using a graphical procedure such as the offset method. 


Brittle materials, such as gray cast iron, have very little or no 
yielding and so they can fracture suddenly. 


Strain hardening is used to establish a higher yield point for a 
material. This is done by straining the material beyond the elastic 
limit, then releasing the load. The modulus of elasticity remains 
the same; however, the material's ductilitv decreases. 


Strain energy is energy stored in a material due to its deformation. 
This energy per unit volume is called strain-energy density. If 
it is measured up to the proportional limit, it is referred to as 
the modulus of resilience, and if it is measured up to the point 
of fracture, it is called the modulus of toughness. Wt can be 
determined from the area under the o—e diagram, 
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Modulus of toughness u, 
(b) 





Fig. 3-16 (cont.) 


hard steel 

(0.6% carbon) 

highest strength 

structural steel 
(0.2% carbon) 
toughest 










soft steel 
(O1% carbon) 
most ductile 


Fig. 3-17 


Bil iif 


Thes nylon Specimen exhibits a high degree 
of toughness as noted by the large amount 
of necking that has occurred just before 
fracture. 
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A tension test for a steel alloy results in the stress-strain diagram 
shown in Fig. 3-18. Calculate the modulus of elasticity and the 
vield strength based on a 0.2% offset. Identify on the graph the 
ultimate stress and the fracture stress. 

e (ksi) 


O uu 044 aii bdo ! 20.140 160 180 200 220.24 


nh uu l 
IN aI ARTI 


Fig. 3-18 
SOLUTION 
Modulus of Elasticity. We must calculate the slope of the initial 
straight-line portion of the graph. Using the magnified curve and 
scale shown in blue, this line extends from point O to an estimated 
point A, which has coordinates of approximately (0.0016 in_/in., 
50 ksi). Therefore, 

50 ksi 


EL OPS — ^ 1 4 
E* eoi ^U) MA A 


Note that the equation of line OA is thus z = 31 2(107]e, 


Yield Strength. For a 0.2% offset, we begin at a strain of 0.2% 
or 0.0020 in./in. and graphically extend a (dashed) line parallel to 
OA until it intersects the a-e curve at A’. The yield strength is 
approximately 

ars = 68 ksi Ans. 
Ultimate Stress. This is defined by the peak of the -e graph, 
point B in Fig 3-18. 

ay, = 108 ksi Ans 
Fracture Stress. When the specimen is strained to its maximum of 
e, = 0.23 in,/in.. it fractures at point C. Thus, 

a, = 90 ksi Ans. 
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The stress-strain diagram for an aluminum alloy that is used for 
making aircraft parts is shown in Fig. 3-19, If a specimen of this 
material is stressed to 600 MPa, determine the permanent strain that 
remains in the specimen when the load is released. Also. find the 
modulus of resilience both before and after the load application. 


SOLUTION 


Permanent Strain. When the specimen is subjected to the load, 
it strain-hardens until point B is reached on the a-e diagram. The 
strain at this point is approximately 0.023 mm/mm, When the load is 
released, the material behaves by following the straight line BC, 
which is parallel to line OA. Since both lines have the same slope, the 
strain at point C can be determined analytically. The slope of line OA 
is the modulus of elasticity, i.e., a (MPa) 


E= 450 MPa 
0.116 mm/mm 
From triangle CBD, we require 


E= c 75410") Pa = 


= 75.0 GPa 


600(10") Pa 
CD 
CD = 0.008 mm/mm 


This strain represents the amount of recovered elastic strain. The 
permanent strain, epe. is thus 


€oc = 0,023 mm/mm — 6.008 mm/mm 
* 0.0150 mm/mm 
Note: H gauge marks on the specimen were originally 50 mm apart, 
then after the load is released these marks will be 50mm + 
(0.0150)(50 mm) = 50.75 mm apart. 
Modulus of Resilience. Applying Eq. 3-8, we have" 
l l 
(tutt = ZO mew = zí 450 MPa) (0.006 mm/mm) 


= 1.35 MJ/m? 


(tt, finu = Sore = ET MPa)((.008 mm/mm]) 


= 2.40 MI/m' Anx 
NOTE: By comparison, the effect of strain-hardening the material has 
caused an increase in the modulus of resilience; however, note that the 
modulus of toughness for the material has decreased since the area under 
the original curve, OA BF, is larger than the area under curve CBF. 


* Work in the SI system of units is measured in joules, where 1 J = 1N*m 
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An aluminum rod shown in Fig. 3-20« has a circular cross section and is 
subjected to an axial load of 10 kN. If a portion of the stress-strain 
diagram is shown in Fig. 3-20b, determine the approximate elongation 
of the rod when the load is applied. Take E, = 70 GPa, 


20mm I5 mm 
A H c 


| rons ——]— a | 


Fig, 3-20 


SOLUTION 
For the analysis we will neglect the localized deformations at the point 
of load application and where the rod's cross-sectional area suddenly 
changes. (These effects will be discussed im Sections 4.1 and 4.7.) 
Throughout the midsection of each segment the normal stress and 
deformation are uniform. 

In order to find the elongation of the rod, we must first obtain the 
strain. This is done by calculating the stress, then using the stress-strain 
diagram, The normal stress within each segment is 


From the stress-strain diagram, the material in segment AB is 
strained elastically since o 4g < ay = 40 MPa. Using Hooke's law, 


Tan 31.83(10") Pa 
= = = (),0004547 
fan E, 70110") Pa 0,0004547 mm/mm 


The material within segment BC is strained plastically, since 
Onc > gy = 40 MPa. From the graph, for ope = 56.59 MPa, Epc = 
0.045 mm/mm. The approximate clongation of the rod is therefore 


= Yel. = 0.0004547(600 mm) + (.0450(400 mm) 
= 183mm 





| FUNDAMENTAL PROBLEMS 
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F3-L Define homogeneous material 


F3-2, Indicate the points on the stress-strain diagram 
which represent the proportional limit and the ultimate 
stress 





F3-2 


EF3-3, Define the modulus of elasticity E. 


F3-4, At room temperature, mild steel is à ductile 
material, True or false? 


F3-&, Engineering stress and strain are calculated using 
the actual cross-sectional area and length of the specimen. 
True or false? 


F3-6, As the temperature increases the modulus. of 
elasticity will increase. Truc or false? 


F3-7, A 100-mm long rod has à diameter of 15 mm. If an 
axial tensile load of 100 kN is applied, determine its change 
is length. F = 200 GPa. 


F3-8, A bar has a length of 8 in. and cross-sectional 
area of 12 in) Determine the modulus of elasticity of the 
material if it is suhjected to an axial tensile load of 10 kip 
and stretches (003 in. The material has linear-clastic 
behavior. 


F3-9, A 10-mm-iiameter brass rod has a modulus of 
elasticity of E = 100 GPa. If itis 4 m long and subjected to 
an axial tensile load of 6 KN, determine its elongation. 


F3-H& The material for the Sü-mm-long specimen has the 
stress-strain diagram shown. If P = 100 kN, determine the 
clongation of the specimen, 


F3-11, The material for the S0-mm-long specimen has the 
stress-strain diagram shown. If P = 150 kN is applied and 
then released, determine the permanent elongation of the 
specimen, 3 


P 
ir MPa 20 mm 
500 P 
450 
é (mm ^mm 
0.002275 us 
F3- 0711 


F3-12 If the elongation of wire BC is 0.2 mm alter the 
force P is applied, determine the magnitude of P. The wire 
is A-36 steel and has a diameter of 3 mm. 
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EI PROBLEMS 


*3-]. A concrete cylinder having ë diameter of 6.00 in. and 
gauge length of 12 in. is tested in compression, The results of 
the test are reported in the table as load versus contraction, 
Draw the stress-strain diagram using scales of 1 in. = (LS ksi 
and Lin. = 0,2(10*) in./in. From the diagram, determine 
approximately the modulus of elasticity, 





Load (kip) |Contraction (in,) 


u " 

5.40 o.u 
9.5 U.u012 
165 Uc O20 
20.5 UL UO26 
255 U.ud34 
3040 t.0040 
345 U00645 
38.5 Udo) 
36.5 Ute 2 
504 Ud 
534 0.0075 

Prob. 3-1 


3-2, Data taken from a stress-strain test for a ceramic are 
given in the table. The curve is lincar between the origin and 
the first point, Plot the diagram, and determine the modulus 
of elasticity and the modulus of resilience, 


3-3, Data taken from a stress-strain test for a ceramic are 
given in the table, The curve is lincar between the origin 
and the first peint. Plot the diagram, and determine 
approximately the modulus of toughness. The rupture stress 
is, = 53.4 ksi. 





*3—4. A tension test was performed on a specimen having 
an original diameter of 12.5 mm and a gauge length of 
50 mm, The data are listed in the table. Plot the stress-strain 
diagram, and determine approximately the modulus of 
elasticity. the ultimate stress, and the fracture stress. Use a 
scale of 20mm = 50MPa and 20mm = (105 mm/mm, 
Redraw the linear-clastic region, using the same stress scale 
but a strain scale of 20 mm = 0,001 mm/mm. 


35. A tension test was performed on a steel specimen 
having an original diameter of 12.5 mm and gauge length 
of 50 mm. Using the data listed in the table, plot the 
stress-strain diagram, and determine approximately the 
modulus of toughness, Use a scale of 20 mm = 50 MPa and 
20 mm = 005 mm/mm. 





Load (KN) — | Elongation (mm) 

0 0 

i 040175 
319 0.600 
378 0.1020 
40.9 0.1650 
43.6 1.2490 
$34 10160 
623 340480 
545 6.3500 
62.3 RRI) 
58.5 11.9380 

Probs. 3-4/5 


3-6. A Specimen is originally 1 fi long, has à diameter of 
0.5 in., and is subjected to a force of 500 Ih, When the force 
is increased from 500 Ih to 1800 Ib. the specimen elongates 
0009 in, Determine the modulus of elasticity for the 
material if it remains linear elastic. 


3-7. Astructural member in à nuclear reactor is made of à 
zirconium alloy. If an axial load of 4 kip is to be supported 
by the member, determine its required cross-sectional area, 
Use a factor of safety of 3 relative to yielding. What is the 
load on the member if it is 3 ft long and its clongation is 
(102 in? F, = 14010") ksi, my = 57.5 ksi, The material has 
clastic behavior. 





*3-8, The strut is supported by a pin at C and an A-36 
steel guy wire AR. If the wire has a diameter of 0.2 in., 
determine how much it stretches when the distributed load 
acts on the strut 





*3-9. The e-e diagram for à collagen fiber bundle from 
which 4 human tendon is composed is shown. If a segment 
of the Achilles tendon at A has a length of 6,5 in. and an 
approximate cross-sectional area of 1.229 in?, determine its 
clongation if the foot supports a load of 125 tb. which causes 
a tension in the tendon of 343.75 lb, 


or ku 


450 
3.75 


bus 010 
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3-10, The stress-strain diagram for a metal alloy having 
an original diameter of (L5 in, and a gauge length of 2 in. is 
given in the figure. Determine approximately the modulus 
of elasticity for the material, the load on the specimen that 
causes yielding, and the ultimate load the specimen will 
support, 


3-11. The stress-strain diagram for a steel alloy having an 
original diameter of 0.5 in. and a gauge length of 2 in. is 
given in the figure H the specimen is loaded until it is 
stressed to 9 ksi, determine the approximate amount of 
elastic recovery and the increase in the gauge length after it 
is unloaded. 





*3-12. The stress-strain diagram lor a steel alloy having 
an original diameter of 0.5 in. and à gauge length of 2 in. 
is given in the figure, Determine approximately the 
modulus of resilience and the modulus of toughness for 
the material. 





a (m. am.) 


pn 
ü ODS 010 0.15 020 0.25 XI 035 


II ui vO OT wd Vi* OD one 


Probs. 3-10/1112 


*3-13. A bar having a length of 5 in. and cross-sectional 
area of 0.7 in^ is subjected to an axial force of 8000 Ib, 
If the bar stretehes (0.002 in., determine the modulus of 
clasticity of the material. The material has lincar-elastic 
bchavior. 


Fano Ih KULKI Ih 


5 in. 


Prob. 3-13 
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3-14, The rigid pipe is supported by à pin at A and an 
AM steel guy wire BD. If the wire has a diameter of 
0.25 in.. determine how much it stretches when a load of 
P = 600 Ib acts on the pipe 


3-15, The rigid pipe is supported by a pin at A and an 
A-36 guy wire BD. If the wire has a diameter of 0.25 in., 
determine the load P if the end C is displaced 0.075 in. 
downward. 


if P 





| s»—}—  — 


Probs, 3-14/15 


*3-16. Determine the elongation of the square hollow bar 
when it is subjected to the axial force P = 100 kN. H this 
axial force is increased to P = 360 KN and released, find 
the permanent elongation of the bar, The bar is made of a 
metal alloy having a stress-strain diagram which can he 
approximated as shown 






ir (MPa) 
sau 
250 = SO mim 
< mm 
mm Am . 
Danas vos ** X P 


5ü mm 


Prob. 1-16 


3-17. A tension test was performed on an aluminum 
2014-TH alloy specimen. The resulting stress-strain diagram 
is shown in the figure. Estimate (a) the proportional limit, 
(b) the modulus of elasticity, and (c) the yield strength 
based on a 0.2% strain offset method, 


3-18, A tension test was performed on an aluminum 2014- 
T6 alloy specimen. The resulting stress-strain diagram is 
shown in the figure. Estimate (4) the modulus of resilience: 
and (b) modulus of toughness 


m ( ksi) 


Lo P 1! 
ABMRBERSE 


Probs. 3-17/18 


e (in. Am. | 





3-19, The stress-strain diagram for a bone is shown. and 
can be described hy the equation e = 045(10 "] e 4 
(.36(10 7) a^. where c is in kPa. Determine the yield 
strength assuming a 0.3% offset. 


#3-20. The stress-strain diagram for à bone is shown and 
can be described by the equation € = 045(10%] z+ 
.36( 10 7] o. where a is in kPa, Determine the modulus 
of toughness and the amount of elongation of a 200-mm- 
long region just before it fractures if failure occurs at 
€ = 0.12 mm/mm. 


É” 





e = 0.345410 "er + 196010 7 yer? 


o 


Probs. 3-19/20 





e3-21. The stress-strain diagram for a polyester resin 
is given in the figure. If the rigid beam is supported by a 
strut AB and post CD, both made from this material, and 
subjected to a load of P = BOKN, determine the angle 
of tilt of the beam when the load is applied. The diameter 
of the strut is 40 mm and the diameter of the post is 
RO mm 


3-22, The stress-strain diagram for à polyester resin is 
given in the figure. If the rigid beam is supported by a strut 
AB and post CD made from this material, determine the 
largest loud P that can be applied to the beam before it 
ruptures The diameter of the strut is 12 mm and the 
diameter of the post is 4 mm. 





— 


u «(mm /mmi 
b CUE 642 nas 0404 


Probs. 3-21/22 
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3-23. By adding plasticizers to polyvinyl chloride, it is 
possible to reduce its stiffness. The stress-strain diagrams 
for three types of this material showing this effect arc given 
below. Specify the type that should be used in the 
manufacture of a rod having a length of 5 in. and a diameter 
of 2 in., that is required to support at least an axial load of 
20 kip and also be able to stretch at most H in, 


= 


fk: — 


0 “| 02 0.30 





€ (in. An.) 


Prob, 3-23 


*3-24, The stress-strain diagram for many metal alloys 
can be described analytically using the Ramberg-Osgood 
three parameter equation e = m/ E + ko", where EF. k. and 
n are determined from measurements taken from the 
diagram, Using the stress-strain diagram shown in the 
figure, take E = 30(10°) ksi and determine the other two 
parameters & and m and thereby obtain an analytical 
expression for the curve. 


ar (ksi) 


e (Aur? 
OF 02 603 (04 us 


Proh. 3-24 
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When the rubber block is compressed 
(negative strain) its sides will expand 
(positive strain). The ratio of these strains 
remains constant. 


3.6 Poisson's Ratio 


When a deformable body is subjected to an axial tensile force, not only 
does it clongate but it also contracts laterally. For example, if a rubber 
band is stretched, it can be noted that both the thickness and width of the 
band are decreased. Likewise. a compressive force acting on a body causes 
it to contract in the direction of the force and vet its sides expand laterally. 

Consider a bar having an original radius rand length L and subjected 
to the tensile force P in Fig. 3-21. This force elongates the bar by an 
amount ó, and its radius contracts by an amount 4°. Strains in the 
longitudinal or axial direction and in the lateral or radial direction are, 
respectively, 


In the early 1800s, the French scientist S. D. Poisson realized that within the 
elastic range the ratio of these strains is a constant, since the deformations 
6 and 4' are proportional. This constant is referred to as Poisson's ratio, 
v (nu), and it has a numerical value that is unique for a particular material 
that is both homogeneous and isotropic. Stated mathematically it is 


The negative sign is included here since longitudinal elongation (positive 
strain) causes lateral contraction (negative strain), and vice versa. Notice 
that these strains are caused only by the axial or longitudinal force P; ie., 
no force or stress acts in a lateral direction in order to strain the material 
in this direction. 

Poisson's ratio is a dimensionless quantity, and for most nonporous 
solids it has a value that is generally between + and +. Typical values of 
v for common engineering materials are listed on the inside back cover. 
For an "ideal material" having no lateral deformation when it is stretched 
or compressed Poisson's ratio will be (0. Furthermore, it will be shown in 
Sec. 10.6 that the maximum possible value for Poisson's ratio is 0.5. 
Therefore Ü) = v = 0.5, 








A bar made of A-36 steel has the dimensions shown in Fig. 3-22. If an 
axial force of P — 80 kN is applied to the bar, determine the change 
in its length and the change in the dimensions of its cross section after 
applying the load. The material behaves elastically. 


P — BU kN 


SOLUTION 
The normal stress in the bar is 
E ROCIO") N 3 
g; = gus (0.1 m)(0.05 m) = 16.0(10") Pa 


From the table on the inside back cover for A-36 steel E, = 2) GPa, 
and so the strain in the z direction is 


v. 16.0(10") Pa SOCIO” mm/ 
= EQ 20K0(10") Pa T 


The axial elongation of the bar is therefore 
ô. = eL. = [80(10°%)](1.5 m) = 120 m Ans 


Using Eq. 3-9, where pa = 0.32 as found from the inside back 
cover, the lateral contraction strains in both the x and y directions are 


e, = é, = —vae; = -032[80(10 ^)] = -25.6 um/m 


Thus the changes in the dimensions of the cross section are 


Š, = e,L, = -[25.6(10 *)](0.1 m) = —2.56 um 
8, = e,L, = -[256(10 ^)]((L05 m) = —128 um 


3.6 Posson’s Rano 
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3.7 The Shear Stress-Strain Diagram 


In Sec. 1.5 it was shown that when a small clement of material is 
subjected to pure shear, equilibrium requires that equal shear stresses 
must be developed on four faces of the element. These stresses r,, must 
be directed toward or away from diagonally opposite corners of the 
element, as shown in Fig. 3-23a. Furthermore, if the material is 
homogeneous and isotropic, then this shear stress will distort the 
element uniformly, Fig. 3-235. As mentioned in Sec. 2.2, the shear strain 
y,, Measures the angular distortion of the element relative to the sides 
originally along the x and v axes. 

The behavior of a material subjected to pure shear can be studied in à 
laboratory using specimens in the shape of thin tubes and subjecting 
them to à torsional loading. If measurements are made of the applied 
torque and the resulting angle of twist, then by the methods to be 
explained in Chapter 5, the data can be used to determine the shear 
stress and shear stram, and a shear stress-strain diagram plotted. An 
example of such à diagram for a ductile material is shown in Fig. 3-24. 
Like the tension test, this material when subjected to shear will exhibit 
linear-elastic behavior and it will have a defined proportional limit T y. 
Also, strain hardening will occur until an ultimate shear stress Ty is 
reached. And finally, the material will begin to lose its shear strength 
until it reaches a point where it fractures, ry, 

For most engineering materials, like the one just described, the elastic 
T behavior is linear, and so Hooke's law for shear can be written as 


* Here G is called the shear modulus of elasticity or the modulus of 
rigidity. Its value represents the slope of the line on the 7—y diagram, 
G thatis,G = 7 ,/y,. Typical values for common engineering materials are 
listed on the inside back cover. Notice that the units of measurement for 
Yp Ye Y, G will be the same as those for 7 (Pa or psi), since y is measured in 
radians, a dimensionless quantity. 

Wig. 3-04 It will be shown in Sec. 10.6 that the three material constants, E, v, and 

G are actually related by the equation 





(3-11) 





Provided E and G are known, the value of » can then be determined 
from this equation rather than through experimental measurement. 
For example, in the case of A-36 steel, E, = 29(10') ksi and 
Ga = 11.0(10°) ksi, so that, from Eq. 3-11, va = 0.32. 
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A specimen of titanium alloy is tested in torsion and the shear stress- 
strain diagram is shown in Fig, 3-25a, Determine the shear modulus 
G, the proportional limit, and the ultimate shear stress. Also, 
determine the maximum distance d that the top of a block of this 
material, shown in Fig. 3-255, could be displaced horizontally if the 
material behaves elastically when acted upon by a shear force V. 
What is the magnitude of V necessary to cause this displacement? 


SOLUTION 


Shear Modulus. This value represents the slope of the straight-line 
portion OA of the r—y diagram, The coordinates of point A are 
(0408 rad, 52 ksi}. Thus, 


Gg = Xii 


= TONE rad = 6500 ksi Anx 


The equation of line OA is therefore r = Gy = 6500y, which is 
Hooke's law for shear. 


Proportional Limit. Bv inspection, the graph ceases to be linear at 
point A, Thus, 


Ty = S2ksi Ans 


Ultimate Stress. This value represents the maximum shear stress, 
point B. From the graph, 


T, = 73 ksi Ans 
Maximum Elastic Displacement and Shear Force. Since the 


maximum elastic shear strain is 0.(XI8 rad, a very small angle, the top 
of the block in Fig. 3-255 will be displaced horizontally: 


tan(0,008 rad) = 0,008 rad = — 


d = 0.016 in. Ans 


The corresponding average shear stress in the block is 7,, = 52 ksi, 
Thus, the shear force V needed to cause the displacement is 


NS 
(3 in.)(4 in.) 
V = 624 kip 


52 ksi = 
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An aluminum specimen shown in Fig. 3-26 has a diameter of 
dy = 25 mm and a gauge length of Lo = 250 mm. If a force of 165 kN 
elongates the gauge length 1.20 mm, determine the modulus of 
elasticity. Also, determine by how much the force causes the diameter 
of the specimen to contract. Take Gu = 26 GPa and m, = 440 MPa. 


SOLUTION 
Modulus of Elasticity. The average normal stress in the specimen is 


P 165(10') N 
r = — = ————  í—ə. = 336.1 MPa 
A I(m/4y(0.025 m) 


and the average normal strain is 


5 2 
= = =f), ] 
250m 0.00480 mm/mm 


Since c < ay = 440 MPa, the material behaves elastically. The 
modulus of elasticity is therefore 
a 336.1(10°) Pa 


1 — = 70.0 GPa Ans 


Ey = 


Contraction of Diameter. First we will determine Poisson's ratio 
for the material using Eq. 3-11. 


— 
2(1 + v) 


p 70.0 GPa 
2(1 + v) 
r = 0.347 


G 


26 GPa 


SINCE Eng = 1.00480 mm/mm, then by Eq. 3-9, 


Ein 
pg = ——> 
Elang 


Flat 
0.00480 mm/mm 


£j, = —0.00166 mm/mm 


(1347 = 


The contraction of the diameter is therefore 
ë' = (0.00166)(25 mm) 
= (L0416 mm 
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*3.8 Failure of Materials Due to Creep 
and Fatigue 


The mechanical properties of a material have up to this point been 
discussed only for a static or slowly applied load at constant temperature, 
In some cases, however, a member may have to be used in an environment 
for which loadings must be sustained over long penods of time at elevated 
temperatures, or in other cases, the loading may be repeated or cycled, 
We will not consider these effects in this book, although we will briefly 
mention how one determines a material's strength for these conditions, 
since they are given special treatment in design. 


Creep. When a material has to support a load for a very long period 
of time, it may continue to deform until a sudden fracture occurs or its 
usefulness is impaired. This time-dependent permanent deformation is 
known as creep. Normally creep is considered when metals and ceramics 
are used for structural members or mechanical parts that are subjected 
to high temperatures. For some materials, however, such as polymers and 
composite materials —including wood or concrete — temperature is mot 
an important factor, and vet creep can occur strictly from long-term load 
application. As a typical example, consider the fact that à rubber 
band will not return to its original shape after being released from a 
stretched position in which it was held for a very long period of time, 
In the general sense, therefore, both stress and/or temperature play a 
significant role in the rate of creep. 

For practical purposes, when creep becomes important, a member is 
usually designed to resist a specified creep strain for a given period of 
time. An important mechanical property that is used in this regard is 
called the creep strength. This value represents the highest stress the 
material can withstand during a specified time without exceeding an 
allowable creep strain. The creep strength will vary with temperature, 
and for design, a given temperature, duration of loading, and allowable 
creep strain must all be specified. For example, a creep strain of 0.1% per 
vear has been suggested for steel in bolts and piping. 

Several methods exist for determining an allowable creep strength 
for a particular material. One of the simplest involves testing several 
specimens simultaneously at a constant temperature, but with each 
subjected to a different axial stress. By measuring the length of time 
needed to produce either an allowable strain or the fracture strain for 
each specimen, a curve of stress versus time can be established. 
Normally these tests are run to a maximum of 1000 hours. An example 
of the results for stainless steel at a temperature of 1200°F and 
prescribed creep strain of 1% is shown in Fig. 3-27, As noted, this 
material has a vield strength of 40 ksi (276 MPa) at room temperature 
(0.2% offset) and the creep strength at 1000 h is found to be 
approximately o, = 20 ksi (138 MPa). 








The long-term application of the cable 
loading on this pole has caused the pole to 
deform due to creep. 


iksi) 


4i 
3u 
Zu 
lu 
ih) 


ü 20) — 400 — exi SM — TUI 


-i diagram for stuinless secl 
at LXXFT and creep strain at 1% 


Fig, 3-27 
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The design of members used for amusement 
park rides requires careful consideration of 
eyelie loadings that can cause fatigue. 





Engineers must account for possible Fatigue 
failure of the moving parts of this oil- 
pumping rig. 





In general, the creep strength will decrease for higher temperatures or 
for higher applied stresses. For longer periods of time, extrapolations from 
the curves must be made. To do this usually requires à certain amount of 
experience with creep behavior, and some supplementary knowledge 
about the creep properties of the material. Once the material's creep 
strength has been determined, however, à factor of safety is applied to 
obtain an appropriate allowable stress for design. 


Fatigue. When a metal is subjected to repeated cycles of stress 
or strain, it causes its structure to break down, ultimately leading to 
fracture, This behavior is called fatigue. and it is usuallv responsible 
for a large percentage of failures in connecting rods and crankshafts of 
engines; steam or gas turbine blades; connections or supports for bridges, 
railroad wheels, and axles; and other parts subjected to cyclic loading. 
In all these cases. fracture will occur at a stress that is less than the 
material's vield stress. 

The nature of this failure apparently results from the fact that there 
are microscopic imperfections, usually on the surface of the member, 
where the localized stress becomes much greater than the average stress 
acting over the cross section. As this higher stress is cycled, it leads to the 
formation of minute cracks. Occurrence of these cracks causes a further 
increase of stress at their tips or boundaries, which in turn causes a 
further extension of the cracks into the material as the stress continues 
to be cycled. Eventually the cross-sectional area of the member is 
reduced to the point where the load can no longer be sustained, and as a 
result sudden fracture occurs. The material, even though known to be 
ductile, behaves as if it Were brittle. 

In order to specify a safe strength for a metallic material under 
repeated loading. it is necessary to determine a limit below which no 
evidence of failure can be detected after applying a load for a specified 
number of cycles, This limiting stress is called the endurance or fatigue 
limit, Using a testing machine for this purpose, a series of specimens are 
each subjected to a specified stress and cycled to failure. The results are 
plotted as a graph representing the stress S (or o) on the vertical axis 
and the number of cvcles-to-failure N on the horizontal axis. This graph 
is called an S-N diagram or stress-cycle diagram, and most often the 
values of N are plotted on a logarithmic scale since they are generally 
quite large. 

Examples of S-N diagrams for two common engineering metals are 
shown in Fig. 3-28. The endurance limit is usually identified as the 
stress for which the S-N graph becomes horizontal or asymptotic. As 
noted, it has a well-defined value of (5,,)4 = 27 ksi (186 MPa) for steel. 
For aluminum, however, the endurance limit is not well defined, and so 
it is normally specified as the stress having a limit of 500 million cvcles, 
(Sala = 19 ksi (131 MPa). Once a particular value is obtained, it is 
often assumed that for any stress below this value the fatigue life is 
infinite, and therefore the number of cycles to failure is no longer given 
consideration. 
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Fig. 3-28 


Important Points 


Poisson's ratio, v, is a ratio of the lateral strain of a homogeneous 
and isotropic material to its longitudinal strain. Generally these 
strains are of opposite signs, that is, if onc is an elongation, the 
other will be a contraction. 


The shear stress-strain diagram is a plot of the shear stress 
versus the shear strain, If the material is homogeneous and 
isotropic, and is also lincar elastic, the slope of the straight line 
within the elastic region is called the modulus of rigidity or the 
shear modulus, G. 

* There is à mathematical relationship between G, E, and v. 


Creep is the time-dependent deformation of a material for which 
stress and/or temperature play an important role. Members 
are designed to resist the effects of creep based on their material 
creep strength, which is the largest initial stress a material can 
withstand during a specified time without exceeding a specified 
creep strain. 


Fatigue occurs in metals when the stress or strain is cycled. This 
phenomenon causes brittle fracture of the material. Members 
are designed to resist fatigue by ensuring that the stress in the 
member does not exceed its endurance or fatigue limit. This 
value is determined from an S-N diagram as the maximum 
stress the material can resist when subjected to a specified 
number of cycles of loading. 
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| FUNDAMENTAL PROBLEMS 





F313, A 100-mm long rod has a diameter of 15 mm. If an 
axial tensile load of 10 kN is applied to it, determine the 
change in its diameter, F = 70 GPa. y = (035. 


F3-14.. A solid circular rod that is 600 mm long and 20 mm 
in diameter is subjected to an axial force of P = 50 KN, The 


elongation. of the rod is à = 140mm, and its diameter 
Bl becomes d' = 19.9837 mm. Determine the modulus of 
elasticity and the modulus of rigidity of the material, Assume 

that the material does not yield. 


P= sa kN À. M 









P — SUKN 


3-14 


F3-15. A 20-mm-wide block is firmly bonded to rigid 
plates at its top and bottom. When the force P is applied the 
block deforms into the shape shown by the dashed line, 
Determine the magnitude of P. The block's material has 
a modulus of rigidity of G = 26 GPa. Assume that the 
material does not yield and use small angle analysis 


150 — 
p 


U5 mm 











F3-16. A 20-mm-wide block is bonded to rigid plates at its 
top and bottom. When the force P is applied the block 
deforms inte the shape shown by the dashed line. If à = 3mm 
and P is released, determine the permanent shear strain in 
the block. 


TÍMPa1 


y Gadi 
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E PROBLEMS 





03-25. The acrylic plastic rod is 200 mm long and 15 mm in 
diameter. If an axial loud of 300 N is applied to it, determine 
the change in its length and the change in its diameter. 
E, = 270 GPa, v, = (4. 


C 


300 N 30N 


Prob, 3-25 


3-26. The short cylindrical block of 2014-T6 aluminum, 
having an original diameter of 0.5 in. and a length of 1.5 in., 
is placed in the smooth jaws of a vise and squeezed until the 
axial load applied is 800 Ih. Determine (a) the decrease in its 
length and (b) its new diameter, 


KUL Hs 500 Ib 





Prob. 3-26 


3-27. The clastic portion of the stress-strain diagram for à 
steel alloy is shown tn the figure. The specimen from which 
it was obtained had an original diameter of 13 mm and a 
gauge length of 50 mm, When the applied load on the 
specimen is 50 kN, the diameter is 12.99265 mm. Determine 
Poisson's ratio for the material 


ao(MPa) 


— 


an) 


e(mm mm) 
oun uem 


Prob, 3-27 


*3-28. The elastic portion of the stress-strain diagram for 
a steel alloy is shown in the figure. The specimen from 
which it was obtained had an onginal diameter of 13 mm 
and a gaupe length of 50 mm, Tf à load of P = 20 KN is 
upplied to the specimen, determine its diameter and gauge 
length. Take » = 0,4. 


ir( MPa) 


AXI 


TIT emm mmn) 


Proh. 3-28 


*3-29. The aluminum block has a rectangular cross 
section and is subjected to an axial compressive force of 
8 kip, If the |.4-in, side changed its length to 1.500132 in. 
determine Poisson's ratio and the new length of the 2-in. 
side. E, = 1000) ksi. 
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3-30. The block is made of titanium Ti-6A1-4V. and is 
subjected to a compression of 0.06 in. along the y axis, and its 
shape is given a tilt of 8 = 89.7°. Determine €,. €y, and Yyy 


v 






ct 


I— — sin. ——] 
Prob, 3-30 


3-31, The shear stress-strain diagram for a steel alloy is 
shown in the figure. If a bolt having a diameter of 0,75 in, 
is made of this material and used in the double lap joint, 
determine the modulus of elasticity E and the force P 
required to cause the material to yield. Take > = 0,3 


PR 
P. = 
=m pn 
Tiksi) 
ü 
y[rad) 
U.Q0545 


Prob, 3-3 


*3-32, A shear spring is made by bonding the rubber 
annulus to a rigid fixed ring and à plug. When an axial load 
P is placed on the plug, show that the slope at point y in 
the rubber is d'u/dr = —tàan y = —tan( P/(2mhiGr]) For small 
angles we can write 4y/dr = —P/(2¢hGr), Integrate this 
expression and evaluate the constant of integration using 
the condition that y = (atr = r, From the result compute 
the deflection v = ñ of the plug. 


P 


*3-33, The support consists of three rigid plates, which 
are connected together using two symmetrically placed 
rubber pads. If a vertical force of 5 N is applied to plate 
A, determine the approximate vertical displacement of 
this plate due to shear strains in the rubber. Each pad 
has cross-sectional dimensions of 30 mm and 20 mm. 
G, = 0,20 MPa. 





3-34, A shear spring is made from two blocks of rubber, 
each having à height h, width b, and thickness q, The 
blocks are honded to three plates as shown, If the plates 
are rigid and the shear modulus of the rubber is G. 
determine the displacement of plate A if a vertical load P is 
applied to this plate. Assume that the displacement is small 
so that á = a tan y = ay. 





CHAPTER REVIEW 


CHAPTER Revew 


One of the most important tests for material strength is the tension test, The results, found 
from stretching a specimen of known size, are plotted as normal stress on the vertical axis and 
normal strain on the horizontal axis 


Many engineering materials exhibit initial 
linear elastic behavior, whereby stress is 
proportional to strain, defined by Hooke's 
law, e = Ee. Here E, called the modulus 
of elasticity, is the slope of this straight 
line on the stress-strain diagram. 


When the material is stressed heyond the 
yield point, permanent deformation will 
occur, In particular, steel has a region of 
yielding, whereby the material will exhibit 
an increasc in strain with no increase in 
stress. The region of strain hardening 
causes further yielding of the material 
with a corresponding increase in stress 
Finally, at the ultimate stress, a localized 
region on the specimen will hegin to 
constrict, forming a neck. Tt is after this 
that the fracture occurs. 


Ductile materials, such as most metals, 
exhibit both elastic and plastic behavior. 
Wood is moderately ductile. Ductility is 
usually specified by the permanent 
elongation to failure or bv the percent 
reduction in the cross-sectional arca. 


a = Ee 


Percent elongation = S t00% ) 
^ 


Percent reduction of area = 


A - A op) 
Ay 


ductile material 








113 








114 CHAPTER 3 MECHANICAL PROPERTIES OF MATERIALS 


Brittle materials exhibit litle or no 
yielding before failure. Cast iron, concrete, 
and glass are typical examples. 


The yield point of a material at A can be 
increased by strain hardening. This is 
accomplished by applying a load that 
causes the stress to be greater than the 
yield stress, then releasing the load, The 
larger stress A’ becomes the new yield 
point for the material, 


When a load is applied to a member, 
the deformations cause strain energy to 
be stored in the material. The strain 
energy per unit volume or strain energy 
density is equivalent to the area under 
the stress-strain curve. This arca up to 
the yield point is called the modulus of 
resilience. The entire area under the stress- 
strain diagram is called the modulus of 
toughness. 


elastic 
region 


|pcrmancar| clastic | 
sci recovery 


Modulus of toughness 
Mexlulus of resilience 





Poisson's ratio » is a dimensionless 
matcrial property that relates the 
lateral strain to the longitudinal strain. 
Tis range of values is 0 = v = 0.5. 


Shear siress versus shear strain 
diagrams can also be established for 
a material. Within the clastic region, 
t= Gy, where G is the shear 
modulus found from the slope of the 
line. The value of y can be obtained 
from the relationship that exists 
between G, F and >. 


When materials arc in service for 
long periods of time, considerations 
of creep become important. Creep is 
the time rate of deformation, which 
occurs at high stress and/or high 
temperature. Design requires that 
the stress in the material not exceed 
an allowable stress which is based on 
the material's creep strength, 

Fatigue can occur when the material 
undergocs a large number of cycles 
of loading. This effect will cause 
microscopic cracks to form, leading 
10 a brittle failure. To prevent fatigue, 
the stress in the material must not 
exceed a specified endurance or 
fatigue limit. 


CHAPTER Revew 
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En] REVIEW PROBLEMS 





3-35, The elastic portion of the tension stress-strain 
diagram for an aluminum alloy is shown in the figure. The 
specimen used for the test has a gauge length of 2 in. and a 
diameter of 0.5 in, When the applied load is 9 kip, the new 
diameter of the specimen is 0,49935 in. Compute the shear 
modulus Gy for the aluminum. 


*3-36. The clastic portion of the tension stress-strain 
diagram for an aluminum alloy is shown in the figure. The 
specimen used for the test has a gauge length of 2 in. and à 
diameter of 0,5 in, I the applied load is 10 kip, determine 
the new diameter of the specimen. The shear modulus is 
Gu = 3.8(10°) ksi. 


iriksi) ^ 
— 


€ Gn. Ain. 
inet 


Probs. 3-35/36 


3-37. The a-e diagram for clastic fibers that make up 
human skin and muscle is shown, Determine the modulus 
of elasticity of the fibers and estimate their modulus of 
toughness and modulus of resilience. 


eri psi) 


55 


«(in An l 


Prob, 3-37 


3-38, A short cylindrical block of 6061-T6 aluminum, 
having an original diameter of 20 mm and a length of 
75 mm, is placed in a compression machine and squeezed 
until the axial load applied is 5 kN. Determine (a) the 
decrease in its length and (b) its new diameter, 


3-39. The rigid beam rests in the horizontal position on 
two 2014-T6 aluminum cylinders having the unloaded lengths 
shown, If each evlinder has a diameter of 30 mm, determine 
the placement x of the applied 80-kN load so that the beam 
remains horizontal, What is the new diameter of cylinder A 
after the load is applied? wa = 0.35, 


BUEN 





Prob, 3-39 


"3-40. The head H is connected to the cylinder of à 
compressor using six steel bolts Ií the clamping force in 
each bolt is 800 Ib, determine the normal strain in the 
bolts Each bolt has a diameter of È in. If ey. = 40 ksi and 
Ea = 29( HP) ksi, what is the strain in each bolt when the 
nut is unscrewed so that the clamping force is released’ 





Prob, 40 
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e3-41. The stone has à mass of 800 kg and center of gravity 3-43, The &-mm-liameter bolt is made of an aluminum 
at G. It rests on à pad at A and a roller at B. The pad is fixed alloy. Ti fits through à magnesium sleeve that has an inner 
to the ground and has a compressed height of 30 mm, a diameter of 12 mm and an outer diameter of 20 mm. Hf the 
width of 140 mm, and a length of 150 mm, If the coefficient original lengths of the bolt and sleeve are 80 mm and 
of static friction between the pad and the stone is u, = 0,8, 50 mm, respectively, determine the strains in the sleeve and 
determine the approximate horizontal displacement of the the holt if the nut on the bolt is tightened so that the tension 
stone, caused hv the shear strains in the pad, before the in the bolt is 8 KN. Assume the material at A is rigid 
stone begins to slip. Assume the normal force at A acts E, = 70 GPa, Em, = 45 GPa, 


1.5 m from G as shown. The pad is made from a material 
having E = 4 MPa and y = 0.35. 








3l mm 





3-42, The bar DA is rigid and is originally held in the 

horizontal position when the weight W is supported from C. 

If the weight causes B to be displaced downward (0025 in., Prob. 343 

determine the strain in wires DE and BC, Also, if the wires 

arc made of A-36 stecl and have a cross-sectional area of 

0.002 in* determine the weight W. *344, The A-36 steel wire AB has a cross-sectional area 
of 10 mm? and is unstretched when 8 = 45.07. Determine 
the applied load P needed to cause 8 = 44.9", 


400 mm 





Prob. 44 
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Axial Load 





CHAPTER OBJECTIVES 


In Chapter 1, we developed the method for finding the normal stress 
in axially loaded members, In this chapter we will discuss how to 
determine the deformation of these members, and we will also develop 
a method for finding the support reactions when these reactions cannot 
be determined strictly from the equations of equilibrium. An analysis 
of the effects of thermal stress, stress concentrations, inelastic 
deformations, and residual stress will also be discussed. 


4.1 Saint-Venant's Principle 


In the previous chapters, we have developed the concept of stress as a 
means of measuring the force distribution within a body and strain as 
à means of measuring a body's deformation. We have also shown that 
the mathematical relationship between stress and strain depends on 
the tvpe of material from which the body is made. In particular, if the 
material behaves in a linear elastic manner, then Hooke's law applies, 
and there is a proportional relationship between stress and strain. 
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Loud distorts lanes 
located near load 


Lincs located away 
from the load and support 
remain straight 


Lond distorts lines 
located near support 


Ls : 
Fig. 4-1 


Using this idea. consider the manner in which a rectangular bar will 
deform elastically when the bar is subjected to a force P applied along its 
centroidal axis, Fig. 4-la. Here the bar is fixed connected at one end. with 
the force applied through a hole at its other end. Due to the loading, the 
bar deforms as indicated by the once horizontal and vertical grid lines 
drawn on the bar, Notice how the localized deformation that occurs 
at each end tends to even out and become uniform throughout the 
midsection of the bar, 

If the material remains elastic then the strains caused by this 
deformation are directly related to the stress in the bar. As a result, the 
stress will be distributed more uniformly throughout the cross-sectional 
area when the section is taken farther and farther from the point where 
any external load is applied. For example, consider a profile of the 
variation of the stress distribution acting at sections a-a, b-h. and c-e. 
cach of which is shown in Fig. 4-1b. By comparison, the stress tends 
to reach a uniform value at section c-c, which is sufficiently removed 
from the end since the localized deformation caused by P vanishes, 
The minimum distance from the bar's end where this occurs can be 
determined using a mathematical analysis based on the theory of 
elasticity. 

It has been found that this distance should at least be equal to the 
largest dimension of the loaded cross section, Hence, section c- should 
be located at a distance at least equal to the width (not the thickness) of 
the bar.* 





*When section c-r is so located. the theory of clasticity predicts the maximum stress to be 


aux T Dara. 
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UI: 
section a-a section bb section c— section e-r 
(b) (cl 


Fig. 4-1 (cont.) 





In the same way, the stress distribution at the support will also even 
out and become uniform over the cross section located the same distance 
away from the support. 

The fact that stress and deformation behave in this manner is referred 
to as Saint-Venant's principle, since it was first noticed by the French 
scientist Barré de Saint-Venant in 1855, Essentially it states that the 
stress and strain produced at points in a body sufficiently removed from 
the region of load application will be the same as the stress and strain 
produced by any applied loadings that have the same statically equivalent 
resultant, and are applied to the body within the same region. For 
example, if two symmetrically applied forces P/2 act on the bar, 
Fig. 4-1c, the stress distribution at section c-c will be uniform and 
therefore equivalent to Fag = P/A as in Fig. 4-15. 





Notice how the lines on this rubber membrane 
distort after it bs stretehed. The localized 
distortions at the grips smooth out as stated by 
Saint- Venant's principle. 
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4.2 Elastic Deformation of an Axially 
Loaded Member 


Using Hooke's law and the definitions of stress and strain, we will now 
develop an equation that can be used to determine the elastic 
displacement of à member subjected to axial loads. To generalize the 
development, consider the bar shown in Fig. 4-24, which has a cross- 
sectional area that gradually varies along its length L. The bar is subjected 
to concentrated loads at its ends and à variable external load distributed 
along its length. This distributed load could, for example, represent the 
weight of the bar if it does not remain horizontal. or friction forces acting 
on the bar's surface. Here we wish to find the relative displacement 6 
(delta) of one end of the bar with respect to the other end as caused by 
this loading. We will neglect the localized deformations that occur at 
points of concentrated loading and where the cross section suddenly 
changes, From Saint-Venant's principle, these effects occur within small 
regions of the bar's length and will therefore have onlv à slight effect on 
the final result. For the most part, the bar will deform uniformly, so the 
normal stress will be uniformly distributed over the cross section. 

Using the method of sections, a differential element (or wafer) of length 
dx and cross-sectional area A(x) is isolated from the bar at the arbitrary 
position x. The free-body diagram of this element is shown in Fig. 4-2b. 
The resultant internal axial force will be a function of x since the external 
distributed loading will cause it to vary along the length of the bar. This 
load, P(x), will deform the element into the shape indicated by the dashed 
outline, and therefore the displacement of one end of the element with 
respect to the other end is dô. The stress and strain in the element are 

_ Pix) 4 _ dà 
g= A(x) an € = x 
Provided the stress does not exceed the proportional limit, we can apply 
Hooke's law; i.e., 











ao = Ee 
P(x) dé. 
Al x) à E) 
P(x) dx 
— A(x)E 
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For the entire length L of the bar, we must integrate this expression to 
find ó. This yields 


“ P(x) ad 
s= f aes (4-1) 
“a 


A(x)E 





where 
ô = displacement of one point on the bar relative to the other point 
L = original length of bar 


P(x) = internal axial force at the section, located a distance x from 
one end 


A(x) 
E = modulus of elasticity for the material 


Constant Load and Cross-Sectional Area. In many cases 
the bar will have a constant cross-sectional area A; and the material will 
be homogeneous, so E is constant. Furthermore, if a constant external 
force is applied at each end, Fig. 4-3. then the internal force P 
throughout the length of the bar is also constant. As a result, Eq. 4-1 can 
be integrated to vield 


cross-sectional area of the bar, expressed as a function of x 


(4-2) 





If the bar is subjected to several different axial forces along its length, or 
the cross-sectional area or modulus of elasticity changes abruptly from 
one region of the bar to the next, the above equation can be applied 
to each segment of the bar where these quantities remain constant. The 
displacement of one end of the bar with respect to the other is then found 
from the algebraic addition of the relative displacements of the ends of 
cach segment. For this general case, 


(4-3) 








The vertical displacement àt the top of these 
building columns depends upon the loading 
applied on the roof and 19 the Moor attached 
to their midpoint 
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+á 


Positive sign convention for P and 6 


Fig. 4 


(bi 


Sign Convention. In order to apply Eq. 4-3. we must develop a 
sign convention for the internal axial force and the displacement of one 
end of the bar with respect to the other end. To do so, we will consider 
both the force and displacement to be positive if they cause tension 
and elongation, respectively. Fig. 44; whereas à negative force and 
displacement will cause compression and contraction, respectively. 

For example, consider the bar shown in Fig. 4-5a. The internal axial 
forces "P" are determined by the method of sections for each segment, 
Fig. 4-55. They are Pan = +S kN. Pac = —3 kN, Pep = —7 kN. This 
variation in axial load is shown on the axial or normal force diagram for 
the bar, Fig. 4-5c. Since we now know how the internal force varies 
throughout the bar's length, the displacement of end A relative to end D 
is determined from 


PL (SKN)Lag à ( -3kN)Lnc " ( -7 kN)Lcen 


Sap = Z AE AE AE AE 


H the other data are substituted and a positive answer is calculated, it 
means that end A will move away from end D (the bar elongates), 
whereas 4 negative result would indicate that end A moves toward 
end D (the bar shortens). The double subscript notation is used to 
indicate this relative displacement (5,4 ,)); however, if the displacement 
is to be determined relative to a fixed point, then only a single subscript 
will be used. For example, if D is located at a fixed support. then the 
displacement will be denoted as simply 64, 








5 kN —ss — 7kN 
A ñ C D 
— ,, —4 Lac — T , ——| 
(wl 
P (XN 
SKN À 
X kN š 
5 kN A H -3 
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Important Points 


* Saint-Venant's principle states that both the localized deformation and stress which occur within the 
regions of load application or at the supports tend to “even out" at à distance sufficiently removed from 
these regions. 

The displacement of one end of an axially loaded member relative to the other end is determined by 
relating the applied internal load to the stress using @ = P/A and relating the displacement to the strain using 
e = d5/dx. Finally these two equations are combined using Hooke's law, m = Ee, which yields Eq. 4-1. 
Since Hooke's law has been used in the development of the displacement equation, it is important that no 
internal load causes vielding of the material, and that the material is homogeneous and behaves in a linear 
elastic manner. 


| Procedure for Analysis 


The relative displacement between any two points A and B on an axially loaded member can be determined 
by applving Eq. 4-1 (or Eq. 4-2). Application requires the following steps. 


Internal Force. 


Use the method of sections to determine the internal axial force P within the member. 

If this force varies along the member's length duc to an external distributed loading, a section should be 
made at the arbitrary location x from one end of the member and the force represented as a function of x, 
i.e., P(x). 

If several constant external forces act on the member, the internal force in each segment of the member, 
between any two external forces, must be determined. 

For any segment, an internal fensile force is positive and an internal compressive force is negative, For 
convenience, the results of the internal loading can be shown graphically by constructing the normal-force 
diagram. 


Displacement. 

* When the member's cross-sectional area varies along its length, the area must be expressed as a function of 
its position x, Le., A(x). 

* [f the cross-sectional area, the modulus of elasticity, or the internal loading suddenly changes, then Eq. 4-2 
should be applied to each segment for which these quantities are constant. 
When substituting the data into Eqs. 4-1 through 4—3, be sure to account for the proper sign for the 
internal force P. Tensile loadings are positive and compressive loadings are negative. Also, use a consistent 
set of units For any segment, if the result is a positive numerical quantity, it indicates elongation; if it is 
negative, it indicates a contraction. 
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The A-36 steel bar shown in Fig. 4-6a is made from two segments 
having cross-sectional areas of Aas lin and Agp-— 2in. 
Determine the vertical displacement of end A and the displacement 
of B relative to C. 

15 kip 15 kip 15 kip 


ship Akp — 3kip| 14 kip 


Í Rkip h kip 


Pay = 15 kip 


(b) Pep =$ kip 


SOLUTION 
Internal Force. Due to the application of the external loadings, the 
internal axial forces in regions AB. BC, and CD will all be different. 
These forces are obtained by applying the method of sections and the 
equation of vertical force equilibrium as shown in Fig. 4-66. This 
variation is plotted in Fig. 4—6c. 
Displacement. From the inside back cover, Ey = 29( 10°) ksi, 
Using the sign convention, i.e., internal tensile forces are positive and 
compressive forces are negative, the vertical displacement of A 
relative to the fixed support D is 
-3 PL _ [+15 kip](2 ft)(12 in./ft) A [+7 kip]( L.5 ft}(12 in./ft) 
i AE (Tin )29(10) kip/in*} — (2in^)[29(10") kip/in?] 
[-9 kip](1 ft) (12 in./ft) 
— — — — 
(2 in^)[29( 0) kip/in?] 
= + 0,0127 in. Ans. 


Since the result is positive, the bar elongates and so the displacement 
at A is upward. 
Applving Eq, 4-2 between points B and C, we obtain, 
PpceLpge — [+7 kip]( L.5 ft) (12 in. /ft) 


bac = = —— — M = +()0217in. A 
SSE AVE (2 in`!)|29(10')kip/in'| Um ee 


Here B moves away from C, since the segment elongates, 
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The assembly shown in Fig. 4-7a consists of an aluminum tube AB 
having a cross-sectional area of 400 mm’. A steel rod having a diameter 
of LO mm is attached to a rigid collar and passes through the tube. If a 
tensile load of 80 KN is applied to the rod, determine the displacement 
of the end C of the rod, Take E,, = 200 GPa, Ey = 70 GPa. 


—— 


SOLUTION 


Internal Force. The free-body diagram of the tube and rod segments 
in Fig. 4-75, shows that the rod is subjected to a tension of 80 kN and the 
tube is subjected to a compression of 80 kN. 


Displacement. We will first determine the displacement of end C 
with respect to end B. Working in units of newtons and meters, we have 


PL [+80(10°) NJ(0.6 m) ° 
= — = ——— r -- - «0003056 m — 
(0.105 m) [200/10?) N/m'] " 


The positive sign indicates that end C moves to the right relative to 
end B, since the bar elongates. 
The displacement of end B with respect to the fixed end A is 


PL [-80(10*) N](0.4 m) 


"AE ^ [400 mm'(10 ^) m^/mm ][70(107) N/m] 
= —0.001143 m = 0.001143 m — 


Ôp 


Here the negative sign indicates that the tube shortens, and so B 
moves to the right relative to A. 

Since both displacements are to the right, the displacement of C 
relative to the fixed end A is therefore 


(>) ñc = 89 + fe, = 0.001143 m + 0.003056 m 
= 0.00420 m = 420 mm — 
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Rigid beam AB rests on the two short posts shown in Fig. 4—8a. AC is 
made of steel and has a diameter of 20 mm, and BD is made of 
aluminum and has a diameter of 40 mm. Determine the displacement 
of point F on AB if a vertical load of 9) KN is applied over this point. 
Take E,, = 20) GPa, Ey, = 70 GPa, 


SOLUTION 


Internal Force. The compressive forces acting at the top of each 
post are determined from the equilibrium of member AB, Fig. 4-Sh. 
SEEN These forces are equal to the internal forces in each post, Fig. 4-8c. 


200 mm 
—— Displacement. The displacement of the top of each post is 
Post AC: 


OUKN kN 
— {00M0 m)? A2010) N/m* pu 
= (1286 mm | 


Post BD: 


5, = nolan [-30(10°) NJ(0.300 m) 
— B= AnpEw (0.020 m)-{70(10") N/m] 


= —102(10 °) m 


= 0.102 mm | 


A diagram showing the centerline displacements at A. B, and F on 
the beam is shown in Fig. 4-84. By proportion of the blue shaded 
triangle, the displacement of point F is therefore 


“400 
8p = 0.102 mm + (0.184 mm)( $ mm) =0.225mm) Ans 
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A member is made from a material that has a specific weight y and 


y 
modulus of elasticity E. If it is in the form of a cone having the 
dimensions shown in Fig. 4-94, determine how far its end is displaced m 
due to gravity when it is suspended in the vertical position. 
SOLUTION 
Internal Force. The internal axial force varies along the member 
since it is dependent on the weight W(y) of a segment of the member 
below any section, Fig. 4-95. Hence. to calculate the displacement, 
we must use Eq. 4-1. At the section located a distance v from its free L 
end, the radius x of the cone as a function of y is determined by 
proportion; i.e., 
S M 
L 
The volume of a cone having a base of radius x and height y is 
(a) 


_! r. Fa 
V -3myt 7p 


Since W = yV. the internal force at the section becomes 


+TSF, = 0; P(y) = TT y 


The area of the cross section is also a function of 
position v, Fig 4-95. We have Wii 





s NO. 
Aly) = yx = ELI y 
L 
Applying Eq.4-1 between the limits of y = 0 and y = L yields 


f^ y)dy _ pae )y] dy 
u ADE Jo |(sr/L)yl] E 


Ans 


NOTE: Asa partial check of this result, notice how the units of the 
terms, When canceled, give the displacement in units of length as 
expected. 
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FUNDAMENTAL PROBLEMS 


F4-1. The 20-mm-diameter A-36 steel rod is subjected F4—4, If the 20-mm-diameter rod is made of A-36 steel 





to the axial forces shown, Determine the displacement of and the stiffness of the spring is k = 50 MN/m, determine 
end C with respect to the fixed support at A. the displacement of end A when the 60-KN force is applied, 
B 
tix! mm uii A0 mm 
50 kN = 
— in 2" —— 
" HW NU 
F4-1 


F4-2. Segments AB and CD of the assembly are solid 
circular rods, and segment BC is a tube. H the assembly 
is made of 6061-T6 aluminum, determine the displacement 
of end D with respect to end A. 


F4-4 


F4-5, The 20-mm-diameter 2014-T6 aluminum rod is 
subjected to the uniform distributed axial load. Determine 
the displacement of end A. 





3) mm 40 mm 


Section aa 





F4-2 


F4-4. The MI-mm-diameter A-36 steel rod is subjected to F4-5, The 20-mm-diameter 2014-T6 aluminum rod is 
the loading shown. Determine the displacement of end A subjected to the triangular distributed axial load. 
with respect to end C. Determine the displacement of end A, 


45 kN /m 
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E PROBLEMS 


s41. The ship is pushed through the water using an A-36 
steel propeller shaft that is 8 m long, measured from the 
propeller to the thrust bearing D at the engine, If it has an 
outer diameter of 400 mm and à wall thickness of 50 mm, 
determine the amount of axial contraction of the shaft 
when the propeller exerts a force on the shaft of 5 kN. The 
bearings at B and C are journal bearings. 





4-2 The copper shaft is subjected to the axial loads 
shown. Determine the displacement of end A with respect 
to end D. The diameters of cach segment are dag = Fin. 
dye = 2in. and dep = 1in, Take E, = 18(107) ksi. 


io i 75 in. li & in. | 
6 kip = kip I kip 


C 3kip D 


4-3. The A-36 steel rod is subjected to the loading shown. 
If the cross-sectional arca of the rod is 50 mm, determine 
the displacement of its end D, Neglect the size of the 
couplings at B. C, and D. 


*4-4. The A-36 steel rod is subjected to the loadin 
shown, If the cross-sectional area of the rod is 50 mm^, 
determine the displacement of C. Neglect the size of the 
couplings at B, C, and D. 


im "T mc 


A YEN B 









C 4kN D 2kN 


Probs, 4-3/4 


4-5. The assembly consists of a steel rod CB and an 
aluminum rod BA, cach having a diameter of 12 mm. If the rod 
is subjected to the axial loadings at A and at the coupling B, 
determine the displacement of the coupling B and the end 
A, The unstretched length of cach segment is shown in the 
figure. Neglect the size of the connections at B and C, and 
assume that they are rigid. E, = 200 GPa. E, = 70 GPa. 





A 


ie 


Prob, 4-5 


IS KN 


4-6. The bar has a cross-sectional arca of 3in', and 


E = 35(10') ksi. Determine the displacement of its end A 
when it is subjected to the distributed loading. 


x w = She! th fin 


Ro: io: 
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4-7. The load of 800 Ibis supported by the four 304 stainless 
steel wires that are connected to the rigid members AR and 
DC. Determine the vertical displacement of the load if the 
members were horizontal before the load was applied. Each 
wire has a cross-sectional area of (105 in? 


*4-8. The load of 800 Ib is supported by the four 304 stain- 
less steel wires that arc connected 10 the rigid members AB 
and DC. Determine the angle of tilt of each member after 
the load is applied. The members were originally horizontal, 
and each wire has a cross-sectional area of 0.05 in*. 





Probs. 4-7/8 


*4-9, The assembly consists of three titanium (Ti-6A 14V) 
rods and a rigid bar AC. The cross-sectional area of cach rod 
is given in the figure. If à force of fi kip is applied to the ring 
F, determine the horizontal displacement of point F 


4-10. The assembly consists of three titanium (Ti-6A 1-4V ) 
rods and a rigid bar AC. The cross-sectional arca of cach rod 
is given in the figure, If a force of 6 kip is applied to the ring 
F, determine the angle of tilt of bar AC 








^ kip 
| fh Agr Zin? 


$ 


ñ fi 


Probs. 4-9/10 





4-11. The load is supported by the four 304 stainless steel 
wires that are connected to the rigid members AR and DC. 
Determine the vertical displacement of the S0(0-Ib load if 
the members were originally horizontal when the load was 
applied. Each wire has a cross-sectional area of 0.025 in’, 


*4-12. The load is supported by the four 304 stainless 
steel wires that are connected to the rigid members AB and 
DC. Determine the angle of tilt of cach member after the 
S00-4b load is applied, The members were originally 
horizontal. and cach wire has a cross-sectional arca of 
0.025 in? 





Probs. 4-11/12 


«4-13, The bar has a length L and cross-sectional area A, 
Determine its elongation due to the force P and its own 
weight. The material has a specific weight y (weight/volume) 
and a modulus of elasticity E. 


| 


Prob. 4-13 
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4-14. The post is made of Douglas fir and has a diameter 
of 60 mm. Tf it is subjected to the load of 20 kN and the soil 
provides a frictional resistance that is uniformly distributed 
along its sides of w = 4kN/m. determine the force F at its 
bottom needed for equilibrium, Also, what is the displacement 
of the top of the post A with respect to its bottom B”? 
Neglect the weight of the post 


4-15. The post is made of Douglas fir and has a diameter 
of 60 mm. TÉ it is subjected to the load of 20 kN and the soil 
provides a frictional resistance that is distributed along its 
length and varies lincarlv from w = O at y = 0 to w= 
3 kN/m at y = 2 m. determine the force F at its bottom 
necded for equilibrium. Also, what is the displacement of 
the top of the post A with respect to its bottom A? Neglect 
the weight of the post. 





Probes, 4-14/15 


*4-16. The linkage is made of two pin-connected A-36 
steel members, each having à cross-sectional area of 1,5 in’, 
If a vertical force of P = SOkip is applied to point A, 
determine its vertical displacement at A, 


*4-17. The linkage is made of two pin-connected A-36 
steel members, cach having a cross-sectional area of 1.5 in? 
Determine the magnitude of the force P needed to displace 
point A 0.025 in. downward 





l-158-l-7156-] 


Probs. 4-16/17 


4-18. The assembly consists of two A-36 steel rods and à 
rigid bar RD. Each cod has a diameter of 0.75 in. H à force 
of 10 kip is applied to the bar as shown. determine the 
vertical displacement of the load 


4-19, The assembly consists of two A-36 steel rods and à 
rigid bar BD, Each rod has a diameter of 0.75 in. If a force 
of 10 Kip is applied to the bar, determine the angle of tilt ol 
the bar. 





10 kip 


Probs. 4- 18/19 


*4-20. The rigid bar is supported hy the pin-connected 
rod CB that has a cross-sectional area of 500 mm^ and is 
made of A-36 stecl. Determine the vertical displacement of 
the bar at 8 when the load is applied. 





Proh. 4-20 
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*4-21, A spring-supported pipe hanger consists of two 
springs which are originally unstretehed and have a stiffness 
of k = 60 kN/m, three 304 stainless stecl rods, AB and CD. 
which have à diameter of 5 mm, and EF, which has a 
diameter of 12 mm, and a rigid beam GH. If the pipe and 
the fluid it carries have a total weight of 4 kN, determine the 
displacement of the pipe when it is attached to the support. 


4-22, A spring-supported pipe hanger consists of two 
springs, which are originally unstretched and have a 
stiffness of k = HD kN/m, three 304 stainless steel rods, AB 
and CD, which have a diameter of 5 mm, and EF, which has 
a diameter of 12 mm. and a rigid beam GH. I the pipe is 
displaced 82 mm when it is filled with fluid. determine the 
weight of the fluid. 





14.25 m 025m 


Probs. 4-21/22 


4-23, The rod has a slight taper and length Z. It is 
suspended from the ceiling and supports a load P at its end. 
Show that the displacement of its end duc to this load is 
6 = PL/(vErsr,). Neglect the weight of the material. The 
modulus of elasticity is F. 


Fr. 





h 


Prob. 4-23 





*4-24, Determine the relative displacement of one end of 
the tapered plate with respect to the other end when it is 
subjected to an axial load P. 





£ a 


b 


Proh. 4-24 


4-25, Determine the elongation of the A-36 steel member 
when it is subjected to an axial force of 30 kN. The member 
is 10 mm thick, Use the result of Prob. 4-24, 





4-26, The casting is made of à material that has a specific 
weight y and modulus of elasticity E. Uf it is formed into a 
pyramid having the dimensions shown, determine how far 
its end is displaced due to gravity when it is suspended in 
the vertical position. 





Prob. 4-26 
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4-27. The circular bar has a variable radius of r = rz? 
and is made of à material having a modulus of elasticity 
of E, Determine the displacement of end A when it is 
subjected to the axial force P. 





*4-28, The pedestal is made in a shape that has a radius 
defined by the function r = 2/(2 + y?) ft, where y is 
in feet. If the modulus of elasticity for the material is 
E = 14(10') psi, determine the displacement of its top 
when it supports the 500-Ib toad, 





*4-29, The support is made by cutting off the two 
opposite sides of a sphere that has a radius rj. If the original 
height of the support is r,/2. determine how far it shortens 
when it supports a load P. The modulus of elasticity is F. 





Proh. 4-29 


4-39, The weight of the kentledge exerts an axial force of 
P = 1500 kN on the 300-mm diameter high strength 
concrete bore pile If the distribution of the resisting skin 
friction developed from the interaction between the soil 
and the surface of the pile is approximated as shown, and 
the resisting bearing force F is required to be zero, 
determine the maximum intensity po kN/m lor equilibrium. 
Also, find the corresponding elastic shortening of the pile, 
Neglect the weight of the pile, 


"TTTITTTTTIIE itl 
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The principle of superposition is often used to determine the stress 
or displacement at a point in à member when the member is subjected 
to a complicated loading. By subdividing the loading into components, 
the principle of superposition states that the resultant stress or 
displacement at the point can be determined by algebraically summing 
the stress or displacement caused by each load component applied 
separately to the member, 

The following two conditions must be satisfied if the principle of 
Superposition is to be applied. 


1. The loading must be linearly related to the stress or displacement 
that is to be determined. For example, the equations 7 = P/A and 
á = PL/ AE involve a linear relationship between P and o or 6 


2. The loading must not significantly change the original geometry or 
configuration of the member. H significant changes do occur, the 
direction and location of the applied forces and their moment 
arms will change. For example, consider the slender rod shown in 
Fig. 4-104, which is subjected to the load P. In Fig. 4-10), P is replaced 
by two of its components, P = P, + P-. If P causes the rod to deflect 
a large amount, as shown, the moment of the load about its support, 
Pd. will not equal the sum of the moments of its component loads, 
Pd * Pd; t Pd. , because d, 4 d. va, 


This principle will be used throughout this text whenever we assume 
Hooke's law applies and also, the bodies that are considered will be such 
that the loading will produce deformations that are so small that the 
change in position and direction of the loading will be insignificant and 
can be neglected. 
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4.4 Statically Indeterminate Axially 
Loaded Member 


Consider the bar shown in Fig. 4-112 which is fixed supported at both 
of its ends. From the free-body diagram, Fig. 4-11, equilibrium requires 


+TXF = 0: Fy + Fa- P=0 


This type of problem is called statically indeterminate. since the 
equilibrium equation(s) are not sufficient to determine the two reactions 
on the bar, 

In order to establish an additional equation needed for solution, it ts 
necessary to consider how points on the bar displace. Specifically, an 
equation that specifies the conditions for displacement is referred to 
as a compatibility or kinematic condition. In this case. a suitable 
compatibility condition would require the displacement of one end of 
the bar with respect to the other end to be equal to zero, since the end 
supports are fixed, Hence, the compatibility condition becomes 


Sap =0 


This equation can be expressed in terms of the applied loads by using 
a lead-displacement relationship, which depends on the material 
behavior. For example, if linear-elastic behavior occurs, 8 = PL/AE can 
be used. Realizing that the internal force in segment AC is +F 4. and in 
segment CB the internal force is — F g, Fig. 4-1 Ic, the above equation can 
be written as 


FaLac _ Falen _ 


0 
AE AE 


Assuming that AE is constant, then F4 = Fpl Leni Lac}. so that using 
the equilibrium equation, the equations for the reactions become 


Le L 
Fa = r( 422) and Fy = r( 4") 


Since both of these results are positive, the direction of the reactions is 
shown correctly on the free-body diagram. 





F, F, 


Fa 
F, 


Fy Fs 
ii fe} 


Fig. 4-11 
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Most concrete columns are reinforced with 
steel rods; and since these two materials work 
together in supporting the applied load, the 
forees in each material become statically 
indeterminate, 





Important Points 


The principle of superposition is sometimes used to simplify 
stress and displacement problems having complicated loadings 
This is done by subdividing the loading into components, then 
algebracially adding the results. 

Superposition requires that the loading be linearly related to the 
stress or displacement, and the loading does not significantly 
change the original geometry of the member. 

A problem is statically indeterminate if the equations of equilibrium 
are not sufficient to determine all the reactions on a member. 
Compatibility conditions specify the displacement constraints 
that occur at the supports or other points on à member. 


| Procedure for Analysis 


The support reactions for statically indeterminate problems are 
determined by satisfying equilibrium, compatibility, and force- 
displacement requirements for the member, 


Equilibrium. 


* Draw a free-body diagram of the member in order to identify all 
the forces that act on it. 

* The problem can be classified as statically indeterminate if the 
number of unknown reactions on the free-body diagram is greater 
than the number of available equations of equilibrium. 


* Write the equations of equilibrium for the member. 


Compatibility. 

* Consider drawing a displacement diagram in order to investigate 
the way the member will elongate or contract when subjected to 
the external loads. 

Express the compatibility conditions in terms of the 
displacements caused by the loading. 

Use a load-displacement relation, such as 6 = PL/AE, to relate 
the unknown displacements to the reactions. 

Solve the equilibrium and compatibility equations for the 
reactions If any of the results has a negative numerical value, it 
indicates that this force acts in the opposite sense of direction to 
that indicated on the free-body diagram. 
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The steel rod shown in Fig. 4-12a has a diameter of 10 mm. It is fixed 
to the wall at A, and before it is loaded, there is a gap of 0,2 mm between 
the wall at B' and the rod. Determine the reactions at A and B' if the 
rod is subjected to an axial force of P = 20 kN as shown, Neglect the 
size of the collar at C. Take Ey = 200 GPa. 


SOLUTION 


Equilibrium. As shown on the free-hody diagram, Fig. 4-125. we 
will assume that force P is large enough to cause the rod's end B to 
contact the wall at B', The problem is statically indeterminate since 


P= 230 kN 
there are two unknowns and only one equation of equilibrium. P — — > 
A a 
(hb) 


SIF, = 0; -F4 - Fg + 20(107) N = 0 (1) 


The force P causes point B to move to B', with no 
further displacement. Therefore the compatibility condition for the 


rod is 
r. — Ml. 
— — Mh 


This displacement can be expressed in terms of the unknown (el 
reactions using the load-displacement relationship. Eq. 4-2. applied Fie, 4-12 
to segments AC and CB, Fig. 4-12c. Working in units of newtons and © 
meters, We have 


Falac  Faler 
AE AE 


Baa = 0.0002 m = 


(0,0002 m = F 4(04 m) 
Fj4(0.8 m) 


~ (0.005 m) [2000 10") N/m?) 


F4(0.4 m) = Fag m) = 3141.59 N -m (2) 


Solving Eqs. 1 and 2 yields 
Fa = 16.0kN Fy = 4.05 kN Ans 


Since the answer for Fy is positive, indeed end B contacts the wall at 
B' as originally assumed. 


NOTE: If Fy were a negative quantity, the problem would be 
statically determinate, so that Fy = ( and F4 = 20 kN. 
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The aluminum post shown in Fig. 4-13a is reinforced with a brass 
core. If this assembly supports an axial compressive load of P = 9 kip. 
applied to the rigid cap, determine the average normal stress in 
the aluminum and the brass Take Ey = 10009 ksi and 
Ey, = 15(107) ksi. 


SOLUTION 


Equilibrium. The free-body diagram of the post is shown in 
Fig. 4-134. Here the resultant axial force at the base is represented by 
the unknown components carried by the aluminum, Fa, and brass. 
Fir: The problem is statically indeterminate. Why? 

Vertical force equilibrium requires 


+T3F, = 0; -9kip + Fy + F, = Ü (1) 


Compatibility. The rigid cap at the top of the post causes both the 
aluminum and brass to displace the same amount, Therefore, 


84 = Spy 


Using the load-displacement relationships. 


= p_{ 22M En. 

Fai Ful "sii = 

v|(2in.Y — (1 Lo 
mí(1in.Y 15( 10?) ksi 


r= Ful 


Fy ys 2F iy 
Solving Eqs. 1 and 2 simultaneously yields 
Fy 6kip Fy = Skip 


Since the results are positive, indeed the stress will be compressive. 
za 0697 ksi The average normal stress in the aluminum and brass is therefore 


— "C w[2iny-(riny] 


(y, = 0355 ksi 


= 0.637 ksi Ans 


aki 
Th, = "Cl. m * (1955 ksi Ans. 
milin.) 
NOTE: Using these results, the stress distributions are shown in 
Fig. 4-13c, 
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The three A-36 steel bars shown in Fig. 4-14a are pin connected to a 
rigid member. If the applied load on the member is 15 kN, determine 
the force developed in each bar. Bars AB and EF each have a cross- 
sectional area of 50 mm, and bar CD has a cross-sectional area of 
30 mm. 


SOLUTION 


The free-body diagram of the rigid member is shown 
in Fig. 4-145. This problem is statically indeterminate since there are 
three unknowns and only two available equilibrium equations. 


Fat Fc + Fe- 1SkN-0 (l) 

(+YM e = Ü, —Fy(0.4m) + 15 kN(022m) + Fj(04m) = 0 (2) 
The applied load will cause the horizontal line ACE 

shown in Fig. 4-14c to move to the inclined line A'C'E'. The 


displacements of points A, C, and E can be related by similar triangles, 
Thus the compatibility equation that relates these displacements is 


84,— ôg 8r — y 
“sm 0.4 m 


I l 
eh, >B 
ór 294 ;5r 


Using the load-displacement relationship, Eq. 4-2, we have 


Fel AH 3 E FrL | 


(30mm")E, 2l(S0ümm")E,| 2L(50mm^)E, 


Fe =O3F 4 + 03F, And 
1g 


Solving Egs 1-3 simultaneously yields 


Fa = 9.52 kN 
Fe = 346kN 
Fr = 202 kN 
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position 
fel 


Fig. 4-15 





The bolt shown in Fig. 4-15a is made of 2014-T6 aluminum alloy and is 
tightened so it compresses a cylindrical tube made of Am 1(KM-Té1 
magnesium alloy. The tube has an outer radius of + in., and it is assumed 
that both the inner radius of the tube and the radius of the bolt are + ; in. 

The washers at the top and bottom of the tube are considered to be 
rigid and have a negligible thickness. Initially the nut is hand tightened 
snuglv; then, using a wrench, the nut is further tightened one-half turn. 
If the bolt has 20 threads per inch. determine the stress in the bolt. 


SOLUTION 

Equilibrium. The free-body diagram of a section of the bolt and the 
tube, Fig. 4-155, is considered in order to relate the force in the bolt 
F, to that in the tube, F,. Equilibrium requires 


+1 EF, = (0; F,— F, = (Ü (1) 


ility. When the nut is tightened on the bolt, the tube 
will shorten 4,, and the bolt will elongate 5,, Fig. 4-15c. Since the 
nut undergoes one-half turn, it advances a distance of esi in.) — 
0.025 in. along the bolt. Thus. the compatibility of these displacements 
requires 


(+1) á, = 0.025 in. — &, 


Taking the moduli of elasticity from the table on the inside back 
cover, and applying Eq. 4—2. yields 
F,(3 in.) `. 
m|í0.5in.)" — (0.25 im.)"f648(10°) ksi} 
F,(3in.) 
(0.25 in.) |10.6( 10) ksi] 
0.78S95F, = 25 — EL 4414F, 
Solving Eqs. | and 2 simultaneously, we get 
F, = F, = 1122kip 
The stresses in the bolt and tube are therefore 
Fa 11.22 kip 
Ay  m(025in.y 
— 11.22 kip 
$ m[((,5 in. — (0.25 in.)°] 
These stresses are less thàn the reported yield stress for each material, 


(oy ja = 60 ksi and (ay)g, = 22 ksi (see the inside back cover), and 
therefore this "elastic" analysis is valid. 


(4023 in. — 


gy = 572 ksi 


* 19.1 ksi 
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4.5 The Force Method of Analysis 
for Axially Loaded Members 


It is also possible to solve statically indeterminate problems by writing 
the compatibility equation using the principle of superposition. This 
method of solution is often referred to as the flexibility or force method 


A 
of analysis. To show how it is applied, consider again the bar in * 
Fig. 4-16a. If we choose the support at B as “redundant” and temporarily 
remove its effect on the bar, then the bar will become statically 1 
1 < Nod tat H C ° 
determinate as in Fig. 4-166. By using the principle of superposition, we = 5 
must add back the unknown redundant load Fp, as shown in Fig. 4-16c. r 
_ i 3 
n 


If load P causes B to be displaced downward by an amount dp, the 
reaction Fy must displace end B of the bar upward by an amount 55, 
such that no displacement occurs at B when the two loadings are 
superimposed, Thus, 


(+1) Ü = 8p — dy lI 


This equation represents the compatibility equation for displacements at 
point B, for which we have assumed that displacements are positive 


downward. 
Applving the load-displacement relationship to each case, we have 
bp = Plac{ AE and 5a = F4L/AE. Consequently, Displacement at B when 
redundant force at H 
is removed 
PL » 
AE AE 
Lac 
F, = p( =) 
z L 





From the free-body diagram of the bar, Fig. 4-115, the reaction at A 
can now be determined from the equation of equilibrium, 


Lac 
LTS = (F — — = 
TEF, = 6; P( E ) TE m Displacement at # when 
only the redundant force at 
ff is applied 
Since Ley = L — Lag. then 
fe) 
Len 
Fa= Pt ) x 
—18 

These results are the same as those obtained in Sec. 4.4, except that here F, 


we have applied the condition of compatibility to obtain one reaction 
and then the equilibrium condition to obtain the other. Fig. 4-16 
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| Procedure for Analysis 


The force method of analysis requires the following steps. 
Compatibility, 


* Choose one of the supports as redundant and write the equation of compatibility. To do this, the known 
displacement at the redundant support. which is usually zero, is equated to the displacement at the 
support caused only by the external loads acting on the member plus (vectorially) the displacement at this 
support caused only by the redundant reaction acting on the member. 


Express the external load and redundant displacements in terms of the loadings by using a load- 
displacement relationship. such as 6 = PL/AE. 


* Once established, the compatibility equation can then be solved for the magnitude of the redundant force. 


Equilibrium. 


* Draw a free-body diagram and write the appropriate equations of equilibrium for the member using the 
calculated result for the redundant, Solve these equations for any other reactions, 


The A-36 steel rod shown in Fig. 4-17a has a diameter of 10 mm. It is 
fixed to the wall at A. and before it is loaded there is a gap between 
the wall at B' and the rod of 0.2 mm. Determine the reactions at A 


r= * 0.2 -— and B'. Neglect the size of the collar at C. Take Eg = 200 GPa. 
— — ⸗ SOLUTION 
mim 
(a) 


40) mm Compatibility. Here we will consider the support at B as 
redundant. Using the principle of superposition, Fig, 4-175, we have 


P>WkKN — 02mm (>) 0,0002 m = 85 — 8, (1) 

The deflections 5p and 5, are determined from Eq. 4-2. 
P; wen Il or — [20( 10") N](0.4 m) 
i “a "^ AE (0.005 my[200(10*) N/m?] 
f Falan 2 Fpi L.20 m) 

AE sr (0,005 my [200(10*) N/m] 
Substituting into Eq. I, we get 

0.0002 m = 60,5093(10 7) m — 76394410 ")F n 
Fp = A0S(WP) N = 405 kN Ans 


Equilibrium. From the free-body diagram. Fig. 4-17c. 
SIF, A -FA20kN - 405kN 50. Fa 16.0kN Ans 


= 0,5093(10°-*) m 





5p = 76.3944(10 *) F 
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üu 


4-31. The column is constructed from high-strength 
concrete and six A-36 steel reinforcing rods. If itis subjected 
to an axial force of 30 kip, determine the average normal 
stress in the concrete and in each rox Each rod has à 
diameter of 0,75 in. 


*4-32, The column is constructed from high-strength 
concrete and six A-36 steel reinforcing rods, Tf it is subjected 
to an axial force of 30 kip, determine the required diameter 
of cach rod so that one-fourth of the load is carried by the 
concrete and three-fourths by the steel. 





Probs. 4-31/32 


*4-33, The steel pipe is filled with concrete and subjected 
to 4 compressive force of RO KN Determine the average 
normal stress in the concrete. and the steel due to this 
loading. The pipe has an outer diameter of 80 mm and an 
inner diameter of 70 mm. Fy = 200 GPa, EF, = 24 GPa. 


NU KIN 





50 am 


Prob, 4-33 


4-34. The 304 stainless steel post A has a diameter of 
d = 2 in. and is surrounded by a red brass C83400 tube A 
Both rest on the rigid surface. Tf a force of 5 kip is applied 
to the rigid cap, determine the average normal stress 
developed in the post and the tube. 


4-35, The MH stainless steel post A is surrounded by a red 
brass CR3400 tube B. Both rest on the rigid surface, Tf a 
force of 5 kip is applied to the rigid cap, determine the 
required diameter d of the steel post so that the loud is 
shared equally between the post and tube. 


5 kip 





ar Los in. 


Probs. 434/35 


*4-36, The composite bar consists of a 20-mm-diameter 
A-36 steel segment. AH and 5SO-mm-diameter red brass 
C3340 end segments DA and CB. Determine the average 
normal stress in each segment due to the applied load. 


*4-37. The composite bar consists of a 20-mm-diameter 
A-36 steel segment AR and Sü-mm-diameter red brass 
CRI) end segments DA and CB. Determine thc 
displacement of A with respect to B due to the applied 
load. 


Sd) mm 250 m 


2U mm 
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4-38, The A-36 steel column, having 4 cross-sectional area 
of 18 in, is encased in high-strength concrete as shown. Tf 
an axial force of 60 kip is applied to the column, determine 
the average compressive stress in the concrete and in the 
steel, How far does the column shorten? H has an original 
length of 8 ft 


4-39, The A-36 steel column is encased in high-strength 
concrete as shown. If an axial force of 60 kip is applied to 
the column, determine the required area of the steel so that 
the force is shared equally between the steel and concrete. 
How far does the eolumn shorten? Tt has an original length 
of 8 ft. 





Probs. 4-38/39 


*4-40. The rigid member is held in the position shown hy 
three A-36 steel tic rods. Each rod has an unstretched length 
of 0.75 m and a cross-sectional arca of 125 mm?. Determine 
the forces in the rods if a turnbuckle on rod EF undergoes 
one full turn. The lead of the screw is 1.5 mm, Neglect the 
size of the turnbuckle and assume that it is rigid. More: The 
lead would cause the rod, when unloaded, to shorten 1.5 mm 
when the turnbuckle is rotated one revolution. 





Proh. 4-40 





*4-41. The concrete post is reinforced using six steel 
reinforcing rods each having a diameter of 20 mm. 
Determine the stress in the concrete and the steel if the post 
is subjected to an axial load of 900 kN. E, = 200 GPa, 
F. = 25 GPa, 


4-42. The post is constructed from conerete and six A-36 
steel reinforcing rods. If it is subjected to an axial force of 
900 kN, determine the required diameter of each rox so that 
one-fifth of the load is carried by the steel and four-fifths by 
the concrete. E... = 200 GPa, F. = 25 GPa. 





Probs. 4-41/42 


4-43, The assembly consists of two red brass CRIO 
copper alloy rods AB and CD of diameter 30 mm, a stainless 
304 steel alloy rod EF of diameter 40 mm. and a rigid cap G, 
If the supports at A, C and F are rigid, determine the 
average normal stress developed in rods AB, CD and EF. 


9 ees Fw — 
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*4-44, The two pipes are made of the same material and 4-47, Two A-36 steel wires are used to support the 650-Ihb 


are connected as shown. Tf the cross-sectional area of RC is engine. Originally, AB is 32 in. long and A'B" is 32.008 in. 
A and that of CD is 2A, determine the reactions at B and D long. Determine the force supported by each wire when the 
when a force P is applied at the junction C. engine is suspended from them. Each wire has à cross- 


sectional area of 0401 in’. 





*4-45. The bolt has a diameter of 20 mm and passes 
through à tube that has an inner diameter of 50) mm and an 
outer diameter of 60 mm. If the bolt and tube are made of 
A-36 steel, determine the normal stress in the tube and bolt 
when a force of 40) KN is applied to the holt. Assume the end 
caps arc rigid. 





“4-48, Rod AB has a diameter d and fits snugly between 
the rigid supports at A and H when it is unloaded. The 
modulus of elusticity is E. Determine the support reactions 
at A and B if the rod is subjected to the linearly distributed 
axial load. 


4-46, If the gap between C and the rigid wall at D is 
initially 0,15 mm, determine the support reactions at A and 
D when the force P = 200 kN is applied. The assembly 
is made of A36 steel. 


* 600 mm — Al) mm +e (015mm 





Prob. 446 
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*4-49, The tapered member is fixed connected at its ends 
A and B and is subjected to a load P = 7 kip at r = Sin. 
Determine the reactions at the supports The material is 
2 in. thick and is made from 2014-T6 aluminum. 


4-50, The tapered member is fixed connected at its ends 
A and B and is subjected to a load P. Determine the location 
x of the load and its greatest magnitude so that the average 
normal stress in the bar does not exceed ay, = 4 ksi, The 
member is 2 in. thick. 





4-81, The rigid bar supports the uniform distributed load 
of 6 kip/It. Determine the force in each cable if each cable 
has a cross-sectional area of 0.05 in", and E = 3110?) ksi. 


“4-52. The rigid bar is originally horizontal and is 
supported by two cables each having à cross-sectional area 
of 0.05 in*, and E = 31(10°) ksi. Determine the slight 
rotation of the bar when the uniform loud is epplicd. 


^ ft 





6 kip ft 


LI P PE PL HL LES 
= B D 
— 5f WE gem um — 


Probs, 4-51/52 








*4-53, The press consists of two rigid heads that are held 
together by the two A-36 steel +-in.diameter rods A 6061- 
Té-solid-aluminum cylinder is placed in the press and the 
screw is adjusted so that it just presses up against the 
cylinder. H it is then tightened one-half turn, determine 
the average normal stress in the rods and in the cylinder. 
The single-threaded screw on the bolt has a lead of OOI in. 
Note: The lead represents the distance the screw advances 
along its axis for one complete turn of the screw. 


4-84. The press consists of two rigid heads that are held 
together by the two A-36 steel +in.-<diameter rods A 6061- 
T6-solid-aluminum cylinder is placed in the press and the 
screw is adjusted so that it just presses up against the 
cylinder, Determine the angle through which the screw can 
be turned before the rods or the specimen begin to yield, 
The single-threaded screw on the bolt has a lead of (01 in. 
Note: The lead represents the distance the screw advances 
along its axis for one complete turn of the screw, 










— 


Probs, 4-53/54 


4-88. The three suspender bars are made of A-36 steel 
and have equal cross-sectional areas of 450 mm’, 
Determine the average normal stress in cach bar if the rigid 
beam is subjected to the loading shown. 





Prob. 4-55 
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*4-86, The rigid har supports the 8OO-Ih load. Determine 
the normal stress in each A-36 steel cable if each cable has a 
cross-sectional arca of 0404 in 


*4-57. The rigid bar is originally horizontal and is 
supported by two A-36 steel cables cach having a cross- 
sectional area of 0,04 in”. Determine the rotation of the bar 
when the S00-lb load is applied 





4-58, The horizontal beam is assumed to be rigid and 
supports the distributed load shown, Determine the vertical 
reactions at the supports. Each support consists of a wooden 
post having à diameter of 120 mm and an unloaded 
(original) length of 1.40 m, Take E, = 12 GPa, 


4-89, The horizontal beam is assumed to be rigid and 
supports the distributed load shown. Determine the angle 
of tilt of the beam after the load is applied. Each support 
consists of a wooden post having a diameter of 120 mm and 
iin unloaded (original) length of 1.40 m. Take E, = 12 GPa. 





*4-6. The assembly consists of two posts AD and CF 
made of A-36 steel and having a cross-sectional area of 
1000 mm*, and a 2014-16 aluminum post BF having a cross- 
sectional area of 1500 mm H a central load of 400 kN is 
applied to the ngid cap, determine the normal stress in cach 
post. There is a small gap of 0.1 mm between the post BE 
and the rigid member ABC. 


MXI KN 





«4-61. The distributed loading is supported by the three 
suspender bars, AB and EF are made of aluminum and CD 
is made of steel. If each bar has a cross-sectional area of 
450mm*, determine the maximum intensity w of the 
distributed loading so that an allowable stress of (ony = 
ISO MPa in the steel and (Tawha = 94 MPa in the 
aluminum is not exceeded. F. = 200 GPa, Ea = 70 GPa 
Assume ACE is rigid. 


— 1.5 m——|— 15m—]| 


5 u y 
- 25 : 
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4-62, The rigid link is supported by a pin at A, à steel wire 
BC having an unstretched length of 200 mm and cross- 
sectional area of 22.5 mm", and a short aluminum block 
having an unloaded length of 50 mm and cross-sectional 
area of 40 mm^. If the link is subjected to the vertical load 
shown, determine the average normal stress in the wire and 
the block, E, = 200 GPa, E, = 70 GPa. 


4-63, The rigid link is supported by a pin at A, a steel wire 
BC having an unstretched length of 200 mm and cross- 
sectional area of 22.5 mm", and a short aluminum block 
having an unloaded length of 50 mm and cross-sectional area 
of 40 mm. Ifthe link is subjected to the vertical load shown, 
determine the rotation of the link about the pin A. Report 
the answer in radians Fy, = 200 GPa, E, = 70 GPa. 





50 mm 


Probs. 4-62/63 


*4-64, The center post B of the assembly has an original 
length of 124.7 mm, whereas posts A and C have a length of 
125 mm. If the caps on the top and bottom can be 
considered rigid, determine the average normal stress in 
cach post, The posts are made of aluminum and have a 
cross-sectional area of 400 mm. Ey = 70 GPa. 


NOU kN /m 





NOUO kN /m 





*4-65. The assembly consists of an A-36 steel bolt and a 
C83400 red brass tube. Tf the nut is drawn up snug against 
the tube so that L = 75 mm. then turned an additional 
amount so that it advances 0.02 mm on the bolt, determine 
the force in the bolt and the tube, The bolt has a diameter of 
7 mm and the tube has a cross-sectional arca of 100 mm’. 


4-66. The assembly consists of an A-36 steel bolt and à 
C83400 red brass tube. The nut is drawn up snug against 
the tube so that L = 75mm. Determine the maximum 
additional amount of advance of the nut on the bolt so that 
none of the material will yield. The bolt has a diameter of 
7 mm and the tube has a cross-sectional area of 100 mm, 





4-67. The three suspender bars are made of the same 
material and have equal cross-sectional arcas A, Determine 
the average normal stress in each bar if the rigid beam ACE 
is subjected to the force P. 








4.6 Thermal Stress 

A change in temperature can cause a body to change its dimensions, 
Generally, if the temperature increases, the body will expand, whereas if 
the temperature decreases, it will contract. Ordinarily this expansion or 
contraction is linearly related to the temperature increase or decrease 
that occurs. If this is the case, and the material is homogeneous and 


isotropic, it has been found from experiment that the displacement of a 
member having a length L can be calculated using the formula 


as 


where 


œ © a property of the material, referred to as the linear coefficient 
of thermal expansion. The units measure strain per degree of 
temperature, They are 1/°F (Fahrenheit) in the FPS system, 
and 1/^C (Celsius) or 1/K (Kelvin) in the SI system. Typical 
values are given on the inside back cover 

AT = the algebraic change in temperature of the member 

L = the original length of the member 


5, = the algebraic change in the length of the member 


The change in length of a statically determinate member can easily be 
calculated using Eq. 4—4, since the member is free to expand or contract 
when it undergoes a temperature change. However, in a statically 
indeterminate member, these thermal displacements will be constrained 
by the supports, thereby producing thermal stresses that must be 
considered in design, Determining these thermal stresses is possible 
using the methods outlined in the previous sections. The following 
examples illustrate some applications. 
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Most traffic bridges are designed with 
expansion joinis tọ accommodate the 
thermal movement of the deck and thus 
avoid any thermal stress. 





Long extensions of ducts and pipes that 
carry fluids are subjected to variations in 
climate that will cause them to expand 
and contract. Expansion joints, such as the 
one shown, are used to mitigate thermal 
siress in the maternal 
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The A-36 steel bar shown in Fig. 4-18a is constrained to just fit 
between two fixed supports when T, = 40°F. If the temperature is 
raised to T; = 120°F, determine the average normal thermal stress 
developed in the bar. 


SOLUTION 


Equilibrium. The free-body diagram of the bar is shown in 
Fig. 4-18. Since there is no external load, the force at A is equal but 
opposite to the foree at B; that is, 


+TEF, =0; 


The problem is statically indeterminate since this force cannot be 
determined from equilibrium. 


Compatibility. Since Say = 0, the thermal displacement 6, at A 
that occurs, Fig. 4-18c, is counteracted by the force F that is required 
to push the bar ór back to its original position, The compatibility 
condition at A becomes 


(+f) bay = 0 = êr — 0, 
Applying the thermal and load-displacement relationships, we 


have 


FL 
0 = «ATL AE 


Thus, from the data on the inside back cover, 
F = aATAE 
= [6.60(10 ^)/*F]( 120*F — 60°F)(0.5 in.) [29(10*) kip/in'] 
= 2.871 kip 


Since F also represents the internal axial force within the bar, the 
average normal compressive stress is thus 


= 11.5 ksi Ans. 


A (0.5 in.Y 


NOTE: From the magnitude of F. it should be apparent that changes 
in temperature can cause large reaction forces in statically 
indeterminate members. 





The rigid beam shown in Fig. 4-194 is fixed to the top of the three 
posts made of A-36 steel and 2014- T6 aluminum. The posts each have 
à length of 250 mm when no load is applied to the beam, and the 
temperature is T, = 20°C. Determine the force supported by each 
post if the bar is subjected to a uniform distributed load of 150 kN/m 
and the temperature is raised to Ta = 80°C, 


SOLUTION 
Equilibrium. The free-body diagram of the beam is shown in Fig 4-19/». 
Moment equilibrium about the beam’s center requires the forces in the 
steel posts to be equal. Summing forces on the free-body diagram, 
we have 
+! F, = 0; 2F, + Fy — 90(10°) N = 0 (1) 
Compatibility. Due to load, geometry, and material symmetry, the 
top of each post is displaced by an equal amount. Hence, 
(+t) By = 5, (2) 

The final position of the top of each post is equal to its displacement 
caused by the temperature increase, plus its displacement caused by 
the internal axial compressive force, Fig. 4-19c. Thus, for the steel and 
aluminum post, we have 
(+4) Bu = — (Sadr + (Bade 
(+l) 84 = -(84)r + (54) 
Applying Eq. 2 gives 

7(Bu)r + (bade = (u)r + (Badr 

Using Eqs. 4-2 and 4-4 and the material properties on the inside back 
cover, we get 


-[12(10 ^/^C](80^C — 20°C)(0.250 m) + F,i.250 m) 


F „(0.250 


Fa = L216F,, — 165.9(10°) (3) 


To be consistent, all numerical data has been expressed in terms 
of newtons, meters, and degrees Celsius Solving Eqs 1 and 3 
simultaneously yields 


Fy = -164kN Fy = 123 kN Anx. 


The negative value for F. indicates that this force acts opposite to 
that shown in Fig. 4—19b. In other words, the steel posts are in tension 
and the aluminum post is in compression. 
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= 300 mm—|— 30 mm—|, so kN im 


[TT 


Initial —r —— 


dy = ba lá; r 


(0.030 m )|73.1( 107) N/m`] 


ló); 
PTE 


P leo 


Final Position 
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A 2014-T6 aluminum tube having a cross-sectional area of 600 mm is 
used as a sleeve for an A-36 steel bolt having a cross-sectional area of 
4(K) mm", Fig. 4-20a. When the temperature is T; = 15°C, the nut 
holds the assembly in a snug position such that the axial force in the 
bolt is negligible. If the temperature increases to T, = 80°C, 
determine the force in the bolt and sleeve. 


SOLUTION 


Equilibrium. The free-body diagram of a top segment of the 
assembly is shown in Fig. 4-20b. The forces Fy and F, are produced 
since the sleeve has a higher coefficient of thermal expansion than the 
bolt, and therefore the sleeve will expand more when the temperature 
is increased. It is required that 


+1 >F, = 0; F, = F, (1) 


The temperature increase causes the sleeve and bolt 
to expand (,}y and (5,)y. Fig. 4-20c. However. the redundant forces 
F, and F, elongate the bolt and shorten the sleeve. Consequently, the 
end of the assembly reaches a final position, which is not the same as 
its initial position. Hence, the compatibility condition becomes 


(+1) 8 = (By)r + (Onde = (dr — (5)r 


Applying Eqs. 4-2 and 4-4, and using the mechanical properties from 
the table on the inside back cover, we have 


[12(10 ^)/^CJ(8^C — 15?C)(0.150 m) + 
F,(0.150 m) 
= [23(10 ^)/*C](80^C — 15*C)(0.150 m) 
— F,(0.150 m) 
position (600 mm^)( 10^ m^/mm^)[73.1( 10") N/m] 
Using Eq. | and solving gives 
F, = Fy, = 20.3 kN Ans. 


Gr 
5] | t 


NOTE: Since linear elastic material behavior was assumed in this 
analvsis, the average normal stresses should be checked to make sure 
that they do not exceed the proportional limits for the material. 
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[PROBLEMS sn 


*4-68, A steel surveyors tape is to be used to measure the 
length of a line. The tape has a rectangular cross section of 
(,05 in. by 0.2 in. and a length of 100 ft when T, = 60°F and 
the tension or pull on the tape is 20 Ib. Determine the 
truc length of the line if the tape shows the reading to 
be 463.25 ft when used with a pull of 35 ]h at T = 90°F. The 
ground on which it is placed is flat. a, = 9.60(10°)/"F, 
E, = 29(10] ksi. 


IL? in 
1.05 in. 


Prob. 4—68 


*4-69. Three bars cach made of different materials are 
connected together and placed between two walls when the 
temperature is 7, = 12°C. Determine the force exerted 
on the (rigid) supports when the temperature becomes 
T. = 18°C. The material properties and cross-sectional 
arca of cach bar are given in the figure. 


Steel Brass Copper 


F,-20GPa — E,- MGPa — E,- 120GPa 
m, 7 DO "PC. ay, = 21007) 7C e, = 17007) ^C 


A, = 515 mm^ 


| Ag 200mm? Ave = 450 mm? =| 


— un 2$. —1.:29 m 


Prob, 4-69 


4-70. The rod is made of A-3 steel and has a diameter of 
0.25 in. H the rod is 4 ft long when the springs are compressed 
0.5 in. and the temperature of the rod is T = 40°F, determine 
the force in the rod when its temperature is T = 1640 F. 


k = 1000 Ih /m 


& = 1 Ih /m 





Prob. 4-760 


4-71, A 6-fi-long steam pipe is made of A-36 steel with 
my = 4 ksi. It is connected directly to two turbines A 
and B as shown. The pipe has an outer diameter of 4 in. 
and a wall thickness of 1.25 in. The connection was made 
at T, = 70°F. H the turbines" points of attachment arc 
assumed rigid, determine the force the pipe exerts on 
the turbines when the steam and thus the pipe reach à 
temperature of T; = 2757F. 


*4-72, A 6-ft-long steam pipe is made of A-36 steel with 
my = 4M ksi, Tt is connected directly to two turbines A and 
B as shown. The pipe has an outer diameter of 4 in. and à 
wall thickness of 0.25 in. The connection was made at 
T, = 70°F. If the turbines’ points of attachment are 
assumed to have a stiffness of k = 80(10") kip/in., determine 
the force the pipe exerts on the turbines when the steam 
and thus the pipe reach a temperature of T; = 275°F, 





Probs, 4-71/72 


04-73, The pipe is made of A-36 steel and is connected to 
the collars at A and B. When the temperature is 60” F. there 
is no axial load in the pipe. If hot gas traveling through the 
pipe causes its temperature to rise by AT = (40 + 15x)F, 
where x is in feet determine the average normal stress in the 
pipe. The inner diameter is 2 in. the wall thickness is 0,15 in. 


4-74, The bronze CS6100 pipe has an inner radius of 
(LS in. and a wall thickness of 0.2 in. If the gas flowing 
through it changes the temperature of the pipe uniformly 
from T , = 200°F at A to Ty = 60°F at B, determine the 
axial force it exerts on the walls The pipe was fitted between 
the walls when T = 60°F 
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4-78. The 4(+ft-long A-36 steel rails on à train track are Laid 
with a small gap between them to allow for thermal 
expansion. Determine the required gap 6 so that the rails just 
touch one another when the temperature is increased from 
T, = -2U(F to T; = 90°F, Using this gap, what would be the 
axial force in the rails if the temperature were to rise to 
T, = 110°F? The cross-sectional arca of cach rail is 5.10 in’, 





*4-76, The device is used to measure à change in temper- 
ature. Bars AB and CD are made of A-36 steel and 20] 4- TG 
aluminum alloy respectively, When the temperature is 
at 75°F, ACE is in the horizontal position. Determine the 
vertical displacement of the pointer at F when the 
temperature rises to 150^ F. 





Prob. 4-76 


*4-T7, The bar has a cross-sectional area A, length L, 
modulus of elasticity Æ, and coefficient of thermal 
expansion a. The temperature of the bar changes uniformly 
along its length from 7 4 at A to T y at B so that at any point 
x along the bar T = T, + x(Ty — T 4)/L. Determine the 
force the bar exerts on the rigid walls Initially no axial force 
is in the bar and the bar has a temperature of T4- 





Proh. 4-77 





4-78, The A-36 steel rod has a diameter of 50 mm and is 
lightly attached to the rigid supports at A and B when 
T, = 80°C. If the temperature becomes Ta = 20°C and an 
axial force of P = 200 KN is applied to its center. determine 
the reactions at A and B 


4-79, The A-36 steel rod has a diameter of 50 mm and is 
lightly attached to the rigid supports at A and B when 
T, = 50°C, Determine the force P that must he applied to 
the collar at its midpoint so that, when T> = HI'C, the 
reaction at H is zero. 





Probs. 4-78/79 


*4-80. The rigid block has a weight of 80 kip and is to be 
supported hy posts A and B, which are made of A-36 steel, 
and the post C, which is made of C8R3400 red brass. H all the 
posts have rhe same original length before they are loaded, 
determine the average normal stress developed in each post 
when post C is heated so that its temperature is increased 
by 20°F Each post has à cross-sectional area of 8 in’. 








*4-81. The three bars are made of A-36 steel and form 
a pin-conmected truss, Tf the truss is constructed. when 
T, = 30°F. determine the force in cach bar when 
T. = 10°F. Each bar has á cross-sectional area of 2 in’. 


4-82, The three bars are made of A-36 steel and form 
a pin-connected truss, If the truss is constructed when 
T, = 50°F, determine the vertical displacement of joint A 
when T; = IS(^F. Each bar has à cross-sectional area of 
2 in’. 





4-83, The wires AB and AC are made of steel, and wire 
AD is made of copper. Before the 150-Ih force is applied, 
AB and AC are cach 60 in, long and AD is 40 in. long. If 
the temperature is increased by 80°F, determine the 
force in cach wire needed to support the load. Take 
E, = 29(10' ksi. E. = Y00 ksi, a, = 8(10")/°F, 
ta, = 9.6000" °F, Each wire has à cross-sectional area of 
0.0123 in? 
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*4-84, The AMI004-T61 magnesium alloy tube AR is 
capped with a rigid plate £. The gap between F and end C of 
the 161-16 aluminum alloy solid circular rod CD is 0.2 mm 
when the temperature is at 30° C. Determine the normal 
stress developed in the tube and the rod if the temperature 
rises to 8( C. Neglect the thickness of the rigid cap. 


4-85. The AM1004-T61 magnesium alloy tube AB is 
capped with a rigid plate, The gap between F and end C of 
the (61-16 aluminum alloy solid circular rod CD is 0.2 mm 
when the temperature is at 30^ C. Determine the highest 
temperature to which it can he raised without causing 
yielding either in the tube or the rod. Neglect the thickness 
of the rigid cap. 


25 LS CELL 







a 
Section a-a 
E 
D 
4 15 mm ! 
@ 
mm SO mm 


Probs. 484/85 


4-86. The steci bolt has a diameter of 7 mm and fits 
through an aluminum sleeve as shown, The sleeve has an 
inner diameter of 8 mm and an outer diameter of 10 mm. 
The nut at A is adjusted so that it just presses up against 
the sleeve. H the assembly is originally at a temperature 
of T, = 20°C and then is heated to à temperature of 
T. = 100°C, determine the average normal stress in the 
bolt and the sleeve, E, = 200 GPa, Ey, = 70 GPa. ny = 
14(10 YPC, ay = 23(10 5/7^C. 
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This saw blade has grooves cut into it in 
order to relieve both the dynamic stress that 
develops within H as it rotates and the 
thermal stress that develops as it beats up 
Note the small circles at the end of cach 
groove. These serve to reduce the stress 
concentrations that develop at the end of 
each groove. 





4.7 Stress Concentrations 


In Sec. 4.1, it was pointed out that when an axial force is applied to a 
member, it creates a complex stress distribution within the localized 
region of the point of load application. Not only do complex stress 
distributions arise just under a concentrated loading, they can also arise 
at sections where the member's cross-sectional area changes For 
example, consider the bar in Fig. 4-21a, which is subjected to an axial 
force P. Here the once horizontal and vertical grid lines deflect into an 
irregular pattern around the hole centered in the bar. The maximum 
normal stress in the bar occurs on section a-, which is taken through the 
bar's smallest cross-sectional area. Provided the material behaves in à 
linear-elastic manner, the stress distribution acting on this section can be 
determined either from a mathematical analysis, using the theory of 
elasticity, or experimentally by measuring the strain normal to section 
a-a and then calculating the stress using Hooke's law, c = Ee. 
Regardless of the method used, the general shape of the stress 
distribution will be like that shown in Fig. 4-215. In a similar manner, if 
the bar has a reduction in its cross section, achieved using shoulder fillets 
as in Fig. 4-22a. then again the maximum normal stress in the bar will 
occur at the smallest cross-sectional area, section a-a, and the stress 
distribution will look like that shown in Fig 4-22, 








Actual stress distribution 
tb) 


MT. 





Average stress distribution 
fat (c) 


Fig. 4-21 
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In both of these cases, force equilibrium requires the magnitude of the 
resultant force developed by the stress distribution to be equal to P. In 
other words, 


P = zr (4-5) 
A 


This integral graphically represents the total volume under each of the 
stress-distribution diagrams shown in Fig. 4-21) or Fig. 4-224. The 
resultant P must act through the centroid of each volume. 

In engineering practice, the actual stress distributions in Fig, 4-215 and 
Fig. 4-22b do not have to be determined, Instead, only the maximum 
stress at these sections must be known, and the member is then designed 
to resist this stress when the axial load P is applied, Specific values of this 
maximum normal stress can be determined by experimental methods or 
by advanced mathematical techniques using the theory of elasticity. The 
results of these investigations are usually reported in graphical form using 
a stress-concentration factor K. We define K as a ratio of the maximum 
stress to the average normal stress acting at the cross section; Le., 


(4-6) 





Provided K is known. and the average normal stress has been calculated 
from yy = P/A, where A is the smallest cross-sectional area, 
Figs. 4-21c and 4-22c, then the maximum normal stress at the cross 
section is da, = K(P/A). 


ü 
— emu e 





Stress concentrations often anse al sharp 
corners on heavy machinery. Engineers 
can mitigate this effect hy using stiffeners 
welded to the corners. 








a Actual stress distribution 
Undisorted th) 





Distorted 
fa) (el 


Fig. 4-22 





Average ktress distribution 
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Specific values of K are generally reported in handbooks related to 
stress analvsis.* Examples are given in Figs, 4-24 and 4-25. Note that K 
is independent of the bar's material properties; rather, it depends only 
on the bar's geometry and the type of discontinuity. As the size r of 
the discontinuity is decreased, the stress concentration is increased. 
For example, if a bar requires a change in cross section, it has 
been determined that a sharp corner, Fig 4-23a, produces a stress- 
concentration factor greater than 3, In other words, the maximum 
normal stress will be three times greater than the average normal stress 
on the smallest cross section. However, this can be reduced to, say, 1.5 by 
introducing a fillet, Fig. 4-235. A further reduction can be made by 
means of small grooves or holes placed at the transition, Fig, 4-23c and 
4-234. In all of these cases these designs help to reduce the rigidity of the 
material surrounding the corners, so that both the strain and the stress 
are more evenly spread throughout the bar. 

The stress-concentration factors given in Figs. 4-24 and 4-25 were 
determined on the basis of a static loading, with the assumption that 
the stress in the material does not exceed the proportional limit. H the 
material is very brittle, the proportional limit may be at the fracture 
stress, and so for this material, failure will begin at the point of stress 
concentration. Essentially a crack begins to form at this point, and à 
higher stress concentration will develop at the tip of this crack. This. 
in turn, causes the crack to propagate over the cross section, resulting 
in sudden fracture. For this reason, it is very important to use stress- 
Fig. 4-23 concentration factors in design when using brittle materials. On the 
other hand, if the material is ductile and subjected to a static load, it is 
often not necessary to use stress-concentration factors since any stress 
that exceeds the proportional limit will not result in a crack. Instead, 
the material will have reserve strength due to yielding and strain- 
hardening. In the next section we will discuss the effects caused by this 
phenomenon, 

Stress concentrations are also responsible for many failures of 
structural members or mechanical elements subjected to fatigue 
loadings, For these cases, a stress concentration will cause the matenal to 
crack if the stress exceeds the material's endurance limit, whether or not 
the material is ductile or brittle. Here, the material localized at the tip of 
the crack remains in a brittle state, and so the crack continues to grow, 
leading to a progressive fracture, As a result, one must seek ways to limit 
the amount of damage that can be caused by fatigue. 








ie 





(di 


*Sec Lipson. C. and R. C. Juvinall, Handbook ef Stress and Sirengtét Macmillan. 
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Important Points 


* Stress concentrations occur at sections where the cross-sectional 
area suddenly changes. The more severe the change, the larger 
the stress concentration 


For design or analysis, it is only necessary to determine the 
maximum stress acting on the smallest cross-sectional area. This 
is done using a stress concentration factor, K, that has been 
determined through experiment and is only a function of the 
geometry of the specimen. 





* Normally the stress concentration in a ductile specimen that is 
subjected to a static loading will not have to be considered in 
design; however, if the material is bridle, or subjected to fatigue Failure of this steel pipe in tension occurred 


loadings, then stress concentrations become important, at its smallest cross-sectional area, which is 
through the hole. Notice how the maternal 
yielded around the fractured surface. 
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*4.8 Inelastic Axial Deformation 


Up to this point we have only considered loadings that cause the 
material of à member to behave elastically. Sometimes, however, à 
member may be designed so that the loading causes the material to yield 
and thereby permanently deform. Such members are often made from a 
highly ductile metal such as annealed low-carbon steel having a 
stress-strain diagram that is similar to that of Fig. 3-6 and for simplicity 
can be modeled as shown in Fig, 4-26b. A material that exhibits this 
behavior is referred to as being elastic perfectly plastic or elastoplastic. 

To illustrate physically how such a material behaves, consider the bar 
in Fig. 4-26a, which is subjected to the axial load P. If the load causes an 
elastic stress a. = d, to be developed in the bar, then applying Eq. 4-5. 
equilibrium requires P = fa, dA = oA, Furthermore, the stress z, 
causes the bar to strain e, as indicated on the stress-strain diagram, 
Fig. 4-26h. If P is now increased to P, such that it causes yielding of the 
material, that is, v = «y. then again P, = foy dA = my A. The load 
P, is called the plastic load since it represents the maximum load that can 
be supported by an elastoplastic material. For this case, the strains are 
not uniquely defined. Instead, at the instant wy is attained, the bar is first 
subjected to the yield strain ey, Fig. 4-265. after which the bar will 
continue to yield (or elongate) such that the strains €z, then es. etc., are 
generated. Since our “model” of the material exhibits perfectly plastic 
material behavior, this elongation will continue indefinitely with no 
increase in load. In reality, however, the material will, after some 
vielding, actually begin to strain-harden so that the extra strength it 
attains will stop any further straining. As a result. any design based on 
this behavior will be safe, since strain-hardening provides the potential 
for the material to support an additional load if necessary. 


or 


Ty 





(bi 


Fig. 4-26 
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Consider now the case of a bar having a hole through it as shown in 
Fig. 4-27a. As the magnitude of P is increased, a stress concentration 
occurs in the material at the edge of the hole, on section a-a. The stress 
here will reach a maximum value of, say, a, = G; and have a 
corresponding elastic strain of e, Fig. 4-27. The stresses and 
corresponding strains at other points on the cross section will be smaller, 
as indicated by the stress distribution shown in Fig. 4-27c. Equilibrium 
requires P = fø dA. In other words, P is geometrically equivalent to a — 
the “volume” contained within the stress distribution. If the load is now 
increased to P', so that o,,,, = my, then the material will begin to yield 
outward from the hole, until the equilibrium condition P' = fa dA is 
satisfied, Fig. 4-274. As shown, this produces a stress distribution that has 
a geometrically greater “volume” than that shown in Fig. 4-27c. A further 
increase in load will cause the material over the entire cross section to 
vield eventually. When this happens, no greater load can be sustained by 
the bar. This plastic load P, is shown in Fig. 4—27e. It can be calculated 
from the equilibrium condition 





hn = [oraa = yA my 
A 


“| 


where A is the bar's cross-sectional area at section a—a, 

The following examples illustrate numerically how these concepts é 
apply to other types of problems for which the material has elastoplastic s sp 
behavior. (bi 





(c) (di 





Fig. 4-27 
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*4.9 Residual Stress 


If an axially loaded member or group of such members forms a staticallv 
indeterminate system that can support both tensile and compressive 
loads, then excessive external loadings, which cause yielding of the 
material, will create residual! stresses in the members when the loads 
are removed. The reason for this has to do with the elastic recovery of the 
material that occurs during unloading. To show this, consider a prismatic 
member made from an elastoplastic material having the stress-strain 
diagram shown in Fig. 4-28. If an axial load produces a stress ary in the 
material and a corresponding plastic strain ec, then when the load is 
removed, the material will respond elastically and follow the line CD in 
order to recover some of the plastic strain. A recovery to Zero stress at 
point O' will be possible onlv if the member is statically determinate, 
since the support reactions for the member must be zero when the load is 
removed. Under these circumstances the member will be permanently 
deformed so that the permanent set or strain in the member is €. 

If the member is statically indeterminate, however, removal of the 
external load will cause the support forces to respond to the elastic 
recovery CD. Since these forces will constrain the member from full 
recovery, they will induce residual stresses in the member. To solve a 
problem of this kind, the complete cycle of loading and then unloading 
of the member can be considered as the superposition of a positive load 
(loading) on a negative load (unloading). The loading. O to C. results in à 
plastic stress distribution, whereas the unloading, along CD, results only 
in an elastic stress distribution. Superposition requires the loads to 
cancel; however, the stress distributions will not cancel, and so residual 
stresses will remain, 


Ty 








The bar in Fig. 4-29a is made of steel that is assumed to be elastic 
perfectly plastic, with ay = 250 MPa, Determine (a) the maximum 
value of the applied load P that can be applied without causing the 
steel to vield and (b) the maximum value of P that the bar can support. 
Sketch the stress distribution at the critical section for each case. 


SOLUTION 


Part (à). When the material behaves elastically, we must use a 
stress-concentration factor determined from Fig. 4-24 that is unique 
for the bar's geometry. Here 

r 4 mm ^ 

h (40mm ~ 8mm) nS 

ea df 

h — (40mm ~ 8mm) 


From the figure K = 1.75, The maximum load, without causing 
vielding, occurs when Omas —«y. The average normal stress is 
Tae = P/A. Using Eq.4-6, we have 


Z P 
Trax — Kay; ay = x(—) 
HEB. s 
(04X12 m) (0,032 m) 
Py = 9.14 kN Anx 


This load has been calculated using the smallest cross section. The 
resulting stress distribution is shown in Fig. 4-29b. For equilibrium, 
the “volume” contained within this distribution must equal 9.14 kN. 


Part (b). The maximum load sustained by the bar will cause all the 
material at the smallest cross section to yield. Therefore, as P is 
increased to the plastic load Pp, it gradually changes the stress 
distribution from the elastic state shown in Fig. 4-29h to the plastic 
state shown in Fig. 4-29c. We require 


250(10^) Pa = 175, 


ral a 
A 
P, 
(0.002 m)(0.032 m) 
P, = 16.0 kN Ans. 


gy = 


250/10) Pa = 


Here P, equals the “volume” contained within the stress distribution, 
which in this case is P, = vy A. 
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The rod shown in Fig. 4-30a has a radius of 5 mm and is made of 
an elastic perfectly plastic material for which ay = 420 MPa, E = 
A C P= 60kN š | 70GPa, Fig, 4-30c. If a force of P = 60 kN is applied to the rod and 
sa then removed, determine the residual stress in the rod. 
ym" 


fa) 


SOLUTION 
The free-body diagram of the rod is shown in Fig. 4-306. Application 
C P=0kN of the load P will cause one of three possibilities, namely, both 
segments AC and CB remain clastic, AC is plastic while CB is elastic, 
(b) or both AC and CB are plastic. + 
An elastic analysis, similar to that discussed in Sec. 4.4, will produce 
F4 = AS kN and Fy = IS kN at the supports. However, this results in 
à stress of 


45 kN 


PT; Tam ^ een > oy = aa Mie 


Tac 7 


___1SKN 
(0,005 m y 


(fcn = 191 MPa (tension) 


Since the material in segment AC will vield, we will assume that AC 
becomes plastic, while CB remains elastic. 
For this case, the maximum possible force developed in AC is 
(F a)y = ayA = 420(107) kKN/m [(0.005 m y] = 33.0 kN 
and from the equilibrium of the rod, Fig. 4-315, 
Fp = 60kN — 33.0kN = 27.0 kN 
The stress in each segment of the rod is therefore 
(ac = Ty = 420 MPa (compression) 


27.0 kN 


“Taare 


Ton 


The possibility of Cf becoming plastic before AC will not occur because when point C 
moves, the «ain in AC (since it is shorter) will always be Larger than the strain in CB. 
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Residual Stress. In order to obtain the residual stress, it is also 
necessary to know the strain in cach segment due to the loading. Since 
CB responds elastically, 


Rito (27.0 KN) (0-300 m) 


dc 7 AE (0.005 m" [70( 10") kN/n] 


= (0.001474 m 


a(MPa 


ác — 0001474 m 
ea EE Es Si c 01434 — 
0.100 m 14 ME CURE asain 


420(10^) N/m? 
70( 10") N/m? 


Therefore, when P is applied, the stress-strain behavior for the 
material in segment CB moves from O to A’, Fig. 4—30c, and the stress- 
strain behavior for the material in segment AC moves from O to B". If 
the load P is applied in the reverse direction, in other words, the load 
is removed, then an elastic response occurs and a reverse force of 
F4,-— 4SkN and Fy = ISKN must be applied to cach segment. 
As calculated previously, these forces now produce stresses 
mac = 573 MPa (tension) and mep = 191 MPa (compression), and as 
a result the residual stress in each member is 


(mac), = —420 MPa + 573 MPa = 153 MPa Ans 


(mcg), = 344 MPa — 191 MPa = 153 MPa Ans 


This residual stress is the same for both segments, which is to be 
expected. Also note that the stress-strain behavior for segment AC 
moves from B' to D' in Fig. 4—30e, while the stress-strain behavior for 
the material in segment CB moves from A’ to C' when the load is 
removed. 
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‘Two steel wires are used to lift the 

weight of 3 kip, Fig. 4-31a. Wire AB has 

an unstretched length of 20.00 ft and 

wire AC has an unstretched length of 

20.03 ft. If each wire has à cross- 

sectional area of 0.05 in^, and the steel 
aon! | 2008 can be considered elastic perfectly 
plastic as shown by the a-e graph in 
Fig, 4-314, determine the force in each 
wire and its elongation. 


Aarm 048 ft + Bye Initial position 


SOLUTION 
Once the weight is supported by both 
wires, then the stress in the wires 
depends on the corresponding strain, 
There are three possibilities, namely, the strains in both wires are 
elastic, wire AB is plastically strained while wire AC is elastically 
strained, or both wires are plastically strained. We will assume that AC 
remains elastic and AB is plastically strained. 

Investigation of the free-body diagram of the suspended weight, 
Fig. 4-31c, indicates that the problem is statically indeterminate. The 
equation of equilibrium is 


Final position 


Since AB becomes plastically strained then it must support its 
maximum load. 


Tan = Oy Aan = 50 ksi (0.05 in?) = 2,50 kip Ans 
Therefore, from Eq, 1, 
Tan, Tae Tac = 0,500 kip Ans 
Note that wire AC remains elastic as assumed since the stress in the 
wire is a ac = 0.500 kip/0.05 in^ = 10 ksi < 50 ksi. The corresponding 
elastic strain is determined by proportion. Fig. 4-315. Le., 
e.c _ 04017 
Mhksi — SO ksi 
eac = 0.000340 


NINY, e (in An) 


Ihi 


The elongation of AC is thus 
Bye = (0.000340) (20.03 ft) = 0.00681 ft 
And from Fig. 4—314, the elongation of AH is then 
San = 0.03 ft + 0.00681 ft = (0,0368 ft 
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üu ——— 


4-87. Determine the maximum normal stress developed 
in the bar when it is subjected to a tension of P = 8 kN. 


*4-88. If the allowable normal stress for the bar is 
(m.s. = 120 MPa, determine the maximum axial force P 
that can be applied to the bar. 






Au mm 





r = 1i mm 
20 mm 


Probs, 4—87/88 


*4-89. The member is to be made from a steel plate that is 
0.25 in. thick. If a 1-in. hole is drilled through its center, de- 
termine the approximate width w of the plate so that it can 
support an axial force of 3350 Ib. The allowable stress is 
Cuan = 22 ksi. 


0.25 in. 


3350 Ib 3350 Ih 





l in. 


Prob, 4-89 


4-90, The A-36 steel plate has a thickness of 12 mm. If 
there are shoulder fillets at B and C, and oy, = 150 MPa, 
determine the maximum axial load P that it can support. 
Caleulate its elongation, neglecting the effect of the fillets. 


r= 3 mim 
c 





Prob. 4-90 


4-91, Determine the maximum axial force P that can be 
applied to the bar. The bar is made from steel and has an 
allowable stress of Falim = 21 ksi, 


*4-92. Determine the maximum normal stress developed 
in the bar when it is subjected to a tension of P — 2 kip. 


0.125 in 


1.475 in. 


r— 025m 





Probs, 4-91/92 


*4-93. Determine the maximum normal stress developed 
in the har when it is subjected to a tension of P = SKN, 





Prob. 4-93 


4-94, The resulting stress distribution along section AB 
for the bar is shown. From this distribution, determine the 
upproximate resultant axial force P applied to the bar. Also, 
what is the stress-concentration factor for this geometry? 


0.5 mn. 
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4-95, The resulting stress distribution along section AB 
for the bar is shown. From this distribution, determine the 
approximate resultant axial force P applied to the bar. Also, 
what is the stress-cencentration factor for this geometry? 


0.5 in. 





Prob. 4-95 
*4-96. The resulting stress distribution along section AB 
for the bar is shown. From this distribution, determine the 
approximate resultant axial force P applied to the bar. Also, 
what is the stress-concentration factor for this geometry? 


10 mm 





30 MPa 


Prob, 4-96 


«4-97, The 300-kip weight is slowly set on the top of a post 
made of 2014-T6 aluminum with an A-36 steel core. I both 
materials can be considered elastic perfectly plastic, 
determine the stress in each material. 


Aluminum 








4-98. The bar has a cross-sectional area of (5 in? and is 
made of a material that has a stress—strain diagram that 
can be approximated by the two line segments shown, 
Determine the elongation of the bar due to the applied 


loading. 
A H Skip C skip 
= $t ——+ 21 + 


aikai 


40 
2 


e Cin fin.) 
DXN wo 


Prob. 4-98 


4-99, The rigid bar is supported by a pin at A and two 
steel wires, cach having a diameter of 4 mm, If the yield 
stress for the wires is my = 530 MPa, and EQ = 200 GPa, 
determine the intensity of the distributed load w that can 
be placed on the beam and will just cause wire EH to 
vield. What is the displacement of point G for this case? 
For the calculation, assume that the steel is elastic 
perfectly plastic. 


*4-100. The rigid bar is supported by a pin at A and two 
steel wires, cach having a diameter of 4 mm. If the yield 
stress for the wires is ey = 530 MPa, and E, = 200 GPa, 
determine (a) the intensity of the distributed loud w that 
can be placed on the beam that will cause only one of the 
wires to start to yield and (b) the smallest intensity of 
the distributed load that will cause both wires to yield. For 
the calculation, assume that the steel is elastic perfectly 
plastic. 








*4-101. The rigid lever arm is supported by two A-36 steel 
wires having the same diameter of 4 mm, If a force of 
P = 3kN is applied to the handle, determine the force 
developed in both wires and their corresponding clongations, 
Consider A-36 steel as an elastic-perfectly plastic material, 


4-102. The rigid lever arm is supported by two A-36 steel 
wires having the same diameter of 4 mm. Determine the 
smallest force P that will cause (a) only one of the wires to 
yield: (hb) both wires to yield. Consider A-36 steel as an 
clastic-perlectly plastic material, 





Probs, 4-101/102 


4-103. The three bars are pinned together and subjected 
to the load P. If cach bar has a cross-sectional area A, length 
L. and is made from an elastic perfectly plastic material, for 
which the vield stress is ey, determine the largest load 
(ultimate foad) that can be supported by the bars, ie., the 
load P that causes all the bars to yield. Also, what ts the 
horizontal displacement of point A when the load reaches 
its ultimate valuc? The modulus of elasticity is £. 





Prob. 4-103 
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*4-104, The rigid beam is supported by three 25-mm 
diameter A-36 steel rods If the beam supports the force of 
P — 230 kN, determine the force developed in cach rod. 
Consider the steel to be an elastic perfectly-plastic material. 


*4-105, The rigid beam is supported by three 25-mm 
diameter A-36 steel rods, If the force of P = 230 KN is 
applicd on the beam and removed, determine the residual 
stresses in each rod, Consider the steel to be an elastic 
perfectly-plastic material 





~ 4x) aic: 400 mm- 400 mm— 


Probs. 4104/105 


4-106, The distributed loading is applied to the rigid 
beam, which is supported by the three bars Each bar has à 
cross-sectional area of 1.25 in* and is made from a material 
having a stress-strain diagram that can be approximated by 
the two line segments shown. If a load of w = 25 kip/ft is 
applied to the beam, determine the stress in each bar and 
the vertical displacement of the heam 


4-107, The distributed loading is applied to the rigid 
beam, which is supported by the three bars. Each bar has 
ñ cross-sectional area of 0.75 in? and is made from a 
material having a stress-strain diagram that can be 
approximated by the two line segments shown. Determine 
the intensity of the distributed loading w needed to cause 
the beam to be displaced downward 1.5 in. 
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“4-108. The rigid beam is supported by the three posts A, 
B, and C of equal length, Posts A and C have a diameter of 
75 mm and are made of aluminum, for which E,, = 70 GPa 
and (ay), = 20 MPa. Post B has a diameter of 20 mm and 
is made of brass, for which F, = 100 GPa and 
(ory yy = 590 MPa. Determine the smallest magnitude of P 
so that (a) only rods A and C yield and (b) all the posts yield, 


*4-109, The rigid beam is supported by the three posts 
A, B, and C. Posts A and C have a diameter of 60 mm 
and are made of aluminum, for which E,, = 70 GPa and 
(oy}y 7 20 MPa. Post B is made of brass, for which 
Ew = 100 GPa and (ay), = 590 MPa. If P = 130 kN, 
determine the largest diameter of post H so that all the 
posts yield at the same time. 





—J m—|—2 m—|-2 m—|-2 m— 


Probs, 4-108/109 


4-110, The wire BC has a diameter of 0.125 in. and the 
material has the stress-strain characteristics shown in the 
figure. Determine the vertical displacement of the handle at 
D it the pull at the grip is slowly increased and reaches a 
magnitude of (a) P = 450 Ib, (b) P = 600 Ih. 


ns 


T 


in 


p 


| A 8 f^ 
2 8 7 
—— k Win 

P 
or (ksi) 


Ki 
TU 


a (Gn An | 
UT un 


Prob. 4-110) 





4-111. The bar having a diameter of 2 in. is fixed 
connected at its ends and supports the axial loud P. If the 
material is clastic perfectly plastic as shown by the 
stress—strain diagram, determine the smallest load P needed 
to cause segment CB to yield. If this load is released, 
determine the permanent displacement of point C. 


*4-112. Determine the elongation of the bar in 
Prob. 4-111 when both the load P and the supports are 
removed, 
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Probs, 4-111112 


e4-113, A material has a stress-strain diagram that can he 
described by the curve z = ce! Determine the deflection 
6 of the end of a rod made from this material if it has à 
length £., cross-sectional area A, and a specific weight y. 


L 


Prob. 4-113 





CHAPTER REVIEW 


When a loading is applied at à point on à body, it 
tends to create a stress distribution within the body 
that becomes more uniformly distributed at regions 
removed from the point of application of the load. 
This is called Saint-Venant's principle. 


The relative displacement at the end of an axially 
loaded member relative to the other end is 
determined from 


t Pix) dx 
a / AE 


Tí a series of concentrated external axial forces are 
applied to a member and AF is also constant for 
the member, then 





For application, it is necessary to use a sign 
convention for the internal load P and displacement 
ñ. We considered tension and elongation as positive 
values Also, the material must not vield, but rather 
it must remain linear elastic. 


Superposition of load and displacement is possible 
provided the material remains linear clastic and 
no significant changes in the geometry of the 
member occur afier loading. 


The reactions on a statically indeterminate bar can 
be determined using the equilibrium equations 
and compatibility conditions that specify the 
displacement at the supports. These displacements 
are related to the loads using à load-displacement 
relationship such as á = PL/ AE. 
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A change in temperature can cause à member 
made of homogencous isotropic material to change 
its length by 


6 = nATI. 


If the member is confined, this change will produce 
thermal stress in the member, 


Holes and sharp transitions at a cross scction will 
create stress concentrations. For the design of à 
member made of brittle material one obtains the 
stress concentration factor K from a graph. which 
has been determined from experiment, This value is 
then multiplied by the average stress to obtain the 
maximum stress at the cross section. 


Trax = Koay 


If the loading in a bar made of ductile material 
causes the material to yield, then the stress 
distribution that is produced can be determined 
from the strain distribution and the stress-strain 
diagram, Assuming the material is perfectly plastic, 
yielding will cause the stress distribution at the 
cross section of a hole or transition to even out and 
become uniform. 


If à member is constrained and an external loading 
causes yielding, then when the load is released. it 
will cause residual stress in the member. 
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P4-1 


P+. The concrete footing A was poured when this column 
was pul in place. Later the rest of the foundation slab was 
poured. Can you explain why the 45" cracks occurred at cach 
corner? Can you think of a better design thal would avoid 
such cracks? 





P4-2, The row of bricks, along with mortar and an internal 
steel remlorcing rod, was intended to serve as a lintel beam to 
support the bricks above this ventilation opening on an 
exterior wall of a building. Explam what may have caused the 
bricks to fail in the manner shown. 
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4-114. The 2014-T6 aluminum rod has a diameter of (1.5 in, 
and is lightly attached to the rigid supports at A and B when 
T, = 70°F. H the temperature becomes T; = —10°F, and 
an axial force of P = 161b is applied to the ngid collar as 
shown, determine the reactions at A and B. 


4-185. The 2014-T6 aluminum rod has a diameter of 
0.5 in. and is lightly attached to the rigid supports at A 
and B when T, = 70°F, Determine the force P that must 
bc applied to the collar so that. when T = 0"F, the 
reaction at B is zero. 





Probs. 114/115 


*4-116. The rods cach have the same 25-mm diameter 
and 60l-mm length. If they are made of A-36 steel, 
determine the forces developed in cach rod when the 
temperature increases to SI^ C. 





Proh. 4-116 


*4-117. Two A-36 steel pipes each having à cross- 
sectional area of 0.32 in", arc screwed together using a 
union at Æ as shown, Onginally the assembly is adjusted so 
that no load is on the pipe. If the union is then tightened 
so that its screw, having a lead of U.15 in. undergoes two full 
turns, determine the average normal stress developed in the 
pipe. Assume that the union at B and couplings at A and C 
are rigid. Neglect the size of the union. Note: The lead would 
cause the pipe. when unloaded. to shorten 0.15 in. when the 
union is rotated one revolution, 





Proh. 4-117 


4-118. The brass plug is force-fitted into the rigid casting. 
The uniform norma! bearing pressure on the plug is 
estimated 10 be 15 MPa. If the coefficient of static friction 
between the plug and casting is je = 0.3, determine the 
axial force P needed to pull the plug out. Also, caleulate the 
displacement of end B relative to end A just before the plug 
starts to slip out. Es = 98 GPa, 





Prob. 4-118 





4-119, The assembly consists of two bars AB and CD of 
the same material having a modulus of elasticity F, and 
cocfficient of thermal expansion ej, and a bar EF having à 
modulus of elasticity F; and coefficient of thermal 
expansion as. All the bars have the same length L and 
cross-sectional area A. H the rigid beam is originally 
horizontal at temperature T, determine the angle it makes 
with the horizontal when the temperature is increased 
to Ta 





Prob, 4-119 
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*4-120. The rigid link is supported by a pin at A and two 
A-36 steel wires, each having an unstretched length of 12 in, 
and cross-sectional arca of (40125 in^. Determine the force 
developed in the wires when the link supports the vertical 
load of 350 Ib. 





3530 Ih 


Prob. 4-120 





[he tarsional stress and angle of twist of this soil auger depend upon the output of 


the machine turning the bit as well as the resistance of the soil in contact vath the 
shaft 





Torsion 





CHAPTER OBJECTIVES 


In this chapter we will discuss the effects of applying s torsional 
loading to a long straight member such as a shaft or tube. Initially we 
will consider the member to have a circular cross section, We will show 
how to determine both the stress distribution within the member and 
the angle of twist when the material behaves in a linear elastic manner 
and also when it is inelastic. Statically indeterminate analysis of shafts 
and tubes will also be discussed, along with special topics that include 
those members having noncircular cross sections. Lastly, stress 
concentrations and residual stress caused by torsional loadings will be 
given special consideration. 





5.1 Torsional Deformation 
of a Circular Shaft 


Torque is a moment that tends to twist a member about its longitudinal 
axis. Its effect is of primary concern in the design of axles or drive shafts 
used in vehicles and machinery, We can illustrate physically what 
happens when a torque is applied to a circular shaft by considering 
the shaft to be made of a highly deformable material such as rubber, 
Fig. 5-la, When the torque is applied, the circles and longitudinal grid 
lines originally marked on the shaft tend to distort into the pattern 
shown in Fig. 5-1). Note that twisting causes the circles to remain circles, 
and each longitudinal grid line deforms into a helix that intersects the 
circles at equal angles, Also, the cross sections from the ends along the 
shaft will remain flat—that is, they do not warp or bulge in or out — and 
radial lines remain straight during the deformation, Fig. 5-15. From these 
observations we can assume that if the angle of twist is small, the length 
of the shaft and its radius will remain unchanged. 
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Belore deformation 
fa) 






Circles remain 
circular 


Longitudinal 
lines hecome 
twisted 






Rudial lines 
remain straight 


Alter deformation 
Ihi 


Fig. 5-1 





Notice the deformation of the rectangular 
element when this rubber har m subjected 
to a torque. 





If the shaft is fixed at one end and a torque is applied to its other end, 
the dark green shaded plane in Fig. 5-2 will distort into a skewed form as 
shown. Here a radial line located on the cross section at a distance x from 
the fixed end of the shaft will rotate through an angle (x). The angle 
dx). so defined, is called the angle of twist. It depends on the position x 
and will vary along the shaft as shown. 

In order to understand how this distortion strains the material, we will 
now isolate à small element located at à radial distance p (rho) from the 
axis of the shaft, Fig. 5-3. Due to the deformation as noted in Fig. 5-2, the 
front and rear faces of the element will undergo à rotation — the back 
face by (x), and the front face by f(x) + Ad. Asa result, the difference 
in these rotations, Ad. causes the element to be subjected to a shear 
strain, To calculate this strain, note that before deformation the angle 
between the edges AB and AC is 907; after deformation, however, the 
edges of the element are AD and AC and the angle between them is 6'. 
From the definition of shear strain, Ey. 2-4. we have 






Undeformed 
plane 


The angle of twist dx) increases as x increases 


Fig. 5-2 
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This angle, y. is indicated on the element, It can be related to the length 
Ax of the element and the angle Ad between the shaded planes bv 
considering the length of are BD, that is 


BD = pad = Axy 


Therefore. if we let Ax —5 dx and Ad — d. 


— 6-1) 


Since dx and dq are the same for all elements located at points on the 
cross section at x, then dd/dx is constant over the cross section, and 
Eq. 5-1 states that the magnitude of the shear strain for any of these 
elements varies only with its radial distance p from the axis of the shaft. 
In other words, the shear strain within the shaft varies linearlv along any 
radial line. from zero at the axis of the shaft to à maximum yma at its 
outer boundary, Fig. 5-4. Since dh/dx = y/p = Ymas/€. then 


y (£ na (5-2) 


c 


The results obtained here are also valid for circular tubes. They 
depend only on the assumptions regarding the deformations mentioned 
above, 





The shear strain af points on 
the cross section increases linearly 
with p, be., y {p/m 


Fig. £4 








Deformed 
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Undeformed 
plane 


Shear strain of clement 


- 
. 





Fig. 5-3 
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5.2 The Torsion Formula 


When an external torque is applied to a shaft it creates a corresponding 
internal torque within the shaft. In this section, we will develop an 
equation that relates this internal torque to the shear stress distribution 
on the cross section of a circular shaft or tube. 

If the material is linear-elastic, then Hooke's law applies, 7 = Gy, and 
consequently a linear variation in shear strain. as noted in the previous 
section, leads to a corresponding linear variation in shear stress along 
any radial line on the cross section. Hence, r will vary from zero at the 
shaft's longitudinal axis to à maximum value, Tmax, at its outer surface, 
This variation is shown in Fig. 5-5 on the front faces of a selected number 
of elements, located at an intermediate radial position p and at the outer 
radius c. Due to the proportionalitv of triangles, we can write 


q= aie (5-3) 


This equation expresses the shear-stress distribution over the cross section 
in terms of the radial position p of the element, Using it, we can now apply 
the condition that requires the torque produced by the stress distribution 
over the entire cross section to be equivalent to the resultant internal 
torque T at the section, which holds the shaft in equilibrium, Fig. 5-5. 





Shear stress varies linearly along 
cach radial Ime of the cross section 


Fig. 5-5 





Specifically, cach element of area dA. located at p, is subjected 
to a force of dF = dA. The torque produced by this force is 
dT = pit dA). We therefore have for the entire cross section 


T = n dA) = [ofS oan dA (6) 
A A MC 


Since 7,,,,/c is constant, 


To DM jf dA (5-5) 


c A 


The integral depends only on the geometry of the shaft. It represents 
the polar moment of inertia of the shaft's cross-sectional area about the 
shaft's longitudinal axis. We will symbolize its value as J, and therefore 
the above equation can be rearranged and written in à more compact 
form. namelv. 


(5-6) 





= the maximum shear stress in the shaft, which occurs at the 
outer surface 


T = the resultant internal torque acting at the cross section. Its value 
is determined from the method of sections and the equation of 
moment equilibrium applied about the shaft's longitudinal axis 


J — the polar moment of inertia of the cross-sectional area 
c = the outer radius of the shaft 


Combining Eqs. 5-3 and 5-6, the shear stress at the intermediate 
distance p can be determined from 


(5-7) 





Either of the above two equations is often referred to as the forsion 
formula. Recall that it is used only if the shaft is circular and the material 
is homogeneous and behaves in a linear clastic manner, since the 
derivation is based on Hooke's law. 


5.2 THE TORSION FORMULA 
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dp 





Fig. 5-6 








Shear stress varies linearly along 
cach radial line of the cross section, 
(hy 


Fig, 5-7 





Solid Shaft. 1t the shaft has a solid circular cross section, the polar 
moment of inertia J can be determined using an area clement in the form 
of a differential ring or annulus having a thickness dp and circumference 
2mp. Fig. 5-6. For this ring, dA = 2p dp, and so 


i= | pP dA = [ P (2mp dp) = 27 [ p dp = ist) 
A n p 4 


J= 2 (5-8) 





Note that J is a geometric property of the circular area and is always 
positive. Common units used for its measurement are mm! or in’, 

The shear stress has been shown to vary linearly along cach radial line 
of the cross section of the shaft. However, if an element of material on 
the cross section is isolated, then due to the complementary property of 
shear, equal shear stresses must also act on four of its adjacent faces as 
shown in Fig. 5-7a. Hence. not only does the internal torque T develop a 
linear distribution of shear stress along each radial line in the plane of 
the cross-sectional area, but also an associated shear-stress distribution 
is developed along an axial plane, Vig. 57b. It is interesting to note that 
because of this axial distribution of shear stress, shafts made from wood 
tend to split along the axial plane when subjected to excessive torque, 
Fig. 5-8. This is because wood is an anisotropic material. Its shear 
resistance parallel to its grains or fibers, directed along the axis of the 
shaft, is much less than its resistance perpendicular to the fibers, directed 
in the plane of the cross section. 








Failure of à wooden shaft due to torsion. 


Fig. 5-8 





Tubular Shaft. ifa shaft has a tubular cross section, with inner radius C 
and outer radius c,,, then from Eq. 5-8 we can determine its polar moment 
of inertia by subtracting J for a shaft of radius c; from that determined 
for a shaft of radius c,. The result is 


Like the solid shaft, the shear stress distributed over the tube's 
cross-sectional area varies linearly along any radial line, Fig. 5-9a. 
Furthermore, the shear stress varies along an axial plane in this same 
manner, Fig. 5-9b. 


Absolute Maximum Torsional Stress. If the absolute 
maximum torsional stress is to be determined, then it becomes important 
to find the location where the ratio Tc/J is a maximum. In this regard, it 
may be helpful to show the variation of the internal torque T at each 
section along the axis of the shaft by drawing a torque diagram. which is 
à plot of the internal torque T versus its position x along the shaft's length. 
Asa sign convention, T will be positive if by the right-hand rule the thumb 
is directed outward from the shaft when the fingers curl in the direction 
of twist as caused by the torque, Fig. 5-5. Once the internal torque 
throughout the shaft is determined, the maximum ratio of Tc/J can then 
be identified. 
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This tubular drive shaft for à truck 
was subjected to an excessive torque, 
resulting in failure caused by yielding of 
the material. 








Shear stress varies linearly along 
each radial line of the cross section 
(b) 


(a) 
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Important Points 


When a shaft having a circular cross section is subjected to a torque, the cross section remains plane while 
radial lines rotate. This causes a shear strain within the material that varies linearly along any radial line, 
from zero at the axis of the shaft to a maximum at its outer boundary, 


For linear elastic homogeneous material the shear stress along any radial line of the shaft also varies 
linearly, from zero at its axis to a maximum at its outer boundary. This maximum shear stress must not 
exceed the proportional limit. 

Due to the complementary property of shear, the linear shear stress distribution within the plane of the 
cross section is also distributed along an adjacent axial plane of the shaft. 

The torsion formula is based on the requirement that the resultant torque on the cross section is equal to the 
torque produced by the shear stress distribution about the longitudinal axis of the shaft. It is required that 
the shaft or tube have a circular cross section and that it is made of homogeneous material which has 
linear-elastic behavior. 


| Procedure for Analysis 


The torsion formula can be applied using the following procedure. 


Internal Loading. 


* Section the shaft perpendicular to its axis at the point where the shear stress is to be determined, and use 
the necessary free-body diagram and equations of equilibrium to obtain the internal torque at the section. 


Section Property. 
* Calculate the polar moment of inertia of the cross-sectional arca. For a solid section of radius ¢,J = mc'/2, 
and for a tube of outer radius c, and inner radius c; J = mich — ef)/2. 


Shear Stress. 


* Specify the radial distance p, measured from the center of the cross section to the point where the shear 
stress is to be found. Then apply the torsion formula 7 = Tp/J, or if the maximum shear stress is to be 
determined use Twas © Tc/J. When substituting the data, make sure to use à consistent set of units. 


* The shear stress acts on the cross section in à direction that is always perpendicular to p. The force it 
creates must contribute a torque about the axis of the shaft that is in the same direction as the internal 
resultant torque T acting on the section. Once this direction is established, a volume element located at the 
point where r is determined can be isolated. and the direction of r acting on the remaining three adjacent 
faces of the element can be shown. 





The solid shaft of radius c is subjected to a torque T, Fig, 5-10a. 
Determine the fraction of T that is resisted by the material contained 
within the outer region of the shaft, which has an inner radius of c/2 
and outer radius c. 


SOLUTION 
The stress in the shaft varies linearly, such that r = (p/c)754.. Eq. 5-3. 
Therefore, the torque d7' on the ring (area) located within the 
lighter-shaded region, Fig. 5-105, is 

dT’ = p(r dA) = p(p/c)raus(2mp dp) 


For the entire lighter-shaded area the torque is 
T'- wm f p dp 
c rf 


— 27Tas 1 ¿| 
€ 4 cea 


So that 


157 1 
E UE eal i » | 
Tp i 
This torque T” can be expressed in terms of the applied torque T 
bv first using the torsion formula to determine the maximum stress in 
the shaft. We have 


Substituting this into Eq. 1 vields 


; 1:15 
T is^ Ans 


NOTE: Here, approximately 94% of the torque is resisted by the 
lighter-shaded region, and the remaining 6% (or 4) of T is resisted 
by the inner "core" of the shaft, p = 0 to p = c/2, As a result, the 
material located at the outer region of the shaft is highly effective in 
resisting torque, Which justifies the use of tubular shafts as an efficient 
means for transmitting torque, and thereby saving material. 
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(b) 
Fig. 5-10 
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42.5 kipsin 


j 30 kipin. 





The shaft shown in Fig. 5-114 is supported by two bearings and is 
subjected to three torques. Determine the shear stress developed at 
points A and B. located at section a-a of the shaft, Fig. 5-11c. 


a S kiprin. 42.5 kip-in, 


SOLUTION 
Internal Torque. The bearing reactions on the shaft are 
zero, provided the shaft’s weight is neglected. Furthermore, 
the applied torques satisfy moment equilibrium about the 
shaft's axis. 

The internal torque at section a-a will be determined from 
the free-body diagram of the left segment, Fig. 5-115. We have 


=M, =; 42.5kip-in.—30kip-in.-—T=0 T= 125 kip+in. 


Section Property. The polar moment of inertia for the shaft is 


J= (075 in.)* = 0.497 in? 


Shear Stress. Since point A is at p = c = 075 in., 


Te (12.5 kip-in.)(0.75 in.) 


T = 18.9 ksi Ans 
A^ er (0.497 in*) 


Likewise for point B, at p = 0.15 in., we have 


(0.497 in^) ins 


NOTE: The directions of these stresses on each element at A and B. 
Fig. 5-11c, are established from the direction of the resultant internal 


torque T, shown m Fig. 5-115. Note carefully how the shear stress acts 
on the planes of each of these elements. 





The pipe shown in Fig. 5-124 has an inner diameter of 80 mm and an 
outer diameter of HX) mm. If its end is tightened against the support at 
A using a torque wrench at B, determine the shear stress developed in 
the material at the inner and outer walls along the central portion of 
the pipe when the 80-N forces are applied to the wrench. 


SOLUTION 

Internal Torque. A section is taken at an intermediate location C 
along the pipe's axis, Fig. 5-125. The onlv unknown at the section is 
the internal torque T. We require 


EM, = 0; 80N(03m) + SON(02m)- T = 0 
T =40N-m 


Section Property. The polar moment of inertia for the pipe's 
cross-sectional area is 


J= F1(005 m)* — (0.04 m)*| = 5.796(10-*) m 


Shear Stress. For any point lying on the outside surface of the pipe, 
p = c, = 0.05 m, we have 


Tc, 40N+m (0.05 m) 
SS ee 


= 0,345 MP An 

J ^ 5796010 ") m° g a, 
And for any point located on the inside surface, p = c, = 0.04 m, so 
that 


Tc,  A40N-*m((.04 m) 


7; 7 5.796(10°% my 0.276 MPa Aux 
NOTE: To show how these stresses act at representative points D 
and E on the cross-section, we will first view the cross section from the 
front of segment CA of the pipe, Fig, 5-124. On this section, Fig, 5-12«, 
the resultant internal torque is equal but opposite to that shown in 
Fig. 5-125. The shear stresses at D and E contribute to this torque and 
therefore act on the shaded faces of the elements in the directions 
shown. As a consequence, notice how the shear-stress components act 
on the other three faces. Furthermore, since the top face of D and the 
inner face of E are in stress-free regions taken from the pipe's outer 
and inner walls, no shear stress can exist on these faces or on the other 
corresponding faces of the elements. 
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Fig. 5-12 





189 








190 CHAPTER S TORSION 


5.3 Power Transmission I 


Shafts and tubes having circular cross sections are often used to transmit 
power developed by a machine, When used for this purpose, they are 
subjected to a torque that depends on the power generated by the 
machine and the angular speed of the shaft. Power is defined as the work 
performed per unit of time. Also. the work transmitted by a rotating shaft 
equals the torque applied times the angle of rotation, Therefore, if during 
an instant of time dr an applied torque T causes the shaft to rotate d0, 
then the instantaneous power is 





_ Tan 
The chain drive transmits the torque dt 
developed by the electric motor to the shaft. Qinni : deu t ^: — — 
š š v = .W $ 

The siwar developed inthe hah depends nce the shafts angular velocity is w = dé/dt, we can express the 
upon the power transmitted by the motor Power as 
and the rate of rotation of the connecting - 
shaft. P = Ta. iei, (5-10) 

In the SI system, power is expressed in wans when torque is 


measured in newton-meters (N*m) and w is in radians per second 
(rad/s) (1 W = 1 N: m/s). In the FPS system, the basic units of power 
are foot-pounds per second (ft*Ib/s): however, horsepower (hp) is 
often used in engineering practice, where 


| hp = 550 ft- Ib/s 


For machinery, the frequency of a shafts rotation, f, is often reported. 
This is a measure of the number of revolutions or cvcles the shaft 
makes per second and is expressed in hertz (1 Hz = 1 cycle/s). Since 
l cycle = 27 rad, then w = 2mf, and so the above equation for power 


becomes 


Shaft Design. When the power transmitted by a shaft and its 
frequency of rotation are known, the torque developed in the shaft can be 
determined from Eq. 5-11, that is T = P/2-7f. Knowing T and the 
allowable shear stress for the material, 7,5, We can determine the size of 
the shaft's cross section using the torsion formula, provided the material 
behavior is linear elastic. Specifically, the design or geometric parameter 
J/e becomes 





£ š (5-12) 
e 


T allow 
For a solid shaft, J = (7/2)c*, and thus, upon substitution, a unique value 
for the shaft's radius c can be determined. If the shaft is tubular. so that 
J = (m/2)/c — cj). design permits a wide range of possibilities for the 
solution. This is because an arbitrary choice can be made for either c, or 
c, and the other radius can then be determined from Eq. 5-12. 
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A solid steel shaft AB shown in Fig. 5-13 is to be used to transmit 
5 hp from the motor M to which it is attached. If the shaft rotates 
at w = 175 rpm and the steel has an allowable shear stress of 
Ti w = 14.5 ksi, determine the required diameter of the shaft to the 
nearest š in. 


Fig. 5-13 


SOLUTION 

The torque on the shaft is determined from Eq. 5-10, that is P = Tw. 
Expressing P in foot-pounds per second and w in radians/second, 
we have 


550 ft -Ib/s 


P=5hp a) = 2750 ft * Ib/s 
175 — — a min 


w = 


| rev 40s 


= 18.33 
eda ) 18.33 rad/s 


Thus, 
P = Tu: 2750 ft-Ib/s = T(18.33 rad/s) 
T = 159.1 ft* Ib 
Applying Eq. 5-12 vields 
T 


T allow 


n, | 2T y 3 — — 


€ = 0429 in, 


Since 2c = 0.858 in., select a shaft having a diameter of 


7 
d = 8 in. = 0.875 in. 
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| FUNDAMENTAL PROBLEMS 








FS- The solid circular shaft i$ subjected to an internal 
torque of T = 5 kN*m. Determine the shear stress 
developed at points A and B. Represent each state of stress 
on a volume element. 





* 
FS-2. The hollow circular shaft is subjected to an internal 


torque of T = LOkKN+m, Determine the shear stress 
developed at points A and B. Represent each state of stress 
on a volume clement. 






) T = l kN-m 
> 


FS-3. The shaft is hollow from A to B and solid [rom B to 
C. Determine the maximum shear stress developed in the 
shaft. The shalt has an outer diameter of 80 mm, and the 
thickness of the wall of the hollow segment is 10 mm, 








FS. Determine the maximum shear stress developed in 
the 4mm diameter shaft. 


150 mm 








N 100 mm 






Fs-4 


FSS. Determine the maximum shear stress developed in 
the shaft at section a—a, 


Section a-4 


F$-6. Determine the shear stress developed at point A on 
the surface of the shaft. Represent the state of stress on 
à volume element at this point. The shaft has à radius of 
40 mm. 








= PROBLEMS 
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*&-]. A shaft is made of a steel alloy having an allowable 
shear stress of Tuloy = 12 ksi. If the diameter of the shaft is 
15 in. determine the maximum torque T that can be 
transmitted, What would be the maximum torque T” if a 
1-in.-diameter hole is bored through the shaft? Sketch the 
shear-stress distribution along à radial line in each case. 





Prob. 5-1 


§-2. The solid shaft of radius r is subjected to a torque T. 
Determine the radius e' of the inner core of the shaft that 
resists one-half of the applied torque (7/2). Solve the 
problem two ways: (a) by using the torsion formula, (b) by 
finding the resultant of the shear-stress distribution 





Prob, 5-2 


5-3. The solid shaft is fixed to the support at C and 
subjected to the torsional loadings shown, Determine the 
shear stress at points A and B and sketch the shear stress on 
volume elements located at these points. 





10 kN-m 


*5-4. The tube is subjected to a torque of 750 N «m. 
Determine the amount of this torque that is resisted by the 
pray shaded section, Solve the problem two ways: (a) by 
using the torsion formula, (b) by finding the resultant of the 
shear-stress distribution, 





$-8. The copper pipe has an outer diameter of 40 mm and 
an inner diameter of 57 mm, If it is tightly secured to the wall 
at A and three torques are applied to it as shown. determine 
the absolute maximum shear stress developed in the pipe. 


Prob, 5-5 





80 Nem 


$-6. The solid shaft has a diameter of 0.75 in. If it is 
subjected to the torques shown, determine the maximum 
shear stress developed in regions BC and DE of the shaft. 
The bearings at A and F allow {ree rotation of the shalt, 


$-7. The solid shaft has a diameter of 0.75 in. If it is 
subjected to the torques shown, determine the maximum 
shear stress developed in regions CD and EF of the shaft. 
The bearings at A and F allow frec rotation of the shaft, 
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*&-8, The solid 30-mm-diameter shaft is used to transmit 
the torques applied to the gears Determine the absolute 
maximum shear stress on the shaft. 


300 Nem 


Su) N-m 





Mi Nem 


*4X) mm 


Prob. 5-8 


*5-9, The shalt consists of three concentric tubes, cach 
made from the same material and having the inner and 
outer radii shown, [fa torque of T = 800 N+ m is applied to 
the rigid disk fixed to its end, determine the maximum shear 
stress in the shaft, 





Prob. 5-9 


8-10, The coupling is used to connect the two shafts 
together, Assuming that the shear stress in the bolts is 
uniform, determine the number of bolts necessary to make 
the maximum shear stress in the shaft equal to the shear 
stress in the bolts Each bolt has a diameter d. 


5-11. The assembly consists of two sections of galvanized 
steel pipe connected together using a reducing coupling at B. 
The smaller pipe has an outer diameter of 0.75 in. and an 
inner diameter of 0,68 in., whereas the larger pipe has an 
outer diameter of | in. and an inner diameter of 0.86 in. Tf 
the pipe is tightly secured to the wall at C, determine the 
maximum shear stress developed in cach section of the pipe 
when the couple shown is applied to the handles of the 
wrench. 





151b 


Prob, £-11 


*8-12. The motor delivers a torque of 50 N +m to the shalt 
AB. This torque is transmitted to shaft CD using the gears 
at E and F, Determine the equilibrium torque T' on shaft 
CD and the maximum shear stress in each shaft The 
bearings B, C, and D allow free rotation of the shafts, 


*8-13, Tithe applied torque on shaft CD is T' = 7$ N* m, 
determine the absolute maximum shear stress in each shaft. 
The bearings B. C, and D allow free rotation of the shafts. 
and the motor holds the shafts fixed from rotating 










5-14, The solid 50-mm-diameter shaft is used to transmit 
the torques applied to the gears Determine the absolute 
maximum shear stress in the shafi, 





500 mm 


Proh. 5-14 


5-15, The solid shaft is made of material that has an 
allowable shear stress of ty). = 10 MPa. Determine the 
required diameter of the shaft to the nearest mm. 


*S-16. The solid shaft has a diameter of 30 mm. 
Determine the absolute maximum shear stress in the shaft 
and sketch the shear-stress distribution along a radial linc 
of the shalt where the shear stress is maximum. 





Probs. 15/16 
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*8-17. The rod has a diameter of 1 in. and à weight of 
10 Ibit Determine the maximum torsional stress in the rod 
at a section located at A duc to the rod's weight, 


S-18. The rod has à diameter of 1 in. und a weight of 
15 Ib/ft. Determine the maximum torsional stress in the rox! 
at a section located at B due to the rod's weight. 





Probs, 5-17/18 


5-19, Two wrenches are used to lighten the pipe. If P = 
300 N is applied to cach wrench, determine the maximum 
torsional shear stress developed within regions AB and BC. 
The pipe has an outer diameter of 25 mm and inner 
diameter of 20 mm. Sketeh the shear stress distribution for 
both cases. 


*&-20. Two wrenches are used to tighten the pipe, If the 
pipe is made from a material having an allowable shear stress 
Of Tui, = 85 MPa, determine the allowable maximum force 
P that can be applied to each wrench, The pipe has an outer 
diameter of 25 mm and inner diameter of 20 mm. 


250 mm 


Probs. 5-19/20 
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*5-21, The &U-mm-diameter solid shaft is subjected to the 
distributed and concentrated torsional loadings shown, 
Determine the absolute maximum and minimum shear 
stresses on the outer surface of the shaft and specify their 
locations, measured from the fixed end A. 


$22. The solid shaft is subjected to the distributed and 
concentrated torsional loadings shown, Determine the 
required diameter d of the shaft to the nearest mm if the 
allowable shear stress for the material is fyne = 50 MPa. 





§-23, Consider the general problem of a circular shall 
made from yt segments each having a radius of ¢,,. I there 
are n torques on the shalt as shown, write à computer 
program that can be used to determine the maximum shear 
stress at any specified location x along the shaft. Show an 
application of the program using the values L; = 2 ft. 
c; = 2in. La = 4ft. c; = Lin, T, = BOÜOIb*ft d, = 0. 
T4 = -600 Ibe ft, dy = 5 ft 





48-24, The copper pipe has an outer diameter of 2.50 in, 
and an inner diameter of 2.30 in. IF it is tightly secured to the 
wall at C and a uniformly distributed torque is applied to it 
as shown, determine the shear stress developed at points A 
and B, These points lie on the pipe's outer surface. Sketch 
the shear stress on volume elements located at A and B. 


*5-25, The copper pipe has an outer diameter of 2,50 in, 
and an inner diameter of 2.30 in. Tf it is tightly secured to 
the wall at C and it is subjected to the uniformly distributed 
torque along its entire length, determine the absolute 
maximum shear stress in the pipe, Discuss the validity of 
this result, 





5-26. A cylindrical spring consists of a rubber annulus 
bonded to a rigid ring and shaft. If the ring is held fixed and 
a torque T is applied to the shaft, determine the maximum 
shear stress in the rubber. 





5-27, The A-36 steel shalt is supported on smooth 
bearings that allow it to rotate freely. If the gears are 
subjected to the torques shown, determine the maximum 
shear stress developed in the segments AB and BC. The 
shaft has a diameter of 40 mm. 


*5-28, The A-36 steel shaft is supported on smooth 
bearings that allow it to rotate freely. If the gears arc 
subjected to the torques shown, determine the required 
diameter of the shaft to the nearest mm if 7,,,, = 60 MPa 


0 Neen 
— 






TX) N-m 


200 N-m 


Probs, 5-27/28 


*8-29. When drilling a well at constant angular velocity, 
the bottom end of the drill pipe encounters a torsional 
resistance T ,, Also, soil along the sides of the pipe creates à 
distributed frictional torque along its length, varying 
uniformly from zero at the surface B tof, at A. Determine 
the minimum torque Ta that must be supplied by the drive 
unit to overcome the resisting torques, and compute 
the maximum shear stress in the pipe. The pipe has an outer 
radius r, and an inner radius r, 
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S-30. The shaft is subjected to a distributed torque along 
its length oft = (103?) N - m/m, where x is in meters If the 
maximum stress in the shaft is to remain constant at 
RO MPa, determine the required variation of the radius c of 
the shaft for 0 = x = 3m 





Prob, 5-30 


S-34. The solid steel shaft AC has a diameter of 25 mm and 
is supported by smooth bearings at D and F. Tt is coupled to 
a motor at C, which delivers 3 kW of power to the shaft 
while it is turning at 50 rev/s. If gears A and R remove | kW 
and 2 kW, respectively, determine the maximum shear stress 
developed in the shaft within regions AB and BC. The shaft 
is free to turn in its support bearings D and E, 


1kW 3kW 





Prob. 5-31 


*§-32, The pump operates using the motor that has a 
power of 85 W. If the impeller at B is turning at 150 rev/min, 
determine the maximum shear stress developed in the 
20-mm «diameter transmission shaft at A 





Proh. 5-32 
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*5-33, The gear motor can develop 2 hp when it turns at 
450 rev/min, H the shaft has a diameter of | in., determine 
the maximum shear stress developed in the shalt. 


5-34, The gear motor can develop 3 hp when it turns at 
150 rev/min. If the allowable shear stress for the shaft is 
Tia = 12 ksi, determine the smallest diameter of the shaft 
to the nearest $ in. that can be used. 





Probs. 5-334 


$35, The 25-mm-diameter shaft on the motor is made 
of a material having an allowable shear stress of 
Tale = 75 MPa. If the motor is operating at its maximum 
power of 5 kW, determine the minimum allowable rotation 
of the shaft, 


*S$-36. The drive shaft of the motor is made of à material 
having an allowable shear stress of ty). = 75 MPa. If the 
outer diameter of the tubular shaft is 20 mm and the wall 
thickness is 2.5 mm, determine the maximum allowable 
power that can be supplied to the motor when the shaft is 
operating at an angular velocity of 1500 rev/min. 





*8-37, A ship has a propeller drive shaft that is turning at 
1500 rev/min while developing 1800 hp. Tf it is 8 ft long and 
has a diameter of 4 in., determine the maximum shear stress 
in the shaft caused by torsion 


5-38. The motor A develops a power of 300 W and turns 
its connected pulley at 90 rev/min, Determine the required 
diameters of the steel shafts on the pulleys at A and B if the 
allowable shear stress is 7,54, 85 MPa 





$-39, The solid steel shaft DF has a diameter of 25 mm 
and is supported by smooth hearings at D and Æ, It is 
coupled to a motor at F. which delivers 12 kW of power to 
the shaft while it is turning at 50 rev/s. If gears A. B, and C 
remove 3 KW. 4 kW, and 5 kW respectively, determine the 
maximum shear stress developed in the shaft within regions 
CF and RC. The shaft is free to turn in its support bearings 
D and F 


*&—40, Determine the absolute maximum shear stress 
developed in the shaft in Prob. 5-39. 





Prohs. 5-35/36 





*§-4), The A-36 steel tubular shaft is 2 m long and has an 
outer diameter of 50 mm. When it is rotating at 40 rad/s, it 
transmits 25 kW of power from the motor M to the pump 
P, Determine the smallest thickness of the tube if the 
allowable shear stress is Tj, = 80 MPa 


842, The A-36 solid tubular steel shaft is 2 m long and has 
an outer diameter of 60 mm. It is required to transmit 
G kW of power from the motor M te the pump P 
Determine the smallest angular velocity the shaft can have 
if the allowable shear stress is Tuna = 80 MPa. 





Probs. 541/42 


S43. A siccl tube having an outer diameter of 2.5 in. is 
used to transmit 35 hp when turning at 2700 rev/min 
Determine the inner diameter d of the tube to the nearest 
+ in. if the allowable shear stress is Ta = 10 ksi. 





Prob. 43 
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*8-44, The drive shaft AB of an automobile is made of à 
steel having an allowable shear stress of zi, = & ksi. If the 
outer diameter of the shaft is 2.5 in. and the engine delivers 
200 hp to the shaft when it is turning af 1140 rev/min, 
determine the minimum required thickness of the shaft's 
wall. 


05-45. The drive shaft AB of an automobile is to be 
designed as a thin-walled tube. The engine delivers 150 hp 
when the shaft is turning at [500 rev/min. Determine the 
minimum thickness of the shaft's wall if the shaft's outer 
diameter is 2.5 in, The material has an allowable shear stress 
Of Thine = 7 ksi, 





5-46. The motor delivers 15 hp to the pulley at A while 
turning at à constant rate of 1800 rpm. Determine to the 
nearest + in, the smallest diameter of shaft BC if the 
allowable shear stress for steel is faae = 12 ksi. The belt 
does not slip on the pulley, 
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Oil wells are commonly drilled to depths 
exceeding a thousand meters, As a result, the 
total angle of twist of a string of drill pipe can 
be substantial and must be determined 


5.4 Angle of Twist 


Occasionally the design of a shaft depends on restricting the amount of 
rotation or twist that may occur when the shaft is subjected to a torque. 
Furthermore, being able to compute the angle of twist for a shaft is 
important When analyzing the reactions on statically indeterminate 
shafts, 

In this section we will develop a formula for determining the angle of 
twist & (phi) of one end of a shaft with respect to its other end. The shaft 
is assumed to have a circular cross section that can gradually vary along 
its length, Fig. 5-142. Also, the material is assumed to be homogencous 
and to behave in a linear-elastic manner when the torque is applied, 
Like the case of an axially loaded bar. we will neglect the localized 
deformations that occur at points of application of the torques and 
where the cross section changes abruptly. By Saint-Venant's principle, 
these effects occur within small regions of the shaft's length and 
generally they will have only a slight effect on the final result. 

Using the method of sections, a differential disk of thickness dx, 
located at position x. is isolated from the shaft, Fig. S-14b. The internal 
resultant torque is 7(x). since the external loading may cause it to vary 
along the axis of the shaft. Due to T(x), the disk will twist, such that the 
relative rotation of one of its faces with respect to the other face is d, 
Fig. 5-145. As a result an element of material located at an arbitrary 
radius p within the disk will undergo a shear strain y. The values of y and 
de are related by Eq. 5-1, namely, 


dd - N (5-13) 
p 





la) 





(hi 


Fig. 5-14 


Since Hooke's law, y = 7/G. applies and the shear stress can be 
expressed in terms of the applied torque using the torsion formula 
+ = T(x)p/ J( x), then y = T(x)p/J( x)G. Substituting this into Eq. 5-13, 
the angle of twist for the disk is 


T(x} 
J(x)G 





dá = dx 


Integrating over the entire length L of the shaft, we obtain the angle of 
twist for the entire shaft, namely, 


T(x) dx 
b= [528 (5-14) 


J(x)G 





Herc 


$ = the angle of twist of one end of the shaft with respect to the 
other end, measured in radians 


T(x) = the internal torque at the arbitrary position x, found from the 
method of sections and the equation of moment equilibrium 
applied about the shaft's axis 

J(x) = the shaft's polar moment of inertia expressed as a function of 
position x 

G = the shear modulus of elasticity for the material 


Constant Torque and Cross-Sectional Area. Usually in 
engineering practice the material is homogeneous so that G is constant, 
Also, the shafts cross-sectional area and the external torque are 
constant along the length of the shaft, Fig. 5-15. If this is the case, the 
internal torque T(x) = T, the polar moment of inertia J(x) = J, and 
Eq. 5-14 can be integrated, which gives 


— (5-15) 


The similarities between the above two equations and those for an axially 
loaded bar (8 = Í P(x) dx/ A(x)E and á = PL/ AE) should be noted. 





Fig. 5-15 
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When computing both the stress and the 
angle of twist of this soil auger, it is necessary 
lo consider the vanable torsional loading 
which acts along its length. 
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Torque 
siram 
recorder 


range 
selector 


Movable unit 
on rails 


Fig. 5-16 


Equation 5-15 is often used to determine the shear modulus of 
elasticity G of a material. To do so, a specimen of known length and 
diameter is placed in a torsion testing machine like the one shown in 
Fig. 5-16. The applied torque T and angle of twist d are then measured 
along the length L. Using Eq. 5-15. G = TL/J, Usually, to obtain a 
more reliable value of G, several of these tests are performed and the 
average value is used. 


Multiple Torques. If the shaft is subjected to several different 
torques, or the cross-sectional area or shear modulus changes abruptly 
from one region of the shaft to the next, Eq. 5-15 can be applied to each 
segment of the shaft where these quantities are all constant. The angle of 
twist of one end of the shaft with respect to the other is then found from 
the vector addition of the angles of twist of cach segment. For this case, 


TL 


Sign Convention. In order to apply this equation, we must develop 
à sign convention for both the internal torque and the angle of twist of 
one end of the shaft with respect to the other end. To do this, we will use 
the right-hand rule, whereby both the torque and angle will be positive, 
provided the thuanb is directed outward from the shaft when the fingers 
curl to give the tendency for rotation, Fig. 5-17. 

To illustrate the use of this sign convention, consider the shaft shown 
in Fig. 5-182. The angle of twist of end A with respect to end D is to be 
determined. Three segments of the shaft must be considered, since the 
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* 







+Tix! 





Positive sign convention 





for T and d. 
Fig. 5-17 
internal torque will change at B and at C. Using the method of sections, » 
the internal torques are found for cach segment, Fig. 5-185. By the 
right-hand rule, with positive torques directed away from the sectioned - 
end of the shaft, we have Ty, = -80N-m, Tye = —70N-*m, and — Tag M0 N:m 
Ten = - VO N m. These results are also shown on the torque diagram a 


for the shaft, Fig. 5-18c. Applying Eq. 5-16, we have 


(480N*m) Lay (-70N-m) Lye (—-10N+m)Lep 
—— A er a EE 
$an IG IG IG 





If the other data is substituted and the answer is found as a positive #0 N-m 

quantity, it means that end A will rotate as indicated by the curl of the 

right-hand fingers when the thumb is directed away from the shaft, » 
Fig. 5-18a. The double subscript notation is used to indicate this relative q 
angle of twist (d4:5); however, if the angle of twist is to be determined 

relative to a fixed support, then only a single subscript will be used. For * 
example, if D is a fixed support, then the angle of twist will be denoted Ten = 10 N-m 
as pa- (hi 


T (Nm) 
Anu 
=10 


=N) 
(ci 
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| Important Point 


* When applying Eg, 5-14 to determine the angle of twist, it is 
important that the applied torques do not cause yielding of the 
material and that the material is homogeneous and behaves in a 
linear elastic manner. 


Procedure for Analysis 


The angle of twist of one end of a shaft or tube with respect to the 
other end can be determined using the following procedure. 


Internal Torque. 


* The internal torque is found at a point on the axis of the shaft 
by using the method of sections and the equation of moment 
equilibrium, applied along the shaft's axis. 

If the torque varies along the shaft's length, a section should be 
made at the arbitrary position x along the shaft and the internal 
torque represented as a function of x, i.e.. T(x). 


If several constant external torques act on the shaft between its 
ends, the internal torque in each segment of the shaft, between 
any two external torques, must be determined, The results can be 
represented graphically as a torque diagram. 


Angle of Twist. 


* When the circular cross-sectional area of the shaft varies along 
the shaft's axis, the polar moment of inertia must be expressed as 
a function of its position x along the axis. J(x). 
If the polar moment of inertia or the internal torque suddenly changes 
between the ends of the shaft, then ó = /(T(x)/J(x)G) dx or 
$ = TL/JG must be applied to each segment for which J, G. and 
T are continuous or constant. 


When the internal torque in each sepment is determined, be 
sure to use a consistent sign convention for the shaft. such as 
the one discussed in Fig. 5-17. Also make sure that a consistent 
set of units is used when substituting numerical data into the 
equations, 
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The gears attached to the fixed-end steel shaft are subjected to the 
torques shown in Fig. 5-194. If the shear modulus of elasticity is 80 GPa 
and the shaft has a diameter of 14 mm, determine the displacement of 
the tooth P on gear A. The shaft turns freely within the bearing at B. 


SOLUTION 

Internal Torque. By inspection, the torques in segments AC. CD. 
and DE are different vet constant throughout each segment. 
Frec-body diagrams of appropriate segments of the shaft along with 
the calculated internal torques are shown in Fig. 5-195. Using the 
right-hand rule and the established sign convention that positive 
torque is directed away from the sectioned end of the shaft, we have 


Tac = +150N-m Tep = ~130N-m T py = ~170N-m 


These results are also shown on the torque diagram, Fig. 5-19c. 
Angle of Twist. The polar moment of inertia for the shaft is 


j= Z (0.007 m)* = 3771(10) m’ 


Applying Eq. 5-16 to each segment and adding the results 
algebraically, we have 


(+1S0N+m)(0.4m) 
3.771 (109) m* [80(10") N/m?] 
(—130 N- m)(0.3 m) 
gee _. 
3.771 (10°) m° [80(10) N/m*)] 
(—170 N-m)(0.5 m) 
37711077) m° [80( 10") N/m?)] 


T(N:m) 


= —(.2121 rad 


Since the answer is negative, by the right-hand rule the thumb is 
directed toward the end E of the shaft, and therefore gear A will 
rotate as shown in Fig. 5-194. 

The displacement of tooth P on gear A is 


Sp = ar = (02121 rad)( HX mm) = 21.2 mm Ans. 


NOTE: Remember that this analysis is valid only if the shear stress 
does not exceed the proportional limit of the material. 
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The two solid steel shafts shown in Fig. 5-20a are coupled together 
using the meshed gears. Determine the angle of twist of end A of shaft 
AB when the torque T = 45 N+ m is applied. Take G = 80 GPa. Shaft 
AB is free to rotate within bearings F and F. whereas shaft DC is fixed 
at D. Each shaft has a diameter of 20 mm. 





Fig. 5-20 
SOLUTION 


. Internal Torque. Frec-body diagrams for each shaft are shown 
— in Fig. 520b and 5-20c. Summing moments along the x axis of 


shaft AB vields the tangential reaction between the gears of F = 
45 N* m/(.15 m = 300 N. Summing moments about the x axis of shaft 
DC. this force then creates a torque of (T y), = 30 N (0.075 m) = 
22.5N-m on shaft DC. 

Angle of Twist. To solve the problem, we will first calculate the 
rotation of gear C due to the torque of 225 N*m in shaft DC. 
Fig. 5-20c. This angle of twist is 


+22.SN-m)(1.5 
( sat Lint RE Le 


Since the gears at the end of the shaft are in mesh, the rotation de 
of gear C causes gear B to rotate dy, Fig. 5-205, where 
dig 0-15 m) = (0.0269 rad )(0.075 m) 
dg = 0.0134 rad 


We will now determine the angle of twist of end A with respect to 
end B of shaft AB caused by the 45 N -m torque, Fig. 5-205, We have 


_ Taslan ` (+45 N+m)(2m) 
IG (z/2)(0.010 m)*[80(10°) N/m`] 


bam = 40.0716 rad 


The rotation of end A is therefore determined by adding p and 
pan Since both angles are in the same direction, Fig. 5-205. We have 


da = bn + bay = 00134 rad + 040716 rad = HORSO rad Ans 
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The 2-in.-diameter solid cast-iron post shown in Fig. 5-214 is buried 
24 in. in soil, If a torque is applied to its top using a rigid wrench, 
determine the maximum shear stress in the post and the angle of twist 
at its top. Assume that the torque is about to turn the post, and the soil 
exerts a uniform torsional resistance of ¢ Ib* in./in. along its 24-in. 
buried length. G = 5.5(10°) ksi. 


SOLUTION 
Internal Torque. The internal torque in segment AB of the post is 
constant. From the free-body diagram, Fig. 5-215, we have 
EM; = 0; Tag = 251b (12 in.) = MA Ib: in. 
The magnitude of the uniform distribution of torque along the buried 
segment BC can be determined from equilibrium of the entire post, 
Fig. 5-21c. Here 
ZM.-0 25 Ib (12 in.) — (24 in.) = O 

t = 12.5 Ib. in ./in. 
Hence, from a free-body diagram of a section of the post located at 
the position x, Fig. 5-21d, we have 
=M. = 0; Tac — 125x = 0 

Tac = 12.5x 


Maximum Shear Stress. The largest shear stress occurs in region 
AB, since the torque is largest there and J is constant for the post. 
Applying the torsion formula, we have 


_ Tane Gen) in) _ 
—— (muli) 


Angle of Twist. The angle of twist at the top can be determined 
relative to the bottom of the post. since it is fixed and yet is about to 
turn. Both segments AB and BC twist, and so in this case we have 


TanLan | D Tac dx 
JG ^ JG 


_ (300 Ib-in.)36 im. | M19 Sx dx 
IG " 


IO Tec 
IG 1 
_ 10 800 Ib «in? A 12.5[(24 y /2] Ib + in? Ü, = 151i Jin. 
JG IG 
- 14 400 Ib + in? 
— (m/2)(1 in.)*5500( 10°) Ib/in? 


(di 
= (100167 rad Ans 
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| FUNDAMENTAL PROBLEMS 


FS-7. The 60-mm-diameter A-36 steel shaft is subjected to 
the torques shown. Determine the angle of twist of end A 
with respect to C. 





FS-7 


ey FS-5. Determine the angle of twist of wheel B with 
respect to wheel A, The shaft has a diameter of 40 mm and 
is made of A-36 steel, 





Fs-9, Thchollow 6061- T6 aluminum shaft has an outer and 
inner radius of c, = 30 mm and c; = 30 mm, respectively, 
Determine the angle of twist of end A, The flexible support at 
B has a torsional stiffness of k = 90 kN * m/rad. 








F3-|ü, A series of gears are mounted on the 40-mm- 
diameter A-36 stecl shaft. Determine the angle of twist of 
gear B relative to gear A, 


Au N-m 





FS. The 80-mm-<diameter shaft is made of A-36 steel, Tf 
it is subjected to the uniform distributed torque, determine 
the angle of twist of end A with respect to B. 





5 kN-m/m 






FS-11 


F5-12. The 80-mm-diameter shaft is made of A-36 steel. If 
it is subjected to the triangular distributed load, determine 
the angle of twist of end A with respect to C. 





FS-12 


E PROBLEMS 
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5-47, The propellers of a ship are connected to a A-36 
steel shaft that is 64) m long and has an outer diameter of 
341} mm and inner diameter of 260 mm. TE the power output is 
4.5 MW when the shaft rotates at 20 rad/s, determine the 
maximum torsional stress in the shaft and its angle of twist. 


*$-48. A shalt is subjected 1o à torque T. Compare the 
effectiveness of using the tube shown in the figure with that 
of a solid section of radius c To do this, compute the percent 
increase in torsional stress and angle of twist per unit length 
for the tube versus the solid section 





Prob. 548 


05-49. The A-36 steel axle is made from tubes AB and CD 
and à solid section BC. It is supported on smooth bearings 
that allow it to rotate freely. If the gears, fixed to its ends, are 
subjected to 85-N-m torques, determine the angle of twist 
of gear A relative to gear D. The tubes have an outer 
diameter of 30 mm and an inner diameter of 20 mm. The 
solid section has a diameter of 40 mm. 


35 Nm 





Prob. 49 


5-50. The hydrofoil boat has an A-36 stec! propeller 
shaft that is 100 ft long. Ht is connected to an in-line diesel 
engine that delivers a maximum power of 2500 hp and 
causes the shaft to rotate at 1700 rpm. If the outer 
diameter of the shaft is 8 in. and the wall thickness is š in., 
determine the maximum shear stress developed in the 
shaft. Also, what is the “wind up,” or angle of twist in the 
shaft at full power? 





Proh. 5-50 


S-51. The engine of the helicopter is delivering 600 hp 
to the rotor shaft AB when the blade is rotating at 
1200 rev/min, Determine to the nearest £ in, the diameter 
of the shaft AB if the allowable shear stress is 7,4444 7 Ñ ksi 
and the vibrations limit the angle of twist of the shaft to 
0.05 rad. The shaft is 2 ft long and made from L2 steel. 


*8-8S2, The engine of the helicopter is delivering 600 hp 
to the rotor shaft AB when the blade is rotating at 
1200 rev/min. Determine to the nearest + in. the diameter of 
the shaft AH if the allowable shear stress is Tau = 10.5 ksi 
and the vibrations limit the angle of twist of the shaft to 
0.05 rad, The shaft is 2 ft long and made from L2 steel, 





a 


Probs. 5-51/52 
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5-53, The 20-mm-diameter A-36 steel shaft is subjected 
to the torques shown. Determine the angle of twist of the 
end B 





Prob, 5-53 


5-54. The assembly is made of A-36 steel and consists of a 
solid rod 20 mm in diameter fixed to the inside of a tube 
using a rigid disk at R. Determine the angle of twist at D. 
The tube has an outer diameter of 4) mm and wall thickness 
of 5 mm. 


§-55. The assembly is made of A-36 steel and consists of a 
solid rod 20 mm in diameter fixed to the inside of a tube 
using a rigid disk at B. Determine the angle of twist at C. 
The tube has an outer diameter of 40 mm and wall thickness 
of 5mm 





*$-86. The splined ends and gears attached to the A-36 
steel shaft are subjected to the torques shown, Determine 
the angle of twist of end B with respect to end A. The shaft 
has a diameter of 40 mm. 


WONM Sn) Nom 






200 Nem 


3u0 ma 


Sh mm 


Prob, 5-56 


*8-87, The motor delivers 40 hp to the 304 stainless steel 
shaft while it rotates at 20 Hz. The shaft is supported on 
smooth bearings at A and B, which allow free rotation of 
the shaft, The gears C and D fixed to the shaft remove 25 hp 
and 15 hp, respectively. Determine the diameter of the 
shaft to the nearest z in. if the allowable shear stress is 
Tahe = B ksi and the allowable angle of twist of C with 
respect to D is 0,20", 


S-S8, The motor delivers 40 hp to the 304 stainless steel 
solid shaft while it rotates at 20 Hz. The shaft has a diameter 
of 1.5 in. and is supported on smooth bearings at A and B. 
which allow free rotation of the shaft, The gears C and D 
fixed to the shaft remove 25 hp and 15 hp, respectively, 
Determine the absolute maximum stress in the shaft and 
the angle of twist of gear C with respect to gear D. 





§-59, The shaft is made of A-36 steel, Tt has a diameter of 
| in, and is supported by bearings at A and D, which allow 
free rotation. Determine the angle of twist of B with respect 
to D. 


*5-60, The shaft is made of A-36 steel. Tt has a diameter of 
l in. and is supported by hearings at A and D, which allow 
free rotation. Determine the angle of twist of gear C with 
respect to B. 





*5-61. The two shafts are made of A-36 steel, Each has à 
diameter of | in, and they are supported by bearings at A, 
B. and C, which allow free rotation. H the support at D is 
fixed, determine the angle of twist of cnd H when the 
torques are applied to the assembly as shown. 


5-62, The two shafts are made of A-36 steel, Each has a 
diameter of | in., and they are supported by bearings at A, 
B, and C, which allow free rotation, Tf the support at D is 
fixed, determine the angle of twist of end A when the 
torques are applied to the assembly as shown. 





Probs, S-61/62 
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§-63. The device serves as a compact torsional spring, H is 
made of A-36 steel and consists of a solid inner shaft CR 
which is surrounded by and attached to a tube AB using à 
rigid ring at B. The ring at A can also be assumed rigid 
and is fixed from rotating, If à torque of T = 2 kip-in, is 
applied to the shaft, determine the angle of twist at the end C 
and the maximum shear stress in the tube and shaft, 


*5-64, The device serves as a compact torsion spring. It is 
made of A-36 steel and consists of a solid inner shaft CB 
which is surrounded by and attached to a tube AB using a 
rigid ring at B. The ring at A can also be assumed rigid and 
is fixed from rotating. If the allowable shear stress for the 
material is 7,54, = 12 ksi and the angle of twist at C is 
limited to ds, 7 3°, determine the maximum torque T 
that can be applied at the end C. 





Probs. 5-63/64 


°5-65. The A-36 stecl assembly consists of a tube having 
an outer radius of 1 in. and a wall thickness of 0.125 in, Using 
a rigid plate at B, it is connected to the solid L-in-diameter 
shaft AB. Determine the rotation of the tube's end C if à 
torque of 200 Ib * in. is applied to the tube at this end. The 
end A of the shaft is fixed supporied. 






200 lin. 4i 
in. 


Prob. 5-65 
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5-66, The 60-mm diameter shaft ABC is supported by two 
journal bearings, while the NO-mm diameter shaft EH is 
fixed at Ë and supported by a journal bearing at H. If 
T, = 2 KN-m and T; = 4 kKN+m, determine the angle of 
twist of pears A and C, The shafts are made of A-36 steel. 


5-67. The 60-mm diameter shaft ABC is supported by two 
journal bearings, while the 80-mm diameter shaft EH is fixed 
at E and supported by à journal bearing at H. H the angle 
of twist at pears A and C is required to be (44 rad, 
determine the magnitudes of the torques T, and Ta. The 
shafts are made of A-36stvel, 





*5-68 The XI-mm-diameter shafts are made of L2 tool 
steel and are supported on journal hearings that allow the 
shaft to rotate freely, If the motor at A develops a torque of 
T = 4SN*mon the shaft AB, while the turbine at F is fixed 
from turning. determine the amount of rotation of gears B 
and C, 


*5-69, The shalts are made of A-36 steel and each has a 
diameter of 80 mm. Determine the angle of twist at end F. 


$—70, The shafts are made of A-36 steel and cach has a 
diameter of 80 mm. Determine the angle of twist of gear D. 






yes . 

150 mm. i kN-m 

PR CL —— 

4. 200mm 
"em 


5-71. Consider the general problem of a circular shaft 
made from rm segments, each having à radius of ¢,, and shear 
modulus Gu- If there are n torques on the shalt as shown, 
write à computer program that can be used to determine 
the angle of twist of its end A, Show an application of the 
program using the values £L, — (5m, c, = (42 m, 
G, = MIGPa, L;-15m, c= 005m, G, = 15 GPa. 
T, = -490N*m,4, = 025m, T; = 600 N «m, d, = 0.8 m. 





*§-72, The fikmm «diameter shaft is made of 6061-T6 
aluminum alloy and subjected to the torsional loading 
shown. Determine the angle of twist at end A. 





Prob, 5-72 


*8-73. The tapered shaft has a length / and a radius r at 
end A and 2r at end B, H it is fixed at end B and is subjected 
to a torque 7, determine the angle of twist of end A. The 
shear modulus ts G, 





Prob, 5-73 


§-74, The rod ARC of radius cis embedded into à medium 
where the distributed torque reaction varies linearly from 
zero at C to pat B. H couple forces P are applied to the lever 
arm, determine the value of m for equilibrium. Also, find the 
angle of twist of end A, The rod is made from material 
having a shear modulus of G. 
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8-75, When drilling a well, the deep end of the drill pipe 
is assumed to encounter a torsional resistance Ty. 
Furthermore, soil friction along the sides of the pipe creates 
a linear distribution of torque per unit length, varying from 
zero at the surface B to f, at A, Determine the necessary 
torque Ty that must be supplied by the drive unit to turn 
the pipe. Also, what is the relative angle of twist of one end 
of the pipe with respect to the other end at the instant the 
pipe is about to turn? The pipe has an outer radius r, and an 
inner radius r,. The shear modulus is G. 





Prob. 75 


*5-76. A cylindrical spring consists of a rubber annulus 
bonded to a rigid ring and shaft. H the ring is held fixed and 
a torque T is applied to the rigid shaft, determine the angle 
of twist of the shaft. The shear modulus of the rubber is G. 
Hint: As shown in thc figure. the. deformation of the 
clement at radius r can be determined from rd@ = dry. Use 
this expression along with 7 = T/(2xr^h) from Prob. 5-26, 
to obtain the result. 





Prob. 5-76 
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5.5 Statically Indeterminate 
Torque-Loaded Members 


A torsionally loaded shaft may be classified as statically indeterminate 
if the moment equation of equilibrium. applied about the axis of the 
shaft, is not adequate to determine the unknown torques acting on 
the shaft. An example of this situation is shown in Fig, 5-220. As shown 
on the free-body diagram, Fig. 5-22h, the reactive torques at the 
supports A and B are unknown, We require that 


=M, = () T Ta Ty = Ü 


[n order to obtain a solution, wc will use the method of analysis 
discussed in Sec, 44, The necessary condition of compatibility, or the 
kinematic condition, requires the angle of twist of one end of the shaft 
with respect to the other end to be equal to zero, since the end supports 
are fixed. Therefore, 


damn =" 


Provided the material is linear elastic, we can apply the load—displacement 
relation d = T L/JG to express the compatibility condition in terms of the 
unknown torques. Realizing that the internal torque in segment AC is 4T , 
and in segment CB it is ~Ty, Fig. 5-22c, we have 


Tabac _ TaLac 
IG IG 


= 0 





Ty 


Th 
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Solving the above two equations for the reactions, realizing that 
L = Lac + Lac, we get 


L L. 
T, = r( 4) and Tp" (4) 


| Procedure for Analysis 


The unknown torques in statically indeterminate shafts are determined 
by satisfying equilibrium, compatibility, and torque-displacement 
requirements for the shaft. 


Equilibrium. 


* Draw a free-body diagram of the shaft in order to identify all 
the external torques that act on it. Then write the equation of 
moment equilibrium about the axis of the shaft. 





Compatibility. 


* Write the compatibility equation between two points along the 
shaft. Give consideration as to how the supports constrain the 
shaft when it is twisted. 


Express the angles of twist in the compatibility condition in 
tecms of the torques, using a torque-displacement relation, such 
as ó = TL/JG. 

Solve the equilibrium and compatibility equations for the 
unknown reactive torques. If any of the magnitudes have a 
negative numerical value, it indicates that this torque acts in 
the opposite sense of direction to that shown on the free-body 
diagram. 





The shaft of this cutting machine os Fixed al 
its ends and subjected to a torque al its 
center, allowing if to act as a torsional spring. 
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WO- Th 





The solid steel shaft shown in Fig. 5-23a has a diameter of 20 mm. If it 
is subjected to the two torques, determine the reactions at the fixed 
supports A and B. 


5u0 N: 


SOLUTION 


Equilibrium. By inspection of the free-body diagram, Fig. 5-235, it 
is seen that the problem is staticallv indeterminate since there is 
only one available equation of equilibrium and there are two 
unknowns, We require 


EM, = b, -Tn + 800N-m — 5300 N+m — T a = Ü (1) 
Compatibility. Since the ends of the shaft are fixed, the angle of 


twist of one end of the shaft with respect to the other must be zero. 
Hence, the compatibility equation becomes 


ba = 0 


This condition can be expressed in terms of the unknown torques by 
using the load-displacement relationship, $ = TL/JG. Here there 
are three regions of the shaft where the internal torque is constant, 
On the free-bodvy diagrams in Fig. 5-23c we have shown the internal 
torques acting on the left segments of the shaft which are sectioned in 
each of these regions. This way the internal torque is only a function of 
T p. Using the sign convention established in Sec. 5.4, we have 


-T (0.2 m) ie (800 — Tpa)(1.5S m) s (300 — T,)(0.3 m) zn 
IG IG IG 
so that 
Tp = 645 Nem Ans. 
Using Eq. 1, 
Ta” -345N*:m Ans. 


The negative sign indicates that T , acts in the opposite direction of 
that shown in Fig. 5-235. 
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The shaft shown in Fig. 5-24a is made from a steel tube, which is 
bonded to a brass core. If a torque of T = 250b ft is applied at 
its end, plot the shear-stress distribution along a radial line of its 
cross-sectional area. Take Gy = 11.4(10°) ksi, Gy, = 5.20( 10°) ksi. 


SOLUTION 
Equilibrium. A free-body diagram of the shaft is shown in Fig. 5-24^. 
The reaction at the wall has been represented by the unknown amount 
of torque resisted by the steel, Ta. and by the brass, Ta. Working in 
units of pounds and inches, equilibrium requires 

-Ta — Ty, + (250 b+ ft)(12 in./ft) = 0 (1) 


We require the angle of twist of end A to be 
the same for both the steel and brass since they are bonded 
together. Thus, 


05 in. 


lin. 
$ = ba = dy Ton 
Applving the load-displacement relationship, # = TL/JG, 


(7/2)[(1 in.)* = (0.5 in. LAO) kip/in? 
TL 
(7/2)(0.5 in.)* 5.20( 10?) kip/in? 


Ty = 32.88T,, (2) 

Solving Eqs. | and 2, we get 

Ty = 2911.5 Ib: in. = 242.6 Ib - ft 

Ty, = 88.5 Ib-in. = 7.38 Ib - ft BUE 

The shear stress in the brass core varies from Zero at its center to a 
maximum at the interface where it contacts the steel tube. Using the 
torsion formula, 
(88.5 Ib - in.)(0.5 in.) 
See a See 
(7/2)(0.5 in.) 

For the steel, the minimum and maximum shear stresses are 


(2911.5 Ib «in.)(0.5 we). T ——— 
yl 


(ra)wa = C DU in. — (0:5 in. 
(2911.5 Ib in.)(1 in.) 
(7/2)[(1 in.) — (0.5 in.)*] 

The results are plotted in Fig. 5—24c. Note the discontinuity of shear 
stress at the brass and steel interface. This is to be expected, since the 
materials have different moduli of rigidity; i.e, steel is stiffer than 
brass (Ge > Giy) and thus it carries more shear stress at the interface, 
Although the shear stress is discontinuous here, the shear strain is not, 
Rather, the shear strain is the same for both the brass and the steel. 


(Thedmax = 


(c) 


(Ta Joos ™ = 1977 psi Fig. 5-24 
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fal] PROBLEMS 


*5-77. The A-36 steel shaft has a diameter of 50 mm and is 
fixed at its ends A and B. Tf it is subjected to the torque, 
determine the maximum shear stress in regions AC and CB 
of thc shaft, 





Prob, 5-77 
S-TR The A-36 steel shaft has a diameter of 60 mm and is 
fixed at itsends A and B. If it issubjectedto the torquesshown, 
determine the absolute maximum shear stress im the shaft. 





Prob. 5-78 
8-79. The steel shaft is made from two segments: AC has a 
diameter of 0.5 in, and CB has a diameter of 1 in. If it is 
fixed at its ends A and B and subjected to à torque of 
500 Ib - ft, determine the maximum shear stress in the shaft. 
Ga = 10.8( 10^) ksi. 





*S-80. The shaft is made of A-36 steel, has à diameter of 
80 mm, and is fixed at B while A is loose and can rotate 
0005 rad belore becoming fixed. When the torques are 
applied to C and D, determine the maximum shear stress in 
regions AC and CD of the shaft. 


*8-81. The shaft is made of A-36 steel and has a diameter 
of 80 mm. It is fixed at B and the support at A has a torsional 
stiffness of k = OS MN + m/rad, If it is subjected to the gear 
torques shown, determine the absolute maximum shear stress 
in the shaft, 





S-82. The shaft is made from a solid steel section AB and 
a tubular portion made of steel and having a brass core. 
If it is fixed to a rigid support at A, and a torque of 
T = Wib-ft is applied to it at C, determine the angle of 
twist that occurs at C and compute the maximum shear 
stress and maximum shear strain in the brass and steel, 
Take Gu = 11,5(10°) ksi, Gue = 56(10") ksi. 





Prob. 5-82 
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5-83. The motor A develops a torque at gear B of 450 Ib- fr, 
which is applied along the axis of the 2-in.-diameter steel shaft 
CD. This torque is to be transmitted to the pinion gears at F 
und F. If these gears are temporarily fixed, determine the 
maximum shear stress in segments CR and BD of the shaft. 
Also. what is the angle of twist of each of these segments? The 
bearings at C and D only exert force reactions on the shaft 
and do not resist torque, Gu = 12(10") ksi. 


450 Ib ft 
B / 





*5-84, A portion of the A-36 steel shaft is subjected to a 
linearly distributed torsional loading. H the shaft has the 
dimensions shown, determine the reactions at the fixed 
supports A and C Segment AB has a diameter of 1.5 in. and 
segment BC has a diameter of 0.75 in. 


*8-85. Determine the rotation of joint B and the absolute 
maximum shear stress in the shaft in Prob. 5-84 


300 [hin in 





5-86. The two shafts are made of A-36 steel, Each has a 
diameter of 25 mm and they are connected using the pears 
fixed to their ends Their other ends are attached to fixed 
supports at A and B, They are also supported by journal 
bearings at C and D, which allow free rotation of the shafts 
along their axes. H a torque of 500 N+ m is applied to the 
gear at F as shown. determine the reactions at A and B. 


58-87. Determine the rotation of the gear at F in 
Prob, 5-86, 





“S88. The shafts are made of A-36 steel and have the 
same diameter of 4 in. Tf a torque of 15 kip + ft is applied to 
gear B, determine the absolute maximum shear stress 
developed in the shaft. 


*8-89, The shafts are made of A-36 stecl and have the 
same diameter of 4 in. Ifa torque of 15 kip * fr is applied to 
gear B, determine the angle of twist of gear B. 
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S90. The two 3-filong shafis are made of 2014-T6 
aluminum, Each has a diameter of 1,5 in. and they are 
connected using the gears fixed to their ends. Their other 
ends are attached to fixed supports at A and B. They are 
also supported by bearings at C and D, which allow free 
rotation of the shafts along their axes. If a torque of 600 Ib- ft 
is applied to the top gear as shown, determine the maximum 
shear stress in each shaft. 





5-91. The A-36 steel shaft is made from two segments: AC 
has a diameter of 0.5 in. and CB has a diameter of 1 in. If 
the shalt is fixed at its ends A and B and subjected to a 
uniform distributed torque of 60 Ih * in./in. along segment 
CB, determine the absolute maximum shear stress in the 
shaft. 





œl Gd Hin. /im. 
` 








*8-92. If the shaft is subjected to a uniform distributed 
torque of ( = 20 kN * m/m, determine the maximum shear 
stress developed in the shaft. The shaft is made of 2014-T6 
aluminum alloy and is fixed at A and C. 





Prob, 5-92 


*8-93, The tapered shaft is confined by the fixed supports 
at A and B H à torque T is applied at its mid-point, 
determine the reactions at the supports. 





Prob, 5-93 


5-94, The shaft of radius e is subjected to à distributed 
torque r, measured as torque/length of shaft. Determine the 
reactions at the fixed supports A and B. 
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*5.6 Solid Noncircular Shafts 


It was demonstrated in Sec, 5.1 that when a torque is applied to a shaft 
having a circular cross section— that is, one that is axisymmetric—the 
shear strains vary linearly from zero at its center to a maximum at its 
outer surface. Furthermore, due ro the uniformity of the shear strain at 
all points on the same radius, the cross sections do not deform, but rather 
remain plane after the shaft has twisted. Shafts that have a noncircular 
cross section, however, are not axisymmetric, and so their cross sections 
will bulge or warp when the shaft is twisted. Evidence of this can be seen 
from the way grid lines deform on a shaft having a square cross section 
when the shaft is twisted, Fig. 5-25. As a consequence of this deformation 
the torsional analysis of noncircular shafts becomes considerably more 
complicated and will not be considered in this text. 

Using a mathematical analysis based on the theory of elasticity, 
however, it is possible to determine the shear-stress distribution within a 
shaft of square cross section. Examples of how this shear stress varies 
along two radial lines of the shaft are shown in Fig. 5-264. Because these 
shear-stress distributions vary in à complex manner, the shear strains 
they create will warp the cross section as shown in Fig. 5-265. In 
particular notice that the corner points of the shaft must be subjected to 
zero shear stress and therefore zero shear strain. The reason for this 
can be shown by considering an element of material located at one of 
these points, Fig. 5-26c. One would expect the top face of this element 
to be subjected to a shear stress in order to aid in resisting the applied 
torque T. This, however, cannot occur since the complementary shear 
stresses r and r', acting on the outer surface of the shaft, must be zero. 


Undeformed 





Deformed 











Shear stress distribution 
along two radial lines 


(u) 





Warping of 
cross-sectional arca 





Fig. 5-26 
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Notice the deformation of the square element when this rubber bar is subjected to a 
torque, 


The results of the analysis for square cross sections along with other 
results from the theory of elasticity, for shafts having triangular and 
elliptical cross sections, are reported in Table 5-1. In all cases the 
maximum shear stress occurs at a point on the edge of the cross section 
that is closest to the center axis of the shaft. In Table 5-1 these points 
are indicated as "dots" on the cross sections. Also given are formulas 
for the angle of twist of each shaft. By extending these results to a shaft 
having an arbitrary cross section, it can also be shown that a shaft having 
a circular cross section is most efficient. since it is subjected to both 
a smaller maximum shear stress and a smaller angle of twist than a 
corresponding shaft having a noncircular cross section and subjected to 
the same torque. 








Equilateral triangle 


wT 36 TL 
a! eG 


T fine — 


ico iT egy 
2 DS 
The drill shaft is connected to the soil “or * 


auger using a shaft having a square cross 
section. 
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The 6061-T6 aluminum shaft shown in Fig. 5-27 has a cross-sectional 
area in the shape of an equilateral triangle, Determine the largest 
torque T that can be applied to the end of the shaft if the allowable 
shear stress is Tus, = Š ksi and the angle of twist at its end is restricted 
to yaa = 0.02 rad. How much torque can be applied to a shaft of 
circular cross section made from the same amount of material? 


SOLUTION 
Bv inspection, the resultant internal torque at any cross section along 
the shaft's axis is also T. Using the formulas for r,,, and œ in 
Table 5-1, we require 

20T 
(L5 in. 
T = 1350 1b- in. 


810") Ib/in? = 


467 (4 It )( 12 in./ft) 
(1.5 in.)*[3.7( 10^) Ib/in'] 
T = 1701b-in. Anx 
By comparison, the torque is limited due to the angle of twist. 


Circular Cross Section. If the same amount of aluminum is to be 
used in making the same length of shaft having a circular cross 
section, then the radius of the cross section can be calculated, We have 


0.02 rad = 


(1.5 in.) L5 sin 60°) 


E] I 
Asie = range? We = 3 


= 0.557 in. 
The limitations of stress and angle of twist then require 


T(0.557 in.) 


T. - 0 
Fane 7-7. B(10')Ib/in' = (/2)(0587 in.)* 


T = 2170 0b in. 


TL T(4ft)(12 in./ft) 
wt 0« ` CYESS NSF SSSR SSES EET 
Pues = 16 rad = T 72)(0.557 in. 37105) Ib/in?] 
T = 2331b- in. Ans 
Again, the angle of twist limits the applied torque. 


NOTE: Comparing this result (233 lb-in.) with that given above 
(170 Ib * in. ). itis seen that a shaft of circular cross section can support 
37% more torque than the one having a triangular cross section, 
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*5.7 Thin-Walled Tubes Having Closed 
Cross Sections 


Thin-walled tubes of noncircular cross section are often used to 
construct light-weight frameworks such as those used in aircraft. In some 
applications, they may be subjected to a torsional loading. In this section 
we will analyze the effects of applying a torque to a thin-walled tube 
having a closed cross section, that is, à tube that does not have any breaks 
or slits along its length. Such a tube, having a constant vet arbitrary cross- 
sectional shape, and variable thickness ¢, is shown in Fig. 5-28a. Since the 
walls are thin, we will obtain the average shear stress by assuming that this 
stress is uniformly distributed across the thickness of the tube at any given 
point, Before we do this, however, we will first discuss some preliminary 
concepts regarding the action of shear stress over the cross section, 


Shear Flow. Shown in Figs. 5-282 and 5-28b is a small element 
of the tube having à finite length < and differential width dx. At 
one end the element has a thickness t4, and at the other end the 
thickness is tp. Due to the internal torque T, shear stress is 
developed on the front face of the element. Specifically. at end A 
the shear stress is 74, and at end B it is ry. These stresses can be 
related by noting that equivalent shear stresses z, and 75 must also 
act on the longitudinal sides of the element. Since these sides have 
a constant width dx, the forces acting on them are dF 4 = r (t4 dx) 
and dF, = Tpltp dx). Equilibrium requires these forces to be of 
equal magnitude but opposite direction, so that 


Tala = Talin 






This important result states that the product of the average shear stress 
times the thickness of the tube is the same at each point on the tubes 
cross-sectional area. This product is called shear flow." q. and in general 


terms we can express it as 


Since g is constant over the cross section, the largest average shear stress 
must occur where the tube's thickness is the smallest. 


*The terminology "flow? is used since q is analogous to water flowing through a tube of 
rectangular cross section having a constant depth and variable: width w. Although the 
waters velocity v at each point along the tube will be different (like Tug) the flow q = ow 
will be constant. 
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Now if a differential element having a thickness f, length ds, and 
width dx is isolated from the tube, Fig. 5-28c, it is seen that the front 
face over which the average shear stress acts is dA = tds. Hence, 
dF = rds) = quis, or q = dF/ds. In other wards, the shear flow 
measures the force per unit length along the tube's cross-sectional area. 

It is important to realize that the shear-stress components shown in 
Fig. 5-28c are the only ones acting on the tube, Components acting in 
the other direction, as shown in Fig. 5-284, cannot exist. This is 
because the top and bottom faces of the element are at the inner and 
outer walls of the tube. and these boundaries must be free of stress. 
Instead, as noted above, the applied torque causes the shear flow and 
the average stress to alwavs he directed tangent to the wall of the tube, 
such that it contributes to the resultant internal torque T. 


Average Shear Stress. The average shear stress can be 
related to the torque T by considering the torque produced 
by this shear stress about a selected point O within the tube's 
boundary, Fig. 5-28e, As shown, the shear stress develops a force 
dF = Tam dA = z, (t ds) on an element of the tube. This force acts 
tangent to the centerline of the tube's wall, and if the moment arm is 
h, the torque is 


dT = h(dF) = h( typ ds) 


For the entire cross section, we require 


T= j hrs, t ds 


Here the “line integral” indicates that integration must be performed 
around the entire boundary of the area. Since the shear flow g = Tyypf 
is constant. it can be factored out of the integral, so that 


Tz st dA ds 


A graphical simplification can be made for evaluating the integral 
by noting that the mean area, shown by the blue colored triangle in 
Fig. 5-28e, is d A,, = (1/2)h ds. Thus, 


T= nest | dAn = iyt Ay 








Stress-Iree boundary 
(top) 


Stress-free boundary 
(bottom | 


idi 








{eo} 





Fig. 5-28 (cont.) 
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Solving for r,,,, we have 


(5-18) 





Tave = the average shear stress acting over à particular thickness of the 
tube 


the resultant internal torque at the cross section 


~ 
lI 


t = the thickness of the tube where 7,,, is to be determined 


A, = the mean area enclosed within the boundary of the centerline of 
the tube's thickness. A,, is shown shaded in Fig. 5-287 


Since q = r, Í t. then the shear flow throughout the cross section 
becomes 





T 
— (5-19) 


Angle of Twist. The angle of twist of a thin-walled tube of length 7. 
can be determined using energy methods, and the development of the 
necessary equation is given as a problem later in the text.* If the material 
behaves in a linear elastic manner and G is the shear modulus, then this 
angle &, given in radians, can be expressed as 





TL ds 
= - — 5-20 
$ 4A,G J t t ) 


Here again the integration must be performed around the entire boundary 
of the tube's cross-sectional area. 


| Important Points 


* Shear flow g is the product of the tube's thickness and the 
average shear stress. This value is the same at all points along the 
tube's cross section. As a result, the largest average shear stress 
on the cross section occurs where the thickness is smallest, 


Both shear flow and the average shear stress act tangent to the 
wall of the tube at all points and in a direction so as to contribute 
to the resultant internal torque. 





*Sec Prob. 14-12. 





57 THin-Wal.eo Tuses HAVING CLOSED Cross Sections 


Calculate the average shear stress in a thin-walled tube having a 
circular cross section of mean radius r,, and thickness t, which is 
subjected to a torque T. Fig. 5-29a. Also, what is the relative angle of 
twist if the tube has a length L? 


SOLUTION 

Shear Stress. The mean area for the tube is Am = Trh- 
Applving Eq. 5-18 gives 

TUE m 

UP: 2th, RDE 


We can check the validity of this result bv applving the torsion 
formula. In this case, using Eq. 5-9. we have 


Ans. 


"n 
J-(65- r}) 


T+ 4 1 E] 
- z" + r)r-n) 


= FG + rn, + nir, — r) 


Since r, = r, = rj and t = r, — r, J = S Qr) rr = larit 


so that = T Ans 


which agrees with the previous result. 

The average shear-stress distribution acting throughout the tube's 
cross Section is shown in Fig. 5-295. Also shown is the shear-stress 
distribution acting on a radial line as calculated using the torsion 
formula, Notice how each r,,, acts in a direction such that it contributes 
to the resultant torque T at the section, As the tube's thickness 
decreases, the shear stress throughout the tube becomes more uniform. 


Angle of Twist. Applying Eq. 5-20, we have 
$ = Ee i j^ 
4ALGJ t Aima y Gt 
The integral represents the length around the centerline boundary, 
which is 2zr,,. Substituting, the final result is 


TL 
2erGt 


Show that one obtains this same result using Eq. 5-15. 


b= 


Actual shear-stress 
distribution 
(torsion formula) 


Tinas 


Average shear-stress 
distribution 
(thin-wall approximation 


ihi 
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The tube is made of C8610 bronze and has a rectangular cross 
section as shown in Fig 5-30a. If it is subjected to the two torques, 
determine the average shear stress in the tube at points A and B. Also, 


what is the angle of twist of end C? The tube is fixed at É. 


SOLUTION 


Average Shear Stress. Ií the tube is sectioned through points A 
and B, the resulting free-body diagram is shown in Fig. 5-305. The 
internal torque is 35 N * m. As shown in Fig. 5-30d, the mean area is 


Am = (04035 m)(0.057 m) = 0.00200 m` 


Applying Eq. 5-18 for point A. £4 = 5 mm, so that 


s * 
A ul 
2rA, 2(0.005 m )(0.00200 my) 


And for point B, ty = 3 mm, and therefore 


T 3SN:m 


= ——ə5 —— 2N MP 
HAm — 2(0.003 m} (0.00200 m^) $ 


Ty * 


Ans 


These results are shown on elements of material located at points A 
and B, Fig. 5-30e. Note carefully how the 35-N - m torque in Fig. 5-305 


creates these stresses on the back sides of each element. 
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Angle of Twist. From the free-body diagrams in Fig, 5-30b 
and 5-3lc, the internal torques in regions DE and CD are 35 N+m 
and 60 N * m, respectively. Following the sign convention outlined in 
Sec. 5.4, these torques are both positive, Thus, Eq. 5-20 becomes 


TL ds 
£e — t 


2 60N -m (0.5 m) | 57 mm 35mm J 
4(0,00200 m*)?(38¢10") N/m?) a 5mm ) 7 2 3mm ) 


35N+m (1.5m) (Emm), (Sum) 


ee 
4( 0.00200 m^ Y (38(107) N/m?) X 5 mm 3mm 


= 629(107) rad Ans 


1.73 MPa 
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fal] PROBLEMS 








$95. Compare the values of the maximum clastic shear 
stress and the angle of twist developed in 304 stainless steel 
shafis having circular and square cross sections Each shaft 
has the same cross-sectional arca of 9 in?, length of 36 in., 
and is subjected to a torque of 4000 Ih * in. 





Prob, 5-95 


*&-96, I a = 25 mm and b= I5 mm, determine the 
maximum shear stress in the cireular and elliptical shafts 
when the upplicd torque is T = SON-m. By what 
percentage is the shalt of circular cross section more 
efficient at withstanding the torque than the shaft of 
elliptical cross section? 





65-97, [tis intended to manufacture a circular bar to resist 
torque: however, the bar is made elliptical in the process of 
manufacturing, with one dimension smaller than the other 
by a factor k as shown. Determine the factor by which the 
maximum shear stress is increased. 





5-98, The shaft is made of red brass C834 and has an 
elliptical cross section. If it is subjected to the torsional 
loading shown, determine the maximum shear stress within 
regions AC and BC, and the angle of twist & of end B 
relative to end A, 

5-99, Solve Prob. 5-98 for the maximum shear stress 
within regions AC and BC. and the angle of twist ó of end B 
relative to C. 





*5-100, Segments AR and BC of the shaft have circular 
and square cross sections, respectively. H end A is subjected 
to a torque of T = 2 kN-m. determine the absolute 
maximum shear stress developed in the shaft and the angle 
of twist of end A. The shaft is made from A-36 steel and is 
fixed at C. 


5-101. Seyments AB and BC of the shaft have circular and 
square eross sections, respectively, The shaft is made from 
A-36 steel with an allowable shear stress of 7,4, = 75 MPa, 
and an angle of twist at end A which is not allowed to exceed 
0.02 rad. Determine the maximum allowable torque T that 
can be applied at end A. The shaft is fixed at C. 





Probs. 5-100/101 
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8-102, The aluminum strut is fixed between the two walls 
at A and B. If it has à 2 in. by 2 in. square cross section, and 
it is subjected to the torque of 8U Ib * ft at C, determine the 
reactions at the fixed supports. Also, what is the angle ol 
twist at C? Gy = 3.8(10") ksi. 





Prob, 5-102 


§-103. The square shaft ts used at the end of a drive cable in 
order to register the rotation of the cable on a gauge, If it has 
the dimensions shown and is subjected to à torque of 8 N * m, 
determine the shear stress in the shaft at point A. Sketch the 
shear stress on a volume element located at this point, 





Prob, 5-103 


*5-104. The 6061-T6 aluminum bar has a square cross 
section of 25 mm by 25 mm. If it is 2 m long, determine the 
maximum shear siress in the bar and the rotation of one 
end relative to the other end. 





*5-105, The steel shaft is 12 in. long and is screwed into 
the wall using à wrench. Determine the largest couple 
forces F that can be applied to the shaft without causing the 
steel to vield. ry = 8 ksi 

5-106. The steel shaft is 12 in. long and is screwed into the 
wall using a wrench. Determine the maximum shear stress 
in the shaft and the amount of displacement that cach 
couple force undergocs if the couple forces have a 
magnitude of F = 30 1b, Ga = 1038010 ksi. 





Probs, 5-105/106 


5-107. Determine the constant thickness of the rectangular 
tube if the average shear stress is not to exceed 12 ksi when à 
torque of T. = 20 kip-in, is applied to the tube. Neglect stress 
concentrations at the corners The mean dimensions of the 
tube arc shown. 


*5-108. Determine the torque T that can be applied to the 
rectangular tube if the average shear stress is nol to exceed 
12 ksi. Neglect stress concentrations at the corners The 
mean dimensions of the tube are shown and the tube has à 
thickness of 0,125 in. 
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*5-109, Fora given maximum shear stress, determine the 
factor by which the torque carrying capacity is increased if 
the half-circular section is reversed from the dashed-line 
position to the section shown. The tube is 0.1 in, thick, 





Prob. 5-109 


5-110. For a given average shear stress, determine the 
factor by which the torque-carrying capacity is increased if 
the half-circular sections are reversed from the dashed-line 
positions to the section shown. The tube is 0,1 in. thick, 





Prob, 5-110 


S-11. A torque T is applied to two tubes having the cross 
sections shown. Compare the shear flow developed in each 
tube. 





48-112. Due to à fabrication error the inner circle of the 
tube is eccentric with respect to the outer circle, By what 
percentage is the torsional strength reduced when the 
eccentricity e is one-fourth of the difference in the radii? 





Prob, 5-112 


*5-113. The mean dimensions of the cross section of an 
airplane fuselage are shown. If the fuselage is made of 
2014-16 aluminum alloy having allowable shear stress of 
Tate = IÑ ksi, and it is subjected 10 a torque of 6000 Kip * fi, 
determine the required minimum thickness ¢ of the cross 
section to the nearest 1/16 in. Also, find the corresponding 
angle of twist per foot length of the fuselage. 


S114. The mean dimensions of the cross section of an 
airplane fuselage are shown, If the fuselage is made from 
2014-T6 aluminum alloy having an allowable shear stress of 
Tau 7 18 ksi and the angle of twist per foot length of 
fuselage is not allowed to exceed 0001 rad/ft, determine 
the maximum allowable torque that can be sustained by the 
fuselage, The thickness of the wall is? = 0.25 in. 





Probs. S—-113/114 
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§-115. The tube is subjected to a torque of 780 N * m. 
Determine the average shear stress in the tube at points A 
and B. 


4mm 





6 mm 
— 


100 mm 


*5-116. The tube is made of plastic, is 5 mm thick, and has 
the mean dimensions shown. Determine the average shear 
stress at points A and H if it is subjected to the torque of 
T = 5N-m, Show the shear stress on volume elements 
located at these points. 





*8-117, The mean dimensions of the cross section of the 
leading edge and torsion box of an airplane wing can be 
approximated as shown. If the wing is made of 2014-T6 
aluminum alloy having an allowable shear stress of 
Tate = 125 MPa and the wall thickness is 10 mm, 
determine the maximum allowable torque and the 
corresponding angle of twist per meter length of the wing. 


5-118 The mean dimensions of the cross section of the 
leading edge and torsion box of an airplane wing can 
be approximated as shown. If the wing is subjected to a 
torque of 4.5 MN+m and the wall thickness is 10 mm, 
determine the average shear stress developed in the wing 
and the angle of twist per meter length of the wing. The 
wing is made of 2014- T6 aluminum alloy, 


10 mm 





Probes. 5-117/118 


5-119, The symmetric tube is made from a high-strength 
steel, having the mean dimensions shown and a thickness of 
5 mm. If it is subjected to a torque of T = 40 N - m, 
determine the average shear stress developed at points A 
and B. Indicate the shear stress on volume elements located 
at these points. 





Prob, 5-119 
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5.8 Stress Concentration 


The torsion formula, 74,4 = Te/J, cannot be applied to regions of a shaft 
having a sudden change in the cross section, Here the shear-stress and 
shear-strain distributions in the shaft become complex and can be 
obtained only by using experimental methods or possibly by a 
mathematical analysis based on the theory of elasticity. Three common 
discontinuities of the cross section that occur in practice are shown in 
Fig. 5-31. Thev are at couplings, which are used to connect two collinear 
shafts together, Fig. 5-31a, keyways, used to connect gears or pulleys to à 
shaft, Fig. 5-315, and shoulder fillets, used to fabricate a single collinear 
shaft from two shafts having different diameters, Fig. 5-31c. In each case 
the maximum shear stress will occur at the point (dot) indicated on the 
cross Section, 

The necessity to perform a complex stress analysis at a shaft 
discontinuity to obtain the maximum shear stress can be eliminated bv 
using a torsional stress-concentration factor. K. Asin the case of axially 
loaded members, Sec. 4.7. K is usually taken from a graph based on 
experimental data. An example, for the shoulder-fillet shaft, is shown 
in Fig. 5-32. To use this graph, one first finds the geometric ratio D/d 
to define the appropriate curve, and then once the abscissa r/d is 
calculated, the value of K is found along the ordinate 





ou idus 0.10 0.15 v.20 N25 Hw 





The maximum shear stress is then determined from 


(5-21) 





Here the torsion formula is applied to the smaller of the two connected 
shafts, since 74,4 occurs at the base of the fillet, Fig. 5—31c 

Note from the graph that an increase in fillet radius r causes a decrease 
in K. Hence the maximum shear stress in the shaft can be reduced by 
increaxing the fillet radius. Also, if the diameter of the larger shaft is 
reduced, the D/d ratio will be lower and so the value of K and therefore 
Tmax Will be lower. 

Like the case of axially loaded members, torsional stress concentration 
factors should always be used when designing shafts made from brittle 
materials, or when designing shafts that will be subjected to fatigue or 
cyclic torsional loadings. These conditions give rise to the formation 
of cracks at the stress concentration, and this can often lead to a 
sudden fracture. On the other hand, if large static torsional loadings are 
applied to a shaft made from ductile material, then inelastic strains will 
develop within the shaft. Yielding of the material will cause the stress 
distribution to become more evenly distributed throughout the shaft, so 
that the maximum stress will not be limited to the region of stress 
concentration, This phenomenon will be discussed further in the next 
section. 


Important Points 


* Stress concentrations in. shafts occur at points of sudden 
cross-sectional change, such as couplings. keyways, and at shoulder 
fillets. The more severe the change in geometry, the larger the 
stress concentration, 


For design or analysis, it is not necessary to know the exact 
shear-stress distribution on the cross section. Instead, it is possible 


to obtain the maximum shear stress using a stress concentration 
factor, K, that has been determined through experiment, and is 
only a function of the geometry of the shaft. 


Normally a stress concentration in a ductile shaft subjected to a 
static torque will not have to be considered in design; however, if 
the material is brittle, or subjected to fatigue loadings, then stress 
concentrations become important. 
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Stress concentrations can arise at the 
coupling of these shafts, and this must 
be taken into account when the shaft is 
designed, 
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Shear-stress 

distribution 

predicted by 
torsion Formula 


Actual sheir-stress 
distribution caused 
hy stress concentration 


(c) 
Fig. 5-33 





The stepped shaft shown in Fig. 5-33a is supported by bearings at A 
and B. Determine the maximum stress in the shaft due to the applied 
torques. The shoulder fillet at the junction of each shaft has a radius of 
r = 6mm. 


T 30N:m 


30 N'm 2 


(bi 


SOLUTION 


Internal Torque. By inspection, moment equilibrium about the 
axis of the shaft is satisfied. Since the maximum shear stress occurs at 
the rooted ends of the smaller diameter shafts, the internal torque 
(30 N. m) can be found there by applying the method of sections, 
Fig. 5-33h. 

Maximum Shear Stress. The stress-concentration factor can be 
determined by using Fig. 5-32. From the shaft geometry we have 


D 2(40mm) 
d 2(20 mm) 
r 6 mm 
Z 20054) 4 


Thus. the value of K — 1.3 is obtained. 
Applying Eq. 5-21, we have 


_ [30N*m (0.020 m) 
Tax 7 7| (/2)04020 m)! 


at | =310MPa Ans 


NOTE: From experimental evidence, the actual stress distribution 
along a radial line of the cross section at the critical section looks 
similar to that shown in Fig. 5-33c. Notice how this compares with the 
linear stress distribution found from the torsion formula. 





*5.9 Inelastic Torsion 


If the torsional loadings applied to the shaft are excessive, then the 
material may yield, and, consequently, a “plastic analysis” must be 
used to determine the shear-stress distribution and the angle of 
twist. To perform this analysis, then as before. it is necessary to 
meet the conditions of both deformation and equilibrium for the 
shaft 

It was shown in Sec. 5.1 that regardless of the material behavior, 
the shear strains that develop in a circular shaft will vary linearly 
from zero at the center of the shaft to a maximum at its outer 
boundary, Fig. 5-34a. Also, the resultant internal torque at the section 
must be equivalent to the torque caused by the entire shear-stress 
distribution over the cross section. This condition can be expressed 
mathematically by considering the shear stress r acting on an 
clement of area dA located a distance p from the center of the shaft 
Fig. 534b. The force produced by this stress is dF = 7 dA, and the 
torque produced is dT = pdF = p(r dA). For the entire shaft we 
require 


T fo dA (5-22 
1 


If the area dA over which 7 acts can be defined as a differential 
ring having an area of dA = 2zp dp. Fig. 5-34c. then the above 
equation can be written as 


>= | tp dp (5-23) 
"I 





These conditions of geometry and loading will now be used to 
determine the shear-stress distribution in a shaft when the shaft is 
subjected to two types of torque, 


Elastic-Plastic Torque. Let us consider the material in the shaft 
to exhibit an elastic-perfectly plastic behavior. As shown in Fig. 5-35a, 
this is characterized by a shear stress-strain diagram for which the 
material undergoes an increasing amount of shear strain when the 
shear stress reaches the vield point 7; 
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Severe twist of an aluminum specimen caused 
by the application of a plastic torque 


Ymas b 


Linear sheat-strain 
distribution 


on 


aA 


(bi 


dA = Irẹ dp 





Fig. 5-34 








238 CHAPTER 5 Torsion 


Ty 


Yr Y 


fa) 


Plastic 
annulus 








Sheur-stress distribution 


(e) 


Fig. 5-35 





If the internal torque produces the maximum elastic shear strain yy, at 
the outer boundary of the shaft, then the maximum elastic torque Ty 
that produces this distribution can be found from the torsion formula, 
ty = Tyc/ [(7/2)c*]. so that 


Ty = Frye (5-24) 


Furthermore, the angle of twist can be determined from Eq. 5-13, 
namely. 


d 
dd = Y (5-25) 


If the applied torque increases in magnitude above Ty, it will begin to 
cause vielding. First at the outer boundary of the shaft, p = c. and then, 
as the maximum shear strain increases to, say, y' in Fig. 5-354, the 
yielding boundary will progress inward toward the shafts center, 
Fig. 5-35. As shown, this produces an elastic core, where, by proportion, 
the radius of the core is py = (yy/y' je. Also, the outer portion of the 
material forms a plastic annulus or ring, since the shear strains y 
within this region are greater than yy. The corresponding shear-stress 
distribution along a radial line of the shaft is shown in Fig. 5-35e. It is 
established by taking successive points on the shear-strain distribution 
in Fig. 5-355 and finding the corresponding value of shear stress from 
the 7—y diagram, Fig. 5-35a. For example, at p = c, y' gives ry, and at 
p = py. yy also gives ry; etc. 

Since 7 in Fig. 5-35c can now be expressed as a function of p, we can 
apply Eq. 5-23 to determine the torque. We have 


T = 2r f 7# dp 
" 
Pr p E 
-27 Í n£) dp + 2x | typ dp 
ü Py P 


2m "T š 
" ey Í pdp + tery | o dp 
Py n Pr 


T 2r 3 " 
=> YY + tlc’ — py) 
zpy A 





ay (4c? — pl) (5-26) 


Plastic Torque. Further increases in T tend to shrink the radius of 
the elastic core until all the material will yield, i.e.. py — 0, Fig. 5-355. 
The material of the shaft will then be subjected to perfectly plastic behav- 
tor and the shear-stress distribution becomes uniform, so that 7 = ry, 
Fig. 5-354. We can now apply Eq. 5-23 to determine the plastic torque 
T p. which represents the largest possible torque the shaft will support. 


= > [ rw dp 
" 
= — rye (5-27) 


Compared with the maximum elastic torque Ty, Eq. 5-24, it can be seen 
that 


T, = =Ty 


3 


In other words, the plastic torque is 33% greater than the maximum 
elastic torque. 

Unfortunately, the angle of twist for the shear-stress distribution 
cannot be uniquely defined. This is because 7 ^ ty does not correspond 
to any unique value of shear strain y = yy. As a result, once T, is 
applied. the shaft will continue to deform or twist with no corresponding 
increase in shear stress. 


*5.10 Residual Stress 


When a shaft is subjected to plastic shear strains caused by torsion, 
removal of the torque will cause some shear stress to remain in the shaft, 
This stress is referred to as residual stress, and its distribution can be 
calculated using superposition and elastic recovery, (See Sec. 4.9.) 

For example. if T „ causes the material at the outer boundary of the shaft 
to be strained to y). shown as point C on the r—y curve in Fig. 5-36, the 
release of 7, will cause a reverse shear stress, such that the material 
behavior will follow the straight-lined segment CD, creating some elastic 
recovery of the shear strain y), This line is parallel to the initial straight- 
lined portion AB of the r— y diagram, and thus both lines have a slope G as 
indicated. 
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Fig. 5-35 (cont) 
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Plastic torque applied 
causing plastic shear strains 
throughout the shaft 
(a) 





T, 


Plastic torque reversed 
causing elastic shear strains 
throughout the shaft 
(b) 








Residual shear-stress 
distribution in shaft 
(c) 


(4 Ty + 


Elastic-plastic torque applied 





tv, fy 


Since elastic recovery occurs, we can superimpose on the plastic 
torque stress distribution in Fig. 5-37a a linear stress distribution caused 
by applying the plastic torque T, in the opposite direction, Fig. 5-37b. 
Here the maximum shear stress z,, for this stress distribution, is called 
the modulus of rupture for torsion. It is determined from the torsion 
formula,* which gives 


T T 


yo Tepe 


Using Eq. 5-27, 


_ (2Byerye"le 4 
(7/2)c* ue 

Note that reversed application of T, using the linear shear-stress 
distribution in Fig, 5-37b is possible here, since the maximum recovery 
for the elastic shear strain is 2yy, as noted in Fig. 5-37. This corresponds 
to a maximum applied shear stress of 2ty, which is greater than the 
maximum shear stress of ry calculated above. Hence. by superimposing 
the stress distributions involving applications and then removal of the 
plastic torque, we obtain the residual shear-stress distribution in the shaft 
as shown in Fig, 5-37c. It should be noted from this diagram that the 
shear stress at the center of the shaft, shown as ry, must actually be zero, 
since the material along the axis of the shaft is never strained. The reason 
this is not zero is because we assumed that all the material of the shaft 
was strained beyond the yield point in order to determine the plastic 
torque, Fig. 5-374. To be more realistic. an clastic—plastic torque should 
be considered when modeling the material behavior. Doing so leads to 
the superposition of the stress distribution shown in Fig. 5-374. 


Ts 


— 
Ty 
Tran ^ Ty 





Residual sheur-stress 
distribution in shaft 


Elastic-plastic torque reversed 
(di 


Fig. 5-37 


* [he torsion formula is valid only when the material behaves in a linear elastic manner: 
however, the modulus of rupture is so named because it assumes that the material behaves 
elastically and then suddenly ruptures at the proportional limi. 


Ultimate Torque. In the general case. most engineering materials 
will have a shear stress-strain diagram as shown in Fig. 5-384. 
Consequently, if T is increased so that the maximum shear strain in the 
shaft becomes y = ya, Fig. 5-385, then, by proportion yy occurs at 
py = (yy/y,)e. Likewise, the shear strains at, say, p = m and p = m, 
can be found by proportion, Le., y; = (fn/c)y, and ys = (po/c)y,. If the 
corresponding values of 7; , Ty. 7:, and 7, are taken from the 7 —y diagram 
and plotted, we obtain the shear-stress distribution, which acts along a 
radial line on the cross section, Fig. 5-38c, The torque produced by this 
stress distribution is called the ultimate torque. T, 

The magnitude of T, can be determined by “graphically” integrating 
Eq. 5-23. To do this, the cross-sectional area of the shaft is segmented into 
à finite number of rings, such as the one shown shaded in Fig. 5-38d. The 
area of this ring, AA = 2mp Ap, is multiplied by the shear stress 7 that 
acts on it, so that the force AF — 7 AA can be determined. The torque 
created by this force is then AT = p AF = pit AA). The addition of all 
the torques for the entire cross section, as determined in this manner, 
gives the ultimate torque Ty; that is, Eq. 5-23 becomes T, = 27 Erp Ap. 
If, however, the stress distribution can be expressed as an analytical 
function, 7 = fí(p), as in the elastic and plastic torque cases, then the 
integration of Eq, 5-23 can be carried out directly. 





Ultimate shearstrain distribution Ultimate shear-stress distribution 


thi (c) 
| Important Points 


* The shear-strain distribution along a radial line on the cross 
section of a shaft is based on geometric considerations, and it is 
found to always vary linearly along the radial line, Once it is 
established, the shear-stress distribution can then be determined 
using the shear stress-strain diagram, 


If the shear-stress distribution for the shaft is established, it 
produces a torque about the axis of the shaft that is equivalent to 
the resultant internal torque acting on the cross section. 


Perfectly plastic behavior assumes the shear-stress distribution is 
constant. When it occurs, the shaft will continue to twist with no 
increase in torque. This torque is called the plastic torque. 
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U.286 (1077) 
isl 


Sümm 17 Mia 


Elastic shear-strain distribution 
(bi 


Fig. 5-39 





The tubular shaft in Fig. 5-39a is made of an aluminum alloy that is 
assumed to have an elastic-plastic r~y diagram as shown. Determine 
the maximum torque that can be applied to the shaft without causing 
the material to vield, and the maximum torque or plastic torque that 
can be applied to the shaft. Also. what should the minimum shear 
strain at the outer wall be in order to develop a fully plastic torque? 


SOLUTION 

Maximum Elastic Torque. We require the shear stress at the outer 
fiber to be 20 MPa. Using the torsion formula, we have 

T,(0.05 m) 


— a= = SPSS u 
(7/2)|(0.05 m)* — (0.03 m)*] 


yer 20(10°) N/m? = 


Ty = 342kN-m Ans. 


The shear-stress and shear-strain distributions for this case are 
shown in Fig. 5-395. The values at the tube's inner wall have been 
obtained by proportion, 

Plastic Torque. ‘The shear-stress distribution in this case is shown in 
Fig. 5-39c. Application of Eq. 5-23 requires 7 = ry. We have 


Atti m 1 lus m 
T, = 20 Í [20(10") N/m? ]j dp = 125.66(10")—p" 
O48 m 


3 bt m 
= 411 kN«m Ans. 
For this tube T, represents a 2095 increase in torque capacitv 
compared with the elastic torque Ty. 


Outer Radius Shear Strain. The tube becomes fully plastic when 
the shear strain at the inner wall becomes (0.286(10 `) rad, as shown in 
Fig. 5-39c. Since the shear strain remains linear over the cross section, 
the plastic strain at the outer fibers of the tube in Fig. 5-39c is 
determined by proportion, 
Ya 0.286(10"*} rad 
S0mm 30mm 


y, = 0.477(10 `) rad 
i D> 0.477 (107) rad 


0.286 (10 *) rad 


Plastic shear-stress distribution Initial plastic shear-straini distribution 


(c) 





A solid circular shaft has a radius of 20 mm and length of 1.5 m. The 
material has an elastic-plastic r—y diagram as shown in Fig. 5-404. 
Determine the torque needed to twist the shaft ¢ = 0.6 rad. 


TIMPa) 


olo Ux 
(a) 


SOLUTION 
We will first obtain the shear-strain distribution, then establish the 
shear-stress distribution. Once this is known, the applied torque can 
be determined. 

The maximum shear strain occurs at the surface of the shaft, p = c. 
Since the angle of twist is b = 0.6 rad for the entire 1.5-m length of 
the shaft. then using Eq. 5-25, for the entire length we have 


9 L ‘ Seu LS m) 
— 06 = ^ (002m) 


Ymm 7 04X18 rad 
The shear-strain distribution is shown in Fig. 5-405. Note that 
yielding of the material occurs since Yma > yy @ Q0016 rad in 
Fig. 5-40. The radius of the elastic core, py, can be obtained by 
proportion. From Fig. S—405, 
py 0.02 m 
0.0016. 0008 
py = 0.004 m = 4 mm 
Based on the shear-strain distribution, the shear-stress distribution, 
plotted over a radial line segment, is shown in Fig. 5-4üc. The torque 


can now be obtained using Eq. 5-26, Substituting in the numerical 
data vields 


T == (act — pp) 
— v[75(M^) N/m`'] 
Nc) 

125 kN ^m 


[4(0.02 m)? — (0.004 m)*} 








5.10 Resinuat STRESS 243 


Shear—strain distribution 


(hi 


She ur-stiess distribution 
fci 


Fig. 5-40 
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Residual shear-stress distribution 
Fig. 8-41 





A tube in Fig. 5-41a has a length of 5 ft and the material has an elastic- 
plastic r—y diagram, also shown in Fig. 5-41a. Determine the plastic 
torque T,. What is the residual shear-stress distribution if T, is 
removed just after the tube becomes fully plastic? 


SOLUTION 


Plastic Torque. The plastic torque T, will strain the tube such that 
all the material vields Hence the stress distribution will appear as 
shown in Fig. 5-415. Applying Eq. 5-23, we have 


Ca 
T,- 2« Í typ dp = Ted -q) 
4 


E FaN) Ib/in^)[(2 in." — (1 in.}?] = 1759 kip: in. Ans 


When the tube just becomes fully plastic. vielding has started at the 
inner wall, ie. at c, = 1 in. yy = 0.002 rad. Fig 5-41a. The angle of 
twist that occurs can be determined from Eq. 5-25. which for the 
entire tube becomes 


L (0.002)(5 ft)(12 in /ft) 


$, = We (lin = (0.120 rad ^ 


When T, is removed, or in effect reapplied in the opposite 
direction, then the “fictitious” linear shear-stress distribution shown in 
Fig. 5-41c must be superimposed on the one shown in Fig. 5-415. In 
Fig. 5-41c the maximum shear stress or the modulus of rupture is 
found from the torsion formula 


Tuc, (175.9 kip - in.)(2 in.) : 
— ^ e 


Also, at the inner wall of the tube the shear stress is 


lin. 
2in. 


The resultant residual shear-stress distribution is shown in Fig. 5-414. 


7 = (14.93 ksi ) = 7.47 ksi Ans. 
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PROBES — — 


*&-120. The steel used for the shaft has an allowable shear 5-123, The steel shaft is made from two segments: AR and 


stress of 7,5, = 8 MPa. If the members are connected with BC. which arc connected using a fillet weld having a radius 
t fillet weld of radius r = 4 mm, determine the maximum of 2,85 mm. Determine the maximum shear stress developed 
torque T that can he applied. in the shaft. 





Prob, 5-123 


*5-121, The built-up shaft is to be designed to rotate 
at 720 rpm while transmitting 30 kW of power. Is this 
possible? The allowable shear stress is 7a = 12 MPa. 


5-122, The built-up shaft is designed to rotate at 540 rpm. 
If the radius of the fillet weld connecting the shafts 
is r = 720mm, and the allowable shear stress for the 
material is 7,5,, = 55 MPa, determine the maximum power 
the shaft can transmit. 


*5-124, The steel used for the shaft has an allowable shear 
stress Of Tn, = 8MPa. If the members are connected 
together with a fillet weld of radius r = 2.25 mm, determine 
the maximum torque T that can be applied. 


30 mm 3u mm 





T r 
z 2 





Probs. 5-121/122 Prob, 5-124 
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*5-125. The assembly is subjected to a torque of 710 Ib · in, 
If the allowable shear stress for the material is rj, = 12 ksi, 
determine the radius of the smallest size fillet that can be used 
to transmit the torque. 


0.75 m. 





71 illrin. 


NO If 


Prob, 5-125 


5-126. A solid shaft is subjected to the torque. T, which 
causes the material to yield. Tf the material is elastic plastic, 
show that the torque can be expressed in terms of the angle 
of twist b of the shaft as T = in (1 — dyti), where Ty 
and dy are the torque and angle of twist when the material 
begins to yield. 


$-127. A solid shaft having a diameter of 2 in. is made 
of elastic-plastic material having a yield stress of 
ty = 16ksi and shear modulus of G = 12(10) ksi, 
Determine the torque required to develop an clastic core 
in the shaft having a diameter of 1 in. Also, what is the 
plastic torque? 


*$-128. Determine the torque needed to twist a short 
3-mm-diameter steel wire through several revolutions if it is 
made from steel assumed to be elastic plastic and having a 
vield stress of zy = 80 MPa, Assume that the material 
becomes fully plastic. 





*5-129, The solid shaft is made of an elastic-perfectly 
plastic material as shown. Determine the torque T needed 
to form an clastic core in the shaft having a radius of 
py = 20 mm. If the shaft is 3 m long, through what angle 
does one end of the shaft twist with respect to the other end? 
When the torque is removed, determine the residual stress 
distribution in the shaft and the permanent angle of twist. 





y (rad) 


$-130. The shalt is subjected to a maximum shear strain 
of 0,0048 rad. Determine the torque applied to the shaft 
if the material has strain hardening as shown by the shear 
stress-strain diagram. 








S-131. An 80-mm diameter solid circular shaft is made of 
an elastic-perfectly plastic material having a yield shear 
stress of ty = 125 MPa. Determine (a) the maximum clastic 
torque Ty; and (b) the plastic torque Tp 


*&-132, The hollow shaft has the cross section shown and 
is made of an elastic-perfectly plastic material having à 
yield shear stress of ty. Determine the ratio of the plastic 
torque T, to the maximum elastic torque Ty, 


* 





Prob, 5-132 


5-133. The shaft consists of two sections that are rigidly 
connected. If the material is clastic plastic us shown, 
determine the largest torque T that can be applicd to the 
shaft. Also, draw the shear-stress distribution over a radial 
line for each section. Neglect the effect of stress 
concentration, 


Fr 


2. 





y (rad) 


uus 


Prob, 5-133 
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$134. The hollow shaft is made of an clastic-pertectly 
plastic material having a shear modulus of G and à yield 
shear stress of ty. Determine the applied torque T, when the 
material of the inner surface is about to yield (plastic torque). 
Also, find the corresponding angle of twist and the maximum 
shear strain. The shaft has a length of L- 





Prob. 5-134 


5-135, The hollow shaft has inner and outer diameters of 
60 mm and SU mm, respectively. If it is made of an elastic- 
perfectly plastic material, which has the +— diagram shown, 
determine the reactions at the fixed supports A and C. 





r (MPa 


120 


y (rad) 
ü dole 


Prob, 5-135 
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*$-136. The tubular shaft is made of a strain-hardening 
material having a r—y diagram as shown. Determine the 
torque. T that must be applied to the shaft so thal the 
maximum shear strain is (41 rad. 





ytrad) 


045 üt 


Prob, 5-136 


*5-137. The shear stress-strain diagram for a solid 
50-mm-diameter shaft can be approximated as shown in 
the figure. Determine the torque 7 required to cause a 
maximum shear stress in the shaft of 125 MPa. If the shaft is 
1.5 m long, what is the corresponding angle of twist” 





r(MPai 
135 
SU 
{rail 
OUS iol M ) 
Prob, 5-137 


5-138. A tube is made of clastic-periectiy plastic material, 
which has the *—y diagram shown. If the radius of the 
elastic core i$ py = 2.25 in. determine the applied torque T. 
Also, find the residual shear-stress distribution in the shaft 
and the permanent angle of twist of one end relative to the 
other when the torque is removed. 


$-139, The tube is made of clastic-perfectly plastic 
material, which has the 7 —y diagram shown, Determine the 
torque T that just causes the inner surface of the shaft to 
yield. Also, find the residual shear-stress distribution in the 
shaft when the torque is removed 





r {ksi} 


y (rad) 
O KM 


Probs. 5-138/139 


*$-140. The 2-m-long tube is made of an clastic-perlectly 
plastic material as shown. Determine the applied torque 7 
that subjects the material at the tube's outer edge to a shear 
strain of you, = 0.006 rad. What would be the permanent 
angle of twist of the tube when this torque is removed’ 
Sketch the residual stress distribution in the tube, 


35mm 





30 mm 


r (MPal 
210 


[rudi 
L003 z 


Prob, 5-140 








*§-141. A stecl alloy core is bonded firmly to the copper 
alloy tube to form the shaft shown, Ifthe materials have the 
Ty diagrams shown, determine the torque resisted by the 
core and the tube 





t (MPa) 

I^u 4 — 
y (rad) 

D 4XI24 
Stcel Alloy 

T (MPa) 

36 
y (rad) 

ET OPs 


Copper Alloy 
Prob. 5-14 
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§-142. A torque is applied to the shaft of radius r, If the 
material has a shear stress-strain relation of + = ky'”, 
where & is a constant, determine the maximum shear stress 
in the shaft 


j 5 





Prob. 5-142 
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CHAPTER REVIEW 





Torque causes a shaft having a circular cross section 
to twist, such that the shear strain in the shaft is 
| proportional to its radial distance from the center of 
|! the shaft, Provided the material is homogeneous and 
linear elastic. then the shear stress is determined from 
| the torsion formula, 


The design of a shaft requires finding the geometric 
parameter, 


J T 


€ Tallow 





Often the power P supplied to à shaft rotating at w is 
reported, in which case the torque is determined from 
P = Te, 





The angle of twist of a circular shaft is determined from 


Tix) dx 
*- om 


| M the internal torque and JG are constant within cach 
; segment of the shalt then 


TL 
«NA 
| o> EG 


| For application, it is necessary to use a sign convention for 
| the internal torque and to be sure the material remains 
linear clastic. 





| Tf the shaft is statically indeterminate, then the reactive 
| torques are determined from equilibrium, compatibility 
of twist, and a torque-twist relationship, such as 
b-TLHG. 











Solid non-circular shafts tend to warp out of plane when 
subjected to a torque, Formulas are available to determine the 
maximum clastic shear stress and the twist for these cases. 


The average shear stress in thin-walled tubes is determined by 
assuming the shear stress across cach thickness / of the tube is 


constant. Tis value is determined from +, = 


MA, 


Stress concentrations occur in shafis when the cross section 

suddenly changes. The maximum shear stress is determined 

using a Stress concentration factor K, which is determined 

from experiment and represented in graphical form. Once 
{Te 


obtained, Finas = «(T i 


If the applied torque causes the material to exceed the elastic 
limit, then the stress distribution will not be proportional to 
the radial distance from the centerline of the shaft, Instead, the 
internal torque is related to the stress distribution using the 
shear-stress-shear-strain diagram and equilibrium. 


If a shaft is subjected to a plastic torque, which is then 
released, it will cause the material to respond elastically, 
thereby causing residual shear stress to be developed in the 
shaft. 


CHAPTER Review 
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fiz] REVIEW PROBLEMS 


5-143, Consider a thin-walled tube of mean radius r and 
thickness t. Show that the maximum shear stress in the tube 
due to an applied torque 7 approaches the average shear 
stress computed from Eq. 5-18 as r/1 =» ox, 





Prob. 5-143 


*&-144, The 303 stainless steel shaft is 3m long and has an 
outer diameter of 60 mm. When it is rotating at 60 rad/s, it 
transmits 30 kW of power from the engine E to the 
generator G. Determine the smallest thickness of the shaft 
if the allowable shear stress is T,5,, = 150 MPa and the 
shaft is restricted not to twist more than 0.08 rad. 





Prob. 5-144 


«5-145, The A-36 stecl circular tube is subjected to a 
torque of 10 kN * m. Determine the shear stress at the mean 
radius p = 60mm und compute the angle of twist of the 
tube if it is 4 m long and fixed at its far end. Solve the 
problem using Eqs 5-7 and 5-15 and by using Eqs. 5-18 
and 5-20. 





10 kN-m 
Prob. 5-145 


§-146. Rod AR is made of A-36 steel with an allowable 
shear stress of (z, ) = 75MPa, and tube BC is made of 
AM1004-T61 magnesium alloy with an allowable shear 
stress of (Tui), = 45MPa. The angle of twist of end C is 
not allowed to exceed (0,05 rad. Determine the maximum 
allowable torque T that can be applied te the assembly. 





Section a-a 


Prob. 5-146 


5-147. A shaft has the cross section shown and is made of 
2014-T6 aluminum alloy having an allowable shear stress of 
Tallo 7 125 MPa. If the angle of twist per meter length is 
not allowed to exceed 0.03 rad, determine the required 
minimum wall thickness t to the nearest millimeter when 
the shaft is subjected to a torque of T = 1SkKN+m 


À 


Prob, 5-147 





"+148 The motor A develops a torque at gear H of 
500 tb: ft, which is applied along the axis of the 2-in.- 
diameter A-36 steel shaft CD. This torque is to be 
transmitted to the pinion gears at É and F. If these gears are 
temporarily fixed, determine the maximum shear siress in 
segments CB and BD of the shaft. Also, what is the angle of 
twist of cach of these segments? The bearings at C and D 
only exert force reactions on the shaft, 


500 Ift 





58-149, The coupling consists of two disks fixed to separate 
shafts. cach 25 mm in diameter. The shafts are supported on 
journal hearings that allow free rotation, In order to limit 
the torque T that can be transmitted. a "shear pin” P is used 
to connect the disks together, If this pin can sustain an 
average shear force of 550 N before it fails, determine the 
maximum constant torque 7 that can be transmitted from 
one shaft to the other. Also, what is the maximum shear 
Stress in each shaft when the “shear pin" is about to fail? 





Prob. 5-149 
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8-180, The rotating flywheel and shaft is brought to à 
sudden stop at D when the bearing freezes. This causes the 
fiywheel to oscillate clockwise-counterclockwise, so that a 
point A on the outer edge of the flywheel is displaced 
through a 10-mm arc in either direction, Determine the 
maximum shear stress developed in the tubular 304 
stainless steel shaft duc to this oscillation. The shaft has an 
inner diameter of 25 mm and an outer diameter of 35 mm. 
The journal bearings at B and C allow the shalt to rotate 
freely. 





5-151. If the solid shaft AB to which the valve handle is 
attached is made of C83400 red brass and has a diameter of 
Hi mm, determine the maximum couple forces F that can be 
applied to the handle just before the material starts to fail 
Take Tali = 30 MPa. What is the angle of twist of the 
handle? The shaft is fixed at A. 





Prob. 5-151 
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Bending 


CHAPTER OBJECTIVES 


Beams and shafts are important structural and mechanical! elements 
in engineering, In this chapter we will determine the stress in these 
members caused by bending. The chapter begins with a discussion of 
how to establish the shear and moment diagrams for a beam or shaft. 
Like the normal-force and torque diagrams, the shear and moment 
diagrams provide a useful means for determining the largest shear and 
moment in a member, and they specify where these maximums occur. 
Once the internal moment at a section is determined, the bending 
stress can then be calculated. First we will consider members that are 
straight, have a symmetric cross section, and are made of homogeneous 
linear elastic material. Afterward we will discuss special cases involving 
unsymmetric bending and members made of composite materials. 
Consideration will also be given to curved members, stress 
concentrations, inelastic bending, and residual stresses. 





6.1 Shear and Moment Diagrams 


Members that are slender and support loadings that are applied 
perpendicular to their longitudinal axis are called beams. In general, 
beams are long, straight bars having a constant cross-sectional area. 
Often they are classified as to how they are supported. For example, a 
simply supported beam is pinned at one end and roller supported at the 
other, Fig. 6-1, a cantilevered beam is fixed at one end and free at the 
other, and an overhanging beam has one or both of its ends freely 
extended over the supports Beams are considered among the most 
important of all structural elements. They are used to support the floor 
of a building, the deck of a bridge, or the wing of an aircraft, Also, the 
axle of an automobile, the boom of a crane, even many of the bones of 
the body act as beams. 











Overhanging beam 


Fig. 6-1 
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Positive external distributed load 
V 


y 
Positive internal shear 
M 


M 
Positive internal moment 
Beam sign convention 


Fig. 6-3 





Because of the applied loadings, beams develop an internal shear 
force and bending moment that, in general, vary from point to point 
along the axis of the beam. In order to properly design a beam it 
therefore becomes necessary to determine the maximum shear and 
moment in the beam. One way to do this is to express V and M as 
functions of their arbitrary position x along the beam’s axis. These 
shear and moment functions can then be plotted and represented by 
graphs called shear and moment diagrams. The maximum values of V 
and M can then be obtained from these graphs. Also, since the shear 
and moment diagrams provide detailed information about the variation 
of the shear and moment along the beam's axis, they are often used bv 
engineers to decide where to place reinforcement materials within the 
beam or how to proportion the size of the beam at various points 
along its length. 

In order to formulate V and M in terms of x we must choose the origin 
and the positive direction for x. Although the choice is arbitrary, most 
often the origin is located at the left end of the beam and the positive 
direction is to the right 

In general, the internal shear and moment functions of x will be 
discontinuous, or their slope will be discontinuous, at points where a 
distributed load changes or where concentrated forces or couple 
moments are applied, Because of this. the shear and moment functions 
must be determined for each region of the beam between any two 
discontinuities of loading. For example, coordinates x), xs, and x, will 
have to be used to describe the variation of V and M throughout the 
length of the beam in Fig. 6-2. These coordinates will be valid only 
within the regions from A to B for xj, from B to C for x2, and from 
€ to D for x,. 


Beam Sign Convention. Before presenting a method for 
determining the shear and moment as functions of x and later plotting 
these functions (shear and moment diagrams), it is first necessary to 
establish à sign convention so as to define “positive” and "negative" 
values for V and M. Although the choice of a sign convention is 
arbitrary, here we will use the one often used in engineering practice 
and shown in Fig. 6-3. The positive directions are as follows: the 
distributed load acts upward on the beam; the internal shear force 
causes a clockwise rotation of the beam segment on which it acts; and 
the internal moment causes compression m the top fibers of the segment 
such that it bends the segment so that it holds water, Loadings that are 
opposite to these are considered negative. 
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Important Points 


* Beams are long straight members that are subjected to loads perpendicular to their longitudinal axis. They 
are classified according to the wav they are supported, e.g., simply supported, cantilevered, or overhanging. 

* In order to properly design a beam, it is important to know the variation of the internal shear and moment 
along its axis in order to find the points where these values are a maximum. 

* Using an established sign convention for positive shear and moment, the shear and moment in the beam 
can be determined as a function of its position x on the beam, and then these functions can be plotted to 
form the shear and moment diagrams, 


| Procedure for Analysis 


The shear and moment diagrams for a beam can be constructed using the following procedure. 


Support Reactions. 


* Determine all the reactive forces and couple moments acting on the beam, and resolve all the forces into 
components acting perpendicular and parallel to the beam's axis. 


Shear and Moment Functions. 


* Specify separate coordinates x having an origin at the beam's left end and extending to regions of the beam 
between concentrated forces and/or couple moments, or where there is no discontinuity of distributed 
loading. 

* Section the beam at each distance x, and draw the free-body diagram of one of the segments. Be sure V 
and M are shown acting in their positive sense, in accordance with the sign convention given in Fig. 6-3. 

* The shear is obtained by summing forces perpendicular to the beam s axis. 

* To eliminate V, the moment is obtained directly bv summing moments about the sectioned end of the 
segment. 


Shear and Moment Diagrams. 


* Plot the shear diagram (V versus x) and the moment diagram (M versus x). If numerical values of the 
functions describing V and M are positive. the values are plotted above the x axis, whereas negative values 
are plotted below the axis. 


* Generally it is convenient to show the shear and moment diagrams below the free-body diagram of the beam. 
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Draw the shear and moment diagrams for the beam shown in Fig. 64a. 


SOLUTION 
Support Reactions. The support reactions are shown in Fig. 6-4c. 


Shear and Moment Functions. A free-body diagram of the left 
segment of the beam is shown in Fig. 6-45. The distributed loading on 
this segment, wx, is represented by its resultant force only after the 
segment is isolated as a free-body diagram. This force acts through the 
centroid of the area comprising the distributed loading, a distance of 
x/2 from the right end. Applying the two equations of equilibrium 
vields 


+1F, =0; 


Shear and Moment Diagrams. The shear and moment diagrams 
shown in Fig. 6—4c are obtained by plotting Eqs. 1 and 2. The point of 
zero shear can be found from Eq. 1; 


NOTE: From the moment diagram, this value of x represents the 
point on the beam where the maximum moment occurs, since by 
Eq. 6-2 (see Sec. 62) the slope V = dM/dx = t. From Eq. 2, we 
have 
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Draw the shear and moment diagrams for the beam shown in Fig. 6-5a. 


Wal. 
Wy 


SOLUTION 


Support Reactions. The distributed load is replaced by its resultant 
force and the reactions have been determined as shown in Fig. 6-55. 


Shear and Moment Functions. A free-body diagram of a beam 
segment of length x is shown in Fig. 6-5c. Note that the intensity of 
the triangular load at the section is found by proportion, that is, 
w/x = wy/L or w = wyx/L. With the load intensity known, the 
resultant of the distributed loading is determined from the area under 
the diagram. Thus. 


— Wp; 55,3 RE 
M = (21 + 3P - x) 


These results can be checked by applying Eqs 6-1 and 6-2 of Sec. 6.2, 
that is, 
Wot 


— as PS A ES 
wv == 40 = 22) I OK 


dM Wy 


Sm _ Wo $. A — ly 3 
V — (0 + 3L* — 3x7) Ta Xt) OY 


Shear and Moment Diagrams. The graphs of Egs | and 2 are 
shown in Fig. 6-54. 
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Draw the shear and moment diagrams for the beam shown in Fig. 6-6. 


6 kip tt 


I— ——14£—— ——4 


Mikip-ft) 


fa) 


36kip 36 kip 


4 kip/fi 
2kip/ 


- 42 


= 163 kip-fi 


at) 


SOLUTION 


Support Reactions. The distributed load is divided into triangular 
and rectangular component loadings and these loadings are then 
replaced by their resultant forces. The reactions have been 
determined as shown on the beam s free-body diagram, Fig. 6-65, 


Shear and Moment Functions. A free-body diagram of the left 
segment is shown in Fig. 6—6c. As above, the trapezoidal loading is 
replaced by rectangular and triangular distributions. Note that the 
intensity of the triangular load at the section is found by proportion. 
The resultant force and the location of each distributed loading are 
also shown, Applving the equilibrium equations, we have 


ETEF, = 0; 30 kip — (2 kip/ft)x — ia kip/&)( -y-0 


aa 


v= (9-2 - 5 Jo (1) 


{+=M = 0; 


—M kip(x) + (2 kip/tx(4) + 3 ;" kip/te)( a) (= i) *M*0 
M = (v. -x -=) ko. -ft 


Equation 2 may be checked by noting that dM/dx = V, that is, Eq. 1. 
Also, w = dV/dx = —2 — £x. This equation checks, since when 
x = 0, w = —2 kip/ft, and when x = 18 ft, w = —6kip/ft, Fig. 64a, 


Shear and Moment Diagrams. Equations | and 2 are plotted 
in Fig 6-6d. Since the point of maximum moment occurs when 
dM/dx = V = 0 (Eq. 6-2), then, from Eq. 1, 


Choosing the positive root, 


Thus. from Eq. 2. 


(9735? 


Maa = 30(9,735) — (9735y. - 37 


= 163 kip -ft 
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Draw the shear and moment diagrams for the beam shown in Fig. 6-7a. 


I5 kN 


— ul " C =>" 


(b) 


SOLUTION ISKN 5(r.— 5) 


Support Reactions. The reactions at the supports have been 
determined and are shown on the free-body diagram of the beam, 
Fig. 674. 


Shear and Moment Functions. Since there is a discontinuity of 
distributed load and also a concentrated load at the beam's center, 
two regions of x must be considered in order to describe the shear and 
moment functions for the entire beam. 


0 = x, < Sm, Fig. 6-7b: 
+T SF, =0; 575kN- V = 0 
V = 575kN (1) 
(FEM = 0: -RÜkN*m —575kN x, + M = Ü 
M = (875x, + 80) kN* m (2) 
5m < x; = 10m, Fig. 6-7c- 
*1XF,-0; $75kN — ISkN — 5kN/m(x: - 5m) - V = 0 
V = (1575 — 5x.) kN (3) 
(EM =0; -RÜkN*m — 5.75 kN x, + ISKN(x, — S m) 


2-5 
+ 5 kN/m( x; — ss (2) +M=0 


M *(-25x) + 15/75x4 + 925) kN-m (4) 


These results can be checked in part by noting that w = dV /dx 
and V = dM/dx. Also, when x, = 0, Eqs 1 and 2 give 
V = $75 kN and M = 80 kN *m; when x, = 10 m, Eqs. 3 and 4 
give V = —3425 KN and M = 0. These values check with the 
support reactions shown on the free-body diagram. Fig. 6-74. 


Shear and Moment Diagrams. Equations 1 through 4 are plotted 
in Fig. 67d. 
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Failure of this table occurred at the brace 
support on its right sde. If drawn, the 
bending moment diagram for the table 
loading would indicate thes to be the poimi 
of maximum internal moment. 


{al 








6.2 Graphical Method for Constructing 
Shear and Moment Diagrams 


In cases where a beam is subjected to several different loadings, 
determining V and M as functions of x and then plotting these equations 
can become quite tedious. In this section a simpler method for 
constructing the shear and moment diagrams is discussed—a method 
based on two differential relations, one that exists between distributed 
load and shear, and the other between shear and moment. 


Regions of Distributed Load. For purposes of generality, 
consider the beam shown in Fig. 6-8e, which is subjected to an arbitrary 
loading. A free-body diagram for a small segment Ax of the beam is 
shown in Fig. 6-8). Since this segment has been chosen at a position x 
where there is no concentrated force or couple moment, the results to be 
obtained will not apply at these points of concentrated loading. 

Notice that all the loadings shown on the segment act in their positive 
directions according to the established sign convention, Fig. 6-3. Also, 
both the internal resultant shear and moment, acting on the right face of 
the segment. must be changed by a small amount in order to keep the 
segment in equilibrium. The distributed load has been replaced by a 
resultant force w(x) Ax that acts at a fractional distance k( Ax) from 
the right side, where 0 < k < 1 [for example, if w(x) is uniform, k = +], 
Applving the equations of equilibrium to the segment, we have 






"tri 


w(x} KA) 


—————— 


Free-hody diayram 
of segment À r 


Ihi 
Fig. 6-8 
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TIF, = 0; V + w(x) Ax - (V + AV) = 0 
AV = wix) Ax 


(+My = 0, -V Ax — M — w(x) Ax[k( Ax)] + (M + AM) = 0 
AM = V Ax + w(x) k(Ax)? 


Dividing by Ax and taking the limit as Ax — 0, the above two equations 
become 





slope of distributed (6-1) 
shear diagram = load intensity 
at each point at each point 
slope of shear (6-2) w= w) n 


moment diagram = at cach (a) 
at each point point 






ty = negative increasing 


These two equations. provide a convenient means for quickly 
slope = negative increasing 


obtaining the shear and moment diagrams for a beam. Equation 6-1 
states that at a point the slope of the shear diagram equals the intensity 
of the distributed loading. For example. consider the beam in Fig. 69a. 
The distributed loading is negative and increases from zero to wy. 
Therefore, the shear diagram will be a curve that has a negative slope, 
increasing from zero to —wg. Specific slopes wa = 0, —Wwe, —wp, and 
—wg are shown in Fig. 6-95. 

In à similar manner, Eq. 6-2 states that at a point the slope of the 
moment diagram is equal to the shear. Notice that the shear diagram in 
Fig. 6-9b starts at +V 4. decreases to zero, and then becomes negative 
and decreases to — V y. The moment diagram will then have an initial 
slope of +V 4, which decreases to zero, then the slope becomes negative 
and decreases to —V p. Specific slopes V 4. Vc, Vp. 0, and -Vy are 
shown in Fig. 6-9c. Fig. 6-9 


Rn 


(hi 


V = positive decreasing 
slope = positive decreasing 


(c) 
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Fig. 6-9 (cont.) 


F 
V 
M i M+ AM 


J—ar—|" * AV 


(a) 


M+ AM 





ar V+ AV 
(b) 


Fig. 6-10 





Equations 6-1 and 6-2 may also be rewritten in the form dV = w(x) dx 
and dM = V dx, Noting that w(x) dx and V dx represent differential 
areas under the distributed loading and shear diagram, respectively, we 
can integrate these areas between any two points C and D on the beam, 
Fig. 6-9d. and write 


AV — J w(x) dx 
6-3 
change in _ area under w 
shear distributed loading 
AM = 1: Vix) dx 
(6-4) 


change in _ area under 
moment shear diagram 


Equation 6-3 states that the change in shear between C and D is equal to 
the area under the distributed-loading curve berween these two points, 
Fig. 6-94. In this case the change is negative since the distributed load 
acts downward. Similarly, from Eq. 6-4, the change in moment between 
C and D, Fig, 6—9f, is equal to the area under the shear diagram within 
the region from € to D. Here the change is positive, 

Since the above equations do not apply at points where a concentrated 
force or couple moment acts, we will now consider each of these cases. 


Regions of Concentrated Force and Moment. A free- 
body diagram of a small segment of the beam in Fig. 6-10a taken from 
under the force is shown in Fig, 6-10«. Here it can be seen that force 
equilibrium requires 


+T3F, = 0; V+F-(V+AV)=0 

AV=F (6-3) 
Thus. when F acts upward on the beam, AV is positive so the shear will 
"jump" upward. Likewise, if F acts downward, the jump (AV) will be 
downward 


When the beam segment includes the couple moment Mp, Fig. 6-105, 
then moment equilibrium requires the change in moment to be 


L+=My = 0; M + AM — Ma —VAx—M-0 
Letting Ax — Ü. we get 
AM = My (6-6) 


In this case, if My is applied clockwise, AM is positive so the moment 
diagram will "jump" upward. Likewise, when M, acts counterclockwise, 
the jump (AM) will be downward. 
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Procedure for Analysis 


The following procedure provides a method for constructing the 
shear and moment diagrams for a beam based on the relations 
among distributed load, shear, and moment. 


Support Reactions. 

* Determine the support reactions and resolve the forces acting on 
the beam into components that are perpendicular and parallel to 
the beam's axis. 


Shear Diagram. 


* Establish the V and x axes and plot the known values of the shear 
at the two ends of the beam. 


Notice how the values of the distributed load varv along the 
beam, and realize that each of these values indicates the way the 
shear diagram will slope (dV/dx = w). Here w is positive when it 
acts upward. 

If a numerical value of the shear is to be determined at a point, one 
can find this value either by using the method of sections and the 
equation of force equilibrium, or by using AV =f w(x) dx, which 
states that the change in the shear between any two points is equal 
to the area under the load diagram between the two points. 


Moment Diagram. 
* Establish the M and x axes and plot the known values of the 
moment at the ends of the beam. 


* Notice how the values of the shear diagram vary along the beam, 
and realize that each of these values indicates the wav the 
moment diagram will slope (dM/dx = V). 

At the point where the shear is zero, d M/dx = l), and therefore 
this would be a point of maximum or minimum moment. 


If a numerical value of the moment is to be determined at the 
point, one can find this value either by using the method of 
sections and the equation of moment equilibrium, or by using 
AM = fVíx)dx, which states that the change im moment 
between any two points is equal to the area under the shear 
diagram between the two points, 


Since w(x) must be integrated to obtain AV, and V(x) is 
integrated to obtain M(x), then if w(x) is a curve of degree n, V(x) 
will be a curve of degree n + 1 and M(x) will be a curve of degree 
n + 2. For example, if w(x) is uniform, V(x) will be linear and 
M(x) will be parabolic. 
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Draw the shear and moment diagrams for the beam shown in Fig. 6-11a. 


SOLUTION 


Support Reactions. The reaction at the fixed support is shown on 
the free-body diagram, Fig. 6-115. 


Shear Diagram. The shear at each end of the beam is plotted first. 
Fig. 6-11c. Since there is no distributed loading on the beam. the slope 
af the shear diagram is zero as indicated. Note how the force P at the 
center of the beam causes the shear diagram to jump downward an 
amount P. since this force acts downward. 
Moment Diagram. The moments at the ends of the beam are 
plotted, Fig. 6-114. Here the moment diagram consists of two sloping 
lines, one with a slope of +2P and the other with à slope of + P. 

The value of the moment in the center of the beam can be 
determined bv the method of sections, or from the area under the 
shear diagram. If we choose the left half af the shear diagram, 


Ml... A MI, * AM 


M|,-,, = —3PL + (2P)(L) = - PL 


downward force P 
downward jump P 


V = positive constant 
slope = positive constant 
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Draw the shear and moment diagrams for the beam shown in 
Fig. 6-124. 


SOLUTION 


Support Reactions. The reactions are shown on the free-body 
diagram in Fig. 6-125. 


Shear Diagram. The shear al cach end is plotted first, Fig. 6-12c. 
Since there is no distributed load on the beam, the shear diagram has 
zero slope and is therefore a horizontal line. 


Moment Diagram. The moment is zero at cach end, Fig. 6-124. The 
moment diagram has a constant negative slope of — Mp/2L since this 
is the shear in the beam at each point. Note that the couple moment 
Mo causes a jump in the moment diagram at the beam's center, but it 
does not affect the shear diagram at this point. 


Mo 


Mo /2h 


-M,/2L 


clockwise moment Ma 
Af, positive jump Af, 
V = negative constant 
M. slope — negative constant 
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(b) 





Draw the shear and moment diagrams for each of the beams shown in 
Figs. 6-134 and 6-14a, 


SOLUTION 


Support Reactions. The reactions at the fixed support are shown 
on each free-body diagram, Figs. 6-135 and Fig. 6-145. 


Shear Diagram. The shear at cach end point is plotted first, Figs, 6-13c 
and 6-14c. The distributed loading on each beam indicates the slope 
of the shear diagram and thus produces the shapes shown. 


Moment Diagram. The moment at cach end point is plotted first, 
Figs. 6—1 34 and 6-144. Various values of the shear at cach point on the 
beam indicate the slope of the moment diagram at the point, Notice 
how this variation produces the curves shown. 

NOTE: Observe how the degree of the curves from w to V to M 
increases exponentially due to the integration of dV = w dx and 
4M = Vdx. For example, in Fig. 6-14, the linear distributed load 
produces a parabolic shear diagram and cubic moment diagram. 


wm negative constant (= wa) i w = negative decreasing 
slope = negative constant (—wai) slope = negative decreasing 


V = positive decreasing 
slope = positive decreasing 


M V = positive decreasing 
slope = positive decreasing 
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Draw the shear and moment diagrams for the cantilever beam N Ma~ 1LaNem 
in Fig. 6-15a. 


L5 kN /m 


w=0 w — negative constant 
Slope =Ü slope = negative constant 


SOLUTION 


Support Reactions. The support reactions at the fixed support 
B are shown in Fig. 6-155. 


Shear Diagram. The shear at end A is —2 kN. This value is 

plotted at x = Ü, Fig. 6-15c. Notice how the shear diagram is — — 

constructed by following the slopes defined by the loading w. M iso: oet trece i ae eee 
The shear at x = 4 m is —5 KN, the reaction on the beam. This "96 ene D MM EE 
value can be verified by finding the area under the distributed qv (inom) 

loading, Eq. 6-3. 


V\,-4m = Vl,-3. + AV = -2kN — (15 kN/m)(2 m) = —S KN 


Moment Diagram. The moment of zero at x = 0 is plotted in 
Fig. 6-154. Notice how the moment diagram is constructed based 
on knowing its slope, which is equal to the shear at each point. 
The change of moment from x = () to x = 2 m is determined 
from the area under the shear diagram. Hence, the moment at 
x*2mis 


M|, a = M|,-a + AM = 0 + [-2kN(2m)| = -4kN-*m 


This same value can be determined from the method of sections, 
Fig. 6-15e. 
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V = negative constant 
slope = negative constant 


M (kN:m) 





Draw the shear and moment diagrams for the overhang beam in 
Fig. 6-16a. 


| 


Bn, = man) 


w = negative constant 
slope = pegative constant 


V = negative decreasing 
slope = negative decreasing 


4 kN /m 


SOLUTION 


Support Reactions. The support reactions are shown in 
Fig. 6-165. 


Shear Diagram. The shear of -2 kN at end A of the beam 
is plotted at x = D, Fig. 6-16c. The slopes are determined 
from the loading and from this the shear diagram is 
constructed, as indicated in the figure. In particular, notice 
the positive jump of 10 kN at x = 4m due to the force B, as 
indicated in the figure. 


Moment Diagram. The moment of zero at x = Ü is 
plotted, Fig. 6-164. Then following the behavior of the slope 
found from the shear diagram, the moment diagram is 
constructed, The moment at x = 4 m ts found from the area 
under the shear diagram. 


Ml,-ia = Ml,» + AM =0 [-2kN(4 m)]|  -RkN-m 


We can also obtain this value by using the method of sections, 
as shown in Fig. 6-16e. 


V=2kN 


| 8 kNm 
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The shaft in Fig. 6-174 is supported by a thrust bearing at A and a 120 ffi 
journal bearing at B. Draw the shear and moment diagrams. 


120 Bit 


A, 7 246 Ib | i 
w = negative increasing — 8, = 440 Ib 


V (Ib) slope © negative increasing 


SOLUTION 


Support Reactions. The support reactions are shown in 

Fig. 6-17b. 

Shear Diagram. As shown in Fig. 6-17c, the shear at x = ( iS y — positive decreasing 

+240. Following the slope defined by the loading. the shear slope — positive decreasing 

diagram is constructed, where at B its value is —480 Ib. Since the V 7 negative increasing 
shear changes sign, the point where V = (0 must be located. Todo ag (ih-ft) slope = — — 
this we will use the method of sections. The free-body diagram of 

the left segment of the shaft, sectioned at an arbitrary position x, is 

shown in Fig. 6-17e. Notice that the intensity of the distributed 

load at x is w = Ix, which has been found by proportional 


triangles, ie., 120/12 = w/x. 
Thus, for V = 0, 


+1t1yF, = 0; 240 1b — S(10x)x = 0 
x= 6.93 ft 


Moment Diagram. The moment diagram starts at O since there 
is no moment at A; then it is constructed based on the slope as 
determined from the shear diagram. The maximum moment 
occurs at x = 6.93 ft, where the shear is equal to zero, since 
dM/dx = V = 0, Fig, 6-17d, 


(IM = 0; A, = 240 fh 
M mas 3[(00)(6.93)] 6.93 (4(6.93)} — 240(6.93) = 0 (e) 
M max = 1109 Ib ft Fig. 6-17 
Finally, notice how integration. first of the loading w which is linear, 


produces a shear diagram which is parabolic, and then a moment 
diagram which is cubic, 


NOTE: Having studied these examples, test yourself by covering 
over the shear and moment diagrams in Examples 6-1 through 64 
and see if vou can construct them using the concepts discussed here. 
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Bi FUNDAMENTAL PROBLEMS 


Fó-L. Express the shear and moment functions in terms 
of x, and then draw the shear and moment diagrams for the 
cantilever beam, 


9 kN 


Fó-2. Express the shear and moment functions in terms 
of x, and then draw the shear and moment diagrams for the 
cantilever beam. 


2 kip/li 


LELELEELELELLELTI 


Is "A 





Fé-3. Express the shear and moment functions in terms 
of x, and then draw the shear and moment diagrams for the 
cantilever beam. 





Fe. Express the shear and moment functions in terms of x, 
where ( < x < 15 mand 15m < x < 3m, and then draw 
the shear and moment diagrams for the cantilever beam. 





F6-5. Express the shear and moment functions in terms 
of x, and then draw the shear and moment diagrams for the 
simply supported beam. 


Te. we. 


Fó-6, Express the shear and moment functions in terms 
of x. and then draw the shear and moment diagrams for the 
simply supported beam, 
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F6-7, Draw the shear and moment diagrams for the simply 
supported beam, 


24kN-m 


Fo-7 


F6-& Draw the shear and moment diagrams for the 
cantilever beam. 


b kN 


12 kN'im 


B 


F6-9, Draw the shear and moment diagrams for the double 
overhang beam. 


^ kNom Ik kN:m 


— — 
| e T nid 


Fá-9 





F6-Hh Draw the shear and moment diagrams for the simply 
supported beam. 


Fó-H. Draw the shear and moment diagrams for the 
double-overhang beam, 


3 kN /m 3 kN /m 


Tis. 


F6-12, Draw the shear and moment diagrams [nr the simply 
supported beam. 


WE... 3m 


10 kN/m 


[ 


10 kN /m 


ad 















I 3 
F6-13. Draw the shear and moment diagrams for the simply 
supported beam. 





_ 20 th Me 





E D 
ef — aga P 3(— 
F6-13 


Fó-14. Draw the shear and moment diagrams for the 
overhang beam. 


2U kN 
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Gri 


6-1, Draw the shear and moment diagrams for the shaft, 
The bearings at A and B exert only vertical reactions on the 
shaft 





24 kN 


Prob. 6-1 


6-2. Draw the shear and moment diagrams for the simply 
supported beam. 


lu 4A kN 


M 


Fenn ens 


Prob. 6-2 





6-3, The engine crane is used to support the engine, 
which has a weight of 1200 Ih. Draw the shear and moment 
diagrams of the boom ABC when it is in the horizontal 
position shown. 





*6-4, Draw the shear and moment diagrams for the 
cantilever beam. 


2 kN /m 
A 6 kN:m 
[L— — — 1n —Q 

Prob. 6-4 


6-5, Draw the shear and moment diagrams for the beam 


IU kN 


— m — im 


Prob. 6-5 


6-6. Draw the shear and moment diagrams for the overhang 
beam. 


8 kN /m 





Prob. 6-6 


6-7. Draw the shear and moment diagrams for the 
compound beam which is pin connected at B, 


6 kip k kip 


| | 
m 


Prob. 6-7 
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*6-8. Draw the shear and moment diagrams for the 
simply supported beam, 


150 Ih ft 








6-9. Draw the shear and moment diagrams for the beam. 
Hint: The 20-kip load musi be replaced by equivalent 
loadings at point C on the axis of the heam. 


15 kip 





Prob. 6-9 


6-10. Members ABC and BD of the counter chair are 
rigidly connected at B and the smooth collar at D is allowed 
to move freely along the vertical slot. Draw the shear and 
moment diagrams for member ABC. 






`P — t50 fh 


Prob. 6-10 


6-11. The overhanging beam has been fabricated with 
ñ projected arm BD on it, Draw the shear and moment 
diagrams for the beam ABC if it supports a load of 800 Ib. 
Hint; The loading in the supporting strut DE must be replaced 
by equivalent loads at point B on the axis of the beam 





Prob. 6-11 


*6-12, A reinforced concrete pier is used to support the 
stringers for a bridge deck, Draw the shear and moment 
diagrams for the pier when it is subjected to the stringer 
loads shown. Assume the columns at A and B exert only 
vertical reactions on the pier. 


35kN 35kN 35kN 
i ml lim 





Prob, 6-12 


6-13. Draw the shear and moment diagrams for the 
compound beam. It is supported by a smooth plate at A which 
slides within the groove and so it cannot support a vertical 
force, although it can support à moment and axial load. 
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6-14. The industrial robot is held in the stationary 
position shown. Draw the shear and moment diagrams of 
the arm ABC if it is pin connected at A and connected to a 
hydraulic cylinder (two-force member) BD. Assume the 
arm and grip have à uniform weight of 1.5 Ih/in. and 
support the load of 40 Ib at C. 


4 in. 





— Prob. 6-14 

6-15, Consider the general problem of the beam subjected 
to n concentrated loads, Write à computer program that 
can be used to determine the internal shear and moment 
at any specified location v along the beam, and plot the 
shear and moment diagrams for the beam. Show an 
application of the program using the values P, = $500 tb, 
d, = Sft, Py = ROOI, dy = ISft, L, = 1, L = 1S ht, 


P, P, P, 





Prob. 6-15 


*616. Draw the shear and moment diagrams for the shalt 
and determine the shear and moment throughout the shaft 
as a function of x. The bearings at A and H exert only 
vertical reactions on the shaft 


500 Ib 
0 Ih 
i 
—" 
ls us 
i 3 fi - — 2 h EI a “O'S! Prob. 6-16 





*6-17, Draw the shear and moment diagrams for the 
cantilevered beam. 


300 lb 200 tb /fi 






Prob, 6-17 


6-18. Draw the shear and moment diagrams for the beam, 
and determine the shear and moment throughout the beam 
as functions of x 


10 kip N kip 


2 kip ft 


LLELE 





= ^ ft -p ift 


Prob, 6-18 


6-19. Draw the shear and moment diagrams for the beam. 


Dkyp/fe 





Prob, 6-19 


*6-20, Draw the shear and moment diagrams for the 
simply supported beam. 
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*6-21. The beam is subjected to the uniform distributed 
load shown. Draw the shear and moment diagrams for the 
beam 





Prob. 6-21 


6-22, Draw the shear and moment diagrams for the 
overhang beam 


4 kN /m 


a qe 1 


Prob, 6-22 


6-23, Draw the shear and moment diagrams for the beam. 
Tt is supported by à smooth plate at A which slides within 
the groove and so it cannot support a vertical force, although 
it can support a moment and axial load. 


*6-24, Determine the placement distance a of the roller 
support so that the largest absolute value of the moment is 
a minimum. Draw the shear and moment diagrams for this 
condition 





Prob, 6-24 


6-25. The beam is subjected to the uniformly distributed 
moment zt (moment/length). Draw the shear and moment 
diagrams for the beam 





Prob, 6-25 


6-26. Consider the general problem of a cantilevered 
beam subjected to n concentrated loads and a constant 
distributed loading w, Write a computer program that can 
be used to determine the internal shear and moment at 
any specified location x along the beam, and plot the shear 
and moment diagrams for the beam, Show an application 
of the program using the values P, = 4 kN, 4d; = 2m, 
w = 800 N/m. a, = 2m, m =4m, lL = 3m. 
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6-27. Draw the shear and moment diagrams for the beam. 





Prob, 6-27 


*6-28. Draw the shear and moment diagrams for the beam. 


Proh. 6-28 


*6-29, Draw the shear and moment diagrams for the 
beam, 





Prob. 6-29 


6-39. Draw the shear and moment diagrams for the 
compound beam. 


150 Ib /ft 150 Ib/ft 


— ate, 





6-31, Draw the shear and moment diagrams for the beam 
and determine the shear and moment in the beam as 
functions of x 


A 





Prob. 6-31 


*6-32. The smooth pin is supported by two leaves A and 
B and subjected to a compressive load of (.4 kN/m caused 
by bar C. Determine the intensity of the distributed load wy 
of the leaves on the pin and draw the shear and moment 
diagram for the pin. 


U.4 EN ^m 


Wu Wa 





2i mm. mm 20 mm 


Prob. 6-32 


*6-33. The ski supports the 180-Ib weight of the man. If 
the snow loading on its bottom surface is trapezoidal as 
shown, determine the intensity w. and then draw the shear 
and moment diagrams for the ski 


180 Ib 





SUT] 


— ri— v W t í — 
Prob.6-33 
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6-34. Draw the shear and moment diagrams for the 
compound beam. 








Prob, 6-34 


6-35, Draw the shear and moment diagrams for the beam 
and determine the shear and moment as functions of x, 


— 400 N /m 


"milli 
El .™ 


Prob. 6-35 


*6-36. Draw the shear and moment diagrams for the 
overhang beam. 


15 kN 





M — IO kN:m 


aL. n 


Prob, 6-36 


6-37. Draw the shear and moment diagrams for the beam. 


SU kN /m 50 kN /m 


| [ rit || 
— s | 
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6-38. The dead-weight loading along the centerline of the 
airplane wing is shown, If the wing is fixed to the fuselage at 
A, determine the reactions at A, and then draw the shear 
and moment diagram for the wing 


3000 Ib 
250 Ih ‘ft 


310 Ib /ft 









15 xi th 


Proh. 6-38 


6-39, The compound beam consists of two segments that 
are pinned together at B. Draw the shear and moment 
diagrams if it supports the distributed loading shown. 





n 
k ¿— L L— 


Prob. 6-39 


*6-40, Draw the shear and moment diagrams for the 
simply supported beam, 


10 kN 10 kN 
15 kN:m 
A | ap 
—2 wiwa = — 
Prob. 640 
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641. Draw the sheer and moment diagrams for the *6-44, Draw the shear and moment diagrams for the beam, 
compound beam, The three segments are Connected by pins 
at Band E 


JEN D.K KN m SKN 


s illllliis 
F s 





Prob. 6-41 


Prob. 6—44 


*6-45. Draw the shear and moment diagrams for the 
beam, 


6-42. Draw the shear and moment diagrams for the 
compound beam. 





Prob. 6-42 
Prob, 6—45 
6-43. Draw the shear and moment diagrams for the beam. 
The two segments are joined together at B, 6-46, Draw the shear and moment diagrams for the beam, 


Ship 3 kip Mt 


la S — 
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6.3 Bending Deformation 
of a Straight Member 


In this section, we will discuss the deformations that occur when a 
straight prismatic beam, made of homogeneous material, is subjected to 
bending. The discussion will be limited to beams having a cross-sectional 
area that is symmetrical with respect to an axis, and the bending moment 
is applied about an axis perpendicular to this axis of symmetry as 
shown in Fig. 6-18, The behavior of members that have unsymmetrical 
cross sections, or are made from several different materials, is based on 
similar observations and will be discussed separatelv in later sections of 
this chapter, 

By using a highly deformable material such as rubber, we can illustrate 
what happens when a straight prismatic member is subjected to a bending 
moment. Consider, for example, the undeformed bar in Fig. 6-192, which 
has à square cross section and is marked with longitudinal and transverse 
grid lines. When a bending moment is applied, it tends to distort these 
lines into the pattern shown in Fig. 6-195. Notice that the longitudinal 
lines become curved and the vertical transverse lines remain straight and 
vet undergo a rotation. 

The bending moment causes the material within the bottom portion of 
the bar to stretch and the material within the top portion to compress. 
Consequently, between these rwo regions there must be a surface, called 
the neutral surface, in which longitudinal fibers of the material will not 
undergo a change in length, Fig. 6-18. 


Horizontal lines 
become curved 





Belore deformation 


After deformation 


(n) 


Fig.6-19 


Vertical hnes remain 
straight. yet rotate 


Axis ol 
symmetry 











š SS Neutral 
surface 


Longitudamal 
axis 


Fig. 6-18 





(b) 





282 CHAPTER 6 BENDING 








Note the distortion of the lines due to 
bending of this rubber bar. The top linc 
stretches, the bottom line compresses, and 
the center tine remains the same length. 
Furthermore the vertical lines rotate and yel 
remain straight. 








From these observations we will make the following three 
assumptions regarding the way the stress deforms the material. First, the 
longitudinal axis x, which lies within the neutral surface, Fig. 6-20, does 
not experience any change in length. Rather the moment will tend to 
deform the beam so that this line becomes a curve that lies in the x-y 
plane of symmetry, Fig. 6-206. Second. all cross sections of the beam 
remain plane and perpendicular to the longitudinal axis during the 
deformation. And third, any deformation of the cross section within its 
own plane, as noticed in Fig. 6-196, will be neglected, In particular, the 
z axis. lving in the plane of the cross section and about which the cross 
section rotates, is called the neutral axis, Fig. 6-20b. 

In order to show how this distortion will strain the material, we will 
isolate a small segment of the beam located a distance x along the beam's 
length and having an undeformed thickness Ax, Fig. This element, 
taken from the beam, is shown in profile view in the undeformed and 


surface 


(b) 
Fig. 6-20 








6.3 BENDING DEFOaMANON OF A STRAIGHT MEMBER 283 


[EN 


As = Ax longitodinal 
axis y 






longitudinal =» 








axis Ay 
Ax 
Undeformed clement Deformed clement 


ta) th) 


Fig. 6-21 





deformed positions in Fig. 6-21. Notice that any line segment Ax, located 
on the neutral surface, does not change its length, whereas any line 
segment As, located at the arbitrary distance y above the neutral surface, 
will contract and become As' after deformation. By definition, the 
normal strain along As is determined from Eq. 2-2, namely, 

v) aane PR m S. 

ae xr 
We will now represent this strain in terms of the location v of the 
segment and the radius of curvature p of the longitudinal axis of the 
clement, Before deformation, As = Ax, Fig. 621a. After deformation 
Ax has a radius of curvature p, with center of curvature at point O, 
Fig. 6-215. Since Að defines the angle between the sides of the element, 
Ax = As = pA. In the same manner. the deformed length of Ax 
becomes As’ = (p ~ y)A@. Substituting into the above equation, we get 


. (p — y)A8 — pAe 
d a — 
Mio pA 


or 
e = — (6-7) 


This important result indicates that the longitudinal normal strain of 
any element within the beam depends on its location y on the cross 
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te 


Normal strain distribution 


Fig. 6-22 


section and the radius of curvature of the beam's longitudinal axis at the 
point. In other words, for any specific cross section, the longitudinal 
normal strain will vary linearly with y trom the neutral axis. A 
contraction (~e) will occur in fibers located above the neutral axis 
(+y), whereas elongation (+e) will occur in fibers located below the 
axis ( — v). This variation in strain over the cross section is shown in Fig. 
6-22. Here the maximum strain occurs at the outermost fiber, located à 
distance of y = c from the neutral axis. Using Eq, 6-7. since Ema = c/p 


then by division, 
e- - (22) 
Emax cip 





So that 


e- (Z Jemm (6-8) 


c 


This normal strain depends only on the assumptions made with regards 
to the deformation. When à moment is applied to the beam, therefore, it 
will only cause a normal stress in the longitudinal or x direction. All the 
other components of normal and shear stress will be zero. It is this 
uniaxial state of stress that causes the material to have the longitudinal 
normal strain component €, defined by Eg, 6-8. Furthermore, by 
Poisson's ratio, there must also be associated strain. components 
€, = —ve, and e. = —re,, which deform the plane of the cross-sectional 
area. although here we have neglected these deformations Such 
deformations will, however, cause the cross-sectional dimensions to 
become smaller below the neutral axis and larger above the neutral axis. 
For example, if the beam has a square cross section, it will actuallv 
deform as shown in Fig. 6-23. 





6.4 The Flexure Formula 
In this section, we will develop an equation that relates the stress 
distribution in a beam to the internal resultant bending moment acting 
on the beam's cross section. To do this we will assume that the material 
behaves in a linear-elastic manner and therefore a linear variation of 
normal strain, Fig. 6-24a. must then be the result of a linear variation in 
normal stress. Fig 6-246. Hence, like the normal strain variation, a will 
vary from zero at the member's neutral axis to a maximum value, raz. à 
distance c farthest from the neutral axis. Because of the proportionality 
of triangles, Fig. 6-235, or by using Hooke's law, s = Ee, and Eq. 6-8, we 
can write 


g = 9 Jas (6-9) 


This equation describes the stress distribution over the cross-sectional 
area. The sign convention established here is significant. For positive 
M, which acts in the +z direction, positive values of v give negative 
values for a, that is, a compressive stress since it acts in the negative x 
direction. Similarly, negative v values will give positive or tensile 
values for z. If a volume element of material is selected at a specific 
point on the cross section, only these tensile or compressive normal 
Stresses will act on it. For example, the element located at +y is 
shown in Fig. 6—24c. 

We can locate the position of the neutral axis on the cross section by 
satisfying the condition that the resultant force produced bv the stress 
distribution over the cross-sectional area must be equal to zero. Noting 
that the force dF = a dA acts on the arbitrary element dA in Fig. 6-24c, 
we require 


Fa = XF; ü 


far = Jaa 
A A 
y 
J (yo. dA 
=F wax fs dA 
ç a 
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Normal strain variation 
(profile view) 


la) 





Bendime stress variation 
(profile view) 





ib) 


Fig. 6-24 





This wood specimen failed in bending due 
to its fibers being crushed at its top and torn 
apart al its bottom 
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Bending stress variation 


(c) 
Fig. 6-24 (cont.) 


Since zç / c is not equal to zero, then 
J. dA = Ü (6-10) 
A 


In other words, the first moment of the member's cross-sectional area 
about the neutral axis must be zero. This condition can only be satisfied if 
the neutral axis is also the horizontal centroidal axis for the cross section.” 
Consequently, once the centroid for the member's cross-sectional area is 
determined, the location of the neutral axis is known 

We can determine the stress in the beam from the requirement that 
the resultant internal moment M must be equal to the moment produced 
by the stress distribution about the neutral axis The moment of dF in 
Fig. 6-24¢ about the neutral axis is dM = y dF, Since dF = o dA, using 
Eq. 6-9, we have for the entire cross section, 


(Mg). = SM.: M = [var - [ve dA) = foo. dA 
A A A XÉ 


or 





M = ae fy dA (6-11) 
A 


*Recall that the location F for the centroid of the cross-sectional area is defined from 
the equation Y — Í vd Aj [dA M fy dA ~ U, then Y — 0, and so the centeoid Hes on the 
reference (neutral) axis. See Appendix A 


The integral represents the moment of inertia of the cross-sectional area 
about the neutral axis, We will symbolize its value as L. Hence, Eq, 6-11 
can be solved for Fane and written as 


(6-12) 





Here 


Fig, " the maximum normal stress in the member, which occurs at 
a point on the cross-sectional area farthest away from the 
neutral axis 

M = the resultant internal moment, determined from the method 
of sections and the equations of equilibrium, and calculated 
about the neutral axis of the cross section 


c = the perpendicular distance from the neutral axis to à point 
farthest away from the neutral axis. This is where i7 may acts 


I = the moment of inertia of the cross-sectional area about the 
neutral axis 


Since ma, fe = ~a/y. Eq. 6-9, the normal stress at the intermediate 
distance y can be determined from an equation similar to Eq. 6-12. 
We have 


(6-13) 





Note that the negative sign is necessary since it agrees with the 
established x, v. z axes. By the right-hand rule, M is positive along the 
+z axis, vis positive upward, and « therefore must be negative 
(compressive) since it acts in the negative x direction, Fig. 6-24. 

Either of the above two equations is often referred to as the flexure 
formula. |t is used to determine the normal stress in a straight member, 
having a cross section that is symmetrical with respect to an axis, and the 
moment is applied perpendicular to this axis, Although we have assumed 
that the member is prismatic, We can in most cases of engineering design 
also use the flexure formula to determine the normal stress in members 
that have a slight taper. For example, using a mathematical analysis based 
on the theory of elasticity, a member having a rectangular cross section 
and a length that is tapered 15° will have an actual maximum normal 
stress that is about 54% fess than that calculated using the flexure 
formula, 
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important Points 


The cross section of a straight beam remains plane when the beam deforms duc to bending. This causes 
tensile stress on one portion of the cross section and compressive stress on the other portion, In between 
these portions, there exists the neutral axis which is subjected to zero stress 

Due to the deformation, the longitudinal strain varies linearly from zero at the neutral axis to a maximum 
at the outer fibers of the beam. Provided the material is homogeneous and lincar elastic, then the stress 
also varies in a linear fashion over the cross section, 

The neutral axis passes through the centroid of the cross-sectional area. This result is based on the fact that 
the resultant normal force acting on the cross section must be zero. 


The flexure formula is based on the requirement that the resultant internal moment on the cross section is 
equal to the moment produced by the normal stress distribution about the neutral axis. 


| Procedure for Analysis 


In order to apply the flexure formula, the following procedure is suggested. 


Internal Moment. 


* Section the member at the point where the bending or normal stress is to be determined, and obtain the 
internal moment M at the section. The centroidal or neutral axis for the cross section must be known, since 
M must be calculated about this axis. 

* If the absolute maximum bending stress is to be determined, then draw the moment diagram in order to 
determine the maximum moment in the member, 


Section Property. 
* Determine the moment of inertia of the cross-sectional area about the neutral axis Methods used for its 


calculation are discussed in Appendix A, and a table listing values of / for several common shapes is given 
on the inside front cover. 


Normal Stress. 


* Specify the distance y, measured perpendicular to the neutral axis to the point where the normal stress 
is to be determined. Then apply the equation z = — M v/T, or if the maximum bending stress is to be 
calculated, use 4, = Mc/T. When substituting the data, make sure the units are consistent. 


The stress acts in a direction such that the force it creates at the point contributes a moment about the 
neutral axis that is in the same direction as the internal moment M, Fig. 6-24c. In this manner the stress 
distribution acting over the entire cross section can be sketched, or a volume element of the material can 
be isolated and used to graphically represent the normal stress acting at the point 





A beam has a rectangular cross section and is subjected to the stress 
distribution shown in Fig, 6-254. Determine the internal moment M at 
the section caused by the stress distribution (a) using the flexure 
formula, (b) by finding the resultant of the stress distribution using 
basic principles. 


SOLUTION 


Part (a). The flexure formula is a, = Mc/I. From Fig. 6-254, 
c = ñin. and m,,, = 2 ksi. The neutral axis is defined as line NA, 
because the stress is Zero along this line. Since the cross section has a 
rectangular shape, the moment of inertia for the area about NA ts 
determined from the formula for a rectangle given on the inside front 
cover; Le., 


bs hi = ri in,)(12 in.)* = 864 in* 
Therefore, 
Mí6 in.) 
864 in* 
M = 288 kipin. = 24 kip ° ft Ans. 


— 2kip/in? = 


Part (b). The resultant force for each of the two triangular stress 
distributions m Fig. 6-25 is graphically equivalent to the volume 
contained within each stress distribution. Thus each volume is 


F = 5(6in.)(2 kip/in^)(6in.) = 36 kip 


These forces, which form a couple, act in the same direction as the 
stresses within cach distribution, Fig. 6-255. Furthermore, thev act 
through the centroid of cach volume, i.c, (6 in.) = 4 in. from the 
neutral axis of the beam. Hence the distance between them is 8 in. as 
shown, The moment of the couple is therefore 


M = 36 kip(8 in.) = 288 kip-in. = 24 kip ft Ans. 
NOTE: This result can also be obtained by choosing a horizontal 


strip of area dA = (6 in.) dy and using integration by applying 


Ey. 6-11. 
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The simply supported beam in Fig. 6-26a has the cross-sectional area 
shown in Fig. 6-26, Determine the absolute maximum bending stress 
in the beam and draw the stress distribution over the cross section at 
this location. 


3 


(e) 
SOLUTION 


Maximum Internal Moment. Thc maximum internal moment in 
the beam, M = 22.5 kN * m. occurs at the center, 


Section Property. By reasons of symmetry, the neutral axis passes 
through the centroid C at the midheight of the beam, Fig. 6-265. The 
area is subdivided into the three parts shown, and the moment of 
inertia of each part is calculated about the neutral axis using the 
parallel-axis theorem. (See Eq. A-5 of Appendix A.) Choosing to 
work in meters, we have 


l= S(T + Ad) 


z -50s m)(0.020 m}? + (0.25 m)(0.020 m) (0.160 "y| 


EXT m (0.300 m)? 


= 301.3(10 *) m! 
_ 22.5(10°) N- m(0.170 m) 
Ten 777 3913(10 5) m* 


A three-dimensional view of the stress distribution is shown in 
Fig. 6-264. Notice how the stress at points B and D on the cross 
section develops a force that contributes a moment about the 
neutral axis that has the same direction as M. Specifically, at point B. 
Va = 150 mm, and so 


Myg _ 225(10') N-m(0.150 m) 
pum 301.3(10 ^) m° 


= 127 MPa Ans. 


oR = = —11,2 MPa 
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The beam shown in Fig. 6-27a has à cross-sectional arca in the shape 
of à channel, Fig. 6-275. Determine the maximum bending stress that 
occurs in the beam at section 4-4. 


SOLUTION 


Internal Moment. Here the beam's support reactions do not have 
to be determined. Instead, by the method of sections, the segment to the 
left of section a-a can be used, Fig. 6-27c. In particular, note that 
T" resultant internal axial force N passes through the centroid € the 


ins ulated bout the beam? y neutral axis at section a-a. 
To find the location of the neutral axis. the cross-sectional area is 
subdivided into three composite parts as shown in Fig. 6-275. Using 
Eq. A-2 of Appendix A, we have 
SFA _ 2[0.100 m](0.200 m (0.015 m) + [0.010 m](0.02 m)(0.250 m) 


EA 2(0.200 m)(0.015 m) + 0,020 m(0.250 m) 
= 0.05909 m = 59.09 mm 


^ fei 


This dimension ts shown in Fig. 6-27c. 24kN 
Applving the moment equation of equilibrium about the neutral 
axis, we have 
QEXMys4 = 24 kN(2 m) + LOKN(045909 m) — M = 0 
M = 4859 kN m 


Section Property. The moment of inertia about the neutral axis is 
determined using the parallel-axis theorem applied to each of the three 
composite parts of the cross-sectional area. Working in meters, we have 


|= ur (1250 m) (0.020 m)! + (0.250 m (0.020 m )(0.05909 m — 0.010 w| 


* Eoas m)(0.200 m)" + (0.015 m)(0.200 m)(0.100 m — 0.05909 m} | 


= 4226(10 ^) m* 


Maximum Bending Stress. Thc maximum bending stress occurs at 
points farthest away from the neutral axis This is at the bottom of the 
beam, c = (0.200 m — 0.05909 m = 0.1409 m. Thus, 
Mc  4859(10°) N+ m(0.1409 m) 
— 4226(10 ^) m* 
Show that at the top of the beam the bending stress is a’ = 6,79 MPa. 


NOTE: The normal force of N = | kN and shear force V = 2.4 kN will 
also contribute additional stress on the cross section. The superposition 
of all these effects will be discussed in Chapter 8. 


= 162MPa Ans 
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The member having a rectangular cross section, Fig. 6-28a, is designed 
to resist a moment of 40 N * m. In order to increase its strength and 
rigidity, it is proposed that two small ribs be added at its bottom, 
"ig. 6-28). Determine the maximum normal stress in the member for 
both cases. 


SOLUTION 


Without Ribs. Clearly the neutral axis is at the center of the cross 
section, Fig. 6-28a, so y = c = 15 mm = 0.015 m, Thus, 


[= Thin - zz 0.060 m)(0.030 m)! = 0.135(10°°) m* 


Therefore the maximum normal stress is 
Me (40N* m)í0.015 m) 
x Ostet C44 MP& Ans 


With Ribs. From Fig. 6-284, segmenting the area into the large main 
rectangle and the bottom two rectangles (ribs), the location y of the 
centroid and the neutral axis is determined as follows: 
74 
A 
_ [0.015 m](0.030 m) (0.060 m) + 2[0.0325 m} (0.005 m)(0.010 m) 
= (0.03 m)(0.060 m) + 2(04X15 m)(0.010 m) 
= (101592 m 
This value does not represent c. Instead 
c = 0.035 m — 0.01592 m = 0.01908 m 
Using the parallel-axis theorem, the moment of inertia about the 
neutral axis is 


I= [gg (00 m)(0.030 m)" + (0.060 m)(0.030 m)(0.01592 m — 0.015 »y | 


4 Jason m)(04X15 mY + (0.010 m)(0.005 m)(0.0325 m — 0.01592 m e] 


= (.1642(10 ^) m* 
Therefore, the maximum normal stress is 


Me 30N- m(Q.01908 m) 
Una "—-— ——e-1-*"^4,6MPa Ans. 
0.1642(10 ^) m 
NOTE: This surprising result indicates that the addition of the ribs 
to the cross section will increase the normal stress rather than decrease 
it. and for this reason they should be omitted. 
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| FUNDAMENTAL PROBLEMS 


F6-1S. If the beam is subjected 10 a bending moment of F6-18. If the beam is subjected to a bending moment of 
M = 20 kN * m, determine the maximum bending stress in M = IU kN m, determine the maximum bending stress in 
the beam. the beam. 





F6-16. If the beam is subjected to a bending moment of 
M = 50 kN + m. sketch the bending stress distribution over 
the beam's cross section, 





Fo-18 





Fó-19, If the beam is subjected to à bending moment of 
M = SkN*m, determine the bending stress developed at 
point A. 





F6-17. If the beam is subjected to à bending moment of 
M = SUkN +m, determine the maximum bending stress in 
thc beam. 





F6-17 
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E PROBLEMS 


6-47. A member having the dimensions shown is used 
to resist an internal bending moment of M = 90 kN «m. 
Determine the maximum stress in the member if the 
moment is applied (a) about the 7 axis (as shown) (b) about 
the y axis. Sketch the stress distribution for cach case 





Prob. 6-47 


*6-48. Determine the moment M that will produce a 
maximum stress of 10 ksi on the cross section, 


*6-49, Determine the maximum tensile and compressive 
bending stress in the beam if it is subjected to a moment of 
M = 4kip*ft 


6-50. The channel strut is used as a guide rail for a trolley. 
H the maximum moment in the strut is M = 30N-m, 
determine the bending stress at points A, B, and C 


6-81, The channel strut is used as a guide rail for a trolley, 
If the allowable bending stress for the material is 
Calw 7 175 MPa, determine the maximum bending moment 
the strut will resist. 





d 5mm 
$mm 7mm [10 mm? mm 


Probs. 6-S0/51 


*6-52, The beam is subjected to a moment M. Determine 
the percentage of this moment that is resisted by the 
stresses acting on both the top and bottom boards, A and B. 
of the beam. 


*6-53, Determine the moment M that should be applied 
to the beam in order to ereate a compressive stress at point 
D of op = 30 MPa. Also sketch the stress. distribution 
acting over the cross section. and compute the maximum 
stress developed in the beam. 








6-54. The beam is made from three boards nailed together 
as shown. If the moment acting on the cross section is 
M = 600 N * m, determine the maximum hending stress in 
the beam, Sketch à threc-dimensional view of the stress 
distribution acting over the cross section. 


6-855. The beam is made from three boards nailed together 
as shown. If the moment acting on the cross section is 
M = 600 N*m, determine the resultant force the bending 
stress produces on the top board. 





"6-56, The aluminum strut has a cross-sectional arca in 
the form of a cross H it is subjected to the moment 
M = SKN-*m, determine the bending stress acting at points 
A and B, and show the results acting on volume elements 
located at these points. 


*6-57. The aluminum strut has à cross-sectional area in 
the form of a cross If it is subjected to the moment 
M = BkN-m. determine the maximum bending stress in 
the beam, and sketch a three-dimensional view of the stress 
distribution acting over the entire cross-sectional area. 
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6-58. li the beam is subjected to an internal moment of 
M = 100kip-ft, determine the maximum tensile and 
compressive bending stress in the beam. 


6-59, If the beam is made of material having an allowable 
tensile and compressive stress of. (mud; = 24 ksi and 
(tuns), = 22 ksi, respectively, determine the maximum 
allowable internal moment M that can be applied to the 
beam, 





Probs. 6-58/59 


*6-60, The beam is constructed from four boards as 
shown. Tf it is subjected to a moment of M. = 16 kip- ft, 
determine the stress at points A and B. Sketch à 
three-dimensional view of the stress distribution 


*6-61. The beam is constructed from four boards as 
shown. If it is subjected to a moment of M. = 16 kip- ft, 
determine the resultant force the stress produces on the top 
board C. 
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6-62, A box beam is constructed from four pieces of 
wood, glued together as shown. Hf the moment acting on the 
cross section is 10 kN + m. determine the stress at points A and 
B and show the results acting on volume elements located at 
these points. 





M = IU kN«m Prob. 6-62 
6-63. Determine the dimension a of a beam having a 
square cross section in terms of the radius r of a beam with 
a circular cross section if both beams are subjected to the 
same internal moment which results in the same maximum 
bending stress 








A 


a 


> 





Prob. 6-63 


*6-64. The sicel rod having a diameter of 1 in, is subjected 
to an internal moment of M = 300 Ib- fi, Determine the 
stress created at points A and B. Also, sketch a three- 
dimensional view of the stress distribution acting over the 
cross section, 


M — MX) theft 


oin Prob, 6-64 





*6-65. I the moment acting on the cross section of the 
beam is M = 4kip:fi, determine the maximum bending 
stress in the beam. Sketch a three-dimensional view of the 
stress distribution acting over the cross section, 


6-66. If M = 4kip*ft, determine the resultant force the 
bending stress produces on the top board A of the beam. 





6-67. The rod is supported by smooth journal hearings 
at A and B that only exert vertical reactions on the shaft. If 
d = 90 mm, determine the absolute maximum bending 
stress in the beam, and sketch the stress distribution acting 
over the cross section. 


*6-68, The rod is supported by smooth journal bearings at 
A and B that only exert vertical reactions on the shafi, 
Determine its smallest diameter d if the allowable bending 
Stress is Talos = 180 MPa, 


12 kN /m 








*6-69, Two designs for à beam are to be considered. 
Determine which one will support a moment of M = 
150 kN -m with the least amount of bending stress What is 
that stress? 


— >u — 

F— mm——j ej a ek 
—145 mm Xi mm 
300 mm 300 mm 

30 mm 15 -| 
—!5 mm 30 mm 

um 
fu) (hi J 
Prob. 6-69 


6-7), The simply supported truss is subjected to the 
central distributed load, Neglect the effect of the diagonal 
lacing and determine the absolute maximum bending stress 
in the truss The top member is a pipe having an outer diameter 
of 1 in. and thickness of zz in. and the bottom member is à 
solid rod having a diameter of 5 in. 


MX) Ib/tt 





| sn —| — «L5 


Prob. 6-70 


6-71. The axic of the freight car is subjected to wheel 
loadings of 20 kip. Tf it is supported by two journal bearings at 
C and D, determine the maximum bending stress developed 
at the center of the axle, where the diameter is 5.5 in. 





20 kip 20 kip 
Prob. 6-71 
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*6-72, The steel beam has the cross-sectional area shown. 
Determine the largest intensity of distributed load w that it 
can support so that the maximum bending stress in the 
beam does not exceed fma = 22 ksi 


*6-73, The steel beam has the cross-sectional area shown. 
If w = 0,5 kip/ft, determine the maximum bending stress 
in the beam, 





0.30 in 
1.3 in 10 in. 
=X in 
Probes, 6-72/73 
6-74. The boat has ü weight of 2300 |b and à center ol 
gravity at G. H it rests on the trailer at the smooth contact A 
and can be considered pinned at B, determine the absolute 
maximum bending stress developed in the main strut ol 
the trailer. Consider the strut to be à box-beam having the 
dimensions shown and pinned at C 








Prob. 6-74 


6-75, The shaft is supported by a smooth thrust bearing at 
A and smooth journal bearing at D. H the shaft has the cross 
section shown, determine the absolute maximum bending 
stress in the shaft 


Prob. 6-75 
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*6-76. Determine the moment M that must bc applied to 
the beam in order to create a maximum siress of 80 MPa, 
Also sketch the stress distribution acting over the cross 
section. 





Prob, 6-76 


*6-77. The steel beam has the cross-sectional arca shown. 
Determine the largest intensity of distributed load w that it 
can support so that the bending stress docs not exceed 
Tmax = 22 ksi. 


6-78. The steel beam has the cross-sectional area shown, 
H w 5 kip/ft, determine the absolute maximum bending 
stress in the beam. 






— — m i 
NM in 
us T in 


T 
Probs. 6-77/78 


6-79. If the beam ACB in Proh. 6-9 has a square cross 
section, 6 in, hy 6 in, determine the absolute maximum 
bending stress in the beam. 


*6-80. If the crane boom ABC in Prob, 6-3 has a 
rectangular cross section with a hase of 2.5 in., determine its 
required height # to the nearest + in. if the allowable bending 
stress i$ O aie 7 24 ksi. 





*6-81. Ef the reaction of the ballast on the railway tie can he 
assumed uniformly distributed over its length as shown, 
determine the maximum bending stress developed in the tie, 
The tie has the rectangular cross section with thickness 
(= fin 


6-82. The reaction of the ballast on the railway tic can be 
assumed uniformly distributed over its length as shown, 
H the wood has an allowable bending stress of mu. = 
1.5 ksi, determine the required minimum thickness ( of the 
rectangular cross sectional arca of the tie to the nearest £ in, 


15 kip 15 kip 





Probs. 6-81/82 


6-83, Determine the absolute maximum bending stress 
in the tubular shaft if d, = 160 mm and d, = 200 mm. 


*6-84. The tubular shaft is to have ë cross section such 
that its inner diameter and outer diameter are related by 
d, = 08d, Determine these required dimensions if the 
allowable bending stress is oy, = 155 MPa. 


15 kN Am 





6-85. The wood beam has a rectangular cross section in 
the proportion shown. Determine its required dimension b 
if the allowable bending stress is Tis = 10 MPa. 


500 N m 








6-86, Determine the absolute maximum bending stress 
in the 2-in.-diameter shaft which is subjected to the 
concentrated forces, The journal bearings at A and B only 
support vertical forces. 


6-87, Determine the smallest allowable diameter of the 
shaft which is subjected to the concentrated [orces. The 
journal bearings at A and B only support vertical forces. 
The allowable bending stress iS am, = 22 ksi, 





*6-88. If the beam has a square cross section of 9 in. on 
cach side, determine the absolute maximum bending stress 
in the beam. 





Prob. 6-88 


*6-89. lf the compound beam in Prob, 6-42 has a square 
cross section, determine its dimension a if the allowable 
bending stress is mi, = 150 MPa. 


6-90. If the beam in Prob. 6-28 has a rectangular cross 
section with a width b and š height A, determine the 
absolute maximum bending stress in the beam. 
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6-91. Determine the absolute maximum bending stress 
in the S0-mm-diameter shaft which is subjected to the 
concentrated forces. The journal bearings at A and B only 
support vertical forces. 


*6-92, Determine the smallest allowable diameter of the 
shaft which is subjected to the concentrated forces The 
journal bearings at A and H only support vertical forces. 
The allowable bending stress is Tallow = 150 MPa. 





JUkN — Probs.6-91/92 


*6-93, The man has a mass of 78 kg and stands motionless at 
the end of the diving board. If the board has the cross section 
shown, determine the maximum normal strain developed in 
the board, The modulus of elasticity for the material is 
E = 125 GPa. Assume A is a pin and Bis a roller, 







350mm 
3 mm 


— — — — "T = Jmm 
25m—_|© Laer 


10 mm 10mm Hi mm 


Prob. 6-93 


6-94, Thc two solid steel rods arc bolted together along 
their length and support the loading shown, Assume the 
support at A isa pin and B is a roller, Determine the required 
diameter d of cach of the rods if the allowable bending 
stress 18 yee = 130 MPa. 


6-95, Solve Prob. 6-93 if the rods are rotated 90° so that 
both rods rest on the supports at A (pin) and B (roller). 


80 kN 
U EN /m 
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*6-96, The chair is supported by an arm that is hinged so 
it rotates about the vertical axis at A. Tf the load on the chair 
is 180 lb and the arm is a hollow tube section having the 
dimensions shown, determing the maximum bending siress 
al section 2-4. 


180 Ih 





Sind] [|2.5 m 
1 (UL 
des Kin =A —| usin 


Prob, 6-96 


*6-97, A portion of the femur can be modeled as à tube 
having an inner diameter of 0.375 in, and an outer diameter 
of 1.25 in. Determine the maximum clastic static force P 
that can be applied to its center, Assume the bone to be 
roller supported at its ends The e-e diagram for the bone 
mass is shown and is the same in tension as in compression, 


(r [ksi) 
IM 


1.25 





e (in /in.) 


(iz us 


Prob, 6-97 


6-98. If the beam in Prob. 6-18 has a rectangular cross 
section with a width of 8 in. and a height of 16 in.. determine 
the absolute maximum bending stress in the beam, 


T 





6-99, If the beam has à square cross section of ñ in, on 
each side, determine the absolute maximum bending stress 
in the beam. 


Aou th Th 





*6-100. The steel beam has the cross-sectional arca 
shown, Determine the largest intensity of the distributed 
load w that it can support so that the maximum bending 
stress in the beam docs not exceed m,4,, = 22 ksi 


*6-101, The steel beam has the cross-sectional urea 
shown. Tf wo = 2 kip/ft, determine the maximum bending 
stress in the beam. 


Wn 





Y in, 

— 
n un. 
qo m 


Probs. 6-1101 





6-102, The bolster or main supporting girder of a truck 
body if subjected to the uniform distributed load. Determine 
the bending stress at points A and B. 


LS kip/ft 





Prob, 6-102 


6-103. Determine the largest uniform distributed load w 
that can be supported so that the bending stress in the beam 
does not exceed z gine = 5 MPa. 


*6-104, If w= JOKN/m, determine the maximum 
bending stress in the beam. Sketch the stress distribution 
acting over the cross section. 





Probs. 6-103/104 
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*6-105, Ifthe allowable bending stress for the wood beam 
iS Pylon = 150 psi, determine the required dimension fr to 
thc nearest} 1n. of its cross section, Assume the support at A 
is à pin and B isa roller 


6-106, The wood heam has a rectangular cross section in 
the proportion shown. If b = 7.5 in. determine the absolute 
maximum bending stress in the beam, 


A0 Ih 1 





LEM 


BLZ 
-| iF 


Probs. 6-105/106 


6-107. A beam is made of a material that has a modulus of 
clusticity in compression different [rom that given for 
tension, Determine the location c of the neutral axis, and 
derive an expression for the maximum tensile stress in the 
beam having the dimensions shown if it is subjected to the 
bending moment M. 


*6-108. The beam has a rectangular cross section and is 
subjected to a bending moment M. If the material from 
which it is made has à diflerent modulus of elasticity for 
tension and compression as shown, determine the location c 
of the neutral axis and the maximum compressive stress in 
the beam. 





Probes. 6-107/108 
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Fig. 6-29 


Axis of symmetry 


Neutral axis 


Axis of symmetry 


Neutral axis 








6.5 Unsymmetric Bending 


When developing the flexure formula we imposed a condition that 
the cross-sectional area be symmetric about an axis perpendicular to the 
neutral axis; furthermore, the resultant internal moment M acts along 
the neutral axis. Such is the case for the "T" or channel sections shown in 
Fig. 6-29. These conditions, however, are unnecessarv, and in this section 
we will show that the flexure formula can also be applied either to a 
beam having a cross-sectional area of any shape or to a beam having a 
resultant internal moment that acts in any direction. 


Moment Applied About Principal Axis. Consider the beam's 
cross section to have the unsymmetrical shape shown in Fig. 6-33a. As in 
Sec. 6.4, the right-handed x, y. z coordinate system is established such 
that the origin is located at the centroid C on the cross section, and the 
resultant internal moment M acts along the +z axis, We require the stress 
distribution acting over the entire cross-sectional area to have à zero 
force resultant. the resultant internal moment about the v axis to be zero, 
and the resultant internal moment about the z axis to equal M.* These 
three conditions can be expressed mathematically by considering the 
force acting on the differential element dA located at (0. y, z), Fig. 6—30a. 
This force is dF = a dA, and therefore we have 


Fa = XF,; Ü = - [z^ (6-14) 
A 
(Mp), = =M,; 0 = - [zrada (6-15) 
A 
(Mg). = XM.: M- [> dA (6-16) 
A 





Bending-stress distribution 
(profile view) 
fw) ib) 


Fig. 6-30 


"The condition that moments about the y axis be equal to zero was nòt considered in 
Sec. 6.4, since the hending-stress distribution was svvmnetic with respect to the v axis and such 
i distribution of stress automatically produces zero moment about the y axis. See Fig. -24e. 





As shown in Sec, 6.4, Eq. 6-14 is satisfied since the z axis passes 
through the centroid of the area, Also, since the z axis represents the 
neutral axis for the cross section, the normal stress will vary linearly from 
zero at the neutral axis, to a maximum at y = c, Fig. 6-305. Hence the 
stress distribution is defined by z = —(v/c)r max: When this equation is 
substituted into Eq. 6-16 and integrated, it leads to the flexure formula 
Fmax 7 Mc/I. When it is substituted into Eq. 6-15, we get 


b — Tem | yeda 
c JA 


which requires 


n dA — 
A 


This integral is called the product of inertia for the area. As indicated 
in Appendix A, it will indeed be zero provided the y and z axes are 
chosen as principal axes of inertia for the area. For an arbitrarily shaped 
area, the orientation of the principal axes can always be determined, 
using either the inertia transformation equations or Mohr's circle of inertia 
as explained in Appendix A, Sees. A.4 and A.5. If the area has an axis 
of symmetry, however, the principal axes can easily be established 
since they will always be oriented along the axis of symmetry and 
perpendicular to it. 

For example, consider the members shown in Fig. 6-31. In each of 
these cases, v and z must define the principal axes of inertia for the cross 
section in order to satisfy Eqs 6-14 through 6-16. In Fig. 6-314 the 
principal axes are located by symmetry, and in Figs. 6-316 and 6-31c their 
orientation is determined usine the methods of Appendix A. Since M is 
applied about one of the principal axes (z axis), the stress distribution is 
determined from the flexure formula, z = — M y/ T., and is shown for 
each case 





Fig. 6-31 
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M,- Meost) 





M, > Msini 


Fig.6-32 





Moment Arbitrarily Applied. Sometimes a member may be 
loaded such that M does not act about one of the principal axes of the 
cross section. When this occurs, the moment should first be resolved 
into components directed along the principal axes, then the flexure 
formula can be used to determine the normal stress caused by each 
moment component. Finally, using the principle of superposition, the 
resultant normal stress at the point can be determined, 

To show this, consider the beam to have a rectangular cross section 
and to be subjected to the moment M, Fig. 6-32@. Here M makes an 
angle 0 with the principal z axis. We will assume 4 is positive when it is 
directed from the +z axis toward the +y axis, as shown. Resolving 
M into components along the z and y axes, we have M. = M cos 
and M, = M sin &, as shown in Figs. 6-32^ and 6-32c. The normal- 
stress distributions that produce M and its components M. and 
M, are shown in Figs. 6-324, 6—32e, and 6-32f, where it is assumed 
that (ay) > (G ']ew- By inspection, the maximum tensile and 
compressive stresses (0) )maxy + (e ,)gas] occur at two opposite corners 
of the crass section, Fig. 6-324. 

Applying the flexure formula to each moment component in Figs. 6-32 
and 6-32c, and adding the results algebraically, the resultant normal stress 
at any point on the cross section, Fig. 6—324, is then 


(6-17) 





Here, 


ao = the normal stress at the point 


y, 2 = the coordinates of the point measured from x, y, z axes 
having their origin at the centroid of the cross-sectional 
area and forming a right-handed coordinate svstem 
The x axis is directed outward from the cross-section and 
the v and z axes represent respectively the principal axes 
of minimum and maximum moment of inertia for the 
area 

My M. = the resultant internal moment components directed along 
the principal y and z axes. They are positive if directed 
along the +y and +z axes, otherwise they are negative. 

Or, stated another way, M, = M sin? and M. = M cos 8, 
where 6 is measured positive from the +z axis toward the 
+y axis 

Ip 1. = the principal moments of inertia calculated about the y and z 
axes, respectively. See Appendix A 
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The x, y, z axes form a right-handed system, and the proper algebraic y 
signs must be assigned to the moment components and the coordinates 
when applving this equation, When this is the case, the resulting stress 
will be tensile if it is positive and compressive if it is negative. 


Orientation of the Neutral Axis. The angle a of the VCD 
neutral axis in Fig. 6-324 can be determined by applying Eq. 6-17 

with z = 0, since by definition no normal stress acts on the neutral 

axis. We have 






i le, hees 





M * [er even t ter; ka] 
y A z 
M.I, a 
Since M. = M cos ñ and M, = M sin 8, then i 


(6-18) 


This equation defines the neutral axis for the cross section. Since the 
slope of this line is tan a = y/z. then 





(man 


(6-19) 





Here it can be seen that unless 7. = 7, the angle #, defining the direction 
of the moment M. Fig. 6-324, will not equal œ, the angle defining the 
inclination of the neutral axis, Fig. 6-324. 


Š Urs eux 


Important Points 





* The flexure formula can be applied only when bending occurs 
about axes that represent the principal axes of inertia for the "T 
cross section. These axes have their origin at the centroid and à 
are oriented along an axis of symmetry, if there is one, and Fig. 6-32 (cont.) 


perpendicular to it. 


If the moment is applied about some arbitrary axis, then the 
moment must be resolved into components along each of the 
principal axes and the stress at à point is determined by 
superposition of the stress caused by each of the moment 
components, 
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The rectangular cross section shown in Fig. 6-33a is subjected to a 
bending moment of M = I2 kN*m. Determine the normal stress 
developed at each corner of the section, and specify the orientation of 
the neutral axis. 


SOLUTION 
Internal Moment Components. By inspection it is seen that the v 


and z axes represent the principal axes of inertia since they are axes of 
symmetry for the cross section, As required we have established the z 
axis as the principal axis for maximum moment of inertia. The 
moment is resolved into its v and z components, where 


M; = -S(I2 kN m) = -960kN*m 
3 
M. = (12 kN+m) = 720kN-m 


Section Properties. The moments of inertia about the v and z axes 
are 


I, < 504 m)(0.2 m)! = (.2667(10 ?) m* 


1. = (02 m)(0.4 mY = 1067(107) m* 


Bending Stress. Thus. 
M.v Mg 


I. I, 
7,20(UF)N-m(0.2m) —9.60(10') N- m(—0.1 m) 
zi WIPE NE S S Dama uiae MS EE rs D Ly 
L067(10 `) m 0.2667(10 `) m 
720(10') N*m(02m) —9.60(10') N* m(0.1 m) 
= a rare 
L.067(10 `) m (0.2667 (10 `) m 
720(MP)N*m(—02m) —96000 N -miN m) 
— —— t — = -225MPa Ans 
1.067(10 `) m (.2667(10 `) m 
* 720(10')N-m(—02m) —9.60(10°) N -m(—0.1 m) 


=495MPa Ans, 
1.067(10 `) mt 0.2667(10 `) m aan 

The resultant normal-stress distribution has been sketched using 
these values, Fig. 6-335. Since superposition applies. the distribution is 
linear as shown. 
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Fig. 6-33 


Orientation of Neutral Axis. The location z of the neutral axis M = 12kN:m 
(NA), Fig. 6-335, can be established by proportion. Along the edge 
BC, we require 
2.25MPa — 495 MPa 
z (0.2 m — z) 
0.450 — 2.252 = 4.952 
z = 0.0625 m 


In the same manner this is also the distance from D to the neutral axis 
in Fig. 6-335. 

We can also establish the orientation of the NA using Eq. 6-19, 
which is used to specify the angle a that the axis makes with the z or 
maximum principal axis. According to our sign convention, # must be 
measured from the +z axis toward the +y axis. By comparison, in 
Fig. 6-33c,8 = —tan t$ = —53.1? (or 8. 4306.9"). Thus, 


g: 
tan a = —tan 8 
I, 


1.067(10 7) m° 
a= —— — ⸗19 
(.2667(10 `) m 


a = —79.4" Ans. 


This result is shown in Fig. 6—33c. Using the value of z calculated 
above, verify, using the geometry of the cross section, that one obtains 
the same answer. 
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The Z-section shown in Fig. 6-34a is subjected to the bending moment 
of M = 2U kN * m. Using the methods of Appendix A (see Example 
A4 or A5), the principal axes v and z are oriented as shown, such 
that they represent the minimum and maximum principal moments 
of inertia, 7, = 0.960(10 3) m! and 7. = 7.54(10 *) m*. respectively. 
Determine the normal stress at point P and the orientation of the 
neutral axis. 


SOLUTION 

For use of Eq. 6-19, it is important that the z axis represent the 
principal axis for the maximum moment of inertia. (Note that most of 
the area is located furthest from this axis.) 


Internal Moment Components. From Fig 6-34a, 


M, = 20kN*msin 57.1^ = 16.79 kN -m 
M. = 20 kN -m cos 57.1^ = 10.86 kN «m 


Stress. The y and z coordinates of point P must 
be determined first, Note that the v', z' coordinates of P are 
(—0.2 m, (0,35 m), Using the colored triangles from the construction 
shown in Fig. 6-344, we have 


yp = —0.35 sin 32.9? — 0,2 cos 32.9 = —(.3580 m 
zp = 0.35 cos 32.9" — 02 sin 329° = 0.1852 m 


Applying Eq. 6-17, 


(10.86(10') N * m)( —0.3580 m) T (16.79( 107) N: m)((.1852 m) 
7.54(10 *) mt 0.960( 10.) m° 
— 376 MPa Ans. 


Orientation of Neutral Axis. The angle 8 = 57.1^ is shown in 
Fig. 6-34a. Thus, 


ù 7.54(10 `) m 
ne” | O96000 7) m* 
a = 85.5 


The neutral axis is oriented as shown in Fig. 6-34), 


Jian 374^ 
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FUNDAMENTAL PROBLEMS 


Fó-29u9. Determine the bending stress developed at 
corners A and B. What is the orientation of the neutral axis? 


- 
< 





- mm 
Fo-20 


Fó-21. Determine the maximum stress in the beam s cross 
section. 





Fó-21 





(ey PROBLEMS 


*6-109, The beam is subjected to a bending moment of 
M = 20 kip* ft directed as shown. Determine the maximum 
bending stress in the beam and the orientation of thc 
neutral axis. 


6-110. Determine the maximum magnitude of the 
bending moment M that can be applied to the beam so that 
the bending stress in the member does not exceed 12 ksi. 





Probs. 6—109/1 1) 


6-111, If the resultant internal moment acting on the 
cross section of the aluminum strut has à magnitude of 
M = 520N-m and is directed as shown, determine the 
bending stress at points A and BR. The location y of the 
centroid C of the strut's cross-sectional area must he 
determined, Also, specify the orientation of the neutral axis. 


*6-112, The resultant internal moment acting on the 
cross section of the aluminum strut has à magnitude of 
M=520N-m and is directed. as shown. Determine 
maximum bending stress in the strut. The location F of the 
centroid C of the strut's cross-sectional area must be 
determined. Also, specilv the orientation of the neutral axis, 
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6-113. Consider the general case of a prismatic beam 
subjected to bending-moment components M, and M., 
as shown, when the x, y. z axes pass through the centroid 
of the cross section. If the maternal is lincar-elastic, the 
normal stress in the beam is a linear function of position such 
that a = a + by + cz. Using the equilibrium conditions 
Q= fodA, M,= f,zadA, M. = |,- vr dA, determine 
the constants æ, b, and c and show that the 
normal stress can be determined from the equation 
T= [-( M1, * MY + (M M. * MI. )z]/(1,1, * 1); 
where the moments and products of inertia are defined in 
Appendix A. 





Prob, 6-113 


6-114, The cantilevered beam is made from the Z-section 
having the cross-section shown, If it supports the two 
loadings, determine the bending stress at the wall in the 
beam at point A. Use the result of Prob. 6-113. 


6-115. The cantilevered beam is made from the Z-section 
having the cross-section shown. If it supports the two 
loadings, determine the bending stress at the wall in the 
beam at point B. Use the result of Prob, 6-113. 





Probs. 6—114/115 





*6-116. The cantilevered wide-flange stecl beam is 
subjected to the concentrated force P at its end. Determine 
the largest magnitude of this force so that the bending stress 
developed at A docs not exceed m,,4,, = 180 MPa, 


*6-117. The cantilevered wide-flange steel beam is 
subjected to the concentrated foree of P = 600 N at its end. 
Determine the maximum bending stress developed in the 
beam at section A. 


200 mm 


£ 2—3 


10 mm 
tsi lam 10 ma 
EE 


Oam 





Probs. 6= 116/117 


6-118. If the heam is subjected to the internal moment of 
M = 1200. kN * m, determine the maximum bending stress 
acting on the beam and the orientation of the neutral axis. 


6-119. If the beam is made from à material having 
an allowable tensile and compressive stress of 
(munus); = 125 MPa and (fai) = 150 MPa, respectively, 
determine the maximum allowable internal moment M that 
can be applied to the beam. 





150 mm Probs. 6-118/119 





*6-120, The shaft is supported on two journal bearings 
at A and A which offer no resistance to axial loading. 
Determine the required diameter d of the shaft if 
the allowable bending stress for the material is 
Tyee = 150 MPa, 





150 150 N 


Prob. 6-120 


*6-121. The WMkmm-diameter shaft is subjected to the 
vertical and horizontal loadings of two pulleys as shown, Tt 
is supported on two journal bearings at A and H which offer 
no resistance to axial loading, Furthermore, the coupling to 
the motor at C can be assumed not to offer any support 
to the shalt. Determine the maximum bending stress 
developed in the shalt 





ISU N Prob.6-121 


6-122. Using the techniques outlined in Appendix A, 
Example A.5 or A.6, the Z section has principal moments of 
inertia of J, = 0.06010 ") mt and 7, = (471(10 ?) m, 
computed about the principal axcs of inertia y and z, 
respectively, If the section is subjected to an internal 
moment of M = 250 N+ m directed horizontally as shown, 
determine the stress produced at point A. Solve the 
problem using Eq. 6-17. 


6-123, Solve Proh. 6-122 using the equation developed in 
Prob. 6-113. 
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*6-124, Using the techniques outlined in Appendix A, 
Example A.5 or A.6, the Z section has principal moments of 
inertia of J, = 0.060(10*)m* and 7, = 0471(10 `) m, 
computed about the principal axes of inertia y and z, 
respectively, If the section is subjected to an internal 
moment of M = 250 N +m directed horizontally as shown, 
determine the stress produced at point B. Solve the 
problem using Eq. 6-17. 





Probs, 6-122/123/124 


*6-125, Determine the bending stress at point A of the 
beam, and the orientation of the ncutral axis. Using thc 
method in Appendix A. the principal moments of inertia of 
the cross section are J! = 8.828in* and J = 2295 inf, 
where z' and y' are the principal axes. Solve the problem 
using Eq, 6-17, 


6-126. Determine the bending stress at point A of the 
beam using the result obtained in Prob. 6-113. The moments 
of inertia of the cross sectional area about the z and y axes 
are 7. = 7, = 5,561 in? and the product of inertia of the 
cross sectional area with respect to the z and y axes is 
Tye = —3.267 in, (See Appendix A) 





M= 3kip ^ft 
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*6.6 Composite Beams 


Beams constructed of two or more different materials are referred to as 
composite beams. For example, a beam can be made of wood with straps 
of steel at its top and bottom, Fig. 6-35. Engineers purposely design 
beams in this manner in order to develop a more efficient means for 
supporting loads. 

Since the flexure formula was developed only for beams having 
homogeneous material, this formula cannot be applied directly to 
determine the normal stress in a composite beam. In this section, 
however, we will develop a method for modifying or "transforming" à 
composite beam's cross section into one made of a single material. Once 
this has been done, the flexure formula can then be used for the stress 
analvsis. 

To explain how to do this we will consider a composite beam made 
of rwo materials, 1 and 2, which have the cross-sectional areas shown in 
Fig. 6—36a. If à bending moment is applied to this beam, then, like one that 
is homogeneous, the total cross-sectional area will remain plane after 
bending. and hence the normal strains will vary linearly from zero at the 
neutral axis to à maximum in the material located farthest from this axis. 
Fig. 6-36b. Provided the material is linear elastic, then at any point the 
normal stress in material | is determined from @ = Ee, and for material 
2 the stress distribution is found from «e = E-e. Assuming material 1 is 
stiffer than material 2, then E, > E. and so the stress distribution will 
look like that shown in Fig. 6—36c or 6-36d. In particular, notice the jump 
in stress that occurs at the juncture of the two materials. Here the strain is 
the same, but since the modulus of elasticity for the materials suddenly 
changes, so does the stress. It is possible to determine the location of the 
neutral axis and the maximum stress based on à trial-and-error procedure, 





Steel plates 


This requires satisfying the conditions that the stress distribution produces 
a zero resultant force on the cross section and the moment of the stress 
distribution about the neutral axis must be equal to M. 

A simpler way to satisfy these two conditions is to use the transformed 
section method, which transforms the beam into one made of a single 
material. For example, if the beam is thought to consist entirely of the 
less stiff material 2, then the cross section will look like that shown in 
Fig. 6—36e. Here the height h of the beam remains the same, since the 
strain distribution in Fig. 6—36b must be preserved, However, the upper 
portion of the beam must be widened in order to carry à load equivalent 
to that carried by the stiffer material | in Fig. 6-36d. The necessary width 
can be determined by considering the force dF acting on an area 
dA = dz dy of the beam in Fig. 6-36a. It is dF = o dA = (Eje) dz dy. 
Assuming the width of a corresponding element of height dy in Fig, 6-366 
is n dz, then dF" = a'dA' = (E-e)n dz dy. Equating these forces, so that 
they produce the same moment about the z (neutral) axis, we have 


Ee dz dv = Esen dz dv 


or 


h = — (6-20) 





Normal strain variation 
(profile view) 


(b) 





y 





Bending stress variation l 
(profile view) Bending siress variation 


fe) (di 


Fig. 6-36 
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)  n'h 
Beam transformed to material 





Bending-stress variation for 
beam transformed to material 


(gi 





Bending-stress variation Lor 
beam transformed to material 1! 


(hi 


Fig. 6-36 (cont.) 





This dimensionless number # is called the transformation factor. It 
indicates that the cross section, having a width b on the original beam, 
Fig. 6-364, must be increased in width to b+ = nb in the region where 
material | is being transformed into material 2, Fig. 6—36e. 

In a similar manner, if the less stiff material 2 is transformed into the 
stiffer material L, the cross section will look like that shown in Fig. 6-36/. 
Here the width of material 2 has been changed to b, = n'b, where 
n' = E/E). In this case the transformation factor n' will be less than 
one since E, > E. In other words, we need less of the stiffer material to 
support the moment. 

Once the beam has been transformed into one having a single 
material, the normal-stress distribution over the transformed cross 
section will be linear as shown in Fig. 6-36g or 6-36/, Consequently, the 
centroid (neutral axis) and moment of inertia for the transformed area 
can be determined and the flexure formula applied in the usual manner 
to determine the stress at each point on the transformed beam. The 
stress in the transformed beam will be equivalent to the stress in the same 
material of the actual beam; however, the stress found on the transformed 
material has to be multiplied by the transformation factor zt (or n'). since 
the area of the transformed material, dA‘ = n dz dy, is n times the area 
of actual material dA = dz dy. That is, 


dF = a dA = a'dA' 
g dz dv = g'n dz dy 
qo ona! (6-21) 


Example 6.17 numerically illustrates application of the transformed 
section method. 


Important Points 


* Composite beams are made from different materials in order to 
efficiently carry a load. Application of the flexure formula 
requires the material to be homogeneous, and so the cross section 
of the beam must be transformed into a single material if this 
formula is to be used to calculate the bending stress, 


* The transformation factor n is a ratio of the moduli of the different 
materials that make up the beam, Used as a multiplier, it converts 
the width of the cross section of the composite beam into a beam 
made from a single material so that this beam has the same 
strength as the composite beam. Stiff material will thus be replaced 
by more of the softer material and vice versa. 

Once the stress in the transformed section is determined, it must 
be multiplied by the transformation factor to obtain the stress in 
the actual beam, 
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*6.7 Reinforced Concrete Beams 


All beams subjected to pure bending must resist both tensile and 
compressive stresses. Concrete, however, is very susceptible to cracking 
when it is in tension, and therefore by itself it will not be suitable for 
resisting a bending moment.* In order to circumvent this shortcoming, 
engineers place steel reinforcing rods within a concrete beam at a 
location where the concrete is in tension, Fig. 6-37a. To be most effective, 
these rods are located farthest from the beams neutral axis, so that the 
moment created by the forces developed in them is greatest about the 
neutral axis. Furthermore, the rods are required to have some concrete 
coverage to protect them from corrosion or loss of strength in the event 
of a fire. Codes used for actual reinforced concrete design assume the 
ability of concrete will not support any tensile loading, since the possible 
cracking of concrete is unpredictable. As a result, the normal stress 
distribution acting on the cross-sectional area of a reinforced concrete 
beam is assumed to look like that shown in Fig. 637b. 

The stress analysis requires locating the neutral axis and determining 
the maximum stress in the steel and concrete. To do this, the area of steel 
A, is first transformed into an equivalent area of concrete using the 
transformation factor m= Ea/Ecwo This ratio, which gives m > l, ^ Concrete assumed 
requires a "greater" amount of concrete to replace the steel. The —— within 
transformed area is mAy and the transformed section looks like that een 
shown in Fig. 6-37c. Here d represents the distance from the top of the 
beam to the (transformed) steel, b is the beam's width, and A is the yet 
unknown distance from the top of the beam to the neutral axis. To obtain 
h', we require the centroid C of the cross-sectional area of the 
transformed section to lie on the neutral axis, Fig. 6-37c, With reference 
to the neutral axis, therefore, the moment of the two areas, X vA, must be 
zero, since y = XyA/XA = 0, Thus, 








m.) - nAg(d — h') = 0 





b. 
Za" + nA, — nAgd = Ü 


Fig. 6-37 


Once ' is obtained from this quadratic equation, the solution proceeds 
in the usual manner for obtaining the stress in the beam. Example 6.18 
numerically illustrates application of this method. 


*Inspection of its particular stress-strain diagram in Fig. 3-103 reveals that concrete can 
be 12.5 times stronger im compression than in tension, 
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A composite beam is made of wood and reinforced with a steel 
strap located on its bottom side, It has the cross-sectional area 
shown in Fig. 6-38a. If the beam is subjected to a bending moment of 
M = 2kN-*m, determine the normal stress at points B and C. Take 
E, = 12 GPa and E,, = 200 GPa. 


150 mm 


SOLUTION 


Section Properties. Although the choice is arbitrary, here we will 
transform the section into one made entirely of steel. Since steel has a 
greater stiffness than wood ( £4 > Ey} the width of the wood must 
be reduced to an equivalent width for steel. Hence n must be less than 
onc. For this to be the case, n = E,/ Ex so that 
12 GPa 
by = nb, = 300 GPa (150 mm) = 9 mm 

The transformed section is shown in Fig. 6-38), 

The location of the centroid (neutral axis). calculated from a 
reference axis located at the bottom of the section, is 


STA — [0.01 m](0.02 m)(0.150 m) + [0.095 m](0.009 m)(0.150 m) 


FOU Mt C attuli — 
— (102 m(0.150 m) + 0.009 m(0.150 m) — 


The moment of inertia about the neutral axis is therefore 


Ina 7 ~ [E (0.150 m)(0.02 m) + (0.150 m)(0.02 m)(0,03638 m — 0,01 m) | 


ot — (0,009 m)(0.150 m^ + (0.009 m)(0.150 m)/((0.095 m — 0.03638 m) 


= 9358(10 ^) m* 
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1.71 MPa 


210 MPa 
3.50 MPa 


M —2kN:m -- M -2kN-m 
LA-— ^ 


Fig. 6-38 (cont.) 


Normal Stress. Applying the flexure formula, the normal stress at 
B' and Cis 


2(10°) N «mí0.170 m — 0.03638 m) 
3 9.358(10 ^) m* 


op = 28.6 MPa 


_ 210°} N - m(0.03638 m) 


- = 7.78 MPa A 
or 9.358(10 5) m° S 


The normal-stress distribution on the transformed (all steel) section is 
shown in Fig. 6—38c, 


The normal stress in the wood at B in Fig. 6-38a, is determined from 
Eq. 6-21: that is, 


bah AOT (08.56 MPa) - 171 MPa Ant 


Using these concepts, show that the normal stress in the steel and 
the wood at the point where they are in contact is az, = 3.50 MPa and 
a, = 0.210 MPa, respectively, The normal-stress distribution in the 
actual beam is shown in Fig. 6-384. 
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The reinforced concrete beam has the cross-sectional area shown in 
Fig. 6-39a. If it is subjected to a bending moment of M = 60 kip- ft, 
determine the normal stress in each of the steel reinforcing rods and 
the maximum normal stress in the concrete. Take Ey = 29(10) ksi 
and Ej, = 3.6(10") ksi. 


SOLUTION 
Since the beam is made from concrete, in the following analysis we 
will neglect its strength in supporting a tensile stress. 


Section Properties. The total area of steel, Ay = 2[7{0.5 in.)"] = 
1.571 in^ will be transformed into an equivalent area of concrete, 
Fig. 6-39h. Here 


l-in.-diameter bars 


29( MY ) ksi 
fal A' = nA, 


T 3.6( 10°) ksi 
I-12in.—] We require the centroid to lie on the neutral axis. Thus Xy A = 0, or 
12 in. y — 12.65 in'(l6 in. — À') = 0 
N 
c 


SE CONSE Solving for the positive root, 
A = 12.65 in? 


h' = 4.85 in, 
(b) Using this value for A’, the moment of inertia of the transformed 
section about the neutral axis is 


(1.571 im) = 12.65 in? 


h? + 21a — 33.7 = Ü 


= PE: , S 3 - Ry. 
I 72 (12 in.)(4.85 in.)' + 12 in. (4.85 sre 


+ 12.65 in? (16in. — 4.85 in.) = 2029 in' 
Normal Stress. Applying the flexure formula to the transformed 
section, the maximum normal stress in the concrete is 
[60 kip- fti 12 in./ft)](4.85 in.) 
2029 in* 
bor stress resisted by the "concrete" strip, which replaced the 
steel. is 


= L72ksi Ans, 


(Pconc)ma = 


_ [60 kip - ft(12 in./ft)]( 16 in. ~ 4.85 in.) 

CIEL 2029 in* 
The normal stress in each of the two reinforcing rods is therefore 
29( 1M) ksi 


= 3.96 ksi 


Jess ksi = 31.9 ksi Ans. 


Ta = NT e = GL ksi 


The normal-stress distribution is shown graphically in Fig. 6—39c. 





*6.8 Curved Beams 


The flexure formula applies to a straight member, since it was shown that 
the normal strain within it vanes linearly from the neutral axis. If the 
member is curved, however, this assumption becomes inaccurate, and so 
we must develop another method to describe the stress distribution. In 
this section we will consider the analysis of a curved beam, that is, a 
member that has a curved axis and is subjected to bending. Typical 
examples include hooks and chain links In all cases, the members are 
not slender, but rather have a sharp curve, and their cross-sectional 
dimensions are large compared with their radius of curvature 

The following analysis assumes that the cross section is constant and 
has an axis of symmetry that is perpendicular to the direction of the 
applied moment M, Fig. 6-40a. Also, the material is homogeneous and 
isotropic, and it behaves in a linear-elastic manner when the load is 
applied. Like the case of a straight beam, we will also assume that the 
cross sections of the member remain plane after the moment is applied, 
Furthermore, any distortion of the cross section within its own plane will 
be neglected. 

To perform the analvsis, three radii, extending from the center of 


curvature O° of the member, are identified in Fig. 640a, Here F 


references the known location of the centroid for the cross-sectional area, 
R references the vet unspecified location of the neutral axis, and r locates 
the arbitrary point or area element dA on the cross section. 


Centroid 
Neutral axis 


r 
Arca clement dA , 


{al 


Fig. 640 
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This crane hook represents a typical example 
of a curved beam. 
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If we isolate a differential segment of the beam, Fig. 6-41), the stress 
tends to deform the material such that each cross section will rotate 
through an angle 66/2. The normal strain e in the strip (or line) of 
material located at r will now be determined. This strip has an original 
length r 49. Fig. 6-405. However, due to the rotations 50/2 the strip's 
total change in length is 86( R — r). Consequently, e = 5e(R — r)/r dé. 
If we let k = 68/d8, which is the same for any particular strip, we have 

= k(R — r)/r. Unlike the case of straight beams, here it can be seen 
that the normal strain is a nonlinear function of r. in fact it varies in à 
hyperbolic fashion. This occurs even though the cross section of the 
beam remains plane after deformation. If the material remains linearly 
elastic then a = Ee and so 








o E 
— (6-22) 


—“ This variation is also hyperbolic, and since it has now been established, 


we can determine the location of the neutral axis and relate the stress 
distribution to the resultant internal moment M. 

To obtain the location R of the neutral axis. we require the resultant 
internal force caused by the stress distribution acting over the cross 
section to be equal to zero; i.e 


[Fs Fg " EF, [oaa = O 
A 


TABLE 6-1 J a= - - dA -0 
A P f 


hape dA 
s sZ Since Ek and R are constants, we have 
iA 
Fr] A gs - dA = Ü 
of b o> act A 
| 
"| Solving for R vields 
Sag 





(6-23) 





F. sua a 


Ta: o6 eS R = the location of the neutral axis, specified from the center of 
8 . | jn 197? = 2] curvature O' of the member 
A = the cross-sectional area of the member 


r = the arbitrary position of the area element dA on the cross 
section, specified from the center of curvature O' of the member 


drh ‘ : i š 
2b =o -JP a 7) The integral in Eq. 6-23 has been evaluated for various cross-sectional 
TO Aah geometries, and the results for some common cross sections are listed in 
Table 6-1. 
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In order to relate the stress distribution to the resultant bending 
moment, We require the resultant internal moment to be equal to the 
moment of the stress distribution calculated about the neutral axis. 
From Fig. 6-4, the stress m, acting on the area element dA and located 
a distance v from the neutral axis, creates a moment about the neutral 
axis of dM = v(a dA). For the entire cross section, we require 
M = [ya dA. Since y = R — r, and « is defined by Eq. 6-22, we have 


Me fir : rex Ë - arr 


r 





Expanding, realizing that Ek and R are constants, then 


w= exe [44 — on [ ua + fraa) 
wa 7 A A / 


The first integral is equivalent to A/R as determined from Eq. 6-23, and 
the second integral is simply the cross-sectional area A. Realizing that 
the location of the centroid of the cross section is determined from 
T = [rdA/A, the third integral can be replaced by FA. Thus, 


M = EkA(r — R) 





Finally, solving for Ek in Eq. 6-22, substituting into the above equation, 
and solving for z. we have 


(6-24) 





Here 

a = the normal stress in the member 

M = the internal moment, determined from the method of sections 
and the equations of equilibrium and calculated about the 
neutral axis for the cross section. This moment is positive if it 
tends to increase the member's radius of curvature, i.e., it tends 
to straighten out the member 

A = the cross-sectional area of the member 

R = the distance measured from the center of curvature to the 
neutral axis. determined from Eq. 6-25 


the distance measured from the center of curvature ro the 
centroid of the cross section 


^! 
I 


r = the distance measured from the center of curvature to the 
point where the stress z is to be determined 
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From Fig. 640a, r = R — y. Also, the constant and usually very small 
distance between the neutral axis and the centroid is e = F — R. When 
these results are substituted into Eq. 6-24, we can also write 





(6-25) 


Bending stress variation 
(prolile view) 





íc) 

These two equations represent two forms of the so-called curved- 
beam formula, which like the flexure formula can be used to determine 
the normal-stress distribution in a curved member. This distribution is, 
as previously stated, hyperbolic; an example is shown in Fig. 640w and 
6-404. Since the stress acts along the circumference of the beam, it is 
sometimes called circumferential stress. Note that due to the curvature 
of the beam, the circumferential stress will create a corresponding 
component of radial stress. so called since this component acts in the 
radial direction. To show how it is developed, consider the free-body 
diagram of the segment shown in Fig. 640e, Here the radial stress a, is 
necessary since it creates the force dF, that is required to balance 
the two components of circumferential forces dF which act along the 
line O' B. 

Sometimes the radial stresses within curved members may become 
significant, especially if the member is constructed from thin plates and 
has. for example, the shape of an I-section. In this case the radial stress 
can become as large as the circumferential stress, and consequently the 
member must be designed to resist both stresses For most cases, 
however, these stresses can be neglected, especially if the member has a 
solid section, Here the curved-beam formula gives results that are in very 
close agreement with those determined either by experiment or by a 
mathematical analysis based on the theory of elasticity. 

The curved-beam formula is normally used when the curvature of the 
member is very pronounced, as in the case of hooks or rings. However, 
if the radius of curvature is greater than five times the depth of the 
member, the flexure formula can normally be used to determine the 
stress. For example, for rectangular sections for which this ratio equals 5. 
the maximum normal stress, when determined by the flexure formula, 
will be about 7% less than its value when determined by the curved- 
Fig. 640 (cont.) beam formula. This error is further reduced when the radius of 

curvature-to-depth ratio is more than 5.* 





(d) 





oO 
(ei 


“Ser, for example. Boresi, A. P, et al. Advanced Mechanics of Materials, 3rd ed. p. 333. 
1978. John Wiley & Sons. New York. 


Important Points 


* The curved-beam formula should be used to determine the 
circumferential stress in a beam when the radius of curvature is 
less than five times the depth of the beam. 


Due to the curvature of the beam, the normal strain in the beam 
does not vary linearly with depth as in the case of a straight beam. 
As a result, the neutral axis does not pass through the centroid of 
the cross section. 


The radial stress component caused by bending can generally be 
neglected, especially if the cross section is a solid section and not 
made from thin plates, 


| Procedure for Analysis 


In order to apply the curved-beam formula the following procedure 
is suggested, 


Section Properties. 

* Determine the cross-sectional area A and the location of the 
centroid, r, measured from the center of curvature. 

* Find the location of the neutral axis, R. using Eq. 6-23 or 
Table 6-1. If the cross-sectional arca consists of n "composite" 
parts, determine fd A/r for each part. Then, from Eq. 6-23, for 
the entire section, R = X A/X( f d A/r). In all cases, R < T. 


Normal Stress. 


* The normal stress located at a point r away from the center of 
curvature is determined from Eq. 6-24. If the distance v to the 
point is measured from the neutral axis, then finde = F ~ Rand 
use Eq, 6-25. 

Since r — R generally produces a very small number, it is best to 
calculate r and R with sufficient accuracy so that the subtraction 
leads to a number e having at least four significant figures. 

If the stress is positive it will be tensile, whereas if it is negative it 
will be compressive. 


* The stress distribution over the entire cross section can be 
graphed, or a volume element of the material can be isolated and 
used to represent the stress acting àt the point on the cross 
section where it has been calculated. 


6.8 Curven Beams 
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The curved bar has a cross-sectional area shown in Fig. 6-414. If it is 
subjected to bending moments of 4 kN * m, determine the maximum 
normal stress developed in the bar. 


SOLUTION 


Internal Moment. Each section of the bar is subjected to the 
same resultant internal moment of 4 kN * m. Since this moment tends 
to decrease the bars radius of curvature, it is negative, Thus, 
M = —4kN-m. 


Section Properties. Here we will consider the cross section to be 
composed of a rectangle and triangle. The total cross-sectional area is 


SA = (045 m) + = (0.05 m)(0.03 m) = 3250(10 7) m? 


The location of the centroid is determined with reference to the center 
of curvature, point O”, Fig. 641a. 


_ [0:225 m](0.05 m)(0.05 m) + [0.260 m]2(0.050 m (0.030 m) 
3250(10 7) m° 
= 00.23308 m 





We can find f, d A/r for each part using Table 6-1. For the rectangle, 


dA — — É. 
/ > = 0.05 m( n=O = 0.011157 m 


And for the triangle, 


) ~ 0.05 m = (.0028867 m 


[45 2 (0.05 m)(0.280 m) (m22 m 
AF (0.280 m — 0.250 m) (1.250 m 


Thus the location of the neutral axis is determined from 


Note that R < F as expected. Also, the calculations were performed 
with sufficient accuracy so that (F — R) = 0.23308 m — 023142 m = 
0.00166 m is now accurate to three significant figures. 


Normal Stress. The maximum normal stress occurs either at A or 
B. Applving the curved-beam formula to calculate the normal stress at 
B.rg = 0.200 m, we have 


M(R— rp) “ (-4kN-m)(0.23142 m — 0200 m) 
7B = ArT - R)  3250(10 5) m (0200 m (0.00166 m) 
= —116 MPa 
At point A, r4 = 0.280 m and the normal stress is 


MIR ~ra) _ (74kN*m)(0.23142 m — 0280 m) 
Arí(r — R) 3250(10 7) m"(0.280 m)(0.00166 m) 
= 129 MPa Ans. 


04A — 


By comparison, the maximum normal stress is at A. A two-dimensional 
representation uf the stress distribution is shown in Fig, 6-41. 


6.8 Curveno Beams 


Fig. 6-41 (cont.) 
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Fig. 6-42 
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6.9 Stress Concentrations 


The flexure formula cannot be used to determine the stress distribution 
within regions of a member where the cross-sectional arca suddenly 
changes, since the normal-stress and strain distributions at the section 
become nonlinear. The results can only be obtained through experiment 
or, in some cases, by using the theory of elasticity. Common discontinuities 
include members having notches on their surfaces, Fig. 6-42a, holes for 
passage of fasteners or other items, Fig. 6425, or abrupt changes in the 
outer dimensions of the member's cross section, Fig. 642e. The maximiun 
normal stress at each of these discontinuities occurs at the section taken 
through the smallest cross-sectional area. 

For design. it is generally important to only know the maximum 
normal stress developed at these sections, not the actual stress 
distribution. As in the previous cases of axially loaded bars and 
torsionally loaded shafts, we can obtain the maximum normal stress due 
to bending using a stress-concentration factor K, For example, Fig. 6-43 
gives values of K for a flat bar that has a change in cross section using 
shoulder fillets. To use this graph simply find the geometric ratios w/h 
and r/A and then find the corresponding value of K for a particular 
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geometry. Once K is obtained, the maximum bending stress shown in 
Fig. 65 is determined using 


(6-26) 


In the same manner, Fig. 6-44 can be used if the discontinuity consists of 
circular grooves or notches. 

Like axial load and torsion, stress concentration for bending should 
alwavs be considered when designing members made of brittle materials 
or those that are subjected to fatigue or cyclic loadings. Also, realize that 
stress-concentration factors apply only when the material is subjected to 
elastic behavior, I the applied moment causes yielding of the material, as 
is the case with ductile materials, the stress becomes redistributed 
throughout the member, and the maximum stress that results will be — Stress concentrations caused by bending 
lower than that determined using stress-concentration factors. This occur at the sharp corners of this window 


phenomenon is discussed further in the next section. lintel and are responsible for the crack at the 
comer 





Important Points 


* Stress concentrations occur at points of sudden cross-sectional 
change. caused by notches and holes, because here the stress and 
strain become nonlinear. The more severe the change, the larger 
the stress concentration. 


For design or analysis, the maximum normal stress occurs on the 
smallest cross-sectional area. This stress can be obtained by using a 


stress concentration factor, K, that has been determined through 
experiment and is only a function of the geometry of the member. 


Normally, the stress concentration in a ductile material subjected 
to a static moment will not have to be considered in design; 
however, if the material is brittle, or subjected to fatigue loading. 
then stress concentrations become important. 
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The transition in the cross-sectional area of the steel bar is achieved 
using shoulder fillets as shown in Fig. 6-46a. If the bar is subjected to 
a bending moment of 5 kN * m, determine the maximum normal stress 
developed in the steel. The vield stress is y = 500 MPa. 


SOLUTION 

The moment creates the largest stress in the bar at the base of the 
fillet, where the cross-sectional area is smallest. The stress-concentration 
factor can be determined by using Fig. 6-43. From the geometry of the 
bar, we have r = 16 mm, A = 80 mm, w = 120 mm. Thus. 


16mm » — 120 mm 
h 80 mm 


5kN:m = 
— h BO mm 


L5 


These values give K = 1,45. Applving Eq. 6-26, we have 


S} N * m)(ü. 
CRIT) BE DA MW). MP Ans 


T Oa eee SSE SSRP et 

|4(0.020 m)(0.08 m)!] 
This result indicates that the steel remains elastic since the stress is 
below the vield stress (500 MPa). 


NOTE: The normal-stress distribution is nonlinear and is shown im 
Fig. 6-465. Realize, however, that by Saint-Venant's principle, Sec, 4.1, 
these localized stresses smooth out and become linear when one 
moves (approximately) a distance of 8) mm or more to the right of 
the transition. [n this case. the flexure formula gives gya, © 234 MPa. 
Fig. 6-46c. Also note that the choice of a larger-radius fillet will 
significantly reduce Fma since as r increases in Fig, 6-43, K will 





6.9 Sragss CONCENTRATIONS 329 


[PROBLEMS FrHa 


6-127. The composite beam is made ef 6061-T6 aluminum 
(A) and C83400 red brass (B). Determine the dimension A of 
the brass strip so that the neutral axis of the beam rs located 
at the seam of the two metals What maximum moment 
will this beam support if the allowable bending stress for 
the aluminum is {eyo}, = 128 MPa and for the brass 
Ural) = 35 MPa? 

*6-128, The composite beam is made of 6061-T6 aluminum 
(A) and C83400 red brass (B). Hf the height # = 40 mm, 
determine the maximum moment that can be applied to the 
beam if the allowable bending stress for the aluminum is 
(raid, 7 128 MPa and for the brass (eiu), = 35 MPa 





[i 


Probs, 6-127/128 


*6-129. Segment A of the composite beam is made from 
2014-Tf6 aluminum alloy and segment B is A-36 steel. If 
w (1.9 kip/ft, determine the absolute maximum bending 
stress developed in the aluminum and steel. Sketch the 
stress distribution on the cross section. 


6-130. Seyment A of the composite beam is made from 
2014-T6 aluminum alloy and segment B is A-36 steel. If 
the allowable bending stress for the aluminum and steel are 
(G z ws)a = 15 ksi and (0,5,,), = 22 ksi, determine the 
maximum allowable intensity w of the uniform distributed 
load. 











EJ 


ELE 


n, Probs. 6-129/130 


6-131. The Douglas fir beam is reinforced with A-36 
straps at its center and sides. Determine the maximum 
stress developed in the wood and steel if the beam 
is subjected to a bending moment of M. = 7,50 kip: ft. 
Sketch the stress distribution acting over the cross section. 


iF 






[am [zin 


Prob, 6-131 


*6-132, The top plate is made of 2014-T6 aluminum and is 
used to reinforce a Kevlar 49 plastic beam, Determine the 
maximum stress in the aluminum and in the Kevlar if the 
beam is subjected to à moment of M = 900 Ib: ft. 


*6-133, The top plate made of 2014-16 aluminum is used 
to reinforce a Kevlar 49 plastic beam, If the allowable 
bending stress for the aluminum is (mi. ) = 40 ksi and 
for the Kevlar (ras h = 8 ksi. determine the maximum 
moment M that can be applied to the beam 





(0.5 in, 


Probes, (-132/133 
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6-134, The member has a brass core bonded to a steel *6-137, If the beam is subjected to an internal moment of 
casing. Tf a couple moment of 8 kN * m is applied at its end, M = 45 kN* m, determine the maximum bending stress 
determine the maximum bending stress in the member, developed im the A-36 steel section A and the 2014-T6 
Ew = 100 GPa. E,, = 200 GPa, aluminum alloy section B. 


Prob, 6-134 100mm ^" 


6-135. The steel channel is used to reinforce the wood 
beam, Determine the maximum stress in the steel and in 
the wood if the beam is subjected to a moment of 
M = 850 lb-ft. Eu = 29(10°) ksi, E, = 1600 ksi. 





6-138. The concrete beam is reinforced with three 20-mm 
die ; diameter steel rods. Assume that the concrete cannot 
“Sin. support tensile stress. If the allowable compressive stress 





` 
x 
N 


ja Sin. | for concrete is (Tukea = 125 MPa and the allowable 
sue ^" MUN tensile stress for steel is (Tasow) = 220 MPa, determine 
A the required dimension d so that both the concrete and steel 

0.5 in. Prob. 6-135 achieve their allowable stress simultaneously. This condition 


z i is said to be ‘balanced’, Also, compute the corresponding 
*6-136. A white spruce beam is reinforced with A-36 steel aiiai owahe bitcrast scout M hel aka boapniied 
straps at its top and bottom as shown. Determine the i die bags: The decet of. dasticitv for eixiense goed itus] 
bending moment M it can support if (g,5,); = 22 ksi are Ej, = 25 GPa and Ey = 200 GPa, respectively. 

and (m, )u = 2.0 ksi. 





Prob. 6-138 





6-139, The beam is made from three types of plastic that 
are identified and have the moduli of elasticity shown in 
the figure. Determine the maximum bending stress in the 
PVC. 


500 Ih 500 Ih 


PVC Epir = 450 les 
-Escon Er = 160 kri 





tin. 
2m. 
Zin. 


*6-140, The low strength concrete Noor slab is integrated 
with a wide-flange A-36 stecl beam using shear studs (not 
shown) to form the composite beam. If the allowable 
bending stress for the concrete is (pase |a = 10 MPa, and 
allowable bending stress [or steel is (m,,,,), = 165 MPa, 
determine the maximum allowable internal moment M that 
can be applied to the heam. 





7f 


15 mim 







5200 mm 


Prob. 6-140 
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*6-141, The reinforced concrete beam is used to support 
the loading shown. Determine the absolute maximum 
normal stress in cach of the A-36 steel reinforcing rods and 
the absolute maximum compressive stress in the concrete. 
Assume the concrete has a high strength in compression 
and yet neglect its strength in supporting tension. 


10 kip IO kip 


Bakelite Ey = 800 kai 8 m 
— —— lisin 
p -A | 
| f^ cw EM 


hon — — 8 ft +n—4| lin. 
| in. diameter rods 


Prob, 6-141 


6-142, The reinforced concrete beam is made using two 
steci reinforcing rods. H the allowable tensile stress 
for the steel is (m4),54, 7 30 ksi and the allowable 
compressive stress for the concrete is (crus uuu = 3 ksi, 
determine the maximum moment M that can be applied to 
the section. Assume the concrete cannot support a tensile 
stress, Ey = 29(10°) ksi, Eam = 3.8(10°) ksi. 





Iin. diameter rods 


Prob, 6-142 


6-143. For the curved beam in Fig. 6-40a, show that when 
the radius of curvature approaches infinity, the curved-heam 
formula. Eq. 6-24, reduces to the flexure formula. Eq. 6-13. 
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“6-144, The member has an elliptical cross section. If it is 
subjected to a moment of M = 50 N*m, determine the 
stress at points A and B. Is the stress at point A’, which is 
located on the member near the wall, the Same as that at A? 
Explain 


*6-145, The member has an elliptical cross section. If the 
allowable bending stress is Faika = 125 MPa, determine the 
maximum moment M that can be applied to the member, 





*6-148. The curved beam is subjected to à bending 
moment of M = 900 N -m as shown, Determine the stress 
at points A and B. and show the stress on a volume clement 
located at each of these points 


*6-149. The curved beam is subjected to a bending 
moment of M = 900 N - m. Determine the stress at point C. 





Probs, 6-144/145 


6-146. Determine the greatest magnitude of the applied 
forces P if the allowable bending stress is (m,5,,), = 50 MPa 
in compression and (oy...) = 120 MPa in tension 


6-147, If P = 6 kN, determine the maximum tensile and 
compressive bending stresses in the beam. 


75 mm 





Probs. 6-146/147 


6-150. The elbow of the pipe has an outer radius of 
(175 in. and an inner radius of 0.63 in. If the assembly is 
subjected to the moments of M = 25 Ib. in., determine the 
maximum stress developed at section a- a. 





) 


Lin M ~= 35 Iban. 


0.65 in. 


w 


M = 25 them. 


Prob. 6-150 








6-151. The curved member is symmetric and is subjected 
to à moment of M = 600 lb-ft, Determine the bending 
stress in the member at points A and B. Show the stress 
acting on volume elements located at these points, 


OS in. 
lee 
9" 


2 in, 








Prob. 6-151 


*6-152. The curved bar used on à machine has à 
rectangular cross section. If the bar is suhjected to a couple 
as shown, determine the maximum tensile and compressive 
Stress acting at section o—w, Sketch the stress distribution 
on the section in three dimensions 


> T- 
HA 






250 N 


150 mm 





Prob. 6-152 
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*6-153, The ceiling-suspended C-arm is used to support 
the X-ray camera used in medical diagnoses. Tf the camera 
has a mass of 150 kg, with center of mass at G, determine 
the maximum bending stress at section A 





Prob, 6-153 


6-184. The circular spring clamp produces a compressive 
force of 3 N on the plates, Determine the maximum bending 
stress produced in the spring at A. The spring has a 
rectangular cross section as shown, 


6-155, Determine the maximum compressive force the 
spring clamp can exert on the plates if the allowable 
bending stress for the clamp is fune = 4 MPa. 


10 mm 
* 


20 mm 





Probs, 6-154/155 
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“6-156. While in flight, the curved rib on the jet plane is 
subjected to an anticipated moment of M = I6N*mat the 
section. Determine the maximum bending stress in the rib 
at this section, and sketch a two-dimensional view of the 
stress distribution, 





Prob. 6-156 


*6-157, If the radius of each notch on the plate is 
r = U5 in, determine the largest moment that can be 
applied, The allowable bending stress for the material is 


Tile 7 IR ksi. 


6-158. The symmetric notched plate is subjected to 
bending. If the radius of cach notch is e = 0,5 in. and the 
applied moment is M = 10 kip*ft, determine the maximum 
bending stress in the plate. 


14.5 în 


Probs, 6-157/158 


6-189, The bar is subjected to a moment of M = 40 N-m. 
Determine the smallest radius r of the fillets so that 
an allowable bending stress Of m,5,, = 124 MPa is not 
exceeded, 


*6-160. The bar is subjected to a moment of M = 
17.5 N* m. If r = 5 mm, determine the maximum bending 
stress in the material 





*6-161, The simply supported notched bar is subjected to 
two forces P. Determine the largest magnitude of P that can 
be applicd without causing the material to yield. The material 
is A-36 steel, Each notch has à radius of r = 0.125 in. 


6-162. The simply supported notched bar is subjected to 
the two loads, cach having à magnitude of P = IU Ib. 
Determine the maximum bending stress developed in the 
bar, and sketch the bending-stress distribution acting over 
the cross section at the center of the bar. Each notch has a 
radius of r = 0.125 in. 


Ld P 





nia mia maa 


Probes, 6-161/162 


6-163. Determine the length L of the center portion of 
the bar so that the maximum bending stress at A, B, and C is 
the same. The bar has a thickness of 10 mm. 


ASQN 


^u mm 
7mm 


== em C 
| zw mm i Te. 200 mm —] 


- 






Prob. 6-163 


*6-164. Thc stepped bar has a thickness of 15mm. 
Determine the maximum moment that can be applied to its 
ends if it is made of a material having an allowable bending 
stress of yoy = 200 MPa. 


45 mm 


M 





Proh. 6-164 
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*6.10 Inelastic Bending 


The equations for determining the normal stress due to bending that 
have previously been developed are valid only if the material behaves im 
a linear-elastic manner. H the applied moment causes the material to 
yield, à plastic analysis must then be used ro determine the stress 
distribution. For bending of straight members three conditions must 
be met. 


Linear Normal-Strain Distribution. Based only on geometric 
considerations, it was shown in Sec, 6.3 that the normal strains always 
varv linearly from zero at the neutral axis of the cross section to a 
maximum at the farthest point from the neutral axis. 


Resultant Force Equals Zero. Since there is only a resultant 
internal moment acting on the cross section, the resultant force caused 
by the stress distribution must be equal to zero. Since g creates a force 
on the area dA of dF = a dA, Fig. 6-47. then for the entire cross-sectional Fig. 6-47 
area A, we have 








Fe = XF,; fo dA = 0 (6-27) 
A 


This equation provides a means for obtaining the location of the neutral axis 


Resultant Moment. The resultant moment at the section must be 
equivalent to the moment caused bv the stress distribution about the 
neutral axis. Since the moment of the force dF = «dA about the 
neutral axis is dM = y(o dA), Fig 647, then summing the results over 
the entire cross section, we have, 


(Mg). = XM. M = / v(er dA) (6-28) 
A 


These conditions of geometry and loading will now be used to show how 
to determine the stress distribution in a beam when it is subjected to à 
resultant internal moment that causes yielding of the material, 
Throughout the discussion we will assume that the material has a 
stress-strain diagram that is the same in tension as it is in compression. 
For simplicity, we will begin bv considering the beam to have a 
cross-sectional area with two axes of symmetry; in this case, a rectangle 
of height A and width b, as shown in Fig. 6—18a. Two cases of loading that 
are of special interest will be considered. 
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Plastic Moment. Some materials, such as steel, tend to exhibit elastic- 
perfectly plastic behavior when the stress in the material reaches oy. If 
the applied moment M = My is just sufficient to produce yielding in the 
top and bottom fibers of the beam as shown in Fig. 6-485, then we can 
determine My using the flexure formula ay = My(h/2)/ | b/P/12] or 


My = Lpr Ty (6-29) 


Ifthe intemal moment M > My. the material at the top and bottom of 
the beam will begin to vield, causing a redistribution of stress over the cross 
section until the required internal moment M is developed. If this causes 
normal-strain distribution as shown in Fig. 6-485, then the corresponding 
normal-stress distribution is determined from the stress-stram diagram 
shown in Fig. 6—48c. Here the strains €;, éy, €». correspond to stresses d}, 
Fy, (Cry, respectively. When these and other stresses like them are plotted on 
the cross section, we obtain the stress distribution shown in Fig. 648d or 
6—48e. Here the tension and compression stress "blocks" each consist of 
component rectangular and triangular blocks. The resultant forces they 
produce are equivalent to their volumes. 


T. = C, - i» dyb 


Sirain distribution s = C, = (4 — yy Joy 
(profile view) zp - 2 " 
(b) Because of the symmetry, Eq. 6-27 is satisfied and the neutral axis passes 
through the centroid of the cross section as shown. The applied moment 
M can be related to the yield stress v, using Eq, 6-28. From Fig. 6-48, 
we require 


2 > ^ [ lí h 
M = rl) + c( Fy) + Ti yy + (5 š »)] 


a 





e, ey e; 
Stress-strain diagram Stress distribution 
(elastic-plastic region) (profile view) 
ici (d) 


Fig. 648 


Or using Eq, 6-29, 
3 4v 
M = sÍ! * 2x] (6-30) 


As noted in Fig, 648e, M produces two zones of plastic vielding and an 
elastic core in the member. The boundary between them is located a 
distance +yy from the neutral axis. As M increases in magnitude, v, 
approaches zero, This would render the material entirelv plastic and the 
stress distribution will then look like that shown in Fig. 6—48f. From 
Eq. 6-30 with yy = (l, or by finding the moments of the stress “blocks” 
around the neutral axis, we can write this limiting value as 


M, = n oy (6-31) 


Using Eq. 6-29, or Eq. 6-30 with v = 0, we have 


au, (6-32) 


M, = 5 
This moment is referred to as the plastic moment. Its value applies only 
for a rectangular section, since the analysis depends on the geometry of 
the cross section, 

Beams used in steel buildings are sometimes designed to resist a plastic 
moment. When this is the case, codes usually list a design property for a 
beam called the shape factor. The shape factor is defined as the ratio 


(6-33) 





This value specifies the additional moment capacity that a beam can 
support bevond its maximum elastic moment. For example, from Eq. 6-32, 
a beam having a rectangular cross section has a shape factor of k = 1.5, 
Therefore this section will support 50% more bending moment than its 
maximum elastic moment when it becomes fully plastic. 





Plastic moment 
it 


Fig. 648 (cont.) 
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Residual Stress. When the plastic moment is removed from the 
beam then it will cause residual stress to be developed in the beam, 
These stresses are often important when considering fatigue and other 
types of mechanical behavior, and so we will discuss a method used 
for their computation. To explain how this is done, we will assume that 
M p causes the material at the top and bottom of the beam to be strained 
to €; (>> ey). as shown by point B on the a-e curve in Fig, 6-494. A 
release of this moment will cause this material to recover some of this 
strain elastically bv following the dashed path BC. Since this recovery is 
clastic, we can superimpose on the stress distribution in Fig. 6-495 à 
linear stress distribution caused by applving the plastic moment in the 
opposite direction, Fig. 649c. Here the maximum stress, which is called 
the modulus of rupture for bending, c, can be determined from the 
flexure formula when the beam is loaded with the plastic moment. 
We have 


“í 
Elastsc-phastic 
loading 






/ C ind elastic 
recovery 
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Plastic moment reversal 


Plastic moment applied : à : 
causing clase sain 


causing plastic strain 
(b) ©) 


Fig. 6-49 (cont) 


This reversed application of the plastic moment is possible here, since 
maximum elastic recovery strain at the top and bottom of the beam is 
2ey as shown in Fig. 649a. This corresponds to a maximum stress of 2ory 
which is greater than the required stress of 1.5my as calculated above, 
Fig. 649c, 

The superposition of the plastic moment, Fig. 6-49), and its removal, 
Fig. 649c, gives the residual-stress distribution shown m Fig. 6-494. As 
an exercise, use the component triangular “blocks” that represent this 
stress distribution and show that it results in a Zero-force and zero-moment 
resultant on the member as required. 


Ultimate Moment. Consider now the more general case of a beam 
having à cross section that is symmetrical only with respect to the vertical 
axis, while the moment is applied about the horizontal axis, Fig. 6-50a. 
We will assume that the material exhibits strain hardening and that its 
stress-strain diagrams for tension and compression are different, Fig. 6-30. 
If the moment M produces vielding of the beam, difficulty arises 
in finding both the location of the neutral axis and the maximum strain 
that is produced in the beam. This is because the cross section is 
unsymmetrical about the horizontal axis and the stress-stram behavior 
of the material is not the same in tension and compression. To solve this 
problem, a trial-and-error procedure requires the following steps: 


I. For à given moment M, assume the location of the neutral axis and 
the slope of the "linear" strain distribution, Fig, 6-50c. 


2. Graphically establish the stress distribution on the member's cross 
section using the v —e curve to plot values of stress corresponding to 
values of strain. The resulting stress distribution, Fig. 6-504, will then 
have the same shape as the a —€ curve. 


Residual stress 
distribution in heam 


id) 


Axis of symmetry 












Known 
moment 


M 


fal 
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3. Determine the volumes enclosed by the tensile and compressive 

stress “blocks.” (As an approximation, this may require dividing 

Assumed location of each block into composite regions.) Equation 6-27 requires the 
sona auis volumes of these blocks to be equal, since they represent the 
resultant tensile force T and resultant compressive force € on 





Assumed sk f 2 è = ; à 
vs ERAEN the section, Fig. 6-5e. If these forces are unequal, an adjustment as to 
the location of the neutral axis must be made (point of zero strain) 
E, and the process repeated until Eq, 6-27 (T = C) is satisfied. 
Strain distribution 4. Once T = C. the moments produced by T and C can be calculated 
(prolile view) about the neutral axis. Here the moment arms for T and C are 


measured from the neutral axis to the centroids of the volumes 
defined by the stress distributions, Fig. 6-50e. Equation 6-28 
requires M = Ty’ + Cy". If this equation is not satisfied, the slope 
of the strain distribution must be adjusted and the computations for 
T and C and the moment must be repeated until close agreement is 
obtained. 


lei 


This trial-and-error procedure is obviously very tedious, and fortunately 
it does not occur very often in engineering practice. Most beams are 
symmetric about two axes, and they are constructed from materials that 
are assumed to have similar tension-and-compression stress-strain 
diagrams. Whenever this occurs, the neutral axis will pass through the 
centroid of the cross section, and the process of relating the stress 
distribution to the resultant moment is thereby simplified. 





a, 


Stress distribution 
(protile view) 


Important Points 


idi 


The normal strain distribution over the cross section of a beam is 
based only on geometric considerations and has been found to 
always remain linear, regardless of the applied load. The normal 
stress distribution, however, must be determined from the material 
behavior, or stress-strain diagram once the strain distribution is 
established. 


The locatum of the neutral axis is determined from the condition 
that the resultant force on the cross section is zero 


The resultant internal moment on the cross section must be equal 
to the mament of the stress distribution about the neutral axis. 


Perfectly plastic behavior assumes the normal stress distribution 
is constant over the cross section, and the beam will continue to 
bend, with no increase in moment. This moment is called the 
plastic moment. 





Fig. 6-50 (cont.) 








The steel wide-flange beam has the dimensions shown in Fig. 6—Sla. If 
it is made of an elastic perfectly plastic material having a tensile and 
compressive yield stress of ay = 36 ksi, determine the shape factor 
for the beam, 


SOLUTION 

In order to determine the shape factor. it is first necessary to calculate 
the maximum elastic moment My and the plastic moment M,- 
Maximum Elastic Moment. The normal-stress distribution for the 
maximum elastic moment is shown in Fig. 6-515. The moment of 
inertia about the neutral axis is 
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j= 50s in.)(9 ny * Jas in.)((.5 in.)' + 8 in. (0.5 in.)(475 in. | = 211.0 in* 


Applying the flexure formula, we have 

Mc E^ My(5 in.) 
— BREN "ob 
Plastic Moment. The plastic moment causes the steel over the 
entire cross section of the beam to yield, so that the normal-stress 
distribution looks like that shown in Fig. 6-51c. Due to symmetry of 
the cross-sectional area and since the tension and compression 
stress-strain diagrams are the same, the neutral axis passes through 
the centroid of the cross section. In order to determine the plastic 
moment, the stress distribution is divided into four composite 
rectangular “blocks.” and the force produced by each “block” is equal 
to the volume of the block. Therefore, we have 


C, = T, = 36 kip/in" (0.5 in.)(4.5 in.) = 81 kip 
C; = T, = Wkip/in® (0.5 in.)(Bin.) = 144 kip 
These forces act through the centroid of the volume for each block. 


Calculating the moments of these forces about the neutral axis, we 
obtain the plastic moment: 


M, = 2[(225 in.)(81 kip)] + 2[(4.75 in.)(144 kip)] = 1732.5 kip- in. 
Shape Factor. Applying Eq. 6-33 gives 


My = 15195 kip* in. 


=1.14 Ans. 


NOTE: This value indicates that a wide-flange beam provides a very 
efficient section for resisting an elastic moment. Most of the moment 
is developed in the flanges, i.e, in the top and bottom segments, 
whereas the web or vertical segment contributes very little. In this 
particular case, only 14% additional moment can be supported by the 
beam bevond that which can be supported elastically. 
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A T-beam has the dimensions shown in Fig. 6-52a. If it is made of an 
elastic perfectly plastic material having a tensile and compressive 
vield stress of ay = 250 MPa, determine the plastic moment that can 
be resisted by the beam. 


1 mm 


15 mm 
120 mm : (120 mm = id) 


TH 


ls mm 
(al 


SOLUTION 

The “plastic” stress distribution acting over the beam's cross-sectional 
area is shown in Fig. 6-525. In this case the cross section is not 
symmetric with respect to a horizontal axis, and consequently, the 
neutral axis will not pass through the centroid of the cross section. To 
determine the location of the neutral axis, d, we require the stress 
distribution to produce a Zero resultant force on the cross section. 
Assuming that d = 120 mm, we have 


oda=o T-€; —C,=0 
A 


250 MPa (0.015 m)(d) — 250 MPa (0.015 m)(0.120 m — 4) 


— 250 MPa (0.015 m)(0.100 m) = 0 
d=0.110m<0120m OK 
Using this result, the forces acting on each segment are 


T = 250 MN/nY (0.015 m)(0.110 m) = 412.5 kN 
C, = 250 MN/m? (0.015 m)(0.010 m) = 37.5 kN 
C; = 250 MN/nr (0.015 m)(0.100 m) = 375 kN 


Hence the resultant plastic moment about the neutral axis is 


015 
M, = 412.5 kN( — + 375 k (° m) + 35 «(o 01m + — =) 


M, = 294kN-m Ans 





The steel wide-flange beam shown in Fig. 6-53a is subjected to a fully 
plastic moment of M, If this moment is removed. determine 
the residual-stress distribution in the beam. The material is elastic 
perfectly plastic and has a yield stress of ay = 36 ksi. 


SOLUTION 

The normal-stress distribution in the beam caused by M, is shown in 
Fig. 6-534. When M, is removed, the material responds elastically. 
Removal of M, requires applying M, in its reverse direction and 
therefore leads to an assumed elastic stress distribution as shown 
in Fig. 6-53c, The modulus of rupture a, is computed from the 
flexure formula. Using M, = 1732.5 kip* in. and J = 2110 in* from 
Example 6.21, we have 

Me r 


(max 2 + 


_ 1732.5 kip +in. (5 in.) 


2i 0i = 41.1 ksi 


", 
As expected, a, < Wy. 

Superposition of the stresses gives the residual-stress distribution 
shown in Fig. 6-53d. Note that the point of zero normal stress was 
determined by proportion; i.e., from Fig. 6-53b and 6-53c, we require 
that 


Plastic moment applied Plastic moment reversed 
(profile view) (profile view } 


(b) le 


Fig. 6-51 
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Residual stress distribution 


(di 
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uns 
Stram distribution 


(b) 





The beam in Fig. 6-54a is made of an alloy of titanium that has a 
stress-strain diagram that can in part be approximated by two straight 
lines. If the material behavior is the same in both tension and 
compression, determine the bending moment that can be applied to 
the beam that will cause the material at the top and bottom of the 
beam to be subjected to a strain of 0,050 in./m. 


€ (in. An.) 
toot usd 


(n) 


SOLUTION | 

By inspection of the stress-strain diagram, the material is said to exhibit 
“elastic-plastic behavior with strain hardening” Since the cross section 
is symmetric and the tension-compression g-e diagrams are the same. 
the neutral axis must pass through the centroid of the cross section. The 
strain distribution, which is always linear, is shown in Fig. 6-545. 
In particular, the point where maximum elastic strain (0.010 in./in.) 
occurs has been determined by proportion, such that 0.05/15 in. 
= (0010/v or y = 0,3 in. 

The corresponding normal-stress distribution acting over the cross 
section is shown in Fig. 6-54c. The moment produced by this 
distribution can be calculated bv finding the "volume" of the stress 
blocks. To do so we will subdivide this distribution into two triangular 
blocks and a rectangular block in both the tension and compression 
regions, Fig. 6-544. Since the beam is 2 in. wide, the resultants and their 
locations are determined as follows: 


T,-C,- ju in. )(40 kip/in^)(2in.) = 48 kip 


y» = O.3 in. + Zaz m.) = LIO in. 
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Ty = Cy = (1.2 in (150 kip/in*)(2 in.) = 360 kip 


ys 7 O3in. + 30:2 in.) = 0.90 in. 


T, = C. = Lios in.}(150 kip/in^)(2 in.) = 45 kip 


y, = E in.) = 02 in. 


190 ksi 
The moment produced by this normal-stress distribution about the = 
neutral axis is therefore Stress distribution 


(o) 
M = 2|48 kip (1.10 in.) + 360 kip (0.90 in.) + 45 kip (0.2 in.)] S 


= 772 kip* in. Ans 


SOLUTION II 

Rather than using the above semigraphical technique, it is also 
possible to find the moment analytically. To do this we must express 
the stress distribution in Fig. 6-54c as a function of position y along 
the beam. Note that z = f(e) has been given in Fig. 6-54a. Also, from 
Fig. 6-545, the normal strain can be determined as a function of position 
y by proportional triangles; i.e., 


0<y<15in. 


Substituting this into the a-e functions shown in Fig, 6-54a gives 
a = 500v 0zyzü3in (1) 
ow = 33.33y + 140 O.3in. yx 1.5 in. (2) 


From Fig. 6-54e, the moment caused by z acting on the area strip 
dA = 2dyis 


dM = via dA) = ya(2 dy) 
Using Eqs. | and 2. the moment for the entire cross section is thus 


03 in. Lin 
M= |: f SO dy + 2 Í (33.34 + 140v) a| 
" 1 


tin, 


= 772 kip * in. Ans. 
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fal] PROBLEMS 


*6-165, The beam is made of an elastic plastic material for 6-167. Determine the shape factor for the cross section. 

which oy = 250 MPa. Determine the residual stress in the ' 

beam at its top and bottom after the plastic moment M, is *6-168. The beam is made of clastic perfectly plastic 

applied and then released, material, Determine the maximum elastic moment and the 
plastic moment that can be applied to the cross section, 
Take a = 2 in and wy = 36 ksi. 





Prob, 6-167/168 


*6-169, The box beam is made of an elastic perfectly 
6-166. The wide-flange member is made from an elastic- plastic material for which ey = 250 MPa. Determine the 
plastic material, Determine the shape factor, residual stress in the top and bottom of the beam after the 
plastic moment M, is applied and then released, 





Prob. 6-166 Prob. 6-169 
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6-170. Determine the shape factor for the wide-flange *6-172, The beam is made of elastic-perfeetly plastic 

beam. material. Determine the maximum elastic moment and the 
plastic moment that can be applied to the cross section. 
Take oy = 36 ksi. 





6-171. Determine the shape factor of the heam's cross *6-173. Determine the shape factor for the cross section 
section. of the H-beam. 





Prob, 6-171 
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6-174, The H-beam is made of an elastic-plastic material *6-176. The beam i$ made of elastic-perfectly plastic 


for which ay = 250 MPa. Determine the residual stress in material. Determine the maximum elastic moment and the 
the top and bottom of the beam alter the plastic moment plastic moment that can be applied to the cross section. 
M, is applied and then released Take oy = 36 ksi. 





6-175. Determine the shape factor of the cross section. 
*6-177. Determine the shape factor of the cross section 
for the tube, 





6-178, The beam is made from elastic-perfectly plastic 
material. Determine the shape factor for the thick-walled 
tube. 





Proh, 6-178 


6-179. Determine the shape factor for the member, 





Prob, 6-179 
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*6-180, The member is made from an elastic-plastic 
material, Determine the maximum elastic moment and the 
plastic moment that can be applied to the cross section. 
Take b = 4 in. h = 6 in, oy = 36 ksi 





Prob, 6-180 





*6-181. The beam is made of a material that can be 
assumed perfectly plastic in tension and elastic perfectly 
plastic in compression. Determine the maximum bending 
moment M that can be supported by the beam so that the 
compressive material at the outer edge starts to yield. 


fy 


— y 





Prob.6-181 








350 CHAPTER 6 BENDING 


6-182. The box beam is made from an elastic-plastic 
material for which ery = 25 ksi. Determine the intensity of 
the distributed load w; that will cause the moment to be 
(a) the largest clastic moment and (b) the largest plastic 
moment, 





— 
EN 


Prob. 6-182 


6-183. The box beam is made from an clastic-plastic 
material for which oy = 36 ksi, Determine the magnitude 
of each concentrated force P that will cause the moment to 
be (a) the largest clastic moment and (b) the largest plastic 


moment. 
[ P 








"6-184. The beam is made of a polyester that has the 
stress-strain curve shown. If the curve can be represented 
by the equation e = [20 tan '(15e)] ksi, where tan '(15¢) 
is in radians, determine the magnitude of the force P that 
can be applied to the beam without causing the maximum 
strain in its fibers at the critical section to exceed 
Emas = UL tn, fin. 





IU, s 


tiksi) 
er = Mitan (15 €) 











«tin. in l 


Prob, 6-184 


*6-185, The plexiglass bar has a stress-strain curve that 
can be approximated by the straight-line segments shown, 
Determine the largest moment M that can be applied to the 
bur before it fails 


or (MPa) 


failure 
lenson 


€ (mm/mm} 


U02 (H 





compression 


— Mil 
- un 


Prob. 6-185 


6-186, The stress-strain diagram lor a titanium alloy can 
be approximated by the two straight lines. Tf à strut made of 
this material is subjected to bending, determine the moment 
resisted by the strut if the maximum stress reaches a value 
of (a) e , and (b) «y. 
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*6-188. The beam has it rectangular cross section and is 
made of an elastic-plastic material having à stress-strain 
diagram as shown. Determine the magnitude of the 
moment M that must be applied to the beam in order to 
create à maximum strain in its outer fibers of € ma = (008. 





ta (ksi) 
H 
a, = 150 
c, 140 
€ (n. fin.) 
ut UH 


Prob, 6-186 


6-187. A beam is made from polypropylene plastic and has 
i stress-strain diagram that can be approximated by the curve 
shown. If the beam is subjected to a maximum tensile and 
compressive strain of € = 0.02 mm/mm, determine the 
maximum moment M. 


ter(Pa) 





oa WW nhe! 


t (mm mm) 


Prob. 6-187 


tatMPal 


200 


e [aum mm) 
(iin 


Prob. 6-188 


*6-189. The bar is made of an aluminum alloy having a 
stress-strain diagram that can be approximated by the 
straight line segments shown, Assuming that this diagram is 
the same for both tension and compression, determine the 
moment the bar will support if the maximum strain at the 
top and bottom fibers of the beam is € say = 0.03. 


tar(ksi) 
» 
NO 


wm 


6006 — 04025 
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CHAPTER REVIEW 


Shear and moment diagrams are 
graphical representations of the internal 
sheer and moment within a beam. They 
can be constructed by sectioning the 
beam an arbitrary distance x from the 
left end, using the equilibrium equations 
to find V and M as functions of s, and 
then plotting the results A sign 
convention for positive distributed 
load, shear, and moment must be 
followed. 


Tt is also possible to plot the shear and 
moment diagrams by realizing that at 
each point the slope of the shear 
diagram is equal to the intensity of the 
distributed loading at the point. 


Likewise, the slope of the moment 
diagram is equal to the shear at the 
point. 


The area under the distributed loading 
diagram between the points represents 
the change in shear. 


The area under the shear diagram 
represents the change in moment, 


The shear and moment at any point 
can be obtained using the method of 
sections, The maximum (or minimum) 
moment occurs where the shear is 
zero. 





Positive external distributed load 
y. ny 
EE | | um 
Positive Praga ng shear 
EE »( Xu 


Positive internal moment 


w= negative decreasing 
slope = negative decreasing 


AV = fw dx 


V = positive decreasing 
slope = positive decreasing 


Vo 





A bending moment tends to produce a 
linear Variation of normal strain within 
a straight beam. Provided the material 
is homogeneous, and linear elastic, 
then equilibrium can be used to relate 
the internal moment in the beam to the 
stress distribution. The result is the 
flexure formula, 


where / and c are determined from the 
neutral axis that passes through the 
centroid of the cross section. 


If the cross-sectional area of the beam 
is not symmetric about an axis that is 
perpendicular te the neutral axis, then 
unsymmetrical heading will occur, The 
maximum stress can be determined 
from formulas, or the problem can be 


solved by considering the superposition 
of bending caused by the moment 
components M, and M. about the 
principal axes of inertia for the area. 


Beams made from composite materials 
tan be "transformed" so their cross 
section is considered as if it were made 
from a single material, To do this, the 
transformation factor mn, which is a 
ratio of the moduli of clasticity of the 
materials, is used to change the width bp 
of the beam. 

Once the cross section is 
transformed, then the stress in the 
beam can be determined in the usual 
manner using the flexure formula. 


CHAPTER Revew 
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Curved beams deform such that the 
normal strain docs not vary linearly 
from the neutral axis Provided the 
material is homogeneous and linear 
elastic and the cross section has an axis 
of symmetry, then the curved beam 
formula can be used to determine the 
bending stress 


Stress concentrations — occur in 
members having à sudden change 
in their cross section, caused, for 
example, by holes and notches. The 
maximum bending Stress at these 
locations is determined using a stress 
concentration factor K that is found 
from graphs determined from 
experiment. 


If the bending moment causes the stress 


in the material to exceed its elastic limit, 
then the normal strain will remain 
lincar; however, the stress distribution 
will vary in accordance with the stress— 
strain diagram. The plastic and ultimate 
moments supported by the heam can be 
determined by requiring the resultant 
force to be zero and the resultant 
moment to be equivalent to the moment 
of the stress distribution, 


If an applied plastic or ultimate 
moment is released, it will cause the 
material to respond clastically, thereby 
inducing residual stresses in the beam, 
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faa CONCEPTUAL PROBLEMS 





Pé-1 P6-3 
Pé-1. The steel saw blade passes over the drive wheel of the P6-3 Hurricane winds caused failure of this highway sign by 
band saw, Using appropriate measurements and data, explain bending the supporting pipes at their connections with the 
how 10 determine the hending stress m the blade column. Assuming the pipes are made of A-% steel, use 


reasonable dimensions for the sign and pipes, and try and 
estimate the smallest uniform wind pressure acting on the face 
of the sign that caused the pipes to vield 





(a) 





Pó-4 


P6-2 


Po, These garden 
shears were manufactured 
using an infenor material, 
Using a loading of 50 Ih 
applied normal to the 
blades, and appropriate 
dimensions for the shears, 
determine the absolute 
maximum bending stress 
in the material and show 
why the failure occurred 
al the critical location on 
(hb) the handle. 


Pá-2. This crane boom on a ship has à moment of inertia that 
varies along its length. Draw the moment diagram lor the boom 
to explain why the boom tapers as shown. 
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fa] REVIEW PROBLEMS 


6-190. The beam is made from three boards nailed together 
as shown. If the moment acting on the cross section is 
M = 650 N * m, determine the resultant foree the bending 
stress produces on the top board. 


6-191. The beam is made from three boards nailed together 
as shown. Determine the maximum tensile and compressive 
stresses in the beam, 





Probs. 6-190/191 


*6-192. Determine the bending stress. distribution in 
the beam at section a-a. Sketch the distribution in three 
dimensions acting over the cross section. 


KON KUN 





RON BU N 


75 mm 


Prob. 6-192 





*6-193, The composite beam consists of à wood core and 
two plates of steel, H the allowable bending stress for 
the wood is (fane) = 20 MPa, and for the steel 
laa = 130 MPa, determine the maximum moment that 
can be applied to the beam. E, = 11 GPa, Ey = 200 GPa. 


6-194. Solve Prob. 6-193 if the moment is applied about 
the v axis instead of the z axis as shown. 





Probs. 6-193/194 


6-195, A shaft is made of a polymer having à parabolic 
cross section. I> it resists an internal moment of 
M = 125 N* m, determine the maximum bending stress 
developed in the material (4) using the flexure formula and 
(b) using integration. Sketch a three-dimensional view of 
the stress distribution acting over thc cross-sectional area. 
Hing The moment of inertia is determined using Eq. A-3 of 
Appendix A. 






100 mm 


M = 125 Nem 


*6-196. Determine the maximum bending stress in the 
handle of the cable cutter at section 2-4. A foree of 45 |b is 
applied to the handles. The cross-sectional area is shown in 
the figure. 


* 45 Ih 





45th 
Prob, 6-196 


*6-197, The curved beam is subjected to a bending 
moment of M = 85 N -m as shown, Determine the stress at 
points A and H and show the stress on à volume clement 
located at these points 


M — 855 N:m 





Prob, 6-197 


6-198. Draw the shear and moment diagrams for the 
beam and determine the shear and moment in the beam as 
functions of x, where = x < 6 It. 


2 kip /ft Eki 
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6-199, Draw the shear and moment diagrams for the shaft 
if it is subjected to the vertical loadings of the belt, gear, and 
flywheel. The bearings at A and B exert only vertical 
reactions on the shalt. 


30u N 


ç 1 





Prob, 6-199 150 N 


*6-200. A member has the triangular cross section 
shown. Determine the largest iniernal moment M that can 
be applied to the eross section without execeding allowable 
tensile and compressive stresses of (oy), = 22 ksi and 
(m.s), = I5 ksi, respectively. 





*6-201, The strut has a square cross section a by o and is 
subjected to the bending moment M applied at an angle # as 
shown, Determine the maximum bending stress in terms of 
a M, and & What angle 0 will give the largest bending stress 
in the strut? Specify the orientation of the neutral axis for 
this case 





Prob. 6-201 





Railroad ties act as beams that support very large transverse shear 
f they are made of wood they will tend to split at 
the largest 


their ands, where t 


AS 








a result, 


vads are 








Transverse Shear 


CHAPTER OBJECTIVES 


In this chapter, we will develop a method for finding the shear stress in 
a beam having a prismatic cross section and made from homogeneous 
material that behaves in a linear-elastic manner. The method of analysis 
to be developed will be somewhat limited to special cases of cross- 
sectional geometry. Although this is the case, it has many wide-range 
applications in engineering design and analysis. The concept of shear 
flow, along with shear stress, will be discussed for beams and thin-walled 
members. The chapter ends with a discussion of the shear center. 


7.1 Shear in Straight Members 


In general, à beam will support both shear and moment. The shear V is 
the result of a transverse shear-stress distribution that acts over the 
beam's cross section. Due to the complementary property of shear, 
however, this stress will create corresponding longitudinal shear 
stresses which will act along longitudinal planes of the beam as shown 
in Fig. 7-1. 


Transverse 
shear stress 


Longitudinal 7 
shear stress 
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Woards not bonded together Boards bonded together 
(al (hi 


Fig. 7-2 


To illustrate this effect, consider the beam to be made from three 
boards, Fig. 7-2a. If the top and bottom surfaces of each board are 
smooth, and the boards are not bonded together, then application of 
the load P will cause the boards to slide relative to one another when 
the beam deflects. However, if the boards are bonded together, then the 
longitudinal shear stresses acting between the boards will prevent their 
relative sliding, and consequently the beam will act as a single unit, 
Fig. 7-2b. 

As a result of the shear stress, shear strains will be developed and 
Shear connectors are "tack welded" to this these will tend to distort the cross section in a rather complex manner. 
corrugated metal floor liner so that when For example, consider the short bar in Fig. 7-3« made of a highly 
the concrete floor is poured, the connectors deformable material and marked with horizontal and vertical grid lines, 
will prevent the concrete slab from slipping When a shear V is applied, it tends to deform these lines into the pattern 
on the liner surface, The two materials will een x : "recante dian 5 
thus act as a composite slab, shown in Fig. 7-3b. This nonuniform shear-strain distribution will cause 

the cross section to warp. 











(hy After deformation 


Fig. 7-3 


As a result, when a beam is subjected to both bending and shear, the 
cross section will not remain plane as assumed in the development of 
the flexure formula. Although this is the case, we can generally assume 
the cross-sectional warping due to shear is small enough so that it can 
be neglected. This assumption is particularly true for the most common 
case of a slender beam: that is, one that has a small depth compared with 
its length. 





7.2 The Shear Formula 


Because the strain distribution for shear is not easily defined, as in the 
case of axial load, torsion, and bending, we will develop the shear 
formula in an indirect manner. To do this we will consider the horizontal 
force equilibrium of à portion of the element taken from the beam in 
Fig. 7-4a. A free-body diagram of this element is shown in Fig. 7-45. This 
distribution is caused by the bending moments M and M + dM. We have 
excluded the effects of V. V + dV, and w(x) on the free-body diagram 
since these loadings are vertical and will therefore not be involved in a 
horizontal force summation. The element in Fig. 7-45 will indeed satisfy 
XF, = (since the stress distribution on each side of the element forms 
only 4 couple moment and therefore a zero force resultant. 





Section planc 





n d 


LF, = Ü satisfied 







ar" dF 
M 
M+ alt 
-— —- 
ar" dr 


el 


tb) 
Fig. 74 





7.2 THE SHEAR FORMULA 361 


Arta = A’ 
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Arca = A’ Now consider the shaded top portion of the element that has been 
sectioned at y' from the neutral axis, Fig. 7—44. This segment has a width 

t at the section, and the two cross-sectional sides cach have an area A’, 

Because the resultant moments on each side of the clement differ by 

A dM, it can be seen in Fig. 7-4c that =F, = 0 will not be satisfied unless a 
longitudinal shear stress 7 acts over the bottom face of the segment. We 

will assume this shear stress is constant across the width f of the bottom 

face. It acts on the area dx. Applying the equation of horizontal force 

> equilibrium, and using the flexure formula, Eq. 6-13, we have 





Section plane , 


e SF, = 0; fea- foan- rias = 0 
A' A’ 


{@ + dM T 2 J Ur) - r(tdx) = Q 
A l = I 


()/ y dA! = z(t dx) (7-1) 


Solving for 7, we get 


-L(a [yas 
ole [va 


This equation can be simplified by noting that V = dM/dx (Eq, 6-2), 
Also, the integral represents the moment of the area A’ about the 
neutral axis. We will denote this by the symbol Q. Since the location of 
the centroid of the area A’ is determined from y' = f y dA'/A', we 
can also write 





Q = f; dA' = y'A' (7-2) 
A 











— 
T 





' I 
' ! 
' I 
i ! 
i ! 
I I 
' ! 
I 22-1 


Three-dimensional view (c) Profile view 


Fig. 7-4 (cont.) 
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The final result is therefore 


(7-3) 





Here, as shown in Fig. 7-5, 


r = the shear stress in the member at the point located a distance y’ 
from the neutral axis. This stress is assumed to be constant and 
therefore averaged across the width t of the member 


V = the internal resultant shear force, determined from the method 
of sections and the equations of equilibrium 


} = the moment of inertia of the entire cross-sectional area 
calculated about the neutral axis 


t = the width of the member's cross-sectional area, measured at the 
point where 7 is to be determined 


Q = y' A', where A' is the area of the top (or bottom) portion of the 
member's cross-sectional area. above (or below) the section 
plane where fis measured, and 7" is the distance from the 
neutral axis to the centroid of A’ 





The above equation is referred to as the shear formula. Although in 
the derivation we considered only the shear stresses acting on the beam's 
longitudinal plane, the formula applies as well for finding the transverse 
shear stress on the beam’s cross-section. Recall that these stresses are 
complementary and numerically equal, 

Also, because the flexure formula was used in the derivation, it is 
necessary that the material behave in a linear clastic manner and have a 
modulus of elasticity that is the same in tension as it is in compression. 
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b= sh 


Limitations on the Use of the Shear Formula. One of the 
major assumptions used in the development of the shear formula is that 
the shear stress is uniformly distributed over the width t at the section, In 
other words, the average shwar stress is calculated across the width, We 
can test the accuracy of this assumption by comparing it with a more 
exact mathematical analysis based on the theory of elasticity. For 
example, if the beam’s cross section is rectangular, the shear-stress 
distribution across the neutral axis as calculated from the theory of 
elasticity varies as shown in Fig. 7-6. The maximum value, 7',,,,. occurs 
at the sides of the cross section, and its magnitude depends on the ratio 
b/h (width/depth), For sections having a b/h = OS. t'ma is only about 
3% greater than the shear stress calculated from the shear formula, 
Fig. 7-6a. However, for flat sections, say b/h = 2, z'4,, is about 40% 
greater than tous. Fig. 7-6^. The error becomes even greater as the 
section becomes flatter, or as the b/h ratio increases, Errors of this 
magnitude are certainly intolerable if one uses the shear formula to 
determine the shear stress in the flange of the wide-flange beam shown 
in Fig. 7-7. 

It should also be pointed out that the shear formula will not give 
accurate results when used to determine the shear stress at the 
flange-web junction of a wide-flange beam, since this is a point of sudden 
cross-sectional change and therefore à stress concentration occurs 
here. Fortunately, these limitations for applying the shear formula to 
the flanges of a wide-flange beam are not important in engineering 
practice. Most often engineers must only calculate the average maximum 
shear stress in the beam, which occurs at the neutral axis, where the 
b/h (width/depth) ratio for the web is very smalt, and therefore the 
calculated result is very close to the actua! maximum shear stress às 
explained above, 





Flanges 


Fig. 7-7 





Another important limitation on the use of the shear formula can be 
illustrated with reference to Fig. 7-8a, which shows a member having a 
cross section with an irregular or nonrectangular boundary, If we apply 
the shear formula to determine the (average) shear stress 7 along the 
line AB, it will be directed downward as shown in Fig. 7-8^. However, 
consider an element of material taken from the boundary point B. 
Fig. 7-8&c. Here 7 on the front face of the element is resolved into 
components, 7' and 7" acting perpendicular and parallel to the boundary. 
By inspection, 7’ must be equal to zero since its corresponding longitudinal 
component +', on the stress-free boundary surface, must be zero. To 
satisfv this boundary condition, therefore, the shear stress acting on this 
element must actually he directed tangent to the boundary. As a result. the 
shear-stress distribution across line AB is directed as shown in Fig. 7-84. 
Here specific values for the shear stress must be obtained using the 
theory of elasticity. Note, however, that we can apply the shear formula 
to obtain the shear stress acting across each of the colored lines in Fig. 
7-8a. These lines intersect the tangents to the boundary at right angles, 
and as shown in Fig, 7-8e, the transverse shear stress is vertical and 
constant along each line. 

To summarize the above points the shear formula does not give 
accurate results when applied to members having cross sections that are 
short or flat, or at points where the cross section suddenly changes. Nor 
should it be applied across a section that intersects the boundary of the 
member at an angle other than 90°. Instead, for these cases the shear 
stress should be determined using more advanced methods based on the 
theory of elasticity, 






J 


Shear-stress distribution 
from shear formula j 


Fig. 7-8 
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important Points 


Shear forces in beams cause nonlinear shear-strain distributions over the cross section, causing it to warp. 
Due to the complementary property of shear stress, the shear stress developed in a beam acts over the 
cross section of the beam and along its longitudinal planes 

The shear formula was derived by considering horizontal force equilibrium of the longitudinal shear-stress 
and bending-stress distributions acting on a portion of a differential segment of the beam. 

The shear formula is to be used on straight prismatic members made of homogeneous material that has 
linear elastic behavior. Also, the internal resultant shear force must be directed along an axis of symmetry 
for the cross-sectional area. 

The shear formula should not be used to determine the shear stress on cross sections that are short or flat, 
at points of sudden cross-sectional changes, or at a point on an inclined boundary. 


| Procedure for Analysis 


In order to apply the shear formula, the following procedure is suggested. 


Internal Shear. 


* Section the member perpendicular to its axis at the point where the shear stress is to be determined, and 
obtain the internal shear V at the section, 


Section Properties. 

* Determine the location of the neutral axis, and determine the moment of inertia / of the entire cross-sectional 
area about the neutral axis. 

* Pass an imaginary horizontal section through the point where the shear stress is to be determined. 
Measure the width z of the cross-sectional area at this section, 

* The portion of the area lying either above or below this width is A’. Determine Q bv using O = y'A'. 
Here y' is the distance to the centroid of A’, measured from the neutral axis. It may be helpful to realize 
that A' is the portion of the member's cross-sectional area that is being “held onto the member" by the 
longitudinal shear stresses, See Fig. 7c. 


Shear Stress. 


* Using a consistent set of units, substitute the data into the shear formula and calculate the shear stress 7. 

* It is suggested that the direction of the transverse shear stress + be established on a volume element of 
material located at the point where it is calculated. This can be done by realizing that + acts on the cross 
section in the same direction as V. From this, the corresponding shear stresses acting on the other three 
planes of the element can then be established. 





The solid shaft and tube shown in Fig. 7-94 are subjected to the shear 
force of 4 KN, Determine the shear stress acting over the diameter of 
each cross section. 


SOLUTION 


Section Properties. Using the table on the inside front cover, the 
moment of inertia of each section, calculated about its diameter (or 
neutral axis), is 


A M 
lod = T7C = 


iios m)! = 4.909(10 ^) m! 


lube = 1765 — ej) = 17.0. (15 m)* — (0.02 m)*] = 4.783(10 ^) m 
The semicircular area shown shaded in Fig. 7-95, above (or below) 


each diameter, represents Q, because this area is “held onto the member" 
by the longitudinal shear stress along the diameter. 


74 4(0.05 m) / (0.05 m) 
r(e. ( 2) (E92) sss (ip ym 
37A 2 an 2 


ELE 


_ A(0.05 m) qmm SP) | A(002 m) (em m 


in 2 37 2 


—78 10 m 


Shear Stress. Applying the shear formula where ¢ = 0.1 m for the 
solid section, and ¢ = 2(0.03 m) = 0.06 m for the tube, we have 


— 4(10') N(83.33(10 ") m?) 
Tid e -4.909(10-*) m (0.1 m) 
VO  4(10*) N(78.0(10 ^) m`) 


Tite d T 430) O06) OMP Ant 


= 679 kPa Ans. 


NOTE: As discussed in the limitations for the shear formula, the 
caleulations performed here are valid since the shear stress along 
the diameter is vertical and therefore tangent to the boundary of the 
cross section. An element of material on the diameter is subjected to 
“pure shear" as shown in Fig, 7-95. 
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Determine the distribution of the shear stress over the cross section of 
the beam shown in Fig. 7-10. 


SOLUTION 

The distribution can be determined by finding the shear stress at an 
arbitrary height y from the neutral axis, Fig. 7-105, and then plotting 
this function. Here, the dark colored area A' will be used for Q.* 
Hence 


ose eM ae X8) 


Applying the shear formula, we have 


This result indicates that the shear-stress distribution over the cross 
section is parabolic. As shown in Fig. 7-10c. the intensity varies from 
zero at the top and bottom, y = +//2, to a maximum value at the 
neutral axis, y = 0. Specifically, since the area of the cross section is 
A = bh, then at y = () we have 

Shear—atress distribution 
(e V 


Fig. 7-10 Tma = 15 (2) 


The arca below v can also be used | A' = Wh/2 + y) but doing so involves a bit 
more algebraic manipulation. 





Fig. 7-10 (cont.) 


This same value for Tmas can be obtained directly from the shear 
formula, 7 = VQ/Ir, by realizing that Ta occurs where Q is largest. 
since V, J, and t are constant. By inspection, Q will be a maximum 
when the entire area above (or below) the neutral axis is considered: 
that is, A' = bh/2 and y' = h/4. Thus, 


VQ — V(h/Aybhj2) Lis V 
"A 
By comparison, fma is 50% greater than the average shear stress 
determined from Eq. 1-7; that is, 7,,, = V/A. 

It is important to realize that 7 wax also acts in the longitudinal direction 
of the beam, Fig. 7-104. It is this stress that can cause a timber beam to 
fail as shown Fig. 7- 10e. Here horizontal splitting of the wood starts 
to occur through the neutral axis at the beam's ends, since there the 
vertical reactions subject the beam to large shear stress and wood has 
a low resistance to shear along its grams, which are oriented in the 
longitudinal direction. 

It is instructive to show that when the shear-stress distribution, Eq. 1. 
is integrated over the crass section it yields the resultant shear V. To 
do this, a differential strip of area dA = b dy is chosen, Fig. 7-t0c, and 
since 7 acts uniformly over this strip, we have 


AS 
fraa- J x =< 2 dy 
a 
6V | ir Pia | 
SIS iE | | 


-~| E 
ia 
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Typical shear failure of this wooden 
heam occurred at the support and 
through the approximate center of its 
cross section. 
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A steel wide-flange beam has the dimensions shown in Fig. 7-1 1a. 
If it is subjected to a shear of V = SOKN, plot the shear-stress 
distribution acting over the beam's cross-sectional area. 


ty = LI3MP3a 
Tp” 225 MPa 


fc 25.2 MPa 


22565 MPa 
LIS MPu 


SOLUTION 


Since the flange and web are rectangular elements, then like the 
previous example, the shear-stress distribution will be parabolic and m 
this case it will vary in the manner shown in Fig. 7-115. Due to 
symmetry, only the shear stresses at points B', B. and C have to be 
determined. To show how these values are obtained. we must first 
determine the moment of inertia of the cross-sectional area about the 
neutral axis. Working in meters, we have 


Ba Zoas m)(0.200 m| 


- SETET m)(0.02 my’ + (0.300 m)(0.02 m)(0.110 m)"| 


= 155.6(10 ^) m! 


For point B’, ta" = 0.300 m, and A’ is the dark shaded area shown 
in Fig. 7-11 c. Thus, 


Ow = Y A' = [0.110 m](0.300 m)(0.02 m) = 0.660( 10 `) m° 

so that 
VQ, — 80(10°) N(0.660(10 `) m`) 
“Tg 155.6(10*) m (0300 m) 
For point B. ty = 0,015 m and Op = Qp. Fig. 7-11c. Hence 


ty = 1.13 MPa 


VO, SOP) N(0.660(10") m`) 
— fig 1556010 5) m'(0.015 m) 


Note from the discussion of “Limitations on the Use of the Shear 
Formula" that the calculated value for both ty and rg will actually be 
very misleading. Why? 








Fig. 7-11 (cont.) 


For point C, tc = 0.015 m and A’ is the dark shaded area shown in 
Fig. 7-114. Considering this area to be composed of two rectangles, 
we have 


Qc = Xy A' = [0.110 m](0.300 m)(0.02 m) 
+ [0.05 m](0.015 m)(0,100 m) 
= 0735(10 1) m` 


_ VQe 8010) NJ735(107) m] ,. 


Ite 155,6(10°°) m'(0.015 m) 


NOTE: From Fig. 7-115, note that most of the shear stress occurs in 
the web and is almost uniform throughout its depth, varying from 
22.6 MPa to 25.2 MPa. It is for this reason that for design, some codes 
permit the use of calculating the average shear stress on the cross 
section of the web rather than using the shear formula. This will be 
discussed further in Chapter 11, 
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The beam shown in Fig. 7-12a is made from two boards. Determine 
the maximum shear stress in the glue necessary to hold the boards 
together along the seam where they are joined. 


SOLUTION 


Internal Shear. The support reactions and the shear diagram for the 
beam are shown in Fig. 7-125. [t is seen that the maximum shear in the 
beam is 19.5 kN. 


Section Properties. Thc centroid and therefore the neutral axis 
will be determined from the reference axis placed at the bottom of the 
cross-sectional area, Fig. 7-12a. Working in units of meters, we have 


XyA 
XA 

[0.075 m](0.150 m)(0.030 m) + [0.165 m (0.030 m)(0.150 m) 
z (0.150 m (0.030 m) + (0.030 m (0.150 m) 


y- 


= 0,120m 


The moment of inertia, about the neutral axis, Fig. 7-12a. is therefore 


I= — m)(0.150 m}? + (0.150 m)(0.030 m)(0.120 m — 0.075 m| 


+ (Eoso m)(0.030 m^ + (0.030 m)(0.150 m)(0.165 m — 0.120 ay 
= 2740(10^) m° 


The tap board (flange) is being held onto the bottom board (web) bv 
the glue. which is applied over the thickness z = 0.03 m, Consequently 
A’ is defined as the area of the top board, Fig. 7-124. We have 


Q = y'A' = [0.180 m — 0015 m = 0.120 m](0.03 m)(0.150 m) 
= (.2025(10 7) m° 


V = 195 kN Shear Stress. Using the above data and applying the shear formula 
yield 
Plane containing glue — 
VQ  195(10*) N(0.2025(107) m?) 


——— — — — —— —— 4 
— a 27.0(10 °) m (0.030 m) ii 


The shear stress acting at the top of the bottom board is shown in 
Fig. 7-12c, 


335 MPa 


NOTE: It is the glue's resistance to this longitudinal shear stress that 
holds the boards from slipping at the right-hand support. 
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| FUNDAMENTAL PROBLEMS 


F7-L. If the beam is subjected to a shear force of 
V = 100 kN, determine the shear stress developed at point 
A, Represent the state of stress at A on a volume clement. 






20 mm^ 


F7-2 Determine the shear stress at points A and B on the 
beam if it is subjected to a shear force of V = 600 kN. 
100 mm 


100 imm 


MOOD irum 


F-1 


F7-3, Determine the absolute maximum shear stress 
developed in the beam. 





^ kip 
Skip 


n. 


— 7 


F7-4. If the beam is subjected to a shear force of 
V = 20 kN, determine the maximum shear stress developed 
in thc beam. 





F7-8. lf the beam is made from four plates and subjected 
to a shear force of V = 20 KN, determine the maximum 
shear stress developed in the beam. 
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n PROBLEMS 


97-1. Lf the wide-flange beam is subjected to à shear of 
V = 2U kN, determine the shear stress on the web at A. 
Indicate the shear-stress components on à volume element 
located at this point. 


7-2. If the wide-flange beam is subjected to à shear of 
V = 20 KN, determine the maximum shear stress in the 
beam, 


7-3. If the wide-Ilange beam is subjected to a shear of 
V = 2U kN, determine the shear force resisted by the web 
of the beam, 





Probs. 7-1/2/3 


*7-4. If the T-beam is subjected to a vertical shear of 
V = I2kip, determine the maximum shear stress in the 
beam. Also, compute the shear-stress jump at the flange- 
web junction AB. Sketch the variation of the shear-stress 
intensity over the entire cross section, 


*7-5, If the T-heam is subjected to š vertical shear of 
V = 12 kip, determine the vertical shear force resisted by 
the flange. 


7-6. If the beam is subjected to a shear of V = 15 kN, 
determine the web's shear stress at A and B. Indicate the 
shear-stress components on a volume clement located 
at these points. Show that the neutral axis is located at 
J = 0.1747 m from the bottom and Jwa = 02182(10 7) m*, 


200 mm 






Prob. 7-6 


7-7. If the wide-flange beam is subjected to à shear of 
V = 30 kN, determine the maximum shear stress in the 
beam. 


*7-8, If ihe wide-flange beam is subjected to à shear of 


V = WHEN, determine the shear force resisted by the web 
of the beam. 


200 mm 


77-9, Determine the largest shear force V that the member 
can sustain ifthe allowable shear stress i$ Ti,» = 8 ksi, 


7-10, Ifthe applied shear force V = 18 kip, determine the 
maximum shear stress in the member. 





1 in. Probs. 7-9/10 
7-11. The wood beam has an allowable shear stress of 
Talos = 7 MPa, Determine the maximum shear force V that 
can be applied to the cross section. 


50 mum 





*7-12. The beam has a rectangular cross section and is 
made of wood having an allowable shear stress of Fanse = 
200 psi, Determine the maximum shear force V that can be 
developed in the cross section of the beam. Also, plot the 
shear-stress variation over the cross section. 
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7-13. Determine the maximum shear stress in the strut if 
it is subjected to a shear force of V = 20 kN, 


7-14. Determine the maximum shear force V that the 
strut can support if the allowable shear stress for the 
material i$ Tyyjo = 40 MPa. 





Probs. 7-13/14 


7-18. Plot the shear-stress distribution over the cross 
section of a rod that has a radius e, By what factor is the 
maximum shear stress greater than the average shear stress 
acting over the cross section? 





*7-16. A member has a cross section in the form of an 
equilateral triangle. If it is subjected to à shear force V, 
determine the maximum average shear stress in the member 
using the shear formula. Should the shear formula actually be 
used to predict this value’? Explain, 
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*7-17, Determine the maximum shear stress in the strut if 7-22. Determine the shear stress at point B on the web of 
it is subjected to a shear force of V = 600 kN the cantilevered strut at section d-i, 
7-18. Determine the maximum shear foree V that the strut 7-23. Determine the maximum shear stress acting al 
can support if the allowable shear stress for the material is section a of the cantilevered strut. 


Tau = 45 MPa. 


7-19. Plot the intensity of the shear stress distributed over 
the cross section of the strut if it is subjected to a shear force 
of V = 600 kN. 





Probs. 7-17/18/19 


*7-24. Determine the maximum shear stress in the T-beam 
at the critical section where the internal shear force is 
maximum, 

*7-20. The steel rod is subjected to a shear of 30 kip. 

Determine the maximum shear stress in the rod. 7-25. Determine the maximum shear stress in the 
T-beam at point C. Show the result on a volume element 

47-21. The steel rod is subjected to a shear of 30 kip. at this point. 

Determine the shear stress at point A. Show the result on a 

volume element at this point, 


10 kN /m 





150 mm |]. 30 mm 





30 mm 


Probs. 7-20/21 Probs. 7-24/25 





7-26, Determine the maximum shear stress acting in the 
fiberglass beam at the section where the internal shear 
force is maximum. 


rS th /rr 200 Ih /ft 





Prob, 7-26 


7-27, Determine the shear stress at points C and D 
located on the web of the beam. 


*7-28. Determine the maximum shear stress acting in the 
beam at the critical section where the internal shear force is 
maximum, 





Ci — 


T —34 
| in 


ES 
O75 in AA C- tin. 
D 4m 
|- —| 1 in. 
Probs. 7-278 
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7-29. Write a computer program that can be used to 
determine the maximum shear stress in the beam that has 
the cross section shown, and is subjected to a specified 
constant distributed load w and concentrated force P. Show 
an application of the program using the values L = 4 m, 
a=2m, P=15kN, d, = 0, d, = 2m, w = 400 N/m, 
ti = 15 mm, t; = 20 mm, b = 50 mm, and k = 150 mm. 


d, " 
d co w 


Prob, 7-29 


7-30. The beam has a rectangular cross section and is 
subjected to a load P that is just large enough to develop a 
fully plastic moment M, = PL at the fixed support. If the 
material is elastic-plastic, then at a distance x < L the 
moment M = Py creates a region of plastic vielding with 
an associated elastic core having a height 2y', This situation 
has been described by Eq. 6-30 and the moment M is 
distributed over the cross section as shown in Fig. 6-48e. 
Prove that the maximum shear stress developed in the beam 
is given by Tmar = 3(P/A'), where A’ = 2y'b, the cross- 
sectional area of the elastic core. 





7-M. The beam in Fig. 6-48/ is subjected to a fully plastic 
moment M,. Prove that the longitudinal and transverse 
shear stresses in the beam are zero. Hint: Consider an clement 
of the beam as shown in Fig. 7-4c. 
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7.3 Shear Flow in Built-Up Members 


Oceasionally in engineering practice, members are “built up” from 
several composite parts in order to achieve a greater resistance to loads, 
Examples are shown in Fig. 7-13. If the loads cause the members to 
bend, fasteners such as nails, bolts, welding material, or glue may be 
needed to keep the component parts from sliding relative to one 
another, Fig. 7-2. In order to design these fasteners or determine their 
spacing, it is necessary to know the shear force that must be resisted bv 
the fastener. This loading, when measured as a force per unit length of 
beam, is referred to as shear flow q.* 

The magnitude of the shear flow can be obtained using a development 
similar to that for finding the shear stress in the beam. To show this, we will 
consider finding the shear flow along the juncture where the segment in 
Fig 7-14a is connected to the flange of the beam. As shown in Fig. 7-145, 
three horizontal forces must act on this segment. Two of these forces, F 
and F + dF, are developed by normal stresses caused by the moments M 
and M + dM, respectively. The third force, which for equilibrium equals 
dF, acts at the juncture and it is to be supported by the fastener. Realizing 
that dF is the result of dM, then, like Eq. 7-1. we have 


Fig. 7-13 dF — s [s d A' 
£ ode 
The integral represents Q, that is, the moment of the segment's area A’ 
in Fig. 7-145 about the neutral axis for the entire cross section. Since the 
segment has a length dx. the shear flow, or force per unit length along the 
beam, is q = dF/dx. Hence dividing both sides by dx and noting that 
V = dM/dx. Eq. 6-2, we can write 











(7-4) 





Here 


g = the shear flow, measured as a force per unit length along the 
beam 

V = the internal resultant shear force, determined from the method 
af sections and the equations of equilibrium 

I = the moment of inertia of the entire cross-sectional area 
computed about the neutral axis 

Q = y'A', where A’ is the cross-sectional area of the segment that is 
connected to the beam at the juncture where the shear flow is 
to be calculated, and p’ is the distance from the neutral axis to 
the centroid of A' 


The use of the word “flow” in this terminology will become meanmglul as st pertains to 
the discussion in Sec. 7.5. 
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M + (M 


- 





F + aF 
(hl 


yal Fig. 7-14 


Application of this equation follows the same “procedure for analysis” 
as outlined in Sec. 72 for the shear formula, It is very important to 
identify Q correctly when determining the shear flow at a particular 
junction on the cross section. A few examples should serve to illustrate 
how this is done. Consider the beam cross sections shown in Fig. 7-15. The 
shaded segments are connected to the beam by fasteners and at the 
planes of connection, identified by the thick black lines, the shear 
flow q is determined by using a value of Q calculated from A' and Y' 
indicated in each figure. This value of g will be resisted by a single fastener 
in Fig. 7-15a, by two fasteners in Fig. 7-155, and by free fasteners in 
Fig. 7-15c. In other words, the fastener in Fig. 7-154 supports the 
calculated value of q. and in Figs. 7-15 and 7-15c each fastener 
supports g/2 and q/3, respectively. 





| 
Important Point 


* Shear flow is a measure of the force per unit length along the axis 
of a beam. This value is found from the shear formula and is used 
to determine the shear force developed in fasteners and glue that 
holds the various seements of a composite beam together. 





(n) (hi (c) 


Fig. 7-18 
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The beam is constructed from four boards glued together as shown in 
Fig. 7-16a. If it is subjected to a shear of V = 850 kN, determine the 
shear flow at B and C that must be resisted by the glue. 


SOLUTION 


Section Properties. The neutral axis (centroid) will be located from 
the bottom of the beam, Fig. 7-16a, Working in units of meters, we have 


2(0.3 m)((.01 m) + 0.125 m(0.01 m) + 0.250 m(0.01 m) 


'The moment of inertia about the neutral axis is thus 


= SEAT m)(0.3 m) + (0.01 m)((,3 m)(0.1968 m — 0.150 m| 


+ (Eos m)(0.01 m}? + (0.125 m) (0.01 m) (0.205 m — 0.1968 J 


— [Zozo m)(0.01 mY + (0.250 m)(0.01 m) (0.305 m — 0.1968 wy] 
= 87,52(10 ^) m* 
A 
Since the glue at B and B' in Fig. 7-165» “holds” the top board to the 
; beam, we have 
V = R50 kN | Op = Yg Al = [0.305 m — 0.1968 m](0.250 m)(0.01 m) 
= 0271(107) m? 


Likewise, the glue at C and C' “holds” the inner board to the beam, 
Fig. 7-165. and so 


Qr = ycAc = [0.205 m — 0.1968 m](0.125 m)((.01 m) 
= 0.01026(10 `) m° 

Shear Flow. For B and H' we have 
= 2.43 MN 
87.52(10 5) m' e 
And for C and C', 
VQ. 850( 10°) N(O.01026(10 7) m?) 
I 87.52(10 ^) m* 
Since two seams are used to secure each board, the glue per meter 


length of beam at cach seam must be strong enough to resist one-half 
of each calculated value of q^. Thus, 


Fig. 7-16 gg = L3 MN/m and qc = 0.0498 MN/m Ans. 


qc = * 0.0996 MN/m 
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A box beam is constructed from four boards nailed together as shown 
in Fig. 7-17a. If each nail can support a shear force of 30 Ib, determine 
the maximum spacing s of the nails at B and at C so that the beam will 
support the force of 80 |b. 


SOLUTION 

Internal Shear. If the beam is sectioned at an arbitrary point along 
its length, the internal shear required for equilibrium is always 
V = 80 Ib, and so the shear diagram is shown in Fig. 7-17b. 

Section Properties. The moment of inertia of the cross-sectional 
area about the neutral axis can be determined by considering à 
7.5-in. X 7,5-in. square minus a 4.5-in. X 4.5-in. square. 


i= zs in.)(7.5 in.) — iin) in.) = 229.5 in' 


The shear flow at B is determined using Qp found from the darker 
shaded area shown in Fig. 7-17c. It is this “symmetric” portion of the 
beam that is to be "held" onto the rest of the beam by nails on the left 
side and by the fibers of the board on the right side, V (bi 
Thus, 

Qu = Y' A' = [3in](75 in )(L5 in.) = 3375 in’ 


Likewise, the shear flow at C can be determined using the "symmetric" 
shaded area shown in Fig. 7-17d, We have 


Oc = Y'A' = [3in.](45 in )( L5 in.) = 2025 in* 
Shear Flow. 


Al 


VQ, —801b(3375 in^) ^ 
= ni Ar Eatas 113 ; 
dp 7 220.5 in? 11.76 Ib/in 


" | SS 
599 Sint 7.059 Ib/in. bi m 5 
These values represent the shear force per unit length of the beam 
that must be resisted by the nails at B and the fibers at B’, Fig 7-17e, 
and the nails at C and the fibers at C', Fig. 7-1 7d, respectively, Since in 
each case the shear flow is resisted at nvo surfaces and each nail can 
resist 30 Ib, for B the spacing is 


_ _ 301b 
*5  T1176/2) Ib/in. 
And for C. 


= $t in. Uses, 7 Sin Ans 


30 Ih 


Se ™ 7 n8g/ ym "o520in. = 8.5 in. i 
VC = (7459/2) Ib/in. B50in. Use se = &Sin. Ans 
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Nails having a total shear strength of 40 Ib are used in a beam that can 
be constructed either as in Case Lor as in Case I, Fig, 7-18. If the nails 
are spaced at 9 in., determine the largest vertical shear that can be 
supported in cach case so that the fasteners will not fail. 


(.5 in. 
V tin.1 int in. 


Fig. 7-18 


SOLUTION 
Since the cross section is the same in both cases, the moment of inertia 
about the neutral axis is 


I= zo in.)(5in.]! — 2: —(1in.)(4 ny = 2058 in* 


Case |. For this design a single row of nails holds the top or bottom 
flange onto the web. For one of these flanges, 
Q = y'A' = [225 in.|(3 in.(05 in.)) = 3.375 in? 
so that 
-YQ 
3575 
401b — V(3.375 in^) 
Yin 2058 in" 
V = 27.1 lb Anx 
Case ll. Here a single row of nails holds one of the side boards onto 
the web. Thus. 
Q = Y'A' = [225 in.|( 1 in.(0.5 in.)) = 1.125 in’ 
TE 
401b — V(1.125 in?) 
9 in, A ~ 2058 in? 
V = 81.31b 











7.3 SHEAR FLOW in BulLt-UP MEMBERS 383 


| FUNDAMENTAL PROBLEMS 


F7-6. The two identical boards are bolted together to 
form the beam. Determine the maximum allowable spacing 
s of the bolts to the nearest mm if each bolt has a shear 
strength of 15 KN, The beam is subjected to a shear force of 
V = 50kN. 


F7-7, The two identical boards are bolted together to 
form the beam. H the spacing of the bolts is x = 100 mm 
and each bolt has a shear strength of 15 KN, determine the 
maximum shear force V the beam can resist. 






^ 


100 mm 


100 m 


8 


F7-6/7 


F7-R, Two identical 20-mm thick plates are bolted to the 
top and bottom flange to form the built-up beam. If the 
beam is subjected to a shear force of V = 300 kN, 
determine the allowable maximum spacing y of the bolts to 
the nearest mm. Each bolt has a shear strength of 30 kN. 


Fv, The boards wre bolted together to form the built- 
up beam. H the beam is subjected to a shear force of 
V = 20 KN, determine the allowable maximum spacing of 
the bolts to the nearest mm, Each bolt has a shear strength 
of 8 kN. 






Nü mm 


50 mm 


49 


F7-10, The boards are holted together to form the built- 
up beam. H the beam is subjected to a shear force of 
V = 15 kip, determine the allowable maximum spacing of 
the bolts io the nearest 2 in, Each bolt has a shear strength 
of 6 kip. 
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El PROBLEMS 


*7-32. The beam is constructed from two boards fastened 
together at the top and bottom with two rows of nails 
spaced every 6 in. If cach nail can support a 5SO0-Ib shear 
force, determine the maximum shear force V that can be 
applicd to the beam, 


*7-33. The beam is constructed. from two boards 
fastened together at the top and bottom with two rows of 
nails spaced every 6 in. If an internal shear force of 
V = 600 tb is applied to the boards, determine the shear 
force resisted hy each nail. 





Probs, 7-32/33 


7-3. The beam is constructed from two boards fastened 
together with three rows of nails spaced s = 2 in. apart. If 
each nail can support a 450-lb shear force, determine the 
maximum shear force V that ean be applied to the beam. The 
allowable shear stress for the wood is Taa = 300 psi. 


7-35. The beam is constructed from two boards fastened 
together with three rows of nails. If the allowable shear 
stress for the wood is Tí, = 150 psi, determine the 
maximum shear force V that can be applied to the beam. 
Also, find the maximum spacing s of the nails if cach nail 
can resist 650 Ih in shear 


*7-36, The beam is fabricated from two equivalent 
structural tees and two plates Each plate has a height of 
6 in, and a thickness of 0.5 in. H a shear of V = 50 kip is 
applied to the cross section, determine the maximum spacing 
of the bolts Each holt can resist a shear force of 15 kip. 


*7-37. The beam is fabricated from two equivalent 
structural tees and two plates. Each plate has à height of 
6 in. and a thickness of 0.5 in, Tf the bolts are spaced at 
y = Sin. determine the maximum shear force V that can 
be applied to the cross section. Each bolt can resist a 
shear force of 15 kip, 





Probs. 7-36/37 


7-38. The beam is subjected to a shear of V = 2 kN. 
Determine the average shear stress developed in each nail 
if the nails are spaced 75 mm apart on cach side of the 
beam. Each nail has a diameter of 4 mm. 





7-39, A beam i$ consiructed from three boards bolted 
together as shown, Determine the shear force developed 
in each bolt if the bolts are spaced s = 250 mm apart and the 
applied shear is V = 35 kN. 





Proh. 7-39 


*7-40. The double-web girder is constructed from two 
plywood sheets that are secured to wood members at its top 
and hottom. Tf each fastener can support 600 Ih in single 
shear, determine the required spacing s of the fasteners 
needed to support the loading P = 3000 lb. Assume A is 
pinned and B is a roller, 


e7-41. The double-web girder is constructed from two 
plywood sheets that are secured to wood members at its top 
and bottom, The allowable bending stress for the wood is 
(m.s. 7 8 ksi and the allowable shear stress i$ Tuloy = 3 ksi. 
Tf the fasteners are spaced s = 6 in. and each fastener can 
support (00 Ib in single shear, determine the maximum load 
P that can be applied 10 the beam. 





Fein IF 


üsSin. OS in 


Probs. 740/41 
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7-42, The T-beam is nailed together as shown, If the nails 
can each support a shear force of 950 Ih, determine the 
maximum shear force V that the beam can support and the 
corresponding maximum nail spacing s 10 the nearest Z in. 
The allowable shear stress for the wood is Fa = 450 psi. 





7-43. Determine the average shear stress developed in the 
nails within region AB of the beam. The nails arc located on 
cach side of the beam and arc spaced 100 mm apart. Each 
nail has a diameter of 3 mm. Take P = 2 kN, 


*7-44, The nails are on both sides of the beam and each 
can resist à shear of 2 kN. In addition to the distributed 
loading, determine the maximum load P that can be applied 
to the end of the beam, The nails are spaced 100 mm apart 
and the allowable shear stress for the wood is Take = 3 MPa. 
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°7-45, The beam is constracted from four boards which 
are nailed together. If the nails are on both sides of the 
beam and cach can resist a shear of 3 KN, determine 
the maximum load P that can be applied to the end of the 
beam. 






Lp 
|— 250 — 





7 
is 7-46. A built-up timber beam is made from the four 


boards cach having a rectangular cross section, Write a 
computer program that can be used to determine the 
maximum shear stress in the beam when it is subjected to 
the shear V. Show an application of the program for a 
specific set of dimensions. 








7-437. The beam is made from four boards nailed together 
as shown, Tf the nails can each support à shear force of 
100 tb. determine their required spacing s' and sil the beam 
is subjected to a shear of V = 700 Ib. 





*7-48. The box beam is constructed from four boards that 
are fastened together using nails spaced along the beam 
every 2 in. If each nail can resist a shear of 50 Ib, determine 
the greatest shear V that can be applied to the beam without 
causing failure of the nails 





Prob. 7-48 


7-49. The timber T-beam is subjected to a load consisting 
of # concentrated forces, P. TE the allowable shear V; for 
each of the nails is known, write à computer program that 
will specify the nail spacing between cach load. Show an 
application of the program using the values L = 15 ft, 
iy = 4 ft, P, = 600 Ib, iy = 8 ft, Py = 1500 lh, b; = LSin., 
Ay = Win. by = Sin. h, = Lin, and V, = 200 th. 


x Po P, 





Prob. 7-49 
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7.4 Shear Flow in Thin-Walled Members 


In this section we will show how to apply the shear flow equation 
q = VQ/T to find the shear-flow distribution throughout a member's 
cross-sectional area. We will assume that the member has thin walls, 
that is, the wall thickness is small compared to its height or width. 
As will be shown in the next section, this analysis has important 
applications in structural and mechanical design. 

Like the shear stress, the shear flow acts on both the longitudinal 
and transverse planes of the member. To show how to establish its 
direction on the cross section, consider the segment dx of the wide- 
flange beam in Fig. 7-19a. Free-body diagrams of two segments B and (a) 
C taken from the top flange are shown in Figs. 7-195 and 7-19c. The 
force dF must act on the longitudinal section in order to balance the 
normal forces F and F + dF created bv the moments M and M + dM, 
respectively. Now, if the corner elements B and C of each segment a 
are removed, then the transverse components g act on the cross 
section as shown in Figs 7-195 and 7-19c. Using this method, show 
that the shear flow at the corresponding points B' and C’ on the 
bottom flange in Fig. 7-194 is directed as shown. F 

Although it is also true that V + dV will create vertical shear-flow  ™™™ 
components on this clement, here we will neglect its effects, This is — 
because this component, like the shear stress, is approximately zero — B Wear 
throughout the thickness of the element. Here, the flange is thin and 
the top and bottom surfaces of the element are free of stress, Fig. 7-19¢. 
To summarize then, only the shear flow component that acts parallel to 
the sides of the flange will be considered. c 


M+ IM 


V+dV 











(o 


q' assumed to be zero 
throughout flange 
f thickness since top 
J and bottom of 
flange are 
stress free 





g assumed constitit 
throughout Banee 
idi thickness (e) Fig. 7-19 
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(b; (cl 


Fig. 7-20 





Having determined the direction of the shear flow in each flange. 
we can now find its distribution along the top right flange of the beam in 
Fig. 7-20a. To do this, consider the shear flow g, acting on the colored 
element dx, located an arbitrary distance x from the centerline of the 
cross section, Fig. 7-205. Here Q = y' A' = [d/2](b/2 — x), so that 


^" v a ' 
_ VQ Vid/2\(b/2 — xy -Pat ) n 


By inspection, this distribution varies in a linear manner from g = 0 at 
x = b/2 to (qua); * Vidb/4i at x = 0. (The limitation of x = 0 is 
possible here since the member is assumed to have "thin walls" and so 
the thickness of the web is neglected.) Due to symmetry, a similar 
analysis vields the same distribution of shear flow for the other flange 
segments, so that the results are as shown in Fig. 7-2 

The total force developed in each flange segment can be determined 
by integration. Since the force on the element dx in Fig. 7-20b is 


dF = q dx. then 
— x) Vrdb: 
r = fa dx [x dx lar 


We can also determine this result by finding the area under the triangle 
in Fig, 7-204. Hence, 











b Virab' 
* = Flam) 5 ) ~ 16i 


All four of these forces are shown in Fig. 7-20e, and we can see from 
their direction that horizontal force equilibrium of the cross section is 
maintained. 
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(ous iy 
Hains h 
Idas m 

Mane! 

Lem h i 
(ch 
Shearflow distribution 
fd) 
Fig. 7-20 (cont.) 


A similar analysis can be performed for the web. Fig. 7-20c. Here g must 
act downward, and at element dy we have Q = Xy'A' = [d/2](bt) + 
ly + (1/2)(d/2 —»)]e(d/2 — y) = br d/2 + (¢/2)(d2/4 — v^), so that 

VO Vias iff — 
q = EX - E t a =p )| (7-6) 


- < 


For the web, the shear flow varies in a parabolic manner, from 
q = Yama) = Vtdb/21 at y = d/2 to (qaa |); = (Vtd/I)(h/2 + d/8) 
at y = D. Fig. 7-20d, 

Integrating to determine the force in the web, F. we have, 


"d gn. N 
Ve ab: Ya. j 

F, = fiw- J S2 fy) [a 
fase e - / 


Vej db 1(d. l1. 
Ila? "2144^ 3 








I 
' 
— . 
t3 
> 
+ 
| 
= 
— 


Simplification is possible by noting that the moment of inertia for the 
cross-sectional area is 


d 2 
b F + (5) | + nd) 


Neglecting the first term, since the thickness of each flange is small, then 


td: E! 
-—[2b4- 
I 4 (25 + 3 J 
Substituting this into the above equation, we see that F, = V, which is 
to be expected, Fig. 7-20e. 
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Shear flow q 


From the foregoing analysis, three important points should be observed. 
First, the value of g changes over the cross section, since Q will be different 
for cach area segment A’ for which it is determined. In particular, q will 
vary linearly along segments (flanges) that are perpendicular to the 
direction of V, and parabolically along segments (web) that are inclined or 
parallel xo V. Second, q will always act parallel to the walls of the member, 
since the section on which q is calculated is taken perpendicular to the 
walls, And third, the directional sense of q is such that the shear appears 
to “flaw” through the cross section, inward at the beam's top flange, 
"combining" and then “flowing” downward through the web, since it must 
contribute to the shear force V, and then separating and "flowing" 
outward at the bottom flange. If one is able to "visualize" this "flow" it will 
provide an easy means for establishing not only the direction of q, but also 
the corresponding direction of r. Other examples of how q is directed 
along the segments of thin-walled members are shown im Fig, 7-21. In all 
cases, symmetry prevails about an axis that is collinear with V. As à result, 
q "flows" in a direction such that it will provide the vertical force V and vet 
also satisfy horizontal force equilibrium for the crass section. 


| Important Points 


The shear flow formula q = VQ/TJ can be used to determine the 
distribution of the shear flow throughout a thin-walled member 
provided the shear V acts along an axis of symmetry or principal 
centroidal axis of inertia for the cross section. 


If a member is made from segments having thin walls, only the 
shear flow parallel to the walls of the member is important, 


The shear flow varies linearly along segments that are perpendicular 
to the direction of the shear V. 


The shear flow varies parabolically along segments that are 
inclined or parallel to the direction of the shear V. 


On the cross section, the shear “flows” along the segments so that 
it results in the vertical shear force V and vet satisfies horizontal 
force equilibrium. 
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The thin-walled box beam in Fig. 7-224 is subjected to a shear of 
LO kip. Determine the variation of the shear flow throughout the cross 
Section. 


SOLUTION 

By symmetry, the neutral axis passes through the center of the cross 
section. For thin-walled members we use centerline dimensions for 
calculating the moment of inertia. 


[= iy in) in + 2 [(5in.)( E in.)(3.5 in. Y] = 179.7 int 


Only the shear flow at points B. C, and D has to be determined. For 
point B, the area A’ = 0, Fig, 7-225, since it can be thought of as 
being located entirely at point B. Alternatively, A‘ can also represent 
the entire cross-sectional area, in which case Qa = y'A' = () since 
y' = 0. Because Qj = 0, then 


gs = 0 


For point C. the area A’ is shown dark shaded in Fig. 7-22c. Here, 
we have used the mean dimensions since point C is on the centerline 
of each segment. We have 


Qc = Y'A' = (35 in.)(5 in.)(1in.) = 175 im 
Since there are two points of attachment, 


— : (rae) CENE Cd 
aN E) 2X 19r 


— — 


) = (1487 kip/in. 


The shear flow at D is determined using the three dark-shaded 
rectangles shown in Fig. 7-224. Again, using centerline dimensions 


— 1 in.)(3.5 in.) + [3.5 in.](5 in ){1 in.) = 2975 in? 


Because there are two points of attachment, 


324 [m V des kip(29.75 in^) 


I 179.7 in' ) — — 


Using these results, and the symmetry of the cross section, the 
shear-flow distribution is plotted in Fig. 7-22e. The distribution is 
linear along the horizontal segments (perpendicular to V) and parabolic 
along the vertical segments (parallel to V), 
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*7.5 Shear Center for Open 
Thin-Walled Members 


In the previous section, it was assumed that the internal shear V was 
applied along a principal centroidal axis of inertia that also represents an 
axis of symmetry for the cross section. In this section we will consider the 
effect of applying the shear along a principal centroidal axis that is not an 
axis of symmetry. As before, only open thin-walled members will be 
analyzed, so the dimensions to the centerline of the walls of the members 
will be used. A typical example of this case is the channel section shown 
in Fig. 7-23a. Here it is cantilevered from a fixed support and is subjected 
to the force P. If this force is applied along the once vertical, 
unsymmetrical axis that passes through the centroid C of the cross 
section, the channel will not only bend downward, it will also twist 
clockwise as shown. 


(q aa h 


(qaa), 


(qan lh 


Shear-flow distribution 


(b) 





(c) (d) 


Fig. 7-23 
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To understand why the member twists, it is necessary to show the shear- 
flow distribution along the channel's flanges and web, Fig. 7-235. When this 
distribution is integrated over the flange and web areas, it will give 
resultant forces of F, in each flange and a force of V = P in the web, 
Fig. 7-23¢, If the moments of these forces are summed about point A, it can 
be seen that the couple or torque created by the flange forces is responsible 
for twisting the member. The actual twist is clockwise when viewed from 
the front of the beam as shown in Fig. 7-23a, since reactive internal 
"equilibrium" forces F , cause the twisting. In order to prevent this twisting 
it is therefore necessary to apply P at a point O located an eccentric 
distance e from the web of the channel, Fig. 7-23d. We require 
EM,- Frd = Peor 


Fa 
"2 


e 


Using the method discussed in the previous section, Fy can be evaluated 
in terms of P (= V) and the dimensions of the flanges and web. Once this 
is done, then P will cancel upon substitution into the above equation, and 
it becomes possible to express e simply as a function of the cross-sectional 
geometry (see Example 7.9). The point O so located is called the shear 
center or flexural center. When P is applied at the shear center, the beam 
will bend without twisting as shown in Fig. 7-23e. Design handbooks often 
list the location of this point for a variety of beams having thin-walled 
cross sections that are commonly used in practice. 

From this analysis, it should be noted that the shear center will always 
lie on an axis of symmetry of à member's cross-sectional area. For 
example, if the channel is rotated 90° and P is applied at A, Fig. 7-24a, no 
twisting will occur since the shear flow in the web and flanges for this 
case is symmetrical, and therefore the force resultants in these elements 
will create zero moments about A. Fig. 7-24b. Obviously, if a member has 
a cross section with tmo axes of symmetry, as in the case of a wide-flange 
beam, the shear center will then coincide with the intersection of these 
axes (the centroid) 





Fig. 7-24 





7 


Demonstration of how a cantilever beam 
deflects when loaded through the centroid 
(above) and through the shear center 
(below), 
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| Important Points 


The shear center is the point through which a force can be applied 
which will cause a beam to bend and vet not twist, 


The shear center will always lie on an axis of symmetry of the 
cross section. 

The location of the shear center is only à function of the 
geometry of the cross section, and does not depend upon 
the applied loading. 


Procedure for Analysis 


The location of the shear center for an open thin-walled member for 
which the internal shear is in the same direction as a principal 
centroidal axis for the cross section may be determined by using the 
following procedure. 


Shear-Flow Resultants. 


By observation, determine the direction of the shear flow 
through the various segments of the cross section, and sketch the 
force resultants on each segment of the cross section. (For 
example. sec Fig. 7-23c.) Since the shear center is determined by 
taking the moments of these force resultants about à point (A), 
choose this point at a location that eliminates the moments of as 
many force resultants as possible. 


The magnitudes of the force resultants that create à moment 
about A must be calculated. For any segment this is done by 
determining the shear flow g at an arbitrary point on the segment 
and then integrating g along the segment's length, Realize that V 
will create a linear variation of shear flow in segments that are 
perpendicular to V, and a parabolic variation of shear flow in 
segments that are parallel or inclined to V. 


Shear Center. 


Sum the moments of the shear-flow resultants about point A and 
set this moment equal to the moment of V about A. Solve this 
equation to determine the moment-arm or eccentric distance e, 
which locates the line of action of V from A. 


If an axis of symmetry for the cross section exists. the shear center 
lies at the point where this axis intersects the line of action of V. 
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Determine the location of the shear center for the thin-walled channel 
section having the dimensions shown in Fig. 7-25a. 


SOLUTION 


Shear-Flow Resultants. A vertical downward shear V applied to the 
section causes the shear to flow through the flanges and web as shown in 
Fig. 7-25b. This causes force resultants F; and V in the flanges and web 
as shown in Fig. 7-25c. We will take moments about point A so that only 
the force Fy on the lower flange has to be determined. 

The cross-sectional area can be divided into three component 
rectangles— a web and two flanges Since cach component is assumed to 
be thin, the moment of inertia of the area about the neutral axis is 


~ +) 
T= 5th ZL 5 | 


From Fig. 7-254, q at the arbitrary position x is 


_ VO  Vih/2)|h — xt Vib = x) 


Hence, the force Fy is 


r= [ot ama Í e - e M PEEB 
— I (5 7 x) dx = Sine) + Bl 


This same result can also be determined by first finding (qan), 
Fig. 7-25b, then determining the triangular area t4(quax)) = Fy. 


Shear Center. Summing moments about point A, Fig. 7-25c, we 
require 


Virk 


Ves FP ON + Ñ| 


— oa 
“ 7 T3) + 26] š 


As stated previously, e depends only on the geometry of the cross 
section. 


Shear flow distribution 


4 
idi 


Fig. 7-28 
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Determine the location of the shear center for the angle having 
equal legs, Fig. 7-26a. Also, find the internal shear force resultant in 
cach leg. 


^ 


(h) 


fe 


Fig. 7-26 


SOLUTION 
When a vertical downward shear V is applied at the section, the shear 
flow and shear-flow resultants are directed as shown in Fig. 7-265 and 
7-26c, respectively, Note that the force F in each leg must be equal, 
since for equilibrium the sum of their horizontal components must be 
equal to zero. Also, the lines of action of both forces intersect point O: 
therefore, this point must be the shear center since the sum of the 
moments of these forces and V about O is zero, Fig. 7-26c. 

The magnitude of F can be determined by first finding the shear 
flow at the arbitrary location s along the top leg. Fig. 7-264. Here 
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Fig. 7-26 (cont.) 


The moment of inertia of the angle, about the neutral axis, must be 
determined from “first principles" since the legs are inclined with 
respect to the neutral axis. For the area element dA = t ds. Fig. 7-26e, 
we have 


3 | l — a ON k 
r= fy ia -i[ —(b — . j TG — b tis) = 
A ; 0 va :] Š : n 3n n 


Thus, the shear flow is 


(tb*/3) E: 


y 
9 


The variation of q is parabolic, and it reaches 4 maximum value when 
5 = bas shown in Fig. 7-26b. The force F is therefore 


b h 
Fe [75m o - 5) as 
" v/2h? Jo 2 


Ans. 


NOTE: This result can be easily verified since the sum of the vertical 
components of the force Fin each leg must equal V and, as stated previously, 
the sum of the horizontal components equals zero. 
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fal PROBLEMS 


7-80. A shear force of V = 300 KN is applied to the box 
girder. Determine the shear flow at points A and B 


7-81. A shear force of V = 450 KN is applied to the box 
girder. Determine the shear flow at points C and D, 





10 mm 
Probs. 7-50/51 
*7-82, A shear force of V = 18 KN is applied to the 
symmetric box girder. Determine the shear flow at A and B. 


*7-83, A shear force of V = 18 kN is applied to the box 
girder. Determine the shear flow at C. 


7-84, The aluminum strut is IO mm thick and has the cross 
section shown. If it is subjected to a shear of V = 150 N, 
determine the shear flow at points A and B. 


7-85, The aluminum strut is HU mm thick and has the cross 
section shown. If it is subjected to a shear of V = 150 N, 
determine the maximum shear flow in the strut. 





10 mm 
40 mm 
10 mm P3 v š T 
PTT diam 
Ad mm 30 mm 
limm lú mm 
Probs. 7-54/55 


*7-86. The beam is subjected to a shear force of 
V = 5 kip. Determine the shear flow at points A and B. 


*7-87, The beam is constructed from four plates and is 
subjected to a shear force of V = 5 kip. Determine the 
maximum shear [Tow in the cross section, 





7.5 


7-58, The channel is subjected to a shear of V = 75 kN. 
Determine the shear flow developed at point A. 


7-89. The channel is subjected to a shear of V = 75 kN. 
Determine the maximum shear flow in the channel. 






lt 


*7-60. The angle is subjected to a shear of V = 2 kip. 
Sketch the distribution of shear flow along the leg AB. 
Indicate numerical values at all peaks. 





Prohs. 7- 58/59 


X mm 


H 
u.25 in. v 
Prob, 7-60 


e7-61. The assembly is subjected to ú vertical shear of 
V = 7 kip. Determine the shear flow at points A and B and 
the maximum shear flow in the cross section. 
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7-62, Determine the shear-stress vanation over the cross 
section of the thin-walled tube as a function of elevation v and 
show that Tmas = 2V/ A, where A = 2zrt. Hint: Choose a 
differential area element dA = Ri dé. Using dO = yd A, 
formulate Q fora circular section from 0 to (zr. — 0) and show 


that Q = 2R cos 8, where cos = VR? — v/R 





Prob. 7-62 


7-63. Determine the location e of the shear center, 
point O. for the thin-walled member having the cross 
section shown where b; > h. The member segments have 
the same thickness f£. 





“7-64. Determine the location e of the shear center, 
point O, for the thin-walled member having the cross 
section shown. The member segments have the same 
thickness f, 
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7-65. Determine the location e of the shear center, “7-68. Determine the location e of the shear center, 
point O, for the thin-walled member having a slit along its point O, for the beam having the cross section shown. The 
side. Each clement has a constant thickness ¢. thickness is £. 





=a 
Prob. 7-65 
7-66. Determine the location e of the shear center, 


point O, for the thin-walled member having the cross 
section shown. 





77-69, Determine the location e of the shear center, 
poim O, for the thin-walled member having the cross 
section shown, The member segments have the same 





thickness ¢ 
Oe a S + 
"nr 2 o he 
p" I-e 
T4 
— 
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7-67, Determine the location e of the shear center, Prob. 7-69 
point O, for the thin-walled member having the cross 
section shown. The member segments have the same 7-70, Determine the location e of the shear center, point O, 
thickness 1. for the thin-walled member having the cross section shown. 





Prob. 7-67 





CHAPTER REVIEW 


Transverse shear stress in beams is determined indirectly 
by using the flexure formula and the relationship 
between moment and shear (V = dM /dx), The result 
is the shear formula 


In particular, the value for Q is the moment of the 
arca A' about the neutral axis, Q = VA’. This area is 
the portion of the cross-sectional arca that is "held 
on" to the beam above (or below) the thickness ¢ 
where 7 is to be determined. 


If the beam has a rectangular cross section, then the 
shear-stress distribution will be parabolic, having a 
maximum value at the neutral axis. The maximum 


shear stress can be determined using + = 1.5 a 


Fasteners, such as nails, bolts, glue, or welds, are used 
to connect the composite parts of a “built-up” section 
The shear force resisted by these fasteners is 
determined from the shear flow, g. or force per unit 
length, that must be carried by the beam. The shear 
flow is 


CHAPTER Revew 


Shear-stress distribution 





401 








402 CHAPTER 7 TRANSVERSE SHEAR 


Tf the beam is made from thin-walled segments, then 
the shear-flow distribution along cach segment can be 
determined, This distribution will vary linearly along 
horizontal segments, and paraholically along inclined 
or vertical segments. 


X Ur b 


(Fires h 


Shear-flow distribution 


Provided the shear-flow distribution in each element 
of an open thin-walled section is known, then using à 
balance of moments the location O of the shear center 
for the cross section can be determined. When a load 
is applicd to the member through this point, the member 
will hend, and not twist. 
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E REVIEW PROBLEMS 


7-71. Sketch the intensity of the shear-stress distribution 
acting over the heam's cross-sectional area, and determine 
the resultant shear force acting on the segment AR. The 
shear acting at the section is V = 35 kip, Show that 
Twa = 87249 in’, 





Prob. 7-71 


"1-72, The beam is fabricated from four boards nailed 
together as shown. Determine the shear force each nail 
along the sides C and the top D must resist if the nails are 
uniformly spaced at s = 3in. The beam is subjected to à 
shear of V = 4.5 kip, 





97-73. The member is subjected to à shear force of 
V = 2 kN. Determine the shear flow at points A, B, and C. 
The thickness of cach thin-walled segment is 15 mm 





Prob, 7-73 


7-74. The beam is constructed from four boards glued 
together at their seams H the glue can withstand 75 Ib/in., 
what is the maximum vertical shear V that the beam can 
support? 


7-78, Solve Prob, 7-74 if the beam is rotated 90^ from the 
position shown. 





4 + 
OS in. 


Probs. 7-74/75 


us in. 








The offset hanger supporting this ski gandola is subjected to the combined loadings 
of axial force and bending moment, 





Combined Loadings 


CHAPTER OBJECTIVES 


This chapter serves as a review of the stress analysis that has been 
developed in the previous chapters regarding axial load, torsion, 
bending, and shear. We will discuss the solution of problems where 
several of these intemal loads occur simultaneously on a member's cross 
section. Before doing this, however, the chapter begins with an analysis 
of stress developed in thin-walled pressure vessels. 





8.1 Thin-Walled Pressure Vessels 


Cylindrical or spherical vessels are commonly used in industry to serve 
as boilers or tanks. When under pressure, the material of which thev 
are made is subjected to a loading from all directions. Although this is 
the case, the vessel can be analyzed in a simple manner provided it has a 
thin wall, In general," thin wall" refers to à vessel having an inner-radius- 
to-wall-thickness ratio of 10 or more (r/r = 10). Specifically, when 
r/t = 10 the results of a thin-wall analysis will predict a stress that is 
approximately 4% less than the actual maximum stress in the vessel. For 
larger r/1 ratios this error will be even smaller. 

Provided the vessel wall is “thin,” the stress distribution throughout its 
thickness will not vary significantly, and so we will assume that it is 
uniform or constant. Using this assumption, we will now analyze the state 
of stress in thin-walled cylindrical and spherical pressure vessels, In both 
cases, the pressure in the vessel is understood to be the gauge pressure, 
that is, it measures the pressure above atmospheric pressure, since 
atmospheric pressure is assumed to exist both inside and outside the 
vessel's wall before the vessel is pressurized. 








Cylindrical pressure vessels, such as this 
gus tank, have semi-spherical cnd caps 
rather than flat ones in order to reduce the 
stress in the tunk, 
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Cylindrical Vessels. Consider the cylindrical vessel in Fig. 8-la. 
having a wall thickness t, inner radius r, and subjected to a gauge 
pressure p that developed within the vessel by a contained gas, Due to 
this loading, a small element of the vessel that is sufficiently removed 
from the ends and oriented as shown in Fig. 8-1 æ, is subjected to normal 
stresses o, in the circumferential or hoop direction and os in the 
longitudinal or axial direction. 

The hoop stress can be determined by considering the vessel to be 
sectioned by planes a, b, and c. A free-body diagram of the back segment 
along with the contained gas is shown in Fig. 8-15. Here only the 
loadings in the x direction are shown. These loadings are developed by 
the uniform hoop stress e. acting on the vessel's wall. and the pressure 
acting on the vertical face of the gas. For equilibrium in the x direction, 
we require 


SF, = 0; 2fo,(t dy)} — p2r dy) = 0 
a, = T (8-1) 


The longitudinal stress can be determined by considering the left 
portion of section b of the cylinder, Fig, 8-1a. As shown m Fig, 8-1c, z; 
acts uniformly throughout the wall, and p acts on the section of the 
contained gas Since the mean radius is approximately equal to the 
vessel's inner radius. equilibrium in the v direction requires 


EF, = 0; a(2nrt) — plnr) = Ü 


081,05 = the normal stress in the hoop and longitudinal directions, 
respectively, Each is assumed to be constant throughout the 
wall of the cylinder, and each subjects the material to 
tension. 


In the above equations, 


the internal gauge pressure developed by the contained 
gas 

r = the inner radius of the cylinder 

t = the thickness of the wall (r/t = 10) 


p 
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By comparison, note that the hoop or circumferential stress is 
twice as large as the longitudinal or axial stress. Consequently, when 
fabricating cylindrical pressure vessels from rolled-formed plates, the 
longitudinal joints must be designed to carry twice as much stress as the 
circumferential joints. 


Spherical Vessels. We can analyze a spherical pressure vessel 
in a similar manner. To do this, consider the vessel to have a wall 
thickness z. inner radius r, and subjected to an internal gauge pressure 
p. Fig. 8-2a. If the vessel is sectioned in half, the resulting free-body 
diagram is shown in Fig. 8-25. Like the cylinder, equilibrium in the y 
direction requires 


SF, = (; ax(2nrt) — pirr) = 0 


(8-3) 


This is the same result as that obtained for the longitudinal stress in the 
cvlindrical pressure vessel. Furthermore, from the analvsis, this stress will 
be the same regardless of the orientation of the hemispheric free-body 
diagram. Consequently, a small element of the material is subjected to 
the state of stress shown in Fig. 8-2a. 

The above analvsis indicates that an element of material taken from 
either a cvlindrical or a spherical pressure vessel is subjected to biaxial 
stress, i.e., normal stress existing in only two directions. Actually, the 
pressure also subjects the material to a radial stress, oy, which acts along 
a radial line. This stress has a maximum value equal to the pressure p àt 
the interior wall and it decreases through the wall to zero at the exterior 
surface of the vessel, since the gauge pressure there is zero. For thin- 
walled vessels, however, we will ignore this radial-stress component, 
since our limiting assumption of r/f = 10 results in o; and « being. 
respectively, 5 and 10 times /ugher than the maximum radial stress, 
(m3)g44 = p. Finally, if the vessel is subjected to an external pressure, the 
compressive stress developed within the thin wall may cause the vessel 
to become unstable, and collapse may occur by buckling rather than 
causing the material to fracture. 








Shown is the barrel of a shotgun which 
was clogged with debris just before 
firing. Gas pressure from the charge 
increased the circumferential stress 
within the barrel enough to cause the 
rupture, 


fa) 
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A cvlindrical pressure vessel has an inner diameter of 4 ft and a 
thickness of š in. Determine the maximum internal pressure it can 
sustain so that neither its circumferential nor its longitudinal stress 
component exceeds 20 ksi. Under the same conditions, what is the 
maximum internal pressure that a similar-size spherical vessel can 
sustain? 


SOLUTION 


Cylindrical Pressure Vessel. The maximum stress occurs in the 
circumferential direction. From Eq, 8-1 we have 


p(24 in.) 
1 n 


20 kip/in? = 
í in 


p = 417 psi 


Note that when this pressure is reached, from Eq. 8-2, the stress 
in the longitudinal direction will be a, = 2(20 ksi} = 10 ksi, 
Furthermore, the maximum stress in the radial direction occurs on the 
material at the inner wall of the vessel and is [zr lea * p = 417 psi, 
This value is 48 times smaller than the circumferential stress (20 ksi), 
and as stated earlier. its effects will be neglected. 


Spherical Vessel. Herc the maximum stress occurs in any two 
perpendicular directions on an element of the vessel, Fig. 82a. From 
Eq. 8-3, we have 


p(24 in.) 


20 kip/in? = ————— 
"T T Sin) 


p = 833 psi 


NOTE: Although it is more difficult to fabricate, the spherical 
pressure vessel will carry twice as much internal pressure as a 
cylindrical vessel. 
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E PROBLEMS 


8-1. A spherical gas tank has an inner radius of r = 1.5 m. 
If it is Subjected to an internal pressure of p = 300 kPa, 
determine its required thickness if the maximum normal 
stress is not to exceed 12 MPa. 


8-2. A pressurized spherical tank is to be made ol 
U.5-in.-thick steel, H it is subjected to an internal pressure 
of p = 200 psi, determine its outer radius if the maximum 
normal stress is not to exceed 15 ksi. 


8-3. The thin-walled cylinder can be supported in one ol 
two ways as shown, Determine the state of stress in the wall 
of the cylinder for both cases if the piston P causes the 
Internal pressure to be 65 psi. The wall has a thickness of 
0.25 in. and the inner diameter of the cylinder is 8 in, 


(a) (hi 
Prob, 8-3 


*8-4. The tank of the air compressor is subjected to an 
internal pressure of 94 psi. H the internal diameter of 
the tank is 22 in, and the wall thickness is 0.25 in, 
determine the stress componcats acting at point A. Draw a 
volume clement of the material! at this point, and show the 
results on the element 








*8-5, The spherical gas tank is fabricated by bolting together 
two hemispherical thin shells of thickness 30 mm. If the gas 
contained in the tank is under à gauge pressure of 2 MPa, 
determine the normal stress developed in the wall of the tank 
and in cach of the bolts The tank has an inner diameter of 8m 
and i$ sealed with 900 bolts each 25 mm in diameter, 

8-6. The spherical gas tank is fabricated hy bolting 
together two hemispherical thin shells. If the 8-m inner 
diameter tank is to be designed to withstand a gauge pressure 
of 2 MPa, determine the minimum wall thickness of the 
tank and the minimum number of 25-mm diameter bolts 
that must be used to seal it. The tank and the bolts are made 
from material having an allowable normal stress of 150 MPa 
and 250 MPa. respectively. 


Probs. 8-5/6 





8-7. A boiler is constructed of S-mm thick steel plates that 
are fastened together at their ends using a butt joint 
consisting of two S-mm cover plates and rivets having à 
diameter of 10 mm and spaced 50 mm apart as shown. If the 
Steam pressure in the boiler is 1.35 MPa, determine (a) the 
circumferential stress in the boiler's plate apart from 
the scam, (b) the circumferential stress in the outer cover plate 
along the rivet line a~m. and (c) the shear stress in the rivets 
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“8-8. The gas storage tank is fabricated by bolting together 
two half cylindrical thin shells and two hemispherical shells 
as shown. H the tank is designed to withstand a pressure 
of 3 MPa, determine the required minimum thickness of 
the cylindrical and hemispherical shells and the minimum 
required number of longitudinal bolts per meter length at 
each side of the cylindrical shell. The tank and the 25 mm 
diameter bolts are made from material having an allowable 
normal stress of 150 MPa and 250 MPa, respectively. The 
tank has an inner diameter of 4 m. 


*8-9, The gas storage tank is fabricated by bolting together 
two half cylindrical thin shells and two hemispherical shells 
as shown. If the tank is designed to withstand a pressure of 
3 MPa, determine the required minimum thickness of the 
cylindrical and hemispherical shells and the minimum 
required number of bolts for cach hemispherical cap. The 
tank and the 25 mm diameter bolts are made from material 
having an allowable normal stress of 150 MPa and 250 MPs, 
respectively. The tank has an inner diameter of 4 m. 





8-10, A wood pipe having an inner diameter of 3 fi is 
bound together using steel hoops each having a cross- 
sectional area of 0,2 in^. If the allowable stress for the hoops 
is Fallow = 12 ksi, determine their maximum spacing s along 
the section of pipe so that the pipe can resist an internal 
gauge pressure of 4 psi. Assume each hoop supports the 
pressure loading acting along the length s of the pipe. 





8-11. The staves or vertical members of the wooden tank 
are held together using semicircular hoops having a 
thickness of (5 in. and š width of 2 in. Determine the 
normal stress in hoop AB if the tank is subjected to an 
internal gauge pressure of 2 psi and this loading is 
transmitted directly to the hoops. Also, if (0.25-in diameter 
bolts are used to connect each hoop together, determine the 
tensile stress in each bolt at A and B. Assume hoop AB 
supports the pressure loading within a 12-in. length of the 
tank as shown. 


UT 
8 UTTU 3 





Prob. 8-11 


*8-12. Two hemispheres having an inner radius of 2 ft and 
wall thickness of 11,25 in. are fitted together, and the inside 
gauge pressure is reduced to —10 psi. If the coefficient 
of static friction is j = 0.5 between the hemispheres, 
determine (a) the torque T needed to initiate the rotation 
of the top hemisphere relative to the bottom one, (b) the 
vertical force needed to pull the top hemisphere off 
the bottom one, and (c) the horizontal force needed to slide 
the top hemisphere off the bottom one. 





*8-13. The 34 stainless steel band initially fits snugly 
around the smooth rigid cylinder. I the band is then subjected 
to a nonlincar temperature drop of AT = 20 sin 9 °F, 
where 6 is in radians, determine the circumferential stress in 
the band. 





Prob, 8-13 


8-14, The ring, having the dimensions shown, is placed 
over a flexible membrane which is pumped up with à 
pressure p. Determine the change in the internal radius ol 
the ring after this pressure is applied. The modulus of 
elasticity for the ring is E. 





Proh, 8-14 


8-15. The inner ring A has an inner radius r, and outer 
radius r; Before heating, the outer ring B has an inner 
radius ry and an outer radius e, and rs > ry, If the outer ring 
is heated and then fitted over the inner ring, determine the 
pressure between the two rings when ring B reaches the 
temperature of the inner ring, The material has a modulus of 
elasticity of E and a coefficient of thermal expansion of a. 





Prob. 8-15 
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*8-16. The cylindrical tank is fabricated by welding à 
strip of thin plate helically, making an angle @ with the 
longitudinal axis of the tank. If the strip has a width w and 
thickness f, and the gas within the tank of diameter d is 
pressured to p, show that the normal stress developed along 
the strip is given by g, = (pd/8t(3 — cos 20). 





Prob. 8-16 


8-17. In order to increase the strength of the pressure 
vessel. filament winding of the same material is wrapped 
around the circumference of the vessel as shown. If the 
pretension in the filament is T and the vessel is subjected to 
an internal pressure p, determine the hoop stresses in the 
filament and in the wall of the vessel. Use the free-hody 
diagram shown, and assume the filament winding has à 
thickness /^ and width w for a corresponding length of the 
vessel 





Prob. 8-17 
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8.2 State of Stress Caused 
by Combined Loadings 


In previous chapters we developed methods for determining the stress 
distributions in a member subjected to either an internal axial force, a 
shear force, a bending moment, or a torsional moment. Most often, 
however, the cross section of a member is subjected to several of these 
loadings simultaneously. When this occurs, the method of superposition 
can be used to determine the resultant stress distribution. Recall from 
Sec. 4.3 that the principle of superposition can be used for this purpose 
provided a linear relationship exists between the stress and the loads. 
Also, the geometry of the member should not undergo significant change 
when the loads are applied. These conditions are necessary in order to 
ensure that the stress produced by one load is not related to the stress 
produced by any other load. 





Procedure for Analysis 


This chimney is subjected to the combined 

loading of wind and weight. It is important 

to investigate the tensile stress in the The following procedure provides a general means for establishing 

chimney Since masonry m weak im tension the normal and shear stress components ata point in a member 
when the member is subjected to several different types of loadings 
simultaneously. It is assumed that the material is homogeneous and 
behaves in a linear elastic manner. Also, Saint-Venant's principle 
requires that the point where the stress is to be determined is far 
removed from any discontinuities in the cross section or points of 
applied load. 


Internal Loading. 


* Section the member perpendicular to its axis at the point where 
the stress is to be determined and obtain the resultant internal 
normal and shear force components and the bending and 
torsional moment components. 


* The force components should act through the centroid of the 
cross section, and the moment components should be computed 
about centroidal axes, which represent the principal axes of 
inertia for the cross section. 


Stress Components. 


* Determine the stress component associated with each internal 
loading. For each case, represent the effect either as a distribution 
of stress acting over the entire cross-sectional area, or show the 
stress on an element of the material located at a specified point 
on the cross section. 
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Normal Force. 

* The internal normal force is developed by a uniform normal-stress 
distribution determined from z = P/A. 

Shear Force. 

* The internal shear force in a member is developed by a 
shear-stress distribution determined from the shear formula, 
r= VQ/It. Special care, however, must be exercised when 
applying this equation, as noted in Sec. 7.2. 


Bending Moment. 

* For straight members the internal bending moment is developed by 
a normal-stress distribution that varies linearly from zero at the 
neutral axis to a maximum at the outer boundary of the member. 
This stress distribution is determined from the flexure formula, 
v = My/T. If the member is curved, the stress distribution is 
nonlinear and is determined from e = My/[Ae( R — v)]. 

Torsional Moment. 

* For circular shafts and tubes the internal torsional moment is 


developed by a shear-stress distribution that varies linearly from 
the central axis of the shaft to a maximum at the shaft's outer 
boundary. This stress distribution is determined from the 
torsional formula, r = Tp/J. 

Thin-Walled Pressure Vessels. 


* If the vessel is a thin-walled cylinder, the internal pressure p 
will cause a biaxial state of stress in the material such that the 
hoop or circumferential stress component is v, = pr/t and the 
longitudinal stress component is a»  pr/2t. If the vessel is a thin- 
walled sphere, then the biaxial state of stress is represented by two 
equivalent components, each having a magnitude of o: = pr/2r. 

Superposition. 

* Once the normal and shear stress components for each loading 
have been calculated, use the principle of superposition and 
determine the resultant normal and shear stress components. 

* Represent the results on an element of material located at the 
point, or show the results as a distribution of stress acting over 
the member's cross-sectional area. 





Problems in this section, which involve combined loadings, serve as a 
basic review of the application of the stress equations mentioned above, 
A thorough understanding of how these equations are applied, as 
indicated in the previous chapters, is necessary if one is to successfully 
solve the problems at the end of this section. The following examples 
should be carefully studied before proceeding to solve the problems. 
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A force of 150 Ib is applied to the edge of the member shown in 
Fig. 83a. Neglect the weight of the member and determine the state 
of stress at points B and C. 


SOLUTION 
Internal Loadings. The member is sectioned through B and C. For 
equilibrium at the section there must be an axial force of 150 Ib acting 
through the centroid and a bending moment of 75) Ib · in. about the 
centroidal or principal axis, Fig. 8-3h. 
Stress Components. 
Normal Force. The uniform normal-stress distribution due to the 
normal force is shown in Fig. 8-3c. Here 

P 


774 (MUi)4dmn) ^ 


Bending Moment. Thc normal-stress distribution due to the 
bending moment is shown in Fig. 83d. The maximum stress is 


Me = 7801Ib- in.(S in.) 
(mus ™ je Oe 


Lammy P9 


Superposition. If the above normal-stress distributions are added 
algebraically, the resultant stress distribution is shown in Fig. 8-3e. 
Although it is not needed here, the location of the line of zero stress 
can be determined by proportional triangles: ie., 
75psi AS psi 
x  (10in. — x) 
x = 3.33 in. 
Elements of material at B and C are subjected only to normal or 
uniaxial stress as shown in Figs. 8-3/ and 83g. Hence, 
on -—75ps (tension) Ans 
ac 7 iSpsi (compression) 


(lin, — x) 
Bending Moment Combined Loading 
(di (e) 
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The tank in Fig. 8-44 has an inner radius of 24 in. and a thickness 
of (0.5 in. It is filled to the top with water having a specific weight 
of y, = 624 Ib/ft. If it is made of steel having a specific weight of 
ya = 490 Ib/ft*, determine the state of stress at point A. The tank is open 
at the top. 


SOLUTION 

Internal Loadings. The free-body diagram of the section of both 
the tank and the water above point A is shown in Fig. 8-45. Notice that 
the weight of the water is supported by the water surface just below the 
section, not by the walls of the tank. In the vertical direction, the walls 
simply hold up the weight of the tank. This weight is 


245 V. 24, V. 
Wa = YaV a = (490 iie) = (2590) u (2) |e ft) 


= 777.7 lb 


The stress in the circumferential direction is developed by the water 
pressure at level A. To obtain this pressure we must use Pascal's law, 
which states that the pressure at a point located a depth z in the water is 
p = Yet Consequently, the pressure on the tank at level A is 


p = Yor = (62.4 Ib/ft"}(3 ft) = 187.2 1b/ft? = 1.30 psi 


Stress Components. 

Circumferential Stress. Since r/t = 24 in./0.5 in. = 48 > 10. the tank 
is a thin-walled vessel. Applying Eq. 8-1, using the inner radius r = 24 in., 
we have 


— 1.30 Ib/in? (24 in.) x : 
a; ; S in. 62.4 psi Ans. 


Stress. Since the weight of the tank is supported 
uniformly by the walls, we have 


PEN. ee NUNC 
? A.  m[245in.Y — (24 in] 


NOTE: Equation 8-2, m- = pr/2t, does not apply here, since the tank is 
open at the top and therefore, as stated previously, the water cannot 
develop a loading on the walls in the longitudinal direction. 

Point A is therefore subjected to the biaxial stress shown in Fig. 8-4c. 
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The member shown in Fig. 8-54 has a rectangular cross section. 
Determine the state of stress that the loading produces at point C 


25mm 


97.59 kN 


21.93 kN 
(ci 


Fig. 8-5 


SOLUTION 

Internal Loadings. The support reactions on the member have 
been determined and are shown in Fig. 8-55. If the left segment AC of 
the member is considered, Fig. 8-5c, the resultant internal loadings 
at the section consist of a normal force, a shear force, and a bending 
moment, Solving, 


N = 1645 kN V = 21.93 kN M = 3289 kN*:m 
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e= LX MPa 


re = 65.16 MPa 


Normal Force Shear Force Bending Moment 


(d) (c) 
Fig. 8-5 (cont.) 


Stress Components. 
Normal Force. The uniform normal-stress distribution acting over 
the cross section is produced by the normal force, Fig. 8-54. At point C, 


P 1645(10) N 
dc "7X" 10050 m)(0250m) e MPa 


Shear Force. Here the area A’ = Ü). since point C is located at the 
top of the member. Thus Q = y'A' = (hand for C, Fig. 8-5e. the shear 
stress 


+ = {) 


Bending Moment. Point C is located at y = c = 0.125 m from the 
neutral axis. so the normal stress at C. Fig. 8-57, is 


Superposition. The shear stress is zero. Adding the normal stresses 
determined above gives a compressive stress at C having a value of 


gc = 1.32 MPa + 63.16 MPa = 64.5 MPa Ans 


This result, acting on an clement at C, is shown in Fig. 8-5g. 





a 
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The rectangular block of negligible weight in Fig. 8-6a is subjected to 
a vertical force of 40 kN, which is applied to its corner. Determine the 
largest normal stress acting on a section through ABCD, 


SOLUTION 

Internal Loadings. If we consider the equilibrium of the bottom 
segment of the block, Fig. 8-65, it is seen that the 40-kN force must act 
through the centroid of the cross section and two bending-moment 
components must also act about the centroidal or principal axes of 
inertia for the section. Verify these results. 


Stress Components. 
Normal Force. The uniform normal-stress distribution is shown in 
Fig. 8-6c. We have 
P — 406(010') N 
A (08m)04m) > 

Bending Moments. The normal-stress distribution for the 8-kN +m 
moment is shown in Fig, 846d, The maximum stress is 

Mw, Ë 8(10°) N+ m(0.2 m) à 

1, [5(08m)(04m)| 


Likewise. for the 16-kN-m moment, Fig. 8-6e, the maximum 
normal stress is 


375 kPa 


Tmax 


Myc, 
I 


Y 


Superposition. By inspection the normal stress at point C is the 
largest since each loading creates a compressive stress there. Therefore 


gc = -125kPa — 375 kPa — 375 kPa = -875 kPa — Aux 


375 kPa 


Bending moment 
(40 kN} (8 kN: m) (16 kN-m) 


(c) (di (el 








8.2 Stare OF Stress CAUSED BY COMBINED LOADNGS 419 


EXAMPLE 


A rectangular block has a negligible weight and is subjected to a vertical 
force P, Fig. 8-7a. (a) Determine the range of values for the eccentricity 
e, of the load along the y axis so that it does not cause any tensile stress 
in the block. (b) Specify the region on the cross section where P may be 
applied without causing a tensile stress in the block, 


SOLUTION 


Part (a). When P is moved to the centroid of the cross section, Fig. 8-7b, 
it is necessary to add a couple moment M, — Pe, in order to maintain a 
statically equivalent loading. The combined normal stress at any coordinate 
location v on the cross section caused by these two loadings is 


g = 


Here the negative sign indicates compressive stress, 
For positive e,, Fig. 8-7a, the smallest compressive 
stress will occur along edge AB, where y = —h/2, 
Fig. 8-7b. (By inspection, P causes compression 
there, but M, causes tension.) Hence, 


P Aeh 
Tan = — Al! A, 


This stress will remain negative, i.c., compressive, 
provided the term in parentheses is positive; i.e.. 


Ae, hi 
21, 


Since A = bh and 1, = —bh`. then 


y > 


6e, L 
l>r ur ee Ans. 
as P 


In other words, if ^14 = e, = +h, the stress in the block along edge AB 
or CD will be zero or remain compressive. 


NOTE: This is sometimes referred to as the "middle-third rule.” It is very 
important to keep this rule in mind when loading columns or arches having 
a rectangular cross section and made of material such as stone or concrete, 
which can support little or no tensile stress We can extend this analvsis in 
the same way bv placing P along the x axis in Fig. 8-7. The result will 
produce a shaded parallelogram shown in Fig, 8—7c. This region is referred 
to as the core or kern of the section. When P is applied within the kern, the 
normal stress at the corners of the cross section will be compressive. 


Here is an example of where combined 
axial and bending stress can occur. 
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The solid rod shown in Fig. 8-8a has a radius of 0,75 in. If it is subjected 
to the force of 500 Ib, determine the state of stress at point A. 


SOLUTION 


Internal Loadings. The rod is sectioned 
through point A. Using the free-body 
diagram of segment AB. Fig. 8-8), the 
resultant internal loadings are determined 
from the equations of equilibrium. Verify 
these results. In order to better "visualize" 
the stress distributions due to these 
loadings, we can consider the equal but 
apposite resultants acting on segment AC, 
Fig. S-Rc. 

Stress Components. 

Normal Force. The normal-stress distri- 


bution is shown in Fig. 8-8d. For point A, 
we have 


P _ 500ib 
A w(0.75 in.) 


(a4), = = 283 psi = 0.283 ksi 


Bending Moment. For the moment, c = 0.75 in., so the 
normal stress at point A, Fig. 8-8e, is 


Mc — 7000 Ib «in. (0.75 in.) 
(m4), = — — 
[37(0.75 in.)*] 
= 21.126 psi = 21.13 ksi 
Superposition. When the above results are superimposed, it is seen 
that an element of material at A is subjected to the normal stress 


— (o4), = 0.283 ksi + 21.13 ksi = 21.4 ksi Ans 


500 Ih 
LU. 283 ksi 


Normal force Bending moment 
(500 IE) (7000 Ihn. ) 


(di (e) 
Fig. 8-8 
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The solid rod shown in Fig. 8-94 has a radius of 0.75 in. If it is subjected 
to the force of 800 Ib. determine the state of stress at point A. 


SOLUTION 

Internal Loadings. The rod is sectioned through 
point A, Using the free-body diagram of segment AB, 
Fig. 8-9b, the resultant internal loadings are 
determined from the six equations of 
equilibrium. Verify these results. The equal 

but opposite resultants are shown acting on 

segment AC, Fig. 8-9c. 


Stress Components. 
Shear Force. The shear-stress distribution is shown in 
Fig. 8-94. For point A, Q is determined from the shaded semi- 
circular area. Using the table on the inside front cover, we have 
y'A' AK — i 035i ] 0.2813 in? 
Q y 3z 57 75 in.) in 


so that 


vo 800 Ib( 0.2813 in*) 


Tos TAA åa — aii — 
(Tyz)a T — in.) [210.75 in.) RUG Ib (14 in.) — 11 200 Ibn. 


= 604 psi = 0.004 ksi DO Th (10 in.) = 8000 Pim. 


Bending Moment. Since point A lies on the neutral 
axis, Fig, 8-9e, the normal stress is 
a D " 
Torque. Atpoint A, py = c = 0.75 in., Fig. 8S-9f. Thus the shear stress is 


Te _ M 200 Ib in.(0,75 in.) ' ; 
—=— N. 16 901 psi = 16.90 ksi 
J $7(01.75 in. "| 


Superposition. Here the clement of material at A is subjected only to 
a shear stress component, where 


(7,:)4 * 0.604 ksi + 16.90 ksi = 17.5 ksi Ans. 


SIMD Iban, A 
= + + 
H 200 Ihm 
wn (LM ku a 165.90 ksi 


Shear force Rending moment Torsional moment 
(800 Th) (8000 bin) (11 200 Ibini 


idi te} in 
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| FUNDAMENTAL PROBLEMS 


F8-1. Determine the normal stress developed at corners F8-3, Determine the state of stress at point A on the cross 
A and B of the column. section of the beam at section a-a. 








F8-2. Determine the state of stress at point A on the cross F8—4, Determine the magnitude of the load P that will 
section at section a-a of the cantilever beam, cause a maximum normal stress of Fma = 30 ksi in the 
link along section a-u, 


AX) kN 






Fase 
ñi 





fee] ^ asi. 
300 mm az 2in.-+| T 
LOC man ii 
Ms 
I— 
HO mm 
Section o-a 





F8-2 
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F8-&, The beam has a rectangular cross section and is F3-7, Determine the state of stress at point A on the cross 
subjected to the loading shown, Determine the components section of the pipe at section o-a. 
of stress e, , ry, and 7,, at point B. 


* 





Pa-5 Section -a 


he), Determine the state of stress at point A on the cross 


Section of the pipe assembly at section a-a, F8-8, Determine the state of stress at point A on the cross 


section of the shaft at section a-«, 







` 
300 mm 


MXN 





Section a-a Section a-a 
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fal] PROBLEMS 


8-18, The vertical force P acts on the bottom of the plate 
having a negligible weight. Determine the shortest distance 
id to the edge of the plate at which it can be applied so that 
it produces no compressive stresses on the plate at section 
a-a. The plate has a thickness of 10 mm and P acts along the 
center line of this thickness, 





300 mm 


500 mm 


P 


Prob. #-18 


8-19. Determine the maximum and minimum normal 
stress in the bracket at section a-a when the load is applied 
at x = t), 


*8-20. Determine the maximum and minimum normal 
stress in the bracket at section a—a when the load is applied 
atx = 300 mm. 


Ht kN 





Probs, 8-19/20 


*8-21. The coping saw has an adjustable blade that is 
tightened with a tension of 40 N. Determine the state of 
stress in the frame at points A and H, 






100 men 


Prob. 8-21 


8-22, The clamp is made from members AB and AC, 
which are pin connected at A, If it exerts a compressive 
foree at C and B of 180 N, determine the maximum 
compressive stress in the clamp at section a-a. The screw EF 
i$ Subjected only to a tensile force along its axis, 


8-23, The clamp is made from members AB and AC, 
which are pin connected al A. Lf it exerts a compressive 
force at C and B of 180 N. sketch the stress distribution 
acting over section a-a. The screw EF is subjected only to 
a tensile force along its axis. 


Simm, 4i mm 







ISOU N 
zu mm 
a 
I5 mm I80N 
Section a-a 





8.2 


*8-24, The bearing pin supports the load of 700 Ih. 
Determine the stress components in the support member 
at point A. The support is 0,5 in. thick. 


*8-25. The bearing pin supports the load of 700 lh. 
Determine the stress components in the support member 
at point B. The support is 0.5 in. thick. 





700 Ih 


Probs, 8-24/25 


8-26. The offset link supports the loading of P = 30 kN. 
Determine its required width w if the allowable normal 
stress ÍS Fale = 73 MPa. The link has a thickness of 41 mm. 


8-27, The offset link has a width of w = 200 mm and à 
thickness of 40 mm. Tf the allowable normal stress is 
Tyce = 15 MPa, determine the maximum load P that can 
be applied to the cables. 
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*8-28. The joint is subjected to a force of P = 80 |b and 
F = 0. Sketch the normal-siress distribution acting over 
section a-a if the member has a rectangular cross-sectional 
arca of width 2 in. and thickness 0.5 in. 


*8-29, The joint is subjected to a force of P = 200 Ib and 
F = 150 ib. Determine the state of stress at points A and B 
and sketch the results on differential elements located at 
these points, The member has à rectangular cross-sectional 
area of width 0,75 in. and thickness 0.5 in. 





Probs. 8-28/29 


8-30. If the 75-ke man stands in the position shown, 
determine the state of stress at point A on the cross section 
of the plank at section g-a. The center of gravity of the man 
is at G. Assume that the contact point at C is smooth. 





Section a - a amd h = h 


Prob, 8-30 
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8-31, Determine the smallest distance d to the edge of the 
plate at which the force P can be applied so that it produces 
no compressive stresses in the plate at section a-a. The 
plate has a thickness of 20 mm and P acts along the 
centerline of this thickness. 


*8-32. The horizontal foree of P = 80 kN acts at the end 
of the plate. The plate has a thickness of 10 mm and P acts 
along the centerline of this thickness such that d = 50 mm. 
Plot the distribution of normal stress acting along 
section a~u. 





Probs, 8-31/32 


*8-33, The pliers are made from two steel parts pinned 
together at A. If a smooth bolt is held in the jaws and a 
gripping force of 10 Ib is applied at the handles, determine 
the state of stress developed in the pliers at points B and C. 
Here the cross section is rectangular. having the dimensions 
shown in the figure. 


8-34, Solve Prob, 8-33 for points D and F. 


lth 





Io ib 


Probs. 8-33/34 


8-35. The wide-llange beam is subjected to the loading 
shown. Determine the stress components at points A and B 
and show the results on à volume element at each of these 
points. Use the shear formula to compute the shear stress 


2500 Th 300 Ih 


500 Ih 





l-4 inl 


115 in. 


Prob, 8-15 


*8-36. The drill is jammed in the wall und is subjected to 
the torque and force shown. Determine the state of stress at 
point A on the cross section of drill hit at section a-a, 


*8-37. The drill is jammed in the wall and is subjected to 
the torque and force shown. Determine the state of stress at 
point B on the cross section of drill bit at section g-a. 





Section qa — ar 


Probs, 836/37 
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8-38. Since concrete can support little or no tension, this 
problem can be avoided by using wires or rods to prestress 
the concrete. once it is formed. Consider the simply 
supported beam shown. which has a rectangular cross 
section of 18 in. by 12 in. Tf concrete has a specific weight of 
1501b/f determine the required tension in rod AB, which 
runs through the beam so that no tensile stress is developed 
in the concrete al its center section a-& Neglect the size of 
the rod and any deflection of the beam. 


8-39, Solve Proh. 8-38 if the rod has a diameter of 0.5 in. 
Use the transformed area method discussed in Sec. 6,6 
E, = 29(10°) ksi, E. = 3.60010") ksi. 





*8-40. Determine the state of stress at point A when 
the beam is subjected to the cable force of 4 KN. Indicate 
the result as a differential volume clement. 


*8-41. Determine the state of stress at point H when 
the beam is subjected to the cable force of 4 kN. Indicate 
the result as a differential volume element. 





100 mm al 
is 200 mm 
15 mm 
BZ 
150 mm zO mun 
Probs, 840/41 


8-42. The bar has a diameter of SU mm. Determine the 
stress components that act at point A and show the results 
on a volume clement located at this point. 


8-43, The bar has a diameter of 80 mm. Determine the 
stress Components that act at point B and show the results 
on a volume element located at this point, 





5kN Probs, 8542/43 


*8-44. Determine the normal stress developed at points 
A and B. Neglect the weight of the hlock. 


e845. Sketch the normal stress distribution acting over the 
cross section at section a-a, Neglect the weight of the block. 


^ kip 





8-46. The support is subjected to the compressive load P. 
Determine the absolute maximum and minimum normal 
stress acting in the material. 





Prob, 546 
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8-47. The support is subjected to the compressive load P, *8-49, If the baby has à mass of 5 ke and his center of 
Determine the maximum and minimum normal stress mass is at G, determine the normal stress at points A and B 
acting in the material. All horizontal cross sections are on the cross section of the rod at section a-a. There arc two 
circular. rods, one on each side of the cradle 


sI mm 





Section a—a 


Prob. 8-49 
8-50. The C-clamp applies a compressive stress on the 
cylindrical block of 80 psi, Determine the maximum normal 
stress developed in the clamp. 






U25 in. 


Prob, $47 


*8—48. The post has a circular cross section of radius e. 
Determine the maximum radius e at which the load can be 
applied so that no part of the post experiences a tensile 
stress Neglect the weight of the post. 


Prob. #50 


8-51, A post having the dimensions shown is subjected to 
the bearing load P. Specify the region to which this load can 
be applied without causing tensile stress to be developed at 
points A, B, C, and D. 





Prob. $48 b, 8-51 
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“8-52. The hook is used to lift the force of &X) Ib. 8-55, The bar has a diameter of 40 mm. If it is subjected to 
Determine the maximum tensile and compressive stresses the two force components at its end as shown, determine 
at section d-« The cross section is circular and has a the stale of stress at point A and show the results on a 
diameter of 1 im, Use the curved-beam formula to compute differential volume clement located at this point. 


the bending stress. 
— —* *8-56. Solve Prob, 8-55 for point B 


FH ph WU Eh 





edu Hs 


Prob. 8-52 


«8-53, The masonry pier is subjected to the SUO-KN Toad. 
Determine the equation of the line y — f(x) along which 
the load can he placed without causing a tensile stress in the 
pier. Neglect the weight of the pier 


e#-57. The 2-in-diameter rod is subjected to the loads 
shown. Determine the stale of stress at point A, and show the 
results on a differential element located at this point, 


8-58, The 2-in.-diameter rod is subjected to the loads 
shown. Determine the state of stress at point B, and show 
the results on a differential element located at this point. 


8-54, The masonry pier is subjected to the BUO-kN load. If 
x = 0.25 m and y = 0.5m, determine the normal stress at 
each corner A, B, C, D (not shown) and plot the stress 
distribution over the eross section. Neglect the weight of 
the pier. 





NIXI KN : 






eun m 
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8-89, If P = 60kN, determine the maximum normal 
stress developed on the eross section of the column, 


“8-60, Determine the maximum allowable force P. if the 
column is made from material having an allowable normal 
stress of m, 7 100 MPa. 


13 mni HO0 mm 






100 mm 


Probs. 8-59/64 


*8-61, The beveled gear is subjected to the loads shown, 
Determine the stress components acting on the shaft at 
point A, and show the results on a volume clement located 
at this point, The shaft has a diameter of 1 in, and is fixed to 
the wall at C, 


8-62. The beveled gear is subjected to the loads shown. 
Determine the stress components acting on the shaft at 
point B, and show the results on à volume element located 
at this point. The shaft has a diameter of | in, and is fixed to 
the wall at C. 








863. The uniform sign has s weight of 1500 tb and 
is supported by the pipe AB, which has an inner radius of 
2.75 in. and an outer radius of 3.00 in, If the face of the sign 
is subjected to a uniform wind pressure of p = 150 Ib/ft, 
determine the state of stress at points C and D. Show the 
results on a differential volume clement located at cach of 
thesc points, Neglect the thickness of the sign, and assume 
that it is supported along the outside edge of the pipe, 


*8-64. Solve Prob. 8-63 for points F and F 


2 150 thie 





Probs. 863/64 


*B-65. Determine the state of stress at point A on the 
cross section of the pipe at section a—. 


8-66. Determine the state of stress at point B on the cross 
section of the pipe at section a-a. 


A 





lO m llin. 
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*8-67, The eccentric force P is applied at à distance e, 
from the centroid on the concrete. suppor shown. 
Determine the range along the y axis where P can be applied 
on the cross section so that no tensile stress is developed in 
the material. 





*8-68. The bar has a diameter of 40 mm. If it is subjected 
to a force of S00 N as shown, determine the stress components 
that act at point A and show the results on a volume element 
located at this point 


*8—-69. Solve Prob. 8-68 for point B. 








8-70. The j-in.-diameter shaft is subjected to the loading 
shown, Determine the stress components at point A. Sketch 
the results on a volume element located at this point. The 
journal! bearing at C can exert only force components C, 
and C. on the shaft, and the thrust bearing at D can exert 
force components D,, D,, and D. on the shaft. 


8-71. Solve Prob. 8-70 for the stress components at 
point B. 


*8-72. The hook is subjected to the force of 80 Ih, 
Determine the state of stress at point A at section a-a. The 
cross section is circular and has a diameter of 0.5 in. Use the 
curved-beam formula to compute the bending stress. 





*8-73. The hook is subjected to the force of 80 tb. 
Determine the state of stress at point H at section a-a. The 
cross section has a diameter of 0.5 in. Use the eurved-heam 
formula to compute the bending stress. 


SI Ih 
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CHAPTER REVIEW 


A pressure vessel is considered to 
have a thin wall provided r/í = 10, 
For # thin-walled cylindrical vessel, 
the circumferential or hoop stress is 


pr 
a; € — 
1 
This stress is Twice as preat as the 
longitudinal stress, 





pr 
gs = — 
DET. 


Thin-walled spherical vessels have the 
same stress within their walls in all 
directions It is 


r 
— 


21 


Superposition of stress components 

can be used to determine the normal 

and shear stress at a point in a member 

subjected 10 à combined loading. To 

do this, it is first necessary to determine 

the resultant axial and shear forces and 

the internal resultant torsional and 

bending moments at the section where 

the paint is located. Then the normal 

and shear stress resultant components 

| et the point are determined by 

| algebraically adding the normal and 

shear stress components of cach 
loading. 
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CONCEPTUAL PROBLEMS 





P8-1. Explain why failure of this garden hose occurred 
near its end and why the tear occurred along its length. Use 
numerical values to explain your result. Assume the water 
pressure is 30 psi, 





P8-2. This open-ended silo contains granular material. It 
is constructed from wood slats and held together with steel 
bands. Explain, using numerical values, why the bands are 
not spaced evenly along the height of the cylinder, Also, 
how would vou find this spacing if each band is to be 
subjected to the same stress? 


P8-3 


P8-3. Unlike the turnbuckle at B, which is connected 
along the axis of the rod, the one at A has been welded to the 
edges of the rod, and so it will be subjected to additional 
stress. Use the same numerical values for the tensile load in 
cach rod and the rod's diameter. and compare the stress in 
each rod 





Ps 


P8-4. A constant wind blowing against the side of this 
chimney has caused creeping strains in the mortar joints, such 
that the chimney has a noticeable deformation. Explain how 
to obtain the stress distribution over à section at the base ol 
the chimney, and sketch this distribution over the section 
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F3 REVIEW PROBLEMS 


8-74, The block is subjected to the three axial loads *8-77. The eye is subjected to the forec of 50 th, 
shown, Determine the normal stress developed at points A Determine the maximum tensile and compressive stresses at 
and B, Neglect the weight of the block, section a—a. The cross section is circular and has a diameter 

of 0,25 in, Use the curved-bcam formula to compute the 


100 th bending stress. 


8-78. Solve Prob. 8-77 if the cross section is square, having 
dimensions of 0.25 in. by 0.25 in. 





‘a 


Proh. 8-74 


8-75, The 2(-kg drum is suspended from the hook 
mounted on the wooden frame Determine the state of 
stress at point F on the cross section of the frame at 
section a-a. Indicate the results on an element. Probs, 8-77/78 





*8-76. The 20-ke drum is suspended from the hook 
mounted on the wooden frame Determine the state of 
stress at point F on the cross section of the frame at 
section b—-b. Indicate the results on an clement. 


8-79. If the cross section of the femur at section a-a can 
be approximated as a circular tube as shown, determine the 
maximum normal stress developed on the cross section ut 
section a-a due to the load of 75 Ih. 

SU mm 


E... 
25 mm]. | 


75 min 







0,5 m 05 m 


Section a = à 


25 mm 


Section h — b 





Probs. 8-75/76 Prob. #79 





*8-80. The hydraulic cylinder is required to support a 
force of P = 100 kN. If the cylinder has an inner diameter 
of 100 mm and is made from a material having an allowable 
normal stress of Oy. = 150 MPa, determine the required 
minimum thickness t of the wall of the cylinder, 

*8-81, The hydraulic cylinder has an inner diameter of 
100 mm and wall thickness of f = 4 mm. If it is made from 
a material having an allowable normal stress of eu, = 
150 MPa, determine the maximum allowable force P 


P 






100 mm 


Probs. 8-80/81 


8-82, The screw of the clamp exerts à compressive force 
of 500 Ib on the wood blocks Determine the maximum 
normal stress developed along section a-a The cross 
section there is rectangular, 0.75 in. by 0-50 in. 





0 TS in. 


Prob. 8-82 





Review PROBLEMS 435 


8-83. Air pressure in the cylinder is increased by exerting 
forces P = 2 kN on the two pistons, each having a radius 
of 45 mm. H the cylinder has a wall thickness of 2 mm, 
determine the state of stress in the wall of the cylinder 


*8-84. Determine the maximum force P that can be 
exerted on cach of the two pistons so that the circumferential 
stress component in the cylinder does not exceed 3 MPa. 
Each piston has a radius of 45 mm and the cylinder has a 
wall thickness of 2 mm. 





*B-8S. The cap on the cylindrical tank is bolted to the tank 
along the flanges. The tank has an inner diameter of 1.5 m 
and a wall thickness of 15 mm. If the largest normal stress is 
not to exceed 150 MPa, determine the maximum pressure 
the tank can sustain, Also, compute the number of bolts 
required to attach the cap to the tank if each holt has a 
diameter of 20 mm, The allowable stress for the bolts is 
(uou) = 180 MPa. 


8-86. The cap on the cylindrical tank is bolted to the tank 
along the flanges, The tank has an inner diameter of 1.5 m 
and a wall thickness of 18 mm. If the pressure in the tank is 
p = L20 MPa. determine the force in cach of the 16 bolts 
that arc used to attach the cap to the tank. Also, specify the 
Stale of stress in the wall of the tank 














These turbine blades are subjected to a complex pattern of stress. For d 





necessary to determine where and in what direction the maximum stress occurs 


Stress Transformation 


CHAPTER OBJECTIVES 


In this chapter, we will show how to transform the stress components 
that are associated with a particular coordinate system into components 
associated with a coordinate system having a different orientation, 
Once the necessary transformation equations are established, we will 
then be able to obtain the maximum normal and maximurn shear stress 
at a point and find the orientation of elements upon which they act. 
Plane-stress transformation will be discussed in the first part of the 
chapter, since this condition is most common in engineering practice. 
At the end of the chapter we will discuss a method for finding the 
absolute maximum shear stress at a point when the material is 
subjected to both plane and three-dimensional states of stress. 


9.1 Plane-Stress Transformation 


It was shown in Sec. 1.3 that the general state of stress at a point is 
characterized by six independent normal and shear stress components, 
which act on the faces of an element of material located at the point, 
Fig. 9-la. This state of stress, however, is not often encountered in 
engineering practice. Instead, engineers frequently make approximations 
or simplifications of the loadings on a body in order that the stress 
produced in a structural member or mechanical element can be analyzed 
in a single plane. When this is the case, the material is said to be subjected to 
plane stress, Fig. 9—-1b. For example, if there is no load on the surface of a 
body, then the normal and shear stress components will be zero on the face 
of an element that lies on this surface. Consequently, the corresponding 
stress components on the opposite face will also be zero, and so the 
material at the point will be subjected to plane stress. This case occurred 
throughout the previous chapter. 
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CHAPTER 9 STRESS TRANSFORMATION 


iF, 





(a) 








General state of stress Plane stress 
fa) (hi 


Fig. 9-1 


The general state of plane stress at a point is therefore represented by 
à combination of two normal-stress components, ay, gy. and one shear- 
stress component, 7,,, which act on four faces of the element. For 
convenience, in this text we will view this state of stress in the x-y plane, 
Fig. 9—2a. If this state of stress is defined on an element having a different 
orientation as in Fig. 9-25, then it will be subjected to three different 
stress components defined as gy, oy. Tyy- In other words, the state of 
plane stress at the point is uniquely represented by two normal stress 
components and one shear stress component acting on an element that 
has a specific orientation at the point. 

In this section, we will show how to transform the stress components 
from the orientation of an clement in Fig. 92a to the orientation of the 
clement in Fig. 9-25. This is like knowing two force components, say, F, 
and F,. directed along the x, v axes, that produce a resultant force Fg. 
and then trying to find the force components Fy and Fy, directed along 
the x’, v' axes, so they produce the same resultant. The transformation 
for force must only account for the force components magnitude and 
direction, The transformation of stress components, however, is more 
difficult since the transformation must account for the magnitude and 
direction of each stress component and the orientation of the area upon 
which each component acts. 
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Procedure for Analysis 


If the state of stress at a point is known for a given orientation of an 
element of material, Fig. 93a, then the state of stress in an clement 
having some other orientation, 8, Fig. 9-35. can be determined using 
the following procedure. 


* To determine the normal and shear stress components oy, Tey 
acting on the +x' face of the element, Fig. 9-35, section the 
element in Fig. 9-3a as shown in Fig. 9-3c. If the sectioned area is 
A A, then the adjacent areas of the segment will be AA sin 8 and 
AA cos 8. 


Draw the free-body diagram of the segment, which requires 
showing the forces that act on the segment, Fig. 9-34. This is done 
by multiplying the stress components on cach face by the area 
upon which they act. 

Apply the force equations of equilibrium in the x' and y' 
directions The area A A will cancel from the equations and so the 
Iwo unknown stress components oy and 7, , can be determined. 


If vy, acting on the +y' face of the clement in Fig. 9-35, is to be 
determined, then it is necessary to consider a segment of 
the element as shown in Fig. 9-3e and follow the same procedure 
just described. Here, however, the shear stress z, does not have 
to be determined if it was previously calculated, since it is com- 
plementary, that is, it must have the same magnitude on cach of 
the four faces of the element, Fig. 9-35. 









T, A cosh 


Tr À A sin f 





TSA sin à 
(c) (d) (c) 
Fig. 9-3 
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AA 
— i». 


AA cos 30° 


SU MPa 


The state of plane stress at a point on the surface of the airplane 
fuselage is represented on the element oriented as shown in Fig. 9-44. 
Represent the state of stress at the point on an element that is oriented 
30° clockwise from the position shown. 


—— 


SOLUTION 

The rotated element is shown in Fig. 94d. To obtain the stress 
component on this element we will first section the element in Fig 94a 
by the line a-a. The bottom segment is removed, and assuming the 
sectioned (inclined) plane has an area À A, the horizontal and vertical 
planes have the areas shown in Fig. 94h. The free-body diagram of this 
segment is shown in Fig, 9-4. Applying the equations of force 
equilibrium in the x and y’ directions to avoid a simultaneous solution 
for the two unknowns m , and ty, we have 


+ZEFe = 0; ay AA - (50 AA cos 30") cos 30" 
+ (25 AA cos 30") sin 30° + (80 AA sm 30") sin 30" 
+ (25 AA sin 30^) cos 30° = (I 
ow, = —4.15 MPa Ans. 


TMEF,—4 Tes AA — (50 AA cos 30^) sin 30° 
— (25 SA cos 30°) cos 30° — (80 AA sin 30°) cos 30° 
+ (25 AA sin 30°) sin 30° 0 
Try = 68.8 MPa Ans. 
Since a, is negative, it acts in the opposite direction of that shown in 


Fig. 9—4c. The results are shown on the top of the element in Fig. 94d, 
since this surface is the one considered in Fig. 9—c. 
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We must now repeat the procedure to obtain the stress on the 
perpendicular plane b-h. Sectioning the element in Fig. 94a along 
b-h results in a segment having sides with areas shown in Fig. 94e. 
Orienting the +x' axis outward, perpendicular to the sectioned face, 
the associated free-body diagram is shown in Fig. 9-47. Thus, 


HN NNF =th ay AA — (25 AA cos 30°) sin 30° 
+ (80 AA cos 30°) cos 30^ — (25 AA sin 30") cos 30° 
= (50 AA sin 30°) sin 30° = (| 
oy = —258 MPa Ans 


—tyy AA + (25 AA cos 30°) cos 30° 
+ (80 AA cos 30^) sin 30* — (25 AA sin 30") sin 30^ 
+ (50 AA sin 30°) cos 30" = 0 
T,y = 68.8 MPa Ans 


Since oy is a negative quantity, it acts opposite to its direction shown 
in Fig. 9—4f. The stress components are shown acting on the right side 
of the element in Fig. 9—44. 

From this analysis we may therefore conclude that the state of stress 
at the point can be represented by choosing an element oriented as 
shown in Fig. 94a, or by choosing one oriented as shown in Fig. 9-44. 
In other words, these states of stress are equivalent. 


MAA iNT y 


AA sin Gr 


AA cos MY AA 
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9.2 General Equations of Plane-Stress 
Transformation 


The method of transforming the normal and shear stress components 
from the x, v to the x', y' coordinate axes, as discussed in the previous 
section, can be developed in a general manner and expressed as a set of 
stress-transformation equations 


Sign Convention. First we must establish a sign convention for 
the stress components. To do this the +x and +x’ axes are used to define 
the outward normal from a side of the element. Then a, and c, 
are positive when they act in the positive x and x' directions, and r,, and 
T,, are positive when they act in the positive y and y' directions, Fig. 9-5, 
The orientation of the plane on which the normal and shear stress 
components are to be determined will be defined by the angle #, which is 
measured from the +x axis to the +x’ axis, Fig. 9-5h. Notice that the 
unprimed and primed sets of axes in this figure both form right-handed 
coordinate systems; that is, the positive z (or z') axis is established by the 
right-hand rule. Curling the fingers from x (or x’) toward v (or y’) gives 
the direction for the positive z (or z') axis that points outward, along the 
thumb. The angle 0 will be positive provided it follows the curl of the 
right-hand fingers, i.e., counterclockwise as shown in Fig. 9-55. 


Normal and Shear Stress Components. Using the 
established sign convention, the element in Fig. 9-64 is sectioned along 
the inclined plane and the segment shown in Fig. 9-65 is isolated. 
Assuming the sectioned area is AA, then the horizontal and vertical faces 
of the segment have an area of AA sin 6 and AA cos 8, respectively. 





ta fb) 


Positive Sign Convention 
Fig. 9-5 
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The resulting free-hody diagram of the segment is shown in Fig. 9-6c. 
Applying the equations of equilibrium to determine the unknown normal 
and shear stress components oy and tyy, we have 
ZIF = Ü: ay AA — (Tiy AA sin 0) cos — (m, AA sin 8) sin 8 

— (z, AA cos 8) sin 8 — (m, AA cos 8) cos # = Ú) 
ay dg, COS 0 + a, sin 8 + z, (2 sin 0 cos 0) 
TMXF,.—44 tyy AA + (Tiy AA sin 9) sin 4 — (m, AA sinB) cos 
— (7,, AA cos #) cos A + (m, AA cos 9) sin = 0 
Toy = (m, — m,) sin # cos 0 + r, (cos? 6 — sin? 0) 
These two equations may be simplified by using the trigonometric 


identities sin 24 = 2 sin # cos 8, sin’ 8 = (1 — cos 28)/2, and cos? 8 = 
(1 + cos 28)/2, in which case, 


Ci Oe 
*—. $291 Ty, sin 28 (9-1) 


EQ 
— sin 20 + T xy cos 20 (9-2) 





If the normal stress acting in the y' direction is needed, it can be 
obtained by simply substituting (8 = @ + 90°) for @ into Eq. 9-1. 
Fig. 9-ôd. This vields 


g, +T G0, G, — Gy 
oy = — — «29 — 7,, Sin 28 (9-3) 


If oy is calculated as a positive quantity, it indicates that it acts in the 
positive v' direction as shown in Fig. 9-64. 


Procedure for Analysis 


To apply the stress transformation Eqs. 9-1 and 9-2, it is simply 
necessary to substitute in the known data for m,, Ty, Tsy: and ñ in 
accordance with the established sign convention, Fig. 9-5. If a, and 


Tey are calculated as positive quantities, then these stresses act in 
the positive direction of the x’ and y' axes. 


For convenience, these equations can easily be programmed on à 
pocket calculator. 












AA cos f 





(d) Fig 9-6 
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25.8 MPa 


The state of plane stress at a point is represented by the element shown 
in Fig. 97a, Determine the state of stress at the point on another 
element oriented 30° clockwise from the position shown. 


SOLUTION 

This problem was solved in Example 9.1 using basic principles. Here 
we will apply Eqs. 9-1 and 9-2. From the established sign convention, 
Fig. 9-5, it is seen that 


m, = -80MPa a, = 30MPa r,, = -25 MPa 


Plane CD. To obtain the stress components on plane CD. Fig. 97b. 
the positive x' axis is directed outward. perpendicular to CD. and the 
associated y' axis is directed along CD. The angle measured from the x 
to the x" axis is à = —3(^ (clockwise). Applying Eqs. 9-1 and 9-2 yields 
Ot Oy Or- Iy 
— US — cos 20  r,, sin 28 
š EIL + — s 2(-30°) + (—25) sin 2(-30°) 
= -258 MPa Ans 
g,— Gy 
2 
= — 2(—30^) + (—25) cos 2(—30°) 
= —68.8 MPa Ans 


The negative signs indicate that z, and r,, act in the negative x' and 
y' directions, respectively, The results are shown acting on the element 
in Fig, 9-74. 

Plane BC. In a similar manner, the stress components acting on face 
BC, Fig. 9-7e, are obtained using 8. = 60". Applying Eqs 9-1 and 9-2." 
We get 


Tey = — sin 28 + 7,, cos 20 


—g80 + —— 
_ —80 +50 , -80— 50 


— 5 cos 2(60") + (—25) sin 2(60°) 


= —4,15 MPa c- 
z = LP sin 2(60°) + (25) eos 2(60°) 
= 68.8 MPa Ans 


Here 7, has been calculated twice in order to provide a check. The 
negative sign for gy indicates that this stress acts in the negative x' 
direction, Fig. 9-7c. The results are shown on the element in Fig. 9-74. 


* Alternatively, we could apply Eq. 9-3 with & = — rather than Eq 9-1 
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9.3 Principal Stresses and Maximum 
In-Plane Shear Stress 


From Eus 9-1 and 9-2, it can be seen that the magnitudes of m , and Typy 
depend on the angle of inclination 8 of the planes on which these stresses 
act. In engineering practice it is often important to determine the 
orientation of the element that causes the normal stress to be a maximum 
and à minimum and the orientation that causes the shear stress to be à 
maximum. In this section each of these problems will be considered. 


In-Plane Principal Stresses. To determine the maximum and 
minimum normal stress, we must differentiate Eq. 9-1 with respect to 6 
and set the result equal to zero. This gives 


dea (,— dO, 
— = — sin 20) + 2r,, cos 28 = 0 
ú 


Solving this equation we obtain the orientation # = 8, of the planes of 
maximum and minimum normal stress. 


(9-4) 





The solution has two roots, 8, , and 0p, Specifically, the values of 24, 
and 26, are 180° apart, so 4,, and 4, will be 90° apart. 

The values of 0, and 4, must be substituted into Eq. 9-1 if we are to 
obtain the required normal stresses. To do this we can obtain the 
necessary sine and cosine of 20, and 28, from the shaded triangles 
shown in Fig. 9-8. The construction of these triangles is based on Eq. 9-4, 
assuming that z,, and (mv, — «,) are both positive or both negative 
quantities. 
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The cracks in this concrete beam were caused 
by tension stress, even though the beam was 
subjected. to both an internal moment and 
shear. The stress-transformation equations 
can be used to predict the direction of the 
cracks and the principal normal stresses that 
caused them. 





Substituting these trigonometrie values into Eq. 9-1 and simplifying, we 
obtain 


(9-5) 





Depending upon the sign chosen, this result gives the maximum or 
minimum in-plane normal stress acting at a point, where a, = r2- This 
particular set of values are called the in-plane principal stresses. and the 
corresponding planes on which they act are called the principal planes 
of stress, Fig. 9-9. Furthermore, if the trigonometric relations for 0, or 
#,, are substituted into Eq. 9-2, it can be seen that 7, = 0; in other 
words, no shear stress acts on the principal planes. 





in-plane principal stresses 


Fig. 9-9 
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Maximum In-Plane Shear Stress. The orientation of an element 
that is subjected to maximum shear stress on its sides can be determined 
by taking the derivative of Eq 9-2 with respect to 9 and setting the result 
equal to zero, This gives 


(9-6) 





The two roots of this equation, 6, and @,,, can be determined from the 
shaded triangles shown in Fig. 9-10. By comparison with Eq. 9-4, tan 24, 
is the negative reciprocal of tan 20, and so each root 28, is 90° from 26,, 
and the roots 8, and 6, are 45^ apart. Therefore, an element subjected to 
maximum shear stress will be 45* from the position of an element that 
is subjected to the principal stress. 

Using either one of the roots 8, or ñ,., the maximum shear stress can 
be found by taking the trigonometric values of sin 26, and cos 24, from 
Fig. 9-10 and substituting them into Eq. 9-2. The result is 





(9-7) 





The value of tes, as calculated from this equation is referred to as the 
maximum in-plane shear stress because it acts on the element in the x-y 
planc. 

Substituting the values for sin 28, and cos 24, into Eq. 9-1, we see that 
there is also an average normal stress on the planes of maximum in-plane 
shear stress. We get 


(9-8) 





Like the stress-transformation equations, it may be convenient to 
program Eus. 94 through 9-8 for use on a pocket calculator. 


Important Points 





The principal stresses represent the maximum and minimum 
normal stress at the point. 


When the state of stress is represented by the principal stresses, 
no shear stress will act on the element. 


The state of stress at the point can also be represented in terms of 
the maximum in-plane shear stress, In this case an average normal 
stress will also act on the element. 


The element representing the maximum in-plane shear stress 
with the associated average normal stresses is oriented 45° from 
the element representing the principal stresses. 
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Notice how the failure plane is al 
an angle (23.7^) due to tearing of the 
material, Fig. 9-11c. 


90 MPa 


The state of plane stress at a failure point on the shaft is shown on 
the element in Fig. 9-110. Represent this stress state in terms of the 
principal stresses. 


SOLUTION 
From the established sign convention, we have 


a, = —20 MPa a, = 90 MPa Try = 60 MPa 
Orientation of Element. Applying Eq. 9-4, 
Tiy n 60 
Tos- 2 (-—20-90/ 
Solving. and referring to this root as &,,,, as will be shown below, yields 
20, = —4749  8,- -237" 
Since the difference between 24,, and 24,, is 180°, we have 
29, = 180° + 20, = 13251" Oy, = 66.3° 
Recall that 8 is measured positive counterclockwise from the x axis to 


the outward normal (x' axis) on the face of the element, and so the 
results are shown in Fig 11%, 


Principal Stress. We have 


tan 26, = 


= 35.0 + 814 
r, = 116MPa 


a, = —464 MPa 


The principal plane on which cach normal stress acts can be 
determined by applying Eq. 9-1 with, say, @ = Ø, = —23.7° We have 


Fy ty g,-G, 


— + cos 24 + r,, sin 20 


2 2 

„= 20+ 90 ^ -20 — 90 
2 2 

= —464 MPa 


Hence, z; = —46.4 MPa acts on the plane defined by @,. = —23.7°, 
whereas a, = 116 MPa acts on the plane defined by #, = 66.3°. The 
results are shown on the element in Fig. 9-11c. Recall that no shear 
stress acts on this element. 


cos 2(—23.7°) + 60 sin 2(-23.77) 
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The state of plane stress at a point on a body is represented on the 
element shown in Fig. 9-1 2a. Represent this stress state in terms of the 
maximum in-plane shear stress and associated average normal stress. 


SOLUTION 
Orientation of Element. Since o, = -20 MPa, a, = 90 MPa, 
and r,, = 60 MPa. applying Eq. 9-6, we have 
-(m,- oy)/2  -(-20- 90)/2 
Tiy s "m 
28, = 42.5" 8, = 21.3* 
20, = 180° + 24, 86, = MIL 


Note that these angles shown in Fig. 9-125 are 45° away from the 
principal planes of stress, which were determined in Example 9.3. 


Maximum In-Plane Shear Stress. Applying Eq. 9-7. 


gc uA 4 -20 — 907 3 
— - (=e 


= +814 MPa Ans. 


The proper direction of ros, on the element can be determined 
by substituting & = 4, = 21.3° into Eq. 9-2. We have 


tan 24, = 


Fy — Fy\ _ 
Tyy 7— 2 sin 2H + r,, cos 24 


— 
-( — 9) sin 2(21.3°) + él) cos 2(21.3") 


= 81.4 MPa 


This positive result indicates that 75». = ry, acts in the positive y 
direction on this face (8 = 21.3°) Fig. 9-12. The shear stresses on 
the other three faces are directed as shown in Fig. 9-12c. 

Average Normal Stress. Besides the maximum shear stress, as 
calculated above, the element is also subjected to an average normal 
stress determined from Eq. 9-8; that is, 


oO, + gy 


This is a tensile stress. The results are shown in Fig, 9-12c. 
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When the torsional loading T is applied to the bar in Fig. 9-13a, it 
produces a state of pure shear stress in the material. Determine (a) the 
maximum in-plane shear stress and the associated average normal 
stress, and (b) the principal stress. 


SOLUTION 
From the established sign convention, 


o=0 c,-0 r,--—r 


Maximum In-Plane Shear Stress. Applying Eqs, 9-7 and 9-8, 


Ans 


Thus, as expected, the maximum in-plane shear stress is represented 
by the element in Fig, 9-1 3a. 


NOTE: Through experiment it has been found that materials that 
are ductile will fail due to shear stress. As a result, if the bar in Fig. 
9-13a is made of mild steel, the maximum in-plane shear stress will 
cause it to fail as shown in the adjacent photo. 


Principal Stress. Applying Eqs 9-4 and 9-5 yields 
UE. MUN T 
(a,—ay)/2 (0—0)2 P 


ao, +o a,—-—a,\2 = 
T= = ti — *) +r =04 V(0y-r-sr Ans 


If we now apply Eq. 9-1 with Ap, = 45", then 


tan 28, = = 45*,.0, = —45" 


FT, +d, d,—d4, : 
Gy 2 * 2 —cos 24 + r,,sin 28 


=0+ 0+ (—r)sin 90 = —r 


Thus, à; = —r acts at 0,, = 45° as shown in Fig. 9-135, and a, = r acts 
on the other face, g, = —45°. 

NOTE: Materials that are brittle fail due to normal stress. Therefore, 
if the bar in Fig. 9-134 is made of cast iron it will fail in tension at a 45° 
inclination as seen in the adjacent photo. 








9.3 PRINCIPAL STRESSES AND MAXIMUM IN-PLANE SHEAR STRESS 451 


When the axial loading P is applied to the bar in Fig. 9-14«, it 
produces a tensile stress in the material, Determine (a) the principal 
stress and (b) the maximum in-plane shear stress and associated 
average normal stress. 


SOLUTION 
From the established sign convention, 


=T mr =Q Ty ^ U 


Stress. Bv observation, the element oriented as shown in 
Fig. 9-14a illustrates a condition of principal stress since no shear 
Stress acts on this element, This can also be shown by direct 
substitution of the above values into Eqs. 94 and 9-5. Thus, 


quo g; = Ü Ans 


NOTE: Experiments have shown that brittle materials will fail due to 
normal stress, Thus if the bar in Fig, 9-14a is made of cast iron, it will 
cause failure as shown in the adjacent photo, 

Maximum In-Plane Shear Stress. Applying Eqs, 9-6, 9-7, and 9-8, 
we have 


-(a,-a,)/2 -(a-0 
uia dE o 02. 8, = 45°, 8, = —45° 


= 032 r a 
(==) + (oy = 47 Ans 


Ans 


"sin 28 + r, cos 28 = —— sin 9^ +0 = —— 


* 


This negative shear stress acts on the x' face, in the negative y" 
direction as shown in Fig. 9-14/^. 


NOTE: If the bar in Fig. 9-14a is made of a ductile material such as 
mild steel then shear stress will cause it to fail. This can be noted in the 
adjacent photo, where within the region of necking, shear stress has 
caused "slipping" along the steel's crystalline boundaries, resulting in 
a plane of failure that has formed a cone around the bar oriented at 
approximately 45° as calculated above. 
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FUNDAMENTAL PROBLEMS 





F. Determine the normal stress and shear stress acting FO, Determine the equivalent state of stress on an 
on the inclined plane AB. Sketch the result on the sectioned element at the same point that represents the maximum 
clement. in-plane shear stress at the point. 

700 kPa 






100 kPa 


400 kPa 





F94 


F9-5. The beam is subjected to the load at its end. 


F»-2, Determine the equivalent state of stress on an 2 : E š 
Determine the maximum principal stress at point B 


element at the same point oriented 45° clockwise with 
respect to the clement shown. 


400 kPa 


EN 
M.. 


Fo-2 





2kN F9-5 


Fu-6, The beam is subjected to the loading shown. 


F9-3, Determine the equivalent state of stress on an Deiórnii amps š 
clement at the same point that represents the principal etermine the principal stress at point C. 
stresses at the point. Also, find the corresponding 


— * 
orientation of the element with respect to the element pis 
shown. 75 mm 


SEN/m 
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= PROBLEMS 





9-1. Prove that the sum of the normal stresses *9-4, The state of stress al à point in à member is shown 
m, +o, =o, + oy is constant. Sec Figs. 9-2a and 9-2b. on the element. Determine the stress components acting on 

the inclined plane AB. Solve the problem using the method 
9-2, The state of stress at a point in a member is shown on of equilibrium deseribed in See. 9.1, 
the element. Determine the stress components acting on 
the inclined plane AB. Solve the problem using the method *9-8, Solve Prob. 9-4 using the stress-transformation 
of equilibrium described in Sec. 9.1. equations developed in Sec. 9.2, 

A 


AXI pst 





n 
9-2 
"ws Probs, 0—4/5 
9-6. The state of stress at a point ina member is shown on 
9-3, The state of stress at a point in a member is shown on the clement. Determine the stress components acting on 
the element. Determine the stress components acting on the inclined plane AB. Solve the problem using the method 


the inclined plane AB- Solve the problem using the method of equilibrium deseribed in See 9.1, 

of equilibrium described in Sec 9.1, 
9-7. Solve Prob. 9-6 using the stress-transformation 
equations developed in Sec. 9.2. Show the result on à 
sketch. 





SUX) pu 


9 MPa 
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“9-8, Determine the normal stress and shear stress acting 
on the inclined plane AB, Solve the problem using the 
method of equilibrium described in Sec. 9.1. 


*9-9, Determine the normal stress and shear stress acting 
on the inclined plane AB. Solve the problem using the stress 
transformation equations. Show the result on the sectioned 
element. 





Probs. 9-8/9 


9-10. The state of stress at a point in a member is shown 
on the element. Determine the stress Components acting on 
the inclined plane AB. Solve the problem using the method 
of equilibrium described in Sec. 9.1. 


9-11. Solve Prob. 9-10 using the stress-transformation 
equations developed in Sec. 9.2, Show the result on a sketeh, 


2 ksi 


3 ks 





Probs. 9-10/11 
*9-12. Determine the equivalent state of stress on an 
element if it is oriented 50° counterclockwise from the 


clement shown, Use the stress-transformation equations 


— N — 


10 ksi 





— l6ksi 


Prob, 9-12 





*9-13, Determine the equivalent state of stress on an 
element if the element is oriented 60° clockwise from the 
clement shown. Show the result on à sketch. 


35 psi 






75psi 


200 psi 


Prob. 9-13 


9-14. The stale of stress at a point is shown on the element. 
Determine (a) the principal stress and (b) the maximum 
in-plane shear stress and average normal stress at the point. 
Specify the orientation of the element in each case, Show 
the results on each element, 





— 12 ksi 
Prob. 9-14 


9-18, The stete of stress at a point is shown on the element, 
Determine (a) the principal stress and (b) the maximum 
in-plane shear stress and average normal stress at the point. 
Specify the orientation of the clement in cach case, Show 
the results on each element, 


NI MPa 


^ MPa 





Prob, 9-15 
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*9-16. The state of stress at a point is shown on the 9-19, The state of stress at à point is shown on the element, 
element, Determine (a) the principal stress and (h) the Determine (a) the principal stress and (h) the maximum 
maximum in-plane shear stress and average normal stress al in-plane shear stress and average normal stress at the point. 
the point. Specify the orientation of the element in each case Specify the orientation of the element in cach case. Sketch 
Sketch the results on each element, the results on each element. 

©) MPa 


IG! MPa 






| 3U MPa 


120 MPa 





45 MPa 


Prob. 9-16 Prob, 9-19 
*9-17. Determine the equivalent state of stress on an *9-20, The stress acting on two planes at a point is 
clement al the same point which represents (a) the principal indicated. Determine the normal stress er, and the principal 
stress, and (b) the maximum in-plane shear stress and the stresses at the point. 


associated average normal stress Also, for cach case, 
determine the corresponding orientation of the clement 
with respect to the element shown. Sketch the results on 
cach element. 


75 MPu 





Prob. 9-20 


*9-21. The stress acting on two planes al a point is 
indicated. Determine the shear stress on plane a- and the 
Prob. 9-17 principal stresses at the point, 





9-18, A point on a thin plate is subjected to the two 
successive states of stress shown. Determine the resultant 
Stale of stress represented on the clement oriented as 
shown on the right, 





58 —— 


Su 


Prob, 9-18 Prob. 9-21 





200 MPa 


. abb 





350 MPa 








456 CHAPIER 9 STRESS TRANSFORMATION 


The following problems involve material covered in 
Chapter &. 


9-22. The T-beam is subjected to the distributed loading 
that is applied along its centerline. Determine the principal 
stress at point A and show the results on an element located 
at this point. 


100 kN /m 





*9-23, The wood beam is subjected to a load of 12 kN. If a 
grain of wood in the beam at point A makes an angle of 25° 
with the horizontal às shown, determine the normal and 
shear stress that act perpendicular and parallel to the grain 
duc to the loading. 


*9-24. The wood beam is subjected to a load of 12 kN, 


Determine the principal stress at point A and specify the 
orientation of the element. 





75 mm = 200 mm 


Probs. 9-23/24 


T 
30) mm 
sis 


.9-25, The bent rod has a diameter of 20 mm and is 
subjected to the force of 400 N. Determine the principal 
stress and the maximum in-planc shear stress that is 
developed at point A. Show the results on à properly 
oriented element located at this point, 


[+100 m 150 mm—] 


A00 N 3400 N 
230 mm 
A 
Prob, 9-25 


9-26. The bracket is subjected to the force of 3 kip. 
Determine the principal stress and maximum in-plane shear 
stress at point A on The cross section at section a=, Specify 
the orientation of this state of stress and show the results on 
elements. 


9-27. The bracket is subjected to the force of 3 kip, 
Determine the principal stress and maximum in-plane shear 
stress at point B on the cross section at section a-a, Specify 
the orientation of this state of stress and show the results on 
elements 





0.25 m. 


š Hn L 
(23 in. lin 
z% 

S 

lin, 


25 in 


Section à — a 


Probs. 9-26/27 
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*9-28, The wide-flange beam is subjected to the loading 
shown. Determine the principal stress in the beam at point 
A and at point B. These points arc located at the top and 
bottom of the web, respectively, Although it is not very 
accurate, use the shear formula to determine the shear 
stress. 


5 kN/m 





*9-29, The wide-flange beam is subjected to the loading 
shown, Determine the principal stress in the heam at 
point A, which is located at the top of the web. Although 
it is not very accurate. use the shear formula to determine 
the shear stress. Show the result on an clement located at 
this point, 





be i9 m 4———03 m- 


20 mm 


9-30. The cantilevered rectangular bar is subjected to the 
force of 5 kip. Determine the principal stress at points A 
und H. 





Prob. 9-30 


9-31. Determine the principal stress ut point A on the 
cross section of the arm at section g-a. Specify the 
orientation of this state of stress and indicate the results on 
an clement at the point. 


*9-32. Delermine the maximum in-plane shear stress 
developed at point A on the cross section of the arm at 
section a-a. Specify the orientation of this state of stress and 
indicate the results on an element at the point. 


7.5mm 


| 


75mm E 50 mm 


I— 3 mm 


20 mm 





Section a — à 








a 
Dism ül$m Sar 
5) N 


Probs, 9-31/32 
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39-33, The clamp bears down on the smooth surface at F 
by tightening the bolt, If the tensile force in the bolt is 40 KN, 
determine the principal stress at points A and B and show 
the results on elements located at each of these points. The 
cross-sectional area at A and B is shown in the adjacent 
figure. 






300 mm 
50 mm 
je 
iz 30 mm [TSA 
Xi mm Ta [ee 


100 mm 
mm 


[omm] 


Prob, 9-33 


9-34. Determine the principal stress and the maximum 
in-plane shear stress that ure developed at point A in the 
2-in.«hameter shaft. Show the results on an element 
located at this point, The bearings only support vertical 
reactions, 


300 Ib 







S00 Th 





9-35, The square steel plate has a thickness of 10 mm and 
is subjected to the edge loading shown. Determine the 
maximum in-planc shcar stress and the average normal 
stress developed in the steel. 


S0 N/m 


5U N ^m 





AX mim 


Prob. 9-35 
*9-36. The square steel plate has a thickness of 0.5 in. and 
is subjected to the edge loading shown. Determine the 


principal stresses developed in the steel. 


16 Ibin. 


1^ Ih /m 





Prob, 9-36 


*0-37, The shaft has a diameter d and is subjected to the 
loadings shown. Determine the principal stress and the 
maximum in-plane shear stress that is developed at point A. 
The bearings only support vertical reactions, 
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9-38, A paper tube is formed by rolling à paper strip in 
a spiral and then gluing the edges together as shown, 
Determine the shear stress acting along the scam, which is 
at 30° from the vertical, when the tube is subjected to an 
axial force of 10 N. The paper is 1 mm thick and the tube has 
an outer diameter of 30 mm. 


9-39, Solve Prob. 9-38 for the normal stress acting 
perpendicular to the seam, 


x 


IN IU N 


30 mm 


Probs. 9-38/39 


*9-40, Determine the principal stresses acting at point A 
of the supporting frame. Show the results on a properly 
oriented element located at this point. 


*9-41. Determine the principal stress acting at point B, 
which is located just on the weh, below the horizontal 
segment on the cross section. Show the results on a properly 
oriented clement located at this point. Although it is not 
very accurate, use the shear formula to calculate the shear 
stress. 





150 kN 


9-42. The drill pipe has an outer diameter of 3 in., a wall 
thickness of 0.25 in. and a weight of Sü h/f, If it is 
subjected to a torque and axial load as shown, determine 
(à) the principal stress and (b) the maximum in-plane shear 
stress at a point on its surface at section a 


KI ffr 





Prob, 9-42 


9-43, Determine the principal stress in the beam at 
point A. 


^ kN 


50 mm 


A [50mm 


= Sm 


Prob. 0-43 
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*9-44, Determine the principal stress at point A which is *9-49, The internal loadings at a section of the beam are 

located at the bottom of the web, Show the results on an shown, Determine the principal stress at point A. Also 

element located at this point. compute the maximum in-plane shear stress at this point. 
150 KN /m 





150 mm Proh. 0-44 


39-45, Determine the maximum in-plane shear stress in 
the box beam at point A. Show the results on an element 
located at this point. 

946. Determine the principal stress in the box beam at 
point B. Show the results on an element located at this point. 


10 kip 





9-50. The internal loadings at ë section of the beam 
consist of an axial force of 500 N, a shear force of 800 N, 
and two moment components of WN m and 40N-m, 
Determine the principal stress at point A. Also calculate the 
maximum in-plane shear stress at this point, 





Probs, 945/46 


9-47. The solid shaft is subjected to a torque. bending 
moment, and shear force as shown. Determine the principal 
stresses acting at point A, 


*9-48, Solve Prob, 9-47 for point B. 


300 Nun 


50 N 





15 Nm 





800 N Probs, 9—47/48 
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9.4 Mohr's Circle—Plane Stress 


In this section, we will show how to apply the equations for plane stress X 

transformation using a graphical solution that is often convenient to 

use and casy to remember. Furthermore, this approach will allow us to 

"visualize" how the normal and shear stress components a, and 7, , vary 

as the plane on which they act is oriented in different directions, Fig. 9- 15a. 
If we write Eqs. 9-1 and 9-2 in the form 


a, d, /gq.—ad 
"que — — = — cos 24 ES Tiy sin 28 (9-9) 





. 


o's 
Fry = [2 sin 20 + 7,, cos 20 (9-10) 


then the parameter ñ can be eliminated by squaring each equation and 
adding the equations together. The result is 


a, +a,\ Ë ; — Qa 
ge— ake aS + Ty = — + Try 


For a specific problem, m,, zr. 7,, are known constants. Thus the above 
equation can be written in a more compact form as 


Fig. 9-15 


(ay — Guy) + ry = R° (9-11) 
where 
wr, ag, 
Tay = 2 
i 3 
i 0. — Fy ` 
R=\/ (e + Tü, (9-12) 


If we establish coordinate axes, e positive to the right and + positive 
downward, and then plot Eq. 9-11, it will be seen that this equation 
represents a circle having a radius R and center on the « axis at point 
Carus 0), Fig. 9-155. This circle is called Mohr's circle, because it was 
developed by the German engincer Otto Mohr. 
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V, y,y Each point on Mohr's circle represents the two stress components z, 
and tyy acting on the side of the element defined by the x' axis, when 
the axis is in a specific direction 0. For example, when x' is coincident 
with the x axis as shown in Fig. 9-16a, then # = 0° and m, = m,. 
T,y ™ Tap We will refer to this as the “reference point" A and plot its 
coordinates A(m,. Tsy), Fig. 9-16c. 

Now consider rotating the x’ axis 90° counterclockwise, Fig. 9-165. 
Then oy = fy Tey = —7,,. These values are the coordinates of point 
Ga, —7,,) on the circle, Fig. 9—16c. Hence, the radial line CG is 1807 
counterclockwise from the “reference line" CA. In other words, à 
rotation ñ of the x' axis on the element will correspond to a rotation 
(a) 28 on the circle in the same direction.* 

Once constructed, Mohr's circle can be used to determine the 
principal stresses, the maximum in-plane shear stress and associated 
average normal stress, or the stress on any arbitrary plane. 








(bi 





IF instead the 7 axis were established positive upwards, then the angle 20 on the circle 
would be measured in the opposite direction to the orientation 8 of the plane 
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| Procedure for Analysis 


The following steps are required to draw and use Mohr's circle. 
Construction of the Circle. 


* Establish a coordinate system such that the horizontal axis 
represents the normal stress a, with positive to the right, and the 
vertical axis represents the shear stress z, with positive 
downwards, Fig. 9-174.* 

Using the positive sign convention for a,, Fy: Ty, as shown in 
Fig. 9-17), plot the center of the circle C, which is located on the z 
axis at a distance fary = (o, + m,)/2 from the origin, Fig. 9-174. 
Plot the “reference point" A having coordinates A{o,, 7,,). This 
point represents the normal and shear stress components on the 
element's right-hand vertical face, and since the x' axis coincides 
with the x axis, this represents 8 = (I^, Fig. 9-17a. 

Connect point A with the center C of the circle and determine 
CA by trigonometry. This distance represents the radius R of the 
circle, Fig. 9-174. 


* Once R has been determined, sketch the circle. 

Principal Stress. 

* The principal stresses a; and a= (G; = rs) are the coordinates of 
points B and D where the circle intersects the q axis, ie., where 
r = 0, Fig. 9-17a. 
These stresses act on planes defined by angles @, and Ap, 
Fig. 9-17c. They are represented on the circle by angles 25, 
(shown) and 28, (not shown) and are measured from the radial 
reference line CA to lines CB and CD, respectively. 


Using trigonometry, only one of these angles needs to be calculated 
from the circle, since 6,, and 6, are 90" apart, Remember that the 
direction of rotation 26, on the circle (here it happens to be 
counterclockwise) represents the same direction of rotation 8,, from 
the reference axis (+x) to the principal plane (+x), Fig. 9-177c.* 


Maximum In-Plane Shear Stress. 


* The average normal stress and maximum in-plane shear stress 
components are determined from the circle as the coordinates of 
either point E or F, Fig. 917a. 


* In this case the angles 6, and 4,, give the orientation of the planes 
that contain these components, Fig. 9-174. The angle 28, is shown 
in Fig. 9-174 and can be determined using trigonometry. Here the 
rotation happens to be clockwise, from CA to CE, and so 8, must 
be clockwise on the element, Fig. 9-174.* 
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(cl 


Procedure for Analysis (continued) 


Stresses on Arbitrary Plane. 


* The normal and shear stress components o y and r acting ona 
specified plane or x’ axis, defined by the angle 8, Fig, 9-17e, can 
be obtained from the circle using trigonometry to determine the 
coordinates of point P. Fig. 9-17a. 

* To locate P, the known angle @ (in this case counterclockwise), 
Fig, 9-17e, must be measured on the circle in the same direction 28 
(counterclockwise), from the radial reference line CA to the 
radial line CP, Fig. 9-17a.* 

“If the + axis were constructed positive upwards, then the angle 26 on the circle 
would be measured in the opposite direction to the orientation 0 of the x^ axis. 





(di le) 


Fig. 9-17 
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Due to the applied loading, the element at point A on the solid shaft in 
Fig. 9-18a is subjected to the state of stress shown, Determine the principal 
stresses acting at this point, 


SOLUTION 
Construction of the Circle. From Fig. 9-18a, 


m, = —12 ksi a, = 0 Tay = 76ksi 


The center of the circle is at 


avg = — = —6 ksi 


The reference point A( —12. —6) and the center C{—6, 0) are plotted in 
Fig. 9-[8h. The circle is constructed having a radius of 


= V(12— 6)° + (6) = 8.49 ksi 
Principal Stress. The principal stresses are indicated by the 
coordinates of points B and D. We have, for a, > a, 
r, = 849 — 6 = 2.49 ksi Ans. 
o> = —6 — 849 = -14.Sksi Ans 


The orientation of the clement can be determined by calculating the 
angle 26, in Fig. 9-185, which here is measured counterclockwise from 
CA to CI D. It defines the direction & p, OF (rs and its associated principal, 
plane. We have 


7 + 
p = tan 
B, = 22:5" 


The element is oriented such that the x' axis or G; is directed 22.5" 
counterclockwise from the horizontal (x axis) as shown in Fig. 9-18c. 
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The state of plane stress at a point is shown on the element in Fig. 919a. 
Determine the maximum in-plane shear stress at this point, 


SOLUTION 
Construction of the Circle. From the problem data, 


a, = —20 MPa a, = 90 MPa Try = 60 MPa 


The a. 7 axes are established in Fig 9-196, The center of the circle C is 
located on the e axis, at the point 


-20 + 90 
Tuy = ES aaa = 35 MPa 
a (MPa) 
Point C and the reference point A(—20, 60) are plotted. Applying 
the Pythagorean theorem to the shaded triangle to determine the 
circle's radius CA, we have 


R = V/(60y + (58) = 81.4 MPa 


Maximum In-Plane Shear Stress. The maximum in-plane shear 
stress and the average normal stress are identified by point E (or F) 
on the circle. The coordinates of point E(35. 81.4) give 


Tre = 81.4 MPa Ans. 


"a 


Tay = 35 MPa Ans 


The angle 6, , measured counterclockwise from CA to CE, can be 
found from the circle, identified as 24, . We have 


28, = tan’ [LL = 42,5° 


8, = 213° Ans. 


This counterclockwise angle defines the direction of the x' axis. 
Fig. 9-19c. Since point E has positive coordinates, then the average 
normal stress and the maximum in-plane shear stress both act in the 
positive x' and v' directions as shown. 
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The state of plane stress at a point is shown on the element in 
Fig. 9-200. Represent this state of stress on an element oriented 30° 
counterclockwise from the position shown, 


SOLUTION 
Construction of the Circle. From the problem data, 


a," -Bksi o, = 12 ksi Ty = —6 ksi 


The o and 7 axes are established in Fig. 9-205. The center of the circle 
C is on the « axis at 
Tin = — = 2ksi 
The reference point for @ = (^ has coordinates A(—8, —6). 
Hence from the shaded triangle the radius CA is 


R= V(O) + (6) = 11.66 


Stresses on 30° Element. Since the element is to be rotated 
30° counterclockwise, we must construct a radial line CP, 
2(307) = 60° counterclockwise, measured from CA (6 = (0°), 
Fig. 9-20. The coordinates of point P(a w. ty) must now be 
obtained. From the geometry of the circle, 


é = tan = 3196? y = 60 — 30.96 = 20.04" 


m, = 2 — 11.66 cos 29.04° = —8.20 ksi 
Tey = 11.66 sin 29.04° = 5.66 ksi Ans 


These two stress components act on face BD of the element shown 
in Fig. 9-21 since the x' axis for this face is oriented 30° 
counterclockwise from the x axis, 

The stress components acting on the adjacent face DE of the 
element, which is 60° clockwise from the positive x axis, Fig. 9-20c, are 
represented by the coordinates of point Q on the circle. This point 
lies on the radial line CQ, which is 180° from CP. The coordinates of 


2253. AMT 
m, = 2 + 11.66 cos 2904" = 122 ksi Ans ' 


Y 
Tyy = ~(11.66 sin 29.04) = —S.66ksi (check) = Aux 


NOTE: Here r,., acts in the —y' direction. 
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FUNDAMENTAL PROBLEMS 


Fs-7 Determine the normal stress and shear stress acting F9-10. Determine the principal stress developed at point A 
on the inclined plane AB Sketch the result on the sectioned on the cross section of the beam at section d-a. 
clement. 


— 300 mm 
ü 


500 kPa 





3l kN 
Foe-7 


F9-8. Determine the equivalent state of stress on an 
clement at the same point that represents the principal 50 mm 

stresses al the point. Also, find the corresponding Sætiaa an 
orientation of the element with respect to the clement 

shown, Sketch the results on the element, Fv-16 


FY-11, Determine the maximum in-plane shear stress 
developed at point A on the cross section of the beam at 
section a—a, which is located just to the left of the 60-kN 
force, Point A is just below the flange. 





F»-9, The hollow circular shaft is subjected to the torque 
of 4 kN * m. Determine the principal stress developed at a 
point on the surface of the shaft. 


4 kN-m 
M 





Section d-t 


F9-9 F9-11 





PROBLEMS 


9-51. Solve Prob. 9-4 using Mohr's circle. 
*9-852, Solve Proh. 9-6 using Mohr's circle. 
*9-853, Solve Prob. 9-14 using Mohr's circle, 
9-54, Solve Prob, 9-16 using Mohr's circle 
9-855, Solve Proh. 9-12 using Mohr's circle. 
*9-86, Solve Prob, 9-11 using Mohr's circle. 


9-87, Mohr's circle for the state of stress in Fig. 9-15a is 
shown in Fig, 9-155. Show that finding the coordinates of 
point Piy, z, e) on the circle gives the same value as the 
stress-transtormation Eqs 9-1 and 9-2. 


9-58. Determine the equivalent state of stress if an 
element is oriented 25° counterclockwise from the clement 
shown, 





9-59, Determine the equivalent state of stress if an 
clement is oriented 20^ clockwise from the element shown, 


3 ksi 





Prob. 9-59 
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*9-60, Determine the equivalent state of stress if an 
clement is oriented 50^ Clockwise from the element shown. 
Show the result on the element. 





*9-61. Determine the equivalent state of stress for an 
element oriented 60° counterclockwise from the element 
shown, Show the result on the element. 


250 MPa 








Prob, 9-61 
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9-62, Determine the equivalent state of stress for an 
element oriented 30^ clockwise from the element shown. 
Show the result on the element, 


5 ksi 


| 





| 


Prob, 9-62 


9-63. Determine the principal stress, the maximum in-plane 
shear stress, and average normal stress Specify the orientation 
of the element in cach casc. 





— Sk 





Prob, 9-63 


*9-64, Determine the principal stress, the maximum 


E in-plane shear stress and average normal stress, Specify the 


orientation of the clement in each case. 


20 MPu 





NO MPa 


50 MPa 


Prob. 9-64 


*9-65, Determine the principal stress, the maximum in- 
plane shear stress, and average normal stress, Specify the 
orientation of the clement in cach case, 





9-66. Determine the principal stress. the maximum in-plane 
shear stress and average normal stress Specify the orientation 
of the element in each case. 


W MPa 


45 MPa 





Prob, 9-66 


9-67. Determine the principal stress the maximum in-plane 
shear stress and average normal stress Specify the orientation 
of the element in cach case. 


200 MPa 






SOO MPa 


350 MPa 


| Prob. 9-67 


*9-68. Draw Mohr's circle that describes each of the 
following states of stress. 


TOU psi 


+- = "8 





iade 





The following problems involve material covered in 
Chapter 8. 


9-69, The frame supports the distributed. loading of 
200 N/m. Determine the normal and shear stresses at point 
D that act perpendicular and parallel, respectively, to the 
grain, The grain at this point makes an angle of 30° with the 
horizontal as shown. 


9-70. The frame supports the distributed loading of 
200 N/m. Determine the normal and shear stresses at point 
F that act perpendicular and parallel, respectively, to the 
grain, The grain at this point makes an angle of 60^ with the 
horizontal as shown, 


ZU N /m 





- 





9-71. The stair tread of the escalator is supported on two 
of its sides by the moving pin at A and the roller at B. Ifa 
man having à weight of 300 Ih stands in the center of the 
tread. determine the principal stresses developed in the 
supporting truck on the cross section at point C. The stairs 
move at constant velocity. 
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*9-72, The thin-walled pipe has an inner diameter of 
0.5 in. and a thickness of 0.025 in. H it is subjected to an 
internal pressure of 500 psi and the axial tension. and 
torsional loadings shown, determine the principal stress at a 
point on the surface of the pipe. 


/ 


2060 Th 200 th 


20 Ift 20 Ift 


Prob, 9-72 


*9-73, The cantilevered rectangular bar is subjected to the 
force of 5 kip, Determine the principal stress at point A. 


9-74, Solve Prob, 9-73 for the principal stress at point B. 





Probs. 9-73/74 


9-75, The 2-in.-diameter drive shaft AB on the helicopter 
is subjected to an axial tension of 10 O00 Ib and a torque 
of 3001b*ft. Determine the principal stress and the 
maximum in-plane shear stress that act al a point on the 
surface of the shaft, 





Prob. 9-75 
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*9-76. The pedal crank for a bicycle has the cross section 
shown. Tf it is fixed to the gear at B and does not rotate 
while subjected to 8 force of 75 Ib, determine the principal 
stress in the material on the cross section at point C. 


Prob. 9-76 


*90-77. A spherical pressure vessel has an inner radius of 
5 ft and a wall thickness of (.5 in. Draw Mohr's circle for the 
state of stress at a point on the vessel and explain the 
significance of the result. The vessel is subjected to an 
internal pressure of 80 psi. 


9-78. The cylindrical pressure vessel has an inner radius 
of 1.25 m and à wall thickness of 15 mm. H is made from 
stecl plates that are welded along the 45° seam. Determine 
the normal and shear stress components along this scam if 
the vessel is Subjected to an internal pressure of 8 MPa. 





Prob. 9-78 


*9-79, Determine the normal and shear stresses at point 
D that act perpendicular and parallel, respectively, to the 
grains, The grains at this point make an angle of 30° with 
the horizontal as shown. Point D is located just to the left of 
the 10-KN force. 


*9-80. Determine the principal stress at point D. which is 
located just to the left of the LO-KN force, 


10 kN 





100 M po "m 


100 mm Probs. 9—79/80 


*0-81, Determine the principal stress al point A on the 
cross section of the hanger at section a Specify the 
orientation of this state of stress and indicate the result on 
an clement at the point. 


9-82. Determine the principal stress at point A on the 
cross section of the hanger at section bef, Specify the 
orientation of the state of stress and indicate the results on 
an clement at the point. 


Ë 75 m--1,75 "^ 





25 mm 
A 
100 mm 
al 
5mm > 
mm 


30 mm 


Sections a = a 
and h h Probs. 9-81/82 
9-83, Determine the principal stresses and the maximum 
in-plane shear stress that are developed at point A, Show 
the results on an element located at this point. The rod has a 
diameter of 40 mm. 


450 N 
150 mm 
100 mm 
E A 
150 men 


450N — Prob. 9-33 
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9.5 Absolute Maximum Shear Stress 


When a point in a body is subjected to a general three-dimensional 
State of stress, an element of material has a normal-stress and two 
shear-stress components acting on each of its faces, Fig. 9-21a. Like the 
case of plane stress. it is possible to develop stress-transformation 
equations that can be used to determine the normal and shear stress 
components a and 7 acting on amv skewed plane of the element, Fig. 9-214. 
Furthermore, at the point it is also possible to determine the unique 
orientation of an element having only principal stresses acting on its 
faces. As shown in Fig. 9-21c, in general these principal stresses will 
have magnitudes of maximum, intermediate, and minimum intensity, 
LE. Ty. Z Tine = Omin: This is a condition known as triaxial stress. 

^ discussion of the transformation of stress in three dimensions is 
beyond the scope of this text; however, it is discussed in books related 
to the theory of elasticity. For our purposes we will confine our 
attention. only to the case of plane stress. For example, consider the 





(a) 





triaxial stress 
(hi fe} 


Fig. 9-21 
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(h) 


Fa 





Led 


fe} 


iT 








El 





ry plane stress 


(a) 


material to be subjected to the in-plane principal stresses z; and c, 
shown in Fig. 9-224, where both of these stresses are tensile. If we view 
the element in two dimensions, that is in the y—z, x-z, and x-y planes, 
Fig. 9-22b, 9-22c, and 9-22d, then we can use Mohr's circle to determine 
the maximum in-plane shear for each case and from this, determine the 
absolute maxumum shear stress in the material. For example, the diameter 
of Mohr's circle extends between 0 and ar for the case shown in Fig. 9-225, 
From this circle, Fig. 9-22e, the maximum in-plane shear stress is 
T,» = dm;/2. For all three circles. it is seen that although the maximum in- 
plane shear stress is tyy = (o ~ @)/2, this value is nor the absolute 
maximum shear stress. Instead, from Fig. 9-22e, 


(9-13) 
a, and as have 





a 






( LI linus £ 
f: * V Mision in-plane 


Absolute maximum shear stress 
shear stress 


(c) 
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(r, g hna 


val 
Grevdmas 





Maximum in-plane and 
absolute maximum shear stress 
r-r plane stress T 


tal (hi 
Fig. 9-23 


If one of the in-plane principal stresses has the opposite sign of that of 
the other, Fig. 9-23a, then the three Mohr's circles that describe the state of 
stress for element orientations about each coordinate axis are shown in 
Fig. 9—23h. Clearly, in this case 


gu 95 
Tes TE 


"nmn 2 
(9-14) 
g, and as have 


opposite signs 


Calculation of the absolute maximum shear stress as indicated here is 
important when designing members made of a ductile material. since the 
strength of the material depends on its ability to resist shear stress. This 
situation will be discussed further in Sec. 10.7. 


Important Points 


* The general three-dimensional state of stress at a point can be 
represented by an element oriented so that only three principal 
Stresses T max: Tint Tan act on it. 


In the case of plane stress, if the in-plane principal stresses both 


have the same sign, the absolute maximum shear stress will occur 
out of the plane and has a value of Ta = o,,,,/2. This value is 
greater than the in-plane shear stress. 


If the in-plane principal stresses are of opposite signs, then the 
absolute maximum shear stress will equal the maximum in-plane 
shear stress; that is; Tas = (ag, 7 Gan )/ 2. 
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or (MPa) 


The point on the surface of the cylindrical pressure vessel in Fig. 9-24a 
is subjected to the state of plane stress. Determine the absolute 
maximum shear stress at this point. 


SOLUTION 

The principal stresses are v, = 32 MPa, a» = 16 MPa. If these stresses 
are plotted along the « axis, the three Mohr's circles can be constructed 
that describe the stress state viewed in each of the three perpendicular 
planes, Fig. 9-24b. The largest circle has a radius of 16 MPa and 
describes the state of stress in the plane only containing z, = 32 MPa, 
shown shaded in Fig. 9-24a. An orientation of an element 45° within 
this plane vields the state of absolute maximum shear stress and the 
associated average normal stress. namely. 


Ts = 16 MPa Ans 
G Í = 16 MPa 


This same result for 7a can be obtained from direct application of 
Ey. 9-13. 


Ans 


By comparison, the maximum in-plane shear stress can be 
determined from the Mohr's circle drawn between a, = 32 MPa and 
a> = 16 MPa, Fig. 9-24h. This gives a value of 


_ 322-16 


^ 
^ 


= 8MPa 


yy S = 24 MPa 
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Due to an applied loading, an element at the point on a machine shaft is 
subjected to the state of plane stress shown in Fig. 9-25a. Determine the 
principal stresses and the absolute maximum shear stress at the point. 


SOLUTION 


Principal Stresses. The in-plane principal stresses can 
be determined from Mohr's circle. The center of the 
circle is on the m axis at Tuy = (—20 + 0)/2 = —10 psi. 
Plotting the reference point A( —20, —40), the radius CA 
is established and the circle is drawn as shown in 
Fig. 9-25), The radius is 


R = NV (20 — 10y + (40) = 41.2 psi 

The principal stresses are at the points where the circle 
intersects the « axis; ie.. 

m, = —10 + 412 = 312 psi 

ms = —10 — 412 = -51.2 psi 
From the circle, the counterclockwise angle 28, measured 
from CA to the — axis, is 

40 

20 — 10 


) = e 


Thus, 
0 = 3847" 


This counterclockwise rotation defines the direction of the x' axis and 
ry and its associated principal plane, Fig. 9-25c, We have 


a = 31.2 psi oy = —51.2 psi Ans 


Absolute Maximum Shear Stress. Since these — 20- TF + wr = 160" 
stresses have opposite signs, applying Eq. 9-14 we have 


312 — 512 
s = —— = — 10 psi 


2 
NOTE: These same results can also be obtained by 
drawing Mohr's circle for each orientation of an element 
about the x. v, and z axes, Fig 9-254. Since a, and a; are 
of opposite signs, then the absolute maximum shear 
stress equals the maximum in-plane shear stress. (d 


Tam = 412 psi | 
ina 


Fig. 9-25 
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fal] PROBLEMS 





*9-84. Draw the three Mohr's circles that describe each of 
the following states of stress. 


5 ksi 





140 MPa 180 MPa 





fa) tb) 
Prob, 9-84 


«4-85, Draw the three Mohr's circles that describe the 
following state of stress, 


Kii psi 





Prob. 9-85 


9-86. The stress at a point is shown on the element. 
Determine the principal stress and the absolute maximum 
shear stress. 


rt 





Prob. 9-86 


9-87, The stress at a point is shown on the element. 
Determine the principal stress and the absolute maximum 
shear stress. 


LIT 





l'rob. 9-87 


*9-88. The stress af ú point is shown on the element. 
Determine the principal stress and the absolute maximum 
shear stress. 


- 
` 








*U-89. The stress at a point is shown on the clement. 
Determine the principal stress and the absolute maximum 
shear stress, 





120 MPa Prob. 9-89 


9-940. The state of stress at a point is shown on the 
element. Determine the principal stress and the absolute 
maximum shear stress. 


Ska 





Prob. 9-90 


9-91, Consider the general case of plane stress as shown. 
Write a computer program that will show a plot of the three 
Mohr's circles for the element, and will also calculate the 
maximum in-plane shear stress and the absolute maximum 
shear stress. 


Fy 


v, 





Prob. 9-91 
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*9-92, The solid shaft is subjected to a torque, bending 
moment, and shear force as shown, Determine the principal 
stress acting at points A and 8 and the absolute maximum 
shear stress. 





MOON Prob, 9-92 


*9-93, The propane pas rank has an inner diameter of 
1500 mm and wall thickness of 15 mm. If the tank is 
pressurized to 2 MPa, determine the absolute maximum 
shear stress in the wall of the tank 





Prob. 9-93 


9-94, Determine the principal stress and absolute 
maximum shear stress developed at point A on the cross 
section of the bracket at section a—a, 


9-95, Determine the principal stress and absolute 
maximum shear stress developed at point B on the cross 
section of the bracket al section a—a. 





Usim O25in 


ape 
025 de in. 






— n 
Sint in. 
Section a -a 


Probs. 9-9405 
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CHAPTER REVIEW 


Plane stress occurs when the material at à point 
is subjected to two normal stress components 
m, and c, and a shear stress 7,,. Provided 
these components are known, then the stress 
components acting on an clement having à 
different orientation 0 can be determined using 
the two force equations of equilibrium or the 
equations of stress transformation. 


Kd,4o. w.—e 





Ty -— t rysi 20 
7, — T, 
Try = -— sin 20 + T,,cos 20 














For design, it is important to determine the 
orientation. of the clement that produces 
the maximum principal normal stresses and 
the maximum in-plane shear stress. Using the 
stress transformation equations, it is found that 
no shear stress acts on the planes of principal 
stress The principal stresses are 


a, + o, d, — aM 
The planes of maximum in-plane shear stress 
arc oriented 45" from this orientation, and on 


these shear planes there is an associated 
average normal stress, 













Mohrs circle provides à semi- 
graphical method for finding the stress 
on any plane, the principal normal 
stresses, and the maximum in-plane 
shear stress. To draw the circle, the er 
and r axes are established, the center 
of the circle C[(m, + m,)/2, 0) and 
the reference point A(m,, yy) arc 
plotted. The radius R of the circle 
extends between these two points and 
is determined from trigonometry. 


If e, and m; are of the same sign, then 
the absolute maximum shear stress 
will lie out of plane. 


Ta 


a = — 
2 


In the case of plane stress, the 
absolute maximum shear stress will 
be equal to the maximum in-plane 
shear stress provided the principal 
stresses o und er; have the opposite 


x-y plane stress 


CHAPTER Revew 
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EI REVIEW PROBLEMS 


*9-96. The solid propeller shaft on à ship extends outward 
from the hull. During operation it turns at e = 15 rad/s 
when the engine develops 900 KW of power. This causes à 
thrust of F = 1.23 MN on the shaft, If the shaft has an outer 
diameter of 250 mm. determine the principal stresses al any 
point located on the surface of the shaft 


«9-97, The solid propeller shaft on a ship extends outward 
from the hull. During operation it tums at or = 15 rad/s 
when the engine develops 900 kW of power. This causes a 
thrust of F = 123MN on the shaft. If the shaft has a 
diameter of 250 mm, determine the maximum in-plane shear 
stress at any point located on the surface of the shaft. 





Probs. 996/97 


9-98, The steel pipe has an inner diameter of 2.75 in, and 
an outer diameter of 3 in. If it is fixed at C and subjected to 
the horizontal 20-Ib force acting on the handle of the pipe 
wrench at its end, determine the principal stresses in the 
pipe at point A, which is located on the surface of the pipe, 


9-99, Solve Prob, 9-98 for point B, which is located on the 
surface of the pipe. 


Wib 





x Probs. 98/99 


*9-100. The clamp exerts a force of 150 Ih on the boards 
at G. Determine the axial force in each screw, AB and CD. 
and then compute the principal stresses at points F and F. 
Show the results on properly oriented elements located at 
these points. The section through EF is rectangular and is 
lin wide. 





Prob, 9-100 


9-101. The shaft has a diameter d and is subjected to the 
loadings shown. Determine the principal stress and 
the maximum in-plane shear stress that is developed 
anywhere on the surface of the shail. 





Proh. 9-101 





9-102, The state of stress at a point in a member is shown 
on the element. Determine the stress components acting on 
the plane AB. 


A 


28 MPa 





1) MPa 


Bn 
Prob, 9-102 


9-103. The propeller shafi of the tugboat is subjected to 
the compressive force and torque shown. If the shaft has an 
inner diameter of 100 mm and an outer diameter of 150 mm, 
determine the principal stress at a point A located on the 
outer surface, 





Prob. 9-103 


*9-104, The box beam is subjected to the loading shown 
Determine the principal stress in the beam at points A 
and B. 


pu th 





«Tk — mama —— 
"in. Ls Ra 5 ndes 4 a 


Prob, 4-104 
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4-105, The wooden strut is subjected to the loading 
shown, Determine the principal stresses that act at point C 
and specify the orientation of the clement at this point. 
The strut is supported by a bolt (pin) at B and smooth 
support at A, 


SIN SON WN WN 







HEU aw [] Y | 
rl 
25 mm 


100 mm WX n mm 


Prob, 9-105 


9-106. The wooden strut is subjected to the loading 
shown, If grains of wood in the strut at point C make an 
angle of 60° with the horizontal as shown, determine the 
normal and shear stresses that act perpendicular and 
parallel to the grains, respectively. due to the loading. The 
strut is supported by a bolt (pin) al B and smooth support 
at A 


JUN WN 





10mm XI mm 


Prob, 9-106 











Complex stresses developed within this airplane wing are analyzed from strain gauge data. 
(Courtesy of Measurements Group, Inc., Raleigh, North Carolina, 27611, USA.) 


Strain Transformation 


CHAPTER OBJECTIVES 


The transformation of strain at a point is similar to the transformation 
of stress, and as a result the methods of Chapter 9 will be applied 
in this chapter. Here we will also discuss various ways for measuring 
strain and develop some important material-property relationships, 
including a generalized form of Hooke's law. At the end of the chapter, 
a few of the theories used to predict the failure of a material will be 
discussed. 


10.1 Plane Strain 


As outlined in Sec. 2.2, the general state of strain at a point in a body is 
represented by a combination of three components of normal strain, e, , 
ey, €-. and three components of shear strain y,,. y,-. yy. These six 
components tend to deform each face of an element of the material, and 
like stress the normal and shear strain components at the point will vary 
according to the orientation of the element. The strains at à point are 
often determined by using strain gauges, which measure normal strain in 
specified directions, For both analysis and design, however, engineers 
must sometimes transform this data in order to obtain the strain in other 
directions. 
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Plane stress er, or, does not cause plane 


strain in the r-v planc since €, » 


Fig. 10-1 


Ë ' 
ae | 


/ 
H 
“ 

/ 





+e, dx 


(hi 


Positive sign convention 


Fig. 10-2 


To understand how this is done, we will first confine our attention to a 
study of plane strain. Specifically, we will not consider the effects of the 
components e.. y... and y,.. In general, then, a plane-strained element 
is subjected to two components of normal strain, e,, €,, and one 
component of shear strain, y,,. Although plane strain and plane stress 
each have three components lying in the same plane, realize that plane 
stress does not necessarily cause plane strain or vice versa. The reason for 
this has to do with the Poisson effect discussed in Sec. 3.6. For example, if 
the element in Fig. 10-1 is subjected to plane stress z, and a, not only 
are normal strains e, and e, produced, but there is alse an associated 
normal strain, e.. This is obviously not a case of plane strain. In general, 
then, unless » = 0, the Poisson effect will prevent the simultaneous 
occurrence of plane strain and plane stress 


10.2 General Equations of Plane-Strain 
Transformation 


It is important in plane-strain analysis to establish transformation 
equations that can be used to determine the x’, v components of normal 
and shear strain at a point, provided the x, y components of strain are 
known, Essentially this problem is one of geometry and requires relating 
the deformations and rotations of line segments, which represent the 
sides of differential elements that are parallel to each set of axes. 


Sign Convention. Before the strain-transformation equations can 
be developed, we must first establish a sign convention for the strains, 
With reference to the differential element shown in Fig, 10-22, normal 
strains e, and e, are positive if they cause elongation along the x and y 
axes, respectively, and the shear strain yyy is positive if the interior angle 
AOB becomes smaller than 90". This sign convention also follows the 
corresponding one used for plane stress, Fig. 9-54, that is, positive o,, Oy, 
7,, Will cause the element to deform m the positive e,, €p. Yyy directions, 
respectively. 

The problem here will be to determine at a point the normal and shear 
strains ép, €y, Yyy: measured relative to the x’, v' axes, if we know e,, 
€y. Y i |, measured relative to the x, y axes If the angle between the x and 
x' axes is 8, then, like the case of plane stress, 8 will be posirive provided 
it follows the curl of the right-hand fingers, i.e., counterclockwise, as 
shown in Fig. 10-26, 
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Normal and Shear Strains. In order to develop the strain- y 
transformation equation for ey, we must determine the elongation of d 

a line segment dx’ that lies along the x’ axis and is subjected to strain 
components €,. €,. Yay- As shown in Fig. 10—3a, the components of the 
line dx’ along the x and v axes are 





— dx' cos 8 


= 
= 
l 


dx' sin 8 0: Before deformation 


= 
i 


{a} 


When the positive normal strain e, occurs, the line dx is elongated v 
e, dx, Fig. 10-34. which causes line dx’ to elongate e, dx cos 0. Likewise, 
when e, occurs, line dy elongates e, dy, Fig. 10-3c, which causes line dx’ 
to elongate €, dv sin #. Finally, assuming that dx remains fixed in 
position, the shear strain y,,. which is the change in angle between dx 
and dy, causes the top of line dy to be displaced y,, dv to the right, as 
shown in Fig. 10—34. This causes dx’ to elongate y,, dv cos 9. If all three 


' 
of these elongations are added together. the resultant elongation of dx’ «, ds sin? 
is then Normal strain e, 





(b) 


dx’ = e, dx cos 8 + e, dv sin ð + Yy, dy cos 8 


e (lv Cont 


From Eq, 2-2, the normal strain along the line dx’ is ep = dx'/dx’. 
Using Eq. 10-1, we therefore have 


Ep = e cos Ü+ e, sin? 0 + y,, sin 0 cos 0 (10-2) 





Normal strain e, 
ict 


y 


x, dv sind yu dç 





Shear strain Ye 


The rubber specimen is constramed between 

the two fixed supports, and so it will undergo (d) 
plane strain when loads are applied to it in the 

horizontal plane. Fig. 10-3 
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yt 





Shear strain y,, 


(di fe} 
Fig. A (cont.) 


The strain-transformation equation for y,, can be developed bv 
considering the amount of rotation each of the Ime segments dx’ and dy" 
undergo when subjected to the stram components €,, €p, Yyy- First 
we will consider the rotation of dx', which is defined by the 
counterclockwise angle æ shown in Fig. 10-3e, It can be determined by 
the displacement caused by 8y»' using œ = óy'/dx'. To obtain sy", 
consider the following three displacement components acting in the y’ 
direction: one from e,, giving —e, dx sin 8, Fig. 10-36; another from e,. 
giving e, dy cos 8, Fig. 10-3c and the last from Yyy giving —y,, dv sin 4, 
Fig. 10-34. Thus, dy’, as caused by all three strain components, is 


dy’ = —e, dx sin + e, dy cos — Yı dy sin 8 


Dividing cach term by dx’ and using Eq. 10-1, witha = &y'/dx', we have 
a = (—e, + e) Sin cos @ — yyy Sin” à (1-3) 


As shown in Fig. 10-3e, the line dy’ rotates by an amount 8. We can 
determine this angle by a similar analysis, or by simply substituting 
8 + 90° for 8 into Eq. 10-3, Using the identities sin(8 + 90°) = cos 0, 
cos(8 + WI|°) = —sin 9, we have 


(—e, + e,) sin(8 + 90") cos(8 + 90°) — y,, sin(8 + 90^) 


B 


—(—e, + e) cos sin 8 — y,, cos 6 
Since o and B represent the rotation of the sides dx’ and dy' of a 
differential element whose sides were originally oriented along the x' 


and y’ axes, Fig. 10-3e, the element is then subjected to a shear strain of 


Yvy =a— B = -2(e, — e,) sin 0 cos 8 + y,,lcos? 8 —sin8) (10-4) 
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Positive normal strain, €, Positive shear strait, yyy 
(a) (b) 


Fig. 10-4 


Using the trigonometric identities sin 20 = 2sin8 cos ), cos 4 = 
(1 + cos 20)/2, and sin? @ + cos 8 = 1, we can rewrite Eqs. 10-2 and 
10-4 in the final form 


y 
+— — cos 28 + — sin 20 (10-5) 


€, — € 
(>) sin 28 + eas 28 (10-6) 





These strain-transformation equations give the normal strain e, in the 
x' direction and the shear strain yyy of an element oriented at an angle 
8, as shown in Fig. 10-4. According to the established sign convention, 
if e, is positive, the clement elongates in the positive x° direction, 
Fig. 10-42, and if yyy is positive, the element deforms as shown in 
Fig. 10-4. 

If the normal strain in the v' direction is required, it can be obtained 
from Eq. 10-5 by simply substituting (0 + 90°) for &. The result is 





(10-7) 





The similarity between the above three equations and those for plane- 
stress transformation, Eqs. 9-1, 9-2, and 9-3, should be noted. By 
comparison, m,, 7), Ty, 0, correspond to €,, e, e, ez; and Ty. Tyy 
correspond to y,,/2. y /2. l 
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Principal Strains. Like stress. an element can be oriented at a point 
so that the element's deformation is caused only by normal strains, with 
no shear strain, When this occurs the normal strains are referred to as 
principal strains, and if the material is isotropic, the axes along which 
these strains occur will coincide with the axes that define the planes of 
principal stress. 

From Eqs 9-4 and 9-5, and the correspondence between stress and 
strain mentioned above, the direction of the x’ axis and the two values of 
the principal strains €; and =; are determined from 


(10-8) 


(10-9) 





Complex stresses are. often. developed Maximum In-Plane Shear Strain. Using Eqs. 9-6,9-7. and 9-8, 
m —— the direction of the x' axis, and the maximum in-plane shear strain and 
and hemispherical vessels are joined doa ! : d ined f Ap RE 
together. The stresses are determined by associated average normal strain are determined from the following 
makiny measurements of stram equations: 


(10-10) 


n 
om piste 


(10-11) 


(10-12) 





important Points 


In the case of plane stress, plane-strain analysis may be used within the plane of the stresses to analyze the 
data from strain gauges. Remember, though, there will be a normal strain that is perpendicular to the 
gauges due to the Poisson effect. 

When the state of strain is represented by the principal strains, no shear strain will act on the element. 


The state of strain at a point can also be represented in terms of the maximum in-plane shear strain. In this 
case an average normal strain will also act on the element. 


The clement representing the maximum in-plane shear strain and its associated average normal strains is 
45° from the orientation of an element representing the principal strains. 
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A differential element of material at a point is subjected to a state 
of plane strain €, = S00(10 ^), e, = —300(10 "), y, = 200(10 ^), 
which tends to distort the element as shown in Fig. 10-50. Determine 
the equivalent strains acting on an element of the material oriented at 
the point, clockwise 30° from the original position. 


SOLUTION 
The strain-transformation Eqs. 10-5 and 10-6 will be used to solve the 
problem. Since @ is positive counterclockwise, then for this problem 
0 = —30°. Thus, 

€, + € €, — € Yir. 
€, = - 3 T z "cos 20 + — sin 28 

500 + (—300 500 — (— MW 

- — uo + — 10 ^) cos(2(—30°)) 


2 


=- 


MM 
*|—— — |sin(2( -30*)) 


e, = 213(10 4) 


= š 
+) sin 20 + masa 


2 2 


200010 ^) 
2 


Yay = 793(10 ^) Ans 


— = = Joe» sin(2( 30^)) + cos(2( 30^) 


The strain in the y' direction can be obtained from Eq. 10-7 with 
ð = ~30°, However, we can also obtain e, using Eq. 10-5 with 
8 = 60°(@ = —30° + 90°}, Fig. 10-55. We have with e, replacing €v, 


e£, 4€ Y 
"3 : = "cos 20 + — sin 28 


-J |a s, [9—C99 |a aio) 


200(10 ^) 
+ a 


Ey = 


sin(2(60")) 
ey = -13.4(10°) Ans 


These results tend to distort the element as shown in Fig. 10-5c. 
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^ differential element of material at a point is subjected to à state 
of plane strain defined by é, = —350(10 °), e, = 200(10 "), y,, = 
RO(10 °), which tends to distort the element as shown in Fig. 10-6a. 
Determine the principal strains at the point and the associated 
orientation of the element. 


SOLUTION 
Orientation of the Element. From Ey. 10-8 we have 
Y 
tan 24, = = 
¢, — ty 
80/10") 

(—350 — 200)(10 ^) 

Thus.20, = —828" and —8.28^ + 180° = 171.72", so that 
8, = —4.14^ and 85.9" Ans 


Each of these angles is measured positive counterclockwise, from the x 
axis to the outward normals on each face of the element, Fig, 10-65. 


Principal Strains. The principal strains are determined from Eq. 10-9. 
We have 


A TS 
e 2 2 2 


—350 + 200)(10" —350 — : 
_ (7350 + 200)(1 TN xm 


^ 


- 


2 
—750(10 ^) + 277.9(10 ^) 
e; = 20310") e= -353(10 ^) Ans 
We can determine which of these two strains deforms the element in 
the x' direction by applying Eq. 10-5 with # = —4.14^. Thus, 
e; + ë €s — €, Vay 
Er = — = cos 20 + sin 20 
-350 + 350 — 200 
E: ( — + ( 2 


soado") _ 
+ — sin 2(—4.14^) 


Jae cos 2(—4.147) 


e, = -353(10 ^) 


Hence e, = es. When subjected to the principal strains, the element 
is distorted as shown in Fig. 10-6/. 
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A differential element of material at a point is subjected to a state 
of plane strain defined by €, = —350(10 ^), e, = 200(10 ^), 
ys = S0(10 ^), which tends to distort the element as shown in 
Fig. 10-7a. Determine the maximum in-plane shear strain at the point 
and the associated orientation of the element. 


SOLUTION 
Orientation of the Element. From Eq. 10-10 we have 


€,— €, (—350 — 200)(10 5) 
Ys ) y 8O(10 ") 
Thus, 28, = 81.72° and 81.72" + 180° = 261.72°, so that 

8, = 40.9? and 131° 


Note that this orientation is 45° from that shown in Fig. 10-64 in 
Example 10.2 as expected. 


Maximum In-Plane Shear Strain. Applying Eq. 10-11 gives 


Vinton: = (= = y (2) 
— 1] "4 


tan 20, = 4 


M -380 — 2001 . (80Y | oa 
- [Vy (2) Jw 


Yr. = 556(10™) Ans 


Due to the square root, the proper sign of y= can be obtained by 
applying Eq. 10-6 with 6, = 40.9*. We have 


Yxy e17 €, 


° Yay 
- = ç > 
2 > sin 20 + 2 cos 28 


80(10 ^) 


= (o) 10 °) sin 2(40.9°) + ——7— cos 2(40.9") 


2 
Yry ~ 556(10 ^) 


This result is positive and so yx" tends to distort the element so 
that the right angle between dx' and dy’ is decreased (positive sign 
convention), Fig. 10-7h. 
Also, there are associated average normal strains imposed on the 
element that are determined from Eq. 10-12: 
e, € - + 
eu t - dx 200 410) = -75(05) 


These strains tend to cause the element to contract, Fig. 10-7h. 
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*10.3 Mohr's Circle—Plane Strain 


Since the equations of plane-strain transformation are mathematicallv 
similar to the equations of plane-stress transformation, we can also solve 
problems involving the transformation of strain using Mohr's circle. 

Like the case for stress, the parameter # in Eqs. 10-5 and 10-6 can be 
eliminated and the result rewritten in the form 





E PI SA 
(ee — esa) + ( =) -R (10-13) 
where 
€; t€, 
Envy = — 


b 


R= ( 2 Naa ee 


Equation 10-13 represents the equation of Mohr's circle for strain. [t has 
a center on the e axis at point C(é,,,, 0) and a radius R. 





Procedure for Analysis 


The procedure for drawing Mohr's circle for strain follows the same 
one established for stress. 


Construction of the Circle. 


* Establish a coordinate system such that the abscissa represents 
the normal strain e, with positive to the right. and the ordinate 
represents half the value of the shear strain, y/2, with positive 
downward, Fig, 10-8. 

Using the positive sign convention for €r, €y, yxy, as shown in 
Fig. 10-2, determine the center of the circle C, which is located 
on the e axis at a distance €,,. = (e, + €,)/2 from the origin, 
Fig. 10-8, 

Plot the reference point A having coordinates A(e,. y,,/2). This 
point represents the case for which the x' axis coincides with the 
x axis. Hence 8 = ()", Fig. 10-8. 

Connect point A with the center C of the circle and from the 
shaded triangle determine the radius R of the circle, Fig. 10-8, 


Once R has been determined, sketch the circle. 
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Principal Strains. 

* The principal strains e; and e: are determined from the circle 
as the coordinates of points B and D, that is where y/2 = 0, 
Fig. 10-9a. 


The orientation of the plane on which e, acts can be determined 
from the circle by calculating 20, using trigonometry. Here this 
angle happens to be counterclockwise from the radial reference 
line CA to line CB, Fig, 10-92. Remember that the rotation of 8, 
must be in this same direction, from the element's reference axis x 
to the x" axis, Fig. 10-95.* 


When e, and e; are indicated as being positive as in Fig. 10-94, 
the element in Fig. 10-95 will elongate in the x' and v’ directions 
as shown bv the dashed outline. 


Maximum In-Plane Shear Strain. 


* The average normal strain and half the maximum in-plane shear 
Strain are determined from the circle as the coordinates of point 
E or F, Fig. 10-90. 


The orientation of the plane on which yew — and Esg act can be 
determined from the circle by calculating 26, using trigonometry. 
Here this angle happens to be clockwise from the radial 
reference line CA to line CE, Fig. 10-94. Remember that the 
rotation of 0, must be in this same direction, from the element's 
reference axis x to the x’ axis, Fig. 10-9c.* 


Strains on Arbitrary Plane. 


* The normal and shear strain components €, and y, , for a plane 
oriented at an angle 8, Fig. 10-94, can be obtained from the circle 
using trigonometry to determine the coordinates of point P, 
Fig. 10-94. 


To locate P, the known angle 8 of the x' axis is measured on the 
circle as 28. This measurement is made from the radial reference 
line CA to the radial line CP. Remember that measurements 
for 26 on the circle must be in the same direction as # for the 
x' axis.* 

If the value of e, is required, it can be determined by 
calculating the e coordinate of point Q in Fig. 10-94, The line 
CQ lies 180" away from CP and thus represents a 90° rotation 
of the x’ axis. 


"LU the y/7 axis Were constructed pose upwards. then the angle 22 on the circle 
would be measured in the opposite direction to the orientation ñ of the planc. 








CHAPTER 10 STRAIN TRANSFORMATION 


ias 


(ul 


Fig. 10-10 


The state of plane strain at a point is represented by the components 
€, = 250(10 ^), e, = —150(10 ^), and Yay = 120(11 ^). Determine 
the principal strains and the orientation of the element. 


SOLUTION 

Construction of the Circle. The e and y/2 axes are established m 
Fig. 10-102. Remember that the positive y/2 axis must be directed 
downward so that counterclockwise rotations of the element 
correspond to counterclockwise rotation around the circle. and vice 
versa. The center of the circle C is located on the e axis at 


«(10 7") 


250  (-150) P 
— 0 ) = 30(10 ) 


Since y,,/2 = 60(10 ^), the reference point A (# = (^) has coordinates 
A(250( 10 ^), 60(10°)). From the shaded triangle in Fig. 10-10a, the 
radius of the circle is CA; that is. 


R = [ V/(250 — 507 + (60) |(10 5) = 2088600) 


Principal Strains. The e coordinates of points B and D represent 
the principal strains. They are 


e; = (50 + 208 8)(10 ^)  259(10 ^) Ans 
e; = (50 — 208.8)(10°°) = —159(10 5) Ans. 


The direction of the positive principal strain e, is defined by the 
counterclockwise angle 20, , measured from the radial reference line 
CA (0 = (^) to the line CB. We have 


60 
tan 20», = 7359 — 50) 


0, = 83S" Ans 


Hence, the side dx' of the element is oriented counterclockwise 835° 
as shown in Fig. 10-105. This also defines the direction of e;. The 
deformation of the element is also shown in the figure. 
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The state of plane strain at a point is represented by the components 
€, = 250(10 ^), e, = —150(10 *), and y,, = 120(10 ^). Determine 
the maximum in-plane shear strains and the orientation of an element. 


SOLUTION 
The circle has been established in the previous example and is shown 
in Fig. 10-1 La. 


Maximum In-Plane Shear Strain. Half the maximum in-plane shear 
strain and average normal strain are represented by the coordinates of 
point E or F on the circle. From the coordinates of point E, 4 


(Yury rts 


7 
- 


208.8(10 ") 


(Yey Wn 418( 10 ^) 


Eq = 50(10 5) 


To orient the clement, we can determine the clockwise angle 24, 
measured from CA (8 = 0°) to CE 


20, = 90^ — 2(8357) 


= n 
4, = 367 Ans Fig. 10-11 


This angle is shown in Fig. 10-115. Since the shear strain defined from 
point É on the circle has a positive value and the average normal 


strain is also positive, these strains deform the element into the 
dashed shape shown in the figure. 
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The state of plane strain at a point is represented on an element having 
components e, = —3(0(10 *), e, = —100(10 ^), and y,, = 100(10 ^), 
Determine the state of strain on an element oriented 20° clockwise from 
this reported position. 


SOLUTION 


Construction of the Circle. The e and y/2 axes are established in 
Fig. 10-124. The center of the circle is on the e axis at 


— — 100 
Envy = — — 


juos = —200(10) 


eüu ") 


The reference point A has coordinates A(—300(10 ^), 50(10 ^)). The 
radius CA determined from the shaded triangle is therefore 


Zu R = [V (300 — 2007 + (50)7|(10-*) = 111.8(10 ^) 


Strains on Inclined Element. Since the element is to be oriented 
20° clockwise, we must establish a radial line CP, 2(20°) = 40" 
clockwise, measured from CA (8 = 0°), Fig. 10-122. The coordinates 
of point P (ey. yyy/2) are obtained from the geometry of the circle. 
Note that 


50 
= l —Ü nTAa> —J—phA =? 37° ` ° - 9 - " 3° 
$= tan — ) 657, w= 40" — 2657" = 134 


—(200 + 111.8 cos 13.43°)(10") 
= —309(10 ^) 


~(111.8 sin 13.43*)(10 ^) 
—52.0(10 5) Ans. 


The normal strain e, can be determined from the € coordinate of 
point Q on the circle, Fig. 10-1242. Why? 


ey " -(200 - 111.8 cos 1343*y(10 5) he -91 3(10 ^) Ans 


As à result of these strains, the element deforms relative to the x', v' 
Fig. 10-12 axes as shown in Fig. 10-125. 
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E PROBLEMS 


10-1. Prove that the sum of the normal strains in 
perpendicular directions is constant. 


10-2. The state of stram at the point bas componcnts 
of e, = 200(10 °). e, = -300(10 *), and y,, = 400(10 ^). 
Use the strain-transformation equations to determine the 
equivalent in-plane strains on an element oriented at an 
angle of 30° counterclockwise from the original position. 
Sketch the deformed element due to these strains within the 
x-y plane. 





Prob, 1-2 


10-3. A strain gauge is mounted on the I-in.-diameter 
A-36 steel shaft in the manner shown. When the shaft is 
rotating with an angular velocity of w = 1760 rev/min, the 
reading on the strain gauge is e = SOQ(10 ^), Determine 
the power output of the motor, Assume the shaft is only 
subjected to à torque. 





Prob, 1-3 


"10-4, The state of strain at a point on a wrench 
has components e, = 120/10"), e, = —I80(10 ^), y = 
150(10 *). Use the strain-transformation equations to 
determine (a) the in-plane principal strains and (b) the 
maximum in-plane shear strain and average normal strain. 
In each case specify the orientation of the element and show 
how the strains deform the element within the x- plane. 


10-5. The state of strain at the point on the arm 
has components e, 25010 *), e, -450(10 ^), y, = 
-825(10 "]. Use the strain-transformation equations to 
determine (a) the in-plane principal strains and (b) the 
maximum in-plane shear strain and average normal strain. 
In cach case specify the orientation of the element and show 
how the strains deform the element within the x-y plane 





Proh. 10-5 


10-6, The state of strain at the point has components of 
e, = ~ 100/10), e, = 400010), and y,, = -300(10 *). 
Use the strain-transformation equations to determine the 
equivalent in-plane strains on an clement oriented at an 
angle of 60° counterclockwise from the original position, 
Sketch the deformed clement due to these strains within 
the xe plane, 


10-7, The state of strain at the point has components of 
e, = I00(10 *), e, = 300(10*), and y,, = —150(10). 
Use the strain-transtormation equations to determine the 
equivalent in-plane strains on an element oriented 6 = 30° 
clockwise. Sketch the deformed clement due to these 
strains within the x-r plane 





Probs. 1-6/7 
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*10-8. The state of strain al the point on the bracket 
has components e, = —200(10 "), e, = -650(10 *), Yyy = 
—]75(10 *). Use the strain-transformation equations to 
determine the equivalent in-plane strains on an element 
oriented at an angle of & = 20° counterclockwise from the 
original position. Sketch the deformed element due to these 
strains within the x-y plane. 





Prob, 10-8 


10-9, The state of strain at the point has components of 
€, = 180/10"), e, = —120(10 ^), and y,, = —100(10 ^). 
Use the strain-transformation equations to determine (a) 
the in-plane principal strains and (b) the maximum in-plane 
shear strain and average normal strain. In cach case specify 
the orientation of the element and show how the strains 
deform the element within the x-y planc. 





Prob, Hi-9 





10-10. The state of strain at the point on the bracket 
has components e, = 400/10 *), e, = ~250(10*), y,, = 
310(10 *). Use the strain-transformation equations to 
determine the equivalent in-plane strains on an clement 
oriented at an angle of & = 30° clockwise from the original 
position. Sketch the deformed clement duc to these strains 
within the x-y plane, 





Prob. 10-10 


10-11. The state of strain at the point has components of 
e, = ~100(10"), e,  -200(10 *), and yry = 100/10 *). 
Use the strain-transformation equations to determine (a) 
the in-plane principal strains and (b) the maximum in-plane 
shear strain and average normal strain, In each case specify 
the orientation of the clement and show how the strains 
deform the element within the r=y plane, 





Prob. 10-11 





*10-12, The state of plane strain on an element is given by 
e, = SMO), e, = 300010), and y, = ~200(10"). 
Determine the equivalent state of strain on an clement at 
the same point oriented 45° clockwise with respect to the 
original element 





Prob. 10-12 


10-13, The state of plane strain on an clement is 
€, = —300(10 ^). e, = 0, and y,, = 150/10 ^). Determine 
the equivalent state of strain which represents (a) the 
principal strains, and (b) the maximum in-plane shear strain 
and the associated average normal strain, Specify the 
orientation of the corresponding elements for these states 
of strain with respect ro the original element, 





Prob. 10-13 
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10-14, The state of strain at the point on à boom of an 
hydraulic engine crane has components of e, = 250(10 ^), 
€, = 300010) and ya, = —180(10 ^). Use the strain- 
transformation equations to determine (a) the in-plane 
principal strains and (b) the maximum in-plane shear strain 
and average normal strain. In each case, specify the 
orientation of thc element and show how the strains deform 
the element within the x-y plane. 





Prob, 10-14 


"10-15. Consider the general case of plane strain where 
Ers Ey and y,, are known, Write a computer program that 
can be used to determine the normal and shear strain, €, 
and yyy, on the plane of an element oriented 8 from the 
horizontal, Also, include the principal strains and the 
element's orientation, and the maximum in-plane shear 
strain, the average normal strain, and the clement's 
orientation 


*10-16. The state of strain at a point on a support 
has components of e, = 300102). e, = 400(10 ^], 
yo = 0675(10 ^), Use the strain-transformation equations 
to determine (a) the in-plane principal strains and (b) the 
maximum in-plane shear strain and average normal strain. 
In cach case specify the orientation of the element and show 
how the strains deform the element within the x-y plane. 


*10-17. Solve part (a) of Proh. Hi— using Mohr's circle. 
10-18. Solve part (b) of Prob. 10-4 using Mohr's circle, 
10-19, Solve Prob, 10-8 using Mohr's circle. 

*10-20. Solve Prob. 10-10 using Mohr's circle. 

*10-21. Solve Prob. 10-14 using Mohr's circle. 
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Fig. 10-14 








*10.4 Absolute Maximum Shear Strain 


In Sec. 9,5 it was pointed out that in the case of plane stress, the absolute 
maximum shear stress in an element of material will occur out of the plane 
when the principal stresses have the same sign. i.e., both are tensile or both 
are compressive. A similar result occurs for plane strain. For example. if 
the principal in-plane strains cause elongations, Fig I0- 13a. then the three 
Mohr's circles describing the normal and shear strain components for 
elements oriented about the x'. y’, and z' axes are shown in Fig. 10-135. 
By inspection, the largest circle has a radius R = (y, )4,,/2. Hence, 


Yi = (yz: ma 56 


(10-14) 
€, and e- have the same sign 





This value gives the absolute maximum shear strain for the material 
Note that it is larger than the maximum in-plane shear strain, which is 
(Y¥s'y max = €i — €x 

Now consider the case where one of the in-plane principal strains is 
of opposite sign to the other in-plane principal strain, so that e, causes 
elongation and e> causes contraction, Fig. 10-140. Mohr's circles, which 
describe the strains on cach element's orientation about the x’, v^, z 
axes are shown in Fig. 10-145. Here 


yw = (Yry)nms = € — € 


(10-15) 





e; and e; have opposite signs 


We may therefore summarize the above two cases as follows. H the 
in-plane principal strains both have the same sign, the absolute maximum 
Shear strain will occur out of plane and has a value of ya; = e. 
However, if the in-plane principal strains are of opposite signs, then the 
absolute maximum shear strain equals the maximum in-plane shear strain. 


| Important Points 


* The absolute maximum shear strain will be larger than the 
maximum in-plane shear strain whenever the in-plane principal 
strains have the same sign. When this occurs the absolute 


maximum shear strain will act out of the plane. 


If the in-plane principal strains are of opposite signs, then 
the absolute maximum shear strain will equal the maximum 
in-plane shear strain, 
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The state of plane strain at a point is represented by the strain 
components <,= —400(11^),  €,—200(10 "), Yzy = 150010 *), 
Determine the maximum in-plane shear straim and the absolute 
maximum shear strain. 


«Ou m 


Yau 
z700 ) 


Fig. 10-15 


SOLUTION 


Maximum In-Plane Shear Strain. We will solve this problem using 
Mohr's circle. From the strain components, the center of the circle is 
on the e axis at 
—400 + 200 
we" — ur) = —100(10°°) 
Since y,,/2 = 75(10 ^), the reference point A has coordinates 
(—400(10 5). 75(10 ^)). As shown in Fig. 10-15. the radius of the 
circle is therefore 


R = | V(400 — 100)? + (75y (10^) = 309(10°%) 
Calculating the in-plane principal strains from the cirele, we have 
e; = (—100 + 309)(10%) = 209/10") 
e; = (—l00 — 309)(10^) = -409(10 ^) 
Also, the maximum in-plane shear strain is 
Yam, 76 7 e> = [209 - (-409)](10) = 618(10^) Ans 


Absolute Maximum Shear Strain. From the above results, we 
have e, = 209(10 ^), e= —409(10 ^). The three Mohr's circles, 
plotted for element orientations about each of the x, v, z axes, are also 
shown in Fig. 10—15. It is seen that since the principal in-plane strains 
have opposite signs, the maximum in-plane shear strain is also the 
absolute maximum shear strain; i.e.. 


yaa = 618(10 55 Ans 
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10.5 Strain Rosettes 


When performing a tension test on a specimen as discussed in Sec. 3.1, 
the normal strain in the material is measured using an electrical- 
resistance strain gauge, which consists of a wire grid or piece of metal 
foil bonded to the specimen. For à general loading on à body, however, 
the strains at a point on its free surface are determined using a cluster of 
three electrical-resistance strain gauges, arranged in a specified pattern, 
This pattern is referred to as a strain rosette, and once the normal strains 
on the three gauges are measured, the data can then be transformed to 
specify the state of stram at the point. Since these strains are measured 
only in the plane of the gauges, and since the body is stress-free on its 
surface, the gauges may be subjected to plane stress but not plane strain. 
Although the strain normal to the surface is not measured, realize that 
the out-of-plane displacement caused by this strain will mor affect the 
in-plane measurements of the gauges 

In the general case, the axes of the three gauges are arranged at the 
angles 8,. On O shown in Fig. 10-16a. Hf the readings e; Ep, e, are taken, we 
45" strain rosette can determine the strain components €,, €y, y,, at the point by applying 

(b) the strain-transformation equation, Eq. 10-2. for each gauge. We have 





€, = €, cos B, + E€, Sin? 0, + Yay Sin Oy cos 6, 
Er = €, CoS B, + €, sin” 8, + ya, Sin B, COS 8, (10-16) 
€, = e, COS B, + e, sin? 0, + y,, sin A, cos D), 


r 


The values of €,, €p, Yyy are determined by solving these three equations 





r simultaneously, 
Strain rosettes are often arranged in 45° or 60° patterns. In the case of 
6 strain rosette the 45° or "rectangular" strain rosette shown in Fig. 10-165, 9, = 0°, 
(el 0, = 457, 6, = 90°. so that Eq. 10-16 gives 
Fig, 10-16 €, — €, 


€y = €, 
yay = 2e, — (e, + €) 


And for the 60" strain rosette in Fig. 10-l4c, 8, = 0^, 8, = 60", 
8, = 120°. Here Eq. 10-16 gives 


— 
1 

€, = 3 06, didi. — 1) (10-17) 
2 

Yx = Vale — €) 





Once €, €, Yyy are determined, the transformation equations of 
Sec. 10.2 or Mohr's circle can then be used to determine the principal 
Typical electrical resistance 45° strain rosette. in-plane strains and the maximum in-plane shear strain at the point. 





The state of strain at point A on the bracket in Fig. 10-174 is measured 
using the strain rosette shown in Fig. 10-175. Due to the loadings, the 
readings from the gauges give e, = 60(10 ^), e, = 135(10 ^), and 
e, = 264(10 ^). Determine the in-plane principal strains at the point 
and the directions in which they act. 


SOLUTION 
We will use Eqs. 10-16 for the solution. Establishing an x axis as 
shown in Fig. 10-17) and measuring the angles counterclockwise 
from the +x axis to the centerlines of each gauge, we have 8, = 0°, 
8, = 60°, and 8, = 120°, Substituting these results, along with the 
problem data. into the equations gives 
60(10 ^) = e, cos^ (^ + e, sin Q^ + y,, sin 0° cos 0° 
=E (1) 
135(10") = e, cos? 60° + e, sin? 60" + y,, sin 60° cos 60° 
= (0.256, + 0.756, + 0.433y,, (2) 
264(10 ^) = e, cos? 120° + e, sin? 120° + y,, sin 120" cos 120° 
= (.25e, + 0,75€, — 0,433y,, (3) 
Using Eq. 1 and solving Eqs. 2 and 3 simultaneously, we get 
e,=60(10%) — e, —246(10") — y,, = —149(10 5) 


These same results can also be obtained in a more direct manner from 
Eq. 10-17. 

The in-plane principal strains can be determined using Mohr's 
circle, The reference point on the circle is at A [60( 10 ^), —74.5(10 5)] 
and the center of the circle, C, is on the e axis at e, = 153(10 ^. 
Fig. 10-17c. From the shaded triangle, the radius is 


R = | V(153 — 60y + (745y (105) = 119.1(1075) 


The in-plane principal strains are thus 


e; = 153(10 ^)  119.1(10 5) = 272(10 ^) Aux ^ 


e; = 153(10 ^) — 1191(10 ^) = 33:9(10 ^) Ans 

4 745 
(153 — 60) 

0, = 19.3" Ans 


280, = tan = 387^ 


NOTE: The deformed element is shown in the dashed position in 
Fig. 10-174. Realize that, due to the Poisson effect, the element is also 
subjected to an out-of-plane strain, ie. in the z direction, although this 
value will not influence the calculated results. 
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Fig. 10-17 
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üur>—nx va 


10-22. The strain at point A on the bracket has 
components €, = 30010“), e, = SS0010 7), y, = 
—650i 10 *), Determine (a) the principal strains at A in the 
r—y plane, (b) the maximum shear strain in the x-y plane, 
and (c) the absolute maximum shear strain. 


*10-24. The strain at point A on the pressure-vessel wall 
has components e, = 480(10 ^), e, = 720(10 ^), Yi = 
650(10 *). Determine (a) the principal strains at A, in the 
x-y planc. (b) the maximum shear strain in the x-y plane, 
and (c) the absolute maximum shear strain. 





Prob. 10-22 


10-23. The strain at point A on the ley of the angle has 
components e, = —140(10 ^), e, = 180(10 "), y, = 
- 25(10 ^), Determine (a) the principal strains at A in the 
x-y plane, (b) the maximum shear strain in the x-y plane, 
and (c) the absolute maximum shcar strain. 





Prob. 10-23 





Prob, 10-24 


*10-25, The 60° strain rosette is mounted on the bracket. 
The following readings arc obtained for cach gauge: 
e= -100(10*), 6,2 250(10 *), and e, = 150(10 ^). 
Determine (a) the principal strains and (b) the maximum 
in-plane shcar strain and associated average normal strain, 
In each case show the deformed element due to these 
strains. 





Prob. 10-25 





10-26, The 60° stram rosette is mounted on a beam, 
The following readings are obtained for each gauge: 
e, = 200010 °), e= —450(10 ^), and e = 250(10 ^). 
Determine (a) the in-plane principal strains and (b) the 
maximum in-plane shear strain and average normal strain 
In cach case show the deformed element due to these 
strains. 





Prob, 10-26 


10-27, The 45° strain rosette is mounted on a steel shaft. 
The following readings are obtained from cach gauge: 
€, = 300110), e, = -250(10 *), and e, -450(10 ") 
Determine (a) the in-plane principal strains and (b) the 
maximum in-plane shear strain and average normal strain. 
In each case show the delormed element due to these 
strains. 





Prob. 160-27 
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*10-28, The 45° strain rosette is mounted on the link of 
the backhoe. The following readings are obtained from 
cach gauge: e, = 650(10), e, = —300(10 ^), e, = 480(10 "). 
Determine (a) the in-plane principal strains and (b) the 
maximum in-plane shear strain and associated average 
normal strain. 





Prob, 10-28 


10-29. Consider the general orientation. of three strain 
ganges at à point as shown, Write à computer program that 
can be used to determine the principal in-plane strains and 
the maximum in-plane shear strain at the point. Show an 
application of the program using the values @, = MF, 
e, = 160(10 ^), 8,— 125", e,— 100(10 ^), 8, = 220°, 
e, = 80(10"), 





Prob, 10-29 








508 





CHAPTER ID STRAIN TRANSFORMATION 








10.6 Material-Property Relationships 


In this section we will present some important relationships involving a 
material's properties that are used when the material is subjected to 
multiaxial stress and strain. To do so we will assume that the material is 
homogeneous and isotropic and behaves in a linear-elastic manner. 


Generalized Hooke's Law. Ifthe material at a point is subjected 
to a State of triaxial stress, Ta, Ty O. Fig. 10-18a, associated normal 
strains ëy, €y, e. will be developed in the material. The stresses can be 
related to these strains bv using the principle of superposition, Poisson's 
ratio, ej, = —véj,,, and Hooke's law, as it applies in the uniaxial 
direction, e = 0/E, For example, consider the normal strain of the 
element in the x direction, caused by separate application of each normal 
Stress, When a, is applied, Fig. 10-185, the element elongates in the x 
direction and the strain e is 


Application of a, causes the element to contract with a stram ev, 
Fig. 10-18c. Here 


Likewise, application of z., Fig. 0-184, causes a contraction such that 


in d: 
€, = —v— 


E 





Ihi 


Fig. 10-18 
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When these three normal strains are superimposed, the normal strain 
€, is determined for the state of stress in Fig. H0-18a, Similar equations 
can be developed for the normal strains in the y and z directions. The 
final results can be written as 


(10-18) 





These three equations express Hooke's law in a general form for a 
triaxial state of stress. For application tensile stresses are considered 
positive quantities, and compressive stresses are negative. If a resulting 
normal strain is positive, it indicates that the material elongates, whereas 
à negative normal strain indicates the material contracts 

If we now apply a shear stress r,, to the element, Fig. 10-19a, 
experimental observations indicate that the material will deform only 
due to a shear strain Yyy that is, 7,, will not cause other strains in the 
material. Likewise, 7,- and r,. will only cause shear strains y,. and y,., 
Figs. 10-195 and 10-19c, and so Hooke's law for shear stress and shear 
strain can be written as 


(10-19) 








(a) (b) (el 


Fig. 10-19 
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Relationship Involving E, v, and G. In Sec. 37 it was stated that 
the modulus of elasticity E is related to the shear modulus G by Eq. 3-11, 
namelv, 


E 


G (10-20) 


~ 20 +) 





One way to derive this relationship is to consider an element of the 
material to be subjected to pure shear (m, = a, = e. = Q), Fig. 10-202. 
Applying Eq. 9-5 to obtain the principal stresses yields og, = Try and 


Tmin = Tsy This element must be oriented 6, = 45° counterclockwise 
from the x axis as shown in Fig. 10-205, If the three principal stresses 
Tray = Tay Tin = O and Omin = —T are substituted into the first of 


Eqs. 10-18, the principal strain e,,,, can be related to the shear stress r,,. 
The result is 


Fey 
“a = (1 + p) (10-21) 


This strain, which deforms the element along the x’ axis, can also 
be related to the shear strain ys» To do this, first note that 
since d, = a7, = d. = l), then from the first and second Eqs. 10-18, 
€, = e, = (V. Substituting these results into the strain transformation 
Eq. 10-9, we get 





Yay 
F) ten — 
Fig. 10-20 . 
By Hooke's law. y,, = 7,,/G. so that Emas * 7,,/2G. Substituting into 


Eq. 10-21 and rearranging terms gives the final result. namely, Eq. 10-20. 


Dilatation and Bulk Modulus. When an clastic material is 
subjected to normal stress, its volume will change. For example, consider 
a volume element which is subjected to the principal stresses my, Ty Oz 
If the sides of the element are originally dx, dy, dz, Fig. 10-21a, then 
after application of the stress they become (1 + €,) dx, (1 + €,) dv, 
(1 + e.) dz. Fig. 10-215. The change in volume of the element is 
therefore 


SV = (I + e,)(1 + e) + e.) dx dy dz — dx dy dz 





Neglecting the products of the strains since the strains are very small, we 


(1+ ede have 
"he 8V = (e, + e, + e.) dx dy dz 


The change in volume per unit volume is called the “volumetric strain" 
7, or the dilatation e. It can be written as 
(1 + euet av 


— 


By comparison, the shear strains will not change the volume of the 
Fig, 10-21 element, rather they will only change its rectangular shape. 





(1 + eady 


= gv + e, + e, (10-22 


(hi 
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Also, if we use Hooke's law, as defined by Eq. 10-18, we can write the 
dilatation in terms of the applied stress. We have 

1 — 2p 

E 

When a volume element of material is subjected to the uniform 

pressure p of a liquid, the pressure on the body is the same in all 

directions and is always normal to any surface on which it acts Shear 

stresses are not present, since the shear resistance of a liquid is zero, This 

state of “hydrostatic” loading requires the normal stresses to be equal in 

any and all directions, and therefore an clement of the body is subjected 





e= (a, +o; ur) (10-23) 


to principal stresses m, = m, = a, = —p. Fig. 10-22. Substituting into 
Eq. 10-23 and rearranging terms yields 
p E 
= _— V 0-2 
e 3(1 — 2p) 29 


Since this ratio is similar to the ratio of linear elastic stress to strain. 
which defines E, i.c., a/e = E, the term on the right is called the volume 
modulus of elasticity or the bulk modulus. |t has the same units as stress 
and will be symbolized by the letter k; that is, 


(10-25) 





Note that for most metals » = {so k = E, If a material existed that did 
not change its volume then 6V = e = 0, and & would have to be infinite, 
From Eq. 10-25 the theoretical maximum value for Poisson's ratio is 
therefore p = (0.5, During yielding, no actual volume change of the 
material is observed, and so z = 0.5 is used when plastic yielding occurs. 


Important Points 


When a homogeneous isotropic material is subjected to a state of 
triaxial stress, the strain in each direction is influenced by the 
strains produced bv all the stresses, This is the result of the Poisson 
effect, and results in the form of a generalized Hooke's law, 


Unlike normal stress a shear stress applied to homogeneous 
isotropic material will only produce shear strain in the same 
plane. 


The material constants E. G. and z are related mathematically. 


Dilatation, or volumetric strain, is caused only by normal strain, 
not shear strain. 


The bulk modulus is à measure of the stiffness of a volume of 
material. This material property provides an upper limit to 
Poisson's ratio of p = 0.5, which remains at this value while 
plastic yielding occurs 


oP 





Hydrostatic stress 


Fig. 10-22 
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The bracket in Example 10-8, Fig. 10-234, is made of steel for which 
Ea = 200 GPa, vg = 0.3. Determine the principal stresses at point A. 


SOLUTION I 
From Example 10.8 the principal strains have been determined as 


e; = 272(107) 
e; = 339(107) 


Since point A is on the surface of the bracket for which there is no 
loading. the stress on the surface is zero, and so point A is subjected to 
plane stress Applying Hooke's law with z, = 0, we have 


4T, 0.3 
200(1P) — 20010) ` 
544(10) = o, — 0.30: 

DE 0.3 
20010) — 20000)" 
678(10") = o> — 0.30; 


€; = = res 22200) = 


> v á 
ea = E - rs 33.9(10 ^) = 


1 
Solving Eqs. | and 2 simultaneously yields 


a = 62.0 MPa 
gs = 254 MPa 








10.6 MartRiA;-PRO?ERTY RELADONSHIPS 513 


Fig. 10-23 (cont.) 


SOLUTION II 
It is also possible to solve the problem using the given state of strain, 


e, = 60(10^) ey = 246(10") — y, = -149(10 ^) 
as specified in Example 10.8. Applying Hooke's law in the x-v plane, 


Tuo —— — 
UC 200(10") Pa — 200(10) Pa 


Ty 0.30, 
200/10") Pa — 200(10") Pa 
wa, 294 MPa a, = 58.0 MPa 


The shear stress is determined using Hooke's law for shear. First, 
however, we must calculate G. 
E 200 GPa 


220») 21403 — 


res 246(10 5) = 


G 
Thus, 
Try " Gy, Tey = 769(107)[-149(10 ^)] = —11.46 MPa 


The Mohr's circle for this state of plane stress has a reference point 
A(29.4 MPa, —11.46 MPa) and center at Tys = 43,7 MPa, Fig. 10-235. 
The radius is determined from the shaded triangle. 


R = V(43.7 = 294) + (11.46) = 18.3 MPa 


Therefore, 
m; = 43.7 MPa + 18.3 MPa = 62.0 MPa Ans 
wy = 43.7 MPa — 18.3 MPa = 254 MPa Ans 
NOTE: Each of these solutions is valid provided the material is both 


linear elastic and isotropic, since then the principal planes of stress 
and strain coincide. 
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The copper bar in Fig. 10-24 is subjected to a uniform loading along 
its edges as shown. If it has a length a = 3K) mm, width b = 50 mm. 
and thickness í = 20 mm before the load is applied, determine its 
new length. width, and thickness after application of the load. 
Take Eu = 120 GPa. v4, = 0.34. 


500 MPa 
Fig. 10-24 
SOLUTION 


By inspection, the bar is subjected to a state of plane stress. From the 
loading we have 


o,=800MPa  s,--50MPa rp =0 oo. =0 


The associated normal strains are determined from the generalized 
Hooke's law, Eq. 1-18; that is, 


Mio = T = (s, Far) 
800 MPa s 


-500 MPa + 0) = 0.00808 
120( P) MPa 


ay p 
! "(z o0) 


F E 


s EE o ON ORO MR T De 0A 
120010") MPa — 120(107) MPa 


— 034 
120010!) MPa 
The new bar length, width, and thickness are therefore 
a’ = MKI mm + (O.O08S(300 mm) = 302.4 mm Ans. 
b' = 50 mm + (—0.0643)( 50 mm) = 49.68 mm Ans 
ro 20mm + (-04X40850)/20 mm) = 19:98 mm Ans 


(800 MPa — 500 MPa) = —0.000850 
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If the rectangular block shown in Fig. 10-25 is subjected to a uniform 
pressure of p — 20 psi, determine the dilatation and the change in 
length of each side. Take E = 600 psi, » = 0.45. 


Fig. 10-25 


SOLUTION 
Dilatation. The dilatation can be determined using Eq. 10-23 with 
a, = g, = g; = —20 psi. We have 
1 — 2v 
— (a, + a, + a.) 


|. LO N20 pu) 
400 psi 

= 0.01 in?/in* Ans 
Change in Length. The normal strain on each side can be 
determined from Hooke's law, Eq. 10-18; that is, 


e= sie, - vfa, + «.)] 


= — n psi — (0.45)( —20 psi — 20 psi)] = —0.00333 in./in. 
Thus, the change in length of each side is 

6a = —0.00333(4 in.) = —0,.0133 in. 

áb = —(0.00333(2 in.) = —0.00667 in. 

Se = —0.00333(3 in.) = —0.0100 in. 


The negative signs indicate that each dimension is decreased. 
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EI PROBLEMS 


10-30. For the case of plane stress, show that Hooke's law 
can be written as 


Ë 


r, = —— V+, + ve), r, = —— li, oves) 
———— — ) 


) (1 

10-31. Use Hooke's law, Eq. 100-18, to develop the strain- 
transformation equations, Eqs. 10-5 and 10-6, from the 
stress-transformation equations, Eqs 9-1 and 9-2, 


*10-32. A bar of copper alloy is loaded in a tension 
machine and it is determined that e, = 940/10 ") and 
e, = 04 ksi, m, = 0, ar. = 0, Determine the modulus of 
elasticity, Ea, and the dilatation, e. of the copper. 
Mas = 0.35. 


*10-33, The principal strains at a point on the aluminum 
fuselage of a jet aircraft are é = 78010 ^) and e; = 
400010 ^). Determine the associated principal stresses at 
the point in the same plane. E, = 10005) ksi, sa = 0.33, 
Hini: See Proh. 10-30. 


10-34. The rod is made of aluminum 2014-16. If it is 
subjected to the tensile load of 700 N and has a diameter of 
20 mm, determine the absolute maximum shear strain in the 
rod at a point on its surface. 


10-35. The rod is made of aluminum 2014-T6. If it is 
subjected to the tensile load of 700 N and has a diameter of 
20 mm, determine the principal strains at a point oa the 
surface of the rod. 


700 N 700 N 


I 
Probs. 1034/35 


*10-36. The steel shaft has a radius of 15 mm. Determine 
the torque T in the shaft if the two strain gauges. attached to 
the surface of the shaft, report strains of ey = —8OL 10 ^) 
and e, = 80(10 °), Also, compute the strains acting in the x 
and y directions Eg = 200 GPa, »,, = 0.3. 





Prob, 10-36 


10-37. Determine the bulk modulus for each of the 
following materials: (a) rubber, E, = 0.4 ksi, v, = 0.48, and 
(b) glass, E,  R(HP) ksi, v, = 024. 


10-38. The principal stresses at a point are shown in the 
figure. If the material is A-36 steel, determine the principal 
strains, 





Prob. 10-38 


10-39, The spherical pressure vessel has an inner 
diameter of 2 m and a thickness of 10 mm. A strain gauge 
having a length of 20 mm is attached to it, and it ts observed 
to increase in length by 0.012 mm when the vessel 
is pressurized. Determine the pressure causing this 
deformation, and find the maximum in-plane shear stress, 
and the absolute maximum shear stress at a point on the 
outer surface of the vessel. The material is steel, for which 
E,, = 200 GPa and vy = 3. 


2) mm 





Prob. 10-39 





“10-40, The strain in the r direction at point A on the 
steel beam is measured and found to he e, = —100(10 ^). 
Determine the applied load P. What is the shear strain y 
at point A? E,, = 29( 105) ksi, e, = 0.3, 





Prob. 10-40 


*10-41, The cross section of the rectangular beam is 
subjected to the bending moment M. Determine an 
expression for the increase in length of lines AB and CD. 
The materia! has à modulus of elasticity F and Poisson's 
ratio is v. 


Prob. 10-41 





10-42, The principal stresses at a point are shown in 
the figure Tf the material is aluminum for which 
E, = 10010) ksi and z = 0.33, determine the principal 
Strains, 


26 ksi 
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10-43, A single strain gauge, placed on the outer surface 
and at an angle of 30° to the axis of the pipe, gives a reading 
at point A of e, = —200(10 ^). Determine the horizontal 
force P if the pipe has an outer diameter of 2 in. and an 
inner diameter of | in. The pipe is made of A-36 steel, 


*10—44. A single strain gauge, placed in the vertical plane 
on the outer surface and at an angle of 30° to the axis of the 
pipe. gives a reading at point A of e, = —200(10 ^). 
Determine the principal strains in the pipe at point A. The 
pipe has an outer diameter of 2 in. and an inner diameter of 
| in. and is made of A-365 steel, 





Probs. 143/44 


10-45, The cylindrical pressure vessel is fabricated using 
hemispherical end caps in order to reduce the hending stress 
that would occur if flat ends were used. The bending stresses 
at the seam where the caps are attached can be eliminated 
by proper choice of the thickness fs and /, of the caps and 
cylinder, respectively. This requires the radial expansion to 
be the same for both the hemispheres and cylinder, Show 
that this ratio is 1/1, = (2 = v)/(1 — v). Assume that the 
vessel is made of the same material and both the cylinder 
and hemispheres have the same inner radius. If the cylinder 
is to have a thickness of 0.5 in., what is the required thickness 
of the hemispheres? Take v = 03. 
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10-46. The principal strains in a planc, measured 
experimentally at a point on the aluminum fuselage of a jet 
aircraft, are e, = 630(10 ^) and e; = 350(10"}. If this is 
a case of plane stress determine the associated principal 
stresses at the point in the same plane. Ey = 110") ksi 
and p, = 0.33. 


10-47. The principal stresses at a point are shown in 
the figure. If the material is aluminum for which 
E, = 10010") ksi and va = 0.33, determine the principal 
strains. 





Prob, 10-47 


*10-48. The 6061-16 aluminum alloy plate fits snugly into 
the rigid constraint, Determine the normal stresses er, and 
or, developed in the plate if the temperature is increased by 
AT = 50°C, To solve, add the thermal strain «AT to the 
equations for Hooke's Law, 








210-49, Initially, gaps between the A-35 steel plate and 
the rigid constraint are as shown. Determine the normal 
stresses ar, and a, developed in the plate if the temperature 
is increased by AT = 10°F, To solve, add the thermal 
strain «AT to the equations for Hooke's Law. 





Prob. 10-49 


10-50, Two strain gaujes a and D are attached to a plate 
made from a material having a modulus of elasticity of 
E = 70 GPa and Poisson’s ratio » = 0,35. Ifthe gauges give 
a reading of e, = 450(10 ") and e, = 100/10 ^), determine 
the intensities of the uniform distributed load w, and w, 
acting on the plate. The thickness of the plate is 25 mm, 


10-51. Two strain gauges a and b are attached to the 
surface of the plate which is subjected to the uniform 
distributed load w, = 700 kN/m and w, = —175 kN/m. 
If the gauges give à reading of e, = 450(10 ^] and 
€, = 100010). determine the modulus of elasticity F, 
shear modulus G, and Poisson's ratio » for the material. 





Probs, 1050/51 





*10-52, The block is fitted between the fixed supports. I 
the glued joint can resist a maximum shear stress ol 
Tate = 2 ksi, determine the temperature rise that will 
cause the joint to fail. Take E = 10 (10°) ksi, v = 0.2, and 
Hint: Use Eq. 10-18 with an additional strain term of a À T 
(Eq. 4-4). 


Prob. 10-52 


*10-53, The smooth rigid-body cavity is filled with liquid 
6061-T6 aluminum. When cooled it is 0.012 in. from the top 
of the cavity. If the top of the cavity is covered and the 
temperature is increased by 200°F, determine the stress 
components o,, F, and e. in the aluminum. Hint: Use 
Eqs 10-18 with an additional strain term of aAT (Eq. +4). 


10-54, The smooth rigid-body cavity is filled with liquid 
661-T6 aluminum. When cooled it is 0.012 in. from the top 
of the cavity. H the top of the cavity is not covered and the 
temperature is increased by 200°F, determine the strain 
components e,, e,, and e. in the aluminum, Hint: Use 
Eqs. 10-18 with an additional strain term of a AT (Eq. +4). 


| 0012 in 


Z n 





y 


Probs. 10-53/54 

^ 

10-55, A thin-walled spherical pressure vessel having an 
inner radius r and thickness ( is subjected to an internal 
pressure p. Show that the increase in the volume within 
the vessel is AV = (prr Ena — »}. Use a small-strain 
analysis. 
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*10-56. A thin-walled cylindrical pressure vessel has an 
inner radius r, thickness f, and length Z. TF it is subjected 
to an internal pressure p. show that the increase in 
its inner radius is dr = re, = pr'(1 — ivy Et and the 
increase in its length is AL = pLr(+ — v)/ Ft. Using these 
results, show that the change in internal volume becomes 
dV = wr] + e(l + e. — rr L. Since e; and e; arc 
small quantities, show further that the change in volume 
per unit volume. called volumetric strain, can he written as 
dV/V = pr(2.5 — 2v)/ Et. 


10-57. The rubber block is confined in the U-shape 
smooth rigid block. IF the rubber has à modulus of elasticity 
E and Poisson s ratio i, determine the effective modulus of 
elasticity of the rubber under the confined condition, 





Prob, 10-57 


10-58, A soft material is placed within the confines of à 
rigid cylinder which rests on a rigid support. Assuming that 
€, = 0 and e, = Ú, determine the factor by which the 
modulus of elasticity will be increased when a load is 
applied if » = 0,3 for the material. 





Prob, 10-38 
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Lüder's lines on 
mild steel strip 


E Fig. 10-26 








*10.7 Theories of Failure 


When an engineer is faced with the problem of design using a specific 
material, it becomes important to place an upper limit on the state of 
stress that defines the material's failure. If the material is ductile, failure is 
usually specified by the initiation of yielding, whereas if the material is 
brittle, it is specified by fracture. These modes of failure are readily 
defined if the member is subjected to a uniaxial state of stress, as in the 
case of simple tension; however, if the member is subjected to biaxial or 
triaxial stress, the criterion for failure becomes more difficult to establish. 

In this section we will discuss four theories that are often used in 
engineering practice to predict the failure of a material subjected to a 
multiaxia! state of stress. No single theory of failure, however, can be 
applied to a specific material at all rimes, because a material may behave 
in either a ductile or brittle manner depending on the temperature, 
rate of loading. chemical environment, or the way the material is shaped 
or formed, When using a particular theory of failure, it is first necessary 
to calculate the normal and shear stress at points where they are the 
largest in the member. Once this state of stress is established, the 
principal stresses at these critical points are then determined, since each 
of the following theories is based on knowing the principal stress. 


Ductile Materials 


Maximum-Shear-Stress Theory. The most common type of vielding 
of a ductile material such as steel is caused by slipping, which occurs along 
the contact planes of randomly ordered crystals that make up the 
material. If we make a specimen into a highly polished thin strip and 
subject it to a simple tension test, we can actually see how this slipping 
causes the material to yield, Fig 10-26. The edges of the planes of 
slipping as thev appear on the surface of the strip are referred to as 
Lüder's lines, These lines clearly indicate the slip planes im the strip, 
which occur at approximately 45? with the axis of the strip. 

The slipping that occurs is caused by shear stress To show this, 
consider an element of the material taken from à tension specimen, 
when it is subjected to the yield stress oy, Fig. 10-272. The maximum 
shear stress can be determined by drawing Mohr's circle for the element, 
Fig. 10-27b, The results indicate that 


— (10-26) 


T mas ` 
- 


- 


Furthermore, this shear stress acts on planes that are 45° from the planes 
of principal stress, Fig. 10-270, and these planes coincide with the 
direction of the Lüder lines shown on the specimen, indicating that 
indeed failure occurs by shear. 

Using this idea, that ductile materials fail by shear, in 1868 Henri 
Tresca proposed the maximum-shear-stress theory or Tresca yield 
criterion, This theory can be used to predict the failure stress of a ductile 
material subjected to any type of loading. The theory states that yielding 
of the material begins when the absolute maximum shear stress in the 
material reaches the shear stress that causes the same material to yield 
when it is subjected only to axial tension. Therefore, to avoid failure, it is 
required that re, in the material must be less than or equal to oy/2, 
where oy is determined from a simple tension test. 

For application we will express the absolute maximum shear stress in 
terms of the principal stresses, The procedure for doing this was 
discussed in Sec. 9.5 with reference to a condition of plane stress, that is, 
Where the out-of-plane principal stress is Zero. If the two in-plane 
principal stresses have the same sign, Le., they are both tensile or both 
compressive, then failure will occur out of the plane, and from Eq. 9-13, 


If instead the in-plane principal stresses are of opposite signs, then 
failure occurs in the plane, and from Eq. 9-14, 


Using these equations and Eq. 10-26, the maximum-shear-stress theory 
for plane stress can be expressed for any two in-plane principal stresses r, 
and e; by the following criteria: 


} qj, Gs have same signs 


(10-27) 


— gy} a, 0) have opposite signs 





A graph of these equations is given in Fig. 10-28. Clearly, if any point 
of the material is subjected to plane stress. and its in-plane principal 
stresses are represented by a coordinate (a. as} plotted on the boundary 
or outside the shaded hexagonal area shown in this figure, the material 
will vield at the point and failure is said to occur. 
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Axil tension 





Maximum-shear-stress theory 


Fig. 10-28 
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Maximum-Distortion-Energy Theory. It was stated in See. 3.5 that 
an external loading will deform a material, causing it to store energy 
internally throughout its volume. The energy per unit volume of material 
is called the strain-energy density, and if the material is subjected to a 
uniaxial stress the stram-energy density, defined by Eq. 3-4, becomes 


l 
u = a7 (10-28) 


If the material is subjected to triaxial stress, Fig. 10-29a, then each 
principal stress contributes a portion of the total strain-energy density, 
so that 


l 1 l 
u= zoe; + 47563 t qu: 
- < 


Furthermore, if the material behaves in a lincar-clastic manner, then 
Hooke's law applies. Therefore, substituting Eq. 10-18 into the above 
equation and simplifying. we get 


l 3 3 3 
u = 3E Ou + gx + or — wiad + ayy + Gera) | (10-29) 


This strain-energy density can be considered às the sum of two parts, 
one part representing the energy needed to cause a volume change of 
the element with no change in shape, and the other part representing the 
energy needed to distort the element. Specifically, the energy stored in the 
element as a result of its volume being changed is caused by application 
of the average principal stress, Fae = (om, + Gs + m:)/3, since this stress 
causes equal principal strains in the material, Fig. 10-295. The remaining 
portion of the stress, (m, — ay). (as — Garg), (Os m,,,). causes the 
energy of distortion, Fig. 10-29c. 

Experimental evidence has shown that materials do not yield when 
subjected to a uniform (hydrostatic) stress, such as m,y discussed above, 
As a result, in 194, M. Huber proposed that yielding in a ductile 
material occurs When the distortion energy per unit volume of the 
material equals or exceeds the distortion energy per unit volume of the 
same material when it is subjected to yielding in a simple tension test. 
This theory is called the maximum-distortion-energy theory, and since it 
was later redefined independently by R. von Mises and H. Hencky, it 
sometimes also bears their names. 

To obtain the distortion energy per unit volume, we will substitute the 
stresses (m, — m). (72 — Typ), and (ay — m4) for a), a2, and Gs, 
respectively, into Eq. 10-29, realizing that tag * (m + os + mi)/3. 
Expanding and simplifying, we obtain 

+ rr 


== [lay = 3)? + (os — mn + (zx ny] 





Hq = 
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In the case of plane stress, ox = 0, and this equation reduces to 


l+ 





ty = —— a -mm + or) 
a 3E 1 1"2 2 
For a uniaxial tension test, o, = dy, da © a3 = O. and so 
(u,) +y a 
ti : ay 
aly 3E 7" 


Since the maximum-distortion-energy theory requires ty = (&)y. then 
for the case of plane or biaxial stress, we have 





(10-30) Maximum -distortion-energy theory 





This is the equation of an ellipse, Fig. 10—30. Thus. if à point in the Fig. 10-30 
material is stressed such that (a1. 02) is plotted on the boundary or 
outside the shaded area, the material is said to fail. 
A comparison of the above two failure criteria is shown in Fig. 10-31 Note 
that both theories give the same results when the principal stresses are 
equal, ieo; = ms. = my, or when one of the principal stresses is zero and 
the other has a magnitude of a y. If the material is subjected ro pure shear, r. 
then the theories have the largest discrepancy in predicting failure, The T 
stress coordinates of these points on the curves can be determined by Pure shear 
considering the element shown in Fig. 10-324. From the associated Mohr's 
circle for this state of stress, Fig. 10-324, we obtain principal stresses r; = 7 
and m. = —r. Thus. with m, = —o>, then from Eq. 10-27, the maximum- 
shear-stress theory gives (my/2. ~oy/2), and from Eq. 10-30, the 
maximum-distortion-energy theory gives (my/ V3, —ay / V), Fig. 10-31. 
Actual torsion tests, used to develop a condition of pure shear in a 
ductile specimen, have shown that the maximum-distortion-energy 
theory gives more accurate results for pure-shear failure than the 
maximum-shear-stress theory. In fact, since (ay/W3)/(ay/2) = 1.15, 
the shear stress for vielding of the material, as given by the maximum- Fig. 10-31 
distortion-energy theory, is 15% more accurate than that given by the 
maximum -shear-stress theory, 


— — 
| | 
a 


(al 








Fig. 10-32 
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Failure of à brittle material 
in lenson 


{a} 





Failure of a brittle material 
in torsion 


tb) 


Fig, 10-33 





Maxirnum-normal-stress theory 


Fig, 10-34 





Brittle Materials 


Maximum-Normal-Stress Theory. It was previously stated that 
brittle materials, such as gray cast iron, tend to fail suddenly by fracture 
with no apparent yielding. In a tension test, the fracture occurs when 
the normal stress reaches the ultimate stress oy, Fig. 10-332. Also, 
brittle fracture occurs in a torsion test due to tension since the plane of 
fracture for an element is at 45° to the shear direction, Fig. 10-335. The 
fracture surface is therefore helical as shown.* Experiments have further 
shown that during torsion the material's strength is somewhat unaffected 
by the presence of the associated principal compressive stress being at 
right angles to the principal tensile stress. Consequently, the tensile stress 
needed to fracture a specimen during à torsion test is approximately the 
same às that needed to fracture a specimen in simple tension. Because of 
this, the maximum-normal-stress theory states that a brittle material will 
fail when the maximum tensile stress. 7), in the material reaches a value 
that is equal to the ultimate normal stress the material can sustain when 
it is subjected to simple tension. 
If the material is subjected to plane stress, we require that 


(10-31) 





These equations are shown graphically in Fig. 10-34. Therefore, if the 
stress coordinates (a), a3) at a point in the material fall on the boundary 
or outside the shaded area, the material is said to fracture. This theory is 
generally credited to W, Rankine, who proposed it in the mid-180Ds, 
Experimentally it has been found to be in close agreement with the 
behavior of brittle materials that have stress-strain diagrams that are 
similar in both tension and compression. 


Mohr's Failure Criterion. In some brittle materials tension and 
compression properties are different. When this occurs a criterion based 
on the use of Mohr's circle may be used to predict failure. This method 
was developed by Otto Mohr and is sometimes referred to as Mohr's 
failure criterion. To apply it, one first performs three tests on the material, 
A uniaxial tensile test and uniaxial compressive test are used to 
determine the ultimate tensile and compressive stresses (muaj), and 
(Gd a respectively. Also a torsion test is performed to determine the 
material's ultimate shear stress ru. Mohr's circle for each of these stress 


*A stick of blackboard chalk fails in this way when its ends are twisted with the fingers 
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conditions is then plotted as shown in Fig. 10—35. These three circles are 
contained in a "failure envelope" indicated by the extrapolated colored 
curve that is drawn tangent to all three circles, If à plane-stress condition 
al à point is represented by à circle that has a point of tangency with the 
envelope, or if it extends beyond the envelope's boundary, then failure is 
said to occur. (za), 

We may also represent this criterion on a graph of principal stresses o, 
and as. This is shown in Fig. 1(0—36. Here failure occurs when the absolute 
value of either one of the principal stresses reaches a value equal to or 
greater than (a4), or (Fue) or in general, if the state of stress at a point 7 
defined by the stress coordinates (a), a) is plotted on the boundary or 
outside the shaded area. 

Either the maximum-normal-stress theory or Mohr's failure criterion 
can be used in practice to predict the failure of a brittle material. 
However, it should be realized that their usefulness is quite limited. A 
tensile fracture occurs very suddenly, and its initiation generally depends 
on stress concentrations developed at microscopic imperfections of 
the material such as inclusions or voids, surface indentations, and 
small cracks. Since each of these irregularities varies from specimen 
to specimen, it becomes difficult to specify fracture on the basis of a 
single test. 





Failure envelope 


Fig. 10-35 





Mohr's failure entenon 


Fig. 10-36 


Important Points 


If a material is ductile, failure is specified by the initiation of yielding, whereas if it is brittle, it is specified 
by fracture. 

Ductile failure can be detined when slipping occurs between the crystals that compose the material, This 
slipping is due to shear stress and the maximiun-shear-stress theory is based on this idea. 


Strain energy is stored in a material when it is subjected to normal stress The maximiun-distortion-energy 
theory depends on the strain energy that distorts the material. and not the part that increases its volume. 


The fracture of a brittle material is caused only by the maximum tensile stress in the material, and not the 
compressive stress. This is the basis of the maximum-normal-stress theory, and it is applicable if the 
stress-strain diagram is similar in tension and compression. 

If a brittle material has a stress-strain diagram that is different in tension and compression, then Mohrs 
failure criterion may be used to predict failure, 


Due to material imperfections, tensile fracture of a brittle material is difficult to predict, and so theories of 
failure for brittle materials should be used with caution. 
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The solid cast-iron shaft shown in Fig. 10-37a is subjected to a torque 
of T = 40 Ib - ft. Determine its smallest radius so that it does not fail 
according to the maximum-normal-stress theory. A specimen of cast 
iron, tested in tension, has an ultimate stress of (m4), = 20 ksi. 


T= 400 Theft 


SOLUTION 
The maximum or critical stress occurs at a point located on the surface 
of the shaft. Assuming the shaft to have a radius r, the shear stress is 


r 


Mohr's circle for this state of stress (pure shear) is shown in Fig, 10-375. 
Since R = Tmar. then 

3055.8 Ib + in. 
epucetfuet o lr 


The maximum-normal-stress theory, Eq. 10-31, requires 
lei = eun 


3055.8 Ib * in. 
p 


Thus, the smallest radius of the shaft is determined from 
3053.8 Ib «in. 
3 


= 20000 Ib/in* 


= 20 000 Ib/in* 
r = 0.535 in. 





The solid shaft shown in Fig, 10-382 has a radius of (0.5 in. and is made 
of steel having a yield stress of ay = 36 ksi, Determine if the loadings 
cause the shaft to fail according to the maximum-shear-stress theory 
and the maximum-distortion-energy theory, 


SOLUTION 
The state of stress in the shaft is caused by both the axial force and the 
torque, Since maximum shear stress caused by the torque occurs in 
the material at the outer surface, we have 

ume —-]5kip 


—— n Y= -19.10 ksi 
z(.5 in.) 


o, * 


_ 3.25 kip- in. (0.5 in.) 
(0.5 in.)* 


The stress components are shown acting on an element of material 
at point A in Fig. 10-385. Rather than using Mohr's circle, the principal 
stresses can also be obtained using the stress-transformation Eq, 9-5. 


UU, Lo IPC ANS og 


= 3 JD. (16.55)? 


= 16,55 ksi 


—955 + 19.11 
a, = 9.56 ksi 
CE = ~28.66 ksi 
Maximum-Shear-Stress Theory. Since the principal stresses have 
opposite signs, then from See. 9.5, the absolute maximum shear stress 
will occur in the plane, and therefore, applying the second of 
Eqs. 10-27, we have 
lay — o| = oy 
D 
[9.56 — (-28.66)| = 36 
382 > 36 
Thus, shear failure of the material will occur according to this theorv. 
Maximum-Distortion-Energy Theory. Applying Eq. 10-30, we have 
(Cii — G(T, + ay) = ay 
r ? ` 
|(9.56)* — (9.56)(—28.66) + (-28.66)] = (36)° 


1187 = 1296 
Using this theory, failure will not occur. 
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325 kipin. 
(a) 


en: 16.55 ksi 


+ 


(hi 
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Een] PROBLEMS 


10-859, A material is subjected to plane stress, Express 
the distortion-energy theory of failure in terms of Ty, fy, 
and r,,. 


*10-60, A material is subjected to plane stress Express 
the maximum-shcar-stress theory of failure in terms of o,, 
Gy, and 7,,. Assume that the principal stresses are of 
different algebraic signs. 


*10-61. An aluminum alloy 6061-T6 is to be used for 
a solid drive shaft such that it transmits 30 hp at 2400 
rev/min. Using a factor of safety of 2 with respect to 
yielding. determine the smallest-diameter shaft that can be 
selected based on the maximum-shear-stress theory, 


10-62. Solve Prob. 10-51 using the maximum-distortion- 
energy theory. 


10-63. An aluminum alloy is to be used for a drive shalt 
such that it transmits 25 hp at 1500 rev/min, Using a factor 
of safety of 2.5 with respect to yielding. determine the 
smallest-diameter shaft that can be selected based on the 
maximum-distortion-energy theory. amy = 3.5 ksi, 


*10-64. A bar with a square cross-sectional area is made 
of a material having a yield stress of zy = 120 ksi. If the bar 
is subjected to a bending moment of 75 kip-in., determine 
the required sive of the bar according to the maximum- 
distortion-energy theory, Use a factor of safety of 1.5 with 
respect to yielding. 


*10-65, Solve Prob, 10-54 using the maximum-shear 
stress theory. 


10-66. Derive an expression for an equivalent torque T, 
that, if applied alone to a solid bar with a circular cross 
section, would cause the same energy of distortion as 
the combination of an applied bending moment M and 
torque T. 


10-67, Derive an expression for an equivalent bending 
moment M, that, if applied alone to a solid bar with a 
circular cross section, would cause the same energy of 
distortion as the combination of an applied bending 
moment M and torque T. 


*10-68. The short concrete eylinder having à diameter of 
5l) mm is subjected to a torque of 500 N +m and an axial 
compressive force of 2 kN. Determine if it fails according to 
the maximum-normal-stress theory, The ultimate stress of 
the concrete is oy, = 28 MPa 





Prob. 10—68 


*10-69, Cast iron when tested in tension and compression 
has an ultimate strength of (Ta); = 280 MPa and 
(yy), = 320 MPa, respectively, Also, when subjected to 
pure torsion it can sustain an ultimate shear stress of 
Ty, = 168 MPa. Plot the Mohr's circles for cach case and 
establish the failure envelope. If a part made of this 
material is subjected to the state of plane stress shown, 
determine if it fails according to Mohr's failure criterion. 


120 MPa 





100 MPa 


220 MPa 


Prob, 10-69 


10-70. Derive an expression for an equivalent bending 
moment M, that, if applied alone to a solid bar with a 
circular cross section, would cause the same maximum 
shear stress as the combination of an applicd moment M 
and torque T. Assume that the principal stresses arc of 
opposite algebraic signs 


10-71. The components of plane stress at ü critical point 
on an A-36 steel shell are shown, Determine if failure 
(yielding) has occurred on the basis of the maximum-shear- 
stress theory. 


*10-72. The components of plane stress at a critical point 
on an A-36 steel shell are shown, Determine if failure 
(vielding) has occurred on the basis of the maximum- 
distortion-energy theory. 


MPa 





Probs. 10-71/72 


*10-73, If the 2-in. diameter shaft is made from brittle 
material having an ultimate strength of euy = 50 ksi for 
both tension and compression, determine if the shaft fails 
according to the maximum-normal-stress theory, Use a 
factor of safety of L5 against rupture. 


10-74. If thc 2-in. diameter shaft is made from cast 
iron having tensile and compressive ultimate strengths 
of (ayy) = 50 ksi and {oy}, = 75 ksi, respectively, 
determine if the shaft fails in accordance with Mohr's 
failure criterion, 





4 kip «fi 


Probs. 10-73/74 
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10-75. If the A-36 steel pipe has outer and inner 
diameters of M) mm and 20 mm, respectively, determine the 
factor of safety against yielding of the material at point A 
according to the maximum-shear-stress theory. 


*10-76, If the A-36 steel pipe has an outer and inner 
diameter of 30 mm and 20 mm, respectively, determine the 
factor of safety against yielding of the material at point A 
uccording to the maximum «distortion-energy theory 


SON 





X 200 mm 
imm — 

| B. ad 

A 100 m 









AKIN 


Probs. 10-7576 


*10-77, The element is subjected to the stresses shown, If 
oy = 36 ksi, determine the factor of safety for the loading 
based on the maximum-shear-stress theory. 


10-78. Solve Prob. 10-77 using the maximum-distortion- 
energy theory. 


12 ksi 


4 ksi 





Probs. 10-77/78 


10-79, The yield stress for heat-treated beryllium copper 
is ry = 130 ksi. H this material is subjected to plane stress 
and elastic failure occurs when one principal stress is 145 ksi, 
what ts the smallest magnitude of the other principal stress? 
Use the maximum:««distortion-energy theory. 
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“10-80. The plate is made of hard copper, which yields at 
dy = 105 ksi, Using the maximum-shearstress theory, 
determine the tensile stress a, that can he applied to the 
plate if a tensile stress ar, = 0.50, is also applied. 


*10-81, Solve Prob. 10-80 using the maximum-distortion- 
energy theory, 


a, = US, 


Probs, 10-80/81 


10-82. The state of stress acting at a critical point on the 
scat frame of an automobile during a crash is shown in the 
figure. Determine the smallest vield stress for a steel that 
can he selected for the member, based on the maximum- 
shear-stress theory. 


10-83, Solve Prob. 10-82 using the maximum-distortion- 
energy theory 


25 ksi 


+ ksi 





Probs. 10-8283 


*10-84, A har with a circular cross-sectional area is made 
of SAE 1045 carbon steel having a yield stress of 
oy = 150 ksi. If the bar is subjected to a torque of 
30 kip * in. and a bending moment of 56 kip + in., determine 
the required diameter of the bar according to thc 
maximum-distortion-energv theory. Use a factor of safety 
of 2 with respect to yielding. 





*10-85, The state of stress acting at a critical point on à 
machine element is shown in the figure, Determine the 
smullest yield stress for a steel that might be selected for the 
part, based on the maximum-shearstress theory 





M 


Prob. 10-85 


10-86. The principal stresses acting at a point on a thin- 
walled cylindrica! pressure vessel are o; = prýtt, ar; = pr/2t, 
and e, = 0 Ifthe vield stress is ay, determine the maximum 
value of p based on (a) the maximum-shear-stress theory and 
(b) the maximum-distertion-energy theory, 


10-87. Tf a solid shaft having à diameter d is subjected to 
a torque T and moment M. show that by the maximum- 
shear-stress theory the maximum allowable shear stress is 
Tate = (15/md') V M? + T*. Assume the principal stresses 
to be of opposite algebraic signs, 


*10-88. [fa solid shaft having a diameter d is subjected to à 
torque T and moment M, show that by the maximum-normal- 
stress theory the maximum allowable principal stress is 
Fare = (06/mP)M + V M° + T) 





Probs. 10-87/88 





*10-89, The shaft consists of a solid segment AB and a 
hollow segment BC, which are rigidly joined by the 
coupling at B. If the shaft is made from A-36 steel, 
determine the maximum torque T that can be applied 
according to the maximum-shear-stress theory, Use a factor 
of safety of 1.5 against yielding. 


10-90, The shaft consists of a solid segment AB and a 
hollow segment BC, which are rigidly joined by the 
coupling at B. If the shaft is made from A-36 steel, 
determine the maximum torque T that can be applied 
according to the maximum-distortion-energy theory, Use a 
factor of safety of 1.5 against yielding 






D i ET 
"1 Mmm .— 
100 mm +—— 
vA T 


Probs. 10-89/90 


10-91, The internal loadings at a critical section along the 
steel drive shaft of a ship are calculated to be a torque of 
2300 Ib - (t, a bending moment of 1500 Ib -ft, and an axial 
thrust of 2500 Dh. If the yield points for tension and shear are 
oy = WOksi and zy = 50 ksi, respectively, determine the 
required diameter of the shaft using the maximum-shear- 
stress theory, 





2500 Ih 


Prob. 10-91 
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*10-92. The gas tank has an inner diameter of 1.50 m and 
à wall thickness of 25 mm. If it is made from A-36 steel and 
the tank is pressured to 5 MPa. determine the factor of 
safety against yielding using (a) the maximum-shear-stress 
theory, and (b) the maximum-distortion-energy theory. 





Prob, 10-92 


*10-93, The gas tank is made from A-36 steel and 
has an inner diameter of 1.50 m. If the tank is designed 
to withstand a pressure of 5 MPa, determine the required 
minimum wall thickness to the nearest millimeter using 
(a) the maximum-shear-stress theory, and (b) maximum- 
distortion-energy theory. Apply a factor of safety of 1.5 
against yiclding. 





Prob. 10-93 











532 CHAPTER 10 STRAIN TRANSFORMATION 


E CHAPTER REVIEW 








When an element of material is 
subjected to deformations that only 
occur in a single plane, then it 
undergoes plane strain. If the strain 
components €,, €y, and y,, arc known 
for a specified orientation of the 
element, then the strains acting 


| for some other orientation of the 


clement can bc determined using the 
plane-strain transformation equations 
Likewise, the principal normal strains 
and maximum in-plane shear strain 
can be determined using transformation 
equations 


Strain transformation problems can 
also be solved in à semi-graphical 


| manner using Mohrs circle, To 


draw the circle, the € and y/2 axes 


are established and the center of 








the circle C [(e, * ,)/2, 0] and the 
“reference point" A (E Yx?) 
are plotted. The radius of the circle 
extends between these two points 
and is determined from trigonometry. 


| WE e, and e; have the same sign then 


the absolute maximum shear strain 
will be out of plane. 


In the case of planc strain, the 
absolute maximum shear strain will 
be equal to the maximum in-plane 
shear strain provided the principal 
strains e, and e» have opposite signs. 


€,— €, 
2 


"^ 


Yy _ 
cos 20 + > in 24 


v 29 — Yay | 20 
2 cos 2 sin 


€, — €, 
2 


Yn 
) sin 28 + E XS 28 


\ (=) `- i 











If the material is subjected to triaxial 
stress. then the strain in cach 
direction is influenced by the strain 
produced by all three stresses, 
Hooke's law then involves the 
material properties E and v. 


If E and v are known, then G can be 
determined. 


The dilatation is a measure of 
volumetric strain, 


The bulk modulus is used to measure 
the stiffness of a volume of material. 


If the principal stresses at a critical 
point in the material are known, then 
à theory of failure can be used as a 
basis for design. 


Ductile materials fail in shear, and 
here the maximum-shearstress theory 
or the maximum-distortion-encrgy 
theory can be used to predict failure. 
Both of these theories make 
comparison to the yield stress of a 
specimen subjected t0 & uniaxial 
tensile stress 


Brittle materials fail in tension, and 
so the maximum-normal-stress theory 
or Mohr's failure criterion can he 
used to predict failure. Here comparisons 
are made with the ultimate tensile 
stress developed in a specimen, 


— 
20 +») 


2p 
(m, +a, amr.) 


t7 30 - 2») 
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10-94, A thin-walled spherical pressure vessel has an 
inner radius r, thickness ¿ and is subjected to an internal 
pressure p. If the material constants are Ë and v, determine 
the strain in the circumferential direction in terms of the 
stated parameters. 


CHAPTER 10 STRAIN TRANSFORMATION 


REVIEW PROBLEMS 


10-95, The strain at point A on the shell has components 
e, = 250(10 ^), e,  400(10 ^), y,,  275(10 ^), e. = 0, 
Determine (a) the principal strains at A, (b) the maximum 
shear strain in the r-v plane, and (c) the absolute maximum 
shear strain. 





Prob, 10-95 


*10-96. The principal plane stresses acting at a point are 
shown in the figure. If the material is machine steel having à 
vicld stress of my = 500 MPa, determine the factor of 
safety with respect to yielding if the maximum-shear-stress 
theory is considered. 


100 MPa 





Prob. 1-96 





*10-97. The components of plane stress at a critical point 
on a thin steel shell are shown. Determine if failure 
(yielding) has occurred on the hasis of the maximum- 
distortion-energy theory. The yield stress for the steel is 
oy = 650 MPa. 


Mi MPa 





Prob. 10-97 


10-98, The 60° strain rosette i$ mounted on a beam, 
The following readings are obtained for cach gauge; 
€, = 6001107), €, = -700(10 ^), and e, = 350(10 ^). 
Determine (a) the in-plane principal strains and (b) the 
maximum in-plane shear strain and average normal strain. 
In cach case show the deformed clement due to these 
strains 





Prob. 1-08 


10-99, A strain gauge forms an angle of 45° with the axis 
of the Sü-mm diameter shaft, If it gives a reading of 
€ = —200( 10 ^) when the torque T is applicd to the shaft, 
determine the magnitude of T. The shall is made from A-36 
steel 





Proh. 10-99 


*10-100, The A-36 steel post is subjected to the forces 
shown. If the strain gauges a and b at point A give readings 
of é, = 300/10 ^) and e, = 175(10 ^), determine the 
magnitudes of P, and P. 


Section m 





Prob. 10-100 


10-101, A differential element is subjected to plane strain 
that has the following components: e, = 950/10 *), e, = 
420(10 "), y,, = —325(10 ^). Use the strain-transformation 
equations and determine (a) the principal strains and (b) the 
maximum in-plane shear strain and the associated average 
strain. In each case specify the orientation of the clement 
and show how the strains deform the element 
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10-102. The state of plane strain on an clement is 
e, = A00(10*), e, = 200(10*), and yry = -300(10 *). 
Determine the equivalent state of strain on an element at 
the same point oriented 30° clockwise with respect to the 
original element. Sketch the results on the element. 





Prob. 10-102 


10-103. The state of plane strain on an element is 
e, = 40010), e, = 200010), and y,, = —300(10), 
Determine the equivalent state of strain, which represents 
(a) the principal strains, and (b) the maximum in-plane shear 
strain and the associated average normal strain. Specify 
the orientation of the corresponding clement at the point 
with respect to the original element Sketch the results on the 
element. 





Prob. 10-103 











Beams are important structural members that are used to support roof and floor loadings 





Design of Beams 


and Shafts 


CHAPTER OBJECTIVES 


In this chapter, we will discuss how to design a beam so that it is able 
to resist both bending and shear loads, Specifically, methods used for 
designing prismatic beams and determining the shape of fully stressed 
beams will be developed. At the end of the chapter, we will consider 
the design of shafts based on the resistance of both bending and 
torsional moments. 





11.1 Basis for Beam Design 


Beams are said to be designed on the basis of strength so that they can 
resist the internal shear and moment developed along their length, To 
design à beam in this way requires application of the shear and flexure 
formulas provided the material is homogeneous and has linear elastic 
behavior. Although some beams mav also be subjected to an axial force, 
the effects of this force are often neglected in design since the axial stress 
is generally much smaller than the stress developed bv shear and bending. 
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DESIGN OF BEAMS AND SHAFTS 


As shown in Fig. 11-1, the external loadings on a beam will create 
additional stresses in the beam directly under the load, Notably, a 
compressive stress a, will be developed, in addition to the bending stress 
a, and shear stress 7,, discussed previously. Using advanced methods of 
analysis, as treated in the theory of elasticity, it can be shown that er, 
diminishes rapidly throughout the beam's depth, and for most beam 
span-to-depth ratios used in engineering practice, the maximum value 
of a, generally represents only a small percentage compared to the 
bending stress z ,. that is, a, >> o,. Furthermore, the direct application 
of concentrated loads is generally avoided in beam design. Instead, 
bearing plates are used to spread these loads more evenly onto the 
surface of the beam 

Although beams are designed mainly for strength, they must also be 
braced properly along their sides so that they do not buckle or suddenly 
become unstable. Furthermore, in some cases beams must be designed 
to resist a limited amount of deflection. às when they support ceilings 
made of brittle materials such as plaster. Methods for finding beam 
deflections will be discussed in Chapter 12, and limitations placed on 
beam buckling are often discussed in codes related to structural or 
mechanical design 

Since the shear and flexure formulas are used for beam design, we will 
discuss the general results obtained when these equations are applied to 
Various points in a cantilevered beam that has a rectangular cross section 
and supports a load P at its end, Fig. 11-2«. 

In general, at an arbitrary section a-« along the beam's axis, Fig, 11-2, 
the internal shear V and moment M are developed from a paraboli 
shear-stress distribution, and a linear normal-stress distribution, Fig. 11—2« 
As a result, the stresses acting on elements located at points 1 through 5 
along the section will be as shown in Fig. 11-24, Note that elements | and 
5 are subjected only to the maximum normal stress, whereas element 3, 
which is on the neutral axis, is subjected only to the maximum shear 
stress, The intermediate elements 2 and 4 resist both normal and shear 
stress. 

In cach case the state of stress can be transformed into principal 
stresses, using either the stress-transformation equations or Mohr's 
circle. The results are shown in Fig 11-2e. Here each successive element, 
| through 5, undergoes a counterclockwise orientation. Specifically, 
relative to element 1, considered to be at the 0" position, element 3 is 
oriented at 45° and clement 5 is oriented at 90° 


Whenever large shear loads occur on a 
beam it is important to use stiffeners such as 
at A, in order to prevent any localized 
failure such as crimping of the beam Manges. 
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Fig. 11-2 





Stress trajectories for 


If this analysis is extended to many vertical sections along the beam cantilevered beam 
other than a-«, a profile of the results can be represented bv curves 
called stress trajectories. Each of these curves indicated the direction of a Fig. 11-3 


principal stress having a constant magnitude, Some of these trajectories 
are shown for the cantilevered beam in Fig. 11-3. Here the solid lines 
represent the direction of the tensile principal stresses and the dashed 
lines represent the direction of the compressive principal stresses. As 
expected, the lines intersect the neutral axis at 45° angles (like element 
3) and the solid and dashed lines will intersect at 90° because the 
principal stresses are always 90^ apart. Knowing the direction of these 
lines can help engineers decide where to reinforce a beam if it is made of 
brittle material so that it does not crack or become unstable. 
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The twp floor beams are connected 
to the beam AB, which transmits the load 
to the columns of this building frame 
For design, all the connections can be 
considered to act as pins. 











11.2 Prismatic Beam Design 


Most beams are made of ductile materials and when this is the case 
it is generally not necessary to plot the stress trajectories for the 
beam. Instead, it is simply necessary to be sure the actual bending 
stress and shear stress in the beam do not exceed allowable bending 
and shear stress for the material as defined by structural or mechanical 
codes, In the majority of cases the suspended span of the beam will be 
relatively long, so that the internal moments become large. When this 
occurs the engineer will first consider a design based upon bending 
and then check the shear strength. A bending design requires à 
determination of the beam's section modulus, a geometric property 
which is the ratio of J and c, that is, S = 7/c. Using the flexure formula, 
o = Mc/T, we have 


(11-1) 





Here M is determined from the beam's moment diagram, and the 
allowable bending stress, danaw, is specified in a design code. In many 
cases the beam's as yet unknown weight will be small and can be 
neglected in comparison with the loads the beam must carry. However, 
if the additional moment caused by the weight is to be included in the 
design. à selection for S is made so that it slightly exceeds 5,4. 

Once Sega is known, if the beam has a simple cross-sectional shape, 
such as a square. a circle, or a rectangle of known width-to-height 
proportions, its dimensions can be determined directly from Sega, since 
Sega = F/c. However, if the cross section is made from several elements, 
such as a wide-flange section, then an infinite number of web and flange 
dimensions can be determined that satisfy the value of S,..4- In practice, 
however, engineers choose a particular beam meeting the requirement 
that $ > Saa from a handbook that lists the standard shapes available 
from manufacturers. Often several beams that have the same section 
modulus can be selected from these tables. If deflections are not 
restricted, usually the beam having the smallest cross-sectional area is 
chosen, since it is made of less material and is therefore both lighter and 
more economical than the others, 
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Once the beam has been selected, the shear formula Tasow = VQ/It 
can then be used to check that the allowable shear stress is not exceeded. 
Often this requirement will not present a problem. However, if the 
beam is “short” and supports large concentrated loads, the shear-stress 
limitation may dictate the size of the beam. This limitation is particularly 
important in the design of wood beams, because wood tends to split 
along its grain due to shear (see Fig. 7-1e) 


Fabricated Beams. Since beams are often made of steel or wood, 
we will now discuss some of the tabulated properties of beams made 
from these materials. 


Steel Sections. Most manufactured steel beams are produced by 
rolling a hot ingot of steel until the desired shape is formed. These so- 
called rolled shapes have properties that are tabulated in the American 
Institute of Steel Construction (AISC) manual. A representative listing 
for wide-flange beams taken from this manual is given in Appendix B. As 
noted in this appendix, the wide-flange shapes are designated bv their 
depth and weight per unit length; for example, WIS X 46 indicates a 
wide-flange cross section (W) having a depth of 18 in, and a weight 
of 46 lb/ft, Fig. 11—4. For any given section, the weight per length, 
dimensions, cross-sectional area, moment of inertia, and section modulus 
are reported. Also included is the radius of gyration r, which is a 
geometric property related to the section's buckling strength. This will be 
discussed in Chapter 13. Appendix B and the AZSC Manual also list data 
for other members such as channels and angles. 


Typical profile view of a steel wide-flange 
beam. 





Wood Sections. Most beams made of wood have rectangular cross 
sections because such beams are casy to manufacture and handle, 
Manuals, such as that of the National Forest Products Association, list the 
dimensions of lumber often used in the design of wood beams Often, 
both the nominal and actual dimensions are reported. Lumber is 
identified bv its nominal dimensions, such as 2 X 4 (2 in. bv 4 in); 
however, its actual or "dressed" dimensions are smaller, being 1.5 in. bv 
3,5 in. The reduction in the dimensions occurs im order to obtain a smooth 
surface from lumber that is rough sawn, Obviously, the actual dimensions 
must be used whenever stress calculations are performed on wood beams. 


(0.605 in 


O 360 in 
WIE X 4^ 
^an 


Fig. 1-4 
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Welded Boled 
Steel plate virders 


Fig. 11-5 


Built-up Sections. A built-up section is constructed from two or 
more parts joined together to form a single unit, Since S44 = M/O ato 
the capacity of the beam tà resist a moment will vary directly with its 
section modulus, and since S,.gy = J/c, then Suqua is increased if T is 
increased. In order to increase l most of the material should be placed as 
far away from the neutral axis as practical, This, of course, is what makes 
a deep wide-flange beam so efficient in resisting a moment. For a very 
large load, however, an available rolled-stecl section may not have a 
section modulus great enough to support the load, Rather than using 
several available beams. instead engineers will usually “build up” a beam 
made from plates and angles. A deep I-shaped section having this form is 





Wosdes box ibunt called a plate girder. For example, the steel plate girder in Fig. 11-5 has 
two flange plates that are cither welded or, using angles. bolted to the 
(a) web plate. 


Wood beams are also “built up,” usually in the form of a box beam 
section, Fig. 11-62. They may be made having plywood webs and larger 
boards for the flanges. For verv large spans, glulam beams are used. These 
members are made from several boards elue-laminated together to form 
a single unit, Fig. 11-65 

Just as in the case of rolled sections or beams made from a single piece, 
the design of built-up sections requires that the bending and shear 
stresses be checked. In addition, the shear stress in the fasteners, such as 
Weld, glue, nails, etc., must be checked to be certain the beam acts as à 
single unit. The principles for doing this were outlined in Sec. 7.4. 





Glulam beam 
| Important Points 


ib) 
Fig. 11-6 * Beams support loadings that are applied perpendicular to their 
ë axes. If they are designed on the basis of strength, they must resist 
allowable shear and bending stresses. 
n * The maximum bending stress in the beam is assumed to be much 


greater than the localized stresses caused by the application of 
loadings on the surface of the beam, 
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| Procedure for Analysis 


Based on the previous discussion, the following procedure provides a rational method for the design of a 
beam on the basis of strength, 


Shear and Moment Diagrams. 


* Determine the maximum shear and moment in the beam. Often this is done by constructing the beam's 
shear and moment diagrams. 


* For built-up beams, shear and moment diagrams are useful for identifying regions where the shear and 
moment are excessively large and may require additional structural reinforcement or fasteners. 


Bending Stress. 
If the beam is relatively long. it is designed by finding its section modulus using the flexure formula, 
Seq = Mimil allow: 
Once 5,4, is determined, the cross-sectional dimensions for simple shapes can then be computed. since 
Sapa = Ufc. 
If rolled-steel sections are to be used, several possible values of 5 may be selected from the tables in 
Appendix B. Of these, choose the one having the smallest cross-sectional area, since this beam has the 
least weight and is therefore the most economical. 


Make sure that the selected section modulus, S. is slightly greater than. Sua, so that the additional 
moment created by the beam's weight is considered. 


Shear Stress. 


Normally beams that are short and carry large loads, especially those made of wood, are first designed to 
resist shear and then later checked against the allowable-bending-stress requirements. 


Using the shear formula, check to see that the allowable shear stress is not execeded; that is, use 
Tatiow = Vm Q/lt. 

If the beam has a solid rectangular cross section, the shear formula becomes rj, = LSV mal A) 
(See Eq. 2 of Example 7.2.), and if the cross section is a wide flange, it is generally appropriate to assume 
that the shear stress is constant over the cross-sectional area of the beam's web so that rus, = Vinee! Aves. 
where Ayer is determined from the product of the beam's depth and the web's thickness. (See the note at 
the end of Example 7.3.) 


Adequacy of Fasteners. 


* The adequacy of fasteners used on built-up beams depends upon the shear stress the fasteners can resist. 
Specifically, the required spacing of nails or bolts of a particular size is determined from the allowable shear 
NOW, quus = VO/T. calculated at points on the cross section where the fasteners are located. (See Sec, 7.3.) 
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30 kip Wkip A beam is to be made of steel that has an allowable bending stress of 
Fale 7 24 ksi and an allowable shear stress of Tutay = 14.5 ksi. Select 
an appropriate W shape that will carry the loading shown in Fig. 11—7a. 


— 


I—sn 6n—,—6n— SOLUTION 
(a) Shear and Moment Diagrams. The support reactions have been 
calculated, and the shear and moment diagrams are shown in Fig. 11-75. 
From these diagrams, V mas = 30 kip and M mars = 120 kip: ft. 


Stress. Thc required section modulus for the beam is 
determined from the flexure formula, 


— 
7 n 
24 kip/i s 


Using the table in Appendix B, the following beams are adequate: 


WIRXxX4)  S-—684in 
Wiló x45  Á S-727in 
Wi4x43 S= 62.7 in’ 
Wi2x50  S-—647in 
Wi0 x 54 — S = 600 in' 

WRx67 S= 604 in 


The beam having the least weight per foot is chosen. ie., 
s (ft) WIS x 40 


The actual maximum moment M max, which includes the weight of 
the beam, can be calculated and the adequacy of the selected beam 
can be checked. In comparison with the applied loads, however, the 
beam's weight, (0.040 kip/ft)( 18 ft) — 0.720 kip, will only slightly 
increase Ñ. aya, In spite of this, 


Sia = 60 in? < 68.4 in? OK 


Shear Stress. Since the beam is a wide-flange section, the average 
Shear stress within the web will be considered. (See Example 7.3.) 
Here the web is assumed to extend from the very top to the very 
bottom of the beam. From Appendix B, fora WI8 x 40.d = 17.90 in., 
t = 0.315 in. Thus, 


Ma 30 kip 


- k ———— ——— ^ < 2 ; - si 
T" 7A, — (1790 in.)(0315 in.) 532ksi < 14.5ksi OK 


Use a WIR x 40. Ans. 
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The laminated wooden beam shown in Fig. 11-8a supports a uniform 
distributed loading of 12 kN/m. If the beam is to have a height-to-width 
ratio of 1.5, determine its smallest width. The allowable bending stress 
is Titw = 9 MPa and the allowable shear stress is 7,54, = 0.6 MPa. 
Neglect the weight of the beam. 

isu Tü 


E A 
SOLUTION a Lim 


Shear and Moment Diagrams. The support reactions at A and B 
have been calculated and the shear and moment diagrams are shown 
in Fig. L1-8h. Here Ving * 20 KN. Mau, = 10.67 kN * m. 


Bending Stress. Applying the flexure formula, 


Mw _ 10.67(10°) Nem 


— = 0.00119 m` 
C allow 9( 10") N/m* Y 


Sieqd "^: 
Assuming that the width is a, then the height is 15a, Fig, 11—8a. 
Thus, 


ia) L5ay 
(0.754) 


TREAT CR E. 
Sreya = = = 0.00119 m! = 


` = 0.003160 m` 
a = 0.147 m 


Shear Stress. Applying the shear formula for rectangular sections 
(which is a special case of zz Í = VQ/Ir. Example 7.2), we have 


o ae 20(107) N 
Tw = 157,7 = (15g 147 m(15)(0.137 m) 
= 0.929 MPa > (16 MPa 


EQUATION 
Since the design fails the shear criterion, the beam must be redesigned 
on the basis of shear. 

V 


Tallow = L5—c 


A 


+ , e 20(10°) N 
6X1 kN/m- = L5 6 15a) 


a = (183m = 183mm 


This larger section will also adequately resist the normal stress. 
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I.5 kN /m SN 


2m im 
15 kN 
V (kN) 
L5 
ü.5 
rim) 
-1 


M (kNm) 


3 
9 NI x imi 
(h) 


Fig. 11-9 


The wooden T-beam shown in Fig. ll-9a is made from two 
200mm x30mm boards. If the allowable bending stress is 
Faw = 12 MPa and the allowable shear stress is 7,44, = 0.8 MPa, 
determine if the beam can safely support the loading shown. Also, 
specify the maximum spacing of nails needed to hold the two boards 
together if each nail can safely resist 1.50 kN in shear. 


L5 kN 
OS KN m 


H 


— , 
Ee —— 
fa) 
SOLUTION 


Shear and Moment Diagrams. The reactions on the beam are 
shown, and the shear and moment diagrams are drawn in Fig. 11-95. 
Here Vinx = 1.5 kN, My, = 2 kN -m, 


Stress. The neutral axis (centroid) will be located from 
the bottom of the beam. Working in units of meters, we have 
2. EYA 
— 
Š (0.1 m)(0.03 m)(0.2 m) + 0,215 m(04)3 m)(0.2 m) 


= 0.1575 
0.03 m(0.2 m) + 0.03 m(0.2 m) enum 


Thus, 


1 = EL m)(0.2 m)! + (0.03 m)(0.2 m)(0.1575 m — 0.1 m) | 


+ EXT m)(0.03 m)" + (0.03 m)(0.2 m)(0.215 m — 0.1575 my | 


= 60.125(107^) m! 
Since c = 0.1575 m (not 0.230 m — 0.1575 m = 0.0725 m), we require 
Moat 

l 
2(10') N * m(0.1575 m) 
60.125(10 °) m! 


Fallow = 


12(10°) Pa = = 5.24(10") Pa OK 
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Shear Stress. Maximum shear stress in the beam depends upon the 

magnitude of Q and f, It occurs at the neutral axis since Q is a 

maximum there and the neutral axis is in the web, where the thickness 0.0725 m 
t = 0.03 m is smallest for the cross section. For simplicity, we will use 

the rectangular area below the neutral axis to calculate Q. rather than 

à two-part composite area above this axis, Fig. 11-9c. We have — 


(16m 


Q=FA' = (= Joss m)(0.03 m)] = 0.37210) m 


le) 
sa that 


> Vi Q 
Tallow Ta It 
L5(10?) N[0.372(10 ?)] m° 


800(10°) Pa = 
(10°) Pa = 7c 125(10°*) mi (0.03 m) 


= 309(10' Pa OK 


00725 m 
Nail Spacing. From the shear diagram it is seen that the shear varies 
over the entire span. Since the nail spacing depends on the magnitude 
of shear in the beam, for simplicity (and to be conservative}, we will 
design the spacing on the basis of V = L5 kN for region BC and 
V = I kN for region CD. Since the nails join the flange to the web, (d) 


Fig. 11-94, we have Fig. 11-9 (cont.) 


Q = y'A' = (00725 m — 0.015 m)[(0.2 m)(0.03 m)] = 0.345(10 `) m° 
The shear flow for each region is therefore 


Va Q 1561) N[0345(10 `) m] 


= 861 kN 
— 60.125(10 ^) m! (m 


| VeQ _ MIO) N[0:345(10 `) m] 


= 5.74 
px 60.125(10 ^) m° a a 


One nail can resist 1.50 kN in shear, so the maximum spacing becomes 


— LSOEN.- _ 
Snc = Bal kN/m = (1174 m 


O 150kN — 
Scop = 574 kN/m 0.261 m 


For case of measuring, use 
Sac = 150 mm 


Sep = 250mm 
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Bi FUNDAMENTAL PROBLEMS 


Fii-L Determine the minimum dimension a to the nearest 
mm of the beam's eross section to safelv support the load. 
The wood has an allowable normal stress of oy. = 10 MPa 
and an allowable shear stress of Taiow 7 1 MPa. 





F11-1 
Fit-2. Determine the minimum diameter d to the nearest 
lin. of the rod to safely support the load, The rod is 
made of a material having an allowable normal stress 


Of mp. = 20ksi and an allowable shear stress of 
Tall = 10 ksi. 


3kip-fi 


LS — as a——4 


Fil-2 


3kip 


Fil-X Determine the minimum dimension a to the nearest 
mm of the heam's cross section to safely support the load, The 
wood has an allowable normal stress of gui 7 12 MPa and 
an allowable shear stress of Ta = 1.5 MPa. 


I5 kN 





Fils. Determine the minimum dimension ñ to the nearest 
lin. of the beam’s cross section to safely support the load. 
The wood has an allowable normal stress of Sase = 2 ksi 
and an allowable shear stress of Tallow = 200 psi. 


1.5 kip/ft 





py 


—— 
h 
— 

j 





- 


+m. 


F11-4 
Fit-5&. Determine the minimum dimension b to the nearest 
mm of the beam s cross section to safely support the load, 
The wood has an allowable normal stress of oy, = 12 MPa 
and an allowable shear stress of 7,4, = 1.5 MPa. 


50 kN 





Fu-s 
FIM. Select the lightest W410-shaped section that can 
safely support the toad. The beam is made of steel having 
an allowable normal stress of oi. = 150 MPa and an 
allowable shear stress of Fana = 75 MPa, 





F1l-6 
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üu 


H-L The simply supported beam is made of timber that 
has an allowable bending stress of rj, = 5.5 MPa and an 
allowable shear stress of Tae = S00 kPa Determine its 
dimensions if it is to be rectangular and have a height-to- 
width ratio of 1.25, 


8 kN /m 


4m 





Proh. 11-1 


11-2. The brick wall exerts a uniform distributed load 
of 1.20 kip/ft on the beam. If the allowable bending stress 
iS yew = 22 ksi and the allowable shear stress is 
Taus = 12 ksi, select the lightest wide-flange section with 
the shortest depth from Appendix B that will salely support 
the load 





Prob. 11-2 


11-3, The brick wall exerts a uniform distributed load 
of 1.20 kip/ft on the beam. If the allowable bending stress 
iS Fale = 22 ksi, determine the required width b of the 
flange to the nearest T in. 


L20 kip ft 
a 


^ ft ST : 


h | Sin 


venas Bra 
- | in 
= 


Os «- 
15 in 





Iu f 


Prob. 11-3 


*11-4. Draw the shear and moment diagrams for the 
shaft, and determine its required diameter to the nearest 
Tin. if 7 ksi and Type = 3 ksi. The bearings at A 
and D exert only vertical reactions on the shaft. The loading 
is applied to the pulleys at B, C, and F. 





AL) In 


110 1h Prob. 11-4 


ef1-5, Select the lightest-weight steel wide-flange beam 
from Appendix B that will safely support the machine loading 
shown, The allowable bending stress is mj, = 24 ksi and 
the allowable shear stress i$ 7,54, = 14 ksi, 


5 kip 5 kip 5 kip 5 kip 





i Sie til bea sa 


Prob, 11-5 


11-6. The compound beam is made from two sections, 
which are pinned together at B. Use Appendix B and select 
the lightest-weight wide-flange beam that would be safe for 
each section if the allowable bending stress is mu. = 24 ksi 
and the allowable shear stress is 7,5, = 14 ksi, The beam 
supports a pipe loading of 1200 Ib and 1800 Ib as shown. 






1800 Ih 






1200 In 










. . 
| 
E es 







—.-.-... 





7 ae 





RA 10 fr sen 





Proh. 11-6 
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11-7, If the bearing pads at A and B support only vertical 
forces, determine the greatest magnitude of the uniform 
distributed loading w that can be applied to the beam. 
Canoe 7 LS MPa, 7,44, 7 1S MPa. 





150 mm 


* mm 


150 mm 


25 mm 


Prob, 11-7 


*11-8. The simply supported beam is made of timber that 
has an allowable bending stress of erui = 1.20 ksi and an 
allowable shear stress of fake = 100 psi. Determine its 
smallest dimensions to the nearest z in. if it is rectangular 
and has a height-to-width ratio of 1.5. 


12 kip tt 






B 


noS S 


Bir. 


h 


Prob, 1-8 


*11-9, Select the lightest-weight W12 steel wide-flange 
beam from Appendix B that will safely support the loading 
shown, where P = 6 kip. The allowable bending stress 
i$ Gaye 7 22 ksi and the allowable shear stress is 
Tatluw = 12 ksi. 


11-10. Select the lightest-weight W14 steel wide-flange 
beam having the shortest height from Appendix B that 
will safely support the loading shown, where P = 12 kip, 
The allowable bending stress is F pu = 22 ksi and the 
allowable shear Stress is 7,54, = 12 ksi. 
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Werte: aa "amie 


Probs. 11-9/10 


1-11. The timber beam is to be loaded as shown. If the ends 
support only vertical forces, determine the greatest magnitude 
of P that can be applied. ayy... = 25 MPa. Tullow = 700 kPa. 


150 mm 





*11-12. Determine the minimum width of the beam to 
the nearest Tin. that will safely support the loading of 
P = 8kip. The allowable bending stress is Guna = 24 ksi 
and the allowable shear stress i$ Tause = 15 ksi. 


^ in] n 
A — 
Prob, 11-12 


*11-13, Select the shortest and lightest-weight steel wide- 
flange beam from Appendix B that will safely support the 
loading shown. The allowable bending stress is ej, = 22 ksi 
and the allowable shear stress is Taie 7 12 ksi, 


Io kip 6 kip 


d kip 


I 






Prob. 11—13 


1-14. The beam is used in a railroad yard for loading and 
unloading cars, Tf the maximum anticipated hoist load is 
12 kip. select the lightest-weight steel wide-flange section 
from Appendix B that will safely support the loading. The 
hoist travels along the bottom Mange of the beam, 
tft = x = 25 ft. and has negligible size. Assume the beam 
is pinned to the column at H and roller supported at A 
The allowable bending stress i$ Oye = 24 ksi and 
the allowable shear stress is Tanuw 7 12 ksi. 





Prob. 11-14 


1-18, The simply supported beam is made of timber that 
has an allowable bending stress of m,4,, = 960 psi and an 
allowable shear stress of +< Í = 75 psi. Determine its 
dimensions if it is to be rectangular and have a height- 
to-width ratio of 1.25. 


5 kipi 


Prob. 11-15 
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*11-16. The simply supported beam is composed of two 
W12 x 22 sections built up as shown, Determine the 
maximum uniform loading w the beam will support if 
the allowable bending stress iS Taie = 22 ksi and the 
allowable shear stress is rui, = 14 ksi. 


*11-17. The simply supported beam is composed of two 
W12 x 22 sections built up as shown. Determine if the beam 
will safely support a loading of w = 2 kip/ft, The allowable 
bending stress is Faja = 22 ksi and the allowable shear 
Stress IS Tawe = 14 ksi 





Probs. 11-16/17 


14-18. Determine the smallest diameter rod that will 
safely support the loading shown. The allowahle bending 
stress iS Tawy 7 167 MPa and the allowable shear stress 
is Tallow ~ 97 MPa. 


11-19. The pipe has an outer diameter of 15 mm. 
Determine the smallest inner diameter so that it will safely 
support the loading shown, The allowable bending stress 
iS ms, = 167 MPa and the allowable shear stress is 
Tine ~ 97 MPa. 


25 N /m 






n a 


L5 ——] 








iss —] 


Probs, 11-18/19 
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“11-20. Determine the maximum uniform loading w 
the W12 X 14 beam will support if the allowable bending 
Stress js fuia = 22 ksi and the allowable shear stress is 
Tulle 7 12 ksi, 


*11-21. Determine if the WI4 X 22 beam will safely 
support a loading of w = L5 kip/ft. The allowable bending 
stress i$ ilow = 22 ksi and the allowable shear stress 
is Tabow 7 12 ksi, 





Probs. 11-20/21 


11-22, Determine the minimum depth # of the heam to 
the nearest £ in. that will safely support the loading shown. 
The allowable bending stress iS Taie = 21 ksi and the 
allowable shear stress i$ Tj = 10 ksi, The beam has à 
uniform thickness of 3 in. 


4 kip tt 
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11-23. The box beam has an allowable bending stress 
Of awa = 10 MPa and an allowable shear stress of 
Ta 7 773 kPa. Determine the maximum intensity w of 
the distributed loading that it can safely support. Also, 
determine the maximum safe nail spacing for each third of 
the length of the beam. Each nail can resist a shear force 
of 200 N, 


T 
E ET gi 


Prob. 11-23 








Lt 
"P 
3 


*11-24. The simply supported joist is used in the 
construction of a floor for a building. In order to keep the 
floor low with respect to the sill beams C and D. the ends of 
the joists are notched as shown. If the allowable shear stress 
for the wood i$ Ty. = 350 psi and the allowable bending 
stress is yom = 1500 psi, determine the height h that will 
cause the beam to reach both allowable stresses at the same 
time. Also, what load P causes this to happen? Neglect the 
stress concentration at the notch, 


11-25. The simply supported joist is used in the 
construction of a floor for a building. In order to keep the 
floor low with respect to the sill beams C and D the ends of 
the joists are notched as shown. If the allowable shear stress 
for the wood is 7,4), = 350 psi and the allowable bending 
Stress i$ mno. = 1700 psi, determine the smallest height A 
so that the beam will support a load of P = 600 Ib. Also, 
will the entire joist safely support the load? Neglect the 
stress concentration at the notch, 





Protes, 11-24/25 








11-26, Select the lightesi-weight steel wide-flange beam 
from Appendix B that will safely support the loading 
shown. The allowable bending stress is Tany = 22 ksi and 
the allowable shear stress is Tallow = 12 ksi. 


Skip 


is "t 





Prob. 11-26 


11-27. The T-beam is made from two plates welded 
together as shown. Determine the maximum uniform 
distributed load w that can be safely supported on the beam 
if the allowable bending stress is oy. 7 150 MPa and the 
allowable shear stress is ty), = 70 MPa. 


* 





w 
200 mm 


k— 1 20 mm 


2140 mm 


20 mm 


Prob. 11-27 


*H-28. The beam is made of a ceramic material having 
an allowable bending stress of oy... = 735 psi and an 
allowable shear stress of Tarnow = 400 psi. Determine the 
width b of the beam if the height # = 2h. 


15 Ib 
101b 


6 Ib Jin 





Prob. 11-28 
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*11-29, The wood beam has a rectangular cross section. 
Determine its height 4 so that it simultaneously reaches 
its allowable bending stress of oy. = 1.50 ksi and an 
allowable shear stress Of r, = 150 psi. Also, what is the 
maximum load P that the beam can then support? 





11-39) The beam is constructed. from three hoards as 
shown, H each nail can support a shear force of 300 1b, 
determine the maximum allowable spacing of the nails, v, 
s's", for regions AB, BC, and CD respectively. Also, if the 
allowable bending stress is fy = 15 ksi and the allowable 
shear stress is Tua = 150 psi. determine if it can safely 
support the load. 


1500 Ib 54x) Ih 
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Haunched concrete beam 
(hi 


Wide-lange beam with cover plates 
(ei 


Fig. 11-10 





The beam for this bridge pier has a variable 
moment of inertia. This design will reduce 
matertal weight and save cost, 


*11.3 Fully Stressed Beams 


Since the moment in a beam generally varies along its length, the choice 
of a prismatic beam is usually inefficient since it is never fully stressed 
at points where the internal moment is less than the maximum moment 
in the beam. In order to reduce the weight of the beam, engineers 
sometimes choose a beam having a variable cross-sectional area, such 
that at each cross section along the beam, the bending stress reaches its 
maximum allowable value, Beams having a variable cross-sectional 
area are called nonprismatic beams. They are often used m machines 
since thev can be readily formed by casting. Examples are shown in 
Fig. 11—10a. In structures such beams may be “haunched” at their ends as 
shown in Fig. L1—105. Also, beams may be “built up" or fabricated in à 
shop using plates. An example is a girder made from a rolled-shaped 
wide-flange beam and having cover plates welded to it in the region 
where the moment is a maximum. Fig, 11—-10c. 

The stress analysis of a nonprismatic beam is generally very difficult to 
perform and is beyond the scope of this text. Most often these shapes are 
analvzed by using a computer or the theory of elasticity. The results 
obtained from such an analysis, however, do indicate that the 
assumptions used in the derivation. of the flexure formula are 
approximately correct for predicting the bending stresses in 
nonprismatic sections, provided the taper or slope of the upper or lower 
boundary of the beam is not too severe. On the other hand, the shear 
formula cannot be used for nonprismatic beam design, since the results 
obtained from it are very misleading. 

Although caution is advised when applying the flexure formula to 
nonprismatic beam design, we will show here, in principle, how this 
formula can be used as an approximate means for obtaining the beam's 
general shape. In this regard, the size of the cross section of a 
nonprismatic beam that supports a given loading can be determined 
using the flexure formula written as 


M 


Talow 


Sz 


If we express the internal moment M in terms of its position x along the 
beam, then since Fyw is à known constant, the section modulus S or the 
beam's dimensions become a function of x. A beam designed in this 
manner is called a fully stressed beam. Although only bending stresses 
have been considered in approximating its final shape, attention must 
also he given to ensure that the beam will resist shear, especially at 
points where concentrated loads are applied. 


Determine the shape of a fully stressed, simply supported beam that 
supports a concentrated force at its center, Fig. 11—Lla, The beam has 
a rectangular cross section of constant width b, and the allowable 
SLTCSS 15 T alos 


REESE 
B | 
IL. — 


= i 
— 3» 


Fig. 11-11 
SOLUTION 
The internal moment in the beam, Fig. 11-11%, expressed as a function 
of position, 0 = x < L/2. is 


M - Ls 


Hence the required section modulus is 


U allow 2d "tiw 


Since § = 7/¢, then for a cross-sectional area # by b we have 


Anx 


By inspection, the depth h must therefore vary in a parabolic 
manner with the distance x. 


NOTE: In practice this shape is the basis for the design of leaf 
springs used to support the rear-end axles of most heavy trucks or 
train cars as shown in the adjacent photo. Note that although this 
result indicates that A = ( at x = 0, it is necessary that the beam 
resist shear stress at the supports, and so practically speaking, it must 
be required that /r > O at the supports, Fig. 1-114. 


11.3 Fully Steessep Beams 
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The cantilevered beam shown in Fig. 11-12a is formed into a 
trapezoidal shape having a depth Aj, at A and a depth 3/4 at B. If it 
supports a load P at its end, determine the absolute maximum 
normal stress in the beam. The beam has a rectangular cross section 
of constant width b. 

v 


ww I 


= 


P 


(h) 


Fig. 11-12 


SOLUTION 

At any cross section, the maximum normal stress occurs at the top and 
bottom surface of the beam. However, since Fwa = M/S and the 
section modulus Š increases as x increases, the absolute maximum 
normal stress does not necessarily occur at the wall B, where the 
moment is maximum. Using the flexure formula, we can express the 
maximum normal stress at an arbitrary section in terms of its position 
x. Fig. 1-125. Here the internal moment has a magnitude of M = Px. 
Since the slope of the bottom of the beam is 2A/L. Fig. 11-12a, the 
depth of the beam at position x is 


2 | 
h — + hy = 02x + L) 





Applying the flexure formula, we have 


_ Mec. Px(h2) _  6PLx 
I (Bes) hx + LY 


(1) 


ao 


To determine the position x where the absolute maximum normal 
stress occurs, we must take the derivative of v with respect to x and 
set it equal to zero. This gives 


do _ uo + Ly -x(2)2x + L)(2) _ ó 
dx bh, 2x + Ly 


Ax  4xL + L^ - 8x7 - AxL = 0 
L?-4r = 0 


l 
— £ 
Substituting into Eq. | and simplifving the absolute maximum normal 
stress is therefore 


— 
m 4 bh, 


Note that at the wall. 8, the maximum normal stress is 


[bbw] 35h) 


which is 11.1% smaller than a, . 
may 


NOTE: Recall that the flexure formula was derived on the basis of 
assuming the beam to be prismatic. Since this is not the case here, 
some error is to be expected in this analysis and that of Example 11.4. 
A more exact mathematical analysis, using the theory of elasticity. 
reveals that application of the flexure formula as in the above 
example gives only small errors in the normal stress if the tapered 
angle of the beam is small, For example, if this angle is 15°, the stress 
calculated from the formula will be about 5% greater than that 
calculated by the more exact analysis. It may also be worth noting that 
the calculation of (0,,,)5 was done only for illustrative purposes, 
since, by Saint- Venant's principle. the actual stress distribution at the 
support (wall) is highly irregular. 


11.3 Futiy StsEssep Beams 





557 








558 CHAPTER 11 DESIGN OF BEAMS AND SHAFTS 





fu 









(h) 











*11.4 Shaft Design 


Shafts that have circular cross sections are often used in the design of 
mechanical equipment and machinery. As à result, they can be subjected 
to cyclic or fatigue stress, which is caused by the combined bending and 
torsional loads they must transmit or resist. In addition to these loadings. 
Stress concentrations may exist on a shaft due to keys, couplings, and 
sudden transitions in its cross-sectional area (Sec. 5.8), In order to design 
a shaft properly, it is therefore necessary to take all of these effects 
into account. 

Here we will discuss some of the important aspects of the design of 
shafts required to transmit power, These shafts are often subjected to 
loads applied to attached pulleys and pears, such as the one shown in 
Fig. L1 -13a. Since the loads can be applied to the shaft at various angles, 
the internal bending and torsional moments at any cross section can be 
determined by first replacing the loads by their statically equivalent 
counterparts and then resolving these loads into components in two 
perpendicular planes, Fig. 11-135. The bending-moment diagrams for the 
loads in each plane can then be drawn, and the resultant internal moment 
at any section along the shaft is then determined by vector addition, 
M = VM; + M}, Fig. 11-13c. In addition to the moment, segments 
of the shaft are also subjected to different internal torques, Fig. 11-13% 
To account for this general variation of torque along the shaft, a torque 
diagram may also be drawn. Fig. 1—134. 


Moment diagram caused by Momeni diagram caused hy 
loads in v-z pline loads in x-y plane 
fe) 
T, 
H 


y 
Torque diagram caused hy torques 
applied ahout the shafts axis 


(di 


Fig. 11-13 


Once the moment and torque diagrams have been established, it is 
then possible to investigate certain critical sections along the shaft where 
the combination of a resultant moment M and a torque T creates the 
worst Stress situation. Since the moment of inertia of the shaft is the same 
about any diametrical axis, we can apply the flexure formula using the 
resultant moment to obtain the maximum bending stress. As shown in 
Fig. 11-13e, this stress will occur on two elements, C and D, each located 
on the outer boundary of the shaft. If à torque T is also resisted at this 
section, then à maximum shear stress is also developed on these 
elements. Fig. 11-13f. Furthermore, the external forces will also create 
shear stress in the shaft determined from 7 = VQ//t, however. this stress 
will generally contribute a much smaller stress distribution on the cross 
section compared with that developed by bending and torsion. In some 
cases, it must be investigated, but for simplicity, we will neglect its effect 
in the following analysis. In general, then, the critical element D (or C) 
on the shaft is subjected to plane stress as shown in Fig. 11-13g, where 

_ Mc d att 
ao CB an T T 

If the allowable normal or shear stress for the material is known, the 
size of the shaft is then based on the use of these equations and selection 
of an appropriate theory of failure. For example. if the material is known 
to be ductile, then the maximum-shear-stress theory may be appropriate. 
As stated in Sec. 10.7. this theory requires the allowable shear stress, which 
is determined from the results of a simple tension test, to be equal to the 
maximum shear stress in the element. Using the stress-transformation 
equation, Eq. 9-7, for the stress state in Fig. 11-132, we have 

iia 1 
tu = (3) * 


Var J 


Since | = we*/4 and J = ae*/2, this equation becomes 





E] 


- 3 3 
Jue =— VM + T" 
TC 


Solving for the radius of the shaft, we get 


3 
--( > vare) (1-2) 


TT stow 





Application of any other theory of failure will, of course, lead to a 
different formulation for c. However, in all cases it may be necessary to 
apply this formulation at various “critical sections” along the shaft in 
order to determine the particular combination of M and T that gives the 
largest value for c. 

The following example illustrates the procedure numerically. 
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Fig. 11-13 (cont.) 











560 CHAPTER 11 DESIGN OF BEAMS AND SHAFTS 


The shaft in Fig. 11-14a is supported by smooth journal bearings at A 
and B. Due to the transmission of power to and from the shaft, the 
belts on the pulleys are subjected to the tensions shown. Determine 
the smallest diameter of the shaft using the maximum-shear-stress 
theory, with Taw = 50 MPa. 


D ut75m 


SOLUTION 

The support reactions have been calculated and are shown on 
the free-body diagram of the shaft. Fig 11-145. Bending-moment 
diagrams for M, and M. are shown in Figs 11-14c and 11-144, 
respectively, The torque diagram is shown in Fig, !1-14e. By 
inspection, critical points for bending moment occur either at C or B. 
Also, just to the right of C and at B the torsional moment is 7,5 N * m. 
At C, the resultant moment is 


Me = V(I1875 N: mJ + (325N- my = 124.5 N: m 


Whereas at B it is smaller, namely 


My = 75 N*m 
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Fig. 11-14 (cont.) 


Since the design is based on the maximum-shear-stress theory, 
Eq. 11-2 applies, The radical V M^ + T^ will be the largest at a 
section just to the right of C. We have 


^ 13 
--( - Vans) 
TT llaw 
( 2 1/3 

= [——— —————SÀSNW(124.5N*my + (2,5 N*m Jj 

z(50)( 10^) N/m? AG, ) 
= ().0117 m 

Thus. the smallest allowable diameter is 
d = 2(00117 m) = 23.3 mm 
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fal] PROBLEMS 


H-31.. The tapered beam supports a concentrated force P 
at its center. If it is made from à plate that has a constant 
width b, determine the absolute maximum bending stress in 
the beam. 





Prob, 11-31 


"11-32. The beam is made from a plate that has a constant 
thickness >, Tf it is simply supported and carries a uniform 
load w. determine the variation of its depth as a function of 
x so that it maintains a constant maximum bending stress 
C uis throughout its length. 





Proh. 11-32 


*11-33, The beam is made from a plate having a constant 
thickness ¢ and a width that varies as shown. If it supports a 
concentrated force P at its center, determine the absolute 
maximum bending stress in the beam and specify its 
location x, 0 < x < L/2, 


Prob. 11-33 


11-34, The beam is made from a plate that has a constant 
thickness b. If it is simply supported and carries the 
distributed loading shown, determine the variation of its 
depth as a function of x so that it maintains a constant 
maximum bending stress aike throughout its length. 


We 






11-35. The beam is made from a plate that has a constant 
thickness b. If it is simply supported and carries the 
distributed loading shown, determine the maximum 
bending stress in the beam. 


B 
pt 


Prob. 11-34 





Prob. 11-35 


*11-36. Determine the variation of the radius r of the 
cantilevered beam that supports the uniform distributed 
load so that it has a constant maximum bending stress Pma 
throughout its length. 





Prob. 11-36 





*11-37, Determine the variation in the depth d of à 
cantilevered heam that supports a concentrated force P at 
its end so thal it has a constant maximum bending stress 
Tyo throughout its length. The beam has a constant 
width Py. 





Prob. 11-37 


14-38, Determine the variation in the width b as à 
function of x for the cantilevered beam that supports à 
uniform distributed load along its centerline so that it has 
the same maximum bending stress eri, throughout its 
length. The beam has a constant depth t. 





Prob. 11-38 


141-39, The shaft is supported on journal bearings that do 
not offer resistance to axial load. Tf the allowable normal 
stress for the shaft is Fare = 80 MPa, determine to the 
nearest millimeter the smallest diameter of the shaft that 
will support the loading. Use the maximum-distortion- 
energy theory of failure. 


*11-40. The shaft is supported on journal bearings that do 
not offer resistance to axial load. H the allowable shear 
stress for the shaft is ty), = 35 MPa, determine to the 
nearest millimeter the smallest diameter of the shaft that 
will support the loading. Use the maximum-shear-stress 
theory of failure. 
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Probs. 11-3940 


*11-41. The end gear connected to the shaft is subjected 
to the loading shown. If the bearings at A and B exert only 
y and z components of force on the shalt. determine the 
equilibrium torque T at gear C and then determine the 
smallest diameter of the shaft ro the nearest millimeter that 
will support the loading. Use the maximum-shear-stress 
theory of failure with z, Í = 60 MPa. 


11-42, The end gear connected to the shaft is subjected to 
the loading shown, If the hearings at A and B exert only v 
and z components of force on the shaft, determine the 
equilibrium torque T at gear C and then determine the 
smallest diameter of the shaft to the nearest. millimeter 
that will support the loading. Use the maximum-distortion- 
energy theory of failure with oy. = 80 MPa. 






100 mm 
F, * 15 kN 


Probs. 11-41/42 
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11-43. The shafi is supported by hearings at A and B that 
exert force components only in the x and z directions on 
the shaft. If the allowable normal stress for the shaft is 
Cans = 15 ksi, determine to the nearest z in. the smallest 
diameter of the shaft that will support the loading. Use the 
máaximum:-distortion«energy theory of failure, 






SUK) Ib 


Prob. 11-43 


“11-44, The shaft is supported by bearings at A and B 
that exert force components only in the x and z directions 
on the shaft, If the allowable normal stress for the shaft is 
mu = 15 ksi, determine to the nearest £ in. the smallest 
diameter of the shaft that will support the loading. Use the 
maximum-shear-stress theory of failure. Take Tu = 6 ksi. 





F, S00 Ib 





Prob. 11-44 


*11-45, The bearings at A and D exert only y and z 
components of force on the shaft, Tf Tusw = 60 MPa, 
determine to the nearest millimeter the smallest-diameter 
shaft that will support the loading, Use the maximum-shear- 
stress theory of failure. 


350 mm 





Prob. 11-45 


11-46. The bearings at A and D exert only v and z 
components of force on the shaft. HQ ty. = 60 MPa, 
determine to the nearest millimeter the smallest-diameter 
shaft that will support the loading. Use the maximum- 
distortion-cnergy theory of failure Fae = 130 MPa. 





350 mm 






400 mm /— 


1^ 





Prob. 11—46 





CHAPTER REVIEW 





Failure of à beam occurs when the internal shear or 
moment in the beam is a maximum. To resist these 
loadings, it is therefore important that the associated 
maximum shear and bending stress not exceed allowable 
values as stated in codes Normally, the cross section of a 
beam is first designed to resist the allowable bending stress. 


Misc 
Tih = " Tipo 


Then the allowable shear stress is checked, For rectangular 
Sections, Tullow = LS(V ings A) and for wide-flange sections 
it is appropriate to usc Typowy = V Awe In general, use 


For built-up beams, the spacing of fasteners or the strength 
of glue or weld is determined using an allowable shear flow 


Vo 
fallin 7 up 


Fully stressed heams are nonprismatic and designed 
such that cach cross section along the beam will resist the 
allowable bending stress, This will define the shape of 
the beam. 


A mechanical shaft generally is designed to resist both 
torsion and bending stresses. Normally, the internal 
bending moment can be resolved into two planes, and 
so it is necessary to draw the moment diagrams for cach 
hending-moment component and then select the maximum 
moment based on vector addition. Once the maximum 
bending and shear stresses are determined, then depending 
upon the type of material, an appropriate theory of failure 
is used to compare the allowable stress to what is required, 


CHAPTER Rewew 
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EI REVIEW PROBLEMS 


11-47, Draw the shear and moment diagrams for the shaft, 
and then determine its required diameter to the nearest 
millimeter if cm, = 130 MPa and Tins = 80 MPa, The 
bearings at A and B exert only vertical reactions on the 
shaft, 


1500 N 


KDO N 





twk) mm 
15 mm 75 mm 


Prol, 11-47 


*1-48. The overhang beam is constructed using two 2-in. 
by 4-in. pieces of wood braced as shown. If the allowable 
bending stress i$ ej, = 600 psi, determine the largest 
load P that can be applied. Also, determine the associated 
maximum spacing of nails, s. along the beam section AC if 
cach nail can resist a shear Force of 800 Th, Assume the beam 
is pin-connected at A, B, and D. Neglect the axial force 
developed in the beam along DA 


*11-49, The bearings at A and B exert only x and z 
components of force on the steel shaft. Determine the 
shafts diameter to the nearest millimeter so that it can 
resist the loadings of the gears without exceeding an 
allowable shear stress of ¿ow = SO MPa. Use the 
maximum-shear-stress theory of failure. 





Prob. 11-49 


11-50. The bearings at A and H exert only x and z 
components of force on the steel shaft, Determine the 
shaft's diameter to the nearest millimeter so that it can resist 
the loadings of the gears without exceeding an allowable 
sheer stress of Take 7 80 MPa. Use the maximum- 
distortion-energy theory of failure with yc = 200 MPa. 





Prob, 11-48 


Prob. 11-50 





11-51. Draw the shear and moment diagrams for the 
beam. Then select the lightest-weight steel wide-flange 
beam from Appendix B that will safely support the loading. 
Take mui 7 22 ksi, and ty, ^ 12 ksi 


3 kip /ft 





LSkip > ft 


*11-52, The beam is made of cypress having an allowable 
bending stress of oo. = 850 psi and an allowable shear 
stress Of Ty = BO psi. Determine the width b of the beam 
if the height h = 1.55. 


75 Ib /ft 3u0 Ih 








Prob. 11-52 
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ef1-53, The tapered beam supports a uniform distributed 
load w. If it is made from a plate and has à constant width b, 
determine the absolute maximum bending stress in the 
beam. 









Sai e ay ERE 
E E + 





oT [a I ; JT 
Ae rE. 
Proh, 11-53 


11-54. The tubular shaft has an inner diameter of 15 mm. 
Determine to the nearest millimeter its outer diameter if it 
is subjected to the gear loading. The bearings at A and B 
exert force components only in the v and z directions on the 
shaft. Use an allowable shear stress of t, = 70 MPa. and 
base the design on the maximum-shear-stress theory ol 
failure. 


11-55, Determine to the nearest millimeter the diameter 
of the solid shaft if it is subjected to the gear loading. The 
bearings at A and B exert force components only in 
the v and z directions on the shaft. Base the design on 
the maximum-distortion-energy theory of failure with 
IT ik = 150 MPa. 


20) min 





Probs. 11-S4/55 





If the curvature af this pale is measured, it is then possible to determine the bending 
stress developed within it. 





Deflection of Beams 


and Shafts 


CHAPTER OBJECTIVES 


Often limits must be placed on the amount of deflection a beam or 
shaft may undergo when it is subjected to a load, and so in this chapter 
we will discuss various methods for determining the deflection and 
slope at specific points on beams and shafts. The analytical methods 
include the integration method, the use of discontinuity functions, and 
the method of superposition. Also, a semigraphical technique, called 
the moment-area method, will be presented. At the end of the chapter, 
we will use these methods to solve for the support reactions on a beam 
or shaft that is statically indeterminate. 


12.1 The Elastic Curve 


The deflection of à beam or shaft must often be limited m order to 
provide integrity and stability of a structure or machine, and prevent the 
cracking of any attached brittle materials such as concrete or glass. 
Furthermore, code restrictions often require these members not vibrate 
or deflect severely in order to safely support their intended loading. Most 
important, though, deflections at specific points on a beam or shaft must 
be determined if one is to analyze those that are statically indeterminate, 

Before the slope or the displacement at a point on a beam (or shaft) is 
determined, it is often helpful to sketch the deflected shape of the beam 
when it is loaded, in order to “visualize” any computed results and thereby 
partially check these results. The deflection curve of the longitudinal axis 
that passes through the centroid of each cross-sectional area of a beam is 
called the elastic curve. For most beams the elastic curve can be sketched 
without much difficulty, When doing so, however, it is necessary to know 
how the slope or displacement is restricted at various types of supports. 
In general, supports that resist a force, such as a pin, restrict 
displacement, and those that resist a moment, such as a fixed wall, restrict 
rotation or slope as well as displacement. With this in mind, two typical 
examples of the elastic curves for loaded beams (or shafts), sketched to 
an exageerated scale, are shown in Fig. 12-1. 





Fig. 12-1 
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Fig. 12-2 








If the elastic curve for a beam seems difficult to establish, it is 
suggested that the moment diagram for the beam be drawn first. Using 
the beam sign convention established in Sec. 6.1, à positive internal 
moment tends to bend the beam concave upward, Fig. 12-24. Likewise, 
a negative moment tends to bend the beam concave downward, 
Fig. 12-2h, Therefore, if the moment diagram is Known, it will be easy 
to construct the elastic curve. For example, consider the beam in 
Fig. 12-3a with its associated moment diagram shown in Fig. 12-35, 
Due to the roller and pin supports, the displacement at B and D must 
be zero. Within the region of negative moment, AC, Fig. 12-35, the elastic 
curve must be concave downward, and within the region of positive 
moment, CD, the elastic curve must be concave upward. Hence, there 
must be an inflection point at point C, where the curve changes from 
concave up to concave down, since this is a point of zero moment. 
Using these facts, the beam's elastic curve is sketched in Fig. 12-3c. It 
should also be noted that the displacements A, and Ap are especially 
critical. At point E the slope of the elastic curve is zero, and there the 
beam's deflection may be a maximum. Whether A, is actually greater 
than å 4 depends on the relative magnitudes of P; and P, and the location 
of the roller at B. 

Following these same principles, note how the elastic curve in Fig. 12-4 
was constructed. Here the beam is cantilevered from a fixed support at A 
and therefore the elastic curve must have both zero displacement and 
zero slope at this point. Also, the largest displacement will occur either at 
D, where the slope is zero, or at C. 
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Fig. 12-3 





Moment-Curvature Relationship. We will now develop an 
important relationship between the internal moment and the radius of 
curvature p (rho) of the elastic curve at a point. The resulting equation 
will he used for establishing each of the methods presented in the chapter 
for finding the slope and displacement at points on the elastic curve. 

The following analvsis, here and in the next section, will require the 
use of three coordinates. As shown in Fig. 12-5a, the x axis extends 
positive to the right, along the initially straight longitudinal axis of the 
beam. It is used to locate the differential element, having an undeformed 
width dx. The v axis extends positive upward from the x axis, It measures 
the displacement of the elastic curve, Lastly, a “localized” y coordinate is 
used to specify the position of a fiber in the beam element. It is measured 
positive upward from the neutral axis (or elastic curve) as shown in 
Fig. 12-5b. Recall that this same sign convention for x and y was used in 
the derivation of the flexure formula. 

To derive the relationship between the internal moment and p, we 
will limit the analysis to the most common case of an initially straight 
beam that is elastically deformed bv loads applied perpendicular to the 
beam's x axis and lying in the x-v plane of symmetry for the beam's 
cross-sectional area. Due to the loading. the deformation of the beam is 
caused by both the internal shear force and bending moment. If the 
beam has à length that is much greater than its depth, the greatest 
deformation will be caused by bending, and therefore we will direct our 
attention to its effects. Deflections caused by shear will be discussed in 
Chapter 14. 
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o When the internal moment M deforms the element of the beam, the 
angle between the cross sections becomes dA, Fig. 12-55. The are dx 
represents a portion of the elastic curve that intersects the neutral axis 
for each cross section. The radius of curvature for this arc is defined as 
the distance p, which is measured from the center of curvature O' to dx, 
Anv arc on the element other than dx is subjected to à normal strain. For 

dn example, the strain in arc ds, located at a position v from the neutral axis, 
pl lo ise = (ds' — ds)/ds. However, ds = dx = pd and ds’ = (p — v) dB, 
and so e = [(p — v) dt — pdé\/pdé or 


ds als’ D 
jq. di “(OT «) M P 
If the material is homogeneous and behaves in a linear-elastic manner, 
then Hooke's law applies, € = «w/E, Also, since the flexure formula 
Before Aller applies, y = — M v/1. Combining these two equations and substituting 


deformation deformation into the above equation, we have 





(12-1) 


` 
|. 


(b; 


Fig. 12-5 (cunt.) (12-2) 


where 
p = the radius of curvature at the point on the elastic curve 
(1/p is referred to as the curvature) 
M = the internal moment in the beam at the point 
E = the material's modulus of elasticity 
T = the beans moment of inertia about the neutral axis 
The product E in this equation is referred to as the flexural rigidity, 
and it is always a positive quantity. The sign for p therefore depends on 
the direction of the moment. As shown in Fig. 12-6, when M is positive, 


p extends above the beam, i.e, in the positive v direction; when M is 
negative, p extends below the beam, or in the negative v direction. 





Inflection 





point Using the flexure formula, v = -My/I. we can also express the 
M-U b curvature in terms of the stress in the beam, namely, 
l o 
Fig. 12-6 == (12-3) 
p Ev 


Both Eqs. 12-2 and 12-3 are valid for either small or large radii of 
curvature. However, the value of p is almost always calculated as a very 
large quantity. For example, consider an A-36 steel beam made from à 
WI4 x 53 (Appendix B), where E, = 29(10*) ksi and ay = 36 ksi, 
When the material at the outer fibers, v = +7 in. is about to yield, then, 
from Eq. 12-3, p = +5639 in. Values of p calculated at other points along 
the beam's elastic curve may be even larger, since o cannot exceed my at 
the outer fibers. 
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12.2 Slope and Displacement 
by Integration 





The equation of the elastic curve for a beam can be expressed mathematically 
as v = f(x), To obtain this equation, we must first represent the curvature 
(1/p) in terms of v and x. In most calculus books it is shown that this 
relationship is 

1 d'vjdx? 


[1 + (dv/dxy]'? 
Substituting into Eq. 12-2, we have 


dv/dx Ec M 12-4 
[1 + (dvjdxy |'* - EI usn 


This equation represents a nonlinear second-order differential equation. 
Its solution, which is called the elastica, gives the exact shape of the elastic 
curve, assuming, of course, that beam deflections occur only due to bending, 
Through the use of higher mathematics, clastica solutions have been 
obtained only for simple cases of beam geometry and loading. 

In order to facilitate the solution of a greater number of deflection 
problems, Eq, 12-4 can be modified. Most engineering design codes 
specify limitations on deflections for tolerance or esthetic purposes, and 
as a result the elastic deflections for the majority of beams and shafts 
form a shallow curve. Consequently, the slope of the clastic curve, which is 
determined from dv/dx, will be very small, and its square will be negligible 
compared with unity.* Therefore the curvature, as defined above, can be 
approximated by 1/p = d^v/dx^. Using this simplification, Eq. 12-4 can 
now be written as 


dv a M 
de El 
It is also possible to write this equation in two alternative forms If we 


differentiate each side with respect to x and substitute V = dM/dx 
(Eq. 6-2), we get 


d — 
(etx) = Vix) (12-4) 


Differentiating again, using w = dV /dx (Eq. 6-1), vields 


` 


S EIS) = w(x) (12-7) 
dx dx 


"See Example 12.1. 
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(al 





(b) 


For most problems the flexural rigidity ( £7) will be constant along the 
length of the beam. Assuming this to be the case, the above results may 
be reordered into the following set of three equations: 


(12-8) 
pret- Vix) (12-9) 
dx | = 
g12* = Mix) (12-10) 

dx 





Solution of any of these equations requires successive Integrations to 
obtain the deflection V of the clastic curve. For cach integration it is 
necessary to introduce a “constant of integration” and then solve for all 
the constants to obtain a unique solution for a particular problem. For 
example, if the distributed load w is expressed as a function of x and 
Eq. 12-8 is used, then four constants of integration must be evaluated: 
however, if the internal moment M is determined and Eq, 12-10 is used, 
only two constants of integration must be found. The choice of which 
equation to start with depends on the problem. Generally, however, it is 
easier to determine the internal moment M as a function of x, integrate 
twice, and evaluate only two integration constants. 

Recall from Sec. 6.1 that if the loading on a beam is discontinuous, that 
is, consists of a series of several distributed and concentrated loads, then 
several functions must be written for the internal moment, each valid 
within the region between the discontinuities. Also, for convenience in 
writing each moment expression, Me origin for each x coordinate can be 
selected arbitrarily. For example, consider the beam shown in Fig. 12-7a. 
The internal moment in regions AB, BC, and CD can be written in terms 
of the xi, x+, and xs coordinates selected, as shown in either Fig. 127b or 
Fig. 12—7c, or in fact in any manner that will yield M = f(x) in as simple 
à form as possible. Once these functions are integrated twice through the 
use of Eq. 12-10 and the constants of integration determined, the functions 
will give the slope and deflection (elastic curve) for each region of the 
beam for which thev are valid 





fc) 


Fig. 12-7 
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Sign Convention and Coordinates. When applying Eqs. 12-8 
through 12-10), it is important to use the proper signs for M. V, or w as 
established by the sign convention that was used in the derivation of 
these equations. For review, these terms are shown in their positive 
directions in Fig. 12-8a. Furthermore, recall that positive deflection, v. is 
upward, and as a result, the positive slope angle @ will be measured 
counterclockwise from the x axis when x is positive to the right. The 
reason for this is shown in Fig. 12-85. Here positive increases dx and dv 
in x and v create an increased # that is counterclockwise. If, however, 
positive x is directed to the left, then @ will be positive clockwise, 
Fig. 12-8c. 

Realize that by assuming dv/dx to be very small the original horizontal 
length of the beam's axis and the arc of its elastic curve will be about the 
same, In other words, dy in Fig. 12-85 and 12-Ke is approximately equal tọ The design of à rool system requires a careful 
dx. since ds= vVdxy + (du) = v t (dv/dxy dx dx. As a result, consideration of deflection. For example, 

⁄ A ; fain can accumulate on areas of the roof, 
points on the clastic curve are assumed to be displaced vertically, and ROL which then causes ponding, leading to further 
horizontally. Also, since the slope angle 6 will be very small, its value m — deflection, then further ponding, and finally 
radians can be determined directly from 0 = tan ñ = dv/dx. possible failure of the roof. 








Positive sign convention 









TA 


TP Elastic curve Elastic curve 





Ë i Positive sign convention 
Positive sign convention 


ib) ici 


Fig. 12-8 
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Boundary and Continuity Conditions. When solving Eqs. 12-8. 
12-9, or 12-10, the constants of integration are determined by evaluating 
the functions for shear, moment, slope, or displacement at a particular 
point on the beam where the value of the function is known. These values 
are called boundary conditions, Several possible boundary conditions that 
are often used to solve beam (or shaft) deflection problems are listed in 
Table 12-1. For example. if the beam is supported by a roller or pin (1, 2, 
3, 4), then it is required that the displacement be zero at these points, 
Furthermore. if these supports are located at the ends of the beam (1,2), 
the internal moment in the beam must also be zero. At the fixed support 
(5), the slope and displacement are both zero, whereas the free-ended 
beam (6) has both zero moment and zero shear. Lastly, if two segments 
of a beam are connected by an “internal” pin or hinge (7), the moment 
must be zero at this connection. 

If the elastic curve cannot be expressed using a single coordinate, then 
continuity conditions must be used to evaluate some of the integration 
constants. For example, consider the beam in Fig. 12-98. Here two 
x coordinates are chosen with origins at A. Each is valid only within the 
regions Ü = x, = a and a = x, = (a + b). Once the functions for the 
slope and deflection are obtained, they must give the same values for 
the slope and deflection at point B so the elastic curve is physically 
continuous. Expressed mathematically, this requires that Aila) = 6s(a) 
and v(a) = mwla). These conditions can be used to evaluate two 
constants of integration. If instead the elastic curve is expressed 
in terms of the coordinates () = x, = a and () = x, = b, shown in 
Fig. 12-95, then the continuity of slope and deflection at B requires 
0 (a) = ~@(b) and v,(a) = wə,[Db). In this particular case, a negative 
sign is necessary to match the slopes at B since x, extends positive to 
the right, whereas x» extends positive to the left. Consequently, 8, is 
positive counterclockwise, and 8» is positive clockwise. See Figs. 12-8h 
and 12-Se, 





(b) 


(nl 


Fig. 12-9 
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Procedure for Analysis 


The following procedure provides a method for determining the 
slope and deflection of a beam (or shaft) using the method of 
integration. 


Elastic Curve. 


* Draw an exaggerated view of the beam's elastic curve. Recall that 
zero slope and zero displacement occur at all fixed supports, and 
zero displacement occurs at all pin and roller supports. 


Establish the x and v coordinate axes. The x axis must be parallel 
to the undeflected beam and can have an origin at any point along 
the beam, with a positive direction either to the right or to the 
left. 


If several discontinuous loads are present, establish x 
coordinates that are valid for each region of the beam between 
the discontinuities, Choose these coordinates so that they will 
simplify subsequent algebraic work. 


In all cases, the associated positive v axis should be directed 
upward. 


Load or Moment Function. 


* Foreach region in which there is an x coordinate, express the loading 
w or the internal moment M as a function of x. In particular, 
always assume that M acts in the positive direction when applymg 
the equation of moment equilibrium to determine M = f(x). 


Slope and Elastic Curve. 


* Provided El is constant, apply either the load equation 
El d'v/dx! = w(x), which requires four integrations to get 
v = v(x}, or the moment equation E7 dy/dx’ = M(x), which 
requires only two integrations. For each integration it is important 
to include a constant of integration. 


The constants are evaluated using the boundary conditions for 
the supports (Table 12-1) and the continuity conditions that 
apply to slope and displacement at points where two functions 
meet. Once the constants are evaluated and substituted back into 
the slope and deflection equations, the slope and displacement at 
specific points on the elastic curve can then be determined. 


The numerical values obtained can be checked graphically by 
comparing them with the sketch of the elastic curve. Realize that 
positive values for slope are counterclockwise if the x axis extends 
positive to the right, and clockwise if the x axis extends positive to 
the left. In either of these cases positive displacement is upward. 
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Fig. 12-10 


The cantilevered beam shown in Fig. 12-10 is subjected to a vertical 
load P at its end. Determine the equation of the elastic curve, E/ is 
constant. 


SOLUTION | 


Elastic Curve. The load tends to deflect the beam as shown in 
Fig. 12-10la. By inspection, the internal moment can be represented 
throughout the beam using a single x coordinate. 


Moment Function. From the free-body diagram, with M acting in 
the positive direction, Fig. 12-105. we have 
M = -Pr 


Slope and Elastic Curve. Applying Eq. 12-10 and integrating twice 
vields 


(1) 
(2) 


(3) 


Using the boundary conditions dv/dx = 0 at x = L and v = Ü at 
x = L, Eqs 2 and 3 become 
PES ox 
y= - 7 F C, 
3 


(0 = TE GL +C. 


Thus, C, = PL^j2 and C; = —PL/3. Substituting these results into 
Eqs. 2 and 3 with 6 = dv/dx. we get 


# n4 
PAD o6) 
P 3 2 3 
/_ =| — 3 - — J 
v= 2 3Ux — 2D) Ani 


Maximum slope and displacement occur at A(x = (0), for which 
(4) 


(5) 
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The positive result for 8 , indicates counterclockwise rotation and the 
negative result for v 4 indicates that v 4 is downward. This agrees with 
the results sketched in Fig. 12-10. 

In order to obtain some idea as to the actual magnitude of the slope 
and displacement at the end A, consider the beam in Fig. 12-104 to 
have a length of 15 ft, support a load of P — 6 kip, and be made of 
A-36 steel having Ey = 29(10°) ksi. Using the methods of Sec. 11.2, if 
this beam was designed without a factor of safety by assuming the 
allowable normal stress is equal to the yield stress e, = 36 ksi; 
then a W12 x 26 would be found to be adequate (7 = 204 int), From 
Eus. 4 and 5 we get 


6 kip( 15 ft (12 in./fty* 
_ &kip(15 ft)'(12 in./ftP 
—— OA[9(10) kip/in ](204 in*) 


A = 0.0164 rad 


= —1.97 in. 


Since #5, = (dv/dx} = 0.000270 rad? <1, this justifies the use of 
Eq. 12-10, rather than applying the more exact Eq. 12-4, for computing 
the deflection of beams. Also, since this numerical application is for a 
cantilevered beam, we have obtained larger values for 8 and p than 
would have been obtained if the beam were supported using pins, 
rollers, or other fixed supports. 


SOLUTION II 

This problem can also be solved using Ey. 12-8, E7 d^v/dx* = w(x), 
Here w(x) = O for 0 = x = L, Fig. 12-104. so that upon integrating 
once we get the form of Eq. 12-9, i.e., 


The shear constant C; can be evaluated at x = 0), since V, = -P 
(negative according to the beam sign convention, Fig. 12-84). Thus, 
Ci = ~P. Integrating again vields the form of Eq. 12-10, i.e.. 


d 
E -Px + C; = M 
Here M = Dat x = Ü.so C5 = 0, and as a result one obtains Eq. | and 
the solution proceeds as before. 
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The simply supported beam shown in Fig 12-1la supports the 
triangular distributed loading. Determine its maximum deflection, E7 
is constant. 


SOLUTION I 


Elastic Curve. Due to symmetry, only one x coordinate is needed 
for the solution, in this case 0 = x = L/2. The beam deflects as 
shown in Fig. 12-114. The maximum deflection occurs at the center 
since the slope is Zero at this point, 


Moment Function. A free-body diagram of the segment on the left 
is shown in Fig. 12-115. The equation for the distributed loading is 


(1) 








12.2 SLOPE AND DISPLACEMENT BY INTEGRATION 581 
Slope and Elastic Curve. Using Eq. 12-10 and integrating twice, 


(2) 


Wy 
A 
Ely 4 cuu, 
GOL 24 
The constants of integration are obtained by applying the boundary 
condition v = Oat x = Dand the symmetry condition that dv/dx = 0 
at x = L/2. This leads to 


ye 


= Swol? 
— 49 


do _ Wy ap Mob s Swot 
dx I2L 8 192 
Wa 4 Wol 3 Swol? 
x + ——* — —— 
60L 24 192 


Determining the maximum deflection at x = L/2, we have 


EI 


Ely = 


SOLUTION II 
Since the distributed loading acts downward, it is negative according 
to our sign convention. Using Eq. | and applying Eq. 12-8, we have 


Since V = *tw4L/4 at x = 0. then C: = w4L/4. Integrating again 
yields 


ev. wa sp Wolo 
EV = M = — t — + 


Here M = (hat x = Ü, so CS = 0. This yields Eq. 2. The solution now 
proceeds as before. 
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Fig. 12-12 


The simply supported beam shown in Fig. 12-12a is subjected to the 
concentrated force P. Determine the maximum deflection of the 
beam. El is constant. 


SOLUTION 


Elastic Curve. The beam deflects as shown in Fig. 12-125. Two 
coordinates must be used, since the moment function will change at P. 
Here we will take x; and x», having the same origin at A. 


Moment Function. From the free-body diagrams shown in 
Fig. 12-12c, 


M; = 3" 


P 


2P 
M- * 7* = Pix- = 2a) = 7, (3a = Xx) 


Slope and Elastic Curve. Applying Eq. 12-10 for Mı, for 
= x, < 2u, and integrating twice yields 


Elv = La F Cx; + C; 


Likewise for Ms, for 2a < x» = 3a, 
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The four corstants are evaluated using two boundary conditions, 
namely, x, = Ü, ve, = Q and x, = 3a, t = 0. Also, Avo continuity 
conditions must be applied at B, that is, dy/dx; = dvs/dx; at 
x; * Xs * Za and v, = t» at x, = x; = 2a. Substitution as specified 
results in the following four equations: 


v = Dat x; = 0; O=-0+0+4+C 


E — 3a)" 
v; = Ü at x» = 3a; 0 = P (Bata - ( = ) + Ci(3a) + C, 


dv(2a) — dvs(2a). 3 2P (2a y 
dx, = dn ^ = (2a)! Cc, = 22 (sataa) — AX t C; 


2P (2ay 


vi(24) = v2{2a); Z (2a) + Cj(2a) + Cy = e (2a) — m + Cla) + C, 


Solving, we get 


Thus Eqs. 1-4 become 


an P ds 
dx, GEI! 


dr, 2Pa. 
dx; EI > 
E y pe AR 
SEI" ^ Q9ET  * SEI (8) 


By inspection of the elastic curve, Fig. 12-124, the maximum 
deflection occurs at D, somewhere within region AB. Here the slope 
must be zero. From Eq. 5, 


Substituting into Eq. 6, 
Pa? 
Venn = 0.484 


The negative sign indicates that the deflection is downward, 
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EXAMPLE 


The beam in Fig. 12-134 is subjected to a load P at its end. Determine 
the displacement at C. El is constant. 


Fig. 12-13 


SOLUTION 

Elastic Curve. The beam deflects into the shape shown in 
Fig. 12-13a. Due to the loading, two x coordinates will be considered. 
namely, 0 = x, < 2a and (| = x, < a, where xs is directed to the left 
from C, since the internal moment is easy to formulate. 


Moment Functions. Using the frec-body diagrams shown in 
Fig. 12-135, we have 


M; = ty M; = —Px, 


Slope and Elastic Curve. Applying Eq. 12-10, 


d 
For 0 = x, = 2a: EH = — 
X1 2 


— — + C 


EIv, = x + Cx + C3 
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For Ü) = x. = a: 
(3) 


Elus, = e + Cyx; + C, (4) 


The four constants of integration are determined using three 
boundary conditions, namely, v, = Oat x, = 0, v, = Oat x, = 2a, and 
v. = D at x, = a, and one continuity equation. Here the continuity 
of slope at the roller requires dy/dx; = —des/dx; at x, = 2a and 
x, = à. Why is there a negative sign in this equation? (Note that 
continuity of displacement at B has been indirectly considered in the 
boundary conditions, since v, = v» — 0) at x; = 2a and m = a.) 
Applying these four conditions yields 


p = Oat x, = 0; 0-20-0-C. 


p, = Dat x 2a: = -E (2a)! e C,(2a) T C. 


ty = Ü at x> = a Ü = a + Ca + Cy 


de(Qu) __des(a) 
dx, = dx; , 


— ay + Ç, = (Fuy + c) 


Solving, we obtain 
7 T " 
C3 = gra Cy — —Pa 


Substituting C; and C, into Eq. 4 gives 


— JU o P 
FT 2 Gk” EJ 


vi = 


The displacement at C is determined by setting x; = 0. We get 
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E El FUNDAMENTAL PROBLEMS 


Fi2-1. Determine the slope and deflection of end 
A of the cantilevered beam. F = 200 GPa and 
| = 65,0010") mm‘, 


30 kN«m 


F12-1 


FIZ- Determine the slope and deflection of end A of the 
cantilevered beam, E = 200 GPa and / = 6544107) mm! 








IU kN 
( 
lO kN:m | 
| 3m | 
F12-2 


FI2-3. Determine the slope of end A of the cantilevered 
beam, E = 200 GPa and 1 = 65.010") mm*. 


ID kN 
YkN Im 


F12-3 


Fi2-4. Determine the maximum deflection of the simply 
supported beam. The beam is made of wood having a 
modulus of clasticity of E, = 1.5(10*) ksi and a rectangular 
cross section of b = 3 in. and # = ñin 


Har Eb ^n 


nn 


V12-4 


Fi2-85. Determine the maximum deflection of the simply 
supported beam. E = 200 GPa and J = 399(10 ^) m° 


M) KN -m 





F12-5 


FI2-6. Determine the slope of the simply supported beam 
at A. E = 200 GPa and 1 = 399(107) m*. 


20 kN 
Ii kN -m IU kN -m 
| ? 
[ du a U 
F12-6 
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EC 


.12-1. An A-36 steel strap having à thickness of I) min and *12-4. Determine the equations of the elastic curve using 
a width of 20 mm is bent into a circular arc of radius p = 1l m. the x, and x coordinates. Ef is constant. 
Determine the maximum bending stress in the strap 


12-2, A picture is Taken of a man performing a pole vault, P 
and the minimum radius of curvature of the pole is 
estimated by measurement to be 4.5 m. Ifthe pole is 40 mm 
in diameter and it is made of a glass-reinforced plastic for 
which E, = 131 GPa, determine the maximum bending 
stress in the pole. 





Prob. 12-4 


*12-8, Determine the equations of the clastic curve for 
the beam using the x; and 1; coordinates £7 is constant 





Prob, 12-2 


12-3, When the diver stands at end C of the diving board, 
it deflects downward 3,5 in. Determine the weight of the 


1. — Beet e 
Hor M. 
diver, The board is made of material having à modulus of ; 


clasticity of E = 15(10") ksi. Prob. 12-5 





12-6. Determine the equations of the elastic curve for the 
beam using the x; and x; coordinates. Specify the heam's 
maximum deflection. ET is constant. 





Proh. 12-3 
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12-7, The beam is made of two rods and ts subjected to 
the concentrated load P, Determine the maximum 
deflection of the beam if the moments of inertia of the rods 
are J 44 and Lye, and the modulus of elasticity is F. 





*12-8. Determine the equations of the elastic curve for 
the beam using the x, and x» coordinates. E7 is constant, 





Prob, 12-8 


412-9, Determine the equations of the clastic curve using 
the x, and x; coordinates, F is constant 





Prob, 12-9 
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12-10, Determine the maximum slope and maximum 
deflection of the simply sapported beam which is subjected 
to the couple moment Mo. E] is constant. 





Prob. 12-10 


12-11. Determine the equations of the elastic curve for the 
beam using the x, and x; coordinates, Specify the beam's 
maximum deflection. F] is constant, 





Prob. 12-11 


*12-12. Determine the equations of the elastic curve for 
the beam using the x, and x; coordinates. Specify the slope 
at A and the maximum displacement of the shalt, F is 
constant, 


Prob. 12-12 





12-13, The bar is supported by a roller constraint at B, 
which allows vertical displacement hut resists axial load and 
moment. If the bar is subjected to the loading shown, 
determine the slope at A and the deflection at C. El is 
constant 





a adi 
2 2 


Prob. 12-13 


12-14, The simply supported shaft has à moment of inertia 
of 27 for region BC and a moment of inertia 7 for regions 
AB and CD, Determine the maximum deflection of the 
beam due to the load P 


A B | C D 
— — 
pe ee W S. 


Prob. 12-14 


12-15, Determine the equations of the elastic curve for 
the shaft using the x, and x, coordinates. Specify the slope 
at A and the deflection at the center of the shaft, Fl is 
constant, 


Prob, 12-15 
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fixed posts TÉ the posts remain along the same line, determine 
the maximum bending stress in the board, The board has à 
width of 6 in. and a thickness of 05 in. E = 1.60(10°) ksi 
Assume the displacement of each end of the board relative 


to its center is 3 in. 
m 4 ft — 4 ft = 


A H c 


*12-16. The fence board weaves between the three smooth g 


Prob. 12-16 


*12-17. Determine the equations of the elastic curve for 
the shaft using the x, and x5 coordinates Specify the slope 
at A and the deflection at C. El is constant, 


— is) 


Prob, 12-17 


12-18. Determine the equation of the elastic curve for the 
beam using the x coordinate. Specify the slope at A and the 
maximum deflection. El is constant. 


12-19, Determine the deflection at the center of the beam 
ind the slope at B. ET is constant 


" : 
AT LN ç J 
—— 
Probs. 12-18/19 
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using the x, and x; coordinates, and specify the slope at A distributed load. Determine the maximum slope of the 


“12-20. Determine the equations of the elastic curve 12-23. The beam is subjected 10 the linearly varying 
and the deflection at C. EJ is constant. beam. F] is constant. 


*12-24. The beam is subjected to the linearly varying 
distributed load. Determine the maximum deflection of the 
beam. £7 is constant. 





É 2D kap ft 
A} 
2d pg Í 


Prob. 12-20 





12-21. Determine the elastic curve in terms of the r; 
and x» coordinates and the deflection of end C of the 
overhang beam. F7 is constant. 





Probs, 12-23/24 


12-25. Determine the cquation of the elastic curve 
for the simply supported beam using the x coordinate 
Determine the slope at A amd the maximum deflection. £7 
is constant. 





Prob, 12-21 


12-22, Determine the elastic curve for the cantilevered 
Wi4 x M) beam using the x coordinate. Specify the 
maximum slope and maximum deflection, F = 2900) ksi, 


3 kip/ft 





Prob. 12-22 Prob. 12-25 





12-26. Determine the cquations of the clastic curve using 
the coordinates x, and x3, and specify the slope and deflection 
at B. El is constant. 





Prob. 12-26 


12-27, Wooden posts used for a retaining wall have a 
diameter of 3 in, H the soil pressure along a post varies 
uniformly from zero at the top A to à maximum of 300 Db/ft 
at the bottom B. determine the slope and displacement at 
the top of the post. E, = 1.6(10') ksi. 
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*12-28. Determine the slope at end B and the maximum 
deflection of the cantilevered triangular plate of constant 
thickness t, The plate is made of material having a modulus 
of elasticity E. 








*12-29, The beam is made of a material having a specific 
weight y. Determine the displacement and slope at its end 
A duc to its weight. The modulus of elasticity for the 
material is Æ. 





Prob, 12-29 


12-30. The beam is made of a material having a specific 
weight of y. Determine the displacement and slope at its 
end A duc to its weight. The modulus of elasticity for the 
material is F. 





Proh. 12-30 
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12-31. The tapered beam has à rectangular cross section, 
Determine the deflection of its free end in terms of the load 
P. length L, modulus of elasticity E. and the moment of 
inertia Jy of its fixed end 





Prob. 12-31 


*12-32. The beam is made from a plate that has a constant 
thickness r and a width that varies lincarly. The plate is cut 
into strips to form a series of leaves that are stacked to 
make a leaf spring consisting of n leaves Determine the 
deflection ut its end when loaded. Neglect friction between 
the leaves. 





*12-33, The tapered beam has a rectangular cross section, 
Determine the deflection of its center in terms of the load 
P. length L. modulus of clasticity E, and the moment of 
inertia 7, of its center 





12-34, The leaf spring assembly is designed so that it is 
subjected to the same maximum stress throughout its length. 
If the plates of each leaf have a thickness 1 and can slide 
freely between cach other, show that the spring must be in 
the form of a circular are in order that the entire spring 
becomes [lat when a large enough load P is applicd. What 
is the maximum normal stress in the spring? Consider 
the spring to be made by cutting the n strips from the 
diamond-shaped plate of thickness t and width b. The modulus 
of elasticity for the material ts E. Hint: Show that the radius 
of curvature of the spring is constant 





Prob, 12-34 
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*12.3 Discontinuity Functions 


The method of integration, used to find the equation of the elastic curve 
for a beam or shaft, is convenient if the load or internal moment can be 
expressed as a continuous function throughout the beam’s entire length. 
It several different loadings act on the beam, however. the method becomes 
more tedious to apply. because separate loading or moment functions must 
be written for each region of the beam. Furthermore. integration of these 
functions requires the evaluation of integration constants using both 
boundary and continuity conditions. For example, the beam shown m 
Fig. 12-14 requires four moment functions to be written. They describe 
the moment in regions AB, BC, CD, and DE. When applying the 
moment-curvature relationship. EI d^v/dx^ = M, and integrating each 
moment equation twice, we must evaluate eight constants of integration. 
These involve two boundary conditions that require zero displacement 
at points A and E, and six continuity conditions for both slope and 
displacement at pomts B, C, and D. 

In this section, we will discuss a method for finding the equation of the 
elastic curve for a multiply loaded beam using a single expression, either 
formulated from the loading on the beam, w = w(x). or from the beam’s 
internal moment, M = M(x). If the expression for w is substituted into 
EI d'vidx* = w(x) and integrated four times, or if the expression for 
M is substituted into El dv/dx = M(x) and integrated twice, the 
constants of integration will be determined only from the boundary 
conditions. Since the continuity equations will not be involved, the analysis 
will be greatly simplified, 


Discontinuity Functions. In order to express the load on the beam 
or the internal moment within it using a single expression, we will use two 
types of mathematical operators known as discontinuity functions. 





Fig. 12-14 








For safety purposes these cantilevered beams 
that support sheets of plywood must be 
designed for both strength and a restricted 
amount of defection. 








594 


CHAPTER 12 DEFLECTION OF BEAMS AND SHAFTS 





Loading Function — Shear V —/w(x)dx Moment M =! Va 
w= wir) 


= w= Myl(x—a}-? V = Mals- M = My(x—a)" 


(2) 
p 
— w= Para)" V= Pix~a)" M = Pix-ay 


PT] 
d 
r3 
= 
I 


= wal r—a)? V = walr—a) M = + (x-a)? 





usse i w = mitra)! v= LL (g-a) M- * — 


7 
* 


Macaulay Functions. For purposes of beam or shaft deflection, 
Macaulay functions, named after the mathematician W. H. Macaulay, can 
be used to describe distributed loadings. These functions can be written 
in general form as 


w-ar ft forx <a 


(x—a" forx = a (12-11) 
n=? 





Here x represents the coordinate position of a point along the beam, and 
ais the location on the beam where a “discontinuity” occurs, namely the 
point where a distributed loading begins. Note that the Macaulay function 
(x — a)" is written with angle brackets to distinguish it from the 
ordinary function (x — a)". written with parentheses. As stated by the 
equation, only when x = ais (x — a)" = (x — a)", otherwise it is zero. 
Furthermore, these functions are valid onlv for exponential values 
n = (l. Integration of Macaulay functions follows the same rules as for 
ordinary functions, Le., 


£z «d op Fi Q 149 
{x — a)" dx = — (12-12) 

Note how the Macaulay functions describe both the uniform load 
wy (at = 0) and triangular load (n = 1), shown in Table 12-2, items 3 
and 4. This type of description can. of course, be extended to distributed 
loadings having other forms. Also, it is possible to use superposition with 
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the uniform and triangular loadings to create the Macaulay function for a e 

trapezoidal loading. Using integration, the Macaulay functions for shear, 

V = [w(x) dx, and moment, M = fV dx. are also shown in the table, Ë 
“ 





Singularity Functions. These functions are only used to describe the 

point location of concentrated forces or couple moments acting on a 

beam or shaft. Specifically, a concentrated force P can be considered as a r 
special case of a distributed loading, where the intensity of the loading is 

w = P/e such that its length is e, where e — (), Fig. 12-15. The area under 

this loading diagram is equivalent to P. positive upward, and so we will lI " 
use the singularity function 








Jl TE 
ws Porc upto 0 forx*a — = 
P forxa in ell 
a 
to describe the force P. Here n = —1 so that the units for w are force per Fig. 12-18 


length, as it should be. Furthermore, the function takes on the value of P 
only at the point x = a where the load occurs, otherwise it is Zero. 

In à similar manner, a couple moment My, considered positive 
clockwise, is a limit as e — 0 of two distributed loadings as shown in 
Fig. 12-16. Here the following function describes its value. 





0 torx#a 
w = Malz — a)^ = 12-14 
of i t forx = a 
The exponent n = —2, in order to ensure that the units of w, force per 


length. are maintained, 

Integration of the above two singularity functions follow the rules of 
operational calculus and yields results that are different from those of 
Macaulay functions. Specifically, 





fe — a)"dx = (x — ay! n = -1,-2 (12-15) 





Fig. 12-16 


Using this formula, notice how M; and P. described in Table 12-2, items 1 
and 2, are integrated once, then twice, to obtain the internal shear and 
moment in the beam. 

Application of Eqs. 12-11 through 12-15 provides a rather direct 
means for expressing the loading or the internal moment in a beam as à 
function of x. When doing so, close attention must be paid to the signs of 
the external loadings. As stated above, and as shown in Table 12-2, 
concentrated forces and distributed loads are positive upward, and couple 
moments are positive clockwise. If this sign convention is followed, then 
the internal shear and moment are in accordance with the beam sign 
convention established in Sec. 6.1 
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w 


M 


225 kN(x — 0)! + L5kN«m(x — 3m)" — 


As an example of how to apply discontinuity functions to describe 
the loading or internal moment consider the beam loaded as shown in 
Fig. 12-17a. Here the reactive 2.75-kN force created by the roller, 
Fig. 12-17h. is positive since it acts upward, and the L5-kN-m couple 
moment is also positive since it acts clockwise. Finally, the trapezoidal 
loading is negative and has been separated into triangular and uniform 
loadings. From Table 12-2, the loading at any point x on the beam is 
therefore 


OY! + LSkN*m(x — 3m)? — 3kN/m(x — 3m)" — 1 kN/nr(x — 3m)! 


The reactive force at Bis not included here since x is never greater than 
6 m, and furthermore, this value is of no consequence in calculating the 
slope or deflection. We can determine the moment expression directly 
from Table 12-2. rather than integrating this expression twice. In either 
case, 


1 kN/m 


3kN/m 
— AE 6 uw — 3 my 


- 


(x — 3mY 


235x  L.S(x — 3 — 1.5( — 3)? — RE -37 


The deflection of the beam can now be determined after this equation 
is integrated two successive times and the constants of integration are 
evaluated using the boundary conditions of zero displacement at A 
and B. 








3kN m 
3kN/m 
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Procedure for Analysis 


The following procedure provides a method for using discontinuity 
functions to determine a bcam's clastic curve. This method is 
particularly advantageous for solving problems involving beams or 
shafts subjected to several loadings. since the constants of integration 
can be evaluated by using only the boundary conditions, while the 
compatibility conditions are automatically satisfied. 


Elastic Curve. 


Sketch the beam’s elastic curve and identify the boundary 
conditions at the supports. 


Zero displacement occurs at all pin and roller supports, and zero 
slope and zero displacement occur at fixed supports. 


Establish the x axis so that it extends to the right and has its 
origin at the beam's left end. 


Load or Moment Function. 


* Calculate the support reactions at x — ( and then use the 
discontinuity functions in Table 12-2 to express either the loading 
w or the internal moment M as a function of x. Make sure to 
follow the sign convention for each loading as it applies for this 
equation. 


Note that the distributed loadings must extend all the way 
to the beam's right end to be valid. If this does not occur, 
use the method of superposition, which is illustrated in 
Example 12.6. 


Slope and Elastic Curve. 


* Substitute w into El d'v/dx' = w(x), or M into the moment 
curvature relation E] d^v/dx^ = M, and integrate to obtain the 
equations for the beam's slope and deflection. 


* Evaluate the constants of integration using the boundary 
conditions, and substitute these constants into the slope and 
deflection equations to obtain the final results. 

* When the slope and deflection equations are evaluated at any 
point on the beam, a positive slope is counterclockwise, and a 
positive displacement is upward, 
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Determine the maximum deflection of the beam shown in Fig, 12-184. 
El is constant 


120 ksp-ft 


=š 20 kip-ft 


1 kip 


Fig 12-18 


SOLUTION 


Elastic Curve. The beam deflects as shown in Fig 12-18a. The 
boundary conditions require zero displacement at A and B. 


Loading Function. The reactions have been calculated and are 
shown on the free-body diagram in Fig 12-185. The loading function 
for the beam can be written as 

w = “Skip (x - 0) ! + 6kip(x — I0ft) ' 


The couple moment and force at B are not included here, since they 
are located at the right end of the beam, and x cannot be greater than 
30 ft. Integrating dV /dx = w(x), we get 


V = -8(x — 0)" + 6(x — 10)" 


In à similar manner, 4 M/dx — V vields 
M = —-8(x — 0)! + 6ix — 10)! 
= (-8x + 6(x — 10)') kip ft 
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Notice how his equation can also be established directly using the 
results of Table 12-2 for moment. 


Slope and Elastic Curve. Integrating twice yields 


kim = -Bx + G(x — 10)! 
dx” 
du 

El 


Jg" ~4x° + 3x — 10) + C, 


Ele = E *-— 10}? + C; + C (1) 
From Eq. |, the boundary condition w = Oat x = 10 ft and v = 0 at 
x = 30 ft gives 


ü = —1333 + (10 — 10)? + CIOM + C; 
( = -36000 + (30 — 10)* + C,(30) + C: 


Solving these equations simultaneously for C; and Cs, we get C, = 1333 
and C. = —12 000, Thus, 


et = —4x`' + 364 — 10) + 1333 (2) 


Elv = E + (x = 10) + 1333x — 12000 (3) 


From Fig. 12-182, maximum displacement may occur either at C, or at 
D. where the slope dv/dx = 0. To obtain the displacement of C. set 
x = Ü in Eq. 3. We get 

12 (00 kip - ft 

EI 
The negative sign indicates that the displacement is downward as shown 
in Fig. 12-18a. To locate point D, use Eq. 2 with x > 10 ft and dy/dx = 0. 
This gives 


tc = Ans. 


Ü = —4xp? + 3(xp — 10) + 1333 
Xp + 60xp — 1633 = 0 
Solving for the positive root, 
Xp = 20,3 ft 
Hence, from Eq. 3, 


Elvp = 2 (20,3) + (20.3 — 10)? + 1333(20.3) — 12.000 


" 5006 kip - ft 
* EI 
Comparing this value with nc, we see that ry, = tc. 
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| 
52 kN 


(n) 


KKN /m 


B 
50 kN-m 


[s 


(t) 
Fig. 12-19 


12 kN 


€ 
kN /m 
Sac] 


Vn 


Determine the equation of the elastic curve for the cantilevered beam 
shown in Fig. 12-19a. El is constant. 


SOLUTION 


Elastic Curve. The loads cause the beam to deflect as shown in 
Fig. 12-192. The boundary conditions require zero slope and 
displacement at A. 

Loading Function. The support reactions at A have been 
calculated and are shown on the free-body diagram in Fig. 12-195. 
Since the distributed loading in Fig. 12-194 does not extend to C as 
required. we can use the superposition of loadings shown in Fig. 12-195 
to represent the same effect. Bv our sien convention, the beam's 
loading is therefore 


w = S2 kN(x — 0) ! - 258KkN*míx — 0) ? — 8kN/mix — 0)" 
+ SOkN-m{x — Sm) ` + 8kN/m(x — 5m)" 
The 12-KN load is not included here, since x cannot be greater than 9 m. 


Because dV /dx = w(x), then by integrating, neglecting the constant of 
integration since the reactions are included in the load function, we have 


S2(x — 0)" — 258(x — 0) | — 8(x — 0)! + SO(x — S) ! + B(x — 5)! 


Furthermore, dM /dx = V so that integrating again yields 


—258(x — 0)" + 52íx — 0)! — Fisi — 0) + S0(x — S)? + DIE — $57 


(—258 + 52x — 4x? + Sü(x — 5)" + Aix = 5) kN*m 


This same result can be obtained directly from Table 12-2. 
Slope and Elastic Curve. Applying Eq. 12-10 and integrating 


twice, we have 
EIS = -258 + S2x — 4x7 + S0 — 5)" + Ala — SP 
dx- 

— BO, Os ey Oh Su ea 
El, = —258x 26? — 2x? + 50x — S) (x — SP +C, 
pM du zd j 
Elv = 1292 + > -3* +7S(x — 5)“ + six 5) + Cyxz + Gs 


Since dv/dx = 0 at x = 0, C, = Q; and v = O at x = 0, so C; = 0. 
Thus. 
26 


= ef —129234 295 14 -57+ E(x- sy) ; 
— 129x +> 3* t 25(x 5y + y (z Sy|m Ans. 





üu ————— 


12-35, The shaft is made of steel and has a diameter of 
15 mm. Determine its maximum deflection. The bearings at 
A and B exert only vertical reactions on the shaft, 
E, = 200 GPa. 





253 N NON 


Prob. 12-35 


*12-36. The beam is subjected to the loads shown. 
Determine the equation of the elastic curve. E? is constant. 


4 kip 





| H- 
x — 
5 ft ^ fi aft 


Prob, 12-36 


*12-37, Determine the deflection at each of the pulleys 
C, D, and FE. The shaft is made of steel and has a diameter 
of 30 mm, The bearings at A and H exert only vertical 
reactions on the shalt, Ey = 200 GPa 





IS N bU N I50 N 


Prob, 12-37 
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12-38. The shaft supports the two pulley loads shown. 
Determine the equation of the clastic curve. The bearings 
at A and B exert only vertical reactions on the shaft. FT is 
constant, 






T" 


a 
Ab Ib ^id th 


Prob, 12-38 


12-39, Determine the maximum deflection of the simply 
supported beam. E = 200 GPa and / = 65.0(10°) mm!. 


WIEN 


15 kN 





Prob. 12-39 


"12440. Determine the eqution of the elastic curve, the 
slope at A, and the deflection at B of the simply supported 
beam. F is constant 


*12-41.. Determine the equation of the elastic curve and 
the maximum deflection of the simply supported beam. F7 
is constant. 


My My 





7 C 
"n Kc ri 
3 3 3 


Probs. 12—40/41 
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12-42. Determine the equation of the clastic curve, the 
slope at A, and the maximum deflection of the simply 
supported beam. E is constant 


Prob. 12-42 
12-43. Determine the maximum deflection of the 
cantilevered beam, The beam is made of material having an 


E = 200 GPa and J = 65.0010) mm" 


I5kN 


50 kN/m 





Prob, 12-43 


*12-44. The beam is subjected to the Joad shown. Determine 
the equation of the clastic curve. E is constant. 


01245. The beam is subjected to the load shown. 
Determine the displacement at x = 7 m and the slope at A, 
Elis constant. 


5l kN 


Es Ls oe 


Probs. 1244/48 





A 
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12-46. Determine the maximum deflection of the simply 
supported beam, F = 200 GPa and J = 65.0(10^) mm. 


Z20kN — IS kN/m 





AARE 


Prob, 12-46 


12-47. The wooden beam is subjected to the load 
shown, Determine the cquation of the clastic curve. If 
E, = 12 GPa, determine the deflection and the slope at 
end B. 





Prob. 12-47 


"12-48. The beam is subjected to the load shown, Determine 
the slopes at A and B and the displacement at C. El is 
constant 


30 kN 








Sm 


*12-49, Determine the equation of the elastic curve of the 
simply supported beam and then find the maximum 
deflection, The heam is made of wood having a modulus of 
elasticity E = 1.5(10°) ksi. 


fix Ih 





500 Ih /Tt 


elat 


Prob, 12-49 


A 





12-50. The beam is subjected to the load shown. 
Determine the equations of the slope and elastic curve. F7 
is constant. 


2 kN /m 


E kN-m 





12-81. The beam is subjected to the load shown. Determine 
the equation of the clastic curve. E is constant. 


6 kN /m 20 kN 


Ws I sa 


Prob. 12-51 
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*12-S2. The wooden beam is subjected to the load shown. 
Determine the equation of the elastic curve. Specify the 
deflection at the end C. E, = 1.6(107) ksi. 





U8 kip/ft L5 kip 


Prob. 12-52 


12-53. Determine the displacement at C and the slope at 
A of the beam. 





s ae: 


Prob, 12-53 


12-84, The beam is subjected to the load shown. Determine 
the equation of the elastic curve. E7 is constant. 
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CHAPTER 12 DEFLECTION OF BEAMS AND SHAFTS 


dx 


Elastic curve 


(al 


Aha 


M Diagram 
(c) 


Fig. 12-20 


H 
Baia 
tan A 


n 





*12.4 Slope and Displacement by 
the Moment-Area Method 


The moment-area method provides a semigraphical technique for finding 
the slope and displacement at specific points on the elastic curve of a beam 
or shaft. Application of the method requires calculating areas associated 
with the beam's moment diagram; and so if this diagram consists of simple 
shapes, the method is very convenient to use. Normally this is the case 
when the beam is loaded with concentrated forces and couple moments. 

To develop the moment-area method we will make the same assumptions 
we used for the method of integration: The beam is initially straight, it is 
elastically deformed by the loads, such that the slope and deflection of 
the elastic curve are very small, and the deformations are only caused by 
bending. The moment-area method is based on two theorems, one used 
to determine the slope and the other to determine the displacement at a 
point on the elastic curve. 


Theorem 1. Consider the simply supported beam with its associated 
elastic curve, shown in Fig. 12-2(la. A differential segment dx of the beam 
is isolated in Fig. 12-205. Here the beam's internal moment M deforms 
the element such that the tangents to the elastic curve at each side of the 
element intersect at an angle dé. This angle can be determined from 
Ey. 12-10, written as 


pit. E (9) - M 


dx dx Ndx 
Since the slope is small. 6 = dv/dx. and therefore 
M 
H = —ə E 
d FI dx (12-16) 


If the moment diagram for the beam is constructed and divided by 
the flexural rigidity, EJ. Fig. 12-20e, then this equation indicates that dé 
is equal to the area under the " M/E7 diagram" for the beam segment dx. 
Integrating from à selected point A on the elastic curve to another point 
B. we have 


"M 
a EI 


This equation forms the basis for the first moment-area theorem. 


On, = dx (12-17) 


Theorem 1: The angle between the tangents at any two points on 
the elastic curve equals the area under the M/EI diagram between these 
two points. 

The notation 85. 4 15 referred to as the angle of the tangent at B measured 
with respect to the tangent at A. From the proof it should be evident that 
this angle is measured counterclockwise, from tangent A to tangent B. if 
the area under the M/E/ diagram is positive. Conversely, if the area is 
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negative, or lies below the x axis, the angle 85.4 is measured clockwise 


from tangent A to tangent B. Furthermore, from the dimensions of ` g 
Eq. 12-17, 04.4 will be in radians. 
A H 
de 


Theorem 2. The second moment-area theorem is based on the 
relative deviation of tangents to the elastic curve. Shown in Fig, 12-214 is 
a greatly exaggerated view of the vertical deviation df of the tangents on 
each side of the differential element dx, This deviation is caused by the 
curvature of the clement and has been measured along a Vertical line 
passing through point A on the elastic curve. Since the slope of the elastic 
curve and its deflection are assumed to be very small, it is satisfactory to 
approximate the length of each tangent line by x and the are ds' by dl. 
Using the circular-arc formula s = Ar, where ris the length x and s is dt, (n) 
we can write dt = x dé. Substituting Eq. 12-16 into this equation and 

integrating from A to B, the vertical deviation of the tangent at A with 

respect to the tangent at B can then be determined; that is, 





B 
M 

tup = x— ¿x 12-18 

AUB | Fl ( ) M 


Since the centroid of an area is found from ¥/dA = fxdA, and 
| (M/ET) dx represents the area under the M/EI diagram, we can also 
write 





Lun" X | —dx (12-19) 
A 


Here x is the distance from A to the centroid of the area under the M/EI 
diagram between A and B, Fig. 12-215. 

The second moment-area theorem can now be stated in reference to 
Fig. 12-214 as follows: 


Theorem 2: The vertical distance between the tangent at a point (A) on 
the elastic curve and the tangent extended from another point (B) equals 
the moment of the area under the M/EI diagram between these two points 
(A and B). This moment is calculated about the point (A) where the 
vertical distance (taip) is to be determined, 


Note that /4;4 is mot equal to 74/4. which is shown in Fig. 12-21c. 
Specifically, the moment of the area under the M/E/ diagram between 
A and B is calculated about point A to determine / , 4. Fig. 12-215. and it 
is calculated about point B to determine fp, 4. Fig. 12-21c. 

If the moment of a positive M/ EJ area between A and B is found for 
tam, It indicates that point A is above the tangent extended from point B, 
Fig. 12-212. Similarly, negative M/EI arcas indicate that point A is below 
the tangent extended from point B. This same rule applies for 15.4. 





Fig. 12-21 
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| Procedure for Analysis 


The following procedure provides a method that may be used to 
apply the two moment-arca theorems. 


M/E! Diagram. 


Determine the support reactions and draw the beam's M/E7 
diagram. If the beam is loaded with concentrated forces, the M/E7 
diagram will consist of a series of straight line segments, and the 
areas and their moments required for the moment-arca theorems 
will be relatively casy to calculate. If the loading consists of a 
series of distributed loads, the M/E7 diagram will consist of 
parabolic or perhaps higher-order curves, and it is suggested that 
the table on the inside front cover be used to locate the area and 
centroid under each curve. 


Elastic Curve. 


Draw an exaggerated view of the beam's elastic curve. Recall that 
points of zero slope and zero displacement always occur at a fixed 
support, and zero displacement occurs at all pin and roller supports. 


If it becomes difficult to draw the general shape of the elastic 
curve, use the moment (or M/ET) diagram. Realize that when the 
beam is subjected to a positive moment, the beam bends concave 
up, Whereas negative moment bends the beam concave down. 
Furthermore, an inflection point or change in curvature occurs 
where the moment in the beam (or M/ET) is zero. 


The unknown displacement and slope to be determined should 
be indicated on the curve. 

Since the moment-area theorems apply only between two tangents, 
attention should be given as to which tangents should be 
constructed so that the angles or vertical distance between them 
will lead to the solution of the problem. In this regard, the tangents 
at the supports should be considered, since the beam has zero 
displacement and/or zero slope at the supports. 


Moment-Area Theorems. 


Apply Theorem 1 to determine the angle between any two 
tangents on the clastic curve and Theorem 2 to determine the 
vertical distance between the tangents. 


The algebraic sign of the answer can be checked from the angle 
or vertical distance indicated on the elastic curve. 

A positive 84. , represents a counterclockwise rotation of the tangent 
at B with respect to the tangent at A, and a positive f5;4 indicates 
that point B on the elastic curve lies above the extended tangent 
from point A. 
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Determine the slope of the beam shown in Fig. 12-22a at point B. 
EI is constant. 


M 
EI 


tan £i 


‘ig. 12-22 


SOLUTION 


M/EI Diagram. See Fig. 12-22h. 

Elastic Curve. The force P causes the beam to deflect as shown in 
Fig. 12-22. (The elastic curve is concave downward, since M/ El is 
negative.) The tangent at B is indicated since we are required to find 6. 
Also, the tangent at the support (A) is shown. This tangent has a known 
zero slope. By the construction, the angle between tan A and tan B, that 
is, 85.4. is equivalent to Hp, or 


On = Üa 


Moment-Area Theorem. Applying Theorem |, g. is equal to the 
area under the M/E/ diagram between points A and B; that is, 


Lf) PL 
Pa = Ona = (7r) 


PL? 
= —F] Ans, 
The negative sign indicates that the angle measured from the tangent at 
A to the tangent at B is clockwise. This checks, since the beam slopes 
downward at B. 
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Determine the displacement of points B and C of the beam shown in 
Fig. 12—23a. ET is constant. 


A C« M, 
£ k ) 
2 2 


H 
fa) 


SOLUTION 

M/EI Diagram. Sece Fig. 12-235. 

Elastic Curve. The couple moment at C causes the beam to deflect as 
shown in Fig. 12-23c. The tangents at B and C are indicated since we are 
required to find Ay and Ac. Also, the tangent at the support (A) is 
shown since it is horizontal. The required displacements can now be 
related directly to the vertical distance between the tangents at B and A 
and C and A. Specifically, 


An = tia 
Ac = tci 


Moment-Area Theorem. Applying Theorem 2, fj,4 is equal to the 
moment of the shaded area under the M/E/ diagram between A and B 
calculated about point B (the point on the elastic curve), since this is the 
point where the vertical distance is to be determined. Hence, from 
Fig. 12-235, 


LW( My t) . MU | 
An * toa e DE | REI An 


Likewise, for 1-, , We must determine the moment of the area under 
the entire M/E! diagram from A to C about point C (the point on the 
elastic curve), We have 


i-e (B CA8)a]- 


NOTE: Since both answers are negative, they indicate that points B and 
C lie below the tangent at A. This checks with Fig. 12-23c. 
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Determine the slope at point C of the shaft in Fig. 12-24a. El is constant. 


tan C 
Je Rao 
r i 


co — tan D (honzontal 


ici 
Fig. 12-24 


SOLUTION 


M/EI Diagram. Scc Fig, 12-24h. 

Elastic Curve. Since the loading is applied symmetrically to the beam, 
the elastic curve is symmetric, and the tangent at D is horizontal, 
Fig. 12-24c. Also the tangent at C is drawn, since we must find the slope 
c- By the construction, the angle frp between the tangents at tan D 
and C is equal to 8, that is, 


lc = 8cip 


Moment-Area Theorem. Using Theorem |, co is equal to the 
shaded area under the M/EJ diagram between points D and C. We have 


=: af PENIEY C Af PL PENEN _ Set 
Be = ben (sera)? alas Sd pid, an ^" 


What does the positive result indicate? 
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Determine the slope at point C for the steel beam in Fig. 12-25a, Take 
E, = 200 GPa, 7 = 17(10°) mmt. 


H SOLUTION 


M/El Diagram. Sec Fig. 12-25b. 

Elastic Curve. The elastic curve is shown in Fig. 12-25c The tangent at 
C is shown since we are required to find 6c. Tangents at the supports, A 
and B, are also constructed as shown. Angle ñc, is the angle between 
the tangents at A and C. The slope at A, #4, in Fig. 12-25c can be found 
using |& 4| = [tg 4l/L 45. This equation is valid since tpa is actually very 
small, so that ty, in meters can be approximated by the length of à 
circular arc defined by a radius of L 44 = Sm and a sweep of 9, in 
radians. (Recall that s = 8r.) From the geometry of Fig. 12-25c, we have 


Tha 


l&c| = 184| — * m lacal (1) 


Note that Example 12.9 could also be solved using this method. 


Moment-Area Theorems. Using Theorem 1, 8j, is equivalent to the 
area under the M/E! diagram between points A and C: that is. 


l BkN-m| 8SkN - m 
ur: iar s 


EI 


Applying Theorem 2. ty, is equivalent to the moment of the area 
under the M/EI diagram between B and A about point B (the point on 
the elastic curve), since this is the point where the vertical distance is to 
be determined, We have 


“(om fw feat) 


e) 


_ 320 kN - m° 
tan A El 
Substituting these results into Eq. 1, we get 


_ 320kKN-m? SkN:m'  32kN:-m 
y (8 m)EI Epo €— DER 


We have calculated this result in units of KN and m, so converting ET 
into these units, we have 


32kN- m? 


2 [200(10^) kN/m ][17(10 *) m] = 0.00941 rad] — Ans 


üe 
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Determine the displacement at C for the beam shown in Fig. 12-264. 
El is constant. 


SOLUTION 

M/EI Diagram. See Fig 12-26b. 

Elastic Curve. The tangent at C is drawn on the clastic curve since we 
are required to find Ac, Fig. 12-26c. (Note that C is not the location of 
the maximum deflection of the beam, because the loading and hence the 
elastic curve are not symmetric.) Also indicated in Fig. 12-26c are the 
tangents at the supports A and B. It is seen that Ac = A’ — irp. If faa 
is determined, then A’ can be found from proportional triangles, that is, 
A'/(L/2) = tami Lor & = t4;4/2. Hence, 


far 
Ac — 0l (1) 


Moment-Area Theorem. Applying Theorem 2 to determine f 4.4 and 
Ic;g. We have 


tain = Gofa) ^ — 
* 


Substituting these results into Eq. | gives 


an a A( ME — 
"^A EI AREI 


a M.L 


 l6E1 l 
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Determine the displacement at point C for the steel overhanging beam 
shown in Fig, 12-27a. Take E, = 29(10°) ksi, / = 125 int. 


S kip 


Fig. 12-27 


SOLUTION 


M/EI Diagram. Sec Fig. 12-27b. 

Elastic Curve. The loading causes the beam to deflect as shown in 
Fig. 12-27c, We are required to find Ac. By constructing tangents at C 
and at the supports A and B.it is seen that Ac = |tc;4| — A‘. However, A’ 
can be related to £5; 4 by proportional triangles; that is, A’/24 = [tg A|/12 
or A’ = 2|tg 4|. Hence 


Ac = ltc;A| — 2ltg;al (1) 


Moment-Area Theorem. Applying Theorem 2 to determine fe, and 


tg; 4, We have 
6 1 ` 
a2 o( os m(t) ) 


El 
_ BÓ40 kip- ft 
El 
me! Xs ( zer — M kip - fe 
E (512) [502m EI E EI 
Why are these terms negative? Substituting the results into Eq. | vields 


Ac 


_ 8640 kip: ft) — o — _ 5760 kip ft" | 


El EI El 


Realizing that the calculations were made in units of kip and ft, we have 
5760 kip * ft^ (1728 in*/ft^) 


= 2910") kip/in (125 in*) =2.75in. | Anx 


C 
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E FUNDAMENTAL PROBLEMS g 


F12-7. Determine the slope and deflection of end A of the 
cantilevered beam. E = 200 GPa and J = 654(10 ^) m*. 


3m 





F12-7 


F12-8. Determine the slope and deflection of end A of the 
cantilevered beam, E = 200 GPa and J = 126(10 *) m!, 


WEN 


IU kN 











F12-9, Determine the slope and deflection of end A of the 
cantilevered beam. E = 200 GPa and J = 121(10 ^) m*. 


60 kN 


F12-I$. Determine the slope and deflection at A of the 
cantilevered beam. E = 291P) ksi. 1 = 24.5 in". 


Skip 


2 kip/ft 





Fi2-H. Determine the maximum deflection of the simply 
supported beam. E = 200 GPa and f = 42.8(10 ^) m*. 


2D kN 


Id kN:m 





Fi2-12, Determine the maximum deflection of the simply 
supported beam, E = 200 GPa and J = 39.9(10 ^) m!. 
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E Ee PROBLEMS 


12-55. Determine the slope and deflection at C. Ef is 
constant. 


15 kip 








H 


30 — — — —|——15 f 


Proh. 12-55 


"12-56. Determine the slope aad deflection at C. FJ is 
constant. 


10 kN 





12-87, Determine the deflection of end R of the 
cantilever beam. F is constant, 


Prob, 12-57 


12-58. Determine the slope al A and the maximum 
deflection. E7 is constant. 


20 kipti 20 kip ft 





Prob. 12-58 


12-89, Determine the slope and deflection at C. ET is 
constant. 


20 kip- f 20 kipeft 





12 ft 


Prob, 12-59 


*12-60. Tf the bearings at A and B exert only vertical 
reactions on the shaft, determine the slope at A and the 
maximum deflection of the shaft. F is constant. 


SD m-fi S) «ft 
A m 
AU C D L 
E as eee 
Prob. 12-60 
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*12-61. Determine the maximum slope and the maximum 
deflection of the beam, ET is constant. 


12-62. Determine the deflection and slope at C. ET is 
constant. 


terms of L so that the deflection at end C is the same as the 
maximum deflection of region AB of the overhang beim. 


El is constant. 


*12-65, Determine the position a of roller support B in g 





12-66, Determine the slope at A of the simply supported 
beam. EZ is constant. 





12-63. Determine the slope at A of the overhang beam. 
E = 200 GPa and / = 45.5(10") mm*. 


*12-64. Determine the deflection at C of the overhang 
beam, E = 200 GPa and J = 45,5(10°) mm”. 





12-67. The beam is subjected to the load P as shown. 
Determine the magnitude of force F that must be applicd 
at the end of the overhang C so that the deflection at C is 
zero, ET is constant. 
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“12-68. If the bearings at A and B exert only vertical 
reactions on the shaft, determine the slope at A and the 
maximum deflection. 





Prob, 12-68 


*12-69, The beam is subjected to the loading shown, 
Determine the slope at A and the displacement at C. Assume 
the support at A is a pin and Ë is a roller, E is constant 





12-70. The shaft supports the gear at its end C. 
Determine the deflection at € and the slopes at the 
bearings A and B. ET is constant 


12-71. The shaft supports the gear at its end C. Determine 


its maximum deflection within region AB. El is constant. 


The bearings exert only vertical reactions on the shaft. 





Probs. 1270/71 
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*12-72. Determine the value of a so that the displacement 
at C is equal to zero, ET is constant. 





—— 


Proh. 12-72 


*12-73. The shaft is subjected to the loading shown. If the 
bearings at A and B only exert vertical reactions on the 
shaft, determine the slope at A and the displacement at C. 
El is constant. 


M, M; 
Al —— 4 | 
[4 
IBN ANUAL. 


Prob. 12-73 


12-74. Determine the slope at A and the maximum 
deflection in the beam, E7 is constant. 


kip 
24 kip- it | 


A 8 


ae a NE S, 


Prob. 12-74 
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12-75, The beam is made of a ceramic material, In order 
to obtain its modulus of elasticity, it is subjected to the 
elastic loading shown. H the moment of inertia is / and the 
beam has à measured maximum deflection A, determine F 
The supports at A and D exert only vertical reactions on the 
beam. 





Prob, 12-75 


*12-76. The bar is supported by a roller constraint at B, 
which allows vertical displacement but resists axial load 
and moment. Tf the bar is subjected to the loading shown, 
determine the slope at A and the deflection at C. EJ is 
constant 


Prob. 12-76 


*12-77,. The bar is supported by the roller constraint at C, 
which allows vertical displacement but resists axial load 
and moment, If the bar is subjected to the loading shown, 
determine the slope and displacement at A, Ef is constant. 








Prob, 12-77 


12-78. The rod is constructed from two shafts for which 
the moment of inertia of AB is 7 and of BC is 27, Determine 
the maximum slope and deflection of the rod duc to the 
loading. The modulus of elasticity is F. 








Prob, 12-78 


12-79, Determine the slope at point D and the deflection 
at point C of the simply supported beam. The beam is made 
of material having a modulus of clasticity £. The moment of 
inertia of segments AB and CD of the beam is 7, while the 
moment of inertia of segment BC of the beam is 27. 





Prob. 12-79 


*12-80. Determine the slope at point A and the maximum 
deflection of the simply supported beam. The beam is made 
of material having a modulus of elasticity E. Thc moment of 
inertia of segments AR and CD of the beam is L while the 
moment of inertia of segment BC is 21. 





B 


Lat 
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*12-81. Determine the position z of roller support B in 
terms of L so that deflection at end C is the same as the 
maximum deflection of region AB ol the simply supported 
overhang beam. E7 is constant, 





Prob, 12-81 


12-82. The W10 x 15 cantilevered beam is made of A-36 
steel and is subjected to the loading shown. Determine the 
slope and displacement at its end B. 


3 kipi 


A 
^ ft 





12-83. The cantilevered beam is subjected to the loading 
shown. Determine the slope and displacement at C. Assume 
the support at A is fixed. ET is constant. 





Prob. 12-83 
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*12-84. Determine the slope at C and deflection at B. E7 
is constant, 





Prob. 12-84 


*12-85, Determine the slope at B and the displacement 
at C. The member is an A-36 steel structural tee for which 
1 = 768 in! 


5 kip 


L5 kip/fi 





Prob, 12-85 


12-86. The A-36 steel shaft is used to support & rotor that 
exerts a uniform load of 5 kN/m within the region CD of 
the shaft. Determine the slope of the shaft at the bearings 
A and B. The bearings exert only vertical reactions on the 
shaft 





A 






c ku ° 
21! mm Ail mm 
10 ma| i 300 mm — 


Prob. 12-86 


tO mm -| 
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12.5 Method of Superposition 





The differential equation EJ d'v/dx' = w(x) satisfies the two necessary 
requirements for applying the principle of superposition; Le. the load 
w(x) is linearly related to the deflection vix}, and the load is assumed 
not to change significantly the original geometry of the beam or shaft. As 
a result, the deflections for a series of separate loadings acting on a beam 
may be superimposed. For example. if v; is the deflection for one load 
and wv is the deflection for another load, the total deflection for both 
loads acting together is the algebraic sum v, + v. Using tabulated 
results for various beam loadings, such as the ones listed in Appendix C. 
or those found in various engineering handbooks. it is therefore possible 
to find the slope and displacement at a point on a beam subjected to 
several different loadings by algebraically adding the effects of its various 
component parts. 

The following examples illustrate how to use the method of superposition 
to solve deflection problems, where the deflection is caused not only by 
beam deformations, but also by rigid-body displacements, such as those 
that occur when the beam is supported by springs. 





The resultant deflection at any point on this beam can be determined from the 
superposition of the deflections caused hy each of the separate loadings acting 
on the heam. 
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Determine the displacement at point C and the slope at the support A 
of the beam shown in Fig. 12-28a. ET is constant, 


Fig. 12-28 


SOLUTION 
The loading can be separated into two component parts as shown in 
Figs. 12-28 and 12-28c. The displacement at C and slope at A are 
found using the table in Appendix C for each part. 
For the distributed loading, 
AwL' — 32 kN/m)(8 m)? _ 24 kN-m? J 


(04): = TogE] [RET EI 


768EI 768EI 3 EI l 
For the 8-kN concentrated force, 
2 RkN(8 my _ 32kN: m° 
EI 


ASET EI l 
The displacement at C and the slope at A are the algebraic sums of 
these components Hence, 


56 kN - m` 
C) 84 = (04), + (8a) = — pr i Ans 


- B9kN-m'j 
EI 


(+1) vc = (ve) + (tch Ans. 
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Determine the displacement at the end C of the overhanging beam 
shown in Fig. 12-294. El is constant. 


SOLUTION 

Since the table in Appendix C does not include beams with overhangs. 

the beam will be separated into a simplv supported and a cantilevered 

portion. First we will calculate the slope at B. as caused by the 

distributed load acting on the simply supported span, Fig. 12-295. VAT 
m 


EP 1 — 
2m 


4g er 
Since this angle is small, (85); = tan(8g);. and the vertical e 


displacement at point C is 


1333 kN «m 26.67 kN - m? 


EI 


Next, the 10-kN load on the overhang causes a statically equivalent 
force of 10 kN and couple moment of 20 kN * m at the support B of 
the simply supported span, Fig. 12-29c. The 10-KN force does not 
cause a displacement or slope at B; however, the 20-kN +m couple 
moment does cause a slope. The slope at B due to this moment is 


M,L | 20kN:m(4m) _ 26.67 kN m, 


(01): = ET — — 


so that the extended point C is displaced 


267 kN - m` 53133 kN -m° 
(tc) = (2 m( 2) = xU De 


Finally, the cantilevered portion BC is displaced by the HI-kN force, 
Fig. 12294. We have 


.l0kN(2m) 2667kN-m', 
3EI El 


Summing these results algebraically. we obtain the displacement of 
point C, 


267 | 533 | 267 _ 53.3kN-m` | 


(+4) H a X) EI 





621 


[s 
(vch 
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Determine the displacement at the end C of the cantilever beam shown 
in Fig, 12-34), ET is constant. 


SOLUTION 
Using the table in Appendix C for the triangular loading, the slope 
and displacement at point B are 


. Wal? AkN/m(6m)' _ 36 kN: m° 
# START 2 EI 


_ 172.8kN-m° 
EI 


The unloaded region BC of the beam remains straight, as shown in 
Fig. 12-30. Since 85 is small, the displacement at C becomes 


(+1) te = vg + Ap{ Lac) 


_ VZ28kN-m' | 36kN*«mv 


E ^ gg wv» 


244 8 kN- m! | 
El 
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The steel bar shown in Fig, 12-314 is supported by two springs at its ends A 
and B. Each spring has a stiffness of k = 15 kip/ft and is originally 
unstretched. If the bar is loaded with a force of 3 kip at point C, determine 
the vertical displacement of the force. Neglect the weight of the bar and 
take E, = 29(10°) ksi, 7 = 12 int. 


SOLUTION 
The end reactions at A and B are calculated and shown in Fig. 12-315. 
Each spring deflects by an amount 


` 


2 kip 


= (1333 
15 kip/ft 0,1333 ft 


(vA) = 
1 kip 


— — = ü 
apn T 00667 ft 


(un) = 


If the bar is considered to be rigid, these displacements cause it to i 
move into the position shown in Fig. 12-315. For this case, the vertical “i ww 
displacement at C is ! Rivid body snptccmcnt Í 

2kip ip 


(uch = (ta) + Sra) — (vahl 


= 0.0667 ft + Spass ft — 0.0667 ft] = (0.1111 ft | 


(e, 

We can find the displacement at C caused by the deformation of the 255 
bar, Fig. 12-31c, by using the table in Appendix C. We have Défonnishe Pany dipiscenmbet 
(el 


Pab Fig. 12-31 


(ech = Fay (E P — P) 


3 kip(3 ft)(6 fe)[(9 ft)’ — (6fty — (3ft)] 
6[29( 10°) kip/in^]( 144 in?/1 f )( 12 int) (1 fr*/20 736 in*)(9 ft) 
= 0.0149 ft | 


Adding the two displacement components, we get 
(+4) we = OLLIE ft + 00149 ft = 0.126 ft = 1.51 in. | 
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Es PROBLEMS 


12-87. The W12 X 45 simply supported beam is made of 
A-36 steel and ts subjected to the loading shown. Determine 
the deflection at its center C 


12 kip 








50 kip-fr 


F 
— —— — 


Prob, 12-87 


"12-88 The W10 x 15 cantilevered beam is made of 
A-36 steel and is subjected to the loading shown. Determine 
the displacement at B and the slope at A 


^ kip 4 kip 





Prob, 12-88 


*12-89, Determine the slope and deflection at end C of 
the overhang beam. E7 is constant, 


12-90. Determine the slope at A and the deflection at 
point D of the overhang beam, F is constant. 





Probs. 12-890 





12-91. Determine the slope at B and the defection at 


point C of the simply supported beam. E = 200 GPa and 


1 = 355500 mm, 








Prob. 12-9] 


*12-92. Determine the slope at A and the deflection 
at point C of the simply supported beam. The modulus of 
elasticity of the wood is E = 10 GPa, 





vem en aeo. 


Prob, 12-92 


*12-93, The W8 x 24 simply supported beam is made 
of A-36 steel and is subjected to the loading shown. 
Determine the deflection at its center C, 


^ kip 








5 kip-ft 


Prob. 12-93 
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*12-96, Determine the deflection ar end F of beam CDE. 


12-94, Determine the vertical deflection and slope at the 
The beams are made of wood having a modulus of elasticity 


end A of the bracket. Assume that the bracket is fixed 
supported at its hase, and neglect the axial deformation of of E = 1) GPa. 


scement AH. El is constant. 





— — 
a" 





Skip 


Prol. 12-94 


212-97, The pipe assembly consists of three cqual-sized 
pipes with flexibility stiffness F] and torsional stiffness GJ 
Determine the vertical deflection at point A. 


12-95, The simply supported beam is made of A-36 steel 
and is subjected to the loading shown. Determine the 
deflection at its center C. 7 = 01457010 `) mt. 


21 kN 





Prob. 12-95 Prob. 12-97 
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12-98, Determine the vertical deflection at the end A of 
the bracket, Assume that the bracket is fixed supported at 
its base B and neglect axial deflection. F is constant 





Prob, 12-98 


12-99, Determine the vertical deflection and slope at 
the end A of the bracket. Assume that the bracket is fixed 
supported at its base, and neglect the axial deformation of 
segment AB. El is constant. 


20 Ib /in, 





Prob, 12-99 


*12-100. The framework consists of two A-36 steel 
cantilevered beams CD and BA and a simply supported 
beam CH. If cach beam is made of sicel and has à moment 
of inertia about its principal axis of 7, = 118 in*, determine 
the deflection at the center G of beam CB. 


ELA 


15 kip 





Prob. 12-100 
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*12-101. The wide-flange beam acis as a cantilever. Due 
to an error it is installed at an angle @ with the vertical, 
Determine the ratio of its deflection in the x direction to its 
deflection in the v direction at A when a load P is applied ut 
this point. The moments of inertia are 7, and J, For the 
solution, resolve P into components and use the method of 
superposition. Note: The result indicates that large lateral 
deflections (x direction) can occur in narrow beams, 
l, = Fo when they are improperly installed in this 
manner. To show this numerically, compute the deflections 
in the x and v directions for an A-36 steel WIN x 15, with 
P = L5kip, 9 = 107, and L = 12 ft. 





Prob. 12-101 


12-102, The simply supported beam carries a uniform 
load of 2 kip/ft. Code restrictions, due to a plaster ceiling, 
require the maximum deflection nol to exceed 1/3610 of the 
span length, Select the lightest-weight A-36 steel wide- 
flange beam from Appendix B that will satisfy this 
requirement and satcly support the load. The allowable 
bending stress iS mu. 7 24 ksi and the allowable shear 
stress iS Til a = 14 ksi. Assume A is a pin and B a roller 
support. 


Skip 





2 ki Vlt 


Proh. 12-102 
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12.6 Statically Indeterminate Beams 
and Shafts 


The analysis of statically indeterminate axially loaded bars and 
torsionally loaded shafts has been discussed in Secs. 44 and 55, 
respectively. In this section we will illustrate a general method for 
determining the reactions on statically indeterminate beams and shafts, 
Specifically, a member of any type is classified as statically indeterminate 
if the number of unknown reactions exceeds the available number of 
equilibrium equations. 

The additional support reactions on the beam or shaft that are not 
needed to keep it in stable equilibrium are called redundants. The 
number of these redundants is referred to as the degree of indeterminacy. 
For example, consider the beam shown in Fig, 12-324. If the free-body 
diagram is drawn, Fig. 12-324, there will be four unknown support 
reactions, and since three equilibrium equations are available for 
solution, the beam is classified as being indeterminate to the first degree. 
Either A. B,, or M4 can be classified as the redundant, for if any one of 
these reactions is removed, the beam remains stable and in equilibrium 
(A, cannot be classified as the redundant, for if it were removed, 
EF, = 0 would not be satisfied.) In a similar manner, the continuous 
beam in Fig. 12-33 is indeterminate to the second degree. since there 
are five unknown reactions and only three available equilibrium 
equations, Fig. 12-33. Here the two redundant support reactions can be 
chosen among A,, B,, C, and D,. 


P A, 
Ma 
A : ^, 
la) 
Fig. 12-32 
P, P. P, P, 
A, 
A D 
H tS. 
(a) A, B, 
Fig. 12-33 





P 
(b| 
B, 
p. p, 
e, D, 
(b) 
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To determine the reactions on a beam (or shaft) that is statically 
indeterminate, it is first necessary to specify the redundant reactions, We 
can determine these redundants from conditions of geometry known as 
compatibility conditions. Once determined, the redundants are then 
applied to the beam, and the remaining reactions are determined from 
the equations of equilibrium. 

In the following sections we will illustrate this procedure for solution 
using the method of integration, Sec. 12.7; the moment-area method, 
Sec. 12.8; and the method of superposition, Sec. 12.9, 


12.7 Statically Indeterminate Beams and 
Shafts—Method of Integration 


The method of integration, discussed in Sec. 122, requires two 
integrations of the differential equation d^v/dx' = M/EI once the 
internal moment M in the beam is expressed as a function of position x. 
If the beam is statically indeterminate, however, M can also be 
expressed in terms of the unknown redundants. After integrating this 
equation twice, there will be two constants of integration along with the 
redundants to be determined. Although this is the case, these unknowns 
can always be found from the boundary and/or continuity conditions for 
the problem. 

The following example problems illustrate specific applications of this 
method using the procedure for analysis outlined in Sec. 12.2. 





An example of a statically indeterminate 
beam used to support a bridge deck. 
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The beam is subjected to the distributed loading shown in 
Fig. 12-344. Determine the reaction at A. E7 is constant. 


SOLUTION 


Elastic Curve. The beam deflects as shown in Fig. 12-34a. Only 
one coordinate x is needed. For convenience we will take it 
directed to the right. since the internal moment is easy to 
formulate, 


Moment Function. The beam is indeterminate to the first degree as 
indicated from the free-body diagram, Fig. 12-34, We can express the 
internal moment M in terms of the redundant force at A using the 
segment shown in Fig. 12—34e. Here 

| x 


=W= 
n ) 


Slope and Elastic Curve. Applying Eq. 12-10, we have 


M = Ax— 


The three unknowns A,, C,, and C; are determined from the boundary 
conditions x=0, v—(; x= L, dv/dx = Ú, and x= L, v=0, 
Applying these conditions vields 
x = ü, v = (Y); g=0-04+0+C, 

l 


dv 
x= L,—= 0, 07 SAL? = aw * C, 


l 3 1 4 
= ¿t = ü: = — — — ES E 


Solving. 


L 3 E 

I L C: =% 

NOTE: Using the result for A,. the reactions at B can be determined 
from the equations of equilibrium, Fig. 12-345. Show that B, — 0, 
B, s= 2wyL/5, and Mg = Whal */AS. 


Cc, = 
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EXAMPLE [12.18 


The beam in Fig. 12-354 is fixed supported at both ends and is subjected 
to the uniform loading shown. Determine the reactions at the supports. 
Neglect the effect of axial load. 


SOLUTION 


Elastic Curve. The beam deflects as shown in Fig. 12-35. As in the 
previous problem, only one x coordinate is necessary for the solution 
since the loading is continuous across the span. 


Moment Function. From the free-body diagram, Fig. 12-355, the 
respective shear and moment reactions at A and B must be equal, 
since there is symmetry of both loading and geometry. Because of this, 
the equation of equilibrium, X F, — 0, requires 


Va am = Ans 
The beam is indeterminate to the first degree, where M' is redundant. 
Using the beam segment shown in Fig. 12-35c, the internal moment M 


can be expressed in terms of M’ as follows: 
H 


> — z^ —M' 


(Meca + C; 


The three unknowns, M', C}, and C3, can be determined from the three 
boundary conditions p = O at x = 0, which yields C; = 0; dv/dx = 0 at 
x © 0, which yields C, = (0: and v = (at x = L, which yields 


Ans 


Using these results, notice that because of symmetry the remaining 
boundary condition dv/dx = Ü at x = L is automatically satisfied. 
NOTE: It should be realized that this method of solution is generally 
suitable when only one x coordinate is needed to describe the elastic 
curve. If several x coordinates are needed, equations of continuity must 
be written, thus complicating the solution process. 
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"E PROBLEMS 


12-103. Determine the reactions at the supports A and B, 
then draw the moment diagram. El is constant. 





Prob. 12-103 


*12-104, Determine the value of a for which the 
Maximum positive moment has the same magnitude as the 
Maximum negative moment. Ef is constant. 








Prob, 12-104 


12-105, Determine the reactions at the supports A, B, 
and C; then draw the shear and moment diagrams El is 
constant. 


12-106, Determine the reactions at the supports, then 
draw the shear and moment diagram. El is constant. 













p — 


Prob. 12-106 


12-107, Determine the moment reactions at the supports 
A and B. El is constant, 








— | 


Prob, 12-107 


*12-108. Determine the reactions at roller support A and 
fixed support B. 





Prob, 12-108 








632 CHAPTER 12 DEFLECTION OF BEAMS AND SHAFTS 


reactions at the supports, then draw the shear and moment supports A and B. FT is constant. 


E 312-109, Use discontinuity functions and determine the *12-112, Determine the moment reactions at fixed 
diagrams, E/ is constant, 





3 kip Mi 





š 5 fi * 10 fi 5 
Prob. 12-112 


Prob. 12-109 


*12-113. The beam has a constant £,7, and is supported 
bv the fixed wall at B and the rod AC. If the rod has a 
cross-sectional area A; and the material has a modulus of 
12-116. Determine the reactions at the supports, then elasticity E, determine the force in the rod. 
draw the shear and moment diagrams, FT is constant. 





Prob. 12-110 Prob. 12-113 


12-114. The beam is supported by a pin at 4, a roller at B, 
and a post having a diameter of 50 mm ar C, Determine the 
support reactions at A, B, and C. The post and the beam arc 
made of the same material having a modulus of elasticity 
E = 200 GPa, and the beam has a constant moment of 
inertia 7 = 255(10^) mm! 


12-111. Determine the reactions at pin support A and 
roller supports B and C. Fl is constant 


15 kN m 





Prob. 12-111 Prob, 12-114 
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*12.8 Statically Indeterminate Beams 
and Shafts—Moment-Area Method 


If the moment-area method is used to determine the unknown 
redundants of a statically indeterminate beam or shaft, then the M/E/ 
diagram must be drawn such that the redundants are represented as 
unknowns on this diagram, Once the M/E! diagram is established, the 
two moment-area theorems can then be applied to obtain the proper 
relationships between the tangents on the elastic curve in order to meet 
the conditions of displacement and/or slope at the supports of the beam. 
In all cases the number of these compatibility conditions will be 
equivalent to the number of redundants, and so a solution for the 
redundants can be obtained, 


Moment Diagrams Constructed by the Method of 


Superposition. Since application of the moment-area theorems 
requires calculation of both the area under the M/E/ diagram and the 
centroidal location of this area, it is often convenient to use separate 
M/E! diagrams for each of the known loads and redundants rather than — — 


using the resultant diagram to calculate these geometric quantities. This 
is especially true if the resultant moment diagram has a complicated 
shape. The method for drawing the moment diagram in parts is based on M 
the principle of superposition. 
Most loadings on cantilevered beams or shafts will be a combination of £ 
the four loadings shown in Fig. 12-36. Construction of the associated 
moment diagrams, also shown in this figure, has been discussed in the Sloping line 
examples of Chapter 6. Based on these results we will now show how pt, 
to use the method of superposition to represent the resultant moment (a) 
diagram bv a series of separate moment diagrams for the cantilevered 
beam shown in Fig. 12-37a. To do this, we will first replace the loads 
by a system of statically equivalent loads For example, the three 
cantilevered beams shown in Fig. 12—37a are statically equivalent to the 





= 


w 





M 
Zero sloping line 





Cubic curve 


(bi 


idi 
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XI kN-m 


20 kN: m 

















M(kN ml 
rim) 
rim) 
+ M(kN-mI 
4 
' (mi 
* MIN-mI 
rim) 
Ada -2u 
Superposition of loadings Superposition of moment diagrams 
(ni (hi 


resultant beam, since the load at each point on the resultant beam is 
equal to the superposition or addition of the loadings on the three 
separate beams. Thus, if the moment diagrams for each separate beam 
are drawn, Fig. 12-37b, the superposition of these diagrams will yield 
the moment diagram for the resultant beam, shown at the top. For 
example, from each of the separate moment diagrams, the moment at 
end A is MA = -SkN*m — XI KN*m — 20 kN*m = —58kN *m, as 
verified by the top moment diagram. This example demonstrates that it 
i$ sometimes easier to construct a series of Separate statically equivalent 
moment diagrams for the beam, rather than constructing its more 
complicated resultant moment diagram. Obviously, the area and location 
af the centroid for each part are easier to establish than those of the 
centroid for the resultant diagram. 
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5 kN/m 


— 1: m ——_| 


2UkNem 


—— — 


Superposition of loadings 


(a 


M(kN-mi 









x (mi 
-N ^ —20) 
Resultant moment diagram 
II 
M(kN-m) 
9u 
x (mi 
M(kN-mi T 
6 12 
1 (mi 
-X 
M(kN-mI 
h 7 
x (mi 


Superposition of moment diagrams 


(hi 


In à similar manner, we can also represent the resultant moment 
diagram for a simply supported beam bw using a superposition. of 
moment diagrams for each loading acting on a series of simply supported 
beams. For example, the beam loading shown at the top of Fig. 12-384 is 
equivalent to the sum of the beam loadings shown below it. 
Consequently, the sum of the moment diagrams for each of these three 
loadings can be used rather than the resultant moment diagram shown at 


the top of Fig. 12-385. 


The examples that follow should also clarify some of these points and 
illustrate how to use the moment-area theorems to obtain the redundant 
reactions on staticallv indeterminate beams and shafts The solutions 


follow the procedure for analysis outlined in Sec. 12.4. 
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The beam is subjected to the concentrated force shown im 
Fig. 12-39a. Determine the reactions at the supports. E/ is constant. 
M 


Fig. 12-39 
SOLUTION 


M/EI Diagram. The free-body diagram is shown in Fig 12-395. 
Using the method of superposition, the separate M/E7 diagrams for 


the redundant reaction B, and the load P are shown in Fig, 12-39c. 


Elastic Curve. The elastic curve for the beam is shown in 
Fig. 12-394. The tangents at the supports A and B have been 
constructed. Since Ay = 0, then 


Ina 7 0 
Moment-Area Theorem. Applving Theorem 2, we have 


v Gor] + Ge] 
Go] 
B, = 25P Ans 


Equations of Equilibrium. Using this result, the reactions at A on 
the free-body diagram, Fig. 12-395, are 


= xF, = 0; A, =Ü Ans 
+t xF, = 0; -A,*25P-P-0 
A, = LSP Ans. 
(+=M, = 0; —M, + 25P(L) — P(2L) = Ü 
M a = 0SPL Ans 
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The beam is subjected to the couple moment at its end C as shown in 
Fig. 12-40a. Determine the reaction at B. ET is constant. 


SOLUTION 

M/El Diagram. The free-body diagram is shown in Fig. 12-40b. By 
inspection, the beam is indeterminate to the first degree. In order to 
obtain a direct solution, we will choose B, as the redundant. Using 
superposition, the M/E7 diagrams for B, and My, cach applied to a 
simply supported beam, are shown in Fig. 12-40c. (Note that for such a 
beam A,, Ay, and C, do not contribute to an M/ET diagram.) 


Elastic Curve. The elastic curve for the beam is shown in Fig. 12-40. 
The tangents at A, B, and C have been established, Since 
A, = A, = Ac = 0, then the vertical distances shown must be 
proportional; Le., 


l 
tric = 7 Alc (1) 


From Fig. 12-40c, we have 


1 1/ BL 2 M 1f —My 
faic ™ ($32) | t DEES n| 
L - M, 
2 (5) ($4) 2] 
BL -M 
tae = wf Sen | + ($e) 2 Jen | 
Substituting into Eq. 1 and simplifying yields 


3M, 
2L 


B, = Ans. 


Equations of Equilibrium. The reactions at A and C can now be 
determined from the equations of equilibrium. Fig. 12-405. Show that 
A, = 0, C, = 5M,/AL. and A, = MAL. 

Note from Fig. 12—4(e that this problem can also be worked in terms of 
the vertical distances. 


I 
Inja = zie 


1 


a 


tan A 


Ya MN c 


"n tun A L 
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12-115, Determine the moment reactions at the supports 
A and B, then draw the shear and moment diagrams. ET is 
constant. 





Prob. 12-115 


*12-116. The rod is fixed at A, and the connection at B 
consists of a roller constraint which allows vertical 
displacement but resists axial load and moment, Determine 
the moment reactions at these supports. E7 is constant, 





L 


Prob. 12-116 


*12-117. Determine the value of a for which the 
maximum positive moment has the same magnitude as the 
maximum negative moment, F is constant. 


me 


i 


Prob. 12-117 











E Ee PROBLEMS 


12-138. Determine the reactions at the supports, then 
draw the shear and moment diagrams. EJ is constant. 


Mi My 


— — — 


Proh. 12-118 





12-119. Determine the reactions at the supports, then 
draw the shear and moment diagrams. EZ is constant. 
Support H is à thrust bearing. 


A H C 


— VOR Um. 


Prob. 12-119 





*12-120, Determine the moment reactions at the supports 
A and B, El is constant. 


| 
| 
| 


Proh. 12-124 
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12.9 Statically Indeterminate Beams and 
Shafts—Method of Superposition 


The method of superposition has been used previously to solve for the 
redundant loading on axially loaded bars and torsionally loaded 
shafts. In order to apply this method to the solution of statically 
indeterminate beams (or shafts), it is first necessary to identify the 
redundant support reactions as explained in Sec, 12.6. By removing 
them from the beam We obtain the so-called primary beam, which is 
statically determinate and stable, and is subjected only to the external 
load. If we add to this beam a succession of similarly supported beams, 
each loaded with a separate redundant, then by the principle of 
superposition, we obtain the actual loaded beam. Finally, in order to 
solve for the redundants, we must write the conditions of compatibility 
that exist at the supports where each of the redundants acts. Since the 
redundant forces are determined directly in this manner, this method 
of analvsis is sometimes called the force method. Once the redundants 
are obtained, the other reactions on the beam can then be determined 
from the three equations of equilibrium 

To clarify these concepts, consider the beam shown in Fig. 12-414. If 
we choose the reaction B, at the roller as the redundant, then the 
primary beam is shown in Fig. 12-415, and the beam with the 
redundant B, acting on it is shown in Fig. 12-41c. The displacement at 
the roller is to be zero, and since the displacement of point B on the 
primary beam is vy, and B, causes point B to be displaced upward v5. 
we can write the compatibility equation at B as 


(+f) Ü = —v,_ + vy 


The displacements vy and vy can be obtained using any one of the 
methods discussed in Secs. 12.2 through 12.5, Here we will obtain 
them directly from the table in Appendix C. We have 


SPL , _ BL 
p= REI “n Un = Sep 
Substituting into the compatibility equation, we get 
SPL’ BL’ 
C ET ` GET 
5 
B, we 


Now that B, is known, the reactions at the wall are determined from 
the three equations of equilibrium applied to the free-body diagram of 
the beam, Fig. 12-414. The results are 


A= 0 A,=—P 









L — L 
— — 


Actual beam ` 
(al 





— 


* * 


Redundant B, removed 
(hi 


— 


B 
F 
A 


——————; ——V 
Only redundant B, applied 


y 


fe} 
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(ap A 





I 
— a 


Actual beam 


u~ 
i= 





Only redundant M , applied 


Fig. 12-42 


As stated in Sec. 12.6, choice of the redundant is arbitrary, provided 
the primary beam remains stable. For example. the moment at A for the 
beam in Fig. 12-424 can also be chosen as the redundant. In this case the 
capacity of the beam to resist M 4 is removed, and so the primary beam is 
then pin supported at A, Fig. 12-425. To it we add the beam with the 
redundant at A acting on it, Fig. 12-42c. Referring to the slope at A 
caused by the load P as 6,4. and the slope at A caused by the redundant 
M , às #4, the compatibility equation for the slope at A requires 


(t) =A, + €, 


Agam using the table in Appendix C, we have 


PD MaL 
WEE € nu 
Thus. 
_ PL | Mal 
FT ai 
3 
M, = y PL 


This is the same result determined previously. Here the negative sign for 
M 4 simply means that M , acts in the opposite sense of direction of that 
shown in Fig. 12-42c. 
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h, P. 
H 5 D 
fal A 
Actual beam 
II 
P, P. 
B c D 
(h) A 
L^] "a 
Redundant B, and C, removed 
+ 
B, 
B C D 
(c) A 
vh " 


Only redundant B, applied 


(di 





Only redundant C, applied 
Fig. 12-43 


Another example that illustrates this method is given in Fig. 12-43a. In 
this case the beam is indeterminate to the second degree and therefore 
two compatibility equations will be necessary for the solution. We will 
choose the forces at the roller supports B and C as redundants, The 
primary (statically determinate) beam deforms as shown in Fig. 12-436 
When the redundants are removed. Each redundant force deforms 
this beam as shown in Figs. 12-43c and 12-43d, respectively, By 
superposition, the compatibility equations for the displacements at B 


and C are 

(+1) Ü = ty + vq + UD 

| (12-20) 
(+1) Ü = te + ve + vt 


Here the displacement components vj and ve will be expressed in 
terms of the unknown B,, and the components vj and ve will be 
expressed in terms of the unknown C,. When these displacements have 
been determined and substituted into Eq. 12-20, these equations may 
then be solved simultaneously for the two unknowns B, and C,- 
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| Procedure for Analysis 


The following procedure provides a means for applying the method 
of superposition (or the force method) to determine the reactions 
on statically indeterminate beams or shafts. 


Elastic Curve. 


* Specify the unknown redundant forces or moments that must be 
removed from the beam in order to make it statically 
determinate and stable. 


Using the principle of superposition, draw the statically 
indeterminate beam and show it equal to a sequence of 
corresponding statically determinate beams. 

* The first of these beams, the primary beam, supports the same 
external loads as the statically indeterminate beam, and each of 
the other beams “added” to the primary beam shows the beam 
loaded with a separate redundant force or moment. 

Sketch the deflection curve for each beam and indicate 
symbolically the displacement (slope) at the point of each 
redundant force (moment). 


Compatibility Equations. 


* Write a compatibility equation for the displacement (slope) at 
each point where there is a redundant force (moment). 
Determine all the displacements or slopes using an appropriate 
method as explained in Secs. 12.2 through 12.5. 

Substitute the results into the compatibility equations and solve 
for the unknown redundants. 

If a numerical value for a redundant is positive, it has the same 
sense of direction as originally assumed. Similarly, a negative 
numerical value indicates the redundant acts opposite to its 
assumed sense of direction. 


Equilibrium Equations. 
* Once the redundant forces and/or moments have been 
determined, the remaining unknown reactions can be found from 


the equations of equilibrium applied to the loadings shown on 
the beam's free-body diagram. 





The following examples illustrate application of this procedure. For 
brevity, all displacements and slopes have been found using the table in 
Appendix C. 
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Determine the reactions at the roller support B of the beam shown 
in Fig. 12-444, then draw the shear and moment diagrams. ET is 
constant, 


SOLUTION 


Principle of Superposition. By inspection, the beam is statically 
indeterminate to the first degree. The roller support at B will be 
chosen as the redundant so that B, will be determined directly. 
Figures 12-44 and 12—44c show application of the principle of 
superposition. Here we have assumed that B, acts upward on the 
beam 


Equation. Taking positive displacement as 
downward, the compatibility equation at H is 


(+1) 0 = vy vh (1) 


These displacements can be obtained directly from the table in 
Appendix C. 


_ wht | SPL 
"P^ SE] ` 48ET 


B,(10ft)! 333.3 fr B, ; 
— a El 


Substituting into Eq. | and solving vields 


3333 3333B, 


EI EI 
B, = 10 kip Ans. 


Equilibrium Equations. Using this result and applying the three 
equations of equilibrium, we obtain the results shown on the 


beam's free-body diagram in Fig. 12-444. The shear and moment 
diagrams are shown in Fig, 12-44e, 





5f 
EZERIZRZAIZEZZIZE 
C Er UP 24123 IR 4 Wi UP CT OM aia ERE 


A 
pA 49 
Actual beam 


Redundant B, removed 
+ 
8 


— 


Only redundant B, applied 


8 kip 
I8 kip 2 kip/fi 
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Actual beam and rod 
(a) 


The beam in Fig. 12-45« is fixed supported to the wall at A and pin 
connected to a 4-in.-diameter rod BC. If E = 29( XP) ksi for both 
members, determine the force developed in the rod due to the 
loading. The moment of inertia of the beam about its neutral axis is 
I = 475 im, 


Redundant F 4: removed Only redundant Fac applied 
Ihi (e 


Fig. 12-45 


SOLUTION | 
Principle of Superposition. By inspection, this problem is 


indeterminate to the first degree. Here B will undergo an unknown 
displacement »5. since the rod will stretch. The rod will be treated as 
the redundant and hence the force of the rod is removed from the 
beam at B. Fig. 12-454, and then reapplied, Fig. 12-45c. 


Compatibility Equation. At point B we require 


(+l) bh Ug — Up (1) 


The displacements vy and vy are determined from the table in 
Appendix C. v% is calculated from Eq. 4-2. Working in kilopounds and 
inches, we have 


— a — = (.01686F ne 1 
(7/4)(5in. F [29( 10°) kip/in?] 
SPL! —S(Bkip)l0f)12in/ft* — 
"P ^ 38ET — 48[29(10°) kip/in'](475 in’) > 


F g-( 10 ft) (12 in./ft)* 


Thus, Eq. | becomes 
(+l) O.01686F pe = 0.1045 — 0.04181 F ac 
Fac = 1.78 kip 
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Actual beam and rod Redundant Fyc removed Only redundant Py, applied 
(di (e) i 


Fig. 12-45 (cont.) 


SOLUTION I| 
Principle of Superposition. We can also solve this problem by 


removing the pin support at C and keeping the rod attached to the 
beam. In this case the 8-kip load will cause points B and C to be 
displaced downward the same amount ve, Fig. 12-45e, since no force 
exists in rod BC. When the redundant force F pe is applied at point C, 
it causes the end C of the rod to be displaced upward v; and the end 
B of the beam to be displaced upward Wp, Fig 1245/. The difference 
in these two displacements, ge, represents the stretch of the rod due 
to Fac. so that tp = tae + va. Hence. from Figs. 12-454, 12-45e, and 
12-45f, the compatibility of displacement at point C is 


(+4) 0 = vc — (tac + va) (2) 
From Solution I, we have 


tic = Ug = 0.1045 in. | 
Cae = Up = O.01L686F pe? 
Pg = 0404181 F pf 


Therefore, Eq. 2 becomes 


(+1) 0 = (0.1045 — (O.01686F pe + 044181F gc) 
Fac = 1.78kip 
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Determine the moment at B for the beam shown in Fig. 12-46a. ET is 
constant. Neglect the effects of axial load, 


SOLUTION 

Principle of Superposition. Since the axial load on the beam 
is neglected, there will be a vertical force and moment at A and B. 
Here there are only two available equations of equilibrium 
(EM =0, EF, — 0) and so the problem is indeterminate to the second 
degree. We will assume that B, and My are redundant, so that by the 
principle of superposition, the beam is represented as a cantilever, 
loaded separately by the distributed load and reactions B, and My. 
Figs. 12-465, 12-46c, and 12-464. 


3 kip/ft 


—— — — 6 fi 
Actual beum 


II 
3 kip/ft 


^f ——J——6 = [e 


B^. 


Redundants My und B, removed 
+ B, 


. 


ih 
i40 — ——4T-5 
Only redundant B, applied 
+ 


My 


vj 


| ia —J[N5 


Only redundant My apphed 


Fig, 12-46 
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Compatibility Equations. Referring to the displacement and slope 


at B, we require 


(t+) Ü = ó + Op + 08 (l) 
(+l) Ü = vg + tp + VA (2) 


Using the table in Appendix C to calculate the slopes and 
displacements, we have 


_ 108 kip: ft 
El 


wlt  TGip/f(2f0* — 1134 kip-ft | 
3RAET 384E1 El 


PL?  B(I2my B, 


_ SB, 
SED EF 


_ Ma(I2fO.— 12M; 
EI 


Maily — 72M; 


zr 


Substituting these values into Eqs 1 and 2 and canceling out the 
common factor El, we get 


(7+) ( = 108 + 72B, + 12My 
(H) 0 = 1134 + 576B, + 72Mp 


Solving these equations simultaneously gives 


B, = —3.375 kip 
My = 1125 kip- ft 
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ow E] FUNDAMENTAL PROBLEMS 


Fi2-13. Determine the reactions at the fixed support A Fi2-16. Determine the reaction at the roller B ET is 
and the roller B. ET is constant. constant. 


30 kN 
M, 


F12-16 





F12-17. Determine the reaction at the roller B. El is 


F12-14. Determine the reactions at the fixed support A 
constant. 


and the roller B ET is constant. 





F12-14 F12-17 


F12-15. Determine the reactions at the fixed support š š ° 
A and the roller B. Support B settles 2 mm. E = 200 GPa, F12-18. Determine the PORA NE hemia support Ais 
I = 65.0(10) m*. š it settles 5 mm. E = 200 GPa and J = 65.0(10°) m“. 


I0 kN m 





F12-15 F12-18 
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ü= 3 


*12-121, Determine the reactions at the hearing supports *12-124. The assembly consists of a stecl and an aluminum 
A, B. and C of the shaft, then draw the shear and moment bar, cach of which is 1 in, thick, fixed at its ends A and B. and 
diagrams FT is constant. Each hearing exerts only vertical pin connected to the rigid short link CD. If a horizontal 
reactions on the shaft. force of SU Ih is applied to the link as shown, determine 


the moments created at A and B. F, = 29(10°) ksi, 
E, = 10010) ksi, 





Prob, 12-121 





12-122. Determine the reactions at the supports A and R. 


ET is constant, 
Prob. 12-124 


#12-125. Determine the reactions at the supports A, B, 
and C, then draw the shear and moment diagrams F7 is 
constant. 


Ib kN li kN 





Prob. 12-122 





"n 


12-123, Determine the reactions at the supports A, B, and Prob. 12-12 


C. then draw the shcar and moment diagrams £/ is constant, 
Ë 12-126. Determine the reactions at the supports A and R 


EI is constant, 


12 kip 


Tkip/ll 









B ——— 


Prob, 12-123 Frob. 12-126 
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constant for both beams. support at A only exerts à moment on the beam, F is 


12-127. Determine the reactions at support C. El is 12-130. Determine the reactions at A and B. Assume the 
constant. 





a 


Proh. 12-127 


Prob. 12-130 
*12-128. The compound beim segments meet in the 
center using à smooth contact (roller). Determine the 12-131. 
reactions at the fixed supports A and B when the load P is 
applied. EJ is constant, 


The beam is supported by the bolted supports at its 
ends, When loaded these supports do not provide an actual 
fixed connection, but instead allow a slight rotation e before 
becoming fixed. Determine the moment at the connections 


[ and the maximum deflection of the beam. 
A ‘J 
° (B 
Prob. 12-128 





| | 


tjo 
tjm 


.12-129. The beam has a constant F T, and is supported 
by the fixed wall at B and the rod AC. If the rod has a cross- 
Sectional area A, and the material has a modulus of 
elasticity F. determine the force in the rod. 


Prob. 12-131 


*12-132. The beam is supported by a pin at A, a spring 
having a stiffness k at B, and a roller at C. Determine the 
force the spring exerts on the beam. El is constant, 


"n 





Prob. 12-129 Prob. 12-132 
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042-133. The beam is made from a soft linear clastic 
material having a constant ET. Tf it is originally a distance A 
from the surface of its end support, determine the distance a 
at which it rests on this support when it is subjected to the 
uniform load wj, which is great enough to cause this to 
happen. 





L 





Prob. 12-133 


12-134. Before the uniform distributed load is applied on 
the beam. there is a small gap of 0.2 mm between the beam 
and the post at B. Determine the support reactions at A, B, 
and C. The post at B has à diameter of 40 mm, and the 
moment of inertia of the beam is f = 875(10^) mmt. The 
post and the beam are made of material having a modulus 
of elasticity of E = 200 GPa. 


— — —- * n 
H *u.2mm : 
m, [i i 








by unyielding hearings at A and C. The bearing at B rests 
on à simply supported steel wide-flange beam having a 
moment of inertia of J = 500 in*. If the belt loads on the 
pulley are 400 Ib each, determine the vertical reactions at 
A, B, and C. 


12-135, The l-in-diameter A-36 steel shaft is supported g 





Prob, 12-135 


*12-136. li the temperature of the 75-mm-liameter post 
CD is increased by 60°C, determine the force developed in 
the post. The post and the beam are made of A-36 steel, and 
the moment of inertia of the beam is / = 255(10^) mm*, 





Prob, 12-136 
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CHAPTER REVIEW 


The elastic curve represents the centerline 
deflection of a beam or shaft, Its shape can 
be determined using the moment diagram. 
Positive moments cause the clastic curve to 
be concave upwards and negative moments 
cause itto he concave downwards, The radius 
of curvature at any point is determined from 


LM 


p El 


The equation of the clastic curve and its 
slope can be obtained by first finding the 
internal moment in the member as a 
function of x, If several loadings act on the 
member, then separate moment functions 
must he determined between each of 
the loadings. Integrating these functions 
once using EI (d*v/dx*) = M(x) gives the 
equation for the slope of the elastic curve, 
and integrating again gives the equation 
for the deflection, The constants of 
integration are determined from the 
boundary conditions at the supports. or in 
cases where several moment functions 
are involved, continuity of slope and 
deflection at points where these functions 
join must be satisfied. 


Discontinuity functions allow one to 
express the equation of the elastic curve as 
a continuous function, regardless of the 
number of loadings on the member, This 
method eliminates the need to use 
continuity conditions, since the two 
constants of integration can be determined 
solely from the two boundary conditions 


\ Inflection point 
Elastic curve 


Boundary conditions 


P ih ty 


di, 


Continuity conditions 





The moment-area method i$ a semi- 
graphical technique for finding the slope of 
tangents or the vertical distance between 
tangents at specific points on the clastic 
curve It requires finding arca segments 
under the M/EJ diagram, or the moment of 
these segments about points on the elastic 
curve. The method works well for M/ET 
diagrams composed of simple shapes such 
as those produced by concentrated forces 
and couple moments, 


The deflection or slope at a point on a 
member subjected to combinations of 
loadings can be determined using the 
method of superposition. The table in 
Appendix C is available for this purpose. 


Statically indeterminate beams and shafts 
have more unknown support reactions than 
available equations of equilibrium, To solve, 
one first identifies the redundant reactions. 
The method of integration or the moment- 
area theorems can then be used to solve for 
the unknown redundants. It is also possible 
to determine the redundants by using 
the method of superposition, where onc 
considers the conditions of continuity at the 
redundant. Here the displacement due to 
the external loading is determined with the 
redundant removed, and again with the 
redundant applied and the external loading 
removed. The tables in Appendix C can 
be used to determine these necessary 
displacements. 


CHAPTER Rewew 


taza = X'CArca) 
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RAJ REVIEW PROBLEMS 


*12-137. The shaft supports the two pulley loads shown, 
Using discontinuity functions, determine the equation of 
the clastic curve. The bearings at A and B exert only vertical 
reactions on the shaft, Fl is constant 





12 ls m 


70 lb 





TU th 


Prob. 12-137 


12-138. The shaft is supported by a journal bearing at A, 
which exerts only vertical reactions on the shaft, and by à 
thrust bearing at B, which exerts both horizontal and 
vertical reactions on the shalt. Draw the bending-moment 
diagram for the shaft and then, from this diagram, sketch 
the deflection or elastic curve. for the shafts centerline. 
Determine the equations of the elastic curve using the 
coordinates x, and x. ET is constant 


Au Ih 





Prob. 12-138 


12-139. The W8 X 24 simply supported beam is subjected 
to the loading shown. Using the method of superposition, 
determine the deflection at its center C, The beam is made 
of A-36 steel. 


6 kip /Tt 








Skip ft 


Prob. 12-139 






C - 
——— =; 


Using the moment-arca method, determine the 


slope and deflection at end C of the shaft. The 75-mm- 
diameter shaft is madc of material having E — 200 GPa, 





I5 kN 


Proh. 12-140 


*12-141. Determine the reactions at the supports. E is 
constant. Use the method of superposition. 





Prob. 12-141 


12-142. Determine the moment reactions at the supports 
A and B, Use the method of integration. E/ is constant. 





Prob. 12-142 
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12-143, If the cantilever beam has a constant thickness f, *12-145, Using the method of superposition, determine 
determine the deflection at end A. The beam is made of the deflection at C of beam AB. The beams are made of 
material having a modulus of elasticity E wood having a modulus of elasticity of E = 1.5(10) ksi. 


31060 th te 





zin 
H 
Prob, 12-143 Join. 
Section a — a 
*12-144. Beam ABC is supported by beam DBE and Prob. 12-145 
fixed at C. Determine the reactions at B and C. The beams 
arc made of the same material having a modulus of 12-146, The rim on the flywheel has a thickness f, width b, 
elasticity E = 200 GPa, and the moment of inertia of both and specific weight y- If the flywheel is rotating at à 
beams is 7 = 25.0(10") mm! constant rate of « determine the maximum moment 


developed in the rim, Assume that the spokes do not 
deform. Hint: Due to symmetry of the loading. the slope of 
the rim at cach spoke is zero, Consider the radius to be 
sufficiently large so that the segment AB can be considered 
as a straight beam fixed at hoth ends and loaded. with a 
uniform centrifugal force per unit length, Show that this 
force is w = biyorr/g 











"- m 


Section ar — a 





Prob, 12-144 Prob. 12-146 








The columns used to support this water tank are braced at their mid-height in order 


to reduce their chance of buckling 


Buckling of Columns 


CHAPTER OBJECTIVES 


In this chapter, we will discuss the behavior of columns and indicate 
some of the methods used for their design, The chapter begins with a 
general discussion of buckling, followed by a determination of the 
axial load needed to buckle a so-called ideal column. Afterwards, a 
more realistic analysis is considered, which accounts for any bending 
of the column. Also, inelastic buckling of a column is presented as a 
special topic. At the end of the chapter we will discuss some of the 
methods used to design both concentrically and eccentrically loaded 
columns made of common engineering materials. 


13.1 Critical Load 


Whenever à member is designed, it is necessary that it satisfy specific 
strength. deflection, and stability requirements. In the preceding 
chapters we have discussed some of the methods used to determine a 
member's strength and deflection, while assuming that the member was 
always in stable equilibrium, Some members, however, may be subjected 
to compressive loadings, and if these members are long and slender the 
loading may be large enough to cause the member to deflect laterally or 
sidesway. To be specific, long slender members subjected to an axial 
compressive force are called columns, and the lateral deflection that 
occurs is called buckling. Quite often the buckling of a column can lead 
to a sudden and dramatic failure of a structure or mechanism, and às à 
result, special attention must be given to the desien of columns so that 
they can safely support their intended loadings without buckling. 
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Fig. 13-1 


The maximum axial load that a column can support when it is on the 
verge of buckling is called the critical load, Pa, Fig. 13-1a. Any 
additional loading will cause the column to buckle and therefore deflect 
laterally as shown in Fig. 13-15. In order to better understand the nature 
of this instability, consider a two-bar mechanism consisting of weightless 
bars that are rigid and pin connected as shown in Fig. 13-24. When the 
bars are in the vertical position, the spring, having a stiffness k, is 
unstretched, and a small vertical force P is applied at the top of one of 
the bars, We can upset this equilibrium position by displacing the pin at 
A by a small amount A, Fig. 13-25. As shown on the free-body diagram 
of the pin when the bars are displaced, Fig. 13-2c, the spring will produce 
a restoring force F — kA, while the applied load P develops two 
horizontal components, P, = P tan 0, which tend to push the pin (and 
the bars) further out of equilibrium. Since 8 is small, A = 8(L/2) and 
tan @ = 9. Thus the restoring spring force becomes F = KOL/2, and the 
disturbing force is 2P, = 2P8. 

If the restoring force is greater than the disturbing force, that is, 
kAL/2 > 2P8. then, noticing that 8 cancels out, we can solve for P, which 
gives 


P< = stable equilibrium 


This is a condition for stable equilibrium since the force developed by the 
spring would be adequate to restore the bars back to their vertical 
position. However, if kLA/2 < 2P8, or 


kL 
P > ey unstable equilibrium 


then the mechanism would be in unstable equilibrium. In other words if this 
load P is applied, and a slight displacement occurs at A, the mechanism will 
tend to move out of equilibrium and not be restored to its original position. 


ip 


- 
Ptan ® 
fe} 





Fig. 13-2 


The intermediate value of P, which requires kL#/2 = 2P8, is the 
critical load. Here 


P, = neutral equilibrium 


This loading represents a case of the mechanism being in neutral 
equilibrium. Since P4 is independent of the (small) displacement 8 of the 
bars, any slight disturbance given to the mechanism will not cause it to 
move further out of equilibrium, nor will it be restored to its original 
position. Instead, the bars will remain in the deflected position, 

These three different states of equilibrium are represented graphically 
in Fig, 13-3. The transition point where the load is equal to the critical 
value P = Pa is called the bifurcation point. At this point the mechanism 
will be in equilibrium for any small value of 4, measured either to the 
right or to the left of the vertical. Physically, P, represents the load for 
which the mechanism is on the verge of buckling. It is quite reasonable to 
determine this value bv assuming small displacements as done here, 
however, it should be understood that Pa may not be the largest value of 
P that the mechanism can support, Indeed, if a larger load is placed on 
the bars, then the mechanism may have to undergo a further deflection 
before the spring is compressed or elongated enough to hold the 
mechanism in equilibrium. 

Like the two-bar mechanism just discussed, the critical buckling loads 
on columns supported in various ways can be obtained, and the method 
used to do this will be explained in the next section. Although in 
engineering design the critical load may be considered to be the largest 
load the column can support, realize that, like the two-bar mechanism 
in the deflected or buckled position, a column may actually support an 
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Fig. 13-3 
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Some slender pin-connected members used 
in moving machinery, such ax this short fink, 
are subjected to compressive loads and thus 
act as columns 


even greater load than Pa- Unfortunately, however, this loading may 
require the column to undergo a large deflection, which is generally not 
tolerated in engineering structures or machines For example, it may take 
only à few newtons of force to buckle a meterstick, but the additional 
load it may support can be applied only after the stick undergoes à 
relativelv large lateral deflection. 





13.2 Ideal Column with Pin Supports 


In this section we will determine the critical buckling load for a column 
that is pin supported as shown in Fig. 13-42. The column to be considered 
is an ideal column, meaning one that is perfectly straight before loading, 
is made of homogeneous material, and upon which the load is applied 
through the centroid of the cross section. It is further assumed that the 
material behaves in a linear-clastic manner and that the column buckles 
or bends in à single plane. In reality, the conditions of column straightness 
and load application are never accomplished: however, the analysis to be 
performed on an “ideal column" is similar to that used to analyze initially 
crooked columns or those having an eccentric load application. These 
more realistic cases will be discussed later in this chapter. 

Since an ideal column is straight, theoretically the axial load P could 
be increased until failure occurs by either fracture or vielding of the 
material. However, when the critical load P. is reached, the column will 
be on the verge of becoming unstable. so that a small lateral force F. 

‘ig 13-45, will cause the column to remain in the deflected position 
when F is removed, Fig. 13-4c. Any slight reduction in the axial load P 
from Pa will allow the column to straighten out, and any slight increase 
in P, beyond Pa, will cause further increases in lateral deflection. 


P Pa P, 





iul (h) (ch 
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Whether or not a column will remain stable or become unstable when 
subjected to an axial load will depend on its ability to restore itself, which 
is based on its resistance to bending. Hence, in order to determine the 
critical load and the buckled shape of the column, we will apply Eq. 12-10, 
which relates the internal moment in the column to its deflected shape, i.e., 

dv 


EI— = j (13-1) 
dx 





Recall that this equation assumes that the slope of the elastic curve is 
small and that deflections occur only by bending. When the column is in 
its deflected position, Fig. 13-5a, the internal bending moment can be 
determined by using the method of sections. The free-body diagram of a 
segment in the deflected position is shown in Fig, 13-5/». Here both the 
deflection v and the internal moment M are shown in the positive 
direction according to the sign convention used to establish Eq. 13-1. 
Moment equilibrium requires M — — Pv. Thus Eq. 13-1 becomes 





(b) 


pif =Po 
dx 





2 / p Fig. 13-5 
M (zo " 


(13-2) 


dx 

This is a homogeneous, second-order, linear differential equation with 
constant coefficients, It can be shown by using the methods of 
differential equations, or by direct substitution into Eq. 13-2, that the 
general solution is 


EI EI 


The two constants of integration are determined from the boundary 
conditions at the ends of the column. Since v = ( at x = 0, then C; = 0), 
And since v = (lat x = L, then 


C; sin( JEL) = Ü 


This equation is satisfied if C; = 0; however, then v = 0, which is a 
trivial solution that requires the column to always remain straight, even 
though the load may cause the column to become unstable. The other 
possibility is for 


= C, sin[ ==) + G; cos =.) (13-3) 


which is satisfied if 
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P=4P, or 


n-1,2,3, ... (13-4) 






F 


L 
2 


$ 


ra|> 


The smallest value of P is obtained when n = 1, so the critical load for 
the column is therefore’ 


wEl 
LC 





| This load is sometimes referred to as the Euler load, named after the 
P-ap, Swiss mathematician Leonhard Euler, who originally solved this problem 
ç in 1757, The corresponding buckled shape is defined bv the equation 


Fig, 13-8 (cont.) p = C, sin L 


Here the constant C, represents the maximum deflection, Vimar. which 
occurs at the midpoint of the column, Fig. 13-5c, Specific values for C, 
cannot be obtained, since the exact deflected form for the column is 
unknown once it has buckled. It has been assumed, however, that this 
deflection is small. 

Note that the critical load is independent of the strength. of the 
material; rather it only depends on the column's dimensions (/ and L) 
and the material's stiffness or modulus of elasticity E. For this reason, as 
far as elastic buckling is concerned, columns made, for example, of high- 
Strength steel offer no advantage over those made of lower-strength 
steel, since the modulus of elasticity for both is approximately the same. 
Also note that the load-carrving capacity of a column will increase as the 
moment of inertia of the cross section increases Thus, efficient columns 
are designed so that most of the column's cross-sectional area is located 
as far away as possible from the principal centroidal axes for the section. 
This is why hollow sections such as tubes are more economical than solid 
sections. Furthermore, wide-flange sections, and columns that are "built 
up" from channels, angles, plates, etc., are better than sections that are 
solid and rectangular. 


"a represents the number of waves in the deflected shape of the column. For example. 
ifn = 2, then wo waves will appear, Fig. 13-5e. Here the critical load is 3 Pa just prior to 
buckling. which practically speaking will not exist. 
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It is also important to realize that a column will buckle about the 
principal axis of the cross section having the least moment of inertia (the 
Weakest axis). For example, a column having a rectangular cross section, 
like a meter stick, as shown in Fig, 13-6, will buckle about the a-a axis, 
not the b-b axis. As a result, engineers usually try to achieve a balance, 
keeping the moments of inertia the same in all directions Geometrically, 
then, circular tubes would make excellent columns. Also, square tubes or 
those shapes having 7, = /, are often selected for columns. 

Summarizing the above discussion, the buckling equation for a 
pin-supported long slender column can be rewritten, and the terms 
defined as follows: 








where 





P, = critical or maximum axial load on the column just before it 
begins to buckle. This load must rot cause the stress in the Fig. 13-6 
column to exceed the proportional limit 


E * modulus of elasticity for the material 
I 
L 
For purposes of design, the above equation can also be written in a 


more useful form bv expressing / = Ar’, where A is the cross-sectional 
area and r is the radius of gyration of the cross-sectional area. Thus, 


m E( Ar ) 
a L 


(£) — 
A a (Liry 


least moment of inertia for the column’s cross-sectional area 


unsupported length of the column, whose ends are pinned 





or 


Typical interior steel pipe columns used to 
(13-6) support the roof of a single story building, 





Here 


F = critical stress, which is an average normal stress in the column 
just before the column buckles. This stress is an elastic stress 
and therefore m, = ay 


"m 
I 


modulus of elasticitv for the material 
L = unsupported length of the column, whose ends are pinned 


5 
II 


smallest radius of gyration of the column, determined from 
r= VIJA, where J is the least moment of inertia of the 
column's cross-sectional area A 


The geometric ratio L/r in Eq. 13-6 is known as the slenderness ratio. lt 
is a measure of the column's flexibility, and as will be discussed later, it 
serves to classify columns as long, intermediate, or short. 
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It is possible to graph Eq. 13—6 using axes that represent the critical 
stress. versus the slenderness ratio. Examples of this graph for 
columns made of a typical structural steel and aluminum alloy are 
shown in Fig. 13-7. Note that the curves are hyperbolic and are valid 
only for eritical stresses below the material's vield point (proportional 

E limit), since the material must behave elastically. For the steel the vield 
stress is (ay) = 36 ksi [Ea = 29(10°) ksi], and for the aluminum it is 
(Tya = 27 ksi [Ey = 10(107) ksi]. Substituting z; = «y into Eq. 13-6, 
the srmallest allowable slenderness ratios for the steel and aluminum 
columns are therefore (L/r), = 89 and (L/r), = 60.5, respectively. 
Thus, for a steel column. if ( L/r), = 89, Euler's formula can be used to 
determine the critical load since the stress in the column remains elastic. 
er, (103) ksi On the other hand, if ( L/r), = 89, the columns stress will exceed the 
vield point before buckling can occur, and therefore the Euler formula is 
not valid in this case. 


Structural 
steel 
(ey = 3% ksi) 
Aluminum 
alloy 
foy = 27 ksi) 


a|= 





Important Points 


Columns are long slender members that are subjected to axial 
compressive loads. 

The critical load is the maximum axial load that a column can 
support when it is on the verge of buckling This loading 
represents a case of neutral equilibrium. 


An ideal column is initially perfectly straight, made of 
homogeneous material, and the load is applied through the 
centroid of the cross section. 


A pin-connected column will buckle about the principal axis of 
the cross section having the least moment of inertia. 


The slenderness ratio is L/r, where r is the smallest radius of 


gyration of the cross section. Buckling will occur about the axis 
where this ratio gives the greatest value. 
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The A-36 steel W8 X 31 member shown in Fig. 13-8 is to be used as a 
pin-connected column. Determine the largest axial load it can support 
before it either begins to buckle or the steel yields. 


SOLUTION 

From the table in Appendix B, the column's cross-sectional area and 
moments of inertia are A = 9.13 in", 7, = 110 in* and 7, = 37.1 int. 
By inspection, buckling will occur about the y-y axis. Why? Applying 
Eq. 13-5, we have 


m El m [29(107) kip/in](37.1 int) 
D [12 ft(12 in. /ftt)]' 


P, = = 512 kip 


When fully loaded, the average compressive stress in the column is 


Since this stress exceeds the vield stress (36 ksi), the load P is 
determined from simple compression: 


P = 329 kip Ans 


In actual practice, a factor of safety would be placed on this loading, 
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(a) 


Fig. 13-9 





The tubular columns used ro support this 
water tank have been braced at three 
locations along ther length to prevent them 
from buckling. 
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13.3 Columns Having Various Types 
of Supports 


The Euler load was derived for a column that is pin connected or free to 
rotate at its ends. Oftentimes, however, columns may be supported in some 
other way. For example, consider the case of a column fixed at its base and 
free at the top, Fig. 13-92. As the column buckles the load displaces 6 
and at x the displacement is v. From the free-body diagram m Fig. 13-95. 
the internal moment at the arbitrary section is. M = P(8 — v). 
Consequently, the differential equation for the deflection curve is 


Er? = ps — v) 
dx 
dv P P 
M y= 3-7 
ae EF. El dax 


Unlike Eq. 13-2, this equation is nonhomogeneous because of the 
nonzero term on the right side. The solution consists of both a 
complementary and a particular solution, namely, 


SER. A Z R Vee 
v = C, sin( Fit) + G;eos[ yt) +8 


The constants are determined from the boundary conditions. At x = (I, 
v = 0, so that C- = —6. Also, 


de . [P S ^ [Pf PEB N 
dz - ci Zee zr) — <5 zie zs) 
At x = (), dv/dx = 0, so that C, = 


—— 


Since the deflection at the top of the column is 4, that is, at x = L, 
v = 6, we require 


0. The deflection curve is therefore 


(13-8) 


FP 
Lij-9 

EI 

The trivial solution 6 = ( indicates that no buckling occurs. regardless of 
the load P. Instead, 


8 cos( 





` — 
co JEL) = or ri^ — "n--1.53.5.. 
The smallest critical load occurs when n = 1, so that 
2E] 
— (13-9) 


By comparison with Eq. 13-5, it is seen that a column fixed-supported at 
its base and free at its top will support only one-fourth the critical load 
that can be applied to a column pin-supported at both ends. 
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Other types of supported columns are analyzed in much the same way 
and will not be covered in detail here.* Instead, we will tabulate the 
results for the most common types of column support and show how to 
apply these results by writing Euler's formula in a general form. 


Effective Length. As stated previously, the Euler formula, Eq. 13-5, 
was developed for the case of a column having ends that are pinned or 
free to rotate, In other words, L in the equation represents the 
unsupported distance between the points of zero moment. This formula 
can be used to determine the critical load on columns having other types 
of support provided “L” represents the distance between the zero- 
moment points. This distance is called the column s effective length, L... 
Obviously, for a pin-ended column L. = L, Fig. 13-10. For the fixed- and 
free-ended column, the deflection curve, Eq. 13-8, was found to be one- 
half that of a column that is pin connected and has a length of 2L. 
Fig. 13-105. Thus the effective length between the points of zero moment 
is L, = 2L. Examples for two other columns with different end supports 
are also shown in Fig. 13-10, The column fixed at its ends, Fig. 13-106, has 
inflection points or points of zero moment L/4 from each support. The 
effective length is therefore represented by the middle half of its length, 
that is, L, = OSL. Lastly, the pin- and fixed-ended column, Fig. 13-104. 
has an inflection point at approximately (1.7 L from its pinned end, so that 
L, = 0.76. 

Rather than specifving the column s effective length, many design 
codes provide column formulas that employ a dimensionless coefficient 
K called the effective-length factor, This factor is defined from 


L, = KL (13-10) 


Specific values of K are also given in Fig. 13-10. Based on this generality, 
we can therefore write Euler's formula as 


(13-11) 


or 


fap M — 
(KL/rP 





Here (KL/r) is the column s effective-slenderness ratio. For example. if 
the column is fixed at its base and free at its end, we have K = 2, and 
therefore Eq. 13-11 gives the same result as Eq. 13-9. 


*See Problems 13-43. 12-44, and 13-45. 
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Fixed and free ends 
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T-r axis buckling 
(hi 


y-y axis buckling 


fel 
Fig. 13-11 


A Wó x 15 steel column is 24 ft long and is fixed at its ends as shown 
in Fig. 13-114. Its load-carrying capacity is increased by bracing it 
about the y-y (weak) axis using struts that are assumed to be pin 
connected to its midheight. Determine the load it can support so that 
the column does not buckle nor the material exceed the vield stress. 
Take E, = 29(10°) ksi and ry = 60 ksi. 


SOLUTION 
The buckling behavior of the column will be different about the x-x and 
y-v axes due to the bracing. The buckled shape for each of these cases is 
shown in Figs. 13-114 and 13-11c. From Fig. 13-115. the effective length 
for buckling about the x-x axisis (KL), = 0.5(24 ft) = 12 ft = 144 in., 
and from Fig. 13-Lle, for buckling about the y-y axis, (KL), = 
0.7(24 ft/2) = 8.40 ft 100.8 in. The moments of inertia for a W6 x 15 
are found from the table in Appendix B. We have 7, = 29.1 in’, 
I, = 932 in. 

Applying Eq. 13-11. 
_ m [29 (10) ksi]29.1 int 2 R 5 
~ (KLE "1 

— wv El, E m [29( 10") ksi]9.32 in! -295kp (2 
wr" (KLy (100,8 in. P :f 

By comparison, buckling will occur about the y—y axis. 

The area of the cross section is 4.43 in’, so the average compressive 
stress in the column is 


— Pa _ 262.5 x 
m A 4.43 in 
Since this stress is less than the yield stress, buckling will occur before 
the material yields. Thus, 


= 50.3 ksi 


P, = 263 kip Ans. 
NOTE: From Eq. 13-12 it can be seen that buckling will always occur 
about the column axis having the largest slenderness ratio, since a large 
slenderness ratio will give a small critical stress, Thus, using the data for 
the radius of gyration from the table in Appendix B, we have 
( KL ) _ 144 in. 
Y 


r 256, 74 


= 69.0 


eS _ 100.8 in. 
y 


1.46 in. 


Hence, y-y axis buckling will occur, which is the same conclusion 
reached bv comparing Eqs. | and 2. 


r 
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The aluminum column is fixed at its bottom and is braced at its top by 

cables so as to prevent movement at the top along the x axis, Fig. 13-124. 

If it is assumed to be fixed at its base, determine the largest allowable 

load P that can be applied, Use a factor of safety for buckling of 

FS. = 3.0. Take E, = 70 GPa, oy = 215 MPa, A = 7,5(10 ?) nv, 
, = 6L3(10 ^) m“, 7, = 232(10 "mt 


SOLUTION 
Buckling about the x and y axes is shown in Fig. 13-124 and 13-12e, 
respectively. Using Fig. 13-102, for x-x axis buckling, K = 2, so 
(KL), = 2(5m) = 10m. Also, for y-y axis buckling, K = 0.7, so 
(KL), = 0.7(5 m) = 3.5m. 

Applving Eq. 13-11, the critical loads for each case are 


(E. e wEl, N m [70( 10") N/m'](61.3(10 *) m*) 
SS (ELM (10 my 
— 424 kN 
— TEL ? s [70(10*) N/m](23.2(10 °) m) 
VE ARES (35 m) 
= L31 MN 


By comparison, as P is increased the column will buckle about the x-x 
axis The allowable load is therefore 


Pa _ 424kN 


Pillow = ES. 3ü = 141 kN Ans 


Oe. = 


Euler's equation can be applied. 


vey axis buckling +-# asis buckling 
(c) (hi 
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| FUNDAMENTAL PROBLEMS 


FIA-L A S0-in.-long rod is made from a I-in-diameter 
steel rod. Determine the critical buckling load if the ends 
are fixed supported, E = 29(10°) ksi, my = 36 ksi. 


FiX-2. A 12-ff wooden rectangular column has the 
dimensions shown. Determine the critical load ifthe ends are 
assumed to be pin-connected. E = 1.6{10°) ksi. Yielding 
does not occur. 


EU t2 fi 


F13-2 


F13-3, The A-36 steel column can be considered pinned 
at its top and bottom and braced against its weak axis ai the 
mid-height. Determine the maximum allowable force P that 
the column can support without buckling. Apply a F.S. — 2 
against buckling. Take A = 7.4(10 °) m°, 7, = 87.3(10 *) m, 
and J, = 18.8(10 *) m*. 





pet Fi3-3 


Fl3-4. A steel pipe is fixed supported at its ends If it is $ m 
long and has an outer diameter of 50 mm and a thickness of 
10 mm, determine the maximum axial load P that it can 
carry without buckling. Ey = 200 GPa, oy = 250 MPa. 


PIS. Determine the maximum force P that can he 
supported by the assembly without causing member AC 
to buckle, The member is made of A-36 steel and has a 
diameter of 2 in. Take ES. = 2 against buckling. 





Fi3-5 


F13-6. The A-36 steci rod BC has a diameter of 50 mm 
and is used as a strut to support the beam. Determine the 
maximum intensity w of the uniform distributed load that 
can be applied to the beam without causing the strut to 
buckle, Take ES. = 2 against buckling. 





Fi 
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üa 


s131. Determine the critical buckling load for the column. 13-3. The ley in (a) acts as a column and can be modeled 
The material can be assumed rigid. (b) by the two pin-connected members that ure attached to à 
torsional spring having a stiffness k (torque /rad). Determine 
the critical buckling load. Assume the bone material is rigid. 





p 


tjm — 


e 


tjo 








Prob. 13-1 (a) (à 


13-2. Determine the critical load P., for the rigid bar and — 


spring system. Each spring has a stiffness k. 
*13-4, Rigid bars AB and BC are pin connected at B. If 
the spring at D has a stiffness k, determine the critical load 
P. for the system, 





Prob, 13-2 Prob, 13-4 
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*13-5, An A-36 steel column has a length of 4 m and is 
pinned at both ends Tf the cross sectional area has the 
dimensions shown, determine the critical load. 


13-6. Solve Prob. 13-5 if the column is fixed at its bottom 


E and pinned at its top. 





13-7, A column is made of A-36 steel, has a length of 20 ft, 
and is pinned at both ends [f the cross-sectional area has 
the dimensions shown, determine the critical load. 


513-8. A column is made of 2014-T6 aluminum, has a 
length of 30 ft, and is fixed at its bottom and pinned at its 
top. If the cross-sectional arca has the dimensions shown, 
determine the critical load 





(1.25 in. 1125 in 


Probs. 13-7/8 





*13-9, The W14 x 38 column is made of A-36 steel and is 
fixed supported at its base. Tf it is subjected to an axial load 
of P = 15 kip, determine the factor of safety with respect to 
buckling. 


13-10, The W14 x 38 column is made of A-36 steel, 
Determine the critical load if its bottom end is fixed 
supported and ils top is free to move about the strong axis 
and is pinned about the weak axis 


P 


20 n 


a Probs. 13-9/10 


13-11, The A-36 stecl angle has a cross-sectional arca of 
A = 248 in* and a radius of gyration about the x axis of 
r, = 126in. and about the y axis of r, = 0,879 in. The 
smallest radius of gyration occurs about the z axis and is 
r, = 0,644 in. If the angle is to be used as a pin-connected 
10-fi-long column, determine the largest axial load that can 
be applied through its centroid C without causing it to buckle, 





ç Prob. 13-01 
*13-12. An A-36 stecl column has a length of 15 ft and is 


pinned at both ends, If the cross-sectional area has the 
dimensions shown. determine the critical load. 


I— 58 in —4 


- F TU 
ü5in—-— fhm 


T OS in. 


Prob. 13-12 
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*13-13, An A-36 steel column has a length of 5 m and is *13-17. The HU-ft wooden rectangular column has the 
fixed at both ends. If the cross-sectional area has the dimensions shown. Determine the critical load if the ends 
dimensions shown. determine the critical load. are assumed to be pin connected. E, = 1.6(10°) ksi, 
Oy = S ksi 
13-18, The 10-ft column has the dimensions shown, 
10 mm Determine the critical load if the bottom is fixed and the 
— top is pinned. E, = 1.6(10'] ksi, ey = 5 ksi, 
50 mm | — — mm 


3 t 
— 10) mm-—4 


Prob, 13-13 


13-14, The two steel channels are to be laced together 
to form a 30-ft-long bridge column assumed to be pin 
connected at its ends Each channel has a cross-sectional 
area of A = 3.10 in? and moments of inertia 7, = 55.4 int, 
1, = 0.382 in’. The centroid C of its area is located in 
the figure, Determine the proper distance d between the 
centroids of the channels so that buckling occurs about the 
x-x and y'—y' axes due to the same load. What is the value 
of this critical load’? Neglect the effect of the lacing. 
E, = 29(10') ksi, my = 50 ksi 





Probs. 13-17/18 


13-19 Determine the maximum force P that can be 
applied to the handle so that the A-36 steel control rod BC 
does not buckle. The rod has a diameter of 25 mm. 





Prob. 13-14 


13-15. An A-36-stecl WS X 24 column is fixed at one end 
and free at its other end. If it is subjected to an axial load 
of 20 kip, determine the maximum allowable length of the 
column if F.S. — 2 against buckling is desired. 


*13-16. An A-36-stcel W8 X 24 column is fixed at onc 
end and pinned at the other end. Tf it is subjected to an axial S00 mm 
load of 60 kip, determine the maximum allowable length of 

the column if F.S. = 2 against buckling is desired. Prob. 13-19 
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*13-20. The WI x 45 is made of A-16 steel and is used 
às a column that has a length of 15 ft. TÉ its ends are assumed 
pin supported, and it is subjected to an axial load of 100 kip, 
determine the factor of safety with respect tò buckling 


13-21. The W10 x 45 is made of A-36 steel and is used 
as a column that has a length of 15 ft, Tf the ends of the 
column are fixed supported, can the column support the 
critical load without yielding? 





Probs. 13-20/21 


13-22. The W12 X 87 structural A-36 steel column has à 
length of 12 ft H its bottom end is fixed supported while 
its top is free, and it is subjected to an axial load of 
P = 380 kip, determine the factor of safety with respect to 
buckling. 


13-23, The W12 x 87 structural A-36 steel column has a 
length of 12 ft, TF its bottom end is fixed supported while its 
top is free, determine the largest axial load it can support. 
Use a factor of safety with respect to buckling of 1.75 


P 


Probs. 13-2023 





*13-24. An L-2 tool steel link in a forging machine ts pin 
connected to the forks at its ends as shown, Determine the 
maximum load P it can carry without buckling. Use a factor 
of safety with respect to buckling of F.S. = 1.75. Note from 
the figure on the left that the ends are pinned for buckling, 
whereas from the figure on the right the ends are fixed. 


H in 





Prob. 13-24 


013-25, The W14 X 30 is used as a structural A-36 steel 
column that can bc assumed pinned at both of its ends. 
Determine the largest axial force P that can be applied 
without causing it to buckle. 





Proh. 13-25 
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13-26. The A-36 steel bar AH has a square cross section, 
If it is pin connected at its ends, determine the maximum 
ullowable load P that can be applied to the frame. Use a 
factor of safety with respect to buckling of 2. 





Prob, 13-26 


13-27, Determine the maximum allowable intensity w of 
the distributed load that can be applied to member BC 
without causing member AB to buckle. Assume that AB is 
made of steel and i$ pinned at its ends for xr axis buckling 
and fixed at its ends for v-v axis buckling. Use à factor 
of safety with respect to buckling of 3. E, = 200 GPa. 
gy = 360 MPa 


*13-28. Determine if the frame can support a load of 
w = 6 kN/m il the factor of safety with respect to buckling 
of member AB is 3. Assume that AB is made of steel and is 
pinned at its ends for xx axis buckling and fixed at its ends 
for v-y axis buckling. FL = 200 GPa, ey = 360 MPa. 





Zü mm 
v 
e 


30 mm 


Probs. 13-27/28 


*13-29, The beam supports the load of P = 6 kip, As à 
result, the A-36 steel member BC is subjected to a 
compressive load. Duc to the forked ends on the member, 
consider the supports at Æ and C to act as pins for x-x axis 
buckling and as fixed supports for v-v axis buckling. 
Determine the factor of safety with respect to buckling 
about each of these axes. 





13-30, Determine the greatest load P the frame will 
support without causing the A-36 steel member BC to 
buckle. Due to the forked ends on the member, consider the 
supports at Band C 10 act as pins for x-x axis buckling and 
as fixed supports for v-v axis buckling. 


— 


4 ft 









= 


Probs. 13-29/30 


13-31. Determine the maximum distributed load that can 
be applied to the bar so that the A-36 steel strut AB does 
not buckle. The strut has a diameter of 2 in. It is pin 
connected at its ends 





Prob. 13-31 
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513-32. The members of the truss are assumed to he pin 
connected. If member AC is an A-36 steel rod of 2 in. 
diameter, determine the maximum load P that can be 
supported by the truss without causing the member to buckle, 


c 


4 fi 


A D 


— 30 —4 Prob, 13-32 


*13-33, The steel bar AB of the frame is assumed to be pin 
connected at its ends for y-v axis buckling. Tf w= 3 kN/m, 
determine the [actor of salety with respect to buckling about 
the ey axis due to the applied loading Es = 200 GPa, 
gy" 360 MPa. 





Proh. 13-33 


13-34, The members of the truss are assumed to be pin 
connected. If member AB is an A-36 steel rod of 40 mm 
diameter, determine the maximum force P that can be 
supported by the truss without causing the member to buckle. 
13-35. The members of the truss are assumed to be pin 
connected. If member CH is an A-36 steel rod of 40 mm 
diameter, determine the maximum load P that can he 
supported by the truss without causing the member to buckle. 





Probs. 13-34/35 





*13-36. If load C has a mass of 500 kg, determine the 
required minimum diameter of the solid L2-steel rod AB 
to the nearest mm so that it will not buckle. Use F.S. = 2 
against buckling. 


°13-37. If the diameter of the solid L2-steel rod AB is 
50 mm, determine the maximum mass C that the rod can 
support without buckling. Use F.S, = 2 against buckling, 


A 





Probs, 13-36/37 


13-38. The members of the truss are assumed to be pin 
connected. If member GF is an A-36 steel rod having a 
diameter of 2 in., determine the greatest magnitude of load 
P that can be supported by the truss without causing this 
member to buckle. 


13-39. The members of the truss are assumed to be pin 
connected. If member AG is an A-36 stecl rod having a 
diameter of 2 in., determine the greatest magnitude of load 
P that can be supported by the truss without causing this 
member to buckle. 





Probs. 13-38/39 
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*13-40.. The column is supported at B by à support that 
does not permit rotation but allows vertical deflection. 
Determine the critical load P. EJ is constant. 





Prob, 13—40 


*13-41, The ideal column has a weight w (force/length) 
and rests in the horizontal position when it is subjected to thc 
axial load P, Determine the maximum moment in the column 
at midspan. FI is constant. Hint: Establish the differential 
equation for deflection, Eq. 13-1, with the origin at the mid 
span. Thc general solution is ¢ = C, sin kx + C: cos Ex + 
(WAPI = (wL/(2P))x ^ (wEI/P!) where &? = P/EI. 








Prob. 13-41 


13-42. The idcal column is subjected to the force F at its 
midpoint and the axial load P. Determine the maximum 
moment in the column at midspan. F is constant, Hins 
Establish the differential equation for deflection, Eq. 13-1. 
The general solution is w= C, sin kx + C; cos kx — c'x/k?, 
where &? = F/2EI, K? = PjEI 


ll 
I 
| 


Prob. 13-42 


13-43, The column with constant E] has the end 
constraints shown. Determine the critical load for the 
column. 





*13-44, Consider an ideal column as in Fig. 13-10c, having 
both ends fixed. Show that the critical load on the column 
is given by P. = 4m ENI. Hine Due to the vertical 
deflection of the top of the column, à constant moment 
M' will be developed at the supports Show that 
d'v/dy? + (P/El)v = M'/El, The solution is of the form 
e 7 C, sin( VP/EIx) + C; cost VPET x} + M'jP. 


*13-485, Consider an ideal column as in Fig. 13-104, having 
one end fixed and the other pinned. Show that the critical load 
on the column is given by Po = 20.19 ET/L?, Hin: Due to the 
vertical deflection at the topofthe eolumn,a constant moment 
M' will be developed at the fixed support and horizontal 
reactive forces R° will be developed at both supports. Show 
that d^ v/dx^ + (P/EF1)w = (R'/ED(L — x). The solution 
is of the form p = C, sin( VP7EIx)* Cicos( V PTEIx) + 
(R'/PWML — x) After application of the boundary conditions 
show that tan( VP7TETL) = VPTETL. Solve by trial and 
error for the smallest nonzero root. 
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The column supporting this crane is 
unusually long. H will be subjected 
not only to uniaxial load, but also a 
bending moment. To ensure it will not 
buckle, it should be braced at the roof 
as a pin connection. 


*13.4 The Secant Formula 


The Euler formula was derived assuming the load P is always applied 
through the centroid of the column s cross-sectional area and that the 
column is perfectly straight. This is actually quite unrealistic, since 
manufactured columns are never perfectly straight. nor is the application 
of the load known with great accuracy. In reality, then, columns never 
suddenly buckle; instead they begin to bend, although ever so slightly, 
immediately upon application of the load. As a result, the actual criterion 
for load application should be limited cither to a specified deflection of 
the column or by not allowing the maximum stress in the column to 
exceed an allowable stress, 

To study this effect, we will apply the load P to the column at a short 
eccentric distance e from its centroid, Fig. 13-13a. This loading on the 
column is statically equivalent to the axial load P and bending moment 
M' — Pe shown in Fig. 13-135. As shown, in both cases, the ends A and 
B are supported so that they are free to rotate (pin supported). As 
before, we will only consider small slopes and deflections and linear- 
elastic material behavior. Furthermore, the x-v plane is a plane of 
symmetry for the cross-sectional area. 

From the free-body diagram of the arbitrary section, Fig. 13-13c, the 
internal moment in the column is 


M = -P(e + v) (13-13) 
The differential equation for the deflection curve is therefore 
— = —P(e + v) 
dx 
P 


v 


~ 





tul 





or 
du P P 
— += ———e 
dy EI EI 
This equation is similar to Eq. 13-7 and has a general solution consisting 
of the complementary and particular solutions, namely. 


FP 
v C; sin |a C; cos EI" e (13-14) 


To evaluate the constants we must apply the boundary conditions At 
= 0,0 = 0.s0 C. = e. And at x = L, v = 0, which gives 


TP efl — cos( V P/EI L)] 
; sin(VP/ETL) 


Since 1 — cos( VP/EI L) = 2sin' ( VP/EI L/2) and sin( VP/EI L) = 
2 sin( V P/EI L/2) cos( V P/EI L/2), we have 


—— E77 
Hence, the deflection curve, Eq. 13-14, can be written as 
& at ALINE AM C Eb MK | 
v= etan( ara) sin zi) + vos =) —1 (13-15) 
Maximum Deflection. Due to symmetry of loading. both 


the maximum deflection and maximum stress occur at the column's 
midpoint, Therefore, when x = L/2, p = Umax: SQ 


(13-16) 





Notice that if e approaches zero, then vmn approaches zero. However. if 
the terms in the brackets approach infinity as e approaches zero, then 
Umar Will have a nonzero value. Mathematically, this would represent the 
behavior of an axially loaded column at failure when subjected to the 
critical load Pa- Therefore, to find P we require 


sec — = OQ 
[P.L s 
Riz 2 

Pa DTE (13-17) 


which is the same result found from the Euler formula, Eq. 13-5. 

If Eq. 13-16 is plotted as load P versus deflection may for various 
values of eccentricity e, the family of colored curves shown in Fig. 13-14 
results. Here the critical load becomes an asymptote to the curves, and of 


13.4 THE SECANT FORMULA 





679 











680 CHAPTER 13 BUCKLING OF COLUMNS 


eu Ideal column 
(small deflections) 


lnclastic behavior 


cr, 18 reached 





Vex 


Fig. 13-14 


course represents the unrealistic case of an ideal column (e = 0). As 
stated earlier. ¢ is never zero duc to imperfections in initial column 
straightness and load application; however, as e — 0, the curves tend to 
approach the ideal case. Furthermore, these curves are appropriate only 
for small deflections, since the curvature was approximated by d^v/dx^ 
when Eq. 13-16 was developed. Had a more exact analysis been 
performed, all these curves would tend to turn upward, intersecting and 
then rising above the line P = Pa. This, of course, indicates that a larger 
load P is needed to create larger column deflections We have not 
considered this analysis here, however, since most often engineering 
design restricts the deflection of columns to small values. 

It should also be noted that the colored curves in Fig 13-14 apply only 
for linear-elastic material behavior. Such is the case if the column is long 
and slender. However, if a short or intermediate-length stocky column is 
considered, then the applied load, as it is increased, may eventually cause 
the material to yield, and the column will begin to behave in an inelastic 
manner. This occurs at point A for the black curve in Fig. 13-14. As the 
load is further increased, the curve never reaches the critical load, and 
instead the load reaches a maximum value at B. Afterwards, a sudden 
decrease in load-carrying capacity occurs as the column continues to 
vield and deflect by larger amounts. 

Lastly, the colored curves in Fig. 13-14 also illustrate that a nonlinear 
relationship occurs between the load P and the deflection v. As a result, 
the principle of superposition cannot he used to determine the total 
deflection of a column caused by applying successive loads to the 
column. Instead, the loads must first be added, and then the 
corresponding deflection due to their resultant can be determined. 
Physically, the reason that successive loads and deflections cannot be 
superimposed is that the column's internal moment depends on both the 
load P and the deflection v, that is, M = —-P(e + v), Eq. 13-13. 


The Secant Formula. The maximum stress in the column can 
be determined by realizing that it is caused by both the axial load and 
the moment, Fig. 13-154. Maximum moment occurs at the column’s 
midpoint, and using Eqs. 13-13 and 13-16, it has a magnitude of 


P 
M = |Ple + Umar)! M = Pe e JZ z) (13-18) 


As shown in Fig 13-15b, the maximum stress in the column is 
compressive, and it has a value of 


NE Om — A fe A 
max A r Tas VEIZ 


Since the radius of gyration is defined as r^ = 7/ A. the above equation 
can be written in a form called the secant formula: 


P ec LE Dp 
Tm = zh * see EE (3-19) 


Fmax 7 Maximum elastic stress in the column, which occurs at the 

inner concave side at the column’s midpoint, This stress is 

compressive 

vertical load applied to the column. P < P, unless e = 0; 

then P = P. (Eq. 13-5) 

e = eccentricity of the load P, measured from the centroidal axis 
of the column’s cross-sectional area to the line of action of P 


c — distance from the centroidal axis to the outer fiber of the 
column where the maximum compressive stress qq, OCCurs 


Here 


* 
t 


A = cross-sectional area of the column 


L = unsupported length of the column in the plane of bending. 
For supports other than pins, the effective length L, = KL 
should be used. See Fig. 13-10 


E — modulus of elasticitv for the material 


r = radius of gyration,” = V I/A. where / is calculated about 
the centroidal or bending axis 


Like Eq. 13-16, Eq. 13-19 indicates that there is a nonlinear 
relationship between the load and the stress. Hence, the principle of 
superposition does not apply, and therefore the loads have to be added 
before the stress is determined. Furthermore, due to this nonlinear 
relationship. any factor of safety used for design purposes applies to the 
load and not to the stress. 

For a given value of Oma: graphs of Eq. 13-19 can be plotted as 
the slenderness ratio K L/r versus the average stress P/A for various 
values of the eccentricity ratio ec/r, A specific set of graphs for a 
structural-grade A-36 steel having a yield point of Oia, = my = 36 ksi 
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and a modulus of elasticity of E, = 29( ^) ksi is shown in Fig. 13-16. 
Note that when e— 0), or when ec/r^ — (, Eq. 13-19 gives Tma = P/ A. 
where P is the critical load on the column, defined by Euler's formula, 
This results in Eq. 13-6, which has been plotted in Fig. 13-7 and 
repeated in Fig. 13-16. Since both Eqs 13-6 and 13-19 are valid only for 
elastic loadings, the stresses shown in Fig. 13-16 cannot exceed 
oy = 36 ksi, represented here by the horizontal line. 

The curves in Fig. 13-16 indicate that differences in the eccentricity 
ratio have a marked effect on the load-carrying capacity of columns that 
have small slenderness ratios. However, columns that have large 
slenderness ratios tend to fail at or near the Euler critical load 
regardless of the eccentricity ratio. When using Eq. 13-19 for design 
purposes. it is therefore important to have a somewhat accurate value 
for the eecentricity ratio for shorter-length columns. 


Design. Once the eccentricity ratio has been determined, the 
column data can be substituted into Eq. 13-19. If a value of Omis = oy 
is chosen, then the corresponding load Py can be determined from a 
trial-and-error procedure, since the equation is transcendental and 
cannot be solved explicitly for Py. As a design aid, computer software. 
or graphs such as those in Fig. 13-16, can also be used to determine Py 
directly. 

Realize that Py is the load that will cause the column to develop a 
maximum compressive stress of ay at its inner concave fibers, Due to the 
eccentric application of Py, this load will always be smaller than the 
critical load Pa. which is determined from the Euler formula that 
assumes (unrealistically) that the column is axially loaded. Once Py is 
obtained. an appropriate factor of safety can then be applied in order to 
specify the column’s safe load. 


| Important Points 


Due to imperfections in manufacturing or specific application of 
the load, a column will never suddenly buckle; instead, it begins 
to bend. 

* The load applied to a column is related to its deflection in a 
nonlinear manner, and so the principle of superposition does not 
apply. 

As the slenderness ratio increases, eccentrically loaded columns 
tend to fail at or near the Euler buckling load. 





13.4 THE SECANT FORMULA 


The WR X 40 A-36 steel column shown in Fig. 13-17a is fixed at its 
base and hraced at the top so that it is fixed from displacement, vet 
free to rotate about the y-y axis. Also, it can sway to the side in the y-z 
plane, Determine the maximum eccentric load the column can 
support before it either begins to buckle or the steel yields. 


SOLUTION 

From the support conditions it is seen that about the v-y axis the 
column behaves as if it were pinned at its top and fixed at the bottom 
and subjected to an axial load P, Fig. 13-17). About the x-x axis the 
column is free at the top and fixed at the bottom, and it is subjected to 
both an axial load P and moment M = P(9 in.), Fig. 13-17c. 


y-y Axis Buckling. From Fig. 13-104 the effective length factor is 
K, = 0.7.50 (KL), = 07(12) ft = 840 ft 100.8 in. Using the table 


in Appendix B to determine /, for the W8 X 40 section and applying 
Eq. 13-11, we have 


(100815. 


x-x Axis Yielding. From Fig. 13-105, K, = 2, so (KL), = 2(12) ft = 
24 ft = 288 in. Again using the table in Appendix B to determine 
A=11,7 in’, c = 825 in./2 = 4.125 in., and r, = 3.53 in., and applying 


the secant formula, we have 
^ (KL), Pi 
2r, V EA 


Substituting the data and simplifying vields 


(b) v-r axis buckling 


4212 = P,[I + 2.979 sec(O.0700V P,)] 


Solving for P, by trial and error. noting that the argument for the 
secant is in radians, we get 


P, = 88.4 kip Ans @ Y=t axis yielding 


Since this value is less than ( P,,), = 1383 kip. failure will occur about Fig. 13-17 
the xx axis. 
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*13.5 Inelastic Buckling 


In enginecring practice, columns are generally classified according to the 
type of stresses developed within the column at the time of failure, Long 
Slender columns will become unstable when the compressive stress 
remains elastic. The failure that occurs is referred to as elastic instability. 
Intermediate columns fail due to inelastic instability, meaning that the 
compressive stress at failure is greater than the material's proportional 
limit. And short. columns, sometimes called posts, do not become 
unstable; rather the material simply vields or fractures. 

Application of the Euler equation requires that the stress in the 
column remain below the materials yield point (actually the 
proportional limit) when the column buckles and so this equation 
applies only to long columns In practice, however, most columns are 
selected to have intermediate lengths, The behavior of these columns can 
be studied by modifying the Euler equation so that it applies for inelastic 
buckling. To show how this can be done, consider the material to have a 
stress-strain diagram as shown in Fig. 13-182. Here the proportional 
limit is ce, and the modulus of elasticity, or slope of the line AB, is E. 

If the column has a slenderness ratio that is less than ( KL/r);,. then 
This crane boom failed hy buckling the critical stress in the column must be greater than y. For example, 
caused by an overload. Note the region suppose a column has a slenderness ratio of (NL/r); < (KL/r),, with 
of localized collapse. corresponding critical stress «p > a needed to cause instability. When 
the column is about to buckle, the change in stress and strain that occurs 
in the column is within a small range Ao and Ae. so that the modulus 
of elasticity or stiffness for the material can be taken as the tangent 
modulus E, = Ao/ Ae defined as the slope of the e —e diagram at point D. 
Fig. 13-18a. In other words, at the time of failure, the column behaves as 
if it were made from a material that has a lower stiffness than when it 
behaves elastically, E, < F. 











fa) 


Fig. 12-18 
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In general, therefore, as the slenderness ratio (KL/r) decreases, the 
critical stress for a column continues to rise; and from the o—e diagram, 
the tangent modulus for the material decreases. Using this idea, we can 
modify Euler's equation to include these cases of inelastic buckling by 
substituting the material's tangent modulus E, for E.so that 





wE, 


—— 13-207 
(KL/ry ( ) 


Gc ~ 


This is the so-called tangent modulus or Engesser equation, proposed 
by F. Engesser in 1889. A plot of this equation for intermediate and 
Short-length columns of a material defined by the o—e diagram in 
Fig. 13-18a is shown in Fig. 13-18%. 

No actual column can be considered to be either perfectly straight 
or loaded along its centroidal axis, as assumed here, and therefore it 
is indeed very difficult to develop an expression that will provide a 
complete analysis of this phenomenon, As a result, other methods of 
describing the inelastic buckling of columns have been considered. One 
of these methods was developed by the aeronautical engineer F. R. 
Shanley and is called the Shanley theory of inelastic buckling. Although it 
provides a better description of the phenomenon than the tangent 
modulus theory, as explained here, experimental testing of a large 
number of columns, each of which approximates the ideal column, has 
shown that Eq. 13-20 is reasonably accurate in predicting the column's 
critical stress. Furthermore, the tangent modulus approach to modeling 
inelastic column behavior is relatively easy to apply. 





Ur. oL 






Inelastic Elastic 


Short and intermediate | Long columns 
length columns 


(b) 


Fig. 13-18 (cont.) 
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DOI 0002 


Fig. 13-19 


A solid rod has a diameter of 30 mm and is 6(X mm long. It is made of 
a material that can be modeled by the stress-strain diagram shown in 
Fig. 13-19, If it is used as a pin-supported column, determine the 
critical load. 


SOLUTION 
The radius of gvration is 


- E- (w/4)(iSmm)" _ 
s Wa N dime COR 


and therefore the slenderness ratio is 


KL — 1/600 mm) J 
r 75mm — 


Applving Eq. 13-20 we have, 


SE PE 5 
" EF a—— — EÈ 5 ü , 
ra = RLT p T OSE (U) 


First we will assume that the critical stress is elastic. From Fig. 13-19, 


150 MPa 
E= Ton 150 GPa 
Thus, Eq. 1 becomes 
Fa = L542(10 ")[150(10)] MPa = 231.3 MPa 


Since a, > m, © 150 MPa. inelastic buckling occurs. 
From the second line segment of the o—e diagram, Fig. 13-19, we 
have 


. do _ 270 MPa ~ 150 MPa 


ia 5 AED OA 


E, 


Applying Eq. | vields 
au = 1,542(10 7) [120(107)] MPa = 185.1 MPa 


Since this value falls within the limits of 150 MPa and 270 MPa, it is 
indeed the critical stress. 
The critical load on the rod is therefore 


Pa = ga A = 185.1(10") Pa[r (0.015 m^] = 131 kN Ans 
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PROBES —nnws 


13-46, Determine the load P required to cause the A-36 
steel WR X 15 column to fail cither by buckling or by 
yielding. The column is fixed at its base and free at its top. 





Prob, 13-46 


13-47, The hollow red brass C83400 copper alloy shaft is 
fixed at one end but free at the other end. Determine the 
maximum eccentric force P the shaft can support without 
causing it to buckle or yield, Also, find the corresponding 
maximum deflection of the shaft. 

"13-48, The hollow red brass C83400 copper alloy shaft is 
fixed at one end but free at the other end. If the eccentric 
force P = 5 kN is applied to the shaft as shown, determine 
the maximum normal stress and the maximum deflection. 





20 mm 


Section a — ar 


Probs. 13—47/48 


*13-49, The tube is made of copper and has an outer 
diameter of 35 mm and a wall thickness of 7 mm. Using à 
factor of safety with respect to buckling and yielding of 
F.S. = 2.5. determine the allowable eccentric load P. The 
tube is pin supported al its ends, E, = 120 GPa, ay = 
750 MPa 


13-50. The tube is made of copper and has an outer 
diameter of 35 mm and a wall thickness of 7 mm. Using a 
factor of safety with respect to buckling and yielding of 
FS. = 25, determine the allowable eccentric load P that it 
can support without failure The tube is fixed supported at 
its ends E, = 120 GPa, m, = 750 MPa. 


Probs, 13-49/50 


13-81. The wood column is fixcd at its base and can be 
assumed pin connected at its top. Determine the maximum 
eccentric load P that can be applied without causing the 
column to buckle or yield. E, = L8(10") ksi, oy = 8 ksi. 


*13-§2. The wood column is fixed at its base and can 
be assumed fixed connected at iis top, Determine the 
maximum eccentric load P that can be applied without 
causing the column to buckle or yield. Ey = 1.8(140*) ksi, 
my = 8 ksi. 





10 f 


Probs. 13-51/52 
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.13-53, The W200 x 22 A-36-steel column is fixed at its 
base. Its top is constrained to rotate about the v—v axis and 
free to move along the v—v axis, Also, the column is braced 
along the x-x axis at its mid-height. Determine the 
allowable eccentric force P that can be applied without 
causing the column either to buckle or yield. Use F.S. = 2 
against buckling and F.S. = 1.5 against vielding. 


13-84. The W200 x 22 A-36-steel column is fixed at its 
base. Its top is constrained to rotate about the y—v axis and 
free to move along the v—y axis, Also, the column is braced 
along the x-x axis al its mid-heipht. If P = 25 kN, 
determine the maximum normal stress developed in the 
column. 





13-55. The wood column is fixed at its base, and its top 
can be considered pinned. If the eccentric force P = 10 kN 
is applied to the column, investigate whether the column 
is adequate to support this loading without buckling or 
yielding. Take E = 10 GPa and oy = 15 MPa. 





*13-86. The wood column is fixed at its base, and its 
top ean he considered pinned, Determine the maximum 
eccentric. force P the column can support without 
causing it 10 either buckle or yield. Take FE = 10 GPa 
and gy = 15 MPa. 





150 ca =: 





a= Probs. 13-55/56 


013-87. The W250 X 28 A-36-steel column is fixed at its 
base. Its top is constrained to rotate about the -y axis and 
free to move along the yy axis. If e = 350 mm, determine 
the allowable eccentric force P that can be applied without 
causing the column either to buckle or yield. Use F.S. = 2 
against buckling and F.S. = 1.5 against yielding. 


13-88. The W250 x 28 A-36-stce! column is fixed at its 
base. Its top is constrained to rotate about the v—v axis and 
free to move along the y-y axis Determine the force P and 
its eccentricity ¢ so that the column will vield and buckle 
simultaneously. 





Probs. 13-57/58 





13-59, The steel column supports the two eccentric 
loadings, If it is assumed to be pinned at its top, fixed at the 
bottom, and fully braced against buckling about the y-y 
axis, determine the maximum deflection of the column 
and the maximum stress in the column. F. = 200 GPa 
oy = 360 MPa 


*13-60. The steel column supports the two eccentric 
loadings, Tf it is assumed to be fixed at its top and bottom, 
and braced against buckling ahout the y-y axis, determine 
the maximum deflection of the column and the maximum 
stress in the column, Ey = 200 GPa, my = 360 MPa 


ISU KN SKN 
120 mm — 






LOO mm 
10 mm -imj mm 
IIT 
om _ 100 mm — ¥ 

I0 mm 

r 

FPEM 
Probs. 13-59/60 


13-61. The W250 x 45 A-36-stecl column is pinned at its 
top and fixed at its base. Also, the column is braced along 
its weak axis at mid-height. If P = 250 kN, investigate 
whether the column is adequate to support this loading. 
Use F.S. — 2 against buckling and F.S. = 1.5 against 
yielding. 


013-62. The W250 x 45 A-36-stecl column is pinned at its 
top and fixed at its base. Also, the column is braced along 
its weak axis at mid-height, Determine the allowable force 
P that the column can support without causing it either 
to buckle of yield, Use F.S. = 2 against buckling and 
F.S, = 15 against yielding 
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P 
4 

-— 
25l! mm 





13-63. The W14 X 26 structural A-36 steel member is 
used as a 20-ft-long column that is assumed to be fixed at 
its top and fixed at its bottom, H the 15-kip load is applied 
at an eccentric distance of 10 in., determine the maximum 
stress in the column, 


"13-64, The WI4 X 26 structural A-36 steel member is 
used as a column that is assumed to be fixed at ils top and 
pinned at its bottom. If the 15-kip load is applied at an 
eccentric distance of 10 in., determine the maximum stress 
in the column. 





Probs. 13-63/64 
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*13-65, Determine the maximum eccentric load P the 
2014-Té-aluminum-slioy strut can support without causing 
it either to buckle or yield. The ends of the strut are 
pin-connected 


P 1) mm P 
150 mm 





Section a — u 


Prob, 13-65 


13-66. The WS x 48 structural A-36 steel column is fixed 
at its bottom and free at its Top. If it is subjected to the 
eccentric load of 75 kip, determine the factor of safety with 
respect to cither the initiation of buckling or viclding. 


13-67, The WS X 48 structural A-36 steel column is fixed 
at its bottom and pinned at its top. Tf it is subjected to the 
eccentric load of 75 kip, determine if the column fails by 
yielding, The column is braced so that it does not buckle 
about the y-r axis, 


TUP sin 


- y 





Probs. 1366/67 


*13-68. Determine the load P required to cause the stecl 
W12 x 50 structural A-36 steel column to fail cither by 
buckling or by vielding. The column is fixed at its bottom 
and the cables at its top act as a pin to hold it. 


13-69, Solve Prob, 13-68 if the column is an A-36 steel 
WI2 x 16section 








Probs. 13-68/69 


13-70. A column of intermediate length buckles when the 
compressive stress is 40 ksi, If the slenderness ratio is 60, 
determine the tangent modulus, 

13-71. The 6-{t-long column has the cross section shown 
and is made of material which has a stress-strain diagram 
that can be approximated as shown. lf the column is 
pinned at both ends, determine the critical load P. for the 
column 

*13-72, The 6-ft-long column has the cross section shown 
and is made of material which has a stress-strain diagram 
that can be approximated as shown. H the column is fixed 
at beth ends, determine the critical load P. for the 
column. 


i(ksi) 


405 in 
s NI 
U.5 in; 
Sin 
25 T. in. 
Sin 
é (In in.) 
un xia 
Probs. 13-71/72 








*13-73, The stress-strain diagram of the material of à 
column can be approximated as shown. Plot P/A vs KT./r 
for the column. 


a (MPa) 
350 
HW 
* e Fin in.) 
oul ine 


Prob, 13-73 


13-74. Construct the buckling curve, P/A versus L/r, 
for a column that has a bilinear stress-strain curve in 
compression as shown, The column is pinned at its ends, 


ir (MPa) 


24) 


etam /mrni 
ol ü.004 


Prob. 13-74 
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13-75, The stress-strain diagram for a material can be 
approximated by the two line segments shown, If a bar 
having à diameter of 80 mm and a length of 1.5 m is made 
from this material, determine the critical load provided the 
ends are pinned. Assume that the load acts through the axis 
of the bar. Use Engesser's equation, 


*13-76. The stress-strain diagram for a material can be 
approximated hy the two line segments shown, If a bar 
having a diameter of 80 mm and a length of 1.5 m is made 
from this material, determine the critical load provided the 
ends are fixed, Assume that the load acts through the axis of 
the bar. Use Engesser's equation. 


*13-77. The stress-strain diagram for a material can be 
approximated by the two line segments shown, If a bar 
having # diameter of 80 mm and length of 1.5 m is made 
from this material, determine the critical load provided one 
end is pinned and the other is fixed. Assume that the load 
acts through the axis of the bar. Use Engesser's equation, 


a (MPa) 


UK 


— 
mmm 347 "ENIM m) 


Probs. 13-75/76/77 
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*13.6 Design of Columns for 
Concentric Loading 


The theory presented thus far applies to columns that are perfectly 
straight. made of homogeneous material, and originally stress free. 
Practically speaking, though. as stated previously, columns are not 
pertectly straight, and most have residual stresses in them, primarily due 
to nonuniform cooling during manufacture. Also, the supports for 
columns are less than exact, and the points of application and directions 
of loads are not known with absolute certainty. In order to compensate 
for these effects, which actually vary from one column to the next, many 
design codes specify the use of column formulas that are empirical. By 
performing experimental tests on a large number of axially loaded 
columns, the results may be plotted and a design formula developed by 
curve-fitting the mean of the data. 

An example of such tests for wide-flange steel columns is shown in 
Fig. 13-20. Notice the similarity between these results and those of the 
family of curves determined from the secant formula, Fig. 13-16, The 
These long unbraced timber columns are reason for this similarity has to do with the influence of an "accidental" 
used to support the roof of this building. cocentricity ratio on the column 's strength. As stated in Sec. 13.4, this ratio 
has more of an effect on the strength of short and intermediate-leneth 
columns than on those that are long. Tests have indicated that ec/r^ can 
range from 0.1 to 0.6 for most axially loaded columns. 

In order to account for the behavior of different-length columns. design 
codes usuallv specify several formulas that will best fit the data within the 
short, intermediate, and long column range. Hence, each formula will apply 
only for a specific range of slenderness ratios, and so it is important that the 
engineer carefully observe the KL /r limits for which a particular formula is 
valid. Examples of design formulas for steel. aluminum, and wood columns 
that are currently in use will now be discussed. The purpose is to give some 
idea as to how columns are designed in practice, These formulas should not, 
however, be used for the design of actual columns, unless the code from 
which they are referenced is consulted. 





Ter 






Puler formula 
Eq. 13-6 


Short column Intermediate column Long column 
Fig. 13-20 
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Steel Columns. Columns made of structural steel can be designed 
on the basis of formulas proposed by the Structural Stability Research 
Council (SSRC). Factors of safety have been applied to these formulas and 
adopted as specifications for building construction by the American 
Institute of Steel Construction (AISC). Basically these specifications 
provide two formulas for column design. each of which gives the maximum 
allowable stress in the column for a specific range of slenderness ratios * 

For long columns the Euler formula is proposed, ie, Oya, = 





v E/(KLjry. s 
Application of this formula requires that a factor of safety F.S. = - = 1.92 
be applied. Thus, for design, 
Tallow ^ — (=) =- 5 = 2M) (13-21) 
23(KL/r}y ir 3! r 


As stated. this equation is applicable for a slenderness ratio bounded by 
200 and (KL/r).. A specific value of (K L/r), is obtained by requiring 
the Euler formula to be used only for elastic material behavior. Through 
experiments it has been determined that compressive residual stresses 
can exist in rolled-formed steel sections that may be as much às one-half 
the yield stress. Consequently, if the stress in the Euler formula is greater 
than Say, the equation will not apply. Therefore the value of (KL/r), is 
determined as follows: 


I TE (=) _ [rE 





a FY or 


2°" ^ (KLjr)? 


Columns having slenderness ratios less than ( KL/r), are designed on 
the basis of an empirical formula that is parabolic and has the form ; 
alk 


i (KL/rY Wy 
a ` - — — uo , 
max 2(KL/r),° y 0 


Since there is more uncertainty in the use of this formula for longer 
columns, it is divided by a factor of safety defined as follows: 


r c 


> 





0.261 


— (KL — (KLjry Eq. 13-21 
" 3 S(KL/r)  S(KLj/r)? 0 E KL 
Here it is seen that FS. = Ê = 1.67 at KL/r — ( and increases to uy 


9 


FS. = = 192 at (KL/r),. Hence, for design purposes, 


(KLjry 
tS ey 
2(KL/r) 


g (5/3) + |(/S( KL/r)/(KLjr),] — ((KL/r)' /& KLJr),?] 


Fig, 13-21 


masa (13-23) 


Equations 13-21 and 13-23 are plotted in Fig. 13-21. When applying any of 
these equations, either FPS or SI units can be used for the calculations. 


"The current ALSC code enables engineers to use one of two methods for design, namely, 
Load and Resistance Factor Design. and Allowable Stress Design. The latter is explained here 
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Aluminum Columns. Column design for structural aluminum is 
specified bv the Aluminum Association using three equations, cach 
applicable for a specific range of slenderness ratios Since several types of 
aluminum alloy exist, there is a unique set of formulas for each type. For a 


E Ai common alloy (2014-T6) used in building construction, the formulas are 
2k 

Ig kei RA 4 

Ik Taliow = 28 ksi j=—= 12 (13-24) 
r 
KL 
=" [n7 j 023( ZE) las 12<—=<S5 (13-25) 
KL ! j 

: ix 54 000 ksi L 
12 35 à — J 
Fig, 13-22 Tui (KL s (13-26) 


Titel k Sa l 


UK 





Eq. 13-29 


These equations are plotted in Fig. 13-22. As shown, the first two 
represent straight lines and are used to model the effects of columns in 
the short and intermediate range. The third formula has the same form as 
the Euler formula and is used for long columns, 


Timber Columns. Columns used in timber construction are 
designed on the basis of formulas published bv the National Forest 
Products Association (NFPA) or the American [Institute of Timber 
Construction (AITC). For example, the NFPA formulas for the 
allowable stress in short, intermediate, and long columns having a 
rectangular cross section of dimensions b and d, where d is the smallest 
dimension of the cross section, are 





Gas = L20ks 0s — =11 (13-27) 
d i / KL/d — 
ZI Ee 25A ) Jes <== 26 (13-28) 
540) ksi w KL 
— — M <— = 50 (13-29 
Oil ^ (KL/ay d 


Here wood has a modulus of elasticity of E, = 1.R(10`) ksi and an 
allowable compressive stress of 1.2 ksi parallel to the grain. In particular. 
Eq. 13-29 is simply Euler's equation having a factor of safety of 3. These 
three equations are plotted in Fig. 13-23. 
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Procedure for Analysis 


Colurnn Analysis 


* When using any formula to analyze a column, that is, to find its 
allowable load, it is first necessary to calculate the slenderness 
ratio in order to determine which column formula applies, 


* Once the average allowable stress has been calculated. the 
allowable load on the column is determined from P = cai, A. 


Column Design. 


* Ifa formula is used to design à column, that is to determine the 
column s cross-sectional area for a given loading and effective 
length, then a trial-and-check procedure generally must be 
followed when the column has a composite shape, such as a 
wide-flange section. 


One possible way to apply a trial-and-check procedure would be 
to assume the column's cross-sectional area, A‘, and calculate the 
corresponding stress a' = P/ A’. Also, use an appropriate design 
formula to determine the allowable stress oy)... From this, 
calculate the required column area Asya = P/O yn: 


If A' > Aga the design is safe. When making the comparison, 
it is practical to require A’ to be close to but greater than Areg'd- 
usually within 2-396. A redesign is necessary if A' < Aega- 


Whenever a trial-and-check procedure is repeated, the choice of 
an area is determined by the previously calculated required area. 
In engineering practice this method for design is usually 
shortened through the use of computer software or published 
tables and graphs. 





These timber columns can be considered 
pinned at thew bottom and fixed 
connected Lo the beams at their tops 
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EXAMPLE 


13.6 


Fig, 13-24 


An A-36 steel WIO x 100 member is used as a pin-supported column, 
Fig. 13-24. Using the AISC column design formulas, determine the 
largest load that it can safely support. 


SOLUTION 


The following data for a W10 x 100 is taken from the table in 
Appendix B. 


A-294im r,-460in. r, = 2.65 in. 


Since K = I for both x and y axis buckling, the slenderness ratio is 
largest if r, is used. Thus, 


KL _ 1(16 ft)(12in,/ft) 


= 7245 
r 2.65 in. 2A 


From Eq. 13-22, we have 


(HL) - =e 


r wy 


P [2m 2900) ksi] 
= 36 ksi 


= 126.1 


Here 0 < KL/r < (KLjr)., so Eq, 13-23 applies 


_ (KL/rY k 
2X(KI/ry] 
(5/3) + [G/8\(KL/r)/(KL/r),| — [LKL/rY /&(KL/r,'] 
" [1 = (72.45)°/2(126.1)7]36 ksi 
— (5/3) + [(3/8)(7245/126.1)] — [(72.45)°/8(126.1)"] 
= 16.17 ksi 


ÜU low — 


The allowable load P on the column is therefore 


š P 
; 16.17 kip/in? = —— 
ate pi = — ms 


P = 476 kip 
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The steel rod in Fig, 13-25 is to be used to support an axial load of 
18 kip. If Ea = 29(10°) ksi and ay = 50 ksi, determine the smallest 
diameter of the rod as allowed by the AISC specification. The rod is 
fixed at both ends. 


d 


| 
j | 
Hf 


Fig. 13-25 


SOLUTION 
For a circular cross section the radius of gyration becomes 


a z _ [ODay a 
A ajre 4 
Applying Eq. 13-22, we have 


= 107.0 


(zz) _ P2mE_ J2m'2900)ksi] 


r "y 50 ksi 


Since the rod's radius of gyration is unknown, KL/r is unknown, and 
therefore a choice must be made as to whether Eq. 13-21 or Eq. 13-23 
applies. We will consider Eq. 13-21. For a fixed-end column K = 0.5. so 


I2 E 
2X(K L/ry 
Skip — 12:7[29( 10?) kip/in] 
(1/4yrd — 23[0.5(15 
22.92 
d? 
d = 2.11 in. 


Tattow = 


= 1.1524? 


Use 
d = 2.25in, = 24 in. 
For this design, we must check the slenderness-ratio limits; i.e.. 
KL E 0.5( 15 fr )( 12 in./ft ) = 160 
r (2.25 in./4) 


Since 107.0 < 160 < 200, use of Eq. 13-21 is appropriate, 
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A bar having a length of 30 in. is used to support an axial compressive 
load of 12 kip, Fig. 13-26. It is pin supported at its ends and made of 
a 2014-T6 aluminum alloy. Determine the dimensions of its cross- 
sectional area if its width is to be twice its thickness. 


SOLUTION 

Since KL = Win. is the same for both x and y axis buckling, the 
larger slenderness ratio is determined using the smaller radius of 
gyration, i.e., using Jui, = Jy 


-VIJA JA VOMI] P 


Here we must apply Eq. 13-24, 13-25, or 13-26. Since we do not as yet 
know the slenderness ratio, we will begin by using Eq. 13-24. 


= 28 ksi 


12 kip 
2hib) | 
b = 0.463 in. 


Checking the slenderness ratio, we have 


KL 103.9 
Eme 0463 ^ 224.5 > 12 


Try Eq. 13-26, which is valid for KL/r = 55, 


P 54000 ksi 
A (KLjry 
12... 54000 
2b(b)  (103,9/by! 
hb = 105 in. 
From Eq. I, 


KL 103.9 


> "ng 3 >55 OK 


NOTE: It would be satisfactory to choose the cross section with 
dimensions 1 in. by 2 in. 
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A board having cross-sectional dimensions of 5.5 in. by 1.5 in. is used 
to support an axial load of 5 kip. Fig. 13-27. If the board is assumed 
to be pin supported at its top and bottom. determine its greatest 
allowable length L as specified by the NFPA, 


Skip 


5 kip 


Fig. 13-27 


SOLUTION 
By inspection, the board will buckle about the y axis. In the NFPA 
equations, d = 1.5 in. Assuming that Eq. 13-29 applies, we have 
P _ S40ksi 
A (KL/d) 
Skip _ S4üksi 
(SSin)LSin)  (IL/LSin.Y 


L = 448 in. 


KL - 1(44.8 in.) 
E d isin 


Since 26 < KL/d = 50, the solution is valid 
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fal PROBLEMS 








13-78. Determine the largest length of 4 structural A-36 
steel rod if it is fixed supported and subjected to an axial 
load of 100 kN. The rod has a diameter of 50 mm, Use the 
ATSC equations, 


13-79, Determine the largest length of a W10 x 45 
structural steel column if it is pin supported and subjected 
to an axial load of 290 kip, Ay = 29(10) ksi, ry = 50 ksi, 
Use the AISC equations. 


“13-80. Determine the largest length of a W10 x 12 
structural A-36 steel section if it is pin supported and is 
subjected to an axial load of 28 kip. Use the AISC equations. 


*13-81. Using the ATSC equations, select from Appendix B 
the lightest-weight structural A-36 steel column that is 14 ft 
long and supports an axial load of 40 kip. The ends are pinned, 
Take oy = 50 ksi, 


13-82, Using the ATSC equations, select from Appendix B 
the lightest-weight structural A-36 steel column that is 12 ft 
long and supports an axial load of 40 kip. The ends are fixed. 
Take my = SO ksi, 


13-83. Using the AISC equations, select from Appendix B 
the lightest-weight structural A-36 steel column that is 24 ft 
long and supports an axial load of 100 kip. The ends are 
fixed. 


“13-84. Using the AISC equations select from Appendix B 
the lightest-weight structural A-36 steel column that is 30 ft 
long and supports an axial load of 200 kip. The ends arc 
fixed. 


*13-85, A WR X 24 A-16-stecl] column of Af length is 
pinned at both ends and braced against its weak axis at mid- 
height. Determine the allowable axial force P that can be 
safely supporied by the column. Use the ATSC column 
design formulas, 


13-86. Check if a W10 x 39 column can safely support an 
axial force of P = 250 kip. The column is 20 ft long and is 
pinned at both ends and braced against its weak axis at 
mid-height. It is made of steel having £ = 29(10°) ksi and 
oy = 50 ksi. Use the AESC column design formulas. 


13-87. A 35-ft-long rod is used in à machine to transmit 
an axial compressive load of 3 kip, Determine its smallest 
diameter if it is pin connected at its ends and is made of a 
2014-T6 aluminum alloy. 


*13-88. Check if à W10 x 45 column can safely support 
an axial force of P = 200 kip. The column is 15 ft long and 
is pinned at both of its ends It is made of steel having 
E = 29(10°) ksi and ay = 50 ksi. Use the AISC column 
design formulas, 


*13-89, Using the AISC equations, check if à column 
having the cross section shown can support an axial force of 
1500 kN The column has a length of 4 m, is made from A-36 
steel, and its ends are pinned 


350 mm 
20 mm — As "T 20mm 


3U0 mum 
10 mm 


Prob, 13-89 


13-90. The A-36-stecl tube is pinned at both ends. If it 
is subjected to an axial force of 150 kN, determine the 
maximum length that the tube can safely support using the 
ATSC column design formulas. 





80 mm 





Prob. 13-90 


13.6 


13-91. The har is made of a 2014-T6 aluminum alloy. 
Determine its smallest thickness b if its width is 54, Assume 
that it is pin connected at ils ends. 


*13-92, The bar is made of a 2014-T6 aluminum alloy. 
Determine its smallest thickness b if its width is Sb, Assume 
that it is fixed connected at its ends, 


eux I 


att 


üü m 


Probs. 13-91/92 


013-93, The 2014-T6 aluminum column of 3-m length has 
the cross section shown. If the column is pinned at hoth 
ends and braced against the weak axis at its mid-height, 
determine the allowable axial force P that can be safely 
supported by the column. 


13-94. The 2014-T6 aluminum column has the cross 
section shown, Tf the column is pinned at both ends and 
subjected to an axial force. P = 100 kN. determine the 
maximum length the column can have to safely support the 
loading. 
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13-985, The 2014-T6 aluminum hollow section has the 
cross section shown. If the column is 10 ft long and is fixed 
a1 both ends, determine the allowable axial force P that can 
be safely supported by the column. 


*13-96. The 2013276 aluminum hollow section has the 
cross section shown. If the column is fixed at its base and 
pinned at its top, and is subjected to the axial foree 
P = 100 kip, determine the maximum length of the column 
for it to safely support the load, 





013-97, The tube is (1.25 in. thick, is made of a 2014-Tf 
aluminum alley, and is fixed at its bottom and pinned at its 
top. Determine the largest axial load that it can support. 


13-98, The tube is 0.25 in. thick, is made of a 2014-TH 
aluminum alloy, and is fixed connected al its ends. 
Determine the largest axial load that it can support 


13-99, The tube is 0.25 in. thick, is made of 2014-Tf 
aluminum alloy and is pin connected at its ends. Determine 
the largest axial load it can support 





P 


Probs. 13-97/98/09 








702 CHAPTER 13 BUCKLING OF COLUMNS 


*13-100. A rectangular wooden column has the cross 
section shown. H the column is 6 fr long and subjected to an 
axial force of P = 15 kip, determine the required minimum 
dimension a of its cross-sectional arca to the nearest 7; in, 
so that the column can safely support the loading, The 
column is pinned at both ends 


*13-101. A rectangular wooden column has the cross 
section shown. If a = 3in. and the column is 12 ft long, 
determine the allowable axial force P that can be safely 
supported by the column if it is pinned at its top and fixed at 
its base. 


13-102. A rectangular wooden column has the cross 
section shown. If a = 3 in. and the column is subjected to 
an axial force of P = 1S kip, determine the maximum 
length the column can have to safely support the load. The 
column is pinned at its top and fixed at its base. 


m 


oF 


Probes, 13-100 101/102 





13-103, The timber column has a square cross section and 
is assumed to be pin connected at its top and bottom. Tf it 
supports an axial load of $50 kip, determine its smallest side 
dimension a to the nearest $ in. Use the NFPA formulas, 


it 


Prob. 13-103 





“13-104. The wooden column shown ts formed hy gluing 
together the 6in, X (,5 in. boards If the column is pinned 
at both ends and is subjected to an axial load P = 20 kip, 
determine the required number of boards needed to form 
the column in order to safely support the loading, 





Prob, 13-104 


213-105. The column is made of wood. It is fixed at its 
bottom and free at its top. Use the NFPA formulas to 
determine its greatest allowable length if it supports an 
axial load of P = 2 kip. 


13-106. The column is made of wood. HQ is fixed at its 
bottom and free at its top. Use the NFPA formulas to 
determine the largest allowable axial load P that it can 
support if it has a length L = 4 ft. 





Probs. 13-105/106 
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*13.7 Design of Columns for 
Eccentric Loading 


at its edge or on an angle bracket attached to its side, such as shown in 

Fig. 13-284. The bending moment M = Pe, which is caused bv the iX 
eccentric loading, must be accounted for when the column is designed, 

There are several acceptable ways in which this is done in engineering | 
practice. We will discuss two of the most common methods, 


Use of Available Column Formulas. The stress distribution 
acting over the cross-sectional area of the column shown in Fig. 13-282 is 
determined from a superposition of both the axial force P and the bending 
moment M = Pe. In particular, the maximum compressive stress is (1) 
of, Me 

Tmax A i 


Occasionally à column may be required to support a load acting either P P 
M = Pe 








(13-30) 


A typical stress profile is shown in Fig. 13-285. If we conservatively 
assine that the entire cross section is subjected to the uniform stress 
Toye as determined from Eq. 13-30, then we can compare fma, with 
Oa. Which is determined using the formulas given in Sec. 13.6, 





Calculation of ojo. 1s usually done using the largest slenderness ratio (b) 
for the column, regardless of the axis about which the column 
experiences bending, This requirement is normally specified in design Fig. 13-28 


codes and will m most cases lead to a conservative design. If 


Ümay = (iñaw 


then the column can carry the specified loading, If this inequality does 
not hold, then the column s area A must be increased, and a new Fmax 
and my, Must be calculated. This method of design is rather simple to 
apply and works well for columns that are short or of intermediate 
length. 


Interaction Formula. When designing an eccentrivally loaded 
calumn it is desirable to see how the bending and axial loads interact. so 
that a balance between these two effects can be achieved. To do this, we 
will consider the separate contributions made to the total column area 
by the axial force and moment. If the allowable stress for the axial load is 
(a, unos, then the required area for the column needed to support the 
load P is 


P 
As. 
a — 


Similarly, if the allowable bending stress is then since 
I = Ar, the required area of the column needed to support the 
eccentric moment is determined from the flexure formula, that is 


704 





Typical example of a column used to 
support an eccentrie roof loading. 
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Mc 
POSER š 
(Op atom! 
The total area A for the column needed to resist both the axial load 
and moment requires that 


A; = 


P Me 2 
AA mu bL ea 
(a, Jallaw (Th E 
or 


PIA 


(m, Valtow 


Mc/ Ar 
c — 


í Th )anow 


Ta Ub. E (13-31) 


(ra Jutlow (erp, )utow 


Herc 


a, = axial stress caused by the force P and determined from 
m, * P/A, where A is the cross-sectional area of the 
column 

m, = bending stress caused by an eccentric load or applied 
moment M; a, is found from e, = Mc/7, where / is the 
moment af inertia of the cross-sectional area calculated 
about the bending or centroidal axis 


allowable axial stress as defined by formulas given in 
Sec. 13.6 or by other design code specifications. For this 
purpose, always use the largest slenderness ratio for the 
column, regardless of the axis about which the column 
experiences bending 


( Fa Jallow 


(Oy )anow 7 allowable bending stress as defined bv code specifications 


Notice that, if the column is subjected only to an axial load, then the 
bending-stress ratio in Eq. 13-31 would be equal to zero and the 
design will be based only on the allowable axial stress. Likewise, when 
no axial load is present, the axial-stress ratio is zero and the stress 
requirement will be based on the allowable bending stress. Hence, each 
stress ratio indicates the contribution of axial load or bending moment, 
Since Eq. 13-31 shows how these loadings interact, this equation 
is sometimes referred to as the interaction formula. This design 
approach requires a trial-and-check procedure, where it is required that 
the designer pick an available column and then check to see if the 
inequality is satisfied. If it is not, a larger section is then picked and the 
process repeated, An economical choice is made when the left side is 
close to but less than | 

The interaction method is often specified in codes for the design of 
columns made of steel, aluminum. or timber. In particular, for allowable 
stress design, the American Institute of Steel Construction specifies the 
use of this equation only when the axial-stress ratio o,/(Og)anow = 0.15, 
For other values of this ratio, a modified form of Eq. 13-31 is used 
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The column in Fig, 13-29 is made of aluminum alloy 2014-T6 and is 
used to support an eccentric load P. Determine the maximum 
magnitude of P that can be supported if the column is fixed at its base 
and free at its top, Use Eq. 13-30. 


Fig. 13-29 


SOLUTION 
From Fig. 13-105», K = 2. The largest slenderness ratio for the column 
is therefore 
2(80 in.) 
r NTO/12)(4 in. )(2 in. |/[(2 in.) 4 in.] 
Bv inspection, Eq. 13-26 must be used (277.1 > 55). Thus. 
SAO ksi 54 000) ksi 
—— — = 0,031 ss 
Two" (OMAY Ç 


The maximum compressive stress in the column is derermined from 
the combination of axial load and bending We have 

Pe) 
x S (Pe)c 
A I 
* P P(1 in.)(2 in.) 

2in(4in) — (1/12)(2in.)(4 in.) 
= 0.3125P 
Assuming that this stress is uniform over the cross section, we require 
Ü'ulow ^ Omni: 0,7031 = 0.3125P 
P = 2.25 kip Ans 


= 277.1 


Omas 
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M = P30 in} 


The A-36 steel W6 x 20 column in Fig 13-30 is pin connected at 
its ends and is subjected to the eccentric load P. Determine the 
maximum allowable value of P using the interaction method if the 
allowable bending stress is (zr) = 22 ksi. 


SOLUTION 
Here K = 1, The necessary geometric properties for the W6 x 20 are 
taken from the table in Appendix B. 


A=S87?in? J =414i  r,—H150i. — d —620in. 


We will consider r, because this will lead to the largest value of the 
slenderness ratio, Also, 7, is needed since bending occurs about the x 
axis (c — 6.20 in./2 — 3.10 in.). To determine the allowable compressive 
stress, we have 


RE I[LS ft( 12 in./ft)] 


F 1.50 in, = 120 


É 23 [29( 10" ] ksi 
(£) _ PTE- J — NL ines 
FJ. Ty 36 ksi 


then KL/r < (KL/r), and so Eq. 13-23 must be used. 
_ [Í GUnVXKLr)^Wwy 
(5/3) + [G/BKL/r)CKLjr),] — [(K Lir /8CKL/r)] 
[1 — (120)7/2(126.1)"]36 ksi 
(5/3) + [(3/8)(120)/(126.1)] — [(120)//8(126.1)7] 
= 10.28 ksi 


Applying the interaction Eq. 13-31 yields 
Ty of 


0 atiow 


n 
(Tahan — (Fn )attow = 


P15.87 in? Y P(30 in. )(3.10 in.)/(41.4 int) * 
10.28 ksi 22 ksi 
P = 843 kip Ans. 
Checking the application of the interaction method for the steel 
section, We require 
a, _ 843 kip/(5.87 in.) 


— -(140«015 OK 
(jaw 10.28 kip/in* 
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The timber column in Fig. 13-31 is made from two boards nailed 
together so that the cross section has the dimensions shown. If the 
column is fixed at its base and free at its top, use Eq. 13-30 to determine 
the eccentric load P that can be supported. 


Fig. 13-31 
SOLUTION 
From Fig. 13-105, K = 2. Here we must calculate K L/4d to determine 
which equation from Eqs. 13-27 through 13-29 should be used. 
Since Gyyow iS determined using the largest slenderness ratio, we 
choose d = 3 in. This is done to make this ratio as large as possible, 
and thereby vields the lowest possible allowable axial stress, We have 
L  2(60in.) | 


d Fin. 


Since 26 < KL/d < 50 the allowable axial stress is determined using 
Eq. 13-29. Thus, 


540) ksi 540 ksi 
= — = "(ay = (13375 ksi 
Applying Eq. 13-30 with es; = 0,4, we have 
m + — 
A l 
P P(4in.)(3 in.) 
(3in)6in)  (1/12)3in.)(6 in.) 
P = 1.22 kip 


Taila 


0.3375 ksi = 
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fal PROBLEMS 


13-107. The W14 x 53 structural A-36 steel column 
E supports an axial load of 80 kip in addition to un eccentric 
13 





M 
load P Determine the maximum allowable value of P based 
on the AISC equations of Sec. 13.6 and Eq. 13-30. Assumc 
the column is fixed at its base, and at its top il is [ree to sway 
in the x-z plane while it is pinned in the r=z plane, 


*13-108. The W12 x 45 structura] 4-36 steel column 
supports an axial load of SU kip in addition to an eccentric 
load of P = 60 kip. Determine if the column fails based on 
the ATSC equations of See. 13.6 and Eq. 13-30. Assume that 
the column is fixed at its base, and al its top it is free to sway 
in the x-z plane while it is pinned in the y-z planc. 


nf 


Probs, 1-109/110 


13-1H. The W14 X 43 structural A-36 steel column 
is fixed at its bottom and free at its top. Determine the 
greatest eccentric load P that can be applied using 
Eq. 13-30 and the AISC equations of Sec. 13.6. 


*13-112. The W10 x 45 structural A-36 steel column is 
fixed at its bottom and free at its top, If it is subjected to a 
load of P = 2 kip, determine if it is safe based on the AISC 
equations of Sec. 13.6 and Eq. 13-30. 





Probs. 13-107/108 au kin, 


I^ in 


*13-109.. The W14 X 22 structural A-36 steel column is 
fixed at its top and bottom. H a horizontal load (not shown) 
causes it to support end moments of M = 10 Kip *ft, 
determine the maximum allowable axial force P that can be 
applied. Bending is about the x-y axis Use the AISC 
equations of Sec, 13,6 and Eq, 13-30. mn 


13-110. The WI4 x 22 column is fixed at its top and 
bottom. If a horizontal load (not shown) causes it to support 
end moments of M = 15 kip*ft, determine the maximum 
allowable axial force P that can he applied. Bending is 
about the x-r axis Use the interaction formula with 
(Oy athe = 24 ksi Probs. 13-111/112 
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*13-113, The A-36-stecel WIN X 45 column is fixed at its 
base. Its top is constrained to move along the r—x axis but 
free to rotate about and move along the y—y axis Determine 
the maximum eccentric force P that can be safely supported 
by the column using the allowable stress method. 


13-114. The A-36-stecl. W10 x 45 column is fixed at its 
base, Its top is constrained to move along the x-x axis but 
free to rotate about and move along the y—v axis. Determine 
the maximum eccentric force P that can be safely supported 
by the column using an interaction formula, The allowable 
bending stress is (0; )ans = 15 ksi. 


13-115. The A-36-stecl W12 x 50 column is fixed at its 
base, Its top is constrained to move along the x-x axis but 
free to rotate about and move along the y-y axis If the 
cecentric force P = 15kip is applied to the column, 
investigate ifthe column is adequate to support the loading. 
Use the allowable stress method. 


“13-116. The A-36-stee! W12 x 50 column is fixed at its 
base, Its top is constrained to move along the x-x axis but 
free to rotate about and move along the -y axis. Tf the 
eccentric force P = ISkip is applied to the column, 
investigate if the column is adequate to support the loading. 
Use the interaction formula. The allowable bending stress is 
(0), bane = 15 ksi, 


Hfi 





Probs. 13-113/1H A/115/116 
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*13-117, A 16-It-lIong column is made of aluminum alloy 
2U14-T6. If it is fixed at its top and bottom, and a 
compressive load P is applied at point A, determine the 
maximum allowable magnitude of P using the equations of 
Sec. 13.6 and Eq. 13-30, 


13-118. A If-ft-long column is made of aluminum alloy 
20]4-T6, Tf it is fixed at its top and bottom, and a 
compressive load P is applicd at point A, determine the 
maximum allowable magnitude of P using the equations of 
Sec. 13.6 and the interaction formula with (ej), = 20 ksi 





Probs. 13-1 17/118 


13-119. The 2014-T6 hollow column is fixed at its base 
and free al its top. Determine the maximum ceccntric 
force P that can be safely supported by the column, Use the 
allowable stress method. The thickness of the wall for the 
section ist = 0.5 in, 


*13-120. The 2014-T6 hollow column is fixed at its base 
and free at its top, Determine the maximum eccentric force 
P that can be safely supported by the column. Use the 
interaction formula. The allowable bending stress is 
(rusas = 30 ksi, The thickness of the wall for the section is 
t = 05 in. 
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13-121. The 10-0-long bar is made of aluminum alloy 
2014-T6. TE it is fixed at its bottom and pinned at the top, 
determine the maximum allowable eccentric load P that can 
be applied using the formulas in See 13.6 and Eq. 13-30. 


13-122. The 10-fiJong bar is made of aluminum alloy 
2014-16. If it is fixed at its bottom and pinned at the top. 
determine the maximum allowable eccentric load P that 
can be applied using the equations of Sec, 13.6 and the 
interaction formula with {i)a = 18 ksi 





Probs. 13-121/122 


13-123, The rectangular wooden column can he 
considered fixed at its base and pinned at its top. Also, the 
column is braved at its mid-height against the weak axis. 
Determine the maximum eccentric force P that can be safely 
supported by the column using the allowable stress method. 


"13-124. The rectangular wooden column can be 
considered fixed at its base and pinned at its top. Also, the 
column is braced at its mid-height against the weak axis. 
Determine the maximum eccentric force P that can be 
safely supported by the column using the interaction 
formula, The allowable bending stress is {h)a = 15 ksi. 


3m 


^5in— 





Probs, 13-124/124 





*13-125, The lü-in-diameter utility pole supports the 
transformer that has à weight of 600 Ib and center of gravity 
at G. If the pole is fixed to the ground and free al its 
lop, determine if it is adequate according w the NFPA 
equations of Sec, 13.6 and Eq, 13-30 





Prob. 13-125 


13-126, Using the NFPA equations of Sec. 13.6 and 
Eq. 13-30, determine the maximum allowable eccentric 
load P that can be applied to the wood column. Assume that 
the column is pinned al both its top and bottom. 


13-127. Using the NFPA cquations of Sec. 13.6 and 
Eq. 13-30, determine the maximum allowable eccentric 
load P that can be applied to the wood column. Assume that 
the column is pinned at the top and fixed at the bottom. 


v 





Probs. 13-126/127 





CHAPTER REVIEW 


Buckling is the sudden instability that occurs 
in columns or members that support an axial 
compressive load. The maximum axial load 
thal a member can support just before 
buckling is called the critical load Por 


The critical load for an ideal column is 
determined from Eulers formula, where 
K = 1 for pin supports, K = 05 for fixed 
supports, K = 0.7 for a pin and a fixed 
support and K = 2 fora fixed support and a 
free end. 


If the axial loading is applied cocentrically 
to the column, then the secant formula can 
be used to determine the maximum stress 
in the column. 


When the axial load causes vielding of the 
material, then the tangent modulus should 
be used with Euler's formula to determine 
the critical load for the column. This is 
referred to as Engesser's equation. 


Empirical formulas based on experimental 
data have been developed for use in the 
design of steel, aluminum, and timber 
columns. 


CHAPTER Rewew 
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E REVIEW PROBLEMS 


*13-128. The wood column is 4 m long and is required to 
support the axial load of 25 KN, If the cross section is square, 
determine the dimension a of cach of its sides using a factor 
of safety against buckling of FS. = 25 The column is 
assumed to be pinned at its top and bottom. Use the Euler 
equation. Ey = 11 GPa, and ay = 10 MPa. 





Prob. 13-128 


313-129, If the torsional springs attached to ends A and 
C of the rigid members AB and BC have a stiffness k, 
determine the critical load Por- 





Prob. 13-129 


13-130. Determine the maximum intensity w of the 
uniform distributed load that can be applied on the beam 
without causing the compressive members of the supporting 
truss to buckle, The members of the truss are made from 
A-36-steel rods having à -mm diameter. Use FS, = 2 
against buckling. 





Prob. 13-134 


13-131. The W10 x 45 stecl column supports an axial load 
of 60 kip in addition to an cccentric load P, Determine the 
maximum allowable value of P based on the ATSC equations 
of Sec, 13.6 and Eq. 13-30. Assume that in the x-z plane 
K, = 1.0 and in the y-z plane K, = 2.0. Ea = 29( 10") ksi, 
my = 50 ksi, 





Prob, 12-13) 


*13-132, The A-36-stecl column can he considered pinned 
at its top and fixed at its base. Also, it is braced at its 
mid-height along the weak axis. Investigate whether a 
W250 x 45 section can safely support the loading shown 
Use the allowahle stress method. 


*13-133, The A-3f-sicel column can he considered pinned 
at its top and fixed al its base, Also, it is braced at 
its mid-height along the weak axis Investigate whether a 
W250 x 45 section can safely support the loading shown. 
Use the interaction formula. The allowable bending stress is 
(Tpha = 100 MPa, 





Probs. 13-132/133 
13-134, The member has a symmetric cross section, If it is 


pin connected at its ends determine the largest force it can 
support. Tt is made of 2014-T6 aluminum alloy. 


5 in. 





Prob. 13-134 
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13-135, The W200 x 46 A-d-stee! column can be 
considered pinned at its top and fixed at its base, Also, the 
column is braced at its mid-height against the weak axis, 
Determine the maximum axial load the column ean support 
without causing it to buckle 





Prob. 13-135 


*13-136. The structural A-36 steel column has the eross 
section shown. If it is fixed at the bottom and free at the top, 
determine the maximum force P that can be applied at A 
without causing it to huckle or yield. Use a factor of safety 
of 3 with respect to buckling and yielding 


*13-137. The structural A-36 stec] column has the cross 
section shown, If itis fixed at the bottom and free at the top, 
determine if the column will buckle or vield when the load 
P — 10 kN, Use a factor of safety of 3 with respect to 
buckling and yielding 


= 20) mm 
10 mm —⸗ mm 


100 mm A 
Ji iam 
4m 1 aw 
I 


0mm 


Probs. 13-136/137 








As piles are driven in place, their ends are subjected to impact loading. The nature of 


impact and the energy derived fram it must be understood in order to determine the 


stress developed within the pile. 





Energy Methods 


CHAPTER OBJECTIVES 


In this chapter, we will show how to apply energy methods to solve 
problems involving deflection. The chapter begins with a discussion of 
work and strain energy, followed by a development of the principle of 
conservation of energy. Using this principle, the stress and deflection 
of a member are determined when the member is subjected to 
impact. The method of virtual work and Castigliano's theorem are 
then developed, and these methods are used to determine the 
displacement and slope st points on structural members and 
mechanical elements. 


14.1 External Work and Strain Energy 


The deflection of joints on a truss or points on à beam or shaft can be 
determined using energy methods Before developing any of these 
methods, however, we will first define the work caused by an external 
force and couple moment and show how to express this work in terms of 
a body's strain energy, The formulations to be presented here and in the 
next section will provide the basis for applying the work and energy 
methods that follow throughout the chapter, 
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Fig. 14-1 


Work of a Force. In mechanics a force does work when it 
undergoes a displacement dx that is in the same direction as the force. The 
work done is a scalar, defined as dU, = F dx. If the total displacement is 
A. the work becomes 


à 
U. = / F dx (14-1) 
B 


To show how to apply this equation, we will calculate the work done 
by an axial force applied to the end of the bar shown in Fig, 14-14. As the 
magnitude of the force is gradually increased from zero to some limiting 
value F = P, the final displacement of the end of the bar becomes A. If 
the material behaves in à linear-elastic manner, then the force will be 
directly proportional to the displacement; that is F = (P/A)x. 
Substituting into Eq. 14-1 and integrating from 0 to A, we get 


U;= bPa (14-2) 


Therefore, as the force is gradually applied to the bar, its magnitude 
builds from zero to some value P, and consequently, the work done is 
equal to the average force magnitude, P/2, times the total displacement 
A. We can represent this graphically as the light-blue shaded area of the 
triangle in Fig. 14—1c. 

Suppose, however, that P is already applied to the bar and that another 
force P" is now applied, so that the end of the bar is displaced further by 
an amount A’, Fig. 14-15. The work done by P' is equal to the gray 
shaded triangular area, but now the work done bv P when the bar 
undergoes this further displacement is 


U = PA (14-3) 


Here the work represents the dark-blue shaded rectangular area in 
Fig. 14-1c. In this case P does not change its magnitude, since the bar's 
displacement A’ is caused only bv P'. Therefore, work here is simply the 
force magnitude P times the displacement A’. 
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Work of a Couple Moment. A couple moment M does work 
when it undergoes an angular displacement d8 along its line of action, 
The work is defined as dU, = M dé, Fig. 14-2. If the total angular 
displacement is 8 rad, the work becomes 


ü 
U,= [mao (144) 
" 


As in the case of force, if the couple moment is applied to a body 
having linear elastic material behavior, such that its magnitude is 
increased gradually from zero at # = 0 to M at @, then the work is 


Mô (14-5) 


However, if the couple moment is already applied to the body and other 
loadings further rotate the body by an amount 6', then the work is 


Us = Me 


Strain Energy. When loads are applied to a body, they will deform 
the material. Provided no energy is lost in the form of heat, the external 
work done by the loads will be converted into internal work called strain 
energy, This energy, which is always positive, is stored in the body and is 
caused by the action of either normal or shear stress. 


Normal Stress. If the volume element shown in Fig. 14-3 is subjected 
to the normal stress a.. then the force created on the element's 
top and bottom faces is dF. * a-dA = e. dx dy. If this force is 
applied gradually to the element. like the force P discussed previously, 
its magnitude is increased from zero to dF., while the element 
undergoes an elongation dA. = e. dz. The work done by dF. is therefore 
dU, = idF, dA, = ifa, dx dy]e. dz. Since the volume of the element 
is dV. = dx dy dz, we have 


dU, = los dV (14-6) 


Notice that dU; is always positive, even if ar. is compressive, since a. and 
€. will always be in the same direction. 

In general then, if the body is subjected only to a uniaxial normal stress 
a, the strain energy in the body is then 


u, = | av (14-7) 
V < 


M 


Fig. 14-2 
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Also, if the material behaves in a linear-clastic manner, then Hooke's law 
applies, and we can express the strain energy in terms of the normal 
Stress as 


(14-8) 





Shear Stress. A strain-energy expression similar to that for normal 
stress can also be established for the material when it is subjected 
to shear stress. Consider the volume element shown in Fig. 14-4. Here 
the shear stress causes the element to deform such that only the shear 
force dF = r(dx dy), acting on the top face of the element, is displaced 
ydz relative to the bottom face. The vertical faces only rotate, and 
therefore the shear forces on these faces do no work. Hence, the strain 
energy stored in the element is 


dU, = slr(de dy)|y dz 
or since dV = dx dy dz 
dU, = srydV (14-9) 
The strain energy stored in the body is therefore 


U, = [Zw (14-10) 
8 


Like the case for normal strain energy, shear strain energy is always 
positive since and y are always in the same direction. If the material is 
linear clastic, then, applying Hooke's law, y = 7/G, we can express the 
strain energy in terms of the shear stress as 


(14-11) 
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(al (b) 


Fig. 14-5 


In the next section, we will use Eqs. 14-8 and 14-11 to obtain formal 
expressions for the strain energy stored in members subjected to several 
types of loads Once this is done we will then be able to develop the 
energy methods necessary to determine the displacement and slope at 
points on a body. 


Multiaxial Stress. The previous development may be expanded to 
determine the strain energy in a body when it is subjected to a general 
state of stress, Fig. 14-54. The strain energies associated with each. of 
the normal and shear stress components can be obtained from Eqs. 14—6 
and 14-9. Since energy is a scalar. the total strain energy in the body is 





therefore 
T I l l 
U, = : Bouts t Oey + TTE: 
rl a < 4 
E v2 I " 
tztfsyu* PT: + FY dV (14-12) 


The strains can be eliminated by using the generalized form of Hooke's 
law given by Eqs. 10-18 and 10-19. After substituting and combining 
terms, we have 


U, = nb ES a.) = gone, +a: + ays.) 


r — r. + r, + me) | dV (14-13) 


l 
2G 
If only the principal stresses a), o>, oy act on the element, Fig. 14—-55. 
this equation reduces to a simpler form, namely. 


t= [ze tag a;) - mime: + as, + oy) (14-14) 


This equation was used in Sec. 10.7 as a basis for developing the 
maximum-distortion-enerey theory. 
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14.2 Elastic Strain Energy for Various 
Types of Loading 


Using the equations for elastic strain energy developed in the previous 
section, we will now formulate the strain energy stored in a member 
when it is subjected to an axial load, hending moment, transverse shear, 
and torsional moment. Examples will be given to show how to calculate 
the strain energy in members subjected to each of these loadings. 


Axial Load. Consider a bar of variable vet slightly tapered cross 
section, Fig. 14-6. The internal axial force at a section located a distance x 
from one end is N. If the cross-sectional area at this section is A, then the 
normal stress on the section is e = N/A. Applying Eq. 14-8. we have 





a. N: 
: U = | 24v = $ -4V 
— 2E v2EA 





91e If we choose an element or differential slice having a volume 


dV — Adx, the general formula for the strain energy in the bar is 
therefore 


(14-15) 





For the more common case of a prismatic bar of constant cross- 
sectional area A, length L, and constant axial load N, Fig. 14-7, 
Eq. 14-15, when integrated, gives 


(14-146) 





PF dt Notice that the bar's elastic strain energy will increase if the length of 
the bar is increased, or if the modulus of elasticity or cross-sectional area 
is decreased. For example, an aluminum rod [En = 10(10°) ksi] will 
store approximately three times as much energy as a steel rod 
[Ea = 29(10°) ksi] having the same size and subjected to the same load. 
However, doubling the cross-sectional area of a rod will decrease its 
ability to store energy by one-half. The following example illustrates 
this point numerically, 
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One of the rwo high-strength steel bolts A and B shown in Fig. 14-8 is 
to be chosen to support a sudden tensile loading. For the choice it is 
necessarv to determine the greatest amount of elastic strain energy 
that each bolt can absorb. Bolt A has a diameter of 0.875 in. for 2 in. 
of its length and a root (or smallest) diameter of 0.731 in. within the 
(.23-in. threaded region. Bolt B has “upset” threads, such that the 
diameter throughout its 2.25-in. length can be taken as 0.731 in. In 
both cases, neglect the extra material that makes up the threads. Take 
Es = 29(MP) ksi, zy = 44 ksi. 


A a J £ 
í f 
a — 11,875 in. H pe 
i25 = ie 
NDE. 


0.731 in 


Fig. 14-8 
SOLUTION š, 


Bolt A. If the bolt is subjected to its maximum tension, the 
maximum stress of oy © 44 ksi will occur within the 0.25-in. region. 
This tension force is 


Pus vA kd [mmy = 1847 kip 


Applying Eq. 14-16 to each region of the bolt, we have 


» (18.47 kip) (2 in.) , 1847 kip) (.25 in.) 
—O2[m(0.875 in./2)][29(107) ksi] — far (0.731 in /2) ][29 (10) ksi] 
= 0.0231 in. -kip Ans. 


Bolt B. Here the bolt is assumed to have a uniform diameter of 
0.731 in. throughout its 2.25-in. length. Also, from the calculation above, 
it can support a maximum tension force of Pinay = 18.47 kip. Thus, 


18.47 kip) (2.25 in. 
( ip) t 0pm dy A 


NOTE: By comparison, bolt B can absorb 36% more elastic energy 
than bolt A, because it has a smaller cross section along its shank. 
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Bending Moment. Since a bending moment applied to a straight 
prismatic member develops normal stress in the member, we can use 
Eq. 14-8 to determine the strain energy stored in the member due 
to bending. For example, consider the axisymmetric beam shown in 
Fig. 14-9. Here the internal moment is M, and the normal stress acting on 
the arbitrary element a distance y from the neutral axis is e = M v/7. If 
the volume of the element is dV = dA dx. where dA is the area of its 
exposed face and dx is its length, the elastic strain energy in the beam is 





= [r= fe =) 4A dx 


or 





L > N 
U, = š = (oaa )os 
n 2EF A 


Realizing that the area integral represents the moment of inertia of the 
area about the neutral axis, the final result can be written as 


(14-17) 





To evaluate the strain energy, therefore, we must first express the 
internal moment as a function of its position x along the beam, and then 
perform the integration over the beam's entire length. The following 
examples illustrate this procedure. 





Fig. 14-9 


*Recall that the flexure formula. as used here, cun also be used with justifiable accuracy 
to determine the stress im slightly tapered bears. (See Sec. 6.4.) So in the general sense. J 
in Eq. 14-17 may also have to be expressed as a function of x 
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Determine the elastic strain energy due to bending of the cantilevered 
beam in Fig. 14-10. El is constant. 





Fig. 14-10 


SOLUTION 

The internal moment in the beam is determined by establishing the x 
coordinate with origin at the left side. The left segment of the beam is 
shown in Fig. 14-10%. We have 


{+ =Mya = fh; 


Applying Eq. 14-17 yields 


N M? dx [Ex de. wt f^. 
= — — ———— — x dx 
"^ fe 2E ^ 2EI SEI Ja 


wel 
]) = —— 
U, 40EI 


We can also obtain the strain energy using an x coordinate having 
its origin at the right side of the beam and extending positive to the 
left, Fig. 14—10c. In this case, 


(+=My,=0; -M- wa(ž) + wL(x)— — 0 


wl? x 
2 TwLx— 45) 


Applving Eq. 14-17, we obtain the same result as before; however, 
more calculations are involved in this case. 
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P Determine the bending strain energy in region AB of the beam 


(w) 


Fig. 14-11 


shown in Fig. 14-1 1a. El is constant. 


C 
SOLUTION 
A free-body diagram of the beam is shown in Fig. 14-115. To obtain 
the answer we can express the internal moment in terms of any one 
of the indicated three "x" coordinates and then apply Eq. 14-17, 
Each of these solutions will now be considered. 


Ü = x, = L. From the free-body diagram of the section in 
Fig. 14-1 le, we have 


b+ EMya = Ü: 


M` dx [= dx, PL’ 
U, = = — — 
n 


ZET 2E] 7 = 


0 x. L. Using the free-body diagram of the section in 
Fig. 14-11d gives 
(+EMy,=0; —M,+ 2P(x;) — P(x, + L) = Q0 

M; = P(x, v L) 


us [ss _ [IP L da Pr 


2E] L 3ET "epp. e 


L=x,=2L, From the free-body diagram in Fig. 14-11e, we have 
(+EMy,= 0;  -Mi t2P(x- L) - Pix) = 0 
M: = Pix; * 2L) 


* M* dx _ tä [ P(x; — 2L)| dxa ME. ^. 
"o J^ ME ^ 2EI 


NOTE: This and the previous example indicate that the strain 
energy for the beam can be found using amy suitable x coordinate. [t is 
only necessary to integrate over the range of the coordinate where the 
internal energy is to be determined. Here the choice of x; provides 
the simplest solution. 
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Transverse Shear. ‘The strain energy due to shear stress in a beam 

element can be determined by applying Eq. 14-11. Here we will consider 

the beam to be prismatic and to have an axis of symmetry about the v 

axis as shown in Fig. 14-12. If the internal shear at the section x is V, then 

the shear stress acting on the volume element of material, havinp an area 

dA and length dx, is 7 = VQ/Tt. Substituting into Eq. 14-11, the strain v 
energy for shear becomes 


[Fa - |} (Hey dA dx 
ZEE CEDE 





^ E : — Fig. 14-12 
The integral in parentheses can be simplified if we define the form factor 
for shear as 
fir s Š IA (14-18) 
' AT 


(14-19) 





The form factor defined by Eq. 14-18 is a dimensionless number that 
is unique for each specific cross-sectional area. For example. if the beam 
has a rectangular cross section of width b and height h. Fig. 14-13, then 


zb 
dA = bdy 
j= Lp 





(h/2) — y } , b í ie > 
“y. (y | ie a esto 


Substituting these terms into Eq. 14-18, we get 


Ag p 1 
f = J (E -¥] bdy = 
TE Ponsa 


The form factor for other sections can be determined in a similar manner, 
Once obtained, this factor is substituted into Eq. 14-19 and the strain 
energy for transverse shear can then be evaluated. 


Fiy. 14-13 


(14-20) 


ils 
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Determine the strain energy in the cantilevered beam due to shear 
if the beam has a square cross section and is subjected to a uniform 
distributed load w, Fig. 14-14. El and G are constant. 


Fig, 14-14 


SOLUTION 
From the free-body diagram of an arbitrary section, Fig. 14-145, we have 


+TZ3F,=0; -V—-wx-0 
V = -wx 


Since the cross section is square, the form factor f, = 2 (Eq. 14-20) 
and therefore Eq. 14-19 becomes 


Wem dx 3w 
(Uy, = Mee 2G [S * dx 


uL 
(Uh = SGA Ans. 
NOTE: Using the results of Example 14.2, with A = a, / = 4a’, the 
ratio of shear to bending strain energy is 


(Ui ) w^ L'/5Gir 
(U). y AL 
Since G = E/2(1 + v) and v = š (Sec. 10.6). then as an upper 


bound. E = 3G, so that 
(U,), (z ) 
— — 
(U, 


It can be seen that this ratio will increase as L decreases. However. 
even for very short beams, Where, say, L = Sa, the contribution due to 
shear strain energy is only 8% of the bending strain energy. For this 
reason, the shear strain energy stored in beams is usually neglected in 
engineering analysis 
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Torsional Moment. To determine the internal strain energy in a 
circular shaft or tube due to an applied torsional moment, we must apply 
Eq. 14-11. Consider the slightly tapered shaft in Fig. 14-15. A section of 
the shaft taken a distance x from one end is subjected to an internal 
torque T. The shear stress distribution that causes this torque varies 
linearly from the center of the shaft. On the arbitrary element of area 
dA and length dx. the stress is 7 = Tp/J. The strain energy stored in the 
shaft is thus 


r l Tay L T? 
u= [Lav - ES dA dx = [ xe [oaa os 


Since the area integral represents the polar moment of inertia / for the 
shaft at the section, the final result can be written as 


(14-21) 





The most common case occurs when the shaft (or tube) has a constant 
cross-sectional area and the applied torque is constant, Fig. 14-16. 
Integration of Eq. 14-21 then gives 


TL 


Ui = 567 


(14-22) 


From this equation we may conclude that. like an axially loaded member, 
the energy-absorbing capacity of a torsionally loaded shaft is decreased by 
increasing the diameter of the shaft, since this increases J. 


| Important Points 


A force does work when it moves through a displacement. When 
a force is applied to a body and its magnitude is increased 
gradually from zero to F, the work is U = (F/2)A, whereas if the 
force is constant when the displacement occurs then U — FA. 


A couple moment does work when it displaces through a rotation. 


Strain energy is caused by the internal work of the normal and 
shear stresses. [t is always a positive quantity. 


The strain energy can be related to the resultant internal loadings 
N,V, M, and T. 


As the beam becomes longer, the strain energy due to bending 
becomes much larger than the strain energy due to shear. For this 
reason, the shear strain energy in beams can generally be neglected. 


The following example illustrates how to determine the strain energy 
in a circular shaft due to a torsional loading 





>. 
Š 
' = dA 
x p 
1 
+ 


Fig. 14-15 





Fig. 14-16 
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The tubular shaft in Fig. 14—17a is fixed at the wall and subjected to 
two torques as shown. Determine the strain energy stored in the shaft 
due to this loading. G — 75 GPa. 


Fig. 14-17 


SOLUTION 

Using the method of sections, the internal torque is first determined 
within the two regions of the shaft where it is constant, Fig. 14-175. 
Although these torques (40 N*«m and 15 N*m) are in opposite 
directions, this will be of no consequence in determining the strain 
energy, since the torque is squared in Eq. 14-22. In other words, the 
strain energy is always positive. The polar moment of inertia for the 
shaft is 


j= F1(0.08 m) — (0.065 m)*] = 36.30(10°°) m! 


Applying Eq. 14-22, we have 
TL 
u=} 2G] 
2 (40 N «m (0.750 m) (15 N*m)'(0.300 m) 
— 2[75(007) N/m?]36.30(10 *) m* — 2(75(10) N/m2]36.30(10 5) m* 
= 23341 Ans 
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= PROBLEMS 


14-1. A material is subjected to a general state of plane *14-5. Determine the strain energy in the rod assembly. 
stress. Express the strain energy density in terms of the Portion AB is steel, BC is brass and CD is aluminum. 
clastic constants F. G, and p and the stress components m, , E, = 200 GPa, Epe = 101 GPa, and E,, = 73.1 GPa. 

Fy and T,,. 

















B edi SIN 
300 mm Ai mm aiit mm= 
Prob, 14-1 Prob. 14-5 

14-2, The strain-energy density must be the same whether 

the state of stress is represented by m,, m,, and Tiy, or 

by the principal stresses e and «5. This being the case, 

equate the strain-energy expressions for cach of these two , à 

cases and show that G = E/[2(1 + v)]. 14-6. H P = 60 kN, determine the total strain energy 
stored in the truss, Each member has a cross-sectional arca 

14-3, Determine the strain energy in the stepped of 2.5(10*] mm? and is made of A-36 steel. 


rod assembly. Portion AB is steel and BC is 3 ë ; 
brass E, = 101 GPa, E, = 200 GPa, (oy), = 310 MPa, 14-7. Determine the maximum force P and the 
(my), = 250 MPa. corresponding maximum total strain energy stored in the 


truss without causing any of the members to have 
permanent deformation. Each member has the cross- 


100 mm sectional area of 2.510") mm? and is made of A-36 steel. 





Prob, 14-3 


*14-4, Determine the torsional strain energy in the A-36 
steel shaft. The shaft has a diameter of 40 mm. 






AXI N-m 





Prob. 14-4 Probs. 14-0/7 
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“14-8. Determine the torsional strain energy in the A-36 
steel shaft. The shalt has a radius of 30 mm. 





*14-9, Determine the torsional strain energy in the A-36 
stecl shaft. The shaft has a radius of 40 mm. 





14-10. Determine the torsional strain energy stored in the 
tapered rod when it is subjected to the torque T. The rod is 
made of material having a modulus of rigidity of G. 





Prob, 14-16 





14-11. The shaft assembly is fixed at C. The hollow 
segment BC has an inner radius of 20 mm and outer radius 
of 4) mm, while the solid segment AB has a radius of 
20 mm. Determine the torsional strain energy stored in the 
shaft, The shaft is made of 2014-T6 aluminum alloy, The 
coupling at B is rigid, 





Prob. 14-11 


*14-12, Consider the thin-walled tube of Fig. 5-28. Use 
the formula for shear stress, 7, = T/214,,, Eq. 5-18, and 
the general equation of shear strain energy, Eq. 14-11, to 
show that the twist of the tube is given by Eq. 5-20, 
Hinr. Equate the work done by the torque T to the strain 
energy in the tube, determined from integrating the strain 
energy for a differential element, Fig. 14-4, over the volume 
of material. 


*14-13, Determine the ratio of shearing strain energy to 
bending strain energy for the rectangular cantilever beam 
when it is subjected to the loading shown. The beam is made 
of material having a modulus of elasticity of E and Poisson's 
ratio of z. 





Section a = à 


Prob. 14-13 
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14-14. Determine the bending strain-energy in the beam 
due to the loading shown, F7 is constant. 


*14-17, Determine the bending strain energy in the A-36 
steel beam. J = 99,2 (10^) mm. 





Prob, 14-14 


14-15, Determine the bending strain energy in the beam. 
El is constant. 


*14-16, Determine the bending strain energy in the A-36 
structural steel Will x 12 beam, Obtain the answer using 
the coordinates (a) x; and x,, and (b) x; and x3- 


6 kip 


“| 


- wn 


Prob. 14-16 


Prob, 14-17 


14-18, Determine the bending strain energy in the A-36 
steel beam due to the distributed load, 7 = 122 (10^) mm". 


ISkN/m 








— — “ 


Prob, 14-18 


14-19, Determine the strain energy in the Horizontal 
curved bar due to torsion, There is a vertical force P acting 
at its end. JG is constant, 





P 


Proh, 14-19 
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*14-20. Determine rhe bending strain energy in the beam 
and the axial strain energy in each of the two rods The 
beam is made of 2014-T6 aluminum and has a square cross 
section 50 mm by 50 mm. The rods are made of A-36 steel 
and have a circular cross section with a 20-mm diameter, 





bem» Ss » — i n J 


Prob. 14-20 


114-21. The pipe lies in the horizontal plane, If it is 
subjected to a vertical force P at its end, determine the 
strain energy due to bending and torsion. Express the 
results in terms of the cross-sectional properties 7 and J, and 
the material properties E and G. 





Prob, 14-21 


14-22. The beam shown is tapered along its width. If a 
force P is applied to its end, determine the strain energy in 
the beam and compare this result with that of a beam that 
has a constant rectangular cross section of width b and 
height h. 








Prob, 14-22 


14-23. Determine the bending strain energy in the 
cantilevered beam duc to a uniform load w. Solve the 
problem two ways. (a) Apply Eq. 14-17, (b) The load w dx 
acting on a segment dx of the beam is displaced a distance y, 
where v = w(—x! + 4£?x — 31*)/(24E 1). the equation of 
the clastic curve. Hence the internal strain energy in the 
differential segment dx of the beam is equal to the external 
work, Le., dU, = 4(w dx)( —v). Integrate this equation to 
obtain the total strain energy in the beam. Fl is constant. 


w cle 





Prob. 14-23 


*14-24. Determine the bending strain energy in the 
simply supported beam due to à uniform load w. Solve the 
problem two ways. (4) Apply Eq. 14-17. (b) The load w dr 
acting on the segment dx of the beam is displaced a distance 
y, where y = w(—r! + 2L = E'x)/(24ET), the equation 
of the elastic curve Hence the internal strain energy in the 
differential segment dx of the beam is equal to the external 
work, Le, dU, = iw dx)(—y). Integrate this equation to 
obtain the total strain energy in the beam. E] is constant. 


w dt 
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14.3 Conservation of Energy 


All energy methods used in mechanics are based on a balance of energy, 
often referred to as the conservation of energy. In this chapter, only 
mechanical energy will be considered in the energy balance; that is, the 
energy developed by heat, chemical reactions, and electromagnetic 
effects will be neglected. As a result, if a loading is applied slowly to a 
body, then physically the external loads tend to deform the body so that 
the loads do external work U, as they are displaced. This external work 
on the body is transformed into internal work or stram energy U,, which 
is stored in the body. Furthermore, when the loads are removed, the 
strain energy restores the body back to its original undeformed position, 
provided the material's elastic limit is not exceeded. The conservation of 
energy for the body can therefore be stated mathematically as 





U, = U, (14-23) 


We will now show three examples of how this equation can be applied 
to determine the displacement of a point on a deformable member or 
structure. As the first example, consider the truss in Fig. 14-18 subjected 
to the load P, Provided P is applied gradually, the external work done 
by P is determined from Eq. 14-2, that is U, = 3PA, where A is the 
vertical displacement of the truss at the joint where P is applied. 
Assuming that P develops an axial force N in a particular member, the 
strain energy stored in this member is determined from Eq 14-16, that is, 
U, = NTL/2AE. Summing the strain energies for all the members of the 
truss, we can write Eq. 14-23 as 


l NL 
sPA = > — (14-24) 





Once the internal forces (N) in all the members of the truss are 
determined and the terms on the right calculated, it is then possible to 
determine the unknown displacement A. 
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Fig. 14-19 


Fig. 14-20 


As a second example, consider finding the vertical displacement A 
under the load P acting on the beam in Fig. 14-19. Again, the external 
work is U, = EPA. In this case the strain energy is the result of internal 
shear and moment loadings caused by P. In particular, the contribution 
of strain energy due to shear is generally neglected in most beam 
deflection problems unless the beam is short and supports à very large 
load, (See Example 14.4.) Consequently, the beam's strain energy will be 
determined only by the internal bending moment M, and therefore, 
using Eq. 14-17, Eq. 14—23 can be written symbolically as 





dx (14-25) 


Once M is expressed as a function of position x and the integral is 
evaluated, A can then be determined, 

Asa last example, we will consider a beam loaded by a couple moment 
M, as shown in Fig, 14-20. This moment causes the rotational 
displacement & at the point of application of the couple moment, Since 
the couple moment only does work when it rotates, using Eq. 14-5, the 
external work is U, = LM. Therefore Eq. 14-23 becomes 





L ? 
2 M48 = | M dx ( 14-26) 
< i 


Here the strain energy is the result of the internal bending moment 
M caused by application of the couple moment Mo. Once M has been 
expressed as a function of x and the strain energy evaluated, then 4 
which measures the slope of the clastic curve can be determined. 

In each of the above examples, it should be noted that application of 
Eq. 14-23 is quite limited, because only a single external force or couple 
moment must act on the member or structure. Also, the displacement 
can only be calculated at the point and in the direction of the external 
force or couple moment. If more than one external force or couple 
moment were applied, then the external work of each loading would 
involve its associated unknown displacement. As a result, all these 
unknown displacements could not be determined, since only the single 
Eq. [4-23 is available for the solution. Although application of the 
conservation of energy as described here has these restrictions, it does 
serve as an introduction to more general energy methods, which we will 
consider throughout the rest of this chapter 
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The three-bar truss in Fig. 14-214 is subjected to a horizontal force of 
5 kip. If the cross-sectional area of each member is 0.20 in^, determine 
the horizontal displacement at point B. E = 29( 10°) ksi. 


Skip 


WP Nye = 577 kip 


Nay = 2:80 kip 


"ag. 14-21 


SOLUTION 
We can apply the conservation of energy to solve this problem 
because only a single external force acts on the truss and the required 
displacement happens to be in the same direction as the force, 
Furthermore, the reactive forces on the truss do no work since they 
are not displaced. 
Using the method of joints, the force in each member is determined 
as shown on the free-body diagrams of the pins at B and C, Fig. 14-215. 
Applving Eq. 14-24, we have 
| NL 
2PA = EAE 
(289 kip) (2ft) | (—5.77 kip)'(4 ft) 
2AE 2AE 
n (5 kipy) (3.46 ft) 
2AE 


47,32 kip- ft 
(Ag), — — 


Notice that since N is squared, it does not matter if a particular 
member is in tension or compression. Substituting in the numencal 
data for A and E and solving, we get 


47.32 kip + ft(12 in./ft) 
(0.2 in^ )[29( 107) kip/in'] 
= (10979 in, — 


25 kp) (Ap), = 


(Ap), * 
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The cantilevered beam in Fig. 14-22a has a rectangular cross section 
and is subjected to a load P at its end. Determine the displacement of 
the load. El is constant. 


SOLUTION 
The internal shear and moment in the beam as a function of x are 
determined using the method of sections, Fig. 14-22), 
When applying Eq. 14-23 we will consider the strain energy due to 
both shear and bending. Using Eqs. 14-19 and 14-17, we have 
L 4 L yg? 
Na E 
2 o 2GA a EI 
x rk (S) - PY dx "(cPxydx  3PLO PD i 
— -2GA r SGA GET VO 
The first term on the right side of this equation represents the strain 
energy due to shear, while the second is the strain energy due to 
bending. As stated in Example 14.4, for most beams the shear strain 
energy is much smaller than the bending strain energy. To show when 
this is the case for the beam in Figure 14—22a, we require 
RPL DL 
S GA 6El 
3 PL , PL 
SG(bh)  eE[S(biP)] 
— 
5G Er 
Since É = 3G (see Example 14.4), then 


L) 
09 x ( h 


Hence if L is relatively long compared with h, the beam becomes 
slender and the shear strain energy can be neglected. In other words, 
the shear strain energy becomes important only for short, deep beams. 
For example, beams for which L = 5/r have approximately 28 times 
more bending strain energy than shear strain energy, so neglecting the 
shear strain energy represents an error of about 3.6%, With this in 
mind, Eq. | can be simplified to 








= PROBLEMS 
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*14-25. Determine the horizontal displacement of joint A 
Each bar is made of A-36 steel and has a cross-sectional 
arca of 1.5 in. 


Prob. 14-25 





14-26, Determine the horizontal displacement of joint C. 
AF is constant. 





Proh. 14-26 


14-27. Determine the vertical displacement of joint C AE 
is constant. 





T5 Prob. 14-27 


*14-28. Determine the horizontal displacement of joint D. 
AE is constant. 


D C 





Proh. 14-28 


*14-29. The cantilevered beam is subjected to a couple 
moment M, applied at its end. Determine the slope of the 
beam at B. E] is constant. 





Prob. 14-29 


14-30. Determine the vertical displacement of point C of 
the simply supported 606]-T6 aluminum beam. Consider 
both shearing and bending strain energy. 


Xi kip 





I2 in 


Section a — d 


Proh. 14-30 
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14-31. Determine the slope at the end B of the A-36 steel 
beam. 7 = 80010") mm*, 





: 2 - 


Prob. 14-31 


*14-32. Determine the deflection of the beam at its center 
caused by shear, The shear modulus is G. 


Prob, 14-32 


*14-33, The A-36 steel bars are pin connected at B and C. 
If they each have a diameter of 30 mm, determine the slope 
at E, 





14-34, The A-36 steel bars are pin connected at B. If 
each has à square cross section, determine the vertical 
displacement at B. 


uU) Ih 





I——sn m. li — 
Prob, 14-34 


14-35. Determine the displacement of point B on the 
A-36 steel beam. 7 = 80010") mm" 





Prob, 14-35 


*14-36, The rod has a circular cross section with à moment 
of inertia 7. Tf a vertical force P is applied at A, determine 
the vertical displacement at this point. Only consider the 
strain energy due to bending. The modulus of elasticity is E. 





Proh. 14-36 





*14-37. The load P causes the open coils of the spring to 
make an angle @ with the horizontal when the spring is 
stretched. Show that for this position this causes a torque 
T = PR cos and a bending moment M = PR sin é at the 
cross section. Use these results to determine the maximum 
normal stress in the material. 


14-38, The coiled spring has n coils and is made from à 
material having a shear modulus G. Determine the stretch 
of the spring when it is subjected to the load P. Assume that 
thc coils are close to cach other so that @ = (^ and thc 
deflection is caused entirely by the torsional stress in the coil. 





Probs. 14-57/38 


14-39, The pipe assembly is fixed at A. Determine 
the vertical displacement of end C of the assembly. The 
pipe has an inner diameter of 40 mm and outer diameter 
of itl mm and is made of A-36 steel. Negleet the shearing 
strain energy. 
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*14-40. The rod has a circular cross section with à polar 
moment of inertia J and moment of inertia 7. Tf à vertical 
force P is applied at A, determine the vertical displacement 
at this point. Consider the strain energy due to bending and 
torsion, The material constants are F and G. 





Prob. 14—40 


*]14-41, Determine the vertical displacement of end B of 
the frame, Consider only bending strain energy. The frame 
is made using two A-36 steel. W460 x 68 widc-Ilangc 
sections 





Proh. 14-41 











740 CHAPTER 14 ENtacy METHODS 


14.4 Impact Loading I I 


— Throughout this text we have considered all loadings to be applied to a 
im body in a gradual manner, such that when they reach a maximum value the 





| body remains static, Some loadings, however, are dynamic: that is, they 
* vary with time. A typical example would be caused by the collision of 
- A objects, This is called an impact loading. Specifically, impact occurs when 
one object strikes another, such that large forces are developed berween 

the objects during a very short period of time. 

If we assume no energy is lost during impact, due to heat, sound or 
localized plastic deformations, then we can study the mechanics of impact 
using the conservation of energy. To show how this is done, we will first 
analvze the motion of à simple block-and-spring svstem as shown in 
Fig. 14-23. When the block is released from rest, it falls a distance ñ. 
striking the spring and compressing it a distance A, before momentarily 
coming to rest. If we neglect the mass of the spring and assume that the 
spring responds elastically, then the conservation of energy requires that 
the energy of the falling block be transformed into stored (strain) energy 
in the spring; or in other words, the work done by the block's weight, 
falling A + Agus. is equal to the work needed to displace the end of the 
spring by an amount Amar- Since the force in a spring is related to Ama bv 
the equation F = KA, where & is the spring stiffness, then applying the 
conservation of energy and Eq, 14-2, we have 





Fig. 14-23 


l 
W(h 4 Å mas) = {kA mar) Anes 


Wht + Amman) = Ska, (14-27) 


` 
- 


2W (WA _ 
k Dosis x k J =f) 


This quadratic equation may be solved for Amas- The maximum root is 


a Eo 
W I í W Y° W^" 
Ae = No) +AT) 


^ 
Amas 7 


H the weight W is supported statically by the spring, then the top 
displacement of the spring is A, = W/k. Using this simplification, 
the above equation becomes 


—— T 
Ama = Ag + V (Ag)? + 2A, 





or 
| f l 

This crash barier is designed to absorb Anes = Ay| 1 + y1 +2 +) (14-28) 
the impact energy of moving vehicles. Ay 
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Once A, is calculated, the maximum force applied to the spring can 
be determined from 


Fass = KA mn (14-29) 


It should be realized. however, that this force and associated 
displacement occur only at an instant. Provided the block does not 
rebound off the spring, it will continue to vibrate until the motion 
dampens out and the block assumes the static position, A... Note also 
that if the block is held just above the spring, # = 0, and released, then, 
from Eq. 14-28. the maximum displacement of the block is 


Ama = 2Àà 





In other words, when the block is released from the top of the spring 
(a dynamic load), the displacement is twice what it would be if it were set 
on the spring (a static load), 

Using à similar analysis, it is also possible to determine the maximum 
displacement of the end of the spring if the block is sliding on a smooth 
horizontal surface with a known velocity v just before it collides with the 
spring, Fig. 14-24. Here the block's kinetic energy.* +(W/g)v’, will be 
transformed into stored energy in the spring. Hence. 





U. = U, 
Wa E: 
Ilr)” = hth 
Wi 
Ana = V DU (14-30) 
Since the static displacement at the top of the spring caused by the Fig. 14-24 
weight W resting on it is A,, = W/k, then 
— ‘ex (14-31) 


The results of this simplified analysis can be used to determine both the 
approximate deflection and the stress developed in a deformable member 
when it is subjected to impact. To do this we must make the necessary 
assumptions regarding the collision, so that the behavior of the colliding 
bodies is similar to the response of the block-and-spring models discussed 
above. Hence we will consider the moving body to be rigid like the block 
and the stationary body to be deformable like the spring. Also, it is assumed 
that the material behaves in a linear-elastic manner. When collision occurs, 
the bodies remain in contact until the elastic body reaches its maximum 
deformation, and during the motion the inertia or mass of the elastic body is 
neglected. Realize that cach of these assumptions will lead to a conservative 
estimate of both the maximum stress and deflection of the elastic body. In 
other words, their values will be larger than those that actually occur. 


*Recall from physics that kinetic energy 1s “energy of motion.” For the translation of à 
body it is determined from Hmi”. where m is the body's mass. »n = Wg. 
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A few examples of when this theory can be applied are shown in 
d Fig. 14-25. Here à block of known weight is dropped onto a post and a 
| beam, causing them to deform a maximum amount Amar- The energy of 
h the falling block is transformed momentarily into axial strain energy in 
| 2 the post and bending strain energy in the beam.* In order to determine 
mos 


the deformation Ama: we could use the same approach as for the 
block-spring system, and that is to write the conservation-of-energv 
equation for the block and post or block and beam, and then solve for 
Amare However, we can also solve these problems in a more direct 
manner by modeling the post and beam by an equivalent spring. For 
example. if a force P displaces the top of the post A = PL/AE, then à 
spring having a stiffness k — AE/L would be displaced the same amount 
by P that is. À = P/k. In a similar manner, from Appendix C, a force P 
applied to the center of a simply supported beam displaces the center 
A = PL'/AREI. and therefore an equivalent spring would have a 
stiffness of k = 48E7/L*. It is not necessary, however, to actually find the 
equivalent spring stiffness to apply Eq. 14-28 or 14—30. All that is needed 





E to determine the dvnamic displacement, Amar, is to calculate the static 
T displacement, Sy, due to the weight P, = W of the block resting on the 

h member. 
Once Amas is determined, the maximum dynamic force can then be 
calculated from P,,, = KA may- If we consider Pinar to be an equivalent 
A... static load then the maximum stress in the member can be determined 


using statics and the theory of mechanics of materials Recall that this 
stress acts only for an instant. In reality, vibrational waves pass through 
the material, and the stress in the post or the beam, for example, does not 
remain constant. 

The ratio of the equivalent static load P,,,, to the static load Pa = W 
is called the impact factor. n. Since Py, = Kå mua and Py = KA. then 
from Eq. 14-28, we can express it as 


Fig. 14-25 


(14-32) 





: This factor represents the magnification of a statically applied load so 
The members of this crash guard must be that it can be treated dynamically. Using Eq. 14-32, n can be calculated 
esigmed Lo resist a presenbed impact loading š - : e 
IER AREER ENF. AE RM? T DET CR: for any member that has a linear relationship between load and 
deflection. For a complicated system of connected members, however, 
impact factors are determined from experience and experimental 
testing. Once n is determined, the dynamic stress and deflection at the 
point of impact are easily found from the static stress a, and static 
deflection A, caused by the load W, that is, ay. = may and 
A max T nay. 


*Strain energy duc to shear is neglected for reasons discussed m Example 144 


Important Points 


Impact occurs when a large force is developed between two 
objects which strike one another during a short period of time. 

We can analyze the effects of impact by assuming the moving 
body is rigid, the material of the stationary body is linear elastic, 
no energy is lost during collision, the bodies remain in contact 
during collision, and the inertia of the elastic body is neglected. 


The dynamic load on a body can be determined by multiplying 
the static load by an impact factor. 


The aluminum pipe shown in Fig. 14-26 is used to support a load of 
150 kip, Determine the maximum displacement at the top of the pipe 
if the load is (a) applied gradually, and (b) applied by suddenly 
releasing it from the top of the pipe when # = 0. Take 
Ey = 10(10°) ksi and assume that the aluminum behaves elastically. 


SOLUTION 
Part (a). When the load is applied gradually, the work done by the 
weight is transformed into elastic strain energy in the pipe. Applying 
the conservation of energy, we have 
U, = U, 
| Wek 


WL 150 kip( 12 in.) 
AE  m|(3in y — (25in.Y]IO0( WP) kip/in? 
= (1.02083 in. = 0.0208 in. 


As 


Part (b). Here Eq. 14-28 can be applied, with A = (. Hence, 


dee] 


= 2A, = 2(0.02083 in.) 
= (10417 in. Anx 


Hence, the displacement of the weight when applied dynamically is 
twice as great as when the load is applied statically In other words, the 
impact factor is n = 2, Eq. 14-32. 


14.4 


IMPact LOADING 





743 
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The A-36 steel beam shown in Fig. 14-27a is a W10 x 39. Determine 
the maximum bending stress in the beam and the beam’s maximum 
deflection if the weight W = 1.50 kip is dropped from a height h = 2 in, 
onto the beam. Ey = 29( 10") ksi. 


SOLUTION | 
We will apply Eq. 14-28. First, however, we must calculate A,,. Using 
the table in Appendix C. and the data in Appendix B for the 
properties of a W10 X 39, we have 

WL?  (L50kip)y16 ft)'(12 in./fty* 


AL. uL ero SR IE ce EMI 
*  ARED — AS[29(109) ksi](209 in?) me» 


beri 


s 
0.03649 in. 
The equivalent static load that causes this displacement is therefore 
ARE! 48( 29( 10") ksi) (209 ini) 
Puau'9773 u m (0400 in.) e 12:3 kii 
up ma” 06 ft? (12 infty? n P 
The internal moment caused by this load is maximum at the center 
of the beam, such that by the method of sections, Fig. 14-27h, 
Maux = PaaL/4. Applying the flexure formula to determine the 
bending stress, we have 


E Pitt 2E Aer 
— — e s 
_ 12[29(10°) kip/in?](0.420 in.)(9.92 in./2) 


(16 ft (12 in./ft)? 


= 0.03649 afi * il + x ) = 0,420 in. Ans. 


= 19.7 ksi Ans 


SOLUTION II 

It is also possible to obtain the dynamic or maximum deflection 
Ana, from first principles. The external work of the falling weight 
W is Up= Wik + Ama) Since the beam deflects Ams and 
Pans = BETA mn L). then 


Wih + Ann) = E 


l 
1-50 kip)(2 in. + À == 
Sia mat) i (16 ft) (12 in./ftP 
2055A,,, ~ L50A,,, - 300 = 0 
Solving and choosing the positive root yields 


Asa = 0.420 in. 


mite 


48[29(10°) kip/in^|209 T š 
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A railroad car that is assumed to be rigid and has a mass of 80 Mg is 

moving forward at a speed of v = 0.2 m/s when it strikes a steel 

200-mm by 200-mm post at A, Fig. 14—28a. If the post is fixed to the 

ground at C, determine the maximum horizontal displacement of its 200 mm 

top B due to the impact. Take E, = 200 GPa. To mm 


B Im 


SOLUTION de 
Here the kinetic energy of the railroad car is transformed into internal c 
bending strain energy only for region AC of the post. (Region BA is 

not subjected to an internal loading.) Assuming that point A is 

displaced (À ,),,,,. then the force Pag that causes this displacement 

can be determined from the table in Appendix C. We have 


= BET A 4) max 


Puan 
Lc 


(l) 


Ae e 
U, = Uj; aj E FP masl AA) 


p PIER (o _ [mv Lac 
"v = E De mas: (A a)i p AEI 


Substituting in the numerical data vields 


(a in e 1162 iri 
3[200(10*) N/m']| (0.2 m)*] 


Using Eq. 1, the force Pmax is therefore 


| 34200(10") N/m^]| (0.2 m)"](0.01162 m) z 


in = 754 kN 
E (1.5 m)' 


With reference to Fig. 14-28), segment AB of the post remains 
straight. To determine the maximum displacement at B, we must first 
determine the slope at A, Using the appropriate formula from the 
table in Appendix C to determine #4, we have 


275.4(10°) N (1.5 my 
= (0.01162 rad 
The maximum displacement at B is thus 


(An)ux = (AAmir + aban 
= 11.62 mm + (001162 rad) 1(10°) mm = 232mm Ans 
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fal] PROBLEMS 


14-42. A bar is 4 m long and has à diameter of 30 mm. If it 
is to be used to absorb energy in tension from an impact 
loading, determine the total amount of clastic energy that it 
can absorb if (a) it is made of steel for which 
Ea = 200 GPa, oy = 800 MPa, and (b) it is made [rom an 
aluminum alloy for which E,, = 70 GPa, my = 405 MPa. 


14-43, Determine the diameter of a red brass CR3400 har 
that is 8 ft long if it is to be used to absorb 800 ft-lb of 
energy im tension [rom an impact loading. No yielding occurs, 


*14—4. A stecl cable having a diameter of 0.4 in. wraps 
over a drum and is used to lower an elevator having a weight 
of 800 lb. The elevator is 150 ñ below the drum and is 
descending at the constant rate of 2 ft/s when the drum 
suddenty stops. Determine the maximum stress developed in 
the cable when this occurs By = 29(10°) ksi, oy = 50 ksi, 


ISU ft 





*14-45, The composite aluminum bar is made from two 
segments having diameters of 5 mm and 10 mm. Determine 
the maximum axial stress developed in the bar if the 5-kg 
collar is dropped from a height of h 100 mm, 
Ey = 70 GPa, Ty = 410 MPa, 





Prob. 14-45 


14-46. The composite aluminum bar is made from two 
segments having diameters of 5 mm and 10 mm. Determine 
the maximum height # from which the 5-kg collar should 
be dropped so that it produces a maximum axial stress in the 
bar of oy = 300 MPa, Fy = 70 GPa, my = 410 MPa. 








14-47, The S-kg block is traveling with the speed of 
p 4 m/s just before it strikes the 6061-T6 aluminum 
stepped cylinder. Determine the maximum normal stress 
developed in the cylinder. 


"14-48. Determine the maximum speed w of the 5-kg 


block without causing the 6061-T6 aluminum stepped 
cylinder to yield after it is struck by the block, 


| p" mm—j-3w * 





Probs, 14—47/48 


*14-49, The steel beam AB acts to stop the oncoming 
railroad car, which has a mass of 10 Mg and is coasting 
towards it at » = 0,5 m/s, Determine the maximum stress 
developed in the beam if it is struck al its center by the 
car. The beam is simply supported and only horizontal 
forces occur at A and B. Assume that the railroad car 
and the supporting framework for the beam remains rigid. 
Also, compute the maximum deflection of the beam, 
E, = 200 GPavsry = 250 MPa. 


200 mm 
u = US MA A TUMI mm j 
n n 
Im 
Im 
H 
Prob. 14-49 


14-50, The aluminum bar assembly is made from two 
segments having diameters of 40 mm and 20 mm. 
Determine the maximum axial stress developed in the har if 
the 10-kg collar is dropped from a height of 4 = 150 mm. 
Take E, = 7) GPa, dy = 410 MPa. 
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14-81. The aluminum bar assembly is made from two 
segments having diameters of 40 mm and 20 mm. 
Determine the maximum height A from which the 60-kg 
collar can be dropped so that it will not cause the bar ta 
vield, Take £,, = 70 GPa, zy = 410 MPa. 





Probs. 14-50/51 


“14-52. The 50b weight is falling at 3 ft/s at the instant it 
is 2 [t above the spring and post assembly. Determine the 
maximum stress in the post if the spring has a stiffness of 
k = 200 kip/in. The post has a diameter of 3 in. and a 
modulus of clasticity of E = 6.80(10') ksi. Assume the 
material will not yield 





Prob, 14-52 
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014-53, The 50-ky block is dropped from h = 600 mm 
onto the bronze CS6100 tube, Determine the minimum 
length L the tube can have without causing the tube to yield. 


14-54, The 50-kg block is dropped from # = 600 mm 
onto the bronze C86100 tube. If L = 900 mm, determine 
the maximum normal stress developed in the tube. 






hi GUO mas 


Section a = a 


Probs. 14-53/54 


14-55. The steel chisel has a diameter of 0.5 in. and a 
length of 10 in. hi is struck by à hammer that weighs 31b, and 
at the instant of impact it is moving at 12 ft/s. Determine 
the maximum compressive stress in the chisel, assuming 
that 80% of the impacting energy goes into the chisel, 
Ea = 29(WP) ksi, ay = 100 ksi. 





*14-86. The sack of cement has a weight of 90 |b If it is 
dropped from rest at a height of 4 = 4 ft onto the center of 
the W10 X 39 structural steel A-36 beam, determine the 
maximum bending stress developed in the beam duc to the 
impact. Also, what is the impact factor? 


014-57. The sack of cement has 2 weight of 90 Ih. 
Determine the maximum height A from which it can be 
dropped from rest omo the center of the W10 x 39 
structural steel A-36 beam so that the maximum bending 
stress due to impact does not exceed 30 ksi. 





14-58. The tugboat has a weight of 120 000 Ib and is 
traveling forward at 2 It /s when it strikes the 12-in.-diameter 
fender post AB used to protect à bridge pier, Tf the post is 
made from treated white spruce and is assumed fixed at the 
river bed, determine the maximum horizontal distance 
the top of the post will move due to the impact, Assume 
the tughoat is rigid and neglect the effect of the water. 





14-89, The wide-flange beam has a length of 2L, š depth 
2c, and a constant FZ Determine the maximum height ñ 
at which a weight W can be dropped on its end without 
excecding 4 maximum clastic stress Oax in the beam. 





“14-60, The Sü-kg block C is dropped from h = 1.5 m 
onto the simply supported beam, If the beam is an A-36 
steel W250 x 35 wide-flange section, determine the 
maximum bending stress developed in the beam. 


*14-61. Determine the maximum height # from which the 
Sl-kg block C can be dropped without causing yielding in 
the A-36 steel W310) x 39 wide flange section when the 
block strikes the beam, 


14-62, The diver weighs 150 |b and, while holding himself 
rigid, strikes the end of a wooden diving board (# = 0) with 
a downward velocity of 4 ft/s, Determine the maximum 
bending stress developed in the board. The board has a 
thickness of 1.5 in, and width of 15 ft. E, = L8(10") ksi, 
gy = 8 ksi. 
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14-63, The diver weighs 150 |b and, while holding himself 
rigid, strikes the end of the wooden diving board, 
Determine the maximum height # from which he can jump 
onto the board so that the maximum bending stress in the 
wood does not exceed 6 ksi, The board has a thickness of 
L5 in. and width of 1.5 ft. £, = 1.8(107) ksi 





Probs. 14-62/63 


*14-64, The weight of 175 tb is dropped from a height of 
4 ft from the top of the A-36 steel beam. Determine the 
maximum deflection and maximum stress in the beam if the 
supporting springs at A and B each have a stiffness of 
k = 500 Ib/in. The beam is 3 in. thick and 4 in. wide, 


*14-65, The weight of 175 th, is dropped from a height of 
4 ft from the top of the A-36 steel beam. Determine the load 
factor m if the supporting springs at A and 8 each have a 
stiffness of & = 300 Ib/in. The beam is 3 in. thick and 4 in. 
wide, 


— —— — 7 [TT 3 in 
= t+ 
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14-66. Block C of mass 50 ke is dropped from height 
h 09m onto the spring of stiffness & = 150 kN/m 
mounted on the end B of the 6061-T6 aluminum cantilever 
beam. Determine the maximum bending stress developed 
in the heam. 

14-67. Determine the maximum height # from which 
200-kg block C can he dropped without causing the 6061 T6 
aluminum cantilever heam to vield. The spring mounted on 
the end B of the beam has a stiffness of k = 150 kN/m. 


x 
+ 
E; 








100 mm 
H 
. La [dr 
ut un 
3m Section a- a 
Probs. 14—66/67 


*14-68. The 20]4-T6 aluminum bar AB can slide freely 
along the guides mounted on the rigid crash barrier. If the 
railcar of mass 10 Mg is traveling wilh a speed of 
w= 1.5 m/s, determine the maximum bending stress 
developed in the bar. The springs at A and B have a stiffness 
of k = 15 MN/m. 

*14-69, The 2014-16 aluminum bar AS can slide freely 
along the guides mounted on the rigid crash barricr. 
Determine the maximum speed e the 10-Mg railcar without 
causing the bar to yield when it is struck by the railcar. The 
springs at À and B have a stiffness of k = 15 MN/m. 


3X! mm 





3u mm 


"m 





14-70. The simply supported W1 x LS structural A-36 
steel beam lies in the horizontal plane and acts as a shock 
absorber for the 500-Ib block which is traveling toward it at 
5 ft/s. Determine the maximum deflection of the beam and 
the maximum stress in the beam during the impact, The 
spring has a stiffness of k = 1000 Ib/in. 


12 ft 





2 ft 





Prob. 14-70 


14-71. The car bumper is made of polycarbonate- 
polybutylene terephthalate. H E. = 2.0 GPa, determine the 
maximum deflection and maximum stress in the bumper if it 
strikes the rigid post when the car is coasting at v = 0.75 m/s, 
The car has a mass of L80 Mg. and the bumper can 
he considered simply supported on two spring supports 
connected to the rigid frame of the car, For the bumper 
take J = 300/10) mm‘, c = 75 mm, gy = 30 MPa and 
k = 15 MN/m. 





Prob. 14-71 
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*14.5 Principle of Virtual Work 


The principle of virtual work was developed bv John Bernoulli in 1717, 
and like other energy methods of analysis, it is based on the conservation 
of energy. Although the principle of virtual work has many applications 
in mechanics. in this text we will use it to obtain the displacement and 
slope at a point on a deformable body. 

To do this, we will consider the body to be of arbitrary shape as shown 
in Fig. 14-29b, and to be subjected to the “real loads" P,. P», and P, It is 
assumed that these loads cause no movement of the supports; however, 
in general they can strain the material bevorud the elastic limit. Suppose 
that it is necessary to determine the displacement A of point A on the 
body. Since there is no force acting at A, then A will not be included as an 
external “work term" in the equation when the conservation of energy 
principle is applied to the body. In order to get around this limitation, we 
will place an imaginary or "virtual" force P' on the body at point A. such 
that P' acts in the sume direction as A. Furthermore, this load is applied to 
the body before the real loads are applied, Fig. 14-292. For convenience, 
which will be made clear later, we will choose P' to have a “unit” 
magnitude; that is, P' ^ 1. It is to be emphasized that the term "virtual" 
is used to describe this load because it is imaginary and does not actually 
exist as part of the real loading. 

This external virtual load, however, does create an internal virtual load 
u in a representative element or fiber of the body, as shown in 
Fig. 14—294. As expected, P' and u can be related by the equations of 
equilibrium. Also, because of P' and u, the body and the element will 
each undergo a virtual (imaginary) displacement, although we will nat be 








P-1 


Application of virtual unit load Application of real loads 
ial (hi 


Fig. 14-29 
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concerned with their magnitudes, Once the virtual load is applied and 
then the body is subjected to the real loads P}, P+, and P3, point A will be 
displaced a real amount A, which causes the element to be displaced dL, 
Fig. 14-295. As a result, the external virtual force P” and internal virtual 
load u "ride along" or are displaced by A and dL, respectively. 
Consequently these loads perform external virtual work 1*4 on the 
body and internal virtual work u* dL on the clement. Considering only 
the conservation of virtual energy, the external virtual work is then equal 
to the internal virtual work done on all the elements of the body, 
Therefore, we can write the virtual-work equation as 





virtual loadings 


1*4 = Zu-di, (14-34) 


real displacements 


k. 
| 
i 


external virtual unit load acting in the direction of À 
* internal virtual load acting on the element 
= external displacement caused by the real loads 


dL = internal displacement of the element in the direction of u, 
caused by the real loads 


> = 
I 4 


By choosing P' = 1, it can be seen that the solution for A follows 
directly, since A = Su dL. 





Ar — 
Application of viral unit 
couple moment Application of real loads 
(a) b) 


Fig. 14-30 
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In a similar manner, if the angular displacement or slope of the 
tangent at a point on the body is to be determined at A, Fig. 14—305, then 
à virtual couple moment M’, having a "unit" magnitude, is applied at the 
point, Fig. 14—30a. As a result, this couple moment causes a virtual load 
tty in one of the elements of the body. Assuming the real loads P,, Pa, P; 
deform the element an amount d£, the angular displacement # can be 
found from the virtual-work equation 


virtual loadings 





1*8 = Eu, dL (14-35) 
l 


real displacements 


Here 


M’ = | = external virtual unit couple moment acting in the 
direction of 4 


us = internal virtual load acting on an element 


6 = external angular displacement in radians caused 
by the real loads 


dL = internal displacement of the element in the direction 
of tta, caused by the real loads 


This method for applying the principle of virtual work is often referred 
to as the method of virtual forces, since a virtual force is applied, resulting 
in a determination of an external real displacement. The equation of 
virtual work in this case represents a statement of compatibility 
requirements tor the body. Although it is not important here, realize that 
we can also apply the principle of virtual work as a method of virtual 
displacements, In this case, virtual displacements are imposed on the body 
when the body is subjected to real loadings. This method can be used to 
determine the external reactive force on the body or an unknown internal 
loading. When it is used in this manner, the equation of virtual work is a 
statement of the equilibrium requirements for the body.* 


Internal Virtual Work. The terms on the right side of Eqs. 14-34 
and 14-35 represent the internal virtual work developed in the body. The 
real internal displacements dL in these terms can be produced in several 
different ways. For example, these displacements may result from 
geometric fabrication errors, from a change in temperature, or more 
commonly from stress. In particular. no restriction has been placed on 
the magnitude of the external loading, so the stress may be large enough 
to cause yielding or even strain hardening of the material. 


*See Engineering Mechginec Suites, bith edition, R.C. Hibbeler, Prentice Hall, Inc. 
Y. 
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Deformation Strain Internal 
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L 

Axial load N ANS uN 
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[ 26A ^ GA as 





t 
Bending moment M [ AP ite [ mM iy 
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— — 
L 

Torsional moment 7 — 
2G) , GI 





If we assume that the material behavior is linear elastic and the stress 
does not exceed the proportional limit, we can then formulate the 
expressions for internal virtual work caused by stress using the equations 
of elastic strain energy developed in Sec. 14.2. They are listed in the 
center column of Table 14-1. Recall that each of these expressions 
assumes that the internal loading N. V. M, or T was applied gradually 
from zero to its full value. As a result, the work done bv these resultants 
is shown in these expressions as one-half the product of the internal 
loading and its displacement. In the case of the virtual-force method, 
however, the “full” virtual internal loading is applied before the real 
loads cause displacements, and therefore the work of the virtual loading 
is simply the product of the virtual load and its real displacement. 
Referring to these internal virtual loadings (u) by the corresponding 
lowercase symbols n. v, m, and t, the virtual work due to axial load, shear, 
bending moment, and torsional moment is listed in the right-hand 
column of Table 14-1. Using these results, the virtual-work equation for 
à body subjected to a general loading can therefore be written as 


nN mM fov T 
l: A [52 t f EI dx 3 > dx + f ;4* (14-36) 


In the following sections we will apply the above equation to problems 
involving the displacement of joints on trusses, and points on beams and 
mechanical elements. We will also include a discussion of how to handle 
the effects of fabrication errors and differential temperature. For 
application it is important that a consistent set of units be used for all the 
terms. For example, if the real loads are expressed in kilonewtons and the 
body's dimensions are in meters, a 1-KN virtual force or 1-kN -m virtual 
couple should be applied to the body. By doing so à calculated 
displacement A will be in meters, and a calculated slope will be in radians. 
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*14.6 Method of Virtual Forces 
Applied to Trusses 


In this section, we will apply the method of virtual forces to determine 
the displacement of a truss joint. To illustrate the principles, the vertical 
displacement of joint A of the truss shown in Fig, 14-31) will be 
determined. To do this, we must place a virtual unit force at this joint, 
Fig. 14—31a, so that when the real loads P, and P- are applied to the truss, 
they cause the external virtual work | * A, The internal virtual work in cach 
member is nA L. Since each member has à constant cross-sectional area A, 
and m and N are constant throughout the member's length. then from 
Table 14-1, the internal virtual work for each member is 
"nN nNL 


— 4 ^ SR 


p AE AE 


Therefore, the virtual-work equation for the entire truss is 


(14-37) 





Here 
| — external virtual unit load acting on the truss joint in the 
direction of A 
À = joint displacement caused by the real loads on the truss 


n = internal virtual force in a truss member caused by the external 
virtual unit load 


N = internal force in a truss member caused by the real loads 


L = length of a member 
A = cross-sectional area of a member 
E = modulus of elasticity of a member 








Application of virtual unit load Application of real loads 
la) 


Fig, 14-31 


(bi 
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Temperature Change. ‘Truss members can change their length 
due to a change in temperature. If æ is the coefficient of thermal 
expansion for a member and AT is the change in temperature, the 
change in length of a member is AL = œ ATL (Eq. 4-4). Hence, we can 
determine the displacement of a selected truss joint due to this 
temperature change from Eq. 14-34, written as 


I: A = Ene ATL (14-38) 





Here 
| = external virtual unit load acting on the truss joint in the 
direction of A 
A = joint displacement caused by the temperature change 


n = internal virtual force in à truss member caused by the external 
virtual unit load 


& — coefficient of thermal expansion of material 
AT — change in temperature of member 
L = length of member 


Fabrication Errors. Occasionally errors in fabricating the lengths 
of the members of à truss may occur. If this happens, the displacement 4 
in a particular direction of a truss joint from its expected position can be 
determined from direct application of Eq. 14—34 written às 


Here 
| = external virtual unit load acting on the truss joint in the 
direction of A 
A = joint displacement caused by the fabrication errors 


n = internal virtual force in a truss member caused by the external 
virtual unit load 


AL = difference in length of the member from its intended length 


caused by a fabrication error 


A combination of the right-hand sides of Eqs. 14-37 through 14-39 
will be necessary if external loads act on the truss and some of the 
members undergo a temperature change or have been fabricated with 
the wrong dimensions. 
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Procedure for Analysis 


The following procedure provides a method that may be used to 
determine the displacement of any joint on a truss using the method 
of virtual forces. 


Virtual Forces n. 


* Place the virtual unit load on the truss at the joint where the 
displacement is to be determined. The load should be directed 
along the line of action of the displacement. 


* With the unit load so placed and all the real loads removed from 
the truss, calculate the internal n force in each truss member. 
Assume that tensile forces are positive and compressive forces 
are negative. 


Real Forces N. 


* Determine the N forces in each member, These forces are caused 
only by the real loads acting on the truss. Again, assume that 
tensile forces are positive and compressive forces are negative. 


Virtual-Work Equation. 

* Apply the equation of virtual work to determine the desired 
displacement. It is important to retain the algebraic sign for each 
of the corresponding n and N forces when substituting these 
terms into the equation. 


If the resultant sum XnNL/AE is positive, the displacement A is 
in the same direction as the virtual unit load. If à negative value 
results, A is opposite to the virtual unit load. 

When applying 1* À = Xr ATL, an increase in temperature, 
AT. will be positive; whereas a decrease in temperature will be 
negative, 

For 1* A = Xn AL. when a fabrication error causes an increase 
in the length of a member, AL is positive, whereas a decrease in 
length is negative. 

When applving this method, attention should be paid to the units 
of each numerical quantity. Notice, however, that the virtual unit 
load can be assigned any arbitrary unit: pounds, kips. newtons, 
etc, since the n forces will have these same units, and as a result, 
the units for both the virtual unit load and the r forces will cancel 
from both sides of the equation. 
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Real forces 


fc) 
Fig. 14-32 


Determine the vertical displacement of joint C of the steel truss shown 
ki 


in Fig. 14—32a. The cross-sectional area of each memberis A = 400 mm 
and E,, — 200 GPa. 


Virtual forces 


in 
SOLUTION 
Virtual Forces n. Since the vertical displacement at joint C is to be 
determined, only a vertical 1-KN virtual load is placed at joint C; and 
the force in each member is calculated using the method of joints. The 
results of this analysis are shown in Fig. 14-326, Using our sign 
convention, positive numbers indicate tensile forces and negative 
numbers indicate compressive forces. 
Real Forces N. The applied load of 100 kN causes forces in the 
members that are also calculated using the method of joints The 
results of this analysis are shown in Fig. 14—32c. 


Virtual-Work Equation. Arranging the data in tabular form, we have 
nNL 


n 
" 
565.7 
Au 


€ 065.7 kN^- m 


nNL 9657 kN^*m 
AE AE 


IkN-Ac = Y 


Substituting the numerical values for A and E, we have 
IN. = HSIN m 
` [400(10 ^) m^] 200( 10^) kN/m` 
Ac = 0.01207 m = 12.1 mm 
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Determine the horizontal displacement of the roller at B of the truss 
shown in Fig. 14—33a. Due to radiant heating. member AB is subjected 
to an increase in temperature of AT = +60°C, and this member has 
been fabricated 3 mm too short. The members are made of steel, for 
which æ = 12(10 ^)/^C and E,, = 200 GPa. The cross-sectional area 
of each member is 250 mm". 


SOLUTION 
Virtual Forces n. A horizontal 1-kN virtual load is applied to 


the truss at joint B, and the forces in cach member are calculated, 
Fig. 14-33. 


Real Forces N. Since the n forces in members AC and BC are zero, 
the N forces in these members do not have to be determined. Why? 
For completeness, though, the entire “real” force analysis is shown in 
Fig. 14—3X. 


Virtual-Work Equation. The loads temperature, and the fabrication 
error all affect the displacement of point B; therefore, Eqs. 14-37, 
14—38, and 14—39 must be combined, which gives 

A 


IkN: Ap, = >“ + Ena ATL + XnAL 
L p a o s LEAS RN)(=12 kN)(4 m) 


^ [2so(10-5) m]p200(10^) kN/m] 
4 0 + 0 + (—1155 kN)[2(10 ^)/*C] (80^ C) (4 m) 
+ (—1.155 kN)(-0.003 m) 


Ap, = (100125 m 


= 1.25 mm — 





Virtual forces 


(b) 


M39 kN 


Real forces 


te 
Fig. 14-33 
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fal] PROBLEMS 


*14-72. Determine the horizontal displacement of joint 8 
on the two-member frame. Each A-36 stecl member has a 
cross-sectional area of 2 in’, 


NCW) m 
ur 





Prob, 14-72 


*14-73. Determine the horizontal displacement of point B 
Each A-36 steel member has a cross-sectional area of 2 in^. 


14-74. Determine the vertical displacement of point & 
Each A-36 siecl member has a cross-sectional area of 
2 in. 





k ar. 


Probs 14-73/74 


14-75. Determine the vertical displacement of joint C on 
the truss. Each A-36 steci! member has a cross-sectional arca 
of A = 300 mm’, 


"14-76, Determine the vertical displacement of joint Don 
the truss. Each A-36 stecl member has a cross-sectional arca 
of A = 300 mm". 


2UEN 30 KN 





Probs. 14-75/76 


*14-77. Determine the vertical displacement of point. B, 
Each A-36 steel member has a cross-sectional arca of 
45 in? 


14-78. Determine the vertical displacement of point E. 
Each A-36 steel member has a cross-sectional area of 
45 in? 





Probs. 14—77/78 





14.6 


14-79, Determine the horizontal displacement of joint A 
of the truss. Each A-36 steel member has a cross-sectional 
arca of 400 mm*. 


*14-80. Determine the vertical displacement of joint C of 
the truss Each A-36 steel member has a cross-sectional area 
of 400 mm’, 
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14-83, Determine the vertical displacement of joint C. 
Each A-36 steel member has a cross-sectional area of 
45 int. 


“14-84. Determine the vertical displacement of joint H. 
Each A-36 steel member has à cross-sectional area of 
4.5 in*. 





Probs. 14-79/80 


e14-81, Determine the vertical displacement of point A. 
Each A-36 stecl member has a cross-sectional area of 
400 mm? 


14-82, Determine the vertical displacement of point B. 
Each A-36 stecl member has à cross-sectional area of 
400 mm. 





Probs. 14-81/82 


014-85, Determine the vertical displacement of joint 
C. The truss is made from A-36 steel bars having à 
cross- sectional area of 150 mmt. 


14-86, Determine the vertical displacement of joint 
G. The truss is made from A-36 stecl bars having a 
cross-sectional area of 150 mm", 
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*14.7 Method of Virtual Forces 
Applied to Beams 


In this section We will apply the method of virtual forces to determine 
the displacement and slope at a point on a beam. To illustrate the 
principles, the vertical displacement À of point A on the beam shown in 
Fig. 14—-34h will be determined, To do this we must place a vertical unit 
load at this point, Fig. 14—34a, so that when the "real" distributed load w 
is applied to the beam it will cause the internal virtual work 1- A, 
Because the load causes both a shear V and moment M within the beam, 
we must actuallv consider the internal virtual work due to both of these 
loadings. In Example 14.7, however, it was shown that beam deflections 
due to shear are negligible compared with those caused by bending, 
particularly if the beam is long and slender. Since this type of beam is 
most often used in practice, we will only consider the virtual strain 
energy due to bending. Table 14-1. Hence. the real load causes the 
element dx to deform so its sides rotate by an angle. dO = (M/ET)dx, 
which causes internal virtual work m dé. Applying Eq. 14-34, the virtual- 
work equation for the entire beam, we have 





(1440) 





Here 


| = external virtual unit load acting on the beam m the direction 

of A 

A = displacement caused by the real loads acting on the beam 

m * internal virtual moment in the beam. expressed as a function 
of x and caused by the external virtual unit load 

M = internal moment in the beam, expressed as a function of x and 
caused by the real loads 

E — modulus of elasticity of the material 


7 = moment of inertia of the cross-sectional area about the neutral 
axis 


In a similar manner, if the slope A of the tangent at a point on the 
beam's elastic curve is to be determined. a virtual unit couple moment 
must be applied at the point, and the corresponding internal virtual 
moment ma has to be determined. If we apply Eq. 14-35 for this case and 
neglect the effect of shear deformations, we have 


(1441) 
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Virtual loads 
fa) 


Fig. 14-4 


When applying these equations, keep in mind that the integrals on the 
right side represent the amount of virtual bending strain energy that is 
stored in the beam. If concentrated forces or couple moments act on the 
beam or the distributed load is discontinuous, a single integration cannot 
be performed across the beam's entire length. Instead, separate x 
coordinates must be chosen within regions that have no discontinuity of 
loading. Also, it is not necessary that each x have the same origin; however, 
the x selected for determining the real moment M in a particular region 
must be the same x as that selected for determining the virtual moment m 
or mg within the same region. For example, consider the beam shown in 
Fig. 14-35. In order to determine the displacement at D, we can use x, to 
determine the strain energy in region AB, x, for region BC, x, for region 
DE, and x, for region DC. In any case, cach x coordinate should be 
selected so that both M and m (or mg) can easily be formulated. 

Unlike beams, as discussed here, some members may also be 
subjected to significant virtual strain energy caused by axial load, shear, 
and torsional moment. When this is the case, we must include in the above 
equations the energy terms for these loadings as formulated in Eq. 14-36, 
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| Procedure for Analysis 


The following procedure provides a method that may be used to 
determine the displacement and slope at a point on the elastic curve 
of a beam using the method of virtual forces. 


Virtual Moments m or my. 


Place a virtual unit load on the beam at the point and directed 
along the line of action of the desired displacement. 

If the slope is to be determined, place a virtual unit couple moment 
at the point. 

Establish appropriate x coordinates that are valid within regions 
of the beam where there is no discontinuity of both real and 
virtual load. 

With the virtual load in place, and all the real loads removed from 
the beam. calculate the internal moment m or my as a function of 
each x coordinate. 

Assume that m or mç acts in the positive direction according to 
the established beam sign convention for positive moment, 
Fig. 6-3. 


Real Moments. 


Using the same x coordinates as those established for m or ms. 
determine the internal moments M caused by the real loads. 
Since positive m or m, Was assumed to act in the conventional 
“positive direction." it is important that positive M acts in this same 
direction. 'This is necessarv since positive or negative internal 
virtual work depends on the directional sense of both the virtual 
load, defined by $m or +n, and displacement, caused by + M. 


Virtual-Work Equation. 


Apply the equation of virtual work to determine the desired 
displacement A or slope 6. It is important to retain the algebraic 
sign of each integral calculated within its specified region. 

If the algebraic sum of all the integrals for the entire beam is 
positive, A or 8 is in the same direction as the virtual unit load or 
virtual unit couple moment. If a negative value results, A or ñ is 
opposite to the virtual unit load or couple moment, 
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Determine the displacement of point B on the beam shown in 
Fig. 14-364. El is constant. 


" 


isa; SSE 


—— 


Virtual loads Real loads 
(b) (ç) 


Fig. 14-36 


SOLUTION 

Virtual Moment m. The vertical displacement of point B is 
obtained by placing a virtual unit load at B, Fig. 14—36b. By inspection, 
there are no discontinuities of loading on the beam for both the real 
and virtual loads. Thus, a single x coordinate can be used to determine 
the virtual strain energy. This coordinate will be selected with its 
origin at B, so that the reactions at A do not have to be determined in 
order to find the internal moments m and M. Using the method of 
sections, the internal moment pr is shown in Fig 14—36b. 

Real Moment M. Using the same x coordinate, the intemal moment 
M is shown in Fig. 14—36c. 


Virtual-Work Equation. The vertical displacement at B is thus 
mM ie (—1x)(—wx?/2) dx 

— ¿Ix = Seer ee dai sor 

El ^ EI 


„YL 


1-A, = 
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Determine the slope at point B of the beam shown in Fig. 14-37a. E7 
is constant, 


Virtual loads 


(b) Real load 


ló) 


SOLUTION 

Virtual Moments my. The slope at B is determined by placing a 
virtual unit couple moment at B, Fig. 14-37. Two x coordinates must 
be selected in order to determine the total virtual strain energy in the 
beam, Coordinate x; accounts for the stram energy within segment 
AB. and coordinate x» accounts for the strain energy in segment BC. 
Using the method of sections the internal moments m, within each of 
these segments are shown in Fig, 14—37h. 

Real Moments M. Using the same coordinates x, and x» (Why?), 
the internal moments M are shown in Fig. 14-37c. 


Virtual-Work Equation. The slope at B is thus 

d mM 

1*85 EI 

x pos š [ Chan + x3]] dxa 
ü EI " El 


dx 


_ apt 
0, = REI Ans 


The negative sign indicates that 0, is opposite to the direction of the 
virtual couple moment shown in Fig. 14-37h. 
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[PROBLEMS EN 


14-87, Determine the displacement at point C FI is "14-92, Determine the displacement at B of the L5-in- 
constant, 


diameter A-36 steel shaft. 


*14-93, Determine the slope of the L5-in-diameter A-36 
v P steel shaft at the bearing support A. 





ç 


A 
Ea 


Prob, 14-87 








*14-88. The beam is made of southern pine for which 
E, = 13 GPa. Determine the displacement at A. 


I5 kN 





Probs, 14-92/93 With 320th 


14-94, The beam is made of Douglas fir. Determine the 
slope at C 





SKN 


ISO mm IH 
H 


120. mm A 


T 
Prob. 14-88 - m——|——15 -— W. =l 


*14-89, Determine the displacement at C of the A-36 
steel beam, J = 70010") mm*, 


180 mm IH 
14-99, Determine the slope at A of the A-36 steel beam. H 
1 = 70/10") mm*. Proh. 14-94 120 mm 
14-91, Determine the slope at B of the A-36 steel beam, —— 14-9& The beam is made of oak, for which E, = 11 GPa. 
1 = 70410") mm*. Determine the slope and displacement at A 

200 mm 
2 kN /m T 
: AX! mm | Ü 4 kN /m 








Probs, 14-89/90/91 
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*14-96. Determine the displacement at point C, El is 
constant. 


*14-97, Determine the slope at point C. Ef is constant, 
14-98. Determine the slope at point A. El is constant. 








14-103. Determine the displacement of end C of the 
overhang Douglas fir beam, 


*H-104, Determine the slope at A of the overhang white 
spruce beam. 





Probs. 14-96/97/98 


14-99, Determine the slope at point A of the simply 
supported Douglas fir beam. 


*14-100. Determine the displacement at C of the simply 
supported Douglas fir beam. 






ILA eNom 


1 
L5m -— 
"s m 


75mm 


m 
— 

Ë Isu mm 
—— 


Section a - à 


Probs. 14-99/100 


*14-101, Determine the slope of end C of the overhang 
beam, ET is constant. 


14-102. Determine the displacement of point D of the 
overhang beam. F is constant. 


Section a =e 


Probs. 14-103/104 


*14-105. Determine the displacement at point B. The 
moment of inertia of the center portion DG of the shaft is 
21, whereas the end segments AD and GC have a moment 
of inertia 7. The modulus of elasticity for the material is F. 





Pt, E 


Prob. 14-105 


14-106. Determine the displacement of the shaft at C. E/ 
is constant. 


14-107. Determine the slope of the shaft at the bearing 
support A. El is constant. 





Probs. 14—106/107 
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*14-108, Determine the slope and displacement of end C 
of the cantilevered beam. The beam is made of a material 
having a modulus of elasticity of E. The moments of 
inertia for segments AB and BC of the beam are 27 and 7, 
respectively 





FA 
L i L 
2 2 


Proh. 14-108 


*14-109, Determine the slope at A of the A-36 steel 
W200 x 46 simply supported beam. 


14-119. Determine the displacement at point C of the 
A-36 steel W200 x 46 simply supported beam, 


12 kN/m 






B 


Probs. 14-109/110 


14-111. The simply supported beam having a square cross 
section is subjected to à uniform load w. Determine the 
maximum deflection of the beam caused only by bending, 
and caused by bending and shear. Take E = 3G, 


F L T hel 


Prob. 14-111 


*14-112, The frame is made from two segments, each 
of length L and flexural stiffness F7. If it is subjected 
to the uniform distributed load determine the vertical 
displacement of point C. Consider only the effect of 
bending. 


*14-113, The frame is made from two segments, cach 
of length L and flexural stiffness £7. If it is subjected to 
the uniform distributed load, determine the horizontal 
displacement of point B. Consider only the effect of 
bending. 





Probs. 14-112/113 


14-114, Determine the vertical displacement of point A 
on the angle bracket due to the concentrated force P, The 
bracket is fixed connected to its support. El is constant. 
Consider only the effect of bending 





Prob. 14-114 
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14-115. Beam AB has a square cross section of 100 mm by 
100 mm. Bar CD has a diameter of 10 mm. Tf both members 
are made of A-36 steel, determine the vertical displacement 
of point B due to the loading of 10 KN 


*14-116. Beam AB has a square cross section of 100 mm 
by 100 mm. Bar CD has a diameter of 10 mm. H both 
members are made of A-36 steel, determine the slope at A 
due to the loading of 10 KN, 





Probs. 14-115/116 


14-117. Bar ABC has à rectangular cross section of 
300 mm by 100 mm. Attached rod DB has à diameter 
of 20 mm. If both members are made of A-36 steel, 
determine the vertical displacement of point C due to the 
loading. Consider only the effect of bending in ARC and 
axial force in DB. 


14-118. Bar ABC has a rectangular cross section of 
300 mm by 100 mm. Attached rod DA has a diameter 
of 20 mm. If both members are made of A-36 steel, 
determine the slope at A duc to the loading. Consider only 
the effect of bending in ABC and axial force in DR. 








14-119, Determine the vertical displacement of point C, 
The frame is made using A-36 steel W250 x 45 members, 
Consider only the effects of bending, 


*14-120. Determine the horizontal displacement of end 
B. The frame is made using A-36 steel W250 x 45 
members. Consider only the effects of bending. 





Probs. 14-119/120 


*14-121, Determine the displacement at point C ET is 
constant 


Prob. 14-121 


14-122. Determine the slope at B. EJ is constant. 





Probs, 14-117/118 
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*14.8 Castigliano's Theorem 


In 1879, Alberto Castigliano, an Italian railroad engineer, published a 
book in which he outlined à method for determining the displacement 
and slope at a point in a body, This method, which is referred to as 
Castigliano's second theorem, applies only to bodies that have constant 
temperature and material with linear-elastic behavior. |f the 
displacement at a point is to be determined, the theorem states that the 
displacement is equal to the first partial derivative of the strain energy in 
the body with respect to a force acting at the point and in the direction of 
displacement. In a similar manner, the slope of the tangent at a point in à 
body is equal to the first partial derivative of the strain energy in the 
body with respect to a couple moment acting at the point and in the 
direction of the slope angle. 

To derive Castigliano's second theorem, consider a body of any 
arbitrary shape, which is subjected to a series of n forces Pj, Ps... ., P, 
Fig. 14—38. According to the conservation of energy, the external work 
done by these forces is equal to the internal strain energy stored in the 
body. However, the external work is a function of the external loads. 
U. = Y P dx. Eq. 14-1. so the internal work is also a function of the 
external loads. Thus, 





U, = U, = f(P,, P... P4) (142) 


Now, if any one of the external forces, sav P,, is increased by à differential 
amount d P,, the internal work will also be increased, such that the strain 
energy becomes 


aU, 
U, + dU, = U; + — P, (1443) 
aP, 





Fig. 14-38 
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This value, however, will not depend on the sequence in which the n 
forces are applied to the body. For example, we could apply dP, to the 
body first, then apply the loads P, Ps, . . .. P,. In this case, dP, would 
cause the body to displace a differential amount 4A, in the direction of 
dP,. By Eq. 14-2 (U, = +P, A,), the increment of strain energy would 
be Lap, dA, This quantity, however, is a second-order differential and 


may be neglected. Further application of the loads P, P-,. . . , P, causes 
dP; to move through the displacement À; so that now the strain energy 
becomes 

U, + dU, = U, + dP; À; (1444) 





Here, as above, U; is the internal strain energy in the body, caused by 
the loads P;, P3, .... P, and dP,A, is the additional strain energy 
caused by dP. 

In summary, Eq. 14-43 represents the strain energy in the body 
determined by first applying the loads P,, P... ... P,. then dP; 
Eq. 14-44 represents the strain energy determined by first applying dP, 
and then the loads P, P... .., P,. Since these two equations must be 
equal, we require 


A; = 7 (1445) 


which proves the theorem; ie., the displacement À; in the direction 
of P, is equal to the first partial derivative of the strain energy with 
respect to P,. 

Castigliano's second theorem, Eq. 14—45, is a statement regarding the 
body's. compatibility requirements, since it is a condition related to 
displacement. Also, the above derivation requires that only conservative 
forces be considered for the analysis. These forces can be applied in any 
order, and furthermore, they do work that is independent of the path 
and therefore create no energy loss. As long as the material has 
linear-elastic behavior, the applied forces will be conservative and the 
theorem is valid. Castigliano's first theorem is similar to his second 
theorem; however, it relates the load P; to the partial derivative of the 
strain energy with respect to the corresponding displacement, that is, 
P, = aU AA; The proof is similar to that given above. This theorem is 
another way of expressing the equilibrium requirements for the body; 
however, it has limited application and therefore it will not be 
discussed here. 
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*14.9 Castigliano’s Theorem 
Applied to Trusses 
Since a truss member is only subjected to an axial load, the strain energy 


for the member is given by Eq. 14-16,U, = N°L/2AE. Substituting this 
equation into Eq. 14-45 and omitting the subscript i we have 








It is generally easier to perform the differentiation prior to summation. 
Also, L, A, and E are constant for a given member, and therefore we can 





write 
(14-46) 
Here 
4 = displacement of the truss joint 
P = an external force of variable magnitude applied to the truss 


joint in the direction of A 


N = internal axial force in a member caused by both force P 
and the actual loads on the truss 


= 
II 


length of a member 
A = cross-sectional area of a member 


E = modulus of elasticity of the material 


Bv comparison, Eq. 14—46 is similar to that used for the method of 
virtual forces, Eq. 14-37 (1-A = XnNL/AE). except that n is replaced 
by#N/aP These terms, n and 4N /AP, are the same, since they represent 
the change of the member's axial force with respect to the load P or, in 
other words, the axial force per unit load. 
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| Procedure for Analysis 


The following procedure provides a method that may be used to determine the displacement of any joint on 
a truss using Castigliano's second theorem. 


External Force P 


* Place a force P on the truss at the joint where the displacement is to be determined. This force is assumed 
to have a variable magnitude and should be directed along the line of action of the displacement. 


Internal Forces N. 

* Determine the force N in each member in terms of both the actual (numerical) loads and the (variable) 
force P. Assume that tensile forces are positive and compressive forces are negative. 

* Find the respective partial derivative QN AP for each member. 


* After N and àN/àP have been determined, assign P its numerical value if it has actually replaced a real 
force on the truss. Otherwise, set P equal to zero. 


Castigliano's Second Theorem. 


* Apply Castigliano's second theorem to determine the desired displacement A. It is important to retain 
the algebraic signs for corresponding values of N and AN /AP when substituting these terms into the 
equation. 

* H the resultant sum X N(aN/aP)L/AE is positive, A is in the same direction as P. If a negative value 
results, A is opposite to P. 


Determine the vertical displacement of joint. C of the steel truss 
shown in Fig. 14-394. The cross-sectional area of each member is 
A = 400 mm. and E, = 200 GPa. 


SOLUTION 


External Force P. A vertical force P is applied to the truss at joint 
C. since this is where the vertical displacement is to be determined, 
Fig. 14-39h, 


Fig, 14-39 
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2WkN+ PD 


1414 kN + 1414 P 141 4 kN 


Z 45* AS* 
HO kN B 
WON + p A 100 kN 
200kN + P BY TA 
100 kN + P HO kN 
e 


IUD kN + P 100 kN 
(b, (e 


Fig. 14-39 (cont) 


Internal Forces N. The reactions at the truss supports A and D are 
calculated and the results are shown in Fig. 14-39. Using the method 
of joints, the N forces in each member are determined, Fig. 14—39c." 
For convenience. these results along with their partial derivatives 
aN /AP are listed in tabular form. Note that since P does not actually 
exist as a real load on the truss, we require P = (), 


àN an 
Member N oP NCP = 0) Me 


AR -Hu ü —100 B ü 
BC 141.4 0 141.4 — 2.828 ü 
AC —(141.4 + L414P) —1414 —1414 2.828 565.7 
cD 200 + P l 200 2 in 


€ 9657 kN *m 


Castigliano's Second Theorem. Applying Eq. 14-46, we have 


ems _ 965.7 kN*m 


= wv — 
Ac, =N [> AE AE 


Substituting the numerical values for A and F, we get 
BS 965.7 kN -m 
© [400(10 *) m] 200(10*) KN /m° 
= 001207 m = 12.1 mm Ans. 


This solution should be compared with that of Example 14.11, using 
the virtual-work method. 


“It may be more convenient to analyze the truss with just the 100-kN load on it, then 
analyze the truss with the P load on it. The results can then be summed algebraically to 
give the N forces. 
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fal] PROBLEMS 


14-123. Solve Prob. 14-72 using Castigliano’s theorem. 


*14-124. Solve Prob, 14-73 using Castigliano’s theorem. 
*14-125, Solve Prob, 14-75 using Castigliano's theorem. 


14-126. Solve Prob. 14-76 using Castigliano's theorem, 
14-127. Solve Prob. 14-77 using Castigliano's theorem. 


*14-128. Solve Prob. 13-78 using Castigliano's theorem. 


*14-129. Solve Prob. 14-79 using Castiglisno's theorem. 
14-130. Solve Prob. 14-80 using Castigliano's theorem, 
14-131. Solve Prob. 14-81 using Castigliano's theorem, 
*14-132, Solve Prob. 14-82 using Castigliano’s theorem, 
*14-133, Solve Prob, 14-83 using Castigliano's theorem. 
14-134. Solve Prob. 14-84 using Castigliano's theorem, 


*14.10 Castigliano’s Theorem 
Applied to Beams 


The internal strain energy for a beam is caused by both bending and 
shear. However, as pointed out in Example 14.7, if the beam is long and 
slender, the strain energy due to shear can be neglected compared with 
that of bending. Assuming this to be the case, the internal strain energy 
for a beam is given by U, = Í M^ dx/2EI, Eq. 14-17. Omitting the 
subscript i, Castigliano's second theorem, A, = aU ,/aP;, becomes 


_ a [ M dx 
aP h 2ET 





Rather than squaring the expression for intemal moment, integrating, 
and then taking the partial derivative, it is generally casier to differentiate 
prior to integration. Provided E and 7 are constant, we have 


(14-47) 
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Here 
A = displacement of the point caused by the real loads acting on the 
beam 


P = an external force of variable magnitude applied to the beam at 
the point and in the direction of A 


M = internal moment in the beam, expressed as a function of x and 
caused by both the force P and the actual loads on the beam 


E — modulus of elasticitv of the material 





7 = moment of inertia of cross-sectional area about the neutral axis 


If the slope of the tangent @ at a point on the elastic curve is to be 
determined, the partial derivative of the internal moment M with 
respect to an external couple moment M' acting at the point must be 
found. For this case, 


(148) 





The above equations are similar to those used for the method of 
virtual forces, Eqs. 14-40 and 14-41, except m and m, replace aM/aP 
and à M /aM", respectively. 

In addition, if axial load, shear, and torsion cause significant strain 
energy within the member, then the effects of all these loadings should 
be included when applying Castigliano's theorem. To do this we must 
use the strain-energy functions developed in Sec. 142, along with their 
associated partial derivatives The result is 


n 9 L L INN dx Ç nes f m 
= 5N LA A eR Wie oma. m 4-49 
x s AE ` | iW os ps +Í «(55 El], NR GJ 0 


The method of applying this general formulation is similar to that used 
to apply Eqs. 14-47 and 14-48. 
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| Procedure for Analysis 


The following procedure provides a method that may be used to 
apply Castigliano’s second theorem. 
External Force P or Couple Moment M'. 


* Place a force P on the beam at the point and directed along the 
line of action of the desired displacement. 





* [f the slope of the tangent is to be determined at the point, place 
à couple moment M' at the point. 


* Assume that both P and M' have a variable magnitude. 


Internal Moments M. 


* Establish appropriate x coordinates that are valid within regions 
of the beam where there is no discontinuity of force, distributed 
load, or couple moment. 


* Determine the mternal moments M as a function of x, the actual 
(numerical) loads, and P or M', and then find the partial 
derivatives aM/aP or 4M /a M' for each coordinate x 


* After M and à4M/àP or aM/aM' have been determined, assign P 
ar M' its numerical value if it has actually replaced à real force or 
couple moment. Otherwise, set P or M' equal to zero. 


Castigliano's Second Theorem. 


* Apply Eq. 14-47 or 14-48 to determine the desired displacement 
A or @ It is important to retain the algebraic signs for 
corresponding values of M and AM /àP or aM/aM’, 


* [f the resultant sum of all the definite integrals is positive, A or 8 
is in the same direction as P or M’. If a negative value results, A 
or 8 is opposite to P or M’. 
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Determine the displacement of point B on the beam shown in 
Fig. 14—40a, El is constant. 


Fig. 14-44 


SOLUTION 


External Force P. ^ vertical force P is placed on the beam at B as 
shown in Fig. 14-405. 

Internal Moments M. A single x coordinate is needed for the 
solution, since there are no discontinuities of loading between A and 
B. Using the method of sections, Fig. 14—40c, the internal moment and 
its partial derivative are determined as follows: 


UFEMy4 = 0; M+ wx() + P(x) = Ü 


Castigliano's Second Theorem. Applying Eq. 14-47, we have 
a= uea- esemena 
t aP El p ET 
Ans 


The similarity between this solution and that of the virtual-work 
method, Example 14.13. should be noted. 
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EXAMPLE ! 14.17 


Determine the slope at point B of the beam shown in Fig, 14-414. E7 
is constant. 


SOLUTION 

External Couple Moment M'. Since the slope at point B is to be 
determined, an external couple moment M' is placed on the beam at 
this point. Fig. 14-414, 


Internal Moments M. Two coordinates. x, and x+, must be used to 
completely describe the internal moments within the beam since 
there is a discontinuity, M', at B. As shown in Fig. 141b, x, ranges 
from A to B and x; ranges from B to C. Using the method of sections, 
Fig. 14—41c, the internal moments and the partial derivatives for x, 
and x» are determined as follows: 


(+EMyy = 0; M; = —Px,, 


{+ iMyg = 0: M, = M' - —F + x). 


Castigliano's Second Theorem. Setting M' = 0 and applying 
Eq. 14-48, we have 


Ay = Ans. 


aM’ / Er EI EI SET 


f aM )# E po dx; ^ jt“ — 
$ 3 i 


Note the similarity between this solution and that of Example 14.14. 





ü= —raa 


14-135. Solve Prob. 14-87 using Castigliano's theorem. 14-141. Solve Prob. 14-97 using Castigliano's theorem. 
“14-136. Solve Prob, 14-88 using Castighano s theorem. 14-142. Solve Prob, 14-98 using Castigliano’s theorem. 
*14-137, Solve Prob. 14-90 using Casugliano's theorem. 14-143, Solve Prob, [4-112 using Castigliano's theorem, 
14-138, Solve Prob, 14-92 using Castigliano’s theorem. *14-144, Solve Prob, 14-114 using Castigliano's theorem, 
14-139. Solve Prob. 14-93 using Castigliano's theorem. *14-145, Solve Prob. 14-121 using Castigliano’s theorem. 


*14-140. Solve Prob, 14-96 using Castighano’s theorem, 
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CHAPTER REVIEW 


When a force (couple moment} acts on a deformable 
body it will do external work when it displaces 
{rotates}, The internal stresses produced in the 
body also undergo displacement, thereby creating 
elastic strain energy that is stored in the material. 
The conservation of energy states that the external 
work done hy the loading is equal to the internal 
clastic strain energy produced by the stresses in 
the body. 


The conservation of energy can be used to solve 
problems involving elastic impact, which assumes 
the moving body is rigid and all the strain energy is 
stored in the stationary body, This leads to use of 
an impact factor n, which is a ratio of the dynamic 
load to the static load. It is used to determine the 
maximum stress and displacement of the body at 
the point of impact. 


The principle of virtual work can be used to 
determine the displacement of a joint on a truss 
or the slope and the displacement of points on 
a beam. It requires placing an external virtual 
unit force (virtual unit couple moment) at the 
point where the displacement (rotation) is to be 
determined. The external virtual work that is 
produced by the external loading is then equated 
to the internal virtual strain energy in the structure. 


Castigliano's second theorem can also be used to 
determine the displacement of a joint on a truss or 
the slope and the displacement at à point on à beam. 
Here a variable force P (couple moment M^) is 
placed at the point where the displacement (slope) 


is to be determined. The internal loading is then Fl 
determined as 4 function of P (M) and its partial L fan \ de 
derivative with respect to P (M') is determined. À M aM) ET 


Castigliano’s second theorem is then applied to 
obtain the desired displacement (rotation). 
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NU REVIEW PROBLEMS 


14-146. Determine the bending strain energy in the beam *14-149, The L2 steel bolt has a diameter of 0.25 in., and 

due to the loading shown. E is constant. the link AB has a rectangular cross section that is 0.5 in. 
wide by 0.2 in thick, Determine the strain energy in the link 
AB due to bending, and in the bolt due to axial force. The 
bolt is tightened so that it has a tension of 350 Ib. Neglect 
the hole in the link. 


[9] O 


Kin 











Prob. 14-146 





14-147, The 200-kp block D is dropped from a height 
h = 1 monio end C of the A-36 steel W200 x 36 overhang Prob. 14-149 
beam. H the spring at B has a stiffness k = 200 kN/m, 
determine the maximum bending stress developed in the 


bcam. 

*14-148. Determine the maximum height h trom which 14-150. Determine the vertical displacement of joint A. 
the 200-kg block D can be dropped without causing the Each bar is made of A-35 steel and has à cross-sectional 
A-36 steel W200 x 36 overhang beam to vield. The spring area of 600 mm^, Use the conservation of energy. 


at B has a stiffness k = 200 kN/m. 


D 





Probs. 14-147/148 Prob, 14-150 





14-151. Determine the total strain energy in the A-36 
steel assembly. Consider the axial strain energy in the two 
().5-in.-diameter rods and the bending strain energy in the 
beam for which J = 43.4 in! 






500 Ib 


i 


Prob, 14-151 


*14-152. Determine the vertical displacement of joint F. 
For each member 4 = 400 mm^, E = 200 GPa. Use the 
method of virtual work. 


14-153. Solve Prob. 14-152 using Castigliano's theorem. 








2 m —əÇÀ—Ñ ks 
Probs. 14-152/153 
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14-154, The cantilevered beam is subjected to a couple 
moment M, applied at its end. Determine the slope of the 
beam at H. El is constant, Use the method of virtual 
work, 


14-155, Solve Prob. 14-154 using Castigliano's theorem 


A ) M, 
B 


—— — 


Probs. 14-154/155 


14156. Determine the displacement of point B on the 
aluminum beam. E, = 10.6( 107] ksi. Use the conservation 
of energy, 


3 kip 





Prob. 14-156 


14-157, A 204b weight is dropped from a height of 4 ft 
onto the end of a cantilevered A-36 stecl beam. If the beam 
isa W12 x SU, determine the maximum stress developed in 
the heam 


Prob. 14-157 
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Geometric Properties 
of an Area 





A.1 Centroid of an Area 


The centroid of an area refers to the point that defines the geometric 
center for the area. If the area has an arbitrary shape, as shown in Fig. A-la, 
the x and v coordinates defining the location of the centroid C are 
determined using the formulas 


(A-1) 





The numerators in these equations are formulations of the “moment” of 
the area element dA about the v and the x axis, respectively, Fig. A-15; 
the denominators represent the total area A of the shape. 


fal (hi 


Fig. 4-1 








Fig. A-2 


The location of the centroid for some areas may be partially or 
completely specified by using symmetry conditions In cases where the 
area has an axis of symmetry, the centroid for the area will lie along this 
axis. For example, the centroid C for the area shown in Fig. A-2 must lie 
along the y axis, since for every elemental area dA a distance +x to the 
right of the v axis, there is an identical element à distance — x to the left. 
The total moment for all the elements about the axis of symmetry will 
therefore cancel; that is, fx dA = 0 (Eq. A-1), so that X = 0. In cases 
where à shape has two axes of symmetry, it follows that the centroid lies 
at the intersection of these axes, Fig A-3. Based on the principle of 
symmetry, or using Eq. A-1, the locations of the centroid for common 
area shapes are listed on the inside front cover. 


Composite Areas. Often an area can be sectioned or divided into 
several parts having simpler shapes. Provided the area and location of 
the centroid of cach of these “composite shapes" are known, one 
can eliminate the need for integration to determine the centroid for the 
entire area. [n this case, equations analogous to Eq. A-1 must be used, 
except that finite summation signs replace the integrals; i.e.. 


(A-2) 





Here X and y represent the algebraic distances or x, v coordinates for the 
centroid of each composite part, and X A represents the sum of the areas 
of the composite parts or simply the total area. In particular, if a hole, or 
a geometric region having no material, is located within a composite 
part, the hole is considered as an additional composite part having a 
negative area. Also, as discussed above, if the total area is symmetrical 
about an axis, the centroid of the area lies on the axis 
The following example illustrates application of Eq. A-2. 
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Fig. A-3 
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Locate the centroid C of the cross-sectional area for the T-beam 
shown in Fig. Ata. 


SOLUTION I 

The y axis is placed along the axis of symmetry so that ¥ = 0, Fig. A-4a. 
To obtain y we will establish the x axis (reference axis) through the 
base of the area. The area is segmented into two rectangles as shown. 
and the centroidal location y for each is established. Applying Eq. A-2, 
we have 


LEA [5in](10in.)(2in.) + [115 in.](3in.)(8 in.) 
“SS (10 in.)(2 in.) + (3 in.)(8 in.) 
= §.55 in. Ans. 


SOLUTION II 
Using the same two segments, the x axis can be located at the top of 
the area, Fig. A-45. Here 


[- 15 in.](3 in. (8in.) + [78 in.]( 10 in.)(2 in.) 
(3in. (8 in.) + (10 in.)(2 in.) 


Ans 


The negative sign indicates that C is located below the x axis, 
which is to be expected. Also note that from the two answers 
8,55 in. + 4.45 in. = 13.0 in., which is the depth of the beam. 


SOLUTION Ili 

It is also possible to consider the cross-sectional area to be one large 
rectangle less two small rectangles shown shaded in Fig A-4c. Here 
we have 


X$A  [65in](13in.)(8in.) — 2[5 in.](10 in.)(3 in.) 


ZA (13in.)(Sin.) — 2(10 in.)(3 in.) 


= 8.55 in. Ans. 
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A.2 Moment of Inertia for an Area 


The moment of inertia of an area often appears in formulas used in , 
mechanics of materials. It is a geometric propertv that is calculated about 
an axis, and for the x and v axes shown in Fig. A—5, it is defined as 


(A-3) 





Fig. A-5 


These integrals have no physical meaning, but they are so named 
because they are similar to the formulation of the moment of inertia of a 
mass, which is a dynamical property of matter. 

We can also calculate the moment of inertia of an area about the pole 
O or z axis, Fig. A—5. This is referred to as the polar moment of inertia, 


(A-4) 





Here r is the perpendicular distance from the pole (z axis) to the element 
dA. The relationship between Jo and J,, 7, is possible since P = x^ + y’, 
Fig. A-5. 

From the above formulations it is seen that /,, Jp. and Jo will always 
be positive, since they involve the product of distance squared and area. 
Furthermore, the units for moment of inertia involve length raised to the 
fourth power, e.g., m*, mm*, or ft’, in? 

Using the above equations, the moments of inertia for some common 
area shapes have been calculated about their centroidal axes and are 
listed on the inside front cover. 


Parallel-Axis Theorem for an Area. If the moment of inertia 
for an area is known about a centroidal axis, we can determine the 
moment of inertia of the area about a corresponding parallel axis using 
the parallel-axis theorem. To derive this theorem, consider finding the 
moment of inertia of the shaded area shown in Fig. A-6 about the x axis. 
In this case, a differential element dA is located at the arbitrary distance 
y' from the centroidal x' axis, whereas the fixed distance between the Fig. 4-6 
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parallel x and x' axes is d,. Since the moment of inertia of dA about the 
x axis is dl, = (v' + d,” dA, then for the entire area, 


i, = fw +d, dA = Í” dA + 2d, f y dA + a; f dA 
A A A A 


The first term on the right represents the moment of inertia of the area 
about the x' axis, 7,.. The second term is zero since the x° axis passes 
through the area's centroid C, that is, / y' dA = Y'A = l) since F = 0, 
The final result is therefore 


I, 7 T; + Ad; (A-5) 


I, = T, + Ad? (A-6) 


And finally, for the polar moment of inertia about an axis perpendicular 
to the x-y plane and passing through the pole O (z axis). Fig. A-6, we 


have 


The form of each of the above equations states that de moment of 
inertia of an area about an axis is equal to the area's moment of inertia 
about a parallel axis passing through the "centroid" plus the product of the 
area and the square of the perpendicular distance between the axes 


Composite Areas. Many cross-sectional areas consist of a series of 
connected simpler shapes, such as rectangles, triangles, and semicircles, 
In order to properly determine the moment of inertia of such an area 
about a specified axis, it is first necessary to divide the area into its 
composite parts and indicate the perpendicular distance from the axis to 
the parallel centroidal axis for each part. Using the table on the inside 
front cover of the hook, the moment of inertia of each part is determined 
about the centroidal axis. If this axis does not coincide with the specified 
axis, the parallel-axis theorem, / = 7 + Ad, should be used to determine 
the moment of inertia of the part about the specified axis The moment of 
inertia of the entire area about this axis is then determined by summing 
the results of its composite parts In particular, if a composite part has à 
“hole,” the moment of inertia for the composite is found by “subtracting” 
the moment of inertia for the hole from the moment of inertia of the 
entire area including the hole. 
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Determine the moment of inertia of the cross-sectional area of the 
T-beam shown in Fig. A-7a about the centroidal x’ axis. 


rin 


Fig. A-7 


SOLUTION | 

The area is segmented into two rectangles as shown in Fig. A-74, and 
the distance from the x' axis and each centroidal axis is determined, 
Using the table on the inside front cover, the moment of inertia of à 
rectangle about its centroidal axis is J = bh. Applving the parallel- 
axis theorem, Eq. A-5, to each rectangle and adding the results, we 
have 


X(T, + Adj) 


-z (2in.)(10 in.) + (2 in.)(10 in.)(8.55 in. sin.) | 


E Hein) + (8in )(3in (445 in. — 1.5 ny | 
I = 646 in’ Anx 
SOLUTION II 


The area can be considered as one large rectangle less two small 
rectangles, shown shaded in Fig. A-75. We have 


1 9 X(T; + Adj) 


- L (8in.)(13in.)" + (Rin.)(13in.)(855 in. — 6.5 in| 


-256i (10 in)? + (3 in.)(10 in.) (8.55 in. — 5 in. y| 


I = 646 in! Ans 





Luan. 


3m Zin 3m 


i 
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Determine the moments of inertia of the beam’s cross-sectional area 
shown in Fig. A-8a about the x and y centroidal axes. 


SOLUTION 

The cross section can be considered as three composite rectangular 
areas A, B, and D shown in Fig. A-8b. For the calculation, the centroid 
of each of these rectangles is located in the figure. From the table on 
the inside front cover, the moment of inertia of a rectangle about its 
centroidal axis is J = hh’. Hence, using the parallel-axis theorem 
for rectangles A and D. the calculations are as follows: 


400 mm 
100 mm 
Rectangle A: 
I, 7T, + Adj = 50w mm )(300 mm)" + (100 mm) (300 mm)(200 mm) 
= 1425(10") mm! 
t= Ty + Ad? = (300 mm)( 100 mm)" + (100 mm)(300 mm)(250 mm)? 
= 1.90(10") mm! 
Rectangle B: 
1, = = (600 mm (100 mm)" = 04015(10*) mm* 


I, = = (100 mm (600 mm)" = 1.80(10*) mm! 


—| [mm Rectangle D: 


e Il," T, + Adj = E mm )(300 mm)? + (100 mm)(300 mm)(200 mm) 


PRAS 1.425(10") mm 
l, = 1, + Ad? = (300 mm )(100 mm)* + (100 mm)(300 mm)(250 mm)? 
= 1.90(10") mm! 
The moments of inertia for the entire cross section are thus 

I, = 1425(10") + 0.05(10") + 1.425(10°) 
= 2,90(10°) mm* 

1, = 1,90(10") + 1.80/10") + 1,90(107) 
= 5.60(10") mm* 
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A.3 Product of Inertia for an Area 


In general, the moment of inertia for an arca is different for everv axis 
about which it is computed, In some applications of mechanical or 
structural design it is necessary to know the orientation of those axes that 
give, respectively, the maximum and minimum moments of inertia for the 
area. The method for determining this is discussed in Sec. A.4. To use this 
method, however, one must first determine the product of inertia for the 
area as well as its moments of inertia for given x. v axes. 

The product of inertia for the area A shown in Fig. A-9 is defined as 


(A-8) 





Like the moment of inertia, the product of mertia has units of length 
raised to the fourth power, e.g., m*, mm" or ft’, int. However, since x or y 
may be a negative quantity, while dA is always positive, the product of 
inertia may be positive, negative. or zero, depending on the location and 
orientation of the coordinate axes, For example, the product of inertia 
/,, for an area will be zero if either the x or y axis is an axis of symmetry 
for the area. To show this, consider the shaded area in Fig. A-10, where 
for every element dA located at point (x, v) there is à corresponding 
element dA located at (x, — y). Since the products of inertia for these 
elements are, respectively, xv dA and —xy dA, their algebraic sum or 
the integration of all the elements of area chosen in this way will cancel 
each other. Consequently, the product of inertia for the total area 
becomes zero. 





Fig. A-10 





Fig. A-9 
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Fig. ^-11 


Parallel-Axis Theorem. Consider the shaded area shown in 
Fig. ^-11, where x’ and y' represent a set of centroidal axes, and x and y 
represent a corresponding set of parallel axes. Since the product of inertia 
of dA with respect to the x and y axes is d7,, = (x' + d,)(y' + dy) dA, 
then for the entire area, 


ly = [ow + dv + d,) dA 
A 
= fer dA + a, [ v dA + a, fx dA + 44, [ aa 
A A A A 


The first term on the right represents the product of inertia of the area 
with respect to the centroidal axis, / yy. The second and third terms are 
zero since the moments of the area are taken about the centroidal axis, 
Realizing that the fourth integral represents the total area A, we 
therefore have 


The similarity between this equation and the parallel-axis theorem 
for moments of inertia should be noted. In particular, it is important 
that here the algebraic signs for d, and d, be maintained when applying 
Eq. A-9. 
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EXAMPLE |A.4 


Determine the product of inertia of the beam's cross-sectional area, 
shown in Fig. A—124, about the x and y centroidal axes. 


y 


nao mm 
fa) 
Fig. A-12 


SOLUTION 

As in Example A3, the cross section can be considered as three 
composite rectangular areas A, B. and D, Fig. A-12b, The coordinates 
for the centroid of each of these rectangles are shown in the figure. Due 
to symmetry, the product of inertia of each rectangle is zero about a 
set of x’, y' axes that pass through the rectangle's centroid. Hence, 
application of the parallel-axis theorem to each of the rectangles yields 


Rectangle A: 
hy ™Tey + Add, 
= 0 + (300 mm)( 100 mm )(—250 mm )(200 mm) 
= —1.50(10") mm! 


Rectangle B: 


I5 = lyy + Ad d, 
= 0 + (300 mm)( HX) mm)(250 mm)( -200 mm) 
= —1,50(10") mm! 


The product of inertia for the entire cross section is thus 
L, = [-1.50(10") mm*] + 0 + [-1.50(10") mm*] 
—3.00( 107) mm* 
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A.4 Moments of Inertia for an Area 
about Inclined Axes 


In mechanical or structural design, it is sometimes necessary to calculate 
the moments and product of inertia /,, Jy and py for an area with 
respect to a set of inclined x' and y' axes when the values for 0. 7,, Ty, 
and /,, are known. As shown in Fig. A-13. the coordinates to the area 
element dA from each of the two coordinate svstems are related by the 
transformation equations 


x' = xcos Â + vsin 


y'= peos — xsin 0 


Using these equations, the moments and product of inertia of dA 
about the x’ and v’ axes become 


dl, = y^ dA = (ycos@ — xsin@y dA 
dl, 


dI, = x'y' dA = (xcos8 + ysin8)(vcos8 — xsin) dA 


x" dA = (xcos8 + ysin 8) dA 


Expanding each expression and integrating, realizing that 7, = [v^ dA, 
I, = [x dA. and 1,, = [xy dA, we obtain 


= [, cos! A + [, sin? 8 — 27,, sin 6 cos 8 


— ~ 
< - 
| | 


= 1, sin" 0 + L cos? 0 + 21,, sin À cos 0 


Ivy = l sin @cosé — J,sin8 cos 0 + L. (cos! 8 — sin’ 8) 


These equations may be simplified by using the trigonometric identities 
sin 24 = 2 sin 6 cos & and cos 24 = cos ñ — sin" 8, in which case 


EER i 
— 2 7,, sin 26 
Jo— - 
— — cos #  D,,sin28 | — (A-10) 


=- 


4 1, E 
——— sin 20 + 1,, cos 20 


- 
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Principal Moments of Inertia. Note that /,. Iy. and /,, 
depend on the angle of inclination, 8, of the x', v' axes, We will now 
determine the orientation of these axes about which the moments of 
inertia for the area, 7, and Jy, are maximum and minimum. This 
particular set of axes is called the principal axes of inertia for the area. 
and the corresponding moments of inertia with respect to these axes are 
called the principal moments of inertia. In. general, there is a set of 
principal axes for every chosen origin. O; however, in mechanics of 
materials the area's centroid is the most important location for O. 
The angle # = 4, which defines the orientation of the principal axes i 

for the area, can be found by differentiating the first of Eq. A-10 with 
respect to 0 and setting the result equal to zero. Thus, 


dl l,—1 
p - AL sin 28 — 27,, cos 28 = 0 
“ * i 


Therefore, at 0 = t. 





ly 
(I, T L2 


tan 28, = 


(A-11) Fig. A-14 





This equation has two roots, #, and 4), which are 90^ apart and so 
specify the inclination of each principal axis. 

The sine and cosine of 2¢,, and 28, can be obtained from the triangles 
shown in Fig, A-14, which are based on Eq. A-11. If these trigonometric 
relations are substituted into the first or second of Eq. A-10 and 
simplified, the result is 


(A-12) 





Depending on the sign chosen, this result gives the maximum or 
minimum moment of inertia for the area, Furthermore, if the above 
trigonometric relations for 0, and 0, are substituted into the third of 
Eq. A-10, it will be seen that /,,. = O; that is, the product of inertia with 
respect to the principal axes is zero. Since it was indicated in Sec. A.3 that 
the product of inertia is zero with respect to any symmetrical axis, it 
therefore follows that amy symmetrical axis and the one perpendicular to 
it represent principal axes of inertia for the area. Also, notice that the 
equations derived in rhis section are similar to those for stress and strain 
transformation developed in Chapters 9 and 10, respectively, 
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Determine the principal moments of inertia for the beam's cross- 
sectional area shown in Fig. A-15 with respect to an axis passing 
through the centroid C. 


SOLUTION 
The moments and product of inertia of the cross section with respect 
to the x, v axes have been determined in Examples A.3 and A.4. The 
results are 

|, = 290(1) mm* — 7, = $.60(10) mm* — 7,, = -300(10") mm! 


Using Eq. A-11, the angles of inclination of the principal axes x’ 
and y' are 


3 00(107) 
tan 26, = 


28, = 114.2° and 20, = —65.8" 
Thus, as shown in Fig. A-15, 
8,571" and = 4,3 = —32.9° 


The principal moments of inertia with respect to the x° and y’ axes 
are determined by using Eq. A-12. 


_ 2.90010") + 5.60(107) R 290(10*) — 560(10*) |* 
vua == a i 


+ [-360(10)F 
= 425(1) + 3.29(10°) 
or 
luas 7 754(107) mmt Zaa  0.960(10") mm* Ans 
Specifically, the maximum moment of inertia, mas = 7.54(10*) mm", 
occurs with respect to the x’ axis (major axis), since by inspection most 


of the cross-sectional area is farthest away from this axis To show this, 
substitute the data with # = 57.1^ into the first of Eq. A-10, 
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A.5 Mohr's Circle for Moments of Inertia 


Equations A-10 through A-12 have a semi-graphical solution that is 
convenient to use and generally casy to remember. Squaring the first and 
third of Eq. A-10 and adding. it is found that 


i, +1,\? 3 1, - d,v 2 
l,- 2 + 1; y. * 7 1 fey (A-13) 


In any given problem, Jy and Jy are variables, and 7,, ly, and 7,, are 
known constants. Thus, the above equation may be written in compact 
form as 








(L. -af R 
When this equation is plotted, the resulting graph represents a circle of 
radius — I 
Ñ. = J(= L^ 2) 





2 


and having its center located at point (4, 0), where a = (7, + 7,)/2. The 
circle so constructed is called Mohr's circle. Its application is similar to 
that used for stress and strain transformation developed in Chapters 9 
and 10, respectively, 


Procedure for Analysis 


The main purpose for using Mohr's circle here is to have a 
convenient means of transforming 7,, 7,. and 7,, into the principal 
moments of inertia for the area. The following procedure provides a 
method for doing this. 


Calculate Iy, hy hy 
Establish the x, v axes for the area, with the origin located at the 


point P of interest, usually the centroid, and determine /,, Jy, and 
1,,, Fig. A—16a. Y a 


Minor axis for principal 
moment of inerti. Loin 


E T 
Major axis for principal 
moment of inertia. J... 





(a) Fig. ^-16 
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| Procedure for Analysis (continued) 


Construct the Circle. 


Establish a rectangular coordinate system such that the horizontal 
axis represents the moment of inertia /, and the vertical axis 
represents the product of inertia /,,, Fig. A-l6b, Determine the 
center of the circle, C, which is located a distance (7, + 7,)/2 from 
the origin, and plot the “reference point" A having coordinates 
(1,.1,,). By definition, 7, is always positive, whereas 7,, can either 
be positive or negative. Connect the reference point A with the 
center of the circle, and determine the distance CA bv trigonometry. 
This distance represents the radius of the circle, Fig. A-l6b. Finally, 
draw the circle, 


Fig. A-16 (cont) 


Principal Moments of Inertia. 


The points where the circle intersects the / axis give the values of the 
principal moments of inertia Imin and /,,,. Here the product of 
inertia will be zero at these points, Fig. A-165. 

To find the orientation of the major principal axis, determine by 
trigonometry the angle 20, . measured from the radius CA to the 
positive | axis. Fig. A- 16b. This angle represents twice the angle from 
the x axis to the axis of maximum moment of inertia Zaa, 
Fig. A—16a, Both the angle on the circle, 26, , and the angle on the 
arca, 8, , must be measured in the same sense, as shown in Fig. A-16. 
The minor axis is for minimum moment of inertia 7,,,. which is 
always perpendicular to the major axis defining Jmn- 
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Use Mohr's circle to determine the principal moments of inertia for 
the beam's cross-sectional area, shown in Fig. A-174, with respect to 
principal axes passing through the centroid C. 


SOLUTION 


Compute lu |, ly The moments of inertia and the product 
of inertia have been determined in Examples A3 and A4 with 
respect to the x, v axes shown in Fig. A-17a. The results are 
I, = 2.90(10°) mm“, 7, = 5.60(10*) mm*, and /,, = —3.00(10*) mm", 


Construct the Circle. The / and /,, axes are shown in Fig. A-17b. 
The center of the circle, C, lies at a distance (7, + 7,)/2 — 
(290 + 5.60)/2 = 4.25 from the origin. When the reference point 
A(2.90, —3.00) is connected to point C. the radius CA is determined 
from the shaded triangle CBA using the Pythagorean theorem: 


CA = V(L35y + (-300y = 329 


The circle is constructed in Fig. A-17c. 


Principal Moments of Inertia. The circle intersects the / axis at 
points (7,54, 0) and (0.960, 0). Hence 
A( 90, —3 40) 


Laus = 7.54(107) mm! 


I, = 0.960( 10") mm! (b) 
LAM) mm 


As shown in Fig. A-17c, the angle 28, is determined from the circle 
by measuring counterclockwise from CA to the positive Í axis. Hence, 


Fein = 0, 


BA 3 


Ap, = 57.1* 


The major principal axis (for Imas = 7.54(10") mm^) is therefore A(2.90, 3.400) 
oriented at an angle 8, = 57.1°, measured counterclockwise, from the (ci 
positive x axis. The minor axis is perpendicular to this axis. The results 


are shown in Fig. A-17a. Fig. 4-17 









Geometric Properties 
of Structural Shapes 


Wide-Flange Sections or W Shapes FPS = 


aa === E= 


UT NEM — — — 


W24 x 104 
W24 x 94 
W24 x 84 
W24 x 76 
W24 x 68 
W24 x 62 
W24 x 55 


WIS x 65 
WIS8 x 60 
WIS x 55 
WIS x 50 
WIR x 46 
WIS x 40 
WIS x 35 


W16 47 
WI6 x 50 
W16 x 45 
W16 x 36 
wié x 31 
WI16 x 26 


Wi4 x 33 
Wid x 43 
Wi4 x 38 
Wii x 34 
W14 x 30 
W14 x 26 
W14 x 22 
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Wide-Flange Sections or W Shapes FPS Units 


* sedis ws — — 
Designation 


NI. ee pepe — 


W12 x 87 
W12 x 50 
W12 x 45 
W12 x 26 
W12x22 


W12 x 16 
W12 x 14 


W10 x 100 

W10 x 54 

Witt x 45 

W10 x 39 

W1ü x 30 

W]ü x 19 5. ; 1 i . P 
W10 x 15 - š k : t R . . š a 0.810 
Wil) x 12 - , ^ . ; i 2 0,785 


WS x 67 L I .57 93 ; ; ü 21. 2.12 
WS x 58 ? 4 : à 52. as ` 1 2.10 
Wa x 48 : , ) $ Y. 3. k 3. 2.08 
WS x 4t A ; : k 5. k b 22 24M 
Wa x 31 = : 2p: 435 7,5 ; 37. ; 2.02 
W8 x 24 

WS x 15 


We x 25 
W6 x 20 
Wé x 16 
W6 x 15 
Wé x 12 
W6 x 9 
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American Standard Channels or C Shapes FPS Units 


ws weer — 
Designation 


C15 x 50 15.00 : 3716 | 3 
C15 x 40 15.00 : 3.320 
C15 x 3319 , 15.00 5.400 
C12 x 30 12.00 ; 3.170 
C12 x 25 1200 | 0: 3447 
C12 x 20,7 ; 12.00 Ç 2.942 
C10 x 30 10.00 | 0. 3.033 
Cl x 25 10.00 fe 2.886 
C10 x 20 . 1000 |0. 2.739 
C10 x 153 10.00 . 2.6060 
C9 x 20 : 9.00 2.548 
C9 x 15 y 00 2485 
Co x 13.4 N 9.00 2433 
C8 x 1875 8.00 j 2.527 
C8 x 1375 8.00 | 0. 2.343 
C8 x 115 800 [| 0. 260 
CT x 14.75 7.00 2299 
C? x 12.25 . 7.00 2.194 
CT x 98 ? 7.00 2490 
C6 x 13 600 10. 2.157 
C6 x 10.5 600 1 0. 24034 
C6 x 8.2 6.00 1.920 
C5x9 A 5.00 Re 1885 
C5 x 67 RI 5.00 š 1750 
C4 x 725 400 | 0. 1721 
C4 x 54 4.00 18 1.584 
C3 x 6 3,00 3S 1.596 
€3x5 3.00 Y 1498 
C3 x 41 3.00 1410 


— 
0.650 
0.650 
0.501 
0-501 
501 
(436 
(456 
0.436 
(1.436 
0.413 
0.413 
0.413 
0.390 
0.390 
390 
0.366 
0.366 
(366 
0.343 
0.343 
0.343 
0.320 
0.320 
0.296 
0.296 
0.273 
0.273 
0.273 š ; 0,202 


E 


P 
zi ajeni b 


mh us l4 (2⁄2 us 


ul 


bh ht fe 


* 


ha Pe ue 
X Sl le el el ee et xor) 3x. nx 


mw ha 


— m m 0 — -NN 
mjua ets 
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Angles Having Equal Legs S Units 


Size and 
thickness per foot 


89.0 
697 
48.6 


35,5 8.57 
28.2 6.66 
19.9 4.61 
15.4 3.53 


15.7 4.53 
113 3.16 
874 242 


7.67 2.81 
5.56 1.97 
4.36 A , 436 1.52 
34H A ; 3.04 1.05 


164 ‘ 3.64 1.49 
287 y 2.87 1.15 
2.01 ^ k 24H u. 704 


222 A 95 2:22 1.07 
1.76 S ). 1.76 0.835 
1.24 ^ ! 1.24 0.577 
1.23 ^ À 1.23 0.724 
0,984 i ; 0.984 | 0566 
0,703 * 0.703 | 0394 
0,479 x f 0.479 | (1351 
0,348 247 Fs 0.348 | 0.247 
0,194 ; u 0.190 | (131 


te ht bf 


ef E re 
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Wide-Flange Sections or W Shapes 


by 


— — 


W610 x 155 | 19 800 
Wén x 140 | 17 900 
Welt) x 125 | 15 900 
W610 x 113 | 14 400 
W610 x 101 | 12 900 
Well x92 | 11 800 
W610 x 82 | 10 500 


W460 x 97 | 12300 
W4a6 x 89 | 11 400 
W460 x 82 | 10 400 
W460 x 74 9 460 
W460 x 68 87M 
W460 x 60 750) 
W460 x 52 6 640 


W410 x 85. | 10 SOÓU 
W410 x 74 9510 
W410 x 67 8 564 
W410 x 53 6 820 
W410 x 46 5 89%) 
W410 x 39 3 960 


W360 x 79 10 100 
W360 x 64 8 150 
Wal) x 57 7 200 
W360 x 51 6450 
W360 x 45 5710 
W360) x 39 3 960 
W360 x 33 4190 








Wipe-FiANGE Sections OR W SHAPES SI UNITS 805 





e-Flange Sections or W Shapes SI Units 


ee | 2 
a ws width = yoy axis 
— b ERNETWEITGE QE 


parian on [on [mm | = ff | 


W310 x 129 3080 
W310 x 74 ~ . 205.0 
W310 x 67 204.0 
W310 x 39 A 165.0 
WHO x 31 313 . 1020 
W310 x 24 101.0 
W310 x 21 | 4 101.4 


W250 x £ 263.0 
W250 x 80 - ; 255.0 
204.0 
203.0 
148.0 
102.0 
102.0 
101.0 


21040 

209.0 

206.0 

3 2050 

W200 x 46 š 4 203.0 
W200 x 36 : a 165.0 
1402.0 


154.0 
153.0 
152.0 
102.0 
102.0 
100.0 
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American Standard Channels or C Shapes 


Area | Depth width | thickness Lx eee 
— — 
pr 


Cw x 74 
C380 x 60 
CA80 x SII 


C310 x 45 
C310 x 37 
€31U x 31 


C250 x 45 
C250 x 37 
C250 x 30 
C250 x 23 


C230 x 31 

C230 x 2 

C230 x 20 

C200 x 28 

C200 x 20 

C200 x 17 

CI80 x 22 

CIRO x I8 

CISU x 15 

CI50 x 19 

C150 x 16 

CI50 x 12 

Cio x 13 

C€DU x I0 

C100 x 11 

CIOU x 8 

(75 x 9 

cys x 7 . ? š i ^ š š 
C75 x 6 ^ ` . A | . (482 





ANGLES Having Equal Less = SI Unirs 807 


Angles Having Equal Lea: 


pes y-y axis 


Size and thickness | Meter —— URN UE S EE Ue 


L203 x 203 x 254 
L205 x 203 x 19,0 
L203 x 203 x 12.7 


L132 x 152 x 254 
L152 x 152 x 19.0 
L152 x 152 x 12.7 
L152 x 152 x 9,5 


L127 x 127 x 19.0 
L127 x 127 x 12.7 
L127? x 127 x 95 


L102 x 102 x 19.0 
Lid2 x 102 x 12.7 
L102 x 102 x 9.5 
L102 x 102 x 64 
L89 x RO x 127 
L89 x 89 x 95 
LRO x 89x 6.4 


L?6 x Th x 12.7 
L76 x 76 x 9,5 
L76 x 76 X 64 


L64 x 64 X 12.7 
Lit x 64 x 95 
L64 x 64x 64 
L51x 51 x 95 
LS] x $1. x 64 
LS] x 51 x 32 





Slopes and Deflections 
of Beams 





Simply Supported Beam Slopes and Deflections 


Lowe [om | we p eee 


_ —Pab{L + b) y 
T CARI 3 T. 

Pab(L + a) 
~ MI — 0 Srsa 
—Mol? 


™ VEI “Mox 


ac 
"^ WEIL UU 
at x — 0.5774L 


y= 2 3 
v= ae 2Lx* + L^) 


-5wL' — wr 3 3 
" cup RET v sur 0 24L + 91°) 


b=*=Lh/2 


vo = onset lya RO -= 2b 
me EI — 


+ 1707s — 1) 
atx = (0.45981. L2zx-—L 


4 
nse = -000652 So (cs 
— 287 2 
v serio = 10126 + 71^) 
at x = 0,5193. 
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Cantilevered Beam Slopes and Deflections 


w P 


O=x=L/2 

- PL: 

Ñas = RFI 
ENE EEL 


Vinis 7 - — ~ ALx + 617) 


wL? 
+ — x 
r= Toor As = L/2) 


LI=s=x=L 


= wi L* 


"mw "GET |° -TAHI Lwe 0 -107r + SL — x!) 








Fundamental Problems Partial Solutions and Answers 


Chapter 1 


Fi-1 


F1-3 


F1-4 


F1-5 


810 


Entire beam: 
(t ZMy = (); 
Left segment 
> SF, = 0: 
+4 ZF, = (dd. 
+Z Mc = tk 
Entire beam: 
{+ EM, = ü; 


Right segment: 


+ SF, = 0: 
+ÎEF, = 0; 
[FEM = th 


Entire beam: 
SIF, = Q: 
(FIM = (k 


Right segment: 


> XF. = 0; 
+ TSF, = 0: 
(tIMe = 0; 
Entire beam: 
(EM, - Ik 
Lett segment: 
"EF, = 0; 
+TIF, = 0: 
(FEM, = tk 


Entire beam: 
SIF, = 0: 


[EMO = Ü 


Left segment: 


ZIF, = 0 
+IFEF, = 0 


60 — 10(2) — A,(2) = 0 


Ne = í) 
2)— Ve = 0 
Me + 60 — 20(1) = 0 


B43) — 1000150075) — 200(1.5)(2.25) = 0 


B, = 262.5 N 


Ne = 0 
Ve + 262.5 — 200(1,5) = 0 

262.5(1.5) — 200(1.5}0.75) — Me = 0 
Me = 169 N:m 


R,=0 
20(2)(1) - B,(4) = 0 


Ne =O 
Ve-10-0 
Mc — 102) = 0 


laoy3)2) + 1003045) — Aff) = 0 


Ne = Ü 
27.5 — 10(3) — Ve = Ü 
Me + 10(3)(1.5) — 275(3) = 0 


A, =0 
1 
$00(6)(3) - Z(300)(341) = A,(6) = 0 


Ne =) 
825 — 300(3) — Ve = 0 
Me + 300(3)(L.S) - 82503) = 0 


A, 7 20kN 


V, -= 20 kN 
Me = —40 kN +m 


Ve- 37.5N 
B, = 10kN 
Vo= WKN 


Me = —NIkN+m 


Ay 7 27.5kN 


Vc 7 —2.5 kN 
Me = 35kN*m 


A, = 825 Ih 


Ve=-751b 
Mc = 11251b-f 


Ans 
ANS 


Ans 


Ans. 
Ans 


Ans 


Ans 
Ans 


Ans 


Ans. 


F1-6 Entire beam: 


L+iM, = 0; 


SSF, = 0; 


TEF, = (t 


Left segment: 


- EF, = 0: 
*tT1EF, = 0: 
L+2Me — Ir 
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3 
Fol Ji - 5(6)3) = 0 


4 
vs) A, = 


A, + ns[š) 5(6) = 0 


Ne—- 0=0 
75- 52) - V. - 
Me + 5(2)(1) - 752) = 0 


F1-7 


Fi-8 


F-9 


F1-10 


Beam: 
EM, = 0: Tep = 2w 
=F, = th Tap = w 


Rod AR: 
P Ic 
= — li! = —: 
4T A MW 107) 10 
w=3N/m 
Rod CD: 
P y. _ 2w 
= — MW = — 
T a 00) Is 
w — 2.25 N/m Anx 
A= m0 1? — 0.087) = 3.6010 oe m? 
300010 
Tw = = = —S = 26.5 MPa Ans, 
ç 3600 1)m 
A=3[43(1)] = 12 ii? 
RAS 
ar — 1.25 ksi Ans, 


Consider the cross section to be a rectangle and 


two triangles. 





i 
2 47 ; 3 
_ sya 0.15[00.3)(0.12)] + (0 E 160 | 
E GNE l 
0.340,12) + =(0.16)(0.3) 
= (L13m = 130 mm Ars, 
600(LU* 

Tw 7 z T — = 10 MPa Ans, 


Fyy=37.5kN 


A,= 30 kN 

Av 7,5 kN 
Ne = 30 kN Anx 
V. =-2.5kN Ans. 


M i =S3kN-m Ans 


Fi-11 

Ay = Ag = Tos ) = 0.06257 in", Ay = =) = 25s in? 
* 15.3 ksi (T A 

"A, a OSNR t 
Nu Š 7.64 ksi = 7.64 ksi (C ' 

TA As O25 si Q si (C) on 
Ne 2 

ye = — = ———Šəxx<x. = 102 ksi (T) Ans 


Ae 008257 
F1-12 
Fay 7 M981) N = 4905 N 


+Í EF, = 0; Fuc( =) 4905 — Q0 Fac — 8175N 


+ XF, = 0: ss(2) — Fag - 0 Fan — 654N 


Au = Z4noos?) = 16010 fyr m° 


Fan 654 


(Tana =- 7 


— = 13.1) MPa Ans 
Aan 16019 yz 


Fi-13. Ring C: 


ISF, =A; 2F cos 60° — 200(9.81) = 0 F = 1962 N 
F 1962 
LU atom Java = AT 150410") — IT 
€ = 
4 
d = 0.00408 m = 4.08 mm 
Use d = 5mm Any 
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Entire frame: 

EF, = (k A, = 600 Ib 

XEM, = A, = SO Ih 

Fa = V (600)! + (800)? = 1000 Ih 
4/2 1000/2 

(Tadavy — SS 2 
A (0.25) 

Double shear: 

IF, =} 4V-10-0  V-25kip 


= 3 2 ^ 
A= ==) = 0,140625 in" 
444 


Y 25 
*7 0.130625 
Single shear: 
=F, = 0; 





= 10.2 ksi Ans, 


F1-15 


= 5.66 ksi Ans, 


P-3V=0 


P 
/-— 
; 3 


A= 0007) = 410 ye m? 
P 


i 3 
Toran =— 6a") -———— 
(Topham = — uper = 


P-2262(10) N = 226 kN Ans, 


FI-17 + SF, =ù; V-Poo fh =0 V=05P 


0.05 
M Ka 025) = 1.44 i 1 2 
A ( sin 60" Joas) 1.4434(10 ") m 


V usn 
Ew = — 600( HP) = ——— 
(Tasglann A MH) L4434(10- 


P-1732040') N= L73 kN. Ans. 


The resultant foree on the pin is 
F = V 3 + 4 = SO KN 


Here we have double shear: 


Fi-18 


YY _ aaa A 
A sts. s me 


Fi-19 SIF, = 0; M-N-ü N= 30 kN 


250 
Lis. amies om me um PEG RT ME 
Tallow FS T 166.6 Pa 





N 3000 
maw =i 16667(10') = ur) 
3? 
d = 15.14 mm 
Use d = 16 mm Ans, 





F1-20 
-SF.-1i5 N4&-30-0 Nag = 30 kip 
SEF, =0; Ngc—15—-15-30— 0 Ngo— 60 kip 
Ty 50 
Aw = ———-333ks 
Tow Se ts 3.33 kst 
Segment AR: 
Nag EU 
Egg = — 33.33 = 
ae ee k (0.5) 
hy =18in 
Segment BC: 
Nar fü 
na — 33.33 = ——ə 
alin Ane h 0.3) 
hs = 3⁄6 in 
7 5 
Use Ai; = l~ in. and fn = 3— in. Aux 
8 8 
Fl-21 N=P 
Ty 250 
Tae 7 pe 77.3 125 MPa 
A, = Toar) = 12566(10-*) m° 
Ago 2(0406 — 0,03)(0405) = 30107) m? 
The rod will fail first. 
N P 
a Be 125(10^] = ——ə  —".n 
Tui A, (au 12566010 7) 
P= 1570810) N = 157 kN Ans 
Fi-22 +3F,-0; 8)-2V-0  V-40kN 
.» 100 
Talluw = = = — = 40 MPa 
/ 40(10' 
Tallus ~ £ AOL i") rz — 
4 Ta 
34 
d = 0.03568 m = 35,68 mm 
Use d = 36 mm Ans. 
Fi-3 V-P 
Tal 120 
Talluw = Ps — 48 MPa 


Arca of shear plane for bolt head and plate: 
Ay, = wat = m(044)(0.075) = (40037 m? 
A, = dt = (0.08)(0.03) = 040024 m? 


Since the area of shear plane for the plate is 
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smaller, 
7” P 
— — I € —— 
Tai 48010) = Dar 
P-36191(10) N 2 362 kN. Anis 
F1-24 
[*EM, = 0 Z300)(9)6) 6V(9)-0 V=150lb 
Trai l A 
Talkies 7 = = EN = B ksi 
V ; 150 
tam == — 8(10)= 
rl 
d = (0,545 in 
Use d = ER in tns. 
- 16 ` “ 
Chapter 2 
be 02 - 
F2-1 400 ^ 400° á, = 0.3 mm 
& 03 
ecn = Be ^3 ^ 0.001 mm/mm Ans. 
F2-2 
# (=) rad = 0.3491(10 `?) rad 
jan /7 — 
8g = Lag = 03491010. (500) = 0.2094 mm 
ñr = Las = 0349100 (1200) = 04189 mm 
dy — 02094 ‘ 
= — = — ° — 5 i a 
Erb f 200 0.524410 ^|] mm/mm Ans, 
— éc _ (4189 3 i 
er = La — 0698410 7) mm/mm Ans, 
F2-3 
2 4 
“= OOS rad B 300 41 rad 
T 
(YA), 7 »- t) 
—— 
—-«-— B 
= 0005 — 0.01333 
= —(),00833 rad Ans. 
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F2-4 
Lac= V 3002 + 400° — 500 mm 


Lyc = V (300 — 39 + (400 + SP = 502.2290 mm 


3 
= — = (LTA 
a 3s ) 0074407 rad 


Lav — Ly 502.2290 — 500 


Lent avg "» ta a) 
= 0.10446 mm/mm Ans 
(y thes == E — G +a]=-a= 0.00741 rad Ane 
2 2 2 
F2-5 


Lac= V Len + Lan? = V 300 + 300° = 424.2641 mm 


Lyco WV Le’ + Lap = V306 + 296 = 425.7370 mm 


— 
T ws (ze) = 2tan (=) = 1.6040 rad 


2 Lp . 296 
Lay — Lae 425,7370 — 4242641 
Unda tmm — 
Lac 424264] 
= 0.00347 mm /mm Anx 
(yi), = Z — 0 = Z — 16040 = —0.0332 rad Anx 
Chapter 3 
F3-1 — Material has uniform properties throughout. Ans 
F3-2 ss Proportional limit is A. Ans 
Ultimate stress is D. Ans. 
F3i-3 The initial slope of the o — e diagram, Ans 
F3-4 Truc. Ans 
3-5 False. Use the original cross-sectional arca 
and length. Ans 
F3-6 False It will normally decrease. Ans 
o P 
F3-7 e= E” AE 
— TOO IP (0.100) 
~ ES 7 AE 0.015) 200007) 
= 0.283 mm Ans 
if P 
F38 e> E" AE 
PI. 
á — — 
el AF 
_ (10 0008) 
0.003 = DE 
E = 2.22(10") psi Am 
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F3-10 


F3-11 
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— P 
—— AE 
PL SOPH 
=el = EXSOYUUTO PeP wi 
AE 20.01) 10010") 
= 316mm Ans. 
P 1010) 
= — = = 318.31 I 
A wo 
Since z < oy = 450 MPa, Hooke's Law is 
applicable. 
* oy * 40010 ^ x 
a 000025 ^ 200 GPa 
oe 31831(010) — , 
= — = ———— = (1,001592 ' 
— 2000107) mm/mm 
6 = eL = 04101592(50) = 00796 mm Ans, 
15010 
— X ) 1.477465 MPa 





A 5002) 

Since e > oy = 450 MPa, Hooke's Law is not 
applicable. From the geometry of the stress-strain 
diagram, 

€ — 0.00225 477.46 — 450 
O03 — 000225 500 — 450 
e = 0417493 
When the loed is removed, the strain recovers 
along a line parallel to the original clastic line, 


- = — = ———n = 21 i " 
Here E = = Ds = 200 GPa 


The elastic recovery is 

r A724) 

“=E ° 20000) 

Ep = € — €, 7 1,017493 — 0,002387 
= (101511 mm/mm 


ñ, = e,L = 0.01511(50) = 0.755 mm 


= 1.002387 mm/mm 


Ans, 


l 
— 7 = 0666710) mm/mm 


Tar = Eepe = 200(10*)[0.6667(10 7)] 
= 133.33 MPa 

Since oy < oy = 250 MPa, Hooke's Law is valid. 
LIN. 
(0.0037) 
Fne = 94248 N 
94248(04) — P(0.6) = 0 
P = 628.31 N = 628 N 


133.33(10") = 


(EM, = 0; 
Ans. 


Ho 5-5. 10000 sso MPa 
TUM XI ` 
56.59(10^) 
fun = a =a 7 020 3) 


Cim = Ping = 7035(0808(10 7) 
= —0283(10 1) 
åd = (—(283(10 *))(15 mm) = —424(10 7) mm 





5010? * 
F3-14 o= E. RU, = 159.15 MPa 
A #002) 
á 140 
= — = — = 23 / 
t7 T = Gon 1.002333 mm/ mm 
r 1591500) 
= — = — = 24 k 
mar 0.002333 682 GPa Ans 
I 9.9837 — XX 
€, = LR NL Umi M —0.815(10 7) mm/mm 


T al 20 
PN 1815107) 


TS. ub = 0.3493 = (349 
du" 0,002333 Ç 
F 6821 
eee — x 
G X(t +e)  2(1- 0.3493) A 


F3-15 w= = = (1003333 rad 


-i-.4-i-(E-.) 
r 3 T ko © 


= r = 01103333 rad 
z = Gy = [26(10")](0.003333) = 86.67 MPa 


T—— 


p 
86.67(10") = Tena) 


Ans. 


m$ aao E. 
y= D 0 = 3 (z a) a = 0412 rad 


When P is removed, the shear strain recovers 
along a linc parallel to the original elastic linc. 
y, = yy = 0.005 rad 


yp» = y - y, = 002 — 0.005 = 04015 rad Ans. 
Chapter 4 
Ft A= T002) = 01(107)z m? 
ôe = (40410) 400) + |ü-60(10`H(600)]|) 
IE 
—2U 10^) N mm 
AE 
= 0314 mm Ans 





F4-2 


F4-3 


F4-4 


F4-5 


F4-6 
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Ais = Acn = S02) = (L1(10 hr m° Chapter 5 
Auc = nos - (03) = 0175(10 2s m° FSI J ==(0,04") = 12810075) mÓ 
| -10(10*)](200) = T. Suv 
EN diio vor a EEE (1070.04) 
Anja [0.110 *)][68.9(10")] TA = Tm = * deno e 2800 4977 MPa Ans 
[106107 ))(400) n 
— E EINT --- T S(10`(003 
[0.175(10 7)7:][68.9(10] Ty 7 22 - — = 37.3 MPa Ans 
| -20(10*)](400) UN CM 
[0.14107 s ]f68.9(10")] 
= —1.449 mm Aw  gp&2 J= 0106" — (404*) = S.2(107 "7 m* 
z 
= (0.035) = 0.225(10 7 yer m? - 10100.95 
4 i te = tax LS —— = 16.7 MPa Ans 
2: 1 {| assi J S2(M "ar 
& 7 0325010 js [z00(10)] ai p = Tpa _ 1000004) p — 
4 A 7 753010 2U0 s is 
= e 30( 10") | (0.4) + [—90416")(0.6)) 
2-077 7) m = -0772 mm Ans, — Fs-3 = T4004 — (034) = 0875( HE" y m" 
2 
6, = RL- [souo (00.8) - Ju = Zoas) = LIRIN} m! 
a Jo. ECHO. ^s] 2000 107)] š 
= 0.7639(10 !)m $ (saa eee! ee BUON _ — MPa 
Fey _ 60(10') e eae 96 
E tay OTe Tene _ [(10*)y(004) 
au) iiu a a E 
+l 3, = by + bay Ja: 1.28(10 "pre 
5, = 1200) + 07639(1077) = 59,7 MPa Ans 
= 1.9639(10 !) m = 1.96 mm | Ans. 
à Fs-4 Tyg = 0, Tre = 600 Nm, Ten = 0 
= (0.022) = o1(10 Yor m? eS 5 dino 
J= (0.02 ) = 8U(IU0 "yz m 
Internal load Pir) = 30(10 x x r 600(0.02) 
— [ PixMdx r = — = — — = 47.7 MPa Ans 
õa = AE J 810 "x 
l 
— ———— A —-v Mii pr d it = . zm i. 4 
(aio je ]33099] J, (IF )x dx F5-5 Ja 3004 0.034) = 0.875(107 "m 
= (.529(10 7) m = 0.529 mm Ans. Tuccge — 210000404) 
45Q0) — ais Com T7 qe 7 OBIS he 
Distributed load Pis) = * r= S(M 10 )r N/m = 30.6 MPa ae 
Internal load Por) = 3450010 ))v(x) = 2500 
FS-6 ¢=5(1')Nm/m 


i 

Pixjdx 

= | —— 
" Í AE 


Ai" m 
— — | [25( HP) ]dx 
[0.100 yer][73.1(107)] Jo 


= 1265 mm Ans, 


Internal torque is T = 5( HPS) = 4000 N-m 


je FILLE = 1,28(107°)r m 


= 39.8 MPa Ans 





F5-8 


F59 


F5-10 


F=11 


F5-12 
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j= fan) = ( 405(107 ^) m^ 


1 
— ([-2110" 10.6 
eni [0.40510 *ys]psugn] a0.) 


+ 003(0,4)] 
= — 0838 rad = — 480^ 


J = 0.024) = 80(107*)s m4 
* 69.45) 

~ [S010 ")z][75(10")] 
= 0,01432 rad = 0.821" 


thas 
Ans, 


7 = 20.044 — 0.034) = 0875(107 ^) m^ 


_TanLan _ 3(10 40.9) 
JG [0.875( 1) ^y ][ 264 107)] 
= (0413778 rad 


darn 


thy =—= Wao) = 0403333 rad 


thy = by + bag 
= (43333 + 0,037785 
= (04071 EE rad = 4.07 Any, 


j= Foz) = 8i(107 yr m 
02 
bpa = —— —  — [800 + (-300 
wA 8000 ?z]J|[75(10)] ( ) 
+ 200 + 500] 
= (06) rad = 0.608 Any. 


J = 0.044) = 128107) m4 


r= S(10*) Nm /m 


Internal torque is S(H?)y Nem 


à T Tixjdx 
vn LU ds 


t UA m 

-_—_—_ t 5(10 )xdx 
[1.28010 rn 

= (,00531 rad = (0,3047 Any, 





J = (0.08) = 1.28107) m* 


= 2 1300) 
Distributed torque ist = —— x) 


6 
= 25(10°)x N-m/m 





Internal torque is T(x) = los YJ 
= |2,5(10) Nem > 


L 
Tx dx Tae Lac 
Oar - Í JG ' 8 


1 PILA m = 
m — 12.5( 10) 4x + 450000,4 
Ans. [1.2810 7 5y2](75(10")] | Vidua Q4) 


= (0.008952 rad = 0.513 Ans 

Chapter 6 

Fo-1 +IXF, =0 -V-9=0 V--9kN Ang 
[D EMo5o70 M+9%r=0 M-|[-9x] kKN- m 


F6-2 


Fó-3 


F6-4 


F6-5 


F6-6 


Ans 
+ TSF, =ù -V-2x-0 V=[-2} kip Ans 


(+=M,=0 M+ >(£) —- 18 = 0 


M=[18—x}kip-f Ans 


+1XF,=0 -V E = í) 
V=[|-2])kN Ans 


SMp =O; M 4 EUIS (3) - 0 


B 
M = Hj kN -m Ans 


o=x<15m 
+ * F, =: V=0 Ans 
L+ EM, = 0: M-4-0 M=4kKN-m Ans 


15m<x=3m 
+ TSF, = 0: 
L* EM, = t 


-V-9-( V=—-9KN Ans 
M+ %x—15)-4=0 


M = [17.5 - 9x] kN -m Ans 
.r2EM = 0 A (6) -30=0 A= SkN 
+ TSF, = 0; -V-5-0 Ve-5kN 
Ans. 
|[*EMo-U M+5xr=0 M=|[-Sv|KN: m 
Aux 
L+ ZM, = t: A, (6) +20 - 50 = 0 
A, =SkN 
+ TEF, =0 — S= 0 V=—SkN 
Ans. 


M*5x-50—0 
M = (50 — Sx] KN -m Ans 





F6-7 


Fo-9 


F6-10 


F6-11 


F6-12 


Fá-13 


FUNDAMENTAL PROBLEMS PARTAL SOLUTIONS AND ANSWERS 


Shear diagram, V = —4, x = 0 Zero slope to x = 6. 


Moment diagram. M = 0, x = t), Constant 
negative slope to M=—16, 174 , M- 8, x74. 
Constant negative slope to M = 0, x = 6. 


Shear diagram. V = —6, x = 0, Zero slope to x = 3. 


Moment diagram, M = 0, x = 0. Constant 
negative slope to M = —9, x = 15 , M = —21, 
x = L5^, Constant negative slope to M = —3MI, 
x = 3, 


Shear diagram. V = 0, x = 0, Zero slope to 
x=15°V = 4, x = 15°. Zero slope to 
xy=4S V = 0. x = 45. Zero slope to 
Ve*Ur-6 

Moment diagram, M = 6, x = 0. Zero slope to 

x = 15, M = 6,x = L5, Constant positive slope 
lp x = 4,5. M = 18, x = 45. Zero slope to 

M = 18. x = 6. 


Shear diagram. V = 16.5. x = 0, Constant negative 
slope tox = 3, V= 0. x = 275,V= —1.5. x = 3, 
Negative decreasing slope. V = —10,5, x = 6. 


Moment diagram, M = 0, x = Q, Positive 
decreasing slope. M = 227. x = 2,75, Negative 
decreasing slope to M = 0, x = 6, 


Shear diagram. V = 0, x = 0. Negative constant 
slope, V= —6,x = 15, V = 0,y = 1.57. Zero 
slopeior = 45.V= 0, x =< 4S .V= 6 x = 45", 
Constant negative slope. V = (lx = 6. 


Moment diagram. M = 0, x = 0, Negative 
increasing slope, M = —4.5, x = 1.5. Zero slope, 
M = —4.5, x = 45. Positive decreasing slope, 
M = 0, y = 6. 


Shear diagram. V = 15, x = O. Negative decreasing 
slope to zero slope at x = 3. V = 0, x = 0, 
Negative increasing slope to V = —15, x = 6, 
Moment diagram. M = ll, x = 0. Positive 
decreasing slope to zero slope at x = 3, 

M = 15, x = 3, Negative increasing slope. 

M = 0. r = f. 


Shear diagram. V = 1050, x = 0, Constant negative 
slope. V= 0, x = 5.25, V= —15ü, x = 6, Zero 
slope. V = —150, £9 , V= -750, x = 9" 
Zero slope. V = —750, x = 12. 

Moment diagram. M = (0 x = 0, Positive 
decreasing slope to x = 5.25. M = 2756, x = 525. 
Negative increasing slope to M = 2700, y = 6, 
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Constant negative slope. M = 2250, x = 9. 
Constant negative slope. M = 0, x = 12, 


F6-14 Shear diagram. V = 30, x = 0. Constant negative 
slope, V = (J, x = L5, V— —50, x = 4. V = 20, 


x = 4°. Zero slope, V = 20, x = 6. 


Momeni diagram M = 0, x = 0. Positive 
decreasing slope, to zero slope at x = 1.5. 

M = 225, x = 15, Negative increasing slope, 
M = -40, x = 4, Positive constant slope 

M = ü. Yr = 8. 


F6-IS J = 2/00202) + 02640.02) 
= 268410") m* 
Me 2010(0,1) 


Finas 7 


1 2684010 *) 


— MA 
y= 3 = 0, m 


= 74.5 MPa Ans 


F6-16 


f= =103K03") = 0225(107*) m* 
Me 500.3 — 01) 
Irma): 7 7 0.225007") 

= 44.4 MPa (C) 


(rus) 7 75-7 a 2250075 


Ans 


= 22.2 MPa (T) Ans 


F6-17 J = T0200) - zy 18)026) 


= (LT8636( 107) mi 


1 018636(10 7) 


F6-18 
= l 3 ? 
l oaos | +2) 


i 50. 14)(0.03")  0.14(0.03)(0.157) | 
I 1 
= 0,50965(10. `) m 

Me —- 10(10°(0.2) 


art ee nca BB T. i 
Tas 7 (509630007) 2 MPa Ans 


F6-19 
1= a (5)(0.4)' +2 (Fossas 


= (37917(10 7) m° 


M 5(10* —0.15 
Ta — 3099-015). 1.98 MPa (T) 


I (,37917(10 7?) — 
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F620 v, = s0[ š) - AUkN-m 
3 
M. = so( 2) = 0 kN: m 
5; 
l, = (03002) = 0.2(10 7) m* 
i, = Lozo = 04S (107) m* ET-3 
M, My. 
= T. T TE 
. decis) | [4000°)J0.1) 
" 0.45(10 `?) 0200 1) 
= 30 MPa (T) Ans. 
[20(10)](0.15) — [40( 17) ](0.1) 
Mam —ÓA-R  * A 
0,45( HI?) 0.2010. `) F4 
= 10 MPa (T) Ans, 
tan a = jun 8 
- [essa 45(10 7) ? (3) 
tàn a 3 
0.200 
m = 71.6" Ans, 
F6-21 Maximum siress occurs at D or A. 
(50cos 3E )12(3) (50 sin 307 112(2) 
(aalp tae S 
r6) rif) 
= 404 psi Am, F7-S 
Chapter 7 
F1 J= i| E02y02) + (0261002) 
= 26.84(10 ^) m* 
Qa = 04155(0.09 0,02) = 99(107") m? 
VO,  100(n)[99(r0 ^)] 
TA ZS TU a PINAL ILI YT CUT POE Y 
l: 2 * 
[26.84(10 ^)](0.02) FT-6 
= 18.4 MPa Any, 
F7-2 6 140,37) + Loyo y= 024167010) m* 
Q4 = V'A + v'sA'; 


1 


[Laos (0405)(0.3) + 0,1(0.1)(0.1) 


1.325007") m 





Oy = WA's = 01(01)01) = H1077) m` 
vo 600(10*)[1.3275(107 )] 


TA —— = 114 MP ie, 
^ H [02436700 (0.3) Tw 


VQ Xon J 


T” h 0234167200 904) 248MPa Ans 

Vaux = 4.5 kip 

1- 213,66") = 54 in! 

Qua = Y A = 1.5(3)(3) = 13.5 in? 

(Tmaxlatw = —— = M - 375 psi 
Ans. 


1 - 2| E ooo | + iz 14)(0,03)' 


+ 044(0.03)(0.157)| = 0509636010 7) m 





Qua = 2y At, y'3A'3 = 20.10.20.03) 
+ (0,.15)(0.14)0.03) = 1LA300 m 


VQ. 20(00° [302 " 


I = T5005) (4 f 


= (037917(10*) m° 
Quas = 2v A' + v'2A'5 = 2(0,075)(0.025}(0,15) 
+ (0.1)(0,05)(0.2) = 1.5625(10 `) m° 
VQ, — 20009[15625(10 *)] 
Tw Te  |037917010 2)]|[2(0.025)] 
= 1.65 MPa Any 


1 
LES - 3 3 
ia easy y| 


I= i632) = 02(1077) m* 


Q = y'A' = 005(0140.3) = 15(10 *) m° 


FA 2[I5(MP)] 3000) 
(allum = (4) — — 
vo 3010% — S0O(10'[13(10 ?)] 
— r — 0200) 


s = (08 m = 80 mm Ans, 
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r= dy 0,3)/0.2*) = 6.200% 


Q =A‘ = 0.05(0.1 0,3) = L5(10. `) m? 


FN 2[15(107)] 
(allow = 2(=) — 
3 J ' 


vo V[1.5(10 7)] 
310) — — 
4 0.2(10 7) 


= WOME N/m 


"allow = E x 


V = 40(107) N = 40 kN Ans. 


F7-8 ge 240.347) — bi 190,28") 


0.307500) m 


Q = y'A' = 0.16(0.02)(0.2) = 0.64(1ü 2?) m? 


OOO) 


N 5 


F A3010) 
Aas = x ) - — - 


vg xw  3MMM10 [06400 4) 
wem s 0307500 7) 


s = 009609 m = 96.1 mm 
Use s = 96 mm Ans. 


$ 


F7-9 
Fa 2| 5000250033, 





+2 





Fous M0 23) + 0,05(0.2)0.157) 


= 062917(10 *) m 


Q = yA’ = 015(02)(0005) = 1.5(10 `?) m° 


>. (Ë) _ 2[8(10 )] _ 16010) 
Aaliya — = on 3 = š 
vo 1600) 20(0)[r5ü0 3) 
det "y ' 0.62917(10 >) 


s = 1.3356 m = 335.56 mm 





Use s = 335 mm Ana. 
F7-10 [= zu - Las) + 0.5(4)(35 
= 100.67 in* 

Q = y'A' = 3(4)(05) = 6in* 

6 
Gallo 7 FY ^ p 

_ VQ 6 _ 1566) 
fiw 77,5. ç 10067 
y — 6711 in. 

Uses = = in. Any. 
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Chapter 8 


F8-1 


= 


-ROO( HY) 


+ TEF. = (Fp): 
P = —8O0 kN 
YM, = 0: 

M, = -35kN.: m 
> M, = Ü; 

M, = -20kN: m 
A = 0.3(0.3) = 0.09 m? 

L = 1, = S303") = 0.675010 ") m* 


— 500 — 300 = P 
300(0.05) — 500(0.1) = M, 


300(0,1) — 5000.1) = M, 


[20(107)](0.15) 
0.09 075(10. `) 


[35( MP )](0.15) 
0,675(10 7) 


= 3.3333 MPa = 3.33 MPa (T) Ans 


—ROD 10") 
oS... 


, Un 10: yo. 15) 


[35(107)](0.15) 

0.09 0.675610 ^) 0.675010 `?) 

= —12.22 MPa = 122 MPa (C) Ant 
+ 1 FF, =ù; 


L+ XM, as (); 


V — 400 = 0 V = 400 kN 
-M - 400(0,5) =0 M= -200 kN «m 
j= 10.1103") = 0225(10 `) m* 

Qa = WA’ = 0.1(0.1)(0.1) = 1110-4) m° 
My _ [200(10°)}(—0.05) 
| 0225(10^) 
= —4444 MPa = 44.4 MPa (C) Ans 
vo. aon oy r0 ?)] 
TA” h 0225010 70.1) 


Left reaction is 20 KN, 
Left segment: 


+ TXF, =0; 20- V0 
Q*EM, = 0; M = 20(05) = 0 


mA = 


=17.8 MPa An 


V = 20 kN 
M = kNm 


{= 0.102) - (0.090189) 


= 22.9267(10") m’ 
Qa = wA) + v A5 = 007(0.04 (0.01 ) 
+ 0.095(0.1)(0.01) = 0.123410 7) m? 
My, _ [10(10)](045) 


74 1 — 1292810) 
= ~21.81 MPa = 21.8 MPa (C) Ans 
_ VQ, 200100123010 °] 

"a R T peo yo) 


= 10.7 MPa Ans 
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At the section through centroidal axis: 
N=P 
V=0 
M=(2+1)P=3P 
s, ie 
I 
— à (3P)(1) 
210.5) (0502) 


P-3kip 


30 = 
Ans. 


At section through B: 
N = 500 1b, V = 400 tb 
M = 400(10) = 4000 Ih - in. 
Axial load: 
T, = = gg 110687 psi (T) 
Shear load: 
VQ _ 400[(1.5(3)(1)] 
Ty — a — —[,ÚSIY— nF 
P TN [Gy p 
Bending moment: 
My 4000(1) 
1 gy 


= 37,5 psi 


g, = = 250 psi (C) 

Thus 

a, = 41,667 — 250 = 208 psi (C) Ans, 
s = 0 Ans, 
Tay = 37,5 psi Ans, 


Top segment: 

XF,-i V, 100 = 0 
SF-Uü V,-1500-0 
XM.-!k T,- 1500(04) = € 
€M,-( M,- 1500002) = 0 
SM, = 0 M, = 1000(0.2) = 0 
L=h= = (002!) = 40(10-*)z m 


V, = —1000 N 
V, = 1500 N 

T= OON-m 
M, = WN m 
M,=20)N-m 


J= * (2025 - ec rm 


IE 
Qa = S002), = 53333(10 ^) m? 





3000002) 
AO "yr 
= 417 MPa (T) Ans, 
Tc &MM042) 


z. =—=——= 
cruda T ^ 910^). 47.746 MPa 


40(10 "yz 


F8-8 
=F, 


I, = Sones? 


= V.— 900 — 300 = 0 V.= 
EM, = 0: 
ZM, wth M, 





VQ. _ 
fe |3000 


= ].061 MPa 


1000[5.3333(10- ^)] 


[(74,).]4 = "yr (0.04 ) 


Combining these two shear stress components, 


(1.,)4 = 47-746 + 1.061 = 48.8 MPa Ans 


Right Segment- 

SF: = 0; V.—6=0Ú 
IM,=0;  T,-6(03)-0 
XM,-60  M,-6(03)-0 


V. — 6kN 
T, = L8kN*m 
M, - LRkN-m 


1, = = (0.05! — 0.043) = (,9225(10-^)z m° 


J= Zions — 0.033) = 1.845(10 yr m* 


{(Q-}4 = HA — vf AT 


EE | 
0.057 ] - "se aae ) 


= 40,6667(10 ^ 
E] A yn 
!l,  9225(M "c 
Te [r8(10)](0.05) 
Vu S P rc ree ue rm eec pe 
J LRASCIO "ye 


VAG), — 6ud0]406667(10 ^] 
(eh), = LM — 
l. |0.9225(10 ^):](0.02) 
= 4210 MPa 
Combining these two shear stress components. 
(7,:)4 = 15.53 — 4.210 = 11.3 MPa 





Ans 


= 15.53 MPa 


Ans. 


Left Segment: 

1200 N 

T, + 340.1) — 900(0.1) = Q0. T, = 60N-m 

+ (900 + 300)0,3 = 0 M, = —360N-m 


- 0.02") = 57,55625(10. "ye m 


J= Foos — 0.021) = (.1153125(10 ^) z m° 








(Q, JA" Ú 

„May _ _G600025) — MPa Am 
TUE Cc "e 

Typa _ (004125) 
ps — — — — = 4.14 MPa Ans. 
[ro] -7 " 01153125010 ^) SR 

VO. 

4* «QUA _ ü Ans. 


la 





FUNDAMENTAL PROBLEMS Paanal SOLUTIONS AND ANSWERS 821 








Frey S004 0 
Chapter 9 F97 yy = —— - 20 - 250kPa 
F9-1 6-120 e, = SÜ kPa ce,=0 ry = Q e = 
Apply Eqs. 9-1, 9-2. The coordinates of the center C of the circle and 
a, = 125 kPa Ans. the reference point A are 
foy = 217 kPa Ans. A(500, 0) C(250, 0) 
' ” e R = CA = 500 — 250 = 250 kPa 
= T ERU CR L ee 8 = 120" (counterclockwise), Rotate the radial line 
Tay 3 CA counterclockwise 28 = 240" to the coordinates 
Apply Eqs 9-1. 9-3, 9-2. ot point Plo, (Tay ) 
ec HO kPa Ans, : : 
ay = 500 kPa Ans. pod ye f3 rs -60 ) x 
tyy 200 kPa An m, = 250 — 250 cos 60° = 125 kPa Ans 
Toy = 2580 sin 60° = 217 kPa Ans. 
F9-3 a =80MPa o=0 zy = 30MPa 
/ Eqs. 9-5, 9-4. 
Apply Eds i V, *U7, 8 + (O 
c, = 90 MPa g= —10 MPa Ans. F9-8 Tuy = — — = 4 kPa 
Oy 1843 an 40843" The coordinates of the center C of the circle and 
From Eq. 9-1, the reference point A are 
at) + i) — ^ 
— 4 cos 211843") A(80, 30) C140, 0) 
* eT a AD 
= 0) MPa = =, ao, = 40 + 50 = 90 MPa Ans 
Thus. ry = 40 — W = —10 MPa Ant 
^ " M 
(8,), = 184^ and (0,) = LOR Ans. tan 2(8,), = — 0,75 
F9-4 oo, = WOKPA — c, = 700 kPa (0,), = 184° (counterclockwise) Anx 
T = —4 kPa 
Apply Eqs. 9-7, 9-8. 
vina F-9 J= Zoor (1.035) = 0375(107*)s m^ 
amplam: 7 500 kPa Ans, 
Taye = 300 kPa Ans. T 10^ 40.04 
i: r= = SU = 5821 MPa 
F9-8 — Atthe cross section through R: 0.875(10 ^) 
N=4kN V=2kN 
M- 2(2) = 4kN-m Py = am, = ('and 7,, = - 5821 MPa 
P Me 4(10°) 4(.10°)(0.03) — — = 
“7 AT ~ QUB(GO6) ^ X(003)0.06) ji ? 
N: Sm MPa (T — TAM KON) The coordinates of the reference point A and the 
N T J Ú * A 0 center C of the circle are 
) = E - = W), 
Thus " A(U, —58.21) Ci.) 
m, = 224 MPa Ani. R = CA = 58.21 MPa 
aa ™ Ú oy = 0 + 58.21 = 58.2 MPa Ans 
+= () — 58.21 = -58.2 MP Ans 
F9-6 A,=B,=12kN * — 
Segment AC; 
fn m = 2 + 
ROME Cass re 
€ * A5 E: — v = H — had , bng 3 
we = U (since C is on neutral axis) f >F, = 0; v-3-0 V = 30kN 
ao, = gx = a Ans. L+ EM, = th -M- 300.3} = M=—9kKN-m 
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I = A 10.05)(0.15 = 14.0625(10 ^) m° 
Q. = v'A' 005(00540405) = 0.125010 7] m? 








T Mya _ [-9(10*))(04125) = 16 MPs (T) 
l 14.0625(10 ^) 
i vo. M 10 y0,125(00. °) gU 
It 14.0625(10- ^)(0,05) 
c, = 16 MPa, o, = M and 7,, = —5.333 MPa 
— Ty š "n. mon «8s 


The coordinates of the reference point A and the center C 
of the circle ure 


A(16,—5.333)  C(8,U) 


R = CA = V(16 — 8) + (-5333) = 9.615 MPa 


mj = 8 + 9615 = 17.6 MPa Ans, 
o> 7 Ñ — 9615 = —1.61 MPa Any, 
F9-11 

L+EMy = 0 601) — A15) 20 — A, — 40 kN 

+1 EF, = 0; 40-V=0 V = 40 kN 

1* EM, = 0; M = 40(05) = 0 M -20kN*m 


ü 021027 - Faos = 223267(10^) m° 


Qa = v' A! = 0095(001 40,1) = 95(10 t) m 


= BS. | [20(10°9)(0.09) 
wa" 71 — new ^j 


= 78,5] MPa (C) 


= —T851 MPa 





A VQ. _ 40(10')[95(10 ^] — 
‘Tt |22926700 (001) —— 
= —78.51 MPa, z, = (and tyy = —16.57 MPa 
gy +o -7851 + ü 
Cay = L —— a = - 39.26 MPa 


< 


The coordinates of the reference point A and the center C 
of the circle are 
A(—78.51, 16.57). C(—39.26.0) 


— . 4 makes 2772 a 2 s 
V[-7851 — (—39.26)] + (—16.57)° 


42.61 MPa 


R=CA 


Tinas 


in-plane 7 |R] = = 42.6 MPa As. 


FUNDAMENTAL PROBLEMS PARTIAL SOLUTIONS AND ANSWERS 


Chapter 11 
F11-1 
Viner = 12 kN Minas = IR kN- m 
A i800 
Tam 7 Mum 10/105) = — 
2a 
3 
a = 0.1392 m = 


Use a = 140 mm 


A 
f= una) = 02561(1077) m° 


- 2 aya) = 1.372107") m° 
Vine Q max e 


Tax = Hh 


Qus 
12(107)[1.372(10. 7)] 
[0-256110 7)](0.14) 


= (1459 MPa < Tuis = 1 MPa (OK) 


Fil-2 
Vas 73kip — Mag = 12kip-ft 
fe HE — 
4) 64 
d 
— 12012)( 5) 
rT... & — ——— 
LEN I ma 
m 
il = 4,19 in, 


Use d = sin 


I= Z (4255) = 16415 in* 


425/2 
LES (4.28? J = 639 in’ 


° A V Vis O mar = 3(6. 397) 
m 7H ` 16016(4.25) 
= 0.282 ksi < Tali = 10 ksi (OK) 


F11-3 


V, a = 10kN Max = 5kN*m 


EC >£ 24 

l 1:002 y 
— Mowe 
— 


ÜT.nw — 


4 


12(10^) = 


tal 





139.2 mm 
Ana 


Ans 


a = (40855 m = 85.5 mm 


Use a = 86 mm 


Ans. 
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J= Cn 0862) = 36.4672(107 ^) m* 


Quis = 252 (0086)(0.086) 


= (L318O28(1077) m? 
_ _ VQ _ 10010))|0.3189028010 )] 
mar deo  [364672(10-0)]J(0.086) 
= 1.1 MPa < tye = 15 MPa (OK) 


F11-4 


Voss = 4.5 kip Minas = 675 kip: ft 


' 


l Ir 
- 4y(h3 = — 
Pe hy 73 





h 
7 rik 
M mart $i. saa (3) 
U now 1 —— m 
3 
h = 7.794 in 
Afh h: 
Qua FEA = Hia zm T7 
h: 
«(t 
2 4 max Q max ^ 2 
T max m 02 = F 
s 
h = 8.4375 in. (controls) 
Use h = 8 in, Ant 
Fi1-5 
Vines = 25 kN Maas = 20kN*m 


1 = ET = 225p 


M mex ,  20(10°)(1.5b) 
Taw = — 12(10^) = TT — 
b = 0.1036 m = 103.6 mm 
Use b = 104mm Any. 


I = 2.25(0.1044) = 0.2632(107%) m° 

Quas = 075(0 104) 1,5(0.164)(0. 104)] = 1.2655(107 7) m? 
Vaarma 25(10)12655(10. 7] 

fm «0.263210 (0.104) 

1.156 MPa < ty. = 1.5 MPa (OK). 


F11-6 

Viner = 150 kN Maus = 150 kN «m 

Sau = Mont. 15006) = 0.001 m^ = 1000( 107) mm? 
"equ Fallow 15010") 


Select W410 x 67 [S,  1200(10*) mm”, d = 410 mm, 


and t, = 8.76 mm]. Ans 
V. 1810") 
Ta O.00876(0.41) 
= 41.76 MPa < zie = 75 MPa (OK) 
Chapter 12 
F12-1 
L+EMy = 0; Mix) = M kN*m 
FILS = 3 
dx* 


du É 
EFC 30x 4 Ci 
Elv = 158 - Cx + G; 
ily 


Atx =3m,— = ü, 
, dx 


C; = -90kN mꝰ 
Atx=3m,v = Ü. 
C; = 135 kN m! 


n= gue — Ux + 135) 


For end A, x = ü 


de 94 HUP) 
dx |y=) 200(10^(65.0( 10 ^)] 
135(10°) * 


= AMOI m = 104mm 


a vl = 


20010" )65.0(10. ^)] 


Ant 

F12-2 
LEMo = U; M(x) = (— 10x — HI) kN -m 

dx 
El— = - 0 — 10 

dx* w 

due ` 

— — = -C 
Er 5c — lr + C, 

5.4 à 
ElIv = — Sx^ + Cx * €; 
Atr= $i urn 
dx 

ENO) = —5(3) — 143) + €, C; = TS kKN+ m° 


Atx—3m,v = Ü. 


El(0) = E 5(37) + 75(3) + C) Cy = -15kN* m* 
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idv 
dx 


— st 3 el = 
"=F =r Sri + 75x iss) 


For end A, x = Ü 


de | 
— 5 
7 * — 5(0) — 1000) + 75] 


4 7510) 
ji eier O(10 ^)] 


- Sr — 1x + 75 
— lie ) 


0, = 


= 0.00577 rad Ans. 


T Ao j — 5(02) + 75(0) — iss 
135(107) 


= 200010" [65.0010 ^)] 


pA, = whet = 


= —(),01058 m = —10.3 mm 


Ans, 


|- EM, = Ü: 
d: 


EI = E — 10x 


$3 
Mix) = (e - i) kN-*m 


1v l 
EiT — - 5y! + C, 


ALx = Site 
dx 


ENO) = -lo» - S(V) + G, C, = 5SR5kN* m 


a zi -e — 5x: + sus) 
For end A, x = Ü 
dy 58.5( 10°} 
a” 20010" 65.0(10)] 
F12-4 
Ay = 600 Ib 

EM, = 0; M(x) = (600x — 502) ib - ft 


a= = 0,0045 rad Au. 


Eia = ex - 50x 
dx 


pit = 30h” — 16.567? + C, 
dx 


Elu = 10h — 4.166724 + Cyr + C; 

Atx = (n = 0, 

ENO) = 100(0) — 4.1667(0") + C (ü) + C; 

Atx = 12 ft, v = 0. 

EXO) = 100(12") — 4.166712%) + C,(12) š 
C, = —7200 Ih - fe 


C; = 


— 16.667" — 7200) 


p = Fie’ — 41667x* — 7200x) 


dv 
Dar OCCurs where d = (i), 


Wie — 16.667 — 7200 = 0 
xr-é6lft donc 


p = Flom’) 
_ 27 000(12 int? 


á uem 
1500) 45) ) 


= 4.1667(6*) — 7200(6)] 


= —(0,576 in. Ans. 


F12-5 


(+=My = M(x) = (40 — 5x) kN -m 


fw š 
EI = 40% — 25° + €, 


Elv = 20r — (833168 + C |x + C; 

Atx — ll, v = 0, 

ENO) = 20002) — 0.83330) + C,(0) + C; 

Atr=6m.r= Ü. 

EKO) = 20(&) — 0.833367) + C,(6) +0 
C, = —90 kN - m: 


du ] 
dx lx -25x^ — 90 
dx =g" x 5c ) 
vue - 0.8333" — 90x) 
dv 
Vinx OcCurs where x =Ü, 
Aix — 2.53? — 90 = 0 


x = 2,7085 m 


p= 42042:7085") - 0.R3333/2.70853) — 904 2.7085)] 


113.60010") ; 
— — —(401424 m = - 14.2 mm 
200(107)]39.9(10. ^)] 


Ans. 
F12-6 
(t+IMp= 0 Mix) = (10x + 10) kN- m 
kt = tor +10 
ax 


gta 568 4 Hi C, 


Duc to symmetry — = atr = 3m, 
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EKO) = 5(V) + 1003) + Ci C, = -TS kN ` m° F12-10 

du se + 10x — 75] Since B is a fixed Men * = 0), — 

— — — 

dx El = Wad = if Te + Hf Fi z)e- — 
Atr=0, M. E 

í ~75( 10° _ ,8 5 Š 

du (n) = -940(1077) rad dedi 3910035] 0.00128 rad Anx 


dx — 2000107)39.9(10 5) 


1/18 1/9 ] 
d en os imd 2-4. 2-9 — M3 
F12-7 A, 7 lam 43 ses c ZJE =) 


Since B is a fixed s 1, 85 = t. 
— ore nie It 263,25 kip-f — 263.25(12°) 





3 20 8TKN+m? SENE SPE a eal T TIS 
4 = IT leis = dx ze )= — Em El 29(107 4245) 00640 in Ane 
R7( 10 j 
a. —i 59 (100669 rad Ans. 
200( 65610 )] F12-11 
dic: au 20 1/18 Due to symmetry, the slope at the midspan of the beam 
Aa = lad = aslo] j JBI ze (point C) is zero, Le. 8: = 0. 
144(10") 001108 m = 11.1 mm A A 2 Ee Je Jes] + 1s 
yaw. ee SEM = ‘ 1 nv. = Ár = 
200(10[65(10.*)] ' n Marc = (2) zi)" Fat J 
_ 135 kN*m! 
F12-8 EI T 
Since X is a fixed support, @y = U. - == a = 0.0158m = 158 mm l An 
—— 50 20) y2) j) = ASN m? 200(10")[42.8(10°")] 
alt a gi)» * LEE 
45010") 
=—— = 0400179 rad Ans — FI2-12 
200(10*)126(10. ^9] ç 
_ (33.1 30.39 
åa = ltd = tall Ts xr 9) | HETO Er 
ilar] st] seni) E 
i l- > - "7 E 
(16667) s| 27 (1)| + 15 —) 666 7 (1) dual 7 60 
ü = o — — — Z — 
_ 61. 667 kN - m` 61.667(107) L $ EI 
El Em )|126(10 ^)] The maximum deflection occurs at point C where the slope 
= 0.002447 m = 2.48 mm Ant of the clastic curve is zero, 
F12-9 Oy = One: 
Since B is à fixed support, 84 = 0, m _ (A): + Ax) 
1] 60. 90 kN «m^ El EI 2\ EI 
04 = [Payal = 3 ri! * rr — 25r + lür- 60 = 0 
90( HP) donas à; r = 3.2915 m 
E ^ ^ BS Aun = lac = 
1/o0\._7 3⁄0 2 l — " I m: z " | 
A4 = lal = Les (0 an] + aja) foams; Ky |2291) + 2(3.2915) 753.2915) 
110 kN«m _ 113.60 kN- m° 
~ El EI 
EERSTE 
110010) 004545 m = 4.55 mm Ans. = N, = (101424 m = 14.2 mm | Ans 


= 302100 5] => 200(10")39.9(10 *)] 
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F12-13 
(vag) = aL - x) = AX (6 -4]- 1493 — 
Pu B,4)  2133B, 
(wh  3EPT GEL” E] 
(+1 )og = 0 = (ng) + (ep): 
149333 21.338, 
B, = 70kN Ans, 
SSF, = 0; A, = 0 Any, 
+1EF, =k — 70—40— A,-0 A,- MEN Ams 
LEM a= 70(4) — 406) - M, = 0 
M, =40kN+m Ans, 


F12-14 

To use the deflection tables, consider loading as a 
superposition of uniform distributed load minus a 
triangular load, 





wal? | walt 1 BL t 
(ra) 7 "ET (vah = WEI (tah = Ter 
(T) oy =O = (nah + (na): + (ends 
wolt w L m 
07 -SEI t MEI | SET 
32 llw,il. 
B, = 30 Ans. 
SF, =ù A,7 0 Aus, 
TEF - llu; L. I — 
*IEF, = U A, + 40 -"b- 
Sw. 
A, = — Ans, 
smao Mat E -e(r = 
LTN Aa 
M, = — ; 
fa =- - 
F12-15 
T 10(10*)6* 
{vah - wE = . lom) — = (0.12461 m l 
SEI  s[pno(ufyjes.orro ")] 
nU B46) $.5385(10-")B, Í 
J —— (107 
Uh ^ Ser 3[200( 10*]165.0(10-] 
(+|) “a= (veh + (na): 
0.002 = 0.12461 — 5.5385(10 ^) H, 
B, = 22.14(10°) N = 22.1 kN Ans. 
AEF, = A,=0 Ans. 





+IZF,=0 A, +2214-10(6)-0 A, — 372.9 kN 
Ans, 
(FEM, 7-0 MA + 22.14(5) — 1006)(3) = 0 
M47 47.2kN-m Ans 
F12-16 
Mol. + ie Mob 
(ng), = sea c pecu 
BOL B^. 


(“ah = EP O^ GET ' 


(+7) p = 0 = (ty) + (tah 
y= Mal? | BL 
4E! ` 6FI 
B, = —* Ans 
F12-17 
,  50(4)(6) SE 
(ah = ait - REJS SEMI — 
E — 
» El 
B^ B(X) 36B, 
(ah = AREDTCaRET ^ ET 


(+1) m =0= (na) + (ra) 
15333kN em , 36B, 
FI FI 


B, = 416 KN Ans 


(n), = 320 511000)]029) 

r == Ve NTR YR PR PSST OES 

"T SR4ET 384/204 10") )[65.04( 10 a 
B, L^ B,(12*) 


"ah ——A——— — - 22692(107*)8, 1 
(Pah = ARE] 4s[200(10^)][65.0( 10-5] di 





0.20769 + 


[+ 1) Uy = (Ug) + (rn); 
[4415 = 0.20769 — 2.7692(107")8, 


B, = 73.1910) N = 73.2 KN Ans. 
Chapter 13 
F13-1 


Os ERO G3 29(00))50.5)*) 


=? i 
1051500) 22.5 kip Ans. 


22: 
= — = —— = Róki ry OK 
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F13-2 
el 77(1.6)(10*)]2:(4)(2)] 
P= ee 03 
(KL) [112)12)F 
= 2.03 kip Ans. 
F13-3 
For buckling about the x axis, K, = 1 and L, = 12m. 
VEI 7 [200( 10")][87.3(10 ^ 
, 
(KL) l(12)F 


For buckling about the y axis, L = 6 m and K, = 1 
— [ 
T (Ky [HAF 
= L031(10") N (controls) 


P, _ 1,031(10") 


Paw = Fe > = SISKN Aux 
P, 103100) 

Fea = — = — = _ 139.30 MPa < oy = 250 MPa 

F13-4 


A = z((0.025)' — (04015) = 1.257 (1077) m? 


J= Lens) — (0.015)*) = 267.04107") m" 


m EIL m2000 TOA ") 
== s — EMIN Am 
(KE) [sar RS: Gs 
84.310 
g= z = PEONIL = 87.1 MPa < 250 MPa (OK) 


A 1257 (107?) 


F13-5 
+1 EF, = 0; Ful) -P-0 Fin 1.6667P (T) 
3 DF, = 0; 6667 P( $) - Fy = 0 


z = q: 1.7 = 7 4 MLE 4 
A 30) Tin / 30) 3; n 
Pa = Fag (FS) = 1.3333P(2) = 2.6667P 
m El 
(KLy 
(2900/5 | 

[1412 


P = 36.59 kip = 36.6 kip Ans 
P, 26667(36.59) 
A T 


P, 


26657P = 


= 3,06 ksi < my = 36 ksi 
(OK) 


Fu = 


F13-6 


LEM, = 0; w(643) — Fu (6) = 0 Fae = 3w 


A= UE 20621 em? 7= 0.0254) 


= 97.45625( 107°} m" 
Po, = Fud F.S} = 3w{2) = 6w 


TEI 
"E [200 10*)][97.65625(10 "y| 
[or 
w = IL215(107) N/m = 112 kN/m Ans 
a= -= — = 34.27 MPa < ory = 250 MPa 
(OK) 


Answers to Selected Problems 


Chapter 1 
IL = (a) Fy = 138kip, (b) Fy = 349 kN 
12 Tí = 250N-m,Tp = 0 
1-3. T, = 150 ibe it, Te = 500 lb-ft 
1-5. — 9400/4) — A12) = 0, A, = 3.00 kip, 
, = 6.00 kip, Np = 0, Vp = 0,750 kip, 
Mp = 135 kip-ft, Ne = 0, Ve = —9.00 kip, 
Me = —24.0 kip- fi 
1-4. Ne = —300 kN, V+ = —8,00 kN. 
Me = 6.00 kN -m 
1-7, P = 0.533 KN, Np = -200KkN, 
Ve = —0.533 kN. M, = (0400 kN + m 
1-9. B, = 300 kN. Np = 0, Vp = —1.875 kN, 
Mp = 394 kN*m 
1-10. N, = Ú, V, = 4501b, M, = —1.125 kip ft, 
Ns = 0, Vy = 850 Ib, My = —6.325 kip- ft, 
Vo = Ú, Ne = —1.20 kip, Me = —8.125 kip- ft 
I-M. Vy = 77.3 Ib, Ny = 207 Ib, M, = 14.5 Ib-in, 
1-13. Ny = -04 kip, Vy = 0,960 kip, 
~My — 0.16(2) — 0.8(4.25) + 0.4015) = 0, 
My = -312 kip» ft 
1-14. No = -04 kip, Vj = 108 kip, 
Me -618kip*ft, Np = 0, Vp = 1.45 kip, 
Mn = —15.7 kip “ft 
1-18. Vo= 60N, Ne = 0, Me = 09Nem 
1-17, Ny = 5.303 KN, Nyy = —3.75 KN, 
Vya = L25 kN, M, , = 375 KN m, 
N, = LIT KN, Vi-n = 3.54 kKN, 
M, 7 3.75 kN-m 
1-18. Ne = -8S0 lb, Vo = 0, Me = —480 Ib * in 
1-19. Np = 0, Vo = 4.50 kip, Me = 31.5 kip-ft 
1-21. N,,- 79N,V, , = 450N, 
900(02) - M. , = 0, Mi-a = IRON: m 
1-22. N; = 981kN, W; = 0, M; = 0 
1-23. Np = -27| KN, Vy = -20.6 kN, 
My = -412kN* m 
1-25. (V4), 105 Ib, (Vy), = 0, (Ng). = 0, 
(Mg), = Ü, (Mg), — 105(7,5) = 0; 
(My), = 788 1b ft, (Tg). = 105(0.5) = 0; 
(Tg). = 52.5 1b- fi 
828 


1-27. 


1-29, 


1-31. 
1-33, 


1-34. 
1-35, 


1-47, 





(Ve), = 7250 N, {Ne}, = 0, 
(Vc). = -240 N, 
(Mo), = -108N*m 
(Te), = 0, (Me). = -138N- m 
(Ny), = 0, (V4), = Ù, (Vg), = 70.6 N. 
(Ty), = 942 N -m, (My), = 6.23 N: m, 
(Ma). = Ú) 
Pcos8 — N4 = 0, N. = Pcos8. 
V, — Psin8 = 0, V, = Psin 0. 
M, — P[r(1 — cos 0)] = 0, 
M, = Pril — cos 8) 
iro 1.82 MPa 
V = Peos 8, N = P sin d, 
r= Te 8, tay = Esin 28 
Op = 13.3 MPa (C), m, = 70.7 MPa (T) 
Joint A: ag = 107 ksi (T), 
Tae = 853 ksi (C), 
Joint E: app = 8.53 ksi (C). 
Ory = 480ksi (T) 
Joint B: pe = 23.5 ksi (T), 
Tap = 18.7 ksi (C) 
dF = 75( 10") x*? dx, 
P = 40 MN, d = 240m 
a = 66.7 psi, z = 115 psi 
may 7 5 MPa 
D, = 650 tb, E, = 500 Ib. E, = 350 th, 
C, = 150 Ib, B, = 150 Ib. 
Fa = Fe = 594.24 lb, 
(Talay, = 12.1 ksi 
(*n)a = 6.62 ksi. (z£), = 6.22 ksi 
(7p)aw = 132 ksi, (7p), = 12.4 ksi 
UAM = Ta ” = —41017psi (C), 
Aap 15 
mee = 469psi (T) 
Joint A: ay = 833psi (T) 
ow = 339 MPa 
Ta = 138 MPa 


Joint B: 


1-49, 


1-50. 
1-51. 
1-53, 
1-54. 
1-55. 
1-57, 


1-58. 
1-59, 
1-61. 


1-62. 
1-63. 
1-65. 
1-66. 


1-67. 
1-69. 
1-70. 
1-71, 


1-73, 
1-74, 
1-75. 
1-77. 


1-78. 
1-79, 
1-81, 


A, = 9,5263P, A, = SSP, Fy = UP, 

P = 3.70kN 

(m,-.)a 4] = 66.7 kPa, (z, a = 115 kPa 
P = Skip, (r,- = 250 psi 

Vi = P/3, V, = P/3, P = 9085 KN 

(mau), = 56.6 MPa, (Tive) = 31.8 MPa 
(m mylan = 118 MPa. (oy Jac = 58.8 MPa 
V = 12.19 kip, N = 15.603 kip, 

Inclined plane: a’ = 62.6 ksi, t',,. = 48.9 ksi, 
Cross section: e = 101 ksi, Twy = Ü 

P = 68.3 kN 

m = 3.125 ksi, typ = 1-80 ksi 

A, = EIRP, A, = P. F, = 2P, 

P = 15.3 kN 

(tahay = 3.71 ksi 

Talay = 1.59 ksi 

V = 63640 N, ty, = 509 kPa 

P = 62.5 kN 


Wi, ^ ^ 
o = —(Ar* — x^) 
2aA 
A = 7.069 in? N = 720 Ib, i = 102 psi 


— 





yt? 
Teg = 1,39 ksi, ty» = 600 psi 


h = 2354in,h = = in. 

d = 5.7] mm 

d = 13,5 mm 

Shear limitation, ( = 167 mm, 
Tension limitation, b = 33.3 mm 


ü 65 in 

d, = 276mm 

V = 1,696 kip, P = 3.39 kip, N = 2.827 kip, 
P = 326 kip 

dan = T(K) mm, d 44 = 6.50 mm, 

dag = 6.00 mm 

P = 443 kN 

T = 117810 lb, Faa = 1442.9 Ib, W = 431 Ib 
d= Sin 

P = 90 kN, A = 6.19(10 ?) nv, 

Prax = 155 kN 


1-89. 


1-90. 
1-91. 
1-93, 


1-94. 
1-95, 
1-97. 


1-98. 
1-99, 
1-101, 


1-102, 


1-103, 
1-105, 
1-106. 
1-107, 
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si s 
21.0(10) = A, d= gs 


ta 
EJ 


S) h = Sia 

wt h(i)’ B 

dy = 7.08 mm, de = 629mm 
(F.S:)y = 2.24, (F.S.)e = 2.13 

Fon = 13.26 ksi, (F.S.),, = 2.71, 
Topo = 11:79 ksi, (FS. Joe = 153 
w = 0.530 kip/tt 

ay = 130mm, ag: = 300 mm 

Fep = 6.70 kN, Fag = 8.30 kN, 
dan = 6402 mm, dep = 541 mm 
h= 174 in 

P = 550kN 

N, , = 259.81 KN, V, , = 150 KN, 
(r, aug = 7.16 MPa, (rz, .), Í 7 4.13 MPa 
a, = 208 MPa, (Ty), = 4.72 MPa. 


(1,4), = 45.5 MPa 





S( HP) = 


paste i — ty = — 
i "da R 5 ON 16 š 


F = 367875 N, tay = 61.3 MPa 

G, I = 200 kPa, 1, , = 115 kPa 

gay = 3.98 MPa, ory, = 747 MPa, 
Tag = 549 MPa 


Chapter 2 


2-1. 
2-2, 
2-3. 
2-5, 


2-6, 
2-7, 
2-9, 


2-10. 
2-11. 


2-13. 


2-14. 


e = 0167 inin 

e = 0.0472 in. Jin. 

tor = 0400250 mm/mm, «po = OO0HT7 mm/mm 
êy = 4mm, (e, lan = 000267 mm/mm, 
(ewer = 0.005 mm/mm 

y = 0.197 rad 

ea Í = 0.0689 in, /in. 

AB = S00 mm, AB’ = 501.75 mm, 

Ap = 438 mm 

(Yerba = 0.206 rad, (y,,)g = — 0.206 rad 
(esg)ag = 704889 mm/mm, 

(e, )ap = 70,1875 mm/mm 

AD' = 400,01125 mm, AB = 30000667. 
D'B' = 496.6014 mm, DB = 500 mm, 
€pa = —0.00680 mm/mm. 

tap = UAU281(10. `) mm/mm 

v = —(.192 in,, v = —0218 in. 


830 


2-15. 
2-17. 


2-18. 
2- 19. 
2-21. 
2-22. 
2-23. 


2-28. 


2-26. 


2-27. 


2-29. 


2-39. 
2-31. 


2-33. 


ANSWERS TO SELECTED PROBLEMS 


ear 7 0152 inin., eac = 00274 in /in. 
Low = LV 1 + (2€ 18 cos! @ + 2€&cn sin’ 8), 
Ene = Eanos A + ecpsin ð 

(yn), = 11600 7) rad, 

(ya), = —116(010 7) rad 

(ye), = 11.660077) rad. 

(Yn, = 1H.6(10 7) rad 

Lain = 06155 m, e,,, = 0,0258 mm/mm 
(ya), = 523(10 7) rad 

eac = 167(10 77) mm/mm, 

ego = 11.00 !) mm/mm 

A'B' = 5.008416 m, AB = 540m, 

ear = 16800 1) mm/mm 

(ea) ac = 00112 mm/mm, 

(ea )ep = 0.125 mm/mm, 

(vie = 0.245 rad. 

(emane = 0.0635 mm/mm 

les) 4n 7 0.132 mm/mm, 

(Engler = 040687 mm/mm 


"tg 
e = UMS cos 9, AT, = Í (0.05 cos 0)(2 dt), 


AL = 0.100 ft 
AL = U.16 ft 
€ = 0479 ft/ft 
X(vysin — a, cos) | 
e | = | 
u sin ua eos 
"^ x L 





Chapter 3 


3-1. 


3-2, 


$3, 


L31 - 0 


E ^ 04004 — 0 


. wat = 1275(HP) ksi 


ins lb 
in* 





E = 5S3( HP) ksi u, = 9.96 


in * lb 
in 
(u)amo8 = 117 MJ/m? 
E = 8&83(10) ksi 
A = 0.209 in?, P = 1.62 kip 
a = 1.50 ksi, e = (04035 m./in.. 6 = 0.228 in, 
E = 30410) ksi, Py = 118 kip. Py, = 19.6 kip 
Elastic Recovery = (403 in./in., 
AL = 0094 in. 





Ut, Jajca z 85.0 


3-13. c = 1143 ksi, e = 0,000400 in,/in,, 
E = 28.6610") ksi 
3-14. pp = 0.0632 in. 
3-15, P = 5701b 
3-17. oy = 44 ksi, my = 60 ksi, E = 11.0(10!) ksi 
3-18. (U), = et (U) 7 sino 72 
3-19, “c = 222MPà 
3-21. fan = 3183 MPa, € 4 = 0.009885 mm/mm. 
Oop = 1958 MPa, ecer = 0.002471 mm/mm, 
n = 0.708" 
3-22, P= |L3kN 
3-23 From the stress-strain diagram, the 
copolymer will satisfy both stress and 
Strain requirements, 
3-25. o = 1.697 MPa, 
6 = (0.126 mm, Ad = —0410377 mm 
3-26. (a) ó = —0577(10 ') in 
(b) af = 05000673 in. 
3-3. vp = 0300 
3-29, e, = 040002667, e, = O.0000880, v = 0.330, 
h' = 2.000176 in. 
3-4). e, = — (00150 in./in. e, = 0.00540 in./in.. 
y, = 0410524 rad 
3-31, P = 530 kip, E = 28.6(10') ksi 
3-33. Tuy = 4166.67 Pa, y = 0.02083 rad, 
6 = 0,831 mm 
Pss d? 
2bhG 
3-35 G, = 4.31(10°) ksi 
3-3. E = 55 psi, u, = 19.25 psi, u, = 11 psi 
3-34. 6 = -0,0173 mm, 4" = 2020016 mm 
3-39. x = 1.53 m, 05 = MLOUS mm 
3-41, + = 148.89 kPa, G = 1481 MPa, 4, = 3.02 mm 
3-42. ene = QO00116 in /in., W = 112 Ib, 
Eg = 0.00193 in./in. 
34-43, e“, = 0.00227 mm/mm, 
€, = 0.000884 mm/mm 
Chapter 4 
4 d -SAMMIO NR) — — adde 
° "^ Os — 02200007) — yo rem 
42 yn 0766(10 ?) in. 
43. n = 0850 mm 
4-5, = 6l mm 











ñ, = 04128 in, 

Âp = 0.0350 in. 

Ap = 040055172 in., 84 = 040110344 in., 
Bp = 040020690 in., 8k = 041036782 in., 
ip 00113 in 

ü = 0.00878" 

ñ, = 0,0260 in. 


t * 
ET, E | PL 
á = xl (yAx + P)dx = JF B AE 


ya = 70564 mm 
ñus = ~ L03 mm 
ñ = -0,4310(10 P, P = 46.4 kip 
By = 00230 in. 
f = 0.439(10 7) rad 
Ân = 0,1374 mm, 84,5 = (13958 mm, 
Âp = 0.5332 mm, &,, = 339 mm 
W = 9,60 kN 
ñ = 0,340 mm 
yL? 


— 


6E 


A = nr  m(rucos 0)" = mri cos 8, 
y rosing: dy = rs cos 8 d, 

r, 
When y = T 0 = 14.48", 


ü51IP 

^ gr E 
py = 250 kN/m, ó = 2,93 mm 
ga = 3.14 ksi. Foe = 0455 ksi 
Pa = 57.47 KN. Pog = 22,53 KN, 
T4 = 48.8 MPa, fann = 5.85 MPa 
my, = 0.34] ksi, m, = 0.654 ksi 
d = 239 in. 
Fp = 107.89 kN, 64,4 = 0.335 mm 
mu = 1.66 ksi, mu = 0240 ksi, 
à = 0,0055 in, 
Ag = 182 in", ó = 0.00545 in. 
Pose 7 36552 P, 
Foun 7 8:42 MPa, fa = 67.3 MPa 
d = 24,5 mm 
ay = 26.5 MPa, orp = 33.8 MPa 


F, = 10.17 (VP) N, F, = 29.83 (107) N, 
m, = 32.4 MPa, zs, = 34.5 MPa 
Fp = 204 KN, Fy = I8ÜKN 
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Tay = 361 Ib, Toy = 289 Ih 

y= 3 — 05x, Fa = 409 kip, Fy = 2.91 kip 
x = 289 in., P = 60.4 kip 

Tep = 212 kip, Ten = 946 kip 

FK, = 1 822 kip, Fy = 3.644 kip, 

Toy = 928 ksi, oy = 1.16 ksi 

8 = 698^ 

tyr = 96.3 MPa, r p = 79.6 MPa, 

cr = 113 MPa 

Fe = 614.73 lb, Fg = 454.69 Ib, 0 = 0.0633" 
F, = 579kN. Fy = 9.64 kN, Fo = 1 L6kN 
8 = 114(10 7y* 

Assume failure of AB and EF. F = 42 300 N, 
Assume failure of CD: Fep = 81 000 N, 

w = 45.9 kN/m 

(tp = 134 MPa, dpo = 9.55 MPa 

8 = 1.00365" 

0.02 = á, + å, P = 1.16 kN 

a = 0.120 mm 


7P P P 
TAB" 134: 000 7 34:7 EF 73324 


Ü= Ar- 6, F = 420kN 
F = 0.509 kip 





F = It^ kip 
Ü = 6, — fp, F = IVA, o = 19.1 ksi 
F = 1,60 kip 
ë = (1.348 in., F = 19.5 kip 
AE 
0-5 - âr F = = (Ta ~ TA) 
Fy = IB3kN, Fy = 383 kN 
P = 188 kN 


620.136 = 75F yy + 38F,n, 

Fan = 6.54 kip, Fic = Fan = 4.09 kip 
8, = 0.0407 in. 

Fac = 10.0 1b, Fip = 136 tb 

F = 107 4247 N, T = 177^ C 

m, = 40.1 MPa, m, = 29,5 MPa 

Tour 7 190 MPa 

K = 245. w = 2.49 in. 

P = 77.1 kN, á = 0429 mm 


P = 121 kip 
Maximum normal stress at fillet: K = 1.4, 


Maximum normal stress at the hole: K = 2.65, 
Toy, = 88.3 MPa 
P = 15 kip, K = 1.60 





4-106, 
3-107, 
4-109, 


3-110, 


3-111, 


4-113. 


4-114, 
4-115, 
4-117, 


4-118, P = 565 kN, dy.) = 00918 mm 
_ SELT: — Ty; — o) 
4-119, 0 = dE; + E) 
Chapter 5 
S-l. (a) T = 795 kip-in,, (b) T' = 638 kip-in., 
ot 638105) _..- 
tpatti — 1075 — 054 = SAN) ksi 
58-1 (a) = O84, (b) r' = 0.841r 
8-3 r4 = 6.04 MPa. z, = 604 MPa 
8-8. r, = 267 MPa 
S-6. (Ta becix = 507 ksi, (Tpr)ma = 3.62 ksi 
5-7. (Termit = O, (Ten)eax = 2.17 ksi 
8-9, J = 2545(10 *) mt 
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P = 168 kip, K = 1.29 

Py = 15691 kip, Pa = 143.409 kip, 

Oa = MO ksi, aa = 19.8 ksi 

ñr = 0.432 in. 

w = 21.9 kN/m, åg = 4.24 mm 

Fen = 1800 N, Fay = 3600 N. 

Fan = 3.44 kN, Fep = 2.72 kN, 

fen = 0.324 mm, 649 = 0.649 mm 

(a) P = 2.62 kN. (b) P = 3.14 kN 
my T. 

E cos 8 

Tee = 250 MPa (T), Fep = 122 718.46 N, 
Fug = 9184461 N, Fap = 15 436,93 N, 

(oer), = 17.7 MPa (C), 

(mur), = 53.2 MPa (T). 

(m 4p), = 35.5 MPa (C) 

ga = 53.33 ksi, 6 = 8,69 in. 

w = 10.9 kip/ft 

(Fay = 5655 KN, Fa = 1469 kN, 

dy = 178mm 

(a) p = (1375 in. 

(b) áp = 640 in. 

P = 126 kip, Ad = 0410720 in. — 


P = gy A(2 cos @ + 1),84 = 





i jy? 
» "LL 
j= med (yAxy dx, ô = — 
Pi c“ Jo 


we 
Fy = 2.33 kip, Fa = 2.14 kip 
P = 485 kip 
P = 464 kip, ran = 145 ksi 


Tma = 11.9 MPa 


5-1), 
5-1. 
5-13. 


5-14. 
$-15, 
5-17. 


5-18. 
5-19. 
5-21. 


5-22. 
8-25, 


5-26. 


5-27. 


5-29, 


S-34. 
5-31. 


27 


q w r T 


Rd 
fag = 7,82 ksi. Ty = 2.36 ksi 
F = 600 N.T , = 300 N * m. 
(Trama = 5-66 MPa, (ren)wa = 8.91 MPa 
(Fmaxdan = 10.2 MPa 


d = 33mm 
Ta = 960 lb- in., J = 0,031257 in.*, 
Tuas = 4.89 ksi 


Tmar = 7,33 ksi 
(Tinos) ag = 314 MPa, (Tox) gc = 82.8 MPa 
Tin = (2000x — 1200) N * m, 
d = (9m, Tmin = 0. 
d = 0, ra = 424 MPa 
d = 57 mm 
Tmiss = 26042 Ib * ft, Tabe = 3.59 ksi 
max 

E 
Irr h 
(TAp)ma = 23-9 MPa. {1T ac)ma = 15.9 MPa 
2T, * (4L. 

3 . 


Tmas 7 


T4 * = Ty = 0, Ty = 


(27, ty, 
me wi - n) 

c = (298 x) mm 

(Tag) = L04 MPa, (rər)ma = 5.11 MPa 
P = 1100 ft - Ib/s, 

T = 280.11 Ih* in. 

Tuas = 1.43 ksi 


d = — in. 


w = 21,7 rad/s 

P = 900 000 ft - Ib/s, 

T = 6302.54 Ib - ft, 

Toa = 6.02 ksi 

d, = 124mm, da = 168 mm 
(Tmax)ce = 12.5 MPa, 

tma) = 7.26 MPa 


T —625N*m, 

t = 2,5 mm 

w = 177 rad/s 

d = ns 

T — 32521 Ib - ft, 
r, = L1460 in. 

i = 0.104 in. 





5-51. 
8-81, 


8-84, 
5-55, 
5-57, 


7 . 
d= Ses 
Tmax 7 443 MPa. ó = 11.9 
Tan = —85N-m, 
T nc = —85N-*m, 
dup = 0879" 
Tmar = 2,83 ksi, 
h = 4.43" 
d = 275 in, 
Tie = —80 N - m, 
Tcp - —h0N-*m, 
Tos 7 -90N-*m, 


dy = [5.74*| 
thy = l iH ! 
Èr = 0,227" 


Ty = 175.07 lb-ft, Te = 109.42 Ib- ft, 


Tn = 65.65 lb-ft, d = Lim 


= 3.17 ksi. 
b 


ben = 04661" 
ann = 1.15? 

thy = 001778 rad, 
hye = 0.02667 rad. 
thy 7153 
047178 
(Tinc}max 7 10,2 ksi, 
(Tna)nax = 186 ksi, 
doc 266 

thy = 0,001852 rad, 
ery = —0 0001119 rad, 
the = 0.113" 

da = 2.66", 

the = 2307 

4 = by + dun 
hye = by + bejm 
T, = 2.19 kN * m, 
Ty = 328 kN*m 
doy = 0401194 rad, 
the = 0,008952 rad, 
ey = 120° 

tp = 142° 


1 


1 
wr 
J(x) = zr + xy. 
c NES 
ar'G 
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Litl + 3T4) 

ë teint = NG 
Ta = 200 N-m, 
Ty = 1OON+m, 
(T ache = 8.15 MPa, 
(Ten max 7 5407 MPa 
Tac 7 977 MPa 
tao = 29.3 ksi 
T, = 1 498 kN* m, 
Ty = 0.502 kN - m, 
Ten = 24.9 MPa 
de = 0.116", 
(Ta)uac = 395 psi, 
(ya)ma = 34.300 7") rad, 
(Thrkeax = 96.1 psi, 
Unos. = 17-2107") rad 
(Tacha = 147 ksi, 
(Tanda = 1-96 ksi, 
ab = 03387 
T, = (300x — 25) Ib: in. by = 1.75", 
Ti. 133 ksi 


ax 

Ty, = 222 N: m. 
T, = 556N*m 
he = 1.66 

F = 4,412 kip, 


T, = 4412 kip fi, 

T, = 1279 kip ft, 

by 0.9557 

(TaD )max 7 335 ksi, 
(Tacthmax = 2.17 ksi 
Tire = 550 ksi 


"uv 


ae 
dix) = CTAA + xy 


37 
Ta = ag 
152 
T4 1897 





834 


5-94, 


5-95. 


5-99, 


5-101. 


5-102. 
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Thy L 
"3 
(T )aa = 525 psi, 
(Treat = 713 psi, 
o, = 0.05825, 

d, = 0406577 
16T 

we’ 
16T 


(Tinaxke 7 
Unus ) > 


š š l 
Factor of increase in shear stress = E 


(Tne bine = 0.955 MPa, 
(Tache = 1.59 MPa, 
hay = U207 
(Ta')max = 0.955 MPa, 
(Tachs = 1.59 MPa, 
dye = 10.0643") 
For segment AB, T 
For segment BC. T 
T = 250 kN-m 
Tg = 32 Ib-ft, 
Ta = 48 lb-ft, 
dy = 0.0925" 
(Tinaxda = 308 MPa 
T = 1663.2 lb+ in, F = 10 Ib 
Tmax = 2.3 ksi, 
Sp = 040303 in. 

= {LU in. 
Ay, = 14498 in’, 
Ay” = 2.4002 in’, 
Factor = 1.66 
The factor of increase = 2.85 


— 
Qa = 4 qu 


Ay, = 7959,50 in?, 


AIBU.86 N+ m, 
11 366.94 N - m, 


II 


| = —in, 
16 


d = 0.0536" 

d = 5134 kip- fi 
(za Ja = 15.6 MPa, 
(faga = 104 MPa 


8-117. 


5-118. 


5-119. 
8-121, 


58-139. 
5-131. 


5-133, 
5-134, 


5-135, 
5-137, 


5-138. 
5-139, 


5-141, 


5-142, 
8-145, 


Am = 18927 m°, 

T = 4.73 MN-m, 

i = 04287/m 

Tay = 119 MPa, 

db = 407^ /m 

(Taha T (Tuvala = 357 kPa 
K = 1.28, 

r = 798 mm. 

No. it is not possible 

P = 101 kW 

Tua) = 50.6 MPa 

K = 140, r = 0,075 in 
T = 271 kip+f, 

Tp 279 kip- fl 


T = 208 kN * m, 
b = 34,4", 

G = 40 GPa, 

d! = 0,3875 rad, 
ó, = 1227 


T = 14A kip ft 

Ty = 126 kN m, 
Tp = I&8kN*m 
T = Mo. f 


Tp = rye) — €). 


3 
— 
eG 
Cnty 
Yma ~ GG 


Te = 93kN+m, T, = S30kN +m 
fr, = 0.00625 m, 
t, = B10" yp, 
r> = 4(10")p + 25(10"), 
T = 3.27 kN-m, 
d —344 
T = 392 kip*ft, ba = 0.413" 
T = 41,2 kip: ff, at Sin, r = 244 ksi, 
at LS in, > = —3.78 ksi 
Elastic, T, = 9256.95 N* m, T, = 574305 N* m, 
T, > (Ty), Plastic, T, = 7,39 kN *m, 
T, = 7.61 kN*m 
19T 


Tu a S. 
127r 
r, = 0,0625 m, r, = 0,0575 m, 


Eq.5-7: ?,-nm =Í = 88.27 MPa, 
Eq. 5-18: Fave = 88.42 MPa, 
Eq.5-15: ó = 4495", 
Eq.5-20: ó = 4.507 
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§-146. T = 331 N: m 6-33. w = 40,0 lb/ fr, 
S-147. ( = 85mm V = 304 Ih, 
5-149, T = 7TLSN* m, Taa = 213 MPa M = 15.0 lb-ft 
5-150. 7,,, = 824) MPa 6-4. x-3,V--115M = -21 
58-1581, F = 262N. ġ = 1,86" 6-35. V = 200 N. M = (200 x) Nem, 
Chapter 6 V = I we + son} N, 
6-1. r-(ü2S,.V- —24, M = —& 100 
620 :-2,.V-1M-2xr-4,V-1M-6 w= {0 ss — 600) Nom 
6% x= FV = —2000, M = -6000 6-37, x = 45,V = 0, M = 169 
6S rxr=2.V=8 M =-39 6-38, A, = 9.375 kip, A, = Ü 
66 x-15V-0üM-9x-4, 23 — 
V = -20.M = -16 6-9. x= LV = —wLM- -wL 
637. zx-4,V--6M--AM 6-4. r-4,V-—-28 M --24 
6-9, r=4, V = —3331.M = 467 6-432. x-1V-20M-250 
610, r-15.,V = 150, M = 225 6-43. +=14.V=0.M = 24 
1 x= 6.V = —800, M = —4800 6-45. x = 06301. V = 0, M = 0403941". 
6-13. x= 34 ..V = —P.M = -Pa wx wari 
6-14, x = 14°, V = 115, M = -3875 — pH 
6-17, x = 6,V = —900, M = -3000 6-46. x = OV = 2wL/v, M = —wol?/o 
V = [-300 — 16.677] Ih, 6-47. ny, = 120 MPa, 
M = [-30üx — 5556: | Ib - ft Trax 7 90 MPa 
6-18, V = [30.0 — 2x} kip. 6-49. F=340in, 
M = (-—x + 3x — 216} kip- ft, Iya = 9173 in, 
V = 8.00 kip (Tmar = 3:72 ksi, (m, dina = 1,78 ksi 
M = [Rity — 120| kip- fi 6-80. oa = 6.81 MPa, 
6-19. r= SV = -10. M = —25 gg 101 MPa, 
6-21. r= (075, V = 0, M = 0,5625, fe = 4.14 MPa 
Fac = TS KN. 6-81. M=771Nem 
A, 7 LSKN 6-53. I = 91 14583(10. *) m*, 
622. r-3.,V - -10, M - -18 M = 365 kN m. Tma = 40.0 MPa 
6-23. r-LV--wLM-0 6-54. Tay = 2.06 MPa 
628. x-LV-0M-0 6-88. F = 456KN 
6-0. r-(L/3y,.V = —w,L/18, 6-57. = 17813310") m, 
M = -040617w,L^ Four = 494 MPa 
629. x= 411,V = 0, M = 257, 6-58. (oy = 23.8 ksi (T). 
At x = 4108 m, M = 2567 kKN+m, (meae = 20.0 ksi (C) 
Atx = 45m, M = 2531 kNm 6-59. M = Wikip-f 
6-3. x= 254,V = 0, M= 346 6-61. y = 9.3043 in., J = 1093.07 in*, 
631. V=- Tra, — 4x), ga = 20544 ksi, mp = 0.2978 ksi, 
e ) ! (Fre = 11.8 kip 
M = (126 + I8Lx ~ TL’), 6-62. oy = 621 MPa (C). 
i j = 5.17) 
y= TL - x, M = STAG - xy 63. Kid = "RH 
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J = 1863 int, fma = 193 psi, e = 155 psi 


Fa = 313 kip 
Tin 7 158 MPa 
1, = 021645(10. *) mt, 
I, = 036135(107 `) m", 
Tua = 74.7 MPa 
Tings = 22-1 ksi 
(fas 7 12.2 ksi 
1 = 152.344 int, ray = 10.0 ksi 
Cmax = 21.1 ksi 
Tale = 52.8 MPa 
I = 152.344 in', w = 1.65 kip/tt 
Tins = 66.8 ksi 
Owes = 15.6 ksi 
w = 3.75 kip/ft. Fma = 1.25 ksi 
{= s in. 
(ra = 129 MPa 
h = 53.1 mm 
Oma = 19.1 ksi 
d=2in 
M max = 7,509 kN +m, a = 66.9 mm 
PETON A 
36ph' 
Tmax = 119 MPa 


Uma ~ 


y = 0412848 m, 7  0,79925(10 ^) mt, 


fn 07110. `) mm/mm 
d = 116 mm 
d= 199 mm 
Mus = 2P, P = 119 lh 
(ass = 7.59 ksi 
Tmar ~ 5.60 ksi 
] = 204.84375 in*, Tmar = 19.8 ksi 
an = 13.3 ksi, m4 = 11.8 ksi 
w = 10125 kN/m 
fa hta = Thin, 
Fin 7 147 psi 
h VE; 

g a — T 

VE, + VE, 
3M (x, + ye) 
bie À VE. 


(find = 


6-109, 


6-110. 
6-111. 


6-114. 
6-115. 
6-117. 


6-118, 
6-119. 
6-121. 
6-122. 
6-123, 
6-125, 


6-126. 
6-127, 


6-129, 


6-130. 
6-131. 
6-133, 


6-134. 
6-135, 
6-137. 


6-138. 
6-139, 
6-141. 





M, = —14.14 kip*ft, M. = —14.14 kip: ft, 
I, = 736 in*, J, = 1584 in’, 

Tmax = 2.01 ksi (T), fme = 2.01 ksi (C), 
a = 65,1" 

M = 19 kipsft 

y = 574mm, ea = 1.30 MPa (C), 

my = 0.587 MPa (T), 


a = —374" 
rr, 8.95 ksi 
oy = 781 ksi 


M. = —1039.23 N -m, M, = —600.0 N * m, 
1, = 28 44583(107^) m* 

1, = 1334583(10 ") m*, 4, = 7.60 MPa (T) 
my = 131 MPa (C), a = —66.5" 

M = 1186kN-m 

M mar = 427.2 N-m. m a = 161 MPa 
Ta = 293 kPa (C) 

ga = 293 kPa (C) 

z4 = 1.155 in, y, = —2.828 in., 

ia = 210 ksi (C) 

Fa = 21H40 ksi 

h = 41.3 mm, 

M = &60kN*m 

M mar = 25.3125 kip* ft, y = 2.3030 in.. 
I = 308991 int, (m), = 22.6 ksi, 
(Tma) ™ 13,3 ksi 

w = 0.875 kip/ft 

(Pandas = 851 ksi, (aa |a = 0.558 ksi 
y = 2.5247 in, Jy 4 = 854170 int, 

M = 164 kip-ft 

(1 ina = 20.1 MPa 

(Pes = LAO ksi, (oe ues = 77-0 psi 
y = 01882 m. / = 1808(10 ^) m. 

(T marda = 154 MPa, (fina = 171 MPa 
d = 53| mm, M = 9&6kN*m 

(Frade = 153 ksi 

M mar = 40 kip- ft, Ay = 2.3562 in’, 

h’ = 5,517 in, Z = 135878 int, 
(mun)mas 7 LOS ksi, 10 ksi 








6-142, 
6-145, 


6-146. 
6-147. 


6-149. 


6-150, 
6-151. 


6-153. 


6-154. 
6-155. 
6-157. 
6-158. 
6-159. 
6-161. 
6-162. 
6-163. 
6-165, 


6-166. 


6-167. 
6-169, 


6-170. 
6-171. 
6-173, 


6-174. 
6-175. 
6-177. 


M = 925 kip-ft 


> {dA 
A = 0,0028125% m^, Lr = (053049301 m, 
A 


M = 13.0 kN- m 

P = 55.2 kN 

(Tm); = 4.51 MPa, 

(max) 7 —5.44 MPa 

SA = 0400425 m^. 7 = 0.5150 m. 


x [2^ = R.348614(10 7) m, 
4 


ag = 266 MPa (T) 
(raus), = 204 psi (T), (mas) = 120 psi (C) 
era = 10,6 ksi (T), ey = 12,7 ksi (C) 


d 
7 = 1.235 m; [t = fi479051(10. 7) m. 
4 


A = 0.008 m. og = 262 MPa (C) 
m, = 201 MPa (T) 

P = 309 N 

K = 2.60, M = 150kip-ft 

Time = 12.0 ksi 

r = 5400 mm 

K = 1.92, P = 122 Íb 

Tmax = 29.5 ksi 

L = 950 mm 


1- = 8278335(10 ^) m*, M, = 21125 KN* m. 


Twp = Cou = 43.5 MPa 

3h [Abt — 0) + (hi wF 
3 bi? — (b — ih — wF 
k= 1,71 


k= 


M, = 289062.5 N «m, 7 = 91.14583(10 `") m*, 


Thy 7 Thaan = 57.1 MPa 

k= 117 

k = 1,70 

I, = 26.8(10 *) m*, M, = 0,00042ay, 

My = O.000268ey, k = 1.57 

my = oy = 132 MPa 

k = 1.71 

My = 87 R3cry, M, = 121.330y, k = 1.38 


16r, > = r 
y = Jrd — ri) 


2 llah? 
3:7" 54 





Oy 


. (8) wa = 1840 kip/tt, (b) wa = 22.8 kip/ft 
. (a) P = 373kip, (b) P = 45.5 kip 


6-185. 
6-186. 
6-187, 
6-189, 
6-190. 
6-191. 


6-193, 


6-194, 
6-195, 


6-197, 


6-198, 
6-199, 


6-201. 
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a = 50ed = 3500(10^)4 = 0, M = 947 N: 


(a) M = 35.0 kip*ft, (b) M = S98 kip- fi 
M =251N-m 

a = 82 ksi, M = 735 kip-tt 

Fg = 5.88 kN 

(masas), = 3.43 MPa (T). 

(auus), = 1.62 MPa (C) 

n = 18.182, 7 = 0.130578(10. ) m’, 

M = 149kN*m 

M = 264 kN* m 


837 


m 


(a) m4, = 0410 MPa, (b) m, = 0410 MPa 


r 
oy = 225 kPa (C), oy = 265 kPa (T) 


V = 20 — 2x, M = — + 20x — 166 
vx = 06, V = —233. M = -50 

6! 
g= AM se + sin ace = (i, 

a de 


8 = 45°, w = 45" 


Chapter 7 


7-1. 


I = 02501(10 7) m$ Q, = 0.64(10 `) m°, 
cA. 2.56 MPa 

Tra = 3.46 MPa 

Vo = 19.0kN 

y = 3. in, JIya = 390.60 int, 

Q = 6534 - fy" V, = 382 kip 

T4 = 1.99 MPa, ty = 1.65 MPa 

Tra = 4.62 MPa 

y = 11667 in., 7 = 675 in*, V = 32.1 kip 
Tow = 4.48 ksi 

V = 100 KN 

Y = 0.080196 m, 7  48646(10*) m*. 
Tma > 4.22 MPa 

V = 190 kN 


The factor = i 

I = 0475275(1077) m’, 
Qua. = 1409125(10 7) m°, 
Tmax = 37,4 MPa 

7 — 723 kN 

(r;)aa = 9.24 MPa, 
(Tmax = 374 MPa 


[32 = 0012908358 m. A  6.25(10 7) m°, 
u 





7-50, 
7-81. 


7-53 . 


7-84. 
7-588. 
1-57. 


7-58. 
7-59, 
7-6 1 ` 


ANSWERS TO SELECTED PROBLEMS 


I = Azin' Q = ET — yy eum 239 ksi 

Ty = 441 MPa 

Tau = 4.85 MPa 

Ve = —1375 kN, J = 27.1410) m*, 

Onas = 0216(10 7) m?, Taat = 3.67 MPa 

Tay = 280 psi 

Tc = 1.43 ksi, tp = 1.17 ksi 

1 = 32H in*, Q = 120 in*, F = 675 Ib 

V = L35 kip 

V = 130 kip, s = iin. 

Isa = 9325 int, Q = 10.125 inf, V = 345 kip 

T, = 35.2 MPa 

F = 12.5 kN 

Iya = 2902 in’, Q = 168 in’, 

Quas = 20R 5 in’, 

P = 691 kip 

V = 882 kip. y = iin, 

(Tanida = 119 MPa 

Iya = 724(10 °) m*, Q = 0450(10 3) m. 

P = 660 kN 

s = R66 in. s' = 121 in. 

qa = 228 kN/m, gg = 462 kN/m 

qc = 0, qp = 601 kN/m 

Iya = 125.1710) m*, Qe = 0,5375(10 3) m?, 

qe = 386kN/m 

da = 139 kN/m, an = L2SKN/m 

(max = 1.63 kN/m 

y = 3.70946 in., J = 145.98 int, 

Qin = 414 Ib/in. 

qa, = 215 kN/m 

me = 232 kN/m 

y = 2.8362 in., 7 = 92.569 inf, 

da 7 196 1b/in., qy = 452 Ih/in., 

max = 641 lb/in. 

r RI 
Mbi = bÌ) 

— + Ob, + bj) 


0 a 
I = A i. Q, = fy 
3 2 





T= 


Q — S EPPEN n 
"29 — 39 











7-66. e= — 
9-67. ¿= l 
7-69, Pe = Fih) + 2V (h), 
I= Zo + 6b?) — th — 2hy). 
_ bh? + 3hb — Bh}) 
"7 286 + SM) — (h — Ih) 
RM e= Ar (sina di. cos a) 
lu — sin 2a 
7-71. Van = 996 kip 
7-73. y = (408798 m. 
Iya = 86.93913(10 *) mÍ, 
Q. = 0, Qc = 0.16424(10 7) m. 
qa = 0. gy = 121 kN/m, 
Qc = 3.78 kN/m 
7-14, V =4.10kip 
1-75. V = ?491b 
Chapter 8 
8-1. “= 18.8mm 
82  Ár,-755in 
8-3. Case (al: m, = 1.04 ksi, z; = 0 
Case (by m, = 1.4 ksi, r; = 520 psi 
8-& “c= 133 MPa, P, = 3556010 yr N, 
ap = 228 MPa 
8-6. i = 26.7 mm, n = 820 bolts 
8-7. (a) mg, = 127 MPa, (b) mi = 79.1 MPa, 
(c) (r. |), = 322 MPa 
8-9. t = 40mm, /, = 20 mm, 
(Pya = 1222200) N. n, = 308 bolts 
8-10. s= 33.3 in. 
8-11. oy = 432 psi, o, = 8.80 ksi 
8-13. ôp— ór = 0, z, = 2.69 ksi 
pri 
8-14. 6, = EU. - 7) 
dk gu 
ri ri 
ih th 
8-17. oy = P - + x 
£p. wt 
pr T 
— P ` W 
8-18. d = 667mm 
8-19. c, = 66.7 MPa (C), mg = 333 MPa (T) 





8-21, 


8-27. 


sË 


SRE BGS Í 


- + = = 123 MPa, rp = 62.5 MPa 
P4 


Tua = 1.07 MPa 

(ua = 1.07 MPa 

N = 606.218 Ib, V = 350 Ib, 

M = 175 Ib-in., 

Ty = 5.35 ksi. zç = ll 

w = 79.7 mm 

P = M9 kN 

A = 0.375 in? Q, = 0,0234375 in’, 

I = 0,0078125 in’, 

ma = 533 psi (T), a = 1067 psi (C). 

T4 = 600 psi, Ta = 0 

m4 = 504 kPa (C), 74 = 14.9 kPa 

d = 66.7 mm 

1 = 1.066710 *) in", Oy = 0, 

Qc = 4010 in’, zg = 5.56 ksi (T). 

ty = 0, re = 625 psi (C), te = 162 psi 

Op =Ù, Tp = 667 psi, ap = 233 ksi (T), z£ = 0 
ma = —94] ksi v4 = 0, m$ = 2.69 ksi, 

Tg = 0869 ksi 

A = 25z(10 ") m?, 1, = 0.15625m(10 `”) m“. 
J = 03125z(10 ") m*, oy = 1.53 MPa (C), 
Ty = H0 MPa 

T = 2.16 kip 

T = 2.16 kip 

A = 9.00 (10. *) m°. / = 82.8 (10 ^) m. 

Üp = Ü, ag = 0.522 MPa (C), ty = Ü 

g = 17.9 MPa (C), z = 1.06 MPa 

a = 23.9 MPa (C), 7 = 0.796 MPa 

A = 180 Y. T, = 135 int, 7, = 540 int, 
m4 = 100 ksi (C) og = 3.00 ksi (C) 





ma, 











I33P P 
Trax 7 T (C). Tmin = = (T) 
a Aa 
"3 7 
Cina 7 1368P (C). Tmi = 0 — (T) 
r: 


R = (080889 m, N = —24.525 N, 

M = 142363 N. m. 

aa = 89.1 MPa (C), og = 79.3 kPa (T) 
(mr )aaÍ[ = 8-37 ksi, (ee = —6.95 ksi 
fe, + 18e, < Su 

A = 135 m? 7, = 2278125 m*, 

1, = 10.125 m4, y = 0.75 — 1.5x 

ma = 988 kPa (T). mg = 494 kPa (C). 
me = 128 kPa (C), zp = 69.1 kPa (C) 


8-55, 
8-87. 


ANSWERS TO SELECTED PROBLEMS 839 


oy = 11.9 MPa (T), ry = —0.318 MPa 
N, = ROO Ib, V. = -600 Ib, 
V, = —300 Ib, T, = —7200 Ib - in, 
M, = 4800 Ib * in, m = 17.6 ksi (T). 
+ = 4.84 ksi 
a = 5.86 ksi (C), T = 480 ksi 
eax 710 MPa (C) 
A = 07854 in", J = 0.098175 int, 
I 04149087 int, (Q4), = 0, 
(Q4), = 0.08333 in’, o, = 162 ksi (T), 
T4 = —2.84 ksi 
oy = 780ksi (T), Ty = 3.40 ksi 
ae = 15.6 ksi (T) op = 124 ksi (T), 
Tn = 624 ksi, zç = —52.4 ksi 
= —519.62 Ib * in, M, = 250 lb in, 
M. = -43301 Ib: in, 7, = 7, = 0.53689 int, 
J = 147379 in*, (0,), = 0, 
(Q.)4 = 0.38542 in’, 
ira = 605 psi (T), 74 = 327 psi 
my = 466 psi (C), ry = 322 psi 
iP h ED. 


g= ^ue + 18e,y), * < e, x T 


J = 0.1256637 (10 ^) m*. 

A = 1.256637 (10) m, Qp = 0, 

(gy = —21.7 MPa, 74 = 0 

Ta = (hog = 302 ksi (C) 

(ma = M ty = 0.377 ksi 

R = 1.74103 in, e = (00089746 in. 

F = 0.9765625110 "yr in*, Qy = 0.0104167 in’, 
a = L62 psi (T), z = 384 psi 

ga = 7213 psi, my = -12.2 psi 

oe = 802 kPa, ve = 69.8 kPa 


Z — = 0.035774 in, A = 0.049087 in, 
4 


Um; = 49.0 ksi (T), Cor haar = 40.8 ksi (C) 
[oaa = 28.8 ksi (T), (mr, us = 24.0 ksi (C) 
Taag = 236 psi (C) 

p = 12(10") MPa, F = 30(10* yer, 

P = 942kN 

mua = 440 ksi (T) 

ao, = 747 MPa, m; = ü 

p = 3.60 MPa, F, = 6.3617(10^) N. 

n = 113 bolts 

m, = 50.0 MPa, m; = 2540 MPa, Fn = 133 kN 
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Chapter 9 
9-2. 


9-3, 
9-5, 


9-14. 


9-15. 


9-17. 


9-18. 


9-19, 


9-21. 


9-22. 


oy = —3A48 ksi, ty = 463 ksi 
a, = —678 psi, ty = 415 psi 
a, = ~650 psi, r, = 400 psi, t, = 0,8 = 30°, 
m, = —388 psi, ty = 455 psi 
ay = 49.7 MPa, T, = —34.8 MPa 
wy 49,7 MPa, tyy = 7348 MPa 
8 = 1357, 0, = 80 MPa, 
m, = 0, 7,, = 45 MPa, 
m, = —S MPa, try = 40 MPa 
Oy = —2.71 ksi, tyy = 4.17 ksi 
Oy = ~ DIL ksi tay = 4.17 ksi 
0 = —60, or, = 200 psi, 
m, = —350 psi, 7,, = 75 psi, 
m, = —277 psi, ar, = 127 psi, rey = 201 psi 
(a) m, = 4.21 kst, m; = —342 ksi, 
8, = 19.3°. 0; = —7().7" 


(h) Finar 
ti-plasc 
p, = —25.7°, 64.3° 


a, = —19.0 MPa, az; = —121 MPa, 
(0, = 39.3" (0,)2 = —50.7", 
Ter = 510 MPa, 0, = —-5.657, 84.3" 


in quiate 

v, = 125 MPa, v, = -75 MPa, 
T, = —50 MPa, 

m, = 137 MPa, m; = —858 MPa, 
(8,), = —13.3", (8, = 76.7", 

Tmax = 112 MPa. a4, = 25 MPa 


in-place 

a, = —193 MPa. z, = —357 MPa, 
Tay = 102 MPa 

ir, = 224 MPa, r; = ~64,.2 MPa, 


= 19.2 ksi, yy = —15 ksi, 


(8,), = 61.87, (0, = 28.2°, 

Tmar = 144 MPa, #, = 168", 73.2", 
hut plaet 

Ty = RO MPa 


m, = 51.962 ksi, r,, = 30 ksi, 

a, = 80.1 ksi, oy = 19.9 ksi 

m, = 493 MPa. os = —111 MPa, 

(8,), = 7&1*.(8,); = —11.9° 

1 = U45(10 7) m*, Q , = 16875(10 7) m°, 
ir, = 0.507 MPa, t py = 0.958 MPa 


9-26. 


9-27, 


9-29, 


9-30. 


9-31. 


9-33, 


9-34, 


9-35, 


9-37, 


N = 400N, M = 100 N* m, 

A = 01(10 pe m? 1 = 2,5(10 "yz mt, 
tr, = (ery = —126 MPa, 

Tras = 63.0 MPa, oy = —63.0 MPa 
in gane 

m, = 298 ksi, a; = Ü, 

Tma = 149 ksi, 0, = —45°, 45", 
in-plane 


ayy = 14.9 ksi 


ao, = 0.0; = —22.9 ksi. 


Tma = 11.5 ksi, @, = 457, 135°, 
m-gxane 
gay = —11.5 ksi 


V = 705 kN, M = 39.15 kN - m, 

1 = 49.175(10 ^) mt, Qa = 0255(10 ) m°. 
im; = 649 MPa, z; = —5.15 MPa, 

(8,), = 15.7, (6,4 = 74 

Point A: e, = 150 ksi, e; = —00235 ksi, 
Point B: e, = 040723 ksi, e = 0,683 ksi 
ir; 638 MPa, r; 0360 MPa, 

(8,), = 134^, (ph = 103° 

I = 0312500") m*, Q , = 6, 

Oy = 937500) m. 

m; = (l. z+ = —192 MPa, 

T; = 244). z; = —24.0 MPa, 

0, = —15.0°, 8, = 45.0" 

m = ay = —1.34 ksi 


Timm = 668 psi, 0, = 45°, —45^ 
in-peane 

Tr = Í kPa, Tiy = Ü 
megane i 


*% o m 
A= d, f= «t. QA = fh, 


4 /2PL 
(T; -FT = F). e: = (i, 


2 /3PL 
p — Cy =) 
Te, = —47.5 kPa 

T, = 82.3 kPa 

y = (1.0991 m. J = 7.4862(10 *) m*, 

A = 3.75(10 7) m?, 

a, = 21.2 MPa, o; = —0.380 MPa, 0, = —7.63" 
ao, = 297 ksi, 74 = —4.12 ksi. 

Tn = 3.55 ksi 


mgr 
m; = L27 MPa, c; = —624 MPa. 
(0,), = 8197, (8,); = —8.11^ 


9-54, 


9-55, 


9-58, 


9-59, 


V =2kip, M = 13 kip-ft, 
I = 86.6667 in’, Q4 = Ù, taux 


w plane 


= 2.70) ksi, 


mug = 7270 ksi, 0, = 45°, —45" 

m; = 219 psi, v; = —219 psi, 

(0,), = 48°, (B, = —45° 

m, = 5.50 MPa, z; = —0,611 MPa 

I, = 0.350(1077) mt /, = 68.75004) m, 
(Qu), = 0, =, = 0,0. = —774 MPa, 
max = 38,7 MPa 


im påine 


F; = Ô, az = —UÜkPa, Taa = 10 kPa 


spilan 
mq, = —388 psi, 1, = 455 psi 
R = 19.21 ksi, 
m, = 4.21 ksi, x = —34.2 ksi, 0,5 = 19.3°, 


Tma = 19.2 ksi, m, 7 —1S ksi, 0. = 64.3" 
mne 

m, = 534 MPa, z; = —584 MPa, 

0,, = 14.9" counterclockwise 


Tmax = 60.5 MPa, a, = —7.50 MPa. 


in-game 
a = 30.17 clockwise 
m, = —19,9 ksi, tyy = 7.70 ksi, 
m, = 9,89 ksi 
ty = —421 MPa, tyy = —354 MPa, 
my = 421 MPa 
a, = 4.99 ksi, tyy = —L46 ksi, 
ay = —3,99 ksi 
Way, = —155 MPa, R = 569,23 MPa, 
a, = 07299 MPa, r, = 551 MPa, 
ay = —11.1 MPa 
ay = 0.250 ksi, tyy = 3.03 ksi, oy = —3.25 ksi 
Top = 7.50 ksi 
(a) =, = 16,5 ksi, m5 = —1.51 ksi, 
8,, = 168 (Clockwise) 
(b) Time = —9.01 ksi, 


Inga, 
0, = 28.2" (Counterclockwise) 
R = 1924194, z, = 342 psi. 
my; = —42.1 psi, 0, = 19.3°, 


Toy = 150psi tae = 192 psi, 


> plane 


0, —25.7° 
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(a) m, = 88.1 MPa, 
a> = —13.1 MPa 


(hb) Tma = 50.6 MPa, 


in-plane 


Tava 7 37.5 MPa, 

ih = 4277 
la) m, = 636 MPa, 

r = —496 MPa, 

f, = 307 (Counterclockwise) 
(b) Tra = 571 MPa, 


in-plane 

8, = 144^ (Clockwise) 
wy = 110kPa, 
Try = 7225 kPa 
Ty = —12.5 kPa, 
Try = 21.7 kPa 
m, = 68.6 psi, oy = —206 psi 
A = 1&0 in?, 7 = 540 int, Q4 = 10.125 in’, 
m, = 1.50 ksi, m, = —0.0235 ksi 
a, = 0,0723 ksi, m; = —0,683 ksi 
m, = 4.38 ksi, oy = —1.20 ksi, 


Tma = 2.79 ksi 
in-plane 


ga = oy = +80 ksi 
gy = 500 MPa, r py = 167 MPa 
T = (1.2222 MPa, m, = 0.5556 MPa, 


R = 0.5984 MPa. 
Ty = 470 kPa, 
Tv = 592 kPa 


N = 900 N,V = 900 N. M = 675 N * m, 
A = 14(1077) m, J = 17367(10*) m’, 
o, = 918 MPa, oy 01H04 MPa, 
(8,), = 6.08" (Counterclockwise) 

m, = 32.5 MPa, z; = —0.118 MPa, 
(8,), = 3.44" (Counterclock wise) 

m, = 7,52 MPa, m = 0, 

Tmax = 376 MPa. 


in-plane 
8, = 45° (Counterclockwise) 
Tie = — 300 psi Fim = M, Tamay 7 300 psi 
a, = 0, ry = 137 MPa. 
qu = —4f.8 MPa, 
Tj. = 91.8 MPa 
max 


Tay = 158 psi Tan = —822 psi, 
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G o as 106. €, = 145010), y = 830107) 
ory, = ~ 102 MPa, N 
Ta = 162 MPa e, = 155(10 ^) 

9-9. m = 673 ksi, ery = Q ery = 423 ksi, 10-7. €, = 215(10 *), yyy = —248(10 ^), 
Tabs = 4.48 ksi ty = 185( 10 ^ 
mat 

9-93, Tinm = 100 MPa, Tin = 50 MPa, Finin = 0, 10-9. e; = 188(10 "), e; = —128(10 "), 
Tabs = 50 MPa (8,), -—922* (p) = R08". 
may 

TAE auct HE Bs it = Dira t THÉ RR Yma | 7 M60005), 

ug c 


Yom = TS pel 8, = 35.8°, 542" e, = 30(10") 


10-10, «, = 103(10 *), e, = 467(H ^), 
yry = 718(10 ^^) 

10-11. e, = -793(10 ^), e; = -221(10 5), 
(0,), = 22,7, (0, = ~67.5°, 


9-985, Ting, = 109 ksi, mug = Tae = Ú, 
Tam = 5.46 ksi 
mat 

9-97, P = ü900(10") Nem/s, Ty = 6044010) Nem, 
A = 040156257 m^, J = 0,3835(10 °) m£, 
Tuw = 23.2 MPa 


"— Yma = 131(10"5),0, = —22,5^, 67.5", 
9-98. a= 119 psi, m = —119 psi in-plane 
9-99, “r, = 329 psi, o; = —72.1 psi Ewy = -150(10 5) 
2 [.. OTA 10-13. e, = 177(10 °), e; = —318(10 9), 
TM un — T V — iP ) (0,) = 76/7,(8,); = —13.3", 


2 = É = 335107"). 4, = 31,77, 122°, 
m= — (r +P a SUR) Yes ud M6 
zd N d 


és, = -150(10 ^) 


e cO QA 10-14, (a) e; = 368(10 5), ex = 182(1075), 
9-102, c, = —633 MPa. T y = 357 MPa dy = 7528,08 = 312 
9-103, c, = 129 MPa, (b) Yas n = 187(10 ^), 

m; = —4.30 MPa, 


0, = —7.76", 82.2", Ewy = 275(10 `f) 
10-17. R = 16771(10 *) e, = 13800"), 
€; = -198(10 ="). 0, = 13.3° 


(0,k = 414 (Clockwise) 


9-105. Qo = 3125(10 ") m, J = 2.0833(10%) m, 
T = 264 kPa, z, = 26.4 kPa, ur; = —26.4 kPa, 


2 ^ — ^ 
0, = —45"; 8, = 45" —— — a FEEN S N 
9-106, m, = ~22.9kPa.ryy = ~13.2 kPa a, = —31.7° 


10-19, e, = —309(10 ^), e, = -541(10 9), 


Chapter 10 yry = —423010°%) 


10-2. <|, = 24810"). yry = —233(10 9), 10-21. (a) R = 93.408, e, = 368(10 Š), 
e, = —MB10-5) e; = 182(107*),8,, = —528*.84, = 372 
b = IST(NI ^), 
0-3. P = lllhp (5) Yas e dmi 
10-5. (a) e = 441(10 ^), e; = —641(10^^), 0, = —7.76", 82.2”, e, = 27510") 
8, = — 24.8", ho = 652^ 10-22. (a) e, = 773(10 ^), e; = 76.8(10 f) 
(b) ya = L08010), (b) ym, = 696(10 ^) 
in-plame m plane 
i Ys h 
éw = 10010") Og aii adi 





10-23. 


10-25, 


10-26. 


10-27, 


10-33. 
10-34. 


10-35. 
10-37, 


10-38. 


10-39. 


10-41. 


(a) e, = 192(10 *), e = —152(107*) 

(b.c) Yaw = Yma = 344(10 ^") 
mat Thane 

e, = S08(10 ^), e4 = —108(10 ^J, 


(8,); = 8.05" (Clock wise), R = 208.17(10 5), 


Yea = 416(10 ^), e, = 100(10 ^), 


iti plane 
0, = 36.9" (Counterclockwise) 

ej = 451(10 ^), e; = —451(10 ^), 
(8,), = 28.2 ( Counterclockwise), 


Yma = 902(107), egy = O, 


in-plane 
0. = 16.8° (Clockwise) 
339(10 "), e; = —489(10 5), 


€, 
(8,), = 32.5" (Counterclock wise), 


Yasa = R28(10 ^), 


in-plane 
Ewy = —75(10 ^), 
0, = 125° (Clockwise) 
oy 0, o, = 10.2 ksi, as = 7,38 ksi 
ys = 41.1(10 ^) 

mar 
Einar < 30.(10 $4. inl = 


(a) K, = 3.33 ksi, 
(b) K, = 5.13(10") ksi 


Emin = -107(10 ^) 


Emar = S46(10), Eim = 36H10"), 
= -9]0(107^) 


€ min 


p = 343 MPa. 
Tmar = 0, 
in pane 


* = 85.7 MPa 


_ 12 My _ 12»My 
767 Bhs! EBD 
teM 
Alan = SE ph 
6vM 
Alen — Ele 
€, = 235(H0 3). e, = —0972(10. `), 


e; = -24A(10 7) 
P = 3901b 
ty = 0.206 in 


m, = 8.37 ksi, m; = 6.26 ksi 


10-47, 


10-49, 


10-50. 
10-51, 


10-53, 
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e; = R33(10 5), e; = 168(10 ^), 

e, = 7763(10 ^) 

e, = 03125(10 *), and e, = 025(10 3). e, = 0. 
, = 15.5 ksi (C). v, = 16.8 ksi (C) 

w, = —I84 kN/ m, w, = 723 kN/m 

E = 677 GPa, y = 0.335, 

G = 250 GPa 

=e, — 035m, — 0350. + 262. 

0 = z, — 0350, — 0350, + 262. 

Ü = m, — 35a, — 035m, + 6.20, 

a, =o, = —T0 0 ksi, o. = 552 ksi 


a 
z 
I 


e, = e, = ü, e, = 544(10 ?) 





F 
Ein = = 
ME m 
k = 135 
sl + cl — aa, + 371, = oF 


3300 
w = Bü v rad/s, T = == |b-in, 


d = 0833 in. 
id = 0.794 in. 
d = 188 in. 


g w— p 1.78 in. 
a 


T j4 2 2 
eT 4M +T 


\ 





M,- y 
a, = 50 + 19723 = 247 MPa, 
ga = S — 19723 = —147 MPa, 
Yes, 

M,- VM?+T* 

No, 

g = —9.549 ksi, z = 30.56 ksi, 
Yes 

Na. 

F.S. = 1.43 

a, = 7.314 ksi, > = 
F.S. = 1.59 

F.S. = 1.80 

gs 389 ksi 


weer 
—— 


15.314 ksi, 


= Fi 3 
Tı = >: = 121 ksi 
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10-82, m, = 94.3 ksi 

10-83, m, = 910 ksi 

10-85. m, = &8489 ksi, m5 = — 10.8489 ksi, 
my = 197 ksi 


10-864. (a) m: Ln 


10-89. (7,4), = 8626.28T, (Ty), = 9947.18T, 
mg, = 947.187, 04, = —9947.18T, 
T = S58kN*m 

10-90. T = 967 kN*m 

10-91. d = 1.50 in. 

10-93. m, = 166.67(10^) Pa, 
(a) f= 22,5 mm 


2E 
10-95, (a) e, = 482(10 ^), es = t68(10 ") 
(b) va = 313(107^) 
in-phina 
(c) y= 482(10 ^) 
mat 


10-97, m, = 350,42 MPa, m; = —65.42 MPa, No. 
10-98. Ena = 83.3(10 9), 
(a) e, = 880(10 ^), e = —713(10`), 
p = 48° (Clockwise) 
(b) Yma = -1593(10 ^), 


gian 
0, = 9,78" (Clockwise) 
H-99, T = 736 N - m 
MEIOL €, = 99610 ^ e, = 3740107"), 
(0,), = 15.8" (Clockwise), 
Yama = —622(10 =F Emy 7 685( 10 ^). 


m-pinn 
9, = 29.2" (Counterclockwise) 
10-102, z, = 480(10 "), yry = 23.2010 Ó), 
e, = 020010 *) 


10-103. epy 3010 ^), e,  480(10 "), 
e; = 120(10 ^), (8,), 282^ (Clockwise), 


Yma = —3(10 *), 
iti gane 


8, = 16.8" (Counterclockwise) 





Chapter 11 


1-1. 


11-2. 
11-3. 
11-5, 


11-6. 


11-7. 
11-9, 


11-10. 
H-1. 
11-13, 


11-14. 
11-15, 
11-17. 


11-18. 
I 1-19. 
I 1-21, 


11-22, 
11-23. 


I, = 0.16276b', On... = 0195312507. 
b = 211 mm, 4 = 264 mm 

Usc W12 x 22 

Use b = 425 in. 

Suga = 150 inl, 

Use W12 x 16 

Member AB: Use W1 x 12. 
Member AC: Use W6 = 9 

w = 6.12 kN/m 

Siqa = 29-45 in’, 

Tma = 2.67 ksi, 

Use W12 x 26 

Use W14 x 43 

P = 249 kN 

Sugi = 32.73 in’, 

Use W12 x 26 

Use W14 x MI 

b = 15.5 in. 

S = 6523 in' rra = 265 ksi. No, the beam 
fails due to bending stress criteria. 
d= 114mm 

id, = 13.0 mm 

Tmar = 17.46 ksi, Yes 


Use ñ = a in 


w = 3.02 kN/m, 

Sends = 16.7 mm. 

Neu = 50.2 mm 

h = 0.643 in., 

Yes, the joist will safely support the load. 
Use W14 x 22 

w = INB kN/m 


P = 8333h, h = 120 in., 
P = 4.32 kip 


3 3 
Uses = 37 in., = sin. 


s" = I: in. Yes it can support the load. 


M 
"CO BNA 
EL iPL 


a ^77 — The bending stress 


is constant throughout the span. 


S 


ha 3 7 
11-34. h = TOU 4p? 


11-35, o = (.155w4.* 


max na 
Px ix 
-Yh Cae S= q'a qa FC 
1-37. ras = LUE d mda 


hy B 
11-38, b =—r 
L^ 
11-39, Used = 20mm 
11-41. T = IO N: m, ec = 0.01421, 
Use d = 29mm 
11-42. T = 100 N m, Use d = 33mm 


11-43. Used = u in 


11-45. M = 496.1 N-m.e = 00176 m, Use d = 36 mm 
11-46. (d = 343mm 

11-47, Use 4 = 21 mm 

11-49. M = 127475 N* m, Used = 44mm 

11-80. Used = 41 mm 

11-51. Use WIN x 12 


hh $ wL? 
-8 5 Pp — 2: T1 i = — 
11-53. S= cQ + LY gua = TO 


11-84, Use d = 21 mm 
11-55. Use d = 19mm 


Chapter 12. 
IL. ocu. zE = 100 MPa 
, 


12-2, o = 582 MPa 
12-3, W = I3 Ib 


12-5. Mix)- — M(x) = -Prz 


P t 2 
ee 
P 3 3 
— f -y 7724, 373 
34g] Í xs + 7L^x5 3L) 
mex. paaa 
12-6, r, = er x; + L^) 


TE. 2 Ta) - Jj 
-- tan = = (i red 


12-9, 


12-10, 


12-17. 


12-18. 
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M, = Ds M, = Pa( 1 o =) 


Ph 2 : 
"oc sEm r] - (L° — b^»), 


P 3 1 E 
ty = — (31i LL — xi- QD + aus +L) 


SEIL 

MiL 
VIM 

"ar = — FEI 


Oaar 7 


p (x! — Sea?) x), 


SEI 


* (3 + Qari — 196; + 3a"), 


p 
? ^ TRE 
(L484 Pat | 
Ue — ET 
3 PL? PI? 
uA 
3PL° 


Umas — ETT 





= 


B, = TF’ ty = zs > 3ala + bx; 
— a (2a + 3h)], 

Pax; Pair 

SEI (~x, + b), te = REI 


n = 


My 
Mix) = tb Mix) = My, 


047 M N. = — — Dx) 
M, à i > 
d. = zapr? — 20Lx + TL"), 
TML? 
"C 7 4E 


Mol. — š 
m= —— e = Ma^ 2: 3 = 
(SEPT Gen c4 x) 


1 





0.0160 MI 0,0160 ML? 


mas * EI b Umax * Fl | 


Quy = 0400466 rad, vu, = 0.369 in. 
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Bak auc 
bd mar ~ ASE] 
12-25, M(x) = (36x +e ]xN:m 
8, — SOKN wi < 
El 
r= —[ - Js - 540 ) kN +m! 
3 ot a 60 Se , 
2074 kN -m° 
Crux 7 El L 
3 
war 
* PITE acit 
12-26. ty SET 
w 45 
" ig! -xt + dax] — G6Ga'lxl), 
3 
war 
ja = 4x, 
t Ak X3 + a) 
3 
w 
va = 74F] | 4L + a) 
12-27. 0, = 00611 rad, v4  -352in 
bh 2yL^ 
12-29. I(x) = x, 0, = — 
vi 978 177 yg 
cac 
Ku ME 
12-30, J = (=). 
yl 
f, = —>— 
ME 
yt 
t | =o 5 
6r F 
PL 
12-31. * EL 
Ze PL 
12-33, / (E)r te = — 
. 
12-34, a” — 
in 2nhi^ 
12-35, tma = -364 mm 
12-37. M = 180x — 150/x — 0.25) — Shr — 05) 
— tix — 0,75), te = iy = —0,501 mm, 
tn = —0,698 mm, ve = —0.501 mm 
12-38. v = —|- 1.8768 - 667 ix - 20) + 


EI 
IR SU — 40) + 4000x] Ib in! 


12-39, 


12-41. 


12-43. 


12-46, 


12-47. 
12-49, 





— 25(x — 4)! — 93.3331]. 


Pa = 133 mm | 


LN 2 
M = Ms — E) _ Ms - i). 
T ssi K Ey 
"UIN 3 


SM. 
Vinay NEI * 
PL? 
i pow JFT , 
P 





1 — &: ey 
‘= 2 Fc 3 Ys > NM £ 
t He 5x 375x r3 


l ES ; 
+ e — 1.5)" + z* _ 15)*| 


raa = 12.9mm | 
M = 24.6x —1Sx° + 15/3 —4) — SOC — 7), 
279 kN - m° 


— 


FI 
815 kN - m! 
"EE onus 
— FI 


0 
p= — E Y 15 


l š Š 
— 0.625(r — 3)! + 24^ 3» — 77.625x |. 


Cmar = 11.0 mm | 
fp = —0.705°, te = —51.7 mm 
M = 240% — 600í/ x — 9) 

— 250x^ + 250/x — 652, 


1 
E 40 — 10i — 93 
j 5 


Vinay = 1.76 in . 








du I 3 1 
50, — = —([u 100i? — 0.333 
12-80, = ~ prl Y 
+ 333i" — 5 + 8.490 (x — 552 
+ 9,58] KN- m° 
l š 
0 gt 10.0333x" 0.0833." 
QAM — 5) + 2.97(x — 5y 
+ 9,581] kN «m? 
12-81. v= mias + (0208 x — 1.5) 
+ 025ix = 15)* + 4.6251" — 45)? 
+ 25.1 — 364] KN m* 
ats Aj 302 kip- ft 
S SSS 
3110 kip «ft 
ME RN 
12-84, r = — 0005566: + 12.9: r — 9 
+ 6.005560" = 9% 
256x + 2637] kip- f 
3937.5 50 625 
2-88. ( = —— Ac = —— 
12-55 t E] A, El 
SPL? 
57. - |f —— 
12-57. 0, = [Pwa SEI 
7PL? 
åp = |taal = 1&EI bi 
120 kip- ft? 
? ZR —. 
12-858. $0, EI 
1080 Kip * It 
Dea = Uc = — ` 
"T 240 kip · fi? 
< LJ t Fl 
_ 1080 kip ft? 
— — 
My. Mal 
12-61. tr, i= — "mas ~ = 7L 
MC 
Ames E m d = — 
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in a = SM `. _ Mol. 
C Er  3ER 
12-63, 8, = 0.00879 rad 
iH. is ku; A| lta; al 
12-65. Ac bel - 1,0, = 
a a 
r= I. a = (R587, 
AP 
12-66. 0, = RIFF 
12-67. F - 
spa I9Pa!' 
12-69, Oa = 04, "Spr 5675 SEI l 
PL PL? PL? 
31-8. Ao LM a = hy = — 
12-70. Ae = EI^ 7 AET T TE 
Oon PT. 
12-71, Aw. = ae 
— See 
1203, Saja = — epp AT ED 
ín | SM wü 
ia = — = —. 
L 12F1 
] Map 
Ag Zia —ltejal = FET ! 
3048 kip: ft 
12-74. * — 98 l 
12-78, E= E — d) 
oe XQ 
SPr 2P 
12-77. 84,c- pr 4€ = EDI 
13Pa° 5Pa° 
lac = FET 84 = aic = SET 
TP 
A47 lta gi- le wc = — 
SPI 3P? 
y "E G a üp poet ms 
12-78, Oem = GET Ame ~ REI 
PL SPL? 
79. 0, = — Ae = 
12-79. Op = IGET Ac = 38AET 
ley al Ital Mya 
3 ou god FE IDs a PRG c 28 
12-81, Ay Weal m 2. 84 a SEI 
VF ViMur 
t= a, An= li vun 7 SE 
a = UU 8651. 





12-82. 0,4 = 0.0778 rad S , vy = 0.981 in. 1 
E - a 2P +w 
12-83. rris + wa), 
iP 
, = —— + 7 
Ay FI (64 P wa)l 
12-85. by = Gael = (001680 rad, 
c= tud = 0.0371 in. | 
12-86. 0, = 0.175° 
12-87. Ac = 0.895 in. 3 
wae 
12-89. (ch = (88); = xx WA h — * 
" 
{ch = HE (Ac b= EC 
war! 
(Ac) = (pha) = JFF h 
wa" war" 
Z Ac 7 gg; ` 
wart 
12-90. 04 = SET Ap TAFT} 
12-91. 6, = 0.00722 rad, Ae = 13.3 mm $ 
2560 
12-93. (A,), = =r 
Mx 2 a 
an) = Grey * 
80 , J 
(Ac) = — Ae = 1.%0in 
12-94. A ae di mm 
EO a NO 7. 
12-95, Aí = 232m | 
PL’ PL PL? 
12-97. âp Pp Aah ” Suen? IG 
PL. l l 
(Ash = gigi S4 7 PL uj SG 
— Pa 3b + a) 
— 
1051 |b * in? 
Bas d a 
4000 Ib + in* 
{å n» —— — 
Pcos8 L Psin& I! 
12-101. v, = "SEL C tno = — ` 
— = pun fh, Ymax = 0.736 in., 
Xma = 309 in. 
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uc) 


12-102. Use WH x 34 





3 * 1M, M, 
12-103. 4, — = SL” My = = 
PL 
12-105. M(x;) = C,x,, M(r;) = C,x; — Pr; + — 
5 ll š 
C. is^ B, a^ A, Te’ 
PL 3P sP 
12-106. M , = 1 A, "E B, 2 
12-107. M , = Tu. — a) My = T. — il) 


3 3 
12-109, M(x) = C,x + B, ix — 10) — zix — 10), 
B, = 144 kip. C, = 147 kip $, A, = 107 kip 











12-110. A, ü. C, Wl. "we Jwh x: wal 
T “os Se OO 
T9L. oy. wL _ wL 
2-111. A, = 0. Ay = T5 C, = 5, B, = >= 
wh? 
12-113. M, = — - Tye, 
3A Ewi 
Tee = — 
RAEL + 3E ila) 
12-114, A, = 0. Fe = 112 KN, 


A, = MOKN, B, 340 kN 





xe. ae. ae 
12-115, 4, = 0. B, = TOL A, = TL M,= EY 
—P(L — af (2L + a) 
12-117. (Uan) = BRE  . — 
w A,L? |. P(L — aY (2L + a) 
(lank = SEI A, = — A 
a = 04141. 
3Ma 1M, 3M, 
e 4 ; — Yu i 
12-118. 4, 3L Cy 3L B, = — A ey 
P 13P 3P 
12-119, B, = 0, B, = 7 C, = — A, = a 
, _ 36667 N= m' 
12-121. v,' = T b; 
1.33338, m` 
"g" = — C f 


B, = 550 N. A, = 
7P 3P PI. 
a ^t Qa Mann 
12-123. C, = 0. B, = 3075 kip, 

A, = 2.625 kip. C, = 14.625 kip 


12-122, B, = 


247.5 kN - m° 











12-125. C, = (l, (n, = (hb = 27 $; 
WA, ` ç 
(vp = CEP , B, = 1375 kN, 
A, = C, = 3.125 kN 
IMa IMn My 
12-126. A, = 0. B. ^L: A, = ?L' Ma” EE 
12-127. C, = 0, C = z 
^ wid Tula Tela 
kaspam TERT go SETS 
WA ESL} 
Te w = YF 
BISE, 1 La + AEL] 
3 
12-130. W , -2E m, < .B, = 0, B, = P 
PL 2E] PL' al. 
12-131. M — (ZE HL, ), aQ, “TRI a4 
wil ~ ay REL = ay 
12-133. À — — 
l , 
"E Í BAFDwa y — E y 
k 9 "n 
12-134, A, = 0, Fy = 220 kN, 


A, = C, = 70.1 kN 
12-135. B, = 634 Ib, A, = 243 tb, C, = 76.8 lb 
12-137. M = —180x + 277.5 (x— 12) — 70 (x — 24), 


t= zie + 4625í(x — 12)' 


- IL7ix — 24)? + 38700x — 412 560] 


12-138, p, - 


Mi e —4,44x1 + 64x.) Ib - in* 


— 640, ) Ih in’, 


12-139, Ay = 1.90in. 4 











LU se Ae EIS E, ES — 
TP = Sere oe ce C WE 
TRI liwl 
Age = Aga = ety , 
ISEI Hu 
2wI 2wIL 
yg D, E Dp. = 0 
* Wal? 
12-142, My = M, = 20 
e 
2-143, va = Eth. 
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11 n^ 
12-145, åp = E S d 625. — E 
(deh = Er OR Ac = 0.644 in. | 
El 
12-146, Mom = — 
* 108g 
Chapter 13 
13-1. F=2P0,F, - 222 p. m 
13-2, P. = oL 
13-3 P. = = 
13-5. A = 110010 !) m2, 
], = 1, = 0184167(10 ^) m*, P, = 227 kN 
13-6. P. = 464kN 
13-7. P, = 158 kip 
13-9. p, = 33.17 kip, F.S. = 2.21 
13-10, P. = 271 kip 
13-11, P. = 204 kip 
13-13. I = 0.86167(10") mt, p. = 272 kN 
13-14. 4 = 843 in. P, = 245 kip 
13-15, TL = 15.1 ft 
13-17, A = 800 in" 7, = 10667 in' 
1, = 2.6667 in*, Pa = 2.92 kip 
13-18, P. = 597 kip 
13-19, P = 299 kN 
13-21. = 1886.92 kip. No. 
13-22, FS. = 2 
13-23, P = 475 kip 
13-25, A = &R5 im, J, = 19 6in*, P = 62.3 kip 
13-26. P = 242 kip 
13-27. w = 3.53 kN/m 
13-29, Foe = 20 kip. P, = 178,9 kip, 


x—x axis: F.S, = 8.94, y- v axis: F.S. = 398 
P = 23.9 kip 

w = 32.5 kip/ft 

Fan = 15kN, A = 32(10 1) m? 

1, = 04267(10 *) m*, P., = 33.69 KN, 

F.S. = 2.25 





850 


13-34, 
13-35. 


13-37. 


13-38. 
13-39. 


13-41. 


13-51. 
13-53. 


13-54. 
13-55. 
13-57. 


13-58. 
13-59. 
13-61. 
13-62. 


13-63. 
13-65. 
13-66. 
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P = 46.5 kN 
P = 110 kN 


Fag = 268014m, A = 0.625010 Sar m, 
I = 97.65625(10 "yrm*, m = 7.06 kg 


P = 457 kip 
P = 234kip 


Míx) = Ton — Lx) — Pr, 


— {| [P zi- PI? 
Veis EH se VEI2) 8E 


— “Et | o L) 

TAM (N 77 
En T 

VEI? 


Paa 7 


F 
DPN P 


Mos — 


Mix) = R'(L. - 
P = 265 kip 

P = 587kN, vea, = 42.1 mm 
A = 061575(10 ) m, 


Y) - Pv 


2 = 64.1152(107") m‘, PA, = P= 


P = 6.75 kN 

P = 20.1 kN 

P = 73.5 kip 

Por = 98.70 KN, Puis 7 
Pratiow = 26.3 KN 

(Tua = 130 MPa 

The column is adequate. 
Strong axis yielding controls. 
Pana = 89.0 kN 

P. = 199 kN, e = 175 mm 

fma = 199 MPa, tonar = 24.3 mm 
The column is adequate, 

e = 115 m, Pj, = 34692 kN, 
Pa = 268 kN 


40.35 kN. 


tai] 
i3 
L] 
2 


d 


Omar = 6.22 ksi 
(KL), = (KL), = 3m, P, = 835 kN 
ES. = 


13-67. The column does not fail by yiclding, 


18.98 KN, 


13-69, 
13-70. 
13-71. 


13-73, 


13-75, 
13-77. 


13-78, 


13-79, 
13-81. 


13-99, 


(KL), = (KL), = 210in., P = 1&3kip 
E, = 14.6 (10) ksi 


P. = 110 kip 
. 1 
KL _ — v 0.495 Sd 
r A KL 
el 
49 < E. 99,3; - = 21) MPa, 
< 1.974(10° 
KL > 293. E = ——əƏ— bi -! Mpa 
, € TY 
vr 
P, = 1323 kN 


E, = 200 GPa, E; = 150GPa, 
r = 0.02 m, PL = 2700 kN 

L. = 356m 

L. = 10.9 ft 

Calw 7 11.28 ksi, Use W6 x 15 
Use W6 x 9 

Use W8 x 24 


(=) = 105.26, (=) = 111.80, 


Pau. = 80.9 kip 

Yes 

d = 142 in. 

A = 04151 m?, T, = 90.025833(10 % m? 
The column is adequate. 

L = 446m 

b = 0,704 in. 

A = 5.55(10 3) m?, f, = 31.86625(10 ") m* 
1, = 2.5478(10) m*, Pai, = 422 kN 

L = 3.08 m 

Prine 7 108 kip 

A = 557im,1 = 31.7448 in*, Pai, = 129 kip 
Pau. = 143 kip 

Pines = 109 kip 


13-101. aow = (4783 ksi, Pain = RAI kip 
13-102, L = 8,89 ft 


13-103. Use a = 7. in. 


KL 


13-105. — = 1.004, L = 387 fi 


d 


13-106. P... = 1.875 kip 


13-107. P 


= 7.83 kip 


13-109, = = 69231, (Tatali = 16510 ksi, 


P = 803 kip 
13-110. P = 794 kip 
13-111, P = 4.07 kip 
i-is (E) = 133.33 (controls), 


(=) = 100.30, P = 8.60 kip 


y 


13-114, P = 146 kip 
13-115. The column is not adequate. 


13-117. A = 12 inž, /, = 166in4, J, = 42.75 in.*, 


P = 95.7 kip 
13-118. P = 98.6 kip 
13-119, P = 2.79 kip 


13-121. A = 240in?, 7, = 720in*, 4, = 320 in*, 


P = 9840 kip 
13-122. P = 132 kip 
13-123. P = 248 kip 
13-125. -— = 43,2 in. Yes. 

í 


13-126. P = 1,69 kip 
13-127. P = 3.4 kip 





13-129.8, = 0,8, =< = PE aing, 
L sind 2 
Be. 390 
M = 45,9 P. - un 


13-130. w = 4.63 kN/m 
13-131. P = 250 kip 


13-133. E = 56.25, (£5) = 128.21 (controls). 


Yes, 
13-134, Py = 57.6 kip 
13-135, P... = 839 kN 


13-137. x = 0406722 m, 7, = 20.615278(10 ") m*, 


I. = 7.512510) m. No, 


Chapter 14 
lj 3 l TE, 
14-1. v ^3ip 7-0) + SG 


14-3, (U), = 3281 


14-5, 


14-6. 
14-7. 
14-9, 
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Nag = 3kN, Nge = TKN, Ncp = —3 KN, 
U, = 0372] 
(U), = 4321 
P = 375 KN, (U)), = 1.69 kJ 
T = RÜKN*m, T = 20 KN- m, 
T = -100 kN*m,U, = 149] 
TL 
24nrs!G 


(U;), = 0.0637 ] 





(U;) = 





(U), 31+ n (ay 
I 


i= M= x. - 
i — (Us) 5 AL, 


ML 
24F1 
PL 
ASEI 


U, IT 
(Us, = 


Mix) = (9 Jr — Le JEN- m, (t7), = 336] 


(U,), = 29.35 





` U, zm x (= ) 


IG\ 8 


PL 3 ] 
T, 7744 = Py U= ped - 


_ SPL ! 

a; ~ PPE 

cross section 

wr 5,7? 

(a) U, Dm. (b) U, — 

Fan = 2.50 kip (T), Fay = 1.50 kip (C), 

Fna = 2.50 kip (C). Foe = 3.00 kip (T), 
(A4), = 04142 in. 





! 





, 1.5 times as great as for a uniform 








2PL 
(Ach, = AE 
2PL 
âe = AE 
My. 
U, = ELM 8, = x: 


U, = 4. 726 in * kip, Ae = 00145 in. 
8g = 400100 rad 

65625 
` El 
8, = 3,15° 
Ay = 2.67 in. 


Ay= 11.7 mm 





,U, = 150 0p, 
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14-37, T = PRcos 6, M = PR sin t, 14-78. (Aj), = 0.00966 in. | 

NES APR sino +1] 14-79. Sy, = 0.367 mm 

we 
; 498.125¢10") N*- 
ide a PS WANA ELEM. 
d'G AE 

14-39, Ac = 2.13 mm (A4), = 623 mm | 
14-41. M, = —20(10) s, My = 60010") Nem, 14-82. (Ay), = 3.79mm, 

A, = 152mm 14-83. A, = 0163 in, 
14-43. d = 5,35 in. 14-85. IN (Ac), = 


ü.15(10 ^) [200(10^)] 


14-45. A, = 9,8139(10 ^^) m, Fua = 359 MPa 
(Ace), = 5.81 mm . 


1446. h = 69.6 mm 





14-47. Tan = 216 MPa 14-86. (åg) = 3.41 mm | 
14-49, À, = O.613125(10 ') m, k = 160010) N/m, 23Pa° 
14-87. A. = — 
Oma = 237 MPa, Anar = 3.95 mm HEI 
14-50. Fna = 857 MPa 57292 kN - m? 
14-81. h = 6571 m Eis AMNES; NN 
14-53, a = 03123 MPa, L = 325 mm Mix) = 2.50%), Mí vs) = xš, 


14-84. yup = 207 MPa 


x,) = 050%), mü) = ay 
14-55. nay = 43.6 ksi min) s tn mo 





14-87. a, = 15378 psi, n = 195.08, h = 11.6 ft Ac = 409mm š 
14-58. (A ados = 154 in. 14-90. Ay = (40298 rad 
- 14-91, fy = 0400595 rad 
PUN m. 2L. HN 
° — 7 14-93, M = 327416x,, M = 654.12 + 47 U6x-. 
14-61. n= 209.13, h = 223m mia = | — 01768, ng = 0.1761, 
14-62, 588 ksi 8,7275 
14-63. h = 171in. 14-94. Ay = 5.89(10 `) rad 


14-68. Kus = 1.7700 kip/in, n = 167 


14-95. A, = 224 mm l. 8, = 575(107) rad 
14-66. m4, 7 47-8 MPa 








14-67. # = 657m 14-97, M, = Pr. M; = Pro, 
14-69. ky = 49.3425(10^) N/m. A, = 0.050342 m. itty = — a = 1, 
t = 5.75 m/s An 
} 5Pa* 
14-70. A. = U.481 in, ey, = 10.1 ksi a = SEI 
14-71. A, = 233 mm, Fma = 4.89 MP 2 
max mm, Omar k E 14-98. 8, -Pe 
| 40533.33 Ib? in SEI 
14-73, 1Ib* (A3), = ——dg —— 14-99, à, = (000700 rad 
(Ag), = 0.699010") in. — 14-101. Wix) = = (Lx, — 12x7), M(x.) = — 
14-74, (Ag), = 0.0931(10) in. | M R Bep 
14-75. Ac, = 204 mm maxi) = —pmáx = L Oc = EI 
' 1620 kip? * in. wi! 
14-77, 1 kip*(Ag], = —r 14-102, Ap, "ED" 
(Ag), = 0.0124 in. | 14-103, A, = 0.557 in. | 





14-105. M(x) = wala + x) Td Mix) = wax), 








2 
l ex v| x 
mix) = y (x: + a), mixi) T Ay RET 
wol! 
14-106, A, I20ET 
Sw L` 
T6, 
14-107, 4, I92ET 
14-109. M(x,) = (315x; — 6x7) kN +m, 
Mix.) = (2251, = 3x1) kN m, 
mx) = (1 — U.1667x,) kN * m, 
mu x.) = (0.166712) kN * m, 
Oy — 0.00927 rad 
14-110. åp = 167 mm | 
14-111. Bending and shear: 
w\({/LVI(S\(LY¥ 3 
T" (aha) ae) : A 
, Sw / LM 
Bending only: A = xt) 
14-113. Mixi) = d M(x) = 
mix) = 0, m(xs) = 10L = 10x, 
fy 
(Ag), = JET =$ 
4PL 
14-114. 4, = se 
14-115. Ay = 435mm | 
14-117, Ay = 179 mm | 
14-118. 0 , = 0.991(H1 `) rad 
14-119. (âc), = 168mm | 
My 
14-121. M = — M = Mi 
= — — 
m = 1x,m = lx, Ap = SEI 
Moa 
14-122. 0, = SEF 
14-123. A, = 0.00191 in. 
12252600 
14-125. Ay. = um) = 30.4 mm 


300010 ^(200)(10") 
14-126. å n, = 488 mm 


14-127. (Ay), = 0.0124 in. | 


ANSWERS TO SELECTED PROBLEMS 


29.375(107) 
14-130, A. = 0,0375 mm 
14-131. (44), = 623 mm | 


14-129, Ay = (1367 mm 








14-131, A = _ 21232 . = ü 163 in 
^ 450900) ` 
14-134. Aw. = 0.156 in. 
23P4! 
14-135, ^, S FT 
41.667( 10) 
14-137. 0, = —— — — — — — = (41298 rad 
200( to^) 70(10 ^). 
14-138. Ay = 1.54 in. 
14-139, 8, = 27v 
spa: 
14-141, e SED 
Pa? 
14-142. 8, = SEI 
Swit 
14-143, (4c), = SET l 
Mo 
14-145, M = — M = My. M = Px, M = Px, 
= s M, 
c BEI 
— 
14-146. U, = SEI 


14-147. Taa = 116 MPa 
14-149, Bending strain energy: 
1.17610) 





Uh =————— = 104 tb, 
i 29( 10^ (2)(0.5)(0.2^) 
Axial force strain energy: 
350y(8 
(U,y = <= * — = 0344 in * Ib 
2(294 10 £)(0.257) 
14-150. A, = 0.536 mm 
14-151. (U,), = 223 n ib 
236.25(107) z 
14-153, A x, = ———— P 2.5 mm 
4o00( 10. ^(200)( 10") 
14-154, 04 — 2L 
ETE 
Ml. 
< =e 
14-155, 8, EI 


14-187, o... = 105 ksi 
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Index 
A 


Absolute maximum shear strain. 
32-503, $32 
Absolate maximum shear stress (zv h, 
182-183, IN5- 186, 473-477, 
480-481 
Allowable stress, 46-47, 0) 
Aluminum columns, 694 
Angle of twist (d). 180-181. 200-307, 222. 
226, 230 
circular shafts. ESU-1K1. 200-207. 250 
constant torque and, 201-202 
cross-sectional area for, 200 
multiple torques and, 202 
noncireular shafts, 222 
procedure for analysis of, 204 
sign convention for, 202-203 
thin-walled tubes, 226 
tortional deformation and, 180-18] 
Angles with equal legs. geometric 
properties of, 803, 807 
Anisotropic materials. 24 
Annulus (differential ring), 184, 237-238 
Area (A). 784-799 
centroid, 784—786 
composite, 785, 788 
geometric properties of, 744-799 
inclined axes, 794—706 
Mehr circle for, 797-799 
moment of inertia for, 787-790, 
794—799 
parallel-axis theorem, 787-788, 792 
principle moments of inertia, 795—796 
procedure for analysis of, 797-799 
product of inertia for, 791—793 
Average shear stress (7,5), 32-45, (0, 
235-226, 251 
Axial (longitudinal) stress. 406 
Axial (normal) force diagram. 26. 124 
Axial loads, 24-3]. 118-177, 780-721 
average normal stress distribution. 
24-25 
constant stress of, 24-25. 122-123 
cross-sectional arcas, 24-25, 122-123. 
158-161, 174 
deformation of, 119-177 
displacement (5), 122-129, 137-144, 
131-154. 173-174 
elastic deformation of, [22-129 
clastic strain energy (U), 720-721 
equilibrium and, 25-26 
foree (flexibility) method of analysis 
for, 143-144 
inelastic deformation, 162-165, 174 
internal axial loroc. 720 


854 


load-displacement relationship, 
137-138, 143-144 

material properties of, 24-25 

normal stress (er) im, 24-31 

prisnatie bars, 24-31 

procedures for analysis of, 27. 125, 
138,144 

relative displacement (4) of, 
122-135, 173 

residual stress in, 166-168, 174 

Saint Venant’s principle. 119-121, 173 

sign convention for, 134. 173 

statically indeterminate, 137-142. 173 

stress concentrations in, 158-161, 174 

superposition, principle of, 136, 173 

thermal stress and, 151—154. 174 

uniaxial stress, 25-26 

uniform deformation, 24-25 

Axes of symmetry, 302-303, 392-393 


B 
Beams, 254-357, 359-403, 537-557, S65. 

568—655, 761—766, 776-780, 
BMS See alse Deflection 

angles with equal legs, BIS, 807 

bearing plates for, 534 

bending and, 254-357 

built-up members, 378-382. 401, 
542, 565 

cantilevered, 255 

Castigliano's theorem applied to. 
776-780 

channels (C shape), 802. Kié 

composite, 312-314. 353 

cross sections of 281-292. 
302-305, 353 

curved, 319-325, 354 

deflection of. 538, 568-655. KOS 

deformation of by bending. 231-284 

design of, 337-557, 565 

fabricated. 541-547 

flexure formula for, 285-292, 353 

fully stressed, 554-557, 565 

geometric properties for shapes of. 
RRIT 

hyperbolic stress variations, 32) 

inelastic bending of, 335-345, 354 

integration, method for 573-585. 
623-630, 653 

linear stress Variations, 284-287 

moment diagrams for, 633-637 

morment«area method For, 604-512, 
633-637, 653 

nonprismatic, 554. 565 

overhanging. 255 





planc cross-sections ol. 282. 312, 319 
prismatic, 540-547 
procedures for analysis of. 257, 165. 
288, 323, 366, 543, 764, 779 
reinforced concrete, 315-318 
residual stress of, 338—339, 354 
section modulus (S), S40. 554 
shear and moment diagrams for, 
255-27]. 352 
shear center (O), 392-397, 402 
shear flow (g) 1n. 378-391. 401-402 
shear formula for. 361-372 
shear stresses (7) in. 359-403 
sign conventions for, 256, 264. 305 
simply supported, 255, 635 
slopes of. SUN 
statically indeterminme, 627-630, 
633-437, 639-647, 653 
straight members, 255-310), 352-353, 
359-361 
stress concentrations in, 326-325. 354 
stress distribution, 538-539 
superposition method for, 619-623, 
539-647. 653 
thin-walled members, 387-397, 402 
transformation [actor (n), 
313-314, 353 
trunsformed-section method applied 
to, 313-314, 353 
transverse shear in, 359-403 
unsymmetric bending of. 302-308, 353 
virtual work analysis of, 762-766 
wide-flunge (W shape) sections, 
NOUO 0] BOA NDS 
Bearing plates, 538 
Bending, 254-357. Ser also Moments (M) 
beams, 312-314, 353 
curved beams, 319-325, 354 
deformation, 281—234 
flexure formula for. 285-292, 353 
inelastic. 335—345, 354 
procedures for analysis of. 257, 265, 
288, 323 
reinforced concrete beams, 315-318 
residual stress by, 338-339, 354 
shear and moment diagrams for, 
255-271, 352 
sign conventions for. 256, 
264, 305 
straight members, 255-310, 
152-353 
stress concentrations and, 
326-324. 354 
ultimate moment. 339-34 
unsymmetric, 302—308, 353 


Bending moment (Af). K. 364, 281, 353; 


deformation of beams, 264, 281, 353 
clastic strain energy (U,), 722-724 
equilibrium and, $ 
shear and moment diagrams and, 264 
Biaxial stress, 407 
Body forces, S 
Boundary conditions, 976, 5652 
Brittle materials, 89. HUS, 114. 160, 235. 


524-525, 533 

fatigue failure, 108, 255 
material failure, 89, 114, 235 
maximum-normal-stress theory, $24 
Mohr' Failure criterion, 524-525 
multiuxial stress, 524-525, 533 
stress concentrations and, 160, 235 
torsional loadings, 235 

Buckling, 656-713 
bifurcation point, 659 
columns. 656-713 
critical load ( P. ), 657-660, 71H 
determination of, 656-6690, 711 
Engesser's equation for, 685, 71] 
Euler load, 662-663, 711 
ideal columns, 65-665, 711 
inclastic, 84-484, 711 
least moment nf inertia and, 663 
secant formula and. 678-583, 7H 
tangent modulus (F), 683-685 

Built-up members, 378-382. 401, 


542, 565 
design of, 401, 542, 565 
shear flow (q) in. 378-382. 401 
Bulging. 221 
Bulk modulus (ky, 511. 533 


c 
Cantilevered hears, 255 
Cartesian components of strain, fA 
Castighiono’s theorem. 771-78] 
beams. applied to, 776-781 
compatibility requirements, 772 
procedures for analysis using, 773. 778 
trusses, applied to, 773-775 
Center of curvature (O°), 572 
Centroid, 7, 9, 319, 392, 784-786 
Centroidal axis, beam cross sections, 286 
Channels (C shape) properties, 8(2, ROG 
Circular shafts, 179—191, 250 
Circumferential (hoop) stress, 322. 406 
Closed cross section, 224 
Cohesive materials, 22 
Columns, 656-713 
aluminum. 694 
buckling, 656-713 


concentrec loading. design for, 692-699 
critical load (Ps), 657-663, 711 

cross sections ol, 662-665, 218-704 
deflection. maximum (Vynas). 679-681 
design of, 682, 692-699, 703-707 
eccentric loading. design for, 703—707 
eccentricity ratio, 681-682 

effective length (L), 667 

Engesser's equation for, 685. 711 
equilibrium of, 653-559 

Euler load, 662-663. 711 

graplis for. béd, 679-682. 084-585, 


692-694 
ideal, 6&di-665, 711 
inclastic buckling, 683—686, 711 
icasi moment of inertia in, 663 
pin-supported, 60-665 
procedure for analysis of, 695 
radius of gyration (ry, 663 
secant formula for, 578-683. 711 
slenderness ratio (Lr), 663-64, 667 
steel, 093 
tangent modulus (E,). 684-685 
timber, 694. 
various supports for, 666-669 
Combined loadings, 305435 
bsaxtal stress. 407 
circumferential (hoop stress 
direction. 406 
cylindrical vessels, 406—847. 452 
longitudinal (axial) stress 
direction, 406 
procedure for analysis of 412-413 
radial stress, 407 
spherical vessels, 407. 332 
state of stress caused by, 412—421. 432 
thin-walled pressure vessels, 
40540, 432 
Compatibility conditions, 197-138, 
143-144, 62K, 72 
Composite arcas. 75, 788 
Composite beams. bending analysis of, 
312-314, 353 
Compression, 124, 256 
Compression test, 81-82 
Compressive stress. 
Concentrated force. - 
Concentric loading, column design for. 
692-699 


Conservation of energy, 733—736. 781 
Constant torque, 201—202 

Continuity conditions, 576, 652 
Continuous materials 22 

Contraction, 102, 124 

Conventional stress—struin diagrams. 83-85 
Coordinates for deflection, 575 
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Coplanar force, &, 9. 

Coplanar loads, V. 

Couple moment, work of a, 717 
Couplings, 234 

Creep, 1076108, 115 

Creep strength, 107 

Critical load ( P4). 857-663, 711 


387-397, 

angle of twist (d) and, 200-202 

annulus (differential ring), 183. 
237-238 

average normal stress, for 
determination of 24-25 

axial loads, 24-25, 122-123, 
158-161. 174 

axis of symmetry for. 307-345, 
39-393 


bulging, 221 

centroid, 7, 9, 319. 392 

centroidal axis for beams, 286 

circular, 108—189, 200-202 

closed, 224 

columns. 662-663, 703-704 

constant load and, 123, 173 

constant torque and. 201407 

eccentric loads, 703—704 

elastic deformation. 122-123, 173 

hyperbolic stress variation, 320 

inelastic behavior, 162-163, 174; 
237-239, 251, 335-340, IR 

least moment of inertia. 663 

linear stress variation, 182, 284—787 

method of sections and, 7 

neutral axis for beams, 243-284. 
286-287. 305, 319-320 

planc. 282, 312. 319 

polar moment of inertia of. 183 

radius of gyration (r), 663 

rectangular, 221-223, 663 

shafts. 180-389, 200-207, 222, 250 

shape variations, 222. 320 

shear stress (rj, 142—185 

solid. 184, 196 

Stress Concentration Factor (A), 
158-161, 174, 234 

thin-walled members, 387-397. 402 
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Cross sections (continued | 
torsional loads, 180-189, 201, 
221-225, 237-334, 28-251 
transformed-section method, 
313-314, 353 
transverse shear stress, 361-377, 
387-397. 401-402 
tubular. 185, 190 
unsymmetrical, 32-305 
warping, 221-222. 360-36] 
Curvature-momentum relationship. 


571-572 
Curved-beam formula, 321-322 
Curved bears, bending analysis of, 
319-325, 354 
Cylindrical vessels, combined loadings ol, 
A067, 432 
D 
Deflection, $38. S6&-655, 679-651, SUN 
beams. 538, NUN 
columns, 679—681 


coordinates, 575 

discontinuity Functions, 596-00, 652 

displacement, 573-585, 604-612. 652 

elastic curve for, 569-600, 852 

integration, method. 573-585. 
628-630 

maximum (Vme h 679-681 

moment-arca method, 603-612. 
633-637. 653 

procedures for analysis ol, 577, 597, 
606, 642 

sign conventions for, 575. 604-605 

slope. 570, 573-585. 604-612. 632 

staticully indeterminate shafts and 
beams, 627-630. 633-637. 


639-647, 653 
superposition. method of. 6197623. 
633-647, 653 


Deformable bodies. 4-22 
cross section, 7 
equations of equilibrium. f 
equilibrium of. 4-22 
external loads. 4-5 
internal resultant loads. 7-9 
procedure for analysis of, 10 
right-hand rule for, 8 
support reactions. 5 
Deformation, 14-25. 65-68, 84, 87-96. 104, 
113-114, 118-177, 179-181, 
3211-223, 241-284. 353. 445—451, 
46) 490), 532. See alse 
Displacement (5); Strain (7) 
ungle of twist (d), 180-181, 222 
axially loaded members, 24-25. 
118-177 


beams, 281—244, 353 
bending. 281-284, 353 
bulging, 221 
changes in a body, 65-68 
circular shafts, 179-181 
cross-sections and, 24-25, 58-161. 
174, 180-181, 222, 281-284, 353 
cinstic, 84, 86, 113-114. 122-129 
inelastic, 162-165. 174 
mechanical material properties ind, 
84, 87-96. 113-114 
noncireulir shafts, 221-273 
plastic behavior, &4. 91, 113-114 
principal stresses (in-plane), 
445-451, AKI 
principal strains, 490, 532 
Snint-Venant principle, 119-121, 173 
shear siram (y), 10-181 
strain energy, 92-96, 114 
superposition, principle of, E36, 173 
torsional. 179—131, 221-223 
uniform. 24-25 
warping, 221-222 
yielding, 84, 87-89, 113 
Density, strain-encrgy (ie), 92 
Design, 47-59, AN, [90-19] , 537-557, 565, 
632, 692-099, 703-707 
aluminum columns, 694 
beams, 537-537. 565 
columns, 682, 692-699, 703-707 
concentric loading of columns. 
692-699 
eccentric loading of columns, 703-707 
power transmission and, 190-191 
procedures of analysis for, 48, 
543, 095 
socant formula and, 682 
shafts, 19(- [9], 558-565 
simple connections, 47-59. 6i 
steel columns, 693 
timber columns, 694 
torque diagrams for 558 
Differential ring (annulus). 184, 237-238 
Dilatation {e}, 510-511, 533 
Direct (simple) shear loads, 32 
Direction (orientation | 390, 406, 442-443, 
4811, 465-489, 532. 539 
pormal and shear strain components, 
38549, 532 
normal and shear stress components, 
442-443, 481] 
plane-strain transformation. 
485—189, 532 
plane-stress transformation. 
442-443, 4) 
stress, sense of 390, 406 
Stress trajectories, 339 





Discontinuity functions, 596-01, 652 
Discontinuous functions, 256 
Displacement (4), 122-129, 137-144, 


131-154, 173-174 

axially loaded members, 122-125. 
137-144, 151-154. 173-174 

compatibility (kineratic ) conditions, 
137-138, 143-144 

elastic deformation, 122-125, 
151-154, 173-174 

force Cexibility) method for, 143-144 

Voad-displucement relationship, 
137-138, 143-144. 173 

procedure For analysis ef, 125. 
138, 144 

relative, 122-125, 173 

sign convention for, 124 

statically indeterminate members. 
137-142 

thermal (stress) ($r), 151-154. 174 


Distortion energy, 322-323 
Distributed loads. 262-264, 594-596 
Disturbing spring force, 658 

Ductile materials, 87-83. 113, 235, 


520-523, 533 
failure of, 235, 520-323. 533 
maximum-distortioan-cnergy theory, 
522-323 
maximum-shear-stress theory, 
520-521 
multiaxial stress, 520-573, 533 
slipping, 520-521 
stress concentration, 235 
stress-strain diagrams for, 87-88, 113 
torsional loadings, 235 
Tresea yield criterion, 521 


Eccentric loading, column design for 


703-707 


Eccentricity ratio, 681-682 

Effective length (1.1. 667 

Effective slenderness ratio (A Fr), 667 
Effective-slendemess ratio, 667 
Elastic behavior, 84, 8), 88, 90-91, 104. 


113-114, 122-129, 151-154, 
139—161, 173-174, 234-237, 25]. 
326—328, 354 
axiully loaded members, 122-129, 
159-161. 171-174 
bending (beams), 326-328, 354 
cross-sectional area of, 122-123, 173 
deformation, 84, 113-114. 122-129, 
151-154. 173-174 
displacement (4) and. 122-129, 
151-154, 173-174 
clastic limit. 84, 86, 113 


nonlinear, KM 
procedure for analysis of, 125 


proportional fiut (erw). 84, 86, 104 
relative displacement (4) of. 
122-125, 173 


shear modulus (G), 104 
sign convention for, 124 
stress concentrations, 150-161. 174. 
234-237, 25], 326-328, 354 
thermal displacement (stress) (67). 
151-154, 174 
torsional loads, 234-237. 251 
Young's modulus (E), 90-9], 113-114 
Elastic curve, Sá9-AXI. 452 
boundary conditions, 576. 652 
center of curvature (O'), 572 
continuity conditions, 376. 652 
coordinates, $75 
deflection diagram of. 568-570 
discontinuily functions, SD, 652 
distributed loadings, 593-596 
elastica, 573 
flexural rigidity (EN. 572, 874 
inflection point, 570 
integration, method for, 575-588 
internal moments and. 571-572 
Macauly functions, 594—593 
moment-aret method for, 6049612 
moment-curvature relationship. 
571-372 
procedures for analysis of 577-597 
radius of curvature, 577 
sign convention for, 575 
singularity functions, 595-596 
slope of. 570, $73-5N5. 604-12 
tangents to. 604-06 
Elastic-plastic torque, 237-238 
Elastic strain energy (U), 720-728 
axial loads, 730-721 
bending moments, 722-774 
transverse shear, 725-726 
torsional moments, 727-728 
Elastica, 573 
Elastoplastic behavior, 162-163. 174 
Electrical-resistance strain gauge, K2. 504 
Elongation, 87, 102, 13, 124 
Endurance (fatigue) limit (Su). 108-109 
Energy methods, 714-7783 
Castiglano's theorem, 771-78) 
conservation of energy. 733-736, 781 
couple moment, work of, 717 
elastic strain energy (U,), 720-728 
external work, 715-719 
force. work of, 716 
impact loading, 740—745 
internal work, 


method 751-770. 781 


stram energy, 715-728 
virtual work, 751—770. 781 
Engesser's equation, 685, 711 
Enginccring stress or strain, 3 
Equilibrium. 4-22. 25-26. 33, 60, 658-459 
axial loads, 25-26 
column buckling and, 658-6559 
coplanar loads, 9 
deformable bodies. 4-22 
equations of, 6, 60 
external Inads, 4-5 
frec-body diagrams, 6-9 
internal resultant loads, T-X 
neutral, 639 
normal stress (er), 25-26 
procedure for analysis of, 10 
shear stress (7), 33 
spring force and, 658-659 
stable, 658—559 
support reactions, S 
unstable, 658-059 
Euler load, 662-653, 711 
Extensometer, 82 
External loads, 4-5 
External work, 715-719 


F 
Fabricated beams, 541-547, 565 
built-up sections. 542, 565 
design of, 531-542. 565 
glulam beams, 547 
steel sections, 541. 
wood sections, $41-542 
Factor of safety (F S), 46-47, 60 
Failure, 107-109, 115, 235, 520-527, 533 
axial loadings, 17-109, 115 
brittle materials. 108, 135. 
324-525, 533 
creep, 07-108. 115 
ductile materials, 235. 5209-523, 533 


endurance (fatigue | limit (5,7). 


308-19 
fatigue. 18-109, 115, 235 
fracture, 520, $24 
maximum-distortion-energy theory. 
s23-453 
maximum-normnl-stress theory, 323 
maxiumum-shear-stress theory. 


SUSI 
Mohr failure criterion, 524-525 
multiaxial stress, 320-527, 333 
slipping. 520-521 
stress concentrations and, H9). 235 
stress-cvcle (5-N] diagrams for, 


torsional loadings, 233 
Tresca yield criterion, 521 
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Fatigue, 108—109, 15. 160. 235 
Flexibility method of analysis. 133-144 
Flexural center (OQ). 392—593 
Flexural rigidity CET), 572, 574 
Flexure formula. 285-292. 353 
Force (F), 4-9, 22-23, 92, 264. 285, 335, 
658659 
hody. 5 
concentrated. 4 
concentrated moments and, regions 
of, 264 
toplanar 6, 9 
disturbing, 655 
equations of equilibrium, 5 
external loads. 4-5 
internal resultant loads. 7-8 
normal ( N), N 
restoring. 658 
resultant (Fy), 4; 7-8, 285, 335 


shear (V), 8 
Stress Components, 22-23 
spring, 858-650 —— 
support reactions, 5 
surface, $ 
weight, 5 
work, 92 
Force method of analysis. HSHH. 
Fracture stress (ur). SS 
Fracture, 520. 524 
Fully stressed beams, 554-357, 565 
G 


Gaupe-length distance, NI 


Gauge pressure, 405 
Glulam bears S42 


H 

Hertz (Hz), units of, 190 

Momogenous materials, 24 

Hooke’ law, 90-91. 113, 508-500 

Hoop (circumferential) stress, 327, 408 
Hyperbolic stress variation, 320 


I 

Ideal columns, 66-665. 711 
critical load (P). 660-663, 711 
Euler load, 662-663. 711 
least moment of inertia in, 663 
pin-supported, 660-665, 711 
radius of gyration (ry, 663 
slendemess ratio (Lir), 663-664 
trivial solution for, 661-563 

Impact loading, 740-745 

Inclined axes. moments ol aperia for an 


arca about, 794—796 
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Inelastic behavior, 162-1685, 174. 237-741. 
251, 335-345, 354 
annulus (differential ring). 237-238 
axial loads. 162-168, 174 
bending (beams), 335-345, 354 
cross section of, 162-163, 174, 
237-239, 25], 335-340, 354 
üclormation, 163-165, 174 
elastic-plastic torque, 237-238 
clastoplastic, 162-163, 174 
lincar normal-strain distribution, 335 
plastic moment (My), 3567339, 354 
plastic torque (T, ), 239 
residual stress (7, ). 166-168, 174. 
239.24], 25], 338-339. 354 
resultant force (Fg). 335 
resultant moment (Mg). 335 
torsional loads, 237-241. 251 
ultimate moment, 339-341), 354 
Inelastic buckling, 684-486, 711 
Engcssers equation for. 685. 711 
Shanley theory of, 685 
tangent modulus CE), 
684-85 
inertia (f). 287, 303—305, 663. 787-79. 
794-799 
area (A) moments of, 787-790. 
794—794 
bending, 287 
column buckling (63 
inclined axes, 704-796 
least moment of, 663 
Mohrs circle for moments of. 
797-799 
moments of. 237, 304-305, 787-790, 
794—799 
porallel-axis theorem for. 
787-788, 792 
principal aves of, 303, 795-796 
product of, 33. 791—793 
unsymmetric hending, 303-05 
Inflection point, 570 
Integration, 573-585, 628-630 
defection, 573-585, 623-630 
clastic curve by, 573-585 
statically indeterminate shafts and 
beams, 628-6) 
Internal axial force, 7211 
Internal loads, 7-8. 22. 26, 34, 6t 
method of sections for, 7-8 
resultant normal stress (P, 26, 60 
shear, 54 
stress and, 7-8, 23, 60 
Internal shear, 34 
Internal work, 717—723. 751-754. 
See also Strain energy 
Isentropic materials, 24 


K 
Keywnys, 234 
Kinematic conditions, 137-1 38 


L 
Lateral contraction, 102 
Least moment of inertia, 6655 
Linear coefficient of thermal expansion 
(a), 151 
Linear distributed load wis), 4 
Linear normal-strasm distribution, 335 
Linear stress/strain variations, 182. 
284-287 
Loud ( P1, 4-9, 32, 24-32. 118-177. 
262-264, 405-435, 594-596. 
557-660. 862-663. 092-6599. 
7032707 711, 720-728, 740-745 
axial, 24-31, 118-177, 720-721 
bifurcation point, 659 
column buckling, 657-660, 662-563, 
692-699, 903-707, 711 
combined, 405—435 
concentric, 692-699 
constant stress of 24-25, 122-123 
coplanar, 9 
critical (Pa), 657-660, 711 
cross section. 7 
deflection and, 594-596 
direct (simple) shear, 32 
distributed, 22. 262-264, 394 59n 
eccentric, 703-707 
elastic stram energy for, 720-728 
equilibrium of deformable bodies 
and. 4-9 
Euler formula for, 663-663, 711 
external, 4-5 
force (F) and, 4-9 
impact, 740-745 
internal. 7-8, 22. 26. 34, ^t 
linear distributed wis). 4 
moments (M) and, 6-9 
regions of distributed. 262-264 
thtree-dimenuonal resultant. 8 
Load-displucement relationship, 137-138, 
143-144. 173 
Longitudinal (axial) stress, 406 
Longitudinal elongation, H02 
Loders lines, 520-5214 


M 
Macauly functions, 594-595 
Magnitude. 26 
Material properties, 22. 24-25, 80-117 
SUR-SES_ 533 
anisotropic. 24 
brittlemess, 89, 108. 114 
bulk modulus (k), 511. 533 


cohesive, 22 
continuous. 22 
creep. 107-108. 115 
dilatation (e). 510-311. 533 
ductility, 87-88, 113 
clastic behavior S4, 88, 90-91, 
13-114 
failure, 107—109, 115 
fatigue, 108-109, 115 
homogenous, 24 
Hookes law, 90-91. 113, 508-509 
entropic, 24 
mechanical, &i-117 
modulus of elasticity (£), 90-91, 113 
modulus of resilience (0, ). 92. 14 
modulus of ngndity (Gy, 104 
modulus of toughness (m), 93, 114 
multiaxial stress and strain, 508-515 
necking, 85, 113 
permanent set. 91 
plastic behavior, 84, 91, 113-114 
Poissons ratio (v), 102-103, 115 
shear modulus (CD), 104-106, 
115, 510, 533 
strain éncruy, 92-96, 114 
strain hardening, 85, 91, 113-114 
strain transformation and 
relationships of, 508-515, 533 
stress—strain (ore) diagrams for 
&3-96, 104-10, | 13-115 
tension (Compression) test Eos, 
81-82, 113 
uniform deformation, 24-25 
viclding, 84, 113 
Maximum deflection (vinas), 679-8] 
Maximum-distortion-cnergy theory, 
$22-4235 
Maximum-normal-stress theory. 524 
Maximum-shcar-stress theory. 520-52] 
Mechanics of materials, 3-4 
Method of sections, 7-9 
Modulus of elasticity (E). 90-91, 
113-114, 510 
Modulus of resilience (y, 93, 114 
Modulus of rigidity (GG), 104 
Modulus of rupture (7, or er, y. 240, 338 
Modulus of toughness (a), 93, 114 
Mult circle, 461—467. 481, 494—408, 
324-325, 532-533, 797-799 
area (A) moments of inertia, 797-799 
Mohrs failure critenon. 524-325. 533 
planc-strain transformation, 
404-408, 532 
plane-stress transformation, 
461—467. 481 
procedures for analysts of 363-454, 
4495 


Moment-area method, 604—612, 
033-037, 653 
displacement by, 604-512 
moment dingrams for, 633-637 
procedure for analysis of, 6b 
slope hy, 604-612 
statically mdeterminate shafts and 
beams. 633-637, 653 
theorem 1, 604-605 
theorem 2, 605 
Moments (M), 6-9. 264, 281. 287, 302-305, 
335-34. 353—354. 559, 371-572. 
787-79), 794—799 
area (A). 787-790, 794-799 
arbitrarily applicd. 304—305 
bending (beams), ¥, 281, 2-305, 
335-340, 333-354 
concentrated force and, regions 
of, 204 
coplanar loads, 9 
eurvidure relitionship. 571-572 
deflection, 571-572 
elastic curve and. 571-372 
equilibrium and, 6-9 
incrtin (I). 287, 304—305, 787-79, 
794-799 
internal, 571-572 
plastic (My), 336-339, 354 
principal axis, applied along. 
302-303, 795 
resultant (Mg). 6-8, 335. 559 
resultant lods. 6-8 
torsional (T), 8 
ultimate, 339-34), 354 
unsymmetric bending, 302-305 
Multiaxial stress and strain, 508-515. 
520527. 533, 719. See also Failure 
Multiple torques along a shalt, 
202-203 


N 

Necking. 85, 113 

Neutral axis, beam cross sections, 282-284. 
386-387. 305, 319 

Neutral equilibrium. 659 

Nominal stress or sirain, N3 

Noncircular shafts, 221-223, 25] 

Nonlinear plastic behavior 88 

Nonprismatic beams. 554, 565 

Normal force (N). 8 

Normal force (axial) diagram, 26, 124 


Normal strain (e), 66-67, 284-287, 120. 335. 


485-4), 532 
determination of, 66-67 
hyperbolic variation of, 320 
lincar distribution, 335 
lincar variation of 234-287 


planc-stram transformation 
orientation, 445486, 447-484, 532 

principal strains. 490. $32 

Normal stress er}, 23-3], f, 182, 244-287, 
442-445, 445-451, 48), 717-718 

allowable (er, joy), 46-47, 00 

average, 23-11. 66 

axially loaded bars, 23-3! 

compressive, 23 

constant, 24-25 

cross-sectional area for, 24 

determination ol, 23, 6 

distribution of average, 25 

equilibrium and. 25-26 

internal loading (P. 27. 60 

lincar variation of. 284-257 

magnitude and. 26 

material properties. assumptions far. 
14-15 

maximum average, 26 

plane-stress transformation 
orientation, 442-443, 480 

principal stresses (in-plane), 
445—451. 480 

prismatic bars and, 24-31 

procedure for analysis of, 27 

strain energy and. 717-718 

tensile. 23 


o 

Offset method for ductile matenals 87-8 
Orientation, «ee Direction 

Overhanging beams, 255 


P 
Purallcl-axis theorem, 787-788, 792 
Percent elongation, 87. 113 
Percent reduction in area, 87, 113 
Perfectly plastic materials, 84. 162 
Permanent set of material, 91 
Pin-supported columns, 660-655 
Plane cross sections, 282.312. 319 
Plane strain. 485-498, 532 
maximum in-plane shear, 490,532 
Mohrs circle for, 494-498, 532 
normal and shear component 
orientation, 485-489, 532 
principal strains, 49), $32 
procedure for analysis of, 494-495 
sign convention for, 486, 489 
transformation equations For. 
A643 
Plane stress, 437-451, 461-467, 480—481 
in-plane principal stresses. 
445-451, 44) 
maximum in-plane shear, 447, 480 
Mohrs cirele for, 461-467, 481 
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normal and shear component 
orientation, 442-443, 480 
procedures for analysis al, 439. 443, 
4634 
sign convention for, 442 
state of, 437-441 
transformation, 437-444 
Plastic behavior 84. 91, 113-14. 162-165, 
174, 239 
axial loads. 162-164. 174 
cross sections for, 162-163, 174, 239 
deformation, 84, 162-164, 174 
elastoplastic, 162-163, 174 
perfectly, 84, 162, 239 
plastic torque (T, ), 239 
sirain hardemny, 91, 114 
yielding, 34, 113 
Plastic moment (My), 336-339, 354 
Plastic torque (Tp), 239-240, 251 
Plate girder, 542 
Poisson's ratio (vy, 102-103, 115 
Polar moment of inertia (A). 13-186 
Power (P) transmission, 190-19] 
Pressure vessels, combined loadings of 
Asus, 432 
Principal axis, moments applied along, 
302-33 
Principal strains, 490. 532 
Principal stresses (in-plane). 
445-451, 280 
Prismatic bars. 24-314 
Prismatic beams, design of, 540-547 
Product of inertia, 303, 791-793 
Proportional limit (or). 44.86, 104 
Pure shear, 33 


R 

Radiol stress, 322, 4407 

Radins of curvature, 572 

Radius of gyration (r), 663 

Reactions. 4-5 

Redundants. 627 

Reinforced concrete beams, ending 

analysis of. 315-318 
Relative displacement (á). 122-125. 173 
Residual stress (r,). 166-168, 174, 2339-1. 
25]. 338-339. 354 

axial loadings, 166-168, 174 
bending (beams), 338-339, 354 
torsional loadings, 234-241, 251 

Restoring spring force, A58 

Resultant { R). 4, 7-8. 26, 285, 335. 559 
force (Fy), 4, 7-4. 285, 335 
internal force (f), 7-8. 26 
moment {Af}. 335, 559 
three-dimensional, 5 

Right-hand rule, 5, 185, 302-203 
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s 
Saint Venant's principle, 119-121, 173 
Secam formula, 678-6583, 711 
Section modulus (S1, 58), 554 
Shalts, 179-19], 200-207, 221-223, 
250-231, 558-565, 627-630. 
633-637, 639-647, 653 
angle of twist (6), IME IBD, 20-207. 
322, 226, 250 
bulging, 221 
circular. 179-19]. 250 
constant torque and, 201-202 
cross sections of. 180-189, 200-202. 
331.28) 
deflection of, 627-630, 633-637, 
630—647, 653 
design. 190-191, 558-565 
force method for, 639—647, 633 
frequency of rotation (f), 1960 
integration method for, 628-630. 653 
maximum torsional (shear) stress 
(Tmax) of. 185-186 
moment diagrams for, 633-637 
moment-area method for. 
631-637, 653 
multiple torques along, 202-203 
noncircular, 221-223, 251 
polar moment of ipertm (J). 183-186 
power transmission by, 190-191 
procedures for analysis of, 186. 204 
resultant moment for, 559 
shear-stress (7) distribution, 183-189, 
solid, 184. 190 
superposition method for. 
633-037, 653 
torque diagrams for, E85, 203, 558 
torson formula for, 182-189 
tortional deformation and, 179-181 


tubular, 185, 190 
warping. 221-222 
Shanley theory of inelastic buckling, 685 
Shear and moment diagrams, 255-27), 352 
beams, 255-271, 352 
bending and. 255-271, 382 
concentrated force and moment, 
regions of, 264 
discontinuons functions of, 256 
distributed loads, regions of. 262-264 
functions of. 256 
graphical method for construction of. 
262-274, 352 
procedures for analysis of, 
257, 265 
regions of, 256. 262-264 
slope (shear) of. 263, 352 
sign convention for. 256, 254 
Shear center (O), 392-397, 402 


Shear flow (q), 224-226. 378-301, 401-402 
built-up members, 378-382. 401 
directional sense ol. 590 
linearity of. 388, 390 
parallel, 587, 390 
thin-walled members, 387-391, 402 
thin-walled tubes, 224-226 
torsional loading and, 224-226 
transverse shear and, 378-391, 40] 402 
vertical, 387 

Shear force (V). 8 

Shear formula, 361-372, 401 
horizontal force equilibrium, 361 
limitations on use of, 364-365 
procedure [or analysis using, 366 
shear stress (7) for, 362-363 

Shear modulus (Gy, 104-106, 115, 310, 533 

Shear strain (y ), 67, 180-182, 485-486, 

487-4), 532 
determination of, 67 
lintar variation in, 182 
maximum in-plane, 4), 532 
planc-strain transformation 
Orientation. 485-489, 532 
torsional deformation and. 180-181 
Shear stress (7), 23, 32-37, 46-47, 411, 
104-10), 115, 182-189, 225-2%, 
251, 359-403, 442-443, 447. 
473-477, 480-481. 718—719 
absolute maximum (75,9, 182-183, 
185-186, 473—477, 480—481 
allowable (7,4, ), 4-47, 6d 
average (Taya), 225-226, 251 
average (7,v,), 32-45, 60, 225-226, 25] 
beams. 359-405 
complementary property of, 33 
component orientation, 
442-443, 480) 
determination of, 23, 60 
direct (simple) loads, 32 
equilibrium and. 33 
internal, 34 
linear variation m. 142 
maximum in-plane, 447, 380 
modulus of elusticity/rigedity (G). 
104-106. 115 
plane-stress transformation, 442-443, 
procedures for analysis of. 34 
proportional limi (7,1. 104 
pure. 33, 104 
shaft distribution, 184-159 
simple (direct | loads, 32 
strain energy and, 713-719 
thin-walled tubes, 225-226. 251 
torsional loads and, 182-189, 
225-226, 25] 





transverse, 359-416 
ultimate (7,), 104 
Shear stress-strain diagrams, 104-106, 115 
Shoulder fillets. 234 
Sign convention, 8. 124, 173, 185. 202-216. 
256. 264, 505, 442, 486, 489. 575, 
AlAs 
angle of twist (d. 202-205 
axial loads, 124, 173 
bending, 256. 264. 305 
deflection, 575, 6043-615 
right-hand rule for, 8. 185, 202-203 
strain transformation, 386. 489 
Alress transformation, 442 
torque (T), 185, 202-203 
Simple (direct) shear loads, 32 
Simply supported beams, 255, 635 
Singularity functions, 595—596 
Slenderness ratio (Lr), 663-664, 667 
Slipping. 520-7521 
Slope. 263, 352, 570, 573-585, t4-61 2. 
^52. NUS 
beams, NOR 
bending (shear), 263, 352 
deflection, 570, 573-585, 644-512. 652 
elastic curve, 570, 573-588 
moment-arca method for 604-612 
Small strain analysis, 69 
Solid shafts, 184, 140 
Spherical vessels. combined loadings of, 
Au, 432 
Spring force, 158-059 
Stable equilibrium, 658-659 
State of strain, 68 
State of stress, ZE, 412—421, 432, 437—441 
combined loadings and. 412-421, 432 
determination of, 23 
plane stress transformation, 437-441 
procedures for analysis of, 4) 2-413, 439 
Staticully indeterminate members. 
337-142, 173, 214-217, 250 
axinlly-loaded, 137-142. 173 
beams, 627-630, 633-637, 
839-647, 653 
compatibility conditions for, 528 
deflection af, 627-8530, 633-637. 
639-047, 053 
force method (or. 639-647, 653 
integration method for, 623-630, 653 
moment diagrams for, 633-637 
moment-ares method for, 633-537, 653 
procedures for analysis ol. 
138, 215, 642 
redundants, 627 
shafts, 627-630, 633-637, 639-647, 653 
superposition method for, 6322637 653 
torque-loaded. 214—217. 250 





Steel columns 695 
Steel sections of beams, 541 
Straight members, cee Bears 
Strain, 65-74, 180-181, 484-535. See also 
Normal strain («Y: Shear strain Cp 
Cartesian components of, 68 
deformation and, 565-68 
engineering, 83 
multiaxial, 508-515 
nominal, &3 
normal («), 66-67 
shear Cyl. 67. 180-181 
small strain analysis, 69 
state ol, 68 
transformution, 444-535 
units of, 65-67 
Strain energy (U), 92-93, 114, 
715—728. 781 
deformation and, 92-93, 114 
density, 92 
elustic, 720-728 
external work and. 715-719. 78] 
modulus of resilience fay), 92, 114 
modulus of toughness (16). 93, 114 
multiaxial stress, 719 
normal stress (er), 717-718 
shear stress (z). 718-719 
Strain hardening, 85, 91, 113-114 
Hooke’ law and, 91, 114 
permanent set of materials, 91 
ultimate stress (or). 85.115 
Strain rosettes, 304-5105 
Strain transformation, 484-535 
absolute maximum shear strain. 
502-503, 332 
bulk modulus (k), 511. 533 
dilatation (e), 510-511, 533 
clectrical-resistance strain gauge 
for, 504 
equations for, 486-493 
failure, theories of, 520-527, 533 
Hookes law for, 508-39. 533 
in-plane shear strain, 490, 532 
made rial property relationshaps, 509-515 
Mohr* circle. 494-498, 524-525. 
532-533 
normal and shear component 
orientation, 485-489, 537 
plane strain, 445-498, 532 
principal strains. 490, 532 
procedure for analysis of, 494—495 
shear modulus (G) for. 510, 533 
sign convention for, 4% 
strain rosettes, 504-505 
Stress. 2-63, K3, 85, IU4- 106. 115, 158-161. 
166-168, 174, 239-24], 25), 
320-322. AU6—RY7, 436—483. 


SUS—S1S, See alto Normal stress 
(or: Shear stress (z) 
allowable, 46-47, (d 
axial 4U6 
axially loaded members, 24-31, 
158-161. L66-168. 174 


bi»xinl, 307 
circumferential, 322, 406 
compressive, 23 


concentrations, 158-161. 174 
curved beams, 320-322 
deformable bodies, 4-2? 
directional sense of, 9X). 406 
engineering, K3 
equilibrium and, 4-22, 25-26, 33, (0) 
factor of salety (F.S.). 46-47, 60 
fracture (ry), 85 
hoop, 322. 406 
longitudinal. 46 
material properties and, 22, 24-25 
mechanics of materiak. 3—4 
multiaxial. 508-515 
nominal, 53 
normal (er), 23-31, 60, 320 
prismatic bars. 24-31 
procedures for analysis of, 27, 34, 48 
radial, 322, 407 
residual (r, }, 166-168, 174, 
239-241, 251 
shear (7), 23, 32-37, 60, 104-106, 115 
simple connections, 47-59, 60 
state of, 23 
tensile, 23 
thermal, 151-154, 174 
transformation, 436-455 
triaxial, 473 
ultimate (er, ), RS. 104 
units of, 23 
Stress concentration, 159-161, 174. 
234-237, 251, 326-324, 354 
axial loads, 159-161, 174 
bending (beams), 326-328, 354 
factor (K) graphs. 160-161. 
234-235. 306 
material failure and. 160, 235 
torsional loads, 234-237. 251 
Stress-cycle (S-N) diagrams, 108-109 
Stress—strain (o-<) diagrams, 83-96, 
104—106. 113-115 
brittle materials. 89. 114 
conventional, 83-85 
ductile materials, 57-88. 113 
clastic behavior, 84. %91, 14, 
113-114 
endurance (fatigue) limit (5,)). 
TYos- ]ug 
Hookes law, 90-91 
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necking, 85, 113 
nominal (cngipeering) stress or 
strain, K3 
offset method, 87-88 
plastic behavior, 84, 91, [13-114 
Poisson's ratio (1), 12-103, 115 
proportional limit Cerny). 84. 
86, |t4 
shear, 104-tü6, 115 
strain energy. 92-96, 114 
strain hardening. 85, 9]. 
113-114 
true, 85-85 
ultimate stress (er), RS. 104 
yield point (ry). 84, 114 
yielding, 84, 113 
Stress trajectories, 539 
Stress transformation, 436-485 
absolute maximum shear stress 
(Tmar), 473—477, 480—481 
equations for, 442—344 
in-plane shear stress, 447, 480 
Mohrs circle for, 441-467, 481 
normal and shear component 
orientation, 442443, 480) 
plone stress, 437-45]. 461-467 
480-481 
principal stresses. 345-45]. 480 
procedures for analysis of, 439, 443, 
4635-3564 
sign convention for, 442 
triaxial stress, 473 
Structural shapes, geometric properties of, 


SU-KOT 
Superposition, 136, 173. 614-423. 
633-647, 653 


axial loaded members, 134, 173 
deflection, method for, 619-623, 
639-647, 653 
force method as. 639-647 
moment diagrams hy, 633-637 
principle af, 136, 173 
procedure for analysis hy, 642 
statically indeterminate shafts and 
beams, 633-647, 653 
Support reactions, 5 
Supports for columns, 660-669 
Surface forces, 4 


T 

Tangent modulus (F). 684-685 

Tongents to elastic curve, 6033-5006, 

Tensile stress, 23 

Tension test, 81-82, 113, 524 

Tension, 124 

Thermal (stress) displacement (8 7) and. 
151-154, 174 
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Phin-walled members, 387-397. 402 
axis of symmetry, 392-393 
shear center (O), 392-397, 442 
shear flow (q), 387-39]. 442 
twisting, 392393 
Thin-walled pressure vessels, combined 
loadings of. 405-408, 432 
Timber columns. 694 
Torque (7), 5, 179-189, 200-207, 237-244, 
250-251 


angle of twist (ó) and, 180-181, 
200-297, 250 


constant, 201—202 
elastic-plastic, 257-258, 

240, 251 
external, 179-181 
inclastic torsion and, 237—239. 251 
internal, 182—189, 200-207, 250 
maximum clastic ( Ty), 227-238 
multiple. 202-203 
plastic (T). 239—240, 251 
residual stress anil, 239—244. 251 
right-hand rule for, PES, 202-203 
Sign convention for, 185, 202-203 


torsion formula for, 
torsional moment, as, 
ultimate (7,). 241 
Torque diagram. 185, 303, 558 
Torsion, 178-253, 727-738. See also 
Torque {7} 
angle of twist (6), 1802181, 300—207. 
222, 226, 290 
cross sections for, ISD-189, 200-202. 
221-222. 24-25, 250-251 
deformation, 179-181 
clastic strain energy (U), 727-728 
formula for, 182-191 
inclastic, 237-239, 251 
modulus of rupture (7, |. 240 


moment ss torque (D. 8 
power transmission nnd. 


procedures for analysis of, 186, 204 
residual stress (7, ). 239—244. 251 


shafts, 179-191, 221-223. 250-251 
shear strain (y) and, 180-181 


shear stress (7) and, 182-189 

sign conventions for, 145, 02-203 

static loadings, 235 

statically indeterminate members 
and. 214-217, 250 


stress concentration factor (K), 


234-237, 251 
tubes, 185, 224-229, 251 
warping, 221-222, 251 
Transformation, sec Stress transformation: 
Strain transformation 
Transformation factor (n), 3156954, 353 
Transformed section method, 313-314, 353 
Transverse shear. 359-408, 725-725 
beams and. 359-403 
built-up members, 378-382. 40) 
elastic strain energy (L,), 725-726 
procedures for analysis of, 366 
shear center (O), 392-397. 402 
shear flow (q), 378-391, 401—902 
shear formula for, 361-372 
straight beams, 359-361 
thin-walled members, 387-397, 402 
warping cross-sections. 360-361 
Tresca vield criterion, 521 
Triaxial stress, 473, 509 
Truc stress-strain diagrams, 85-86 
Trusses. 785-759, 713-775 
Castighano’s theorem for, 773-775 
procedures for analysis of. 757, 773 
virtual work analysis, 751-770, 781 
lubes, 183. 190, 224-229, 251 
angle of twist (4h), 226 


average shear stress (T), 


Cross A 185. 224-229, 251 
power transmission by, 190 

shear flow (q) in. 224-276 
thin-walled, 224-220 


torsion formula for, 185 
Twisting, thin-walled members, 392-393. 
Ser also Angle of twist (4) 


U 
Ultimate stress (ry), 85. 104 
Ultimate torque (7), 241 





Uniaxial stress. 25-26 
Uniform deformation, 24-75 
Units, 23, 66-57 

stress, 23 

strain, 66-67 
Unstable equilibrium. 658-659 
Unsymmetrie bending, 

3-308, 


v 
Virtual forces, sew Virtual work 
Virtual work, 751-770, 781 
beams, applied to, 762-766 
internal, 753-754 
principle of. 781-754 
procedures for analysis using, 
757, 704 
trusses, applied to. 255—739 


w 
Warping cross sections, 221-222. 
360-361 


Weight. force as, 5 
Wide-flange (W shape) properties, 


BIXI-BOR, ROJ-RUS 
Wood (timber) columns, 694 
Wood sections of beams. 541-3542 
Work, 92, 190), 715—728, 
751-770, 781 
couple moment, 717 
force (F) as, 92. 716 
power (P) as, 190 
external. 715-719 
internal, 717-728, 753-754 
strain energy, 715—724 
virtual, 751-770. 781 


Y 

Yreld strength, 87-88 

Yield stress/point (ory), 84. 114 
Yrelding, 84. 87-89, 113, 520-521 
Young's modulus (£), 90-9]. H13-114 


z 
Zero (uniaxial) stress. 25-26, 284. 
34, 437 
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Fundamental Equations of Mechanics of Materials 























Axial Load Shear 
Normal Stress Average direct shear stress 
P 
— V 
— rae 
Bilans L Px)yd Transverse shear stress 
"n [ x)dx | vO 
» ADE T= m 
= Yx — Shear flow 
vo 
6; = a ATL q = sp DER 
Torsion Stress in Thin-Walled Pressure Vessel 
Shear stress in circular shaft Cylinder E E 
„T — — 
J v 
Sphere pr 
where si == 
T 
J= 27 solid cross section 
T Stress Transformation Equations 
J= y (a; — ¢/*) tubular cross section 
a, + ay Gy Fy 
Power = + 2 —cos 28 + r,,sin 20 
P= Tw = 2nfT ey — By Ç 
Angle of twist Ty = — 7 sin 28 + 7,, cos 24 
L 
= [ TxMs Principal Stress 
o HG Z 
# = z 35: dE (z, eh 
JG 
m, + z, q,-— ud, z 
Average shear stress in a thin-walled tube d E ES. ( 2 ) + Ty 
— Maximum in-plane shear stress 
ave 21A,, 
š (z, — a,)/2 
tan 20, = .— ————— 
Shear Flow —Ó— T = 
nE 2A, F, _ Ty 2 
— 2 ) + fy 
Bending e, +a, 
Normal stress Fave 2 
My 
c= => Absolute maximum shear stress 
* Trae 7 oU mm 
Unsymmetric bending TW 2 
Mey Mz KE T, to 
ducc RSIS Fk tan æ = 7- ane Cav = — — 


Geometric Properties of Area Elements 
Material Property Relations 


Poisson's ratio iis y A= hh 
"= - — 
Generalized Hooke's Law 4 =the? 


1 1 
e, = glo - ola, + eJ] Rectangular atea 


€, = rir — vía, + a 


- 


I 
e; = Flt — elo, + m) 





22 i 4- , ERE 
Ye G Tey, Ke G Toz Ya G T. 
where E 
saa 





=the b) 


Relations Between w, V, M 


7 


id V aM 
di -Wix), dx — 


Elastic Curve 


Buckling 
Critical axial load tw ter! 


h= In 





Critical stress 





Energy Methods 
Conservation of energy 
U, = U, 
Strain energy NIL 
U; = —— ronsiani axial load 


2AE 
t ] ltr 
U, = { FI bending moment 
t {Wide ! 
U, = |, 2GA transverse Shear — n 
—— 


L? 
T'dx 
U = ; [ IGI torsional moment Espurabolic urea 








